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Annex F:
Status of all 3GPP CRs after TSG SA #26 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-040823
	01.01
	023
	-
	8.14.0
	R99
	Corrections to list of specifications
	revised
	F
	
	TEI
	SP

	SP-040880
	01.01
	023
	1
	8.14.0
	R99
	Corrections to list of specifications
	revised
	F
	
	TEI
	SP

	SP-040931
	01.01
	023
	2
	8.14.0
	R99
	Corrections to list of specifications
	approved
	F
	8.15.0
	TEI
	SP

	TP-040253
	11.10-4
	A077
	-
	8.9.0
	R99
	Correction of Send Short Message test case
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A078
	-
	8.9.0
	R99
	Correction of Select Item test case
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A079
	-
	8.9.0
	R99
	Correction of Language Notification test case
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A080
	-
	8.9.0
	R99
	Correction of Select Item (Next action identifier) test case
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A081
	-
	8.9.0
	R99
	Correction of PROFILE DOWNLOAD test case – incorrect P2
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A082
	-
	8.9.0
	R99
	Correction of CALL CONTROL test cases.
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A083
	-
	8.9.0
	R99
	Incorrect specification of file codings.
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A084
	-
	8.9.0
	R99
	Correction of Refresh test case
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A085
	-
	8.9.0
	R99
	Correction of MO SM CONTROL BY SIM test case
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A086
	-
	8.9.0
	R99
	Correction of Errors
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A087
	-
	8.9.0
	R99
	Clarification of PLAY TONE test case
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A088
	-
	8.9.0
	R99
	Clarification of RECEIVE DATA test case
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A089
	-
	8.9.0
	R99
	Corrections for Test Case 27.22.5.1 (SMS-PP Data Download)
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A090
	-
	8.9.0
	R99
	Modification of 27.22.1 PROFILE DOWNLOAD
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A091
	-
	8.9.0
	R99
	Correction of Set Up Idle Mode Text test case
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A092
	-
	8.9.0
	R99
	Correction of Timer Management test cases
	approved
	F
	8.10.0
	TEI
	T3

	TP-040253
	11.10-4
	A093
	-
	8.9.0
	R99
	Essential Corrections on Launch Browser
	approved
	F
	8.10.0
	TEI
	T3

	TP-040254
	11.13
	A008
	-
	8.2.1
	R99
	Correction of references to GSM 02.19 and GSM 03.19 specifications.
	approved
	F
	8.3.0
	TEI
	T3

	SP-040823
	21.101
	022
	-
	3.13.0
	R99
	Corrections to list of specifications
	revised
	F
	
	TEI
	SP

	SP-040880
	21.101
	022
	1
	3.13.0
	R99
	Corrections to list of specifications
	approved
	F
	3.14.0
	TEI
	SP

	SP-040823
	21.101
	023
	-
	4.10.0
	Rel-4
	Corrections to list of specifications
	revised
	F
	
	TEI4
	SP

	SP-040880
	21.101
	023
	1
	4.10.0
	Rel-4
	Corrections to list of specifications
	approved
	F
	4.11.0
	TEI4
	SP

	SP-040823
	21.101
	024
	-
	5.7.0
	Rel-5
	Corrections to list of specifications
	revised
	F
	
	TEI5
	SP

	SP-040880
	21.101
	024
	1
	5.7.0
	Rel-5
	Corrections to list of specifications
	approved
	F
	5.8.0
	TEI5
	SP

	SP-040823
	21.101
	025
	-
	5.7.0
	Rel-6
	Corrections to list of specifications
	revised
	F
	
	TEI6
	SP

	SP-040880
	21.101
	025
	1
	5.7.0
	Rel-6
	Corrections to list of specifications
	approved
	F
	6.0.0
	TEI6
	SP

	SP-040824
	21.900
	025
	-
	6.3.0
	Rel-7
	Editorial clarification of version numbering system, upgrade to Rel-7
	approved
	D
	7.0.0
	TEI
	SP

	SP-040824
	21.900
	026
	-
	6.3.0
	Rel-6
	Make working procedures release-independent
	approved
	D
	6.4.0
	TEI
	SP

	SP-040726
	21.905
	059
	-
	6.7.0
	Rel-6
	Definition of Radio Access Technology
	rejected
	F
	
	TEI6
	S1

	SP-040734
	22.038
	025
	-
	7.1.0
	Rel-7
	Extention of the USAT bearers
	approved
	B
	7.2.0
	WLAN
	S1

	SP-040735
	22.071
	071
	-
	7.0.0
	Rel-7
	Introducing A-GNSS concept to extend A-GPS to include GALILEO
	postponed
	C
	
	A-GNSS
	S1

	SP-040735
	22.071
	072
	-
	7.0.0
	Rel-7
	Velocity Service Description
	revised
	C
	
	LCS-R7
	S1

	SP-040907
	22.071
	072
	1
	7.0.0
	Rel-7
	Velocity Service Description
	approved
	C
	7.1.0
	LCS-R7
	S1

	SP-040736
	22.078
	178
	-
	7.1.0
	Rel-7
	Interworking between CAMEL and SCUDIF
	approved
	A
	7.2.0
	SCUDIF
	S1

	SP-040725
	22.101
	155
	-
	3.17.0
	R99
	USIM support by 2G terminals
	rejected
	F
	
	TEI
	S1

	SP-040725
	22.101
	156
	-
	4.10.0
	Rel-4
	USIM support by 2G terminals
	rejected
	A
	
	TEI4
	S1

	SP-040727
	22.127
	072
	-
	6.6.0
	Rel-6
	Delete Requirements for User-Application Authentication functions”
	approved
	F
	6.7.0
	OSA3
	S1

	SP-040727
	22.127
	073
	-
	6.6.0
	Rel-6
	Delete Requirements for User Data Management (OSA support for GUP)”
	approved
	F
	6.7.0
	OSA3
	S1

	SP-040727
	22.127
	074
	-
	6.6.0
	Rel-6
	Delete Requirements for IP session function”
	approved
	F
	6.7.0
	OSA3
	S1

	SP-040728
	22.141
	018
	-
	6.2.1
	Rel-6
	Delete Requirements for IP session function
	approved
	F
	6.3.0
	OSA3
	S1

	SP-040729
	22.228
	026
	-
	6.6.0
	Rel-6
	IMS Support of CS services
	approved
	F
	6.7.0
	IMS2
	S1

	SP-040737
	22.234
	010
	-
	6.2.0
	Rel-7
	New features of I-WLAN
	approved
	B
	7.0.0
	WLAN-SC
	S1

	SP-040730
	22.240
	007
	-
	6.4.0
	Rel-6
	Removal of erroneous use cases
	approved
	F
	6.5.0
	GUP
	S1

	SP-040731
	22.242
	003
	-
	6.2.0
	Rel-6
	Removing text in DRM stage 1 specification and reference OMA RD
	revised
	F
	
	DRM
	S1

	SP-040906
	22.242
	003
	1
	6.2.0
	Rel-6
	Removing text in DRM stage 1 specification and reference OMA RD
	revised
	F
	
	DRM
	S1

	SP-040732
	22.950
	009
	-
	6.3.0
	Rel-6
	Priority Service optional support for Emergency Service
	approved
	F
	6.4.0
	PRIOR
	S1

	SP-040733
	22.952
	004
	-
	6.1.0
	Rel-6
	Priority Service optional support for Emergency Service
	approved
	F
	6.2.0
	PRIOR
	S1

	SP-040750
	23.002
	145
	-
	6.5.0
	Rel-6
	Floor control
	approved
	F
	6.6.0
	IMS2
	S2

	SP-040750
	23.002
	146
	-
	6.5.0
	Rel-6
	Removing GPS specifity for SAS to unify with RAN Technical Specifications
	approved
	F
	6.6.0
	LCS2
	S2

	NP-040581
	23.003
	092
	2
	6.4.0
	Rel-6
	'otherrealm' format of Decorated NAI
	approved
	F
	6.5.0
	WLAN
	N4

	NP-040581
	23.003
	093
	1
	6.4.0
	Rel-6
	Definition of Alternative NAI
	rejected
	F
	
	WLAN
	N4

	NP-040527
	23.003
	094
	1
	5.9.0
	Rel-5
	Clarification of NRI position within (P)-TMSI
	approved
	F
	5.10.0
	TEI5
	N4

	NP-040527
	23.003
	095
	1
	6.4.0
	Rel-6
	Clarification of NRI position within (P)-TMSI
	approved
	A
	6.5.0
	TEI5
	N4

	NP-040580
	23.003
	096
	1
	6.4.0
	Rel-6
	BSF address
	approved
	F
	6.5.0
	SEC1-SC
	N4

	NP-040543
	23.008
	135
	1
	6.3.0
	Rel-6
	Inclusion of selected CN operator ID parameter
	approved
	B
	6.4.0
	NETSHAR
	N4

	NP-040532
	23.008
	136
	-
	6.3.0
	Rel-6
	Optimization of User Profile Download
	approved
	B
	6.4.0
	IMS2-CCR
	N4

	NP-040532
	23.008
	137
	-
	6.3.0
	Rel-6
	Subscribed Media Profile Identifier
	approved
	F
	6.4.0
	IMS2-CCR
	N4

	NP-040580
	23.008
	138
	1
	6.3.0
	Rel-6
	Domain independent GAA
	approved
	C
	6.4.0
	SEC1-SC
	N4

	NP-040580
	23.008
	140
	-
	6.3.0
	Rel-6
	Correction to authorization flag definition
	approved
	C
	6.4.0
	SEC1-SC
	N4

	NP-040580
	23.008
	141
	-
	6.3.0
	Rel-6
	Itroduction of NAF groups
	approved
	F
	6.4.0
	SEC1-SC
	N4

	NP-040581
	23.008
	142
	1
	6.3.0
	Rel-6
	WLAN-IW data handling: additions to 23.008
	approved
	B
	6.4.0
	WLAN
	N4

	NP-040514
	23.014
	007
	-
	5.1.0
	Rel-6
	Introduction of new references for DTMF
	approved
	F
	6.0.0
	TEI6
	N1

	SP-040751
	23.060
	513
	1
	6.6.0
	Rel-6
	Transfer of selected core network operator identity between SGSN and MSC/VLR
	approved
	F
	6.7.0
	NTSHAR
	S2

	SP-040751
	23.060
	516
	2
	6.6.0
	Rel-6
	Handling of preserved Real Time PDP context
	approved
	F
	6.7.0
	TEI6
	S2

	SP-040751
	23.060
	518
	3
	6.6.0
	Rel-6
	Management Based Activation Impacts
	approved
	F
	6.7.0
	OEM-TRACE
	S2

	NP-040525
	23.078
	748
	5
	6.3.0
	Rel-6
	Clarification on Outstanding Request Counter (ORC) handling at EDP-R or TDP-R resumption
	approved
	A
	6.4.0
	CAMEL4
	N4

	NP-040544
	23.078
	749
	2
	6.3.0
	Rel-6
	Correcting SDL of Process CS_gsmSSF (sheet 62)
	approved
	F
	6.4.0
	TEI6
	N4

	NP-040544
	23.078
	752
	-
	6.3.0
	Rel-6
	Correction to Change of Position handling in gsmSSF
	approved
	F
	6.4.0
	TEI6
	N4

	NP-040544
	23.078
	753
	1
	6.3.0
	Rel-6
	Correction in Sheet 18 of Process CSA_gsmSSF
	approved
	F
	6.4.0
	TEI6
	N4

	NP-040525
	23.078
	754
	-
	5.8.0
	Rel-5
	Clarification on Outstanding Request Counter (ORC) handling
	approved
	F
	5.9.0
	CAMEL4
	N4

	NP-040544
	23.078
	757
	1
	6.3.0
	Rel-6
	Warning Tone
	approved
	F
	6.4.0
	TEI6
	N4

	SP-040752
	23.107
	152
	1
	5.12.0
	Rel-5
	Clarification on delivery order set to no
	revised
	F
	
	TEI5
	S2

	SP-030895
	23.107
	152
	2
	5.12.0
	Rel-5
	Clarification on delivery order set to no
	revised
	F
	
	TEI5
	S2

	SP-040912
	23.107
	152
	3
	5.12.0
	Rel-5
	Clarification on delivery order set to no
	approved
	F
	5.13.0
	TEI5
	S2

	SP-040752
	23.107
	153
	1
	6.1.0
	Rel-6
	Clarification on delivery order set to no
	revised
	F
	
	TEI6
	S2

	SP-030895
	23.107
	153
	2
	6.1.0
	Rel-6
	Clarification on delivery order set to no
	revised
	A
	
	TEI-6
	S2

	SP-040912
	23.107
	153
	3
	6.1.0
	Rel-6
	Clarification on delivery order set to no
	approved
	A
	6.2.0
	TEI6
	S2

	NP-040516
	23.122
	082
	7
	6.2.0
	Rel-7
	Support of multiple HPLMN codes
	approved
	C
	7.0.0
	TEI7
	N1

	NP-040514
	23.122
	084
	1
	6.2.0
	Rel-6
	Clarification on the use of the RAT during background scanning
	approved
	F
	6.3.0
	TEI6
	N1

	NP-040513
	23.122
	086
	1
	6.2.0
	Rel-6
	Clarifiaction of PLMN selection in shared networks
	approved
	B
	6.3.0
	NTShar
	N1

	SP-040875
	23.125
	076
	1
	6.2.0
	Rel-6
	Adding service information to charging rule
	rejected
	F
	
	CH-FBC
	S2

	SP-040753
	23.125
	078
	3
	6.2.0
	Rel-6
	CCF/OCS address clarifications
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	079
	1
	6.2.0
	Rel-6
	Connection maintenance
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	080
	1
	6.2.0
	Rel-6
	Modification of charging rules
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040875
	23.125
	082
	2
	6.2.0
	Rel-6
	Granularity of charging data collection
	rejected
	F
	
	CH-FBC
	S2

	SP-040753
	23.125
	083
	2
	6.2.0
	Rel-6
	Clarify that SGSN event is MCC/MNC related
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	085
	2
	6.2.0
	Rel-6
	Clarify the handling of PDP contexts
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	086
	2
	6.2.0
	Rel-6
	Clarify that Charging Rules apply on a per PDP context basis
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	088
	1
	6.2.0
	Rel-6
	CRF addressing
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	089
	1
	6.2.0
	Rel-6
	Removal of FFS notes
	approved
	D
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	091
	2
	6.2.0
	Rel-6
	Clarify the terminology related to instances
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	092
	1
	6.2.0
	Rel-6
	Clarification of Credit Pooling
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	093
	-
	6.2.0
	Rel-6
	Clarify that CRF is responsible for policy control functions in FBC
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	094
	3
	6.2.0
	Rel-6
	selecting the charging rule
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	095
	1
	6.2.0
	Rel-6
	Security considerations between CRF and AF
	approved
	B
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	096
	1
	6.2.0
	Rel-6
	Selection of the appropriate CRF by a TPF for a user in GPRS.
	approved
	B
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	098
	1
	6.2.0
	Rel-6
	Clarification of volume and time based charging
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	099
	2
	6.2.0
	Rel-6
	clarification of online charging procedure
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	101
	-
	6.2.0
	Rel-6
	Update of bearer termination message flow
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040875
	23.125
	102
	2
	6.2.0
	Rel-6
	Reporting and credit management granularity
	rejected
	F
	
	CH-FBC
	S2

	SP-040882
	23.125
	102
	4
	6.2.0
	Rel-6
	Reporting and credit management granularity
	approved
	F
	6.3.0
	CH-FBC
	S2

	SP-040753
	23.125
	103
	2
	6.2.0
	Rel-6
	Updates to Rx handling
	approved
	C
	6.3.0
	CH-FBC
	S2

	TP-040226
	23.140
	175
	-
	6.7.0
	Rel-6
	Adding collision prevention mechanism to application addressing
	approved
	C
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	176
	-
	6.7.0
	Rel-6
	Precision for the recipient entities' behaviour upon reception of an abstract message containing a destination application identifier
	approved
	F
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	177
	-
	6.7.0
	Rel-6
	Replacing and Cancelling Multimedia Message in Recipient Terminal
	approved
	B
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	178
	-
	6.7.0
	Rel-6
	Information about Content to Recipient Terminal
	approved
	B
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	179
	-
	6.7.0
	Rel-6
	Truncating the “subject” element of an MM1_notification.REQ for adopting to carrier layer limitations and decreasing the response delay
	approved
	F
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	180
	-
	6.7.0
	Rel-6
	Clarifying that the terminal hosting Application(s) identifies its capabilities in a binary way
	approved
	C
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	181
	-
	6.7.0
	Rel-6
	Deletion of deferred MMs from the MMS Relay/Server
	approved
	B
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	182
	-
	6.7.0
	Rel-6
	Resolving DNS to an IP address using procedures of RFC2821
	approved
	B
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	183
	-
	6.7.0
	Rel-6
	MM4 _forward.REQ counter definition
	approved
	F
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	184
	-
	6.7.0
	Rel-6
	Adding Recipient handset capabilities in the MM7_delivery_report.REQ and MM7_deliver.REQ transactions
	approved
	B
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	185
	-
	6.7.0
	Rel-6
	Additional Error situation in MM7_Deliver.RES
	approved
	B
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	186
	-
	6.7.0
	Rel-6
	Allow more than one DeliveryCondition at a time.
	approved
	C
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	187
	-
	6.7.0
	Rel-6
	Clarification of schema versioning
	approved
	F
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	188
	-
	6.7.0
	Rel-6
	Error Status Codes related to Application Addressing over MM7
	approved
	B
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	189
	-
	6.7.0
	Rel-6
	Rapporteur’s check of 23.140: New reference to MM10 stage 3 TS; consistent mentionning of MM8, MM9 and MM10 in chapter 8; removal of MEXE as potential MMS implementation; removal of unused references
	approved
	F
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	190
	-
	6.7.0
	Rel-6
	Addition of roaming detection and MMS capability detection as part of functionalities of the MMS Relay/Server
	approved
	F
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	191
	-
	6.7.0
	Rel-6
	Correct a typo, in Information Element Applic-ID (MM7_Deliver.REQ)
	approved
	D
	6.8.0
	MMS6
	T2

	TP-040226
	23.140
	192
	-
	6.7.0
	Rel-6
	Editorial Modifications in section 7.2.3 Address Formats on MM7
	approved
	D
	6.8.0
	MMS6
	T2

	TP-040225
	23.140
	193
	-
	6.7.0
	Rel-6
	Stage 3 MM7 Schema, addition of application, contentclass, drmcontent, vasp id, extended cancel/replace, deliverycondition and uacapabilities elements
	approved
	B
	6.8.0
	MMS6
	T2

	TP-040225
	23.140
	194
	-
	6.7.0
	Rel-6
	MM4 forwarding address clarification
	approved
	C
	6.8.0
	MMS6
	T2

	TP-040225
	23.140
	195
	-
	6.7.0
	Rel-6
	Adding the Information Elements VAS-ID and VASP-ID in MM7_DeliveryReport and MM7_ReadReplyReport.
	approved
	B
	6.8.0
	MMS6
	T2

	NP-040548
	23.153
	074
	1
	5.8.0
	Rel-6
	3GUP properties correction
	approved
	F
	6.0.0
	TEI6
	N4

	NP-040520
	23.153
	075
	-
	4.10.0
	Rel-4
	TFO/TrFO compatibility of UMTS_AMR and UMTS_AMR2
	approved
	F
	4.11.0
	OoBTC
	N4

	NP-040520
	23.153
	076
	-
	5.8.0
	Rel-5
	TFO/TrFO compatibility of UMTS_AMR and UMTS_AMR2
	approved
	A
	5.9.0
	OoBTC
	N4

	NP-040520
	23.153
	077
	1
	4.10.0
	Rel-4
	Detailed description of the handling of codec negotiation parameters
	approved
	F
	4.11.0
	OoBTC
	N4

	NP-040520
	23.153
	078
	1
	5.8.0
	Rel-5
	Detailed description of the handling of codec negotiation parameters
	approved
	A
	5.9.0
	OoBTC
	N4

	NP-040520
	23.153
	079
	3
	4.10.0
	Rel-4
	Addition of missing condition for transcoder free operation in the MGW
	approved
	F
	4.11.0
	OoBTC
	N4

	NP-040520
	23.153
	080
	3
	5.8.0
	Rel-5
	Addition of missing condition for transcoder free operation in the MGW
	approved
	A
	5.9.0
	OoBTC
	N4

	NP-040528
	23.153
	081
	-
	5.8.0
	Rel-5
	Correction of the inter-MSC handover during TrFO
	approved
	F
	5.9.0
	TEI5
	N4

	SP-040896
	23.228
	446
	3
	6.7.0
	Rel-6
	Treatment of SIP forking request
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040754
	23.228
	446
	3
	6.7.0
	Rel-6
	Treatment of SIP forking request
	withdrawn
	F
	
	IMS2
	S2

	SP-040754
	23.228
	447
	1
	6.7.0
	Rel-6
	Floor control
	withdrawn
	F
	
	IMS2
	S2

	SP-040896
	23.228
	447
	1
	6.7.0
	Rel-6
	Floor control
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040754
	23.228
	448
	1
	6.7.0
	Rel-6
	Clarification of which origination and termination procedures can be used to construct end to end session flows
	withdrawn
	F
	
	IMS2
	S2

	SP-040754
	23.228
	449
	1
	6.7.0
	Rel-6
	Put the non-IMS SIP network interworking scenarios in the correct clauses
	withdrawn
	F
	
	IMS2
	S2

	SP-040896
	23.228
	450
	1
	6.7.0
	Rel-6
	Clarify that IMS end-points shall be able to support sending or receiving DTMF tone indications
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040754
	23.228
	450
	1
	6.7.0
	Rel-6
	Clarify that IMS end-points shall be able to support sending or receiving DTMF tone indications
	withdrawn
	F
	
	IMS2
	S2

	SP-040896
	23.228
	451
	1
	6.7.0
	Rel-6
	"Clarification of which endpoints may be involved in Session Redirects and
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040754
	23.228
	451
	1
	6.7.0
	Rel-6
	"Clarification of which endpoints may be involved in Session Redirects and
	withdrawn
	F
	
	IMS2
	S2

	SP-040896
	23.228
	452
	3
	6.7.0
	Rel-6
	Addition of Application Server termination section
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040754
	23.228
	452
	3
	6.7.0
	Rel-6
	Addition of Application Server termination section
	withdrawn
	F
	
	IMS2
	S2

	SP-040754
	23.228
	453
	4
	6.7.0
	Rel-6
	Revision of session set-up from external SIP client
	withdrawn
	F
	
	IMS2
	S2

	SP-040896
	23.228
	453
	4
	6.7.0
	Rel-6
	Revision of session set-up from external SIP client
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040896
	23.228
	454
	1
	6.7.0
	Rel-6
	Various editorial corrections
	approved
	D
	6.8.0
	IMS2
	S2

	SP-040754
	23.228
	454
	1
	6.7.0
	Rel-6
	Various editorial corrections
	withdrawn
	D
	
	IMS2
	S2

	SP-040896
	23.228
	455
	-
	6.7.0
	Rel-6
	Missing step in identity procedure
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040754
	23.228
	455
	-
	6.7.0
	Rel-6
	Missing step in identity procedure
	withdrawn
	F
	
	IMS2
	S2

	SP-040754
	23.228
	456
	-
	6.7.0
	Rel-6
	Correction to PSTN Termination
	withdrawn
	F
	
	IMS2
	S2

	SP-040896
	23.228
	456
	-
	6.7.0
	Rel-6
	Correction to PSTN Termination
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040896
	23.228
	458
	1
	6.7.0
	Rel-6
	Removal of support for local services
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040754
	23.228
	458
	1
	6.7.0
	Rel-6
	Removal of support for local services
	withdrawn
	F
	
	IMS2
	S2

	SP-040896
	23.228
	459
	-
	6.7.0
	Rel-6
	Removal of Editor's Note on ISC
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040754
	23.228
	459
	-
	6.7.0
	Rel-6
	Removal of Editor's Note on ISC
	withdrawn
	F
	
	IMS2
	S2

	SP-040896
	23.228
	460
	-
	6.7.0
	Rel-6
	Changes to SIP URL terminology
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040754
	23.228
	460
	-
	6.7.0
	Rel-6
	Changes to SIP URL terminology
	withdrawn
	F
	
	IMS2
	S2

	SP-040754
	23.228
	461
	2
	6.7.0
	Rel-6
	Reorganization and clarification of session flows
	withdrawn
	F
	
	IMS2
	S2

	SP-040896
	23.228
	461
	2
	6.7.0
	Rel-6
	Reorganization and clarification of session flows
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040754
	23.228
	462
	1
	6.7.0
	Rel-6
	Changes for commonality in regards to token generation
	withdrawn
	F
	
	IMSCOOP
	S2

	SP-040896
	23.228
	462
	1
	6.7.0
	Rel-6
	Changes for commonality in regards to token generation
	approved
	F
	6.8.0
	IMSCOOP
	S2

	SP-040896
	23.228
	464
	1
	6.7.0
	Rel-6
	Tel-URI related reference updates
	approved
	D
	6.8.0
	IMS2
	S2

	SP-040754
	23.228
	464
	1
	6.7.0
	Rel-6
	Tel-URI related reference updates
	withdrawn
	D
	
	IMS2
	S2

	SP-040896
	23.228
	465
	-
	5.12.0
	Rel-5
	Forward HSS name
	approved
	F
	6.8.0
	IMS-CCR
	S2

	SP-040754
	23.228
	465
	-
	5.12.0
	Rel-5
	Forward HSS name
	withdrawn
	F
	
	IMS-CCR
	S2

	SP-040896
	23.228
	466
	-
	6.7.0
	Rel-6
	Forward HSS name
	approved
	A
	6.8.0
	IMS-CCR
	S2

	SP-040754
	23.228
	466
	-
	6.7.0
	Rel-6
	Forward HSS name
	withdrawn
	A
	
	IMS-CCR
	S2

	SP-040754
	23.228
	467
	1
	6.7.0
	Rel-6
	Informing AS on Registration
	withdrawn
	F
	
	IMS2
	S2

	SP-040896
	23.228
	467
	1
	6.7.0
	Rel-6
	Informing AS on Registration
	approved
	F
	6.8.0
	IMS2
	S2

	SP-040755
	23.234
	062
	2
	6.2.0
	Rel-6
	Enhancements of Wd Interface
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	083
	2
	6.2.0
	Rel-6
	Charging in WLAN interworking architecture
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	086
	6
	6.2.0
	Rel-6
	Correction of online charging disconnect procedure
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	087
	1
	6.2.0
	Rel-6
	Clarification on network selection
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	088
	-
	6.2.0
	Rel-6
	Clarification on Wm reference point
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	089
	1
	6.2.0
	Rel-6
	Correction of multiple service authorization requirement
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	090
	2
	6.2.0
	Rel-6
	Removal of WLAN UE registration at tunnel establishment
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	091
	1
	6.2.0
	Rel-6
	Providing configuration parameter to the WLAN UE during tunnel establishment
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	092
	-
	6.2.0
	Rel-6
	Correction of references
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	093
	1
	6.2.0
	Rel-6
	Removing tunnel redirection option
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	094
	1
	6.2.0
	Rel-6
	Revision of PLMN selection procedure
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	095
	2
	6.2.0
	Rel-6
	Revision of Ww reference point definition
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	097
	3
	6.2.0
	Rel-6
	Supplement to the subscriber profile procedure
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	099
	1
	6.2.0
	Rel-6
	Addition of reference
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	100
	1
	6.2.0
	Rel-6
	Clarification of the procedure to disconnect the last tunnel
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	101
	-
	6.2.0
	Rel-6
	Remove duplicated charging requirement for the PDG
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	102
	3
	6.2.0
	Rel-6
	Consistant Wording, Spacing, and Grammar Readability Changes
	approved
	D
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	104
	3
	6.2.0
	Rel-6
	Rewording Readability Changes Section 1
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	105
	3
	6.2.0
	Rel-6
	Rewording Readability Changes Section 3
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	107
	3
	6.2.0
	Rel-6
	Section 5 Reordering
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	109
	2
	6.2.0
	Rel-6
	3GPP WLAN User profile Update
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	110
	1
	6.2.0
	Rel-6
	Removal of unused references.
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	111
	1
	6.2.0
	Rel-6
	Redraw of diagrams in section 7
	approved
	D
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	112
	2
	6.2.0
	Rel-6
	Editorial corrections
	approved
	D
	6.3.0
	WLAN
	S2

	SP-040755
	23.234
	113
	1
	6.2.0
	Rel-6
	Correction on Annex E
	approved
	F
	6.3.0
	WLAN
	S2

	SP-040756
	23.236
	013
	1
	5.2.0
	Rel-5
	Clarification of NRI position within (P)-TMSI
	withdrawn
	F
	
	TEI5
	S2

	SP-040900
	23.236
	013
	2
	5.2.0
	Rel-5
	Clarification of NRI position within (P)-TMSI
	approved
	F
	5.3.0
	TEI
	S2

	SP-040756
	23.236
	014
	1
	5.2.0
	Rel-5
	Clarification of BSC behaviour in Gb-flex
	withdrawn
	F
	
	TEI5
	S2

	SP-040900
	23.236
	014
	2
	5.2.0
	Rel-5
	Clarification of BSC behaviour in Gb-flex
	approved
	F
	5.3.0
	TEI5
	S2

	SP-040757
	23.240
	025
	-
	6.5.0
	Rel-6
	Removal of UE as GUP Data Repository
	approved
	F
	6.6.0
	GUP
	S2

	SP-040904
	23.246
	072
	7
	6.4.0
	Rel-6
	MBMS Broadcast Session Stop Procedure
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	072
	7
	6.4.0
	Rel-6
	MBMS Broadcast Session Stop Procedure
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	096
	5
	6.4.0
	Rel-6
	Clarification of BM-SC functions
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	096
	5
	6.4.0
	Rel-6
	Clarification of BM-SC functions
	withdrawn
	F
	
	MBMS
	S2

	SP-040758
	23.246
	105
	2
	6.4.0
	Rel-6
	Change between supporting and non-supporting SGSN
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	105
	2
	6.4.0
	Rel-6
	Change between supporting and non-supporting SGSN
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040904
	23.246
	108
	1
	6.4.0
	Rel-6
	Clarification of MBMS Service Area definition
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	108
	1
	6.4.0
	Rel-6
	Clarification of MBMS Service Area definition
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	110
	3
	6.4.0
	Rel-6
	MBMS Architecture Modification – CBC (cell broadcast centre) Part
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	110
	3
	6.4.0
	Rel-6
	MBMS Architecture Modification - CBC Part
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	111
	3
	6.4.0
	Rel-6
	How to avoid overloading the central server after sending service announcement
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	111
	3
	6.4.0
	Rel-6
	How to Avoid Overloading the Central Server after Sending Service Announcement
	withdrawn
	F
	
	MBMS
	S2

	SP-040758
	23.246
	112
	2
	6.4.0
	Rel-6
	Correction for MBMS Multicast Deactivation Procedure
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	112
	2
	6.4.0
	Rel-6
	Correction for MBMS Multicast Dectivation Procedure
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	115
	2
	6.4.0
	Rel-6
	Corrections for Inter SGSN Serving RNS Relocation & Routing Area Update Cases
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	115
	2
	6.4.0
	Rel-6
	Corrections for Inter SGSN Serving RNS Relocation & Routing Area Update Cases
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	117
	1
	6.4.0
	Rel-6
	Guaranteed bitrate for Streaming MBMS
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	117
	1
	6.4.0
	Rel-6
	Guaranteed bitrate for Streaming MBMS
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040904
	23.246
	119
	2
	6.4.0
	Rel-6
	Correction on MBMS Mulitcast Service Deactivation procedure
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	119
	2
	6.4.0
	Rel-6
	Correction on MBMS Mulitcast Service Deactivation procedure
	withdrawn
	F
	
	MBMS
	S2

	SP-040758
	23.246
	122
	2
	6.4.0
	Rel-6
	MBMS Charging Related Correction
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	122
	2
	6.4.0
	Rel-6
	Charging Related Correction for MBMS
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	123
	1
	6.4.0
	Rel-6
	MBMS Architecture Related Correction
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	123
	1
	6.4.0
	Rel-6
	MBMS Architecture Related Correction
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	124
	1
	6.4.0
	Rel-6
	General editorial correction for MBMS
	withdrawn
	D
	
	MBMS
	S2

	SP-040904
	23.246
	124
	1
	6.4.0
	Rel-6
	General editorial correction for MBMS
	approved
	D
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	126
	2
	6.4.0
	Rel-6
	Separate MBMS Sessions for 2G and 3G for same MBMS Bearer Service
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	126
	2
	6.4.0
	Rel-6
	Separate MBMS Sessions for 2G and 3G for same MBMS Bearer Service
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	129
	3
	6.4.0
	Rel-6
	MBMS UE context synchronisation
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	129
	3
	6.4.0
	Rel-6
	MBMS UE context synchronisation
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040904
	23.246
	131
	1
	6.4.0
	Rel-6
	Delaying data transfer at session start
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	131
	1
	6.4.0
	Rel-6
	Delaying data transfer at session start
	withdrawn
	F
	
	MBMS
	S2

	SP-040758
	23.246
	133
	2
	6.4.0
	Rel-6
	List of number of PMM-IDLE UEs per RA parameter for RAN
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	133
	2
	6.4.0
	Rel-6
	List of number of PMM-IDLE UEs per RA parameter for RAN
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040904
	23.246
	134
	1
	6.4.0
	Rel-6
	MBMS UE context via MBMS UE Linking procedure
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	134
	1
	6.4.0
	Rel-6
	MBMS UE context via MBMS UE Linking procedure
	withdrawn
	F
	
	MBMS
	S2

	SP-040904
	23.246
	135
	2
	6.4.0
	Rel-6
	Clarification of MBMS UE Linking handling
	approved
	F
	6.5.0
	MBMS
	S2

	SP-040758
	23.246
	135
	2
	6.4.0
	Rel-6
	Clarification of MBMS UE Linking handling
	withdrawn
	F
	
	MBMS
	S2

	SP-040759
	23.251
	007
	1
	6.1.0
	Rel-6
	Inclusion of informative Annex “NRI allocation examples”
	approved
	F
	6.2.0
	NTSHAR
	S2

	SP-040759
	23.251
	008
	3
	6.1.0
	Rel-6
	Indication of selected CN operator in connected mode
	approved
	F
	6.2.0
	NTSHAR
	S2

	SP-040760
	23.271
	281
	-
	4.12.0
	Rel-4
	Resolving invalid references
	approved
	F
	4.13.0
	LCS2
	S2

	SP-040760
	23.271
	282
	1
	5.12.0
	Rel-5
	Resolving invalid references
	approved
	F
	5.13.0
	LCS2
	S2

	SP-040760
	23.271
	283
	1
	6.9.0
	Rel-6
	Resolving invalid references
	approved
	F
	6.10.0
	LCS2
	S2

	SP-040760
	23.271
	285
	1
	6.9.0
	Rel-6
	Service Type checking corrections
	approved
	F
	6.10.0
	LCS2
	S2

	SP-040760
	23.271
	286
	-
	6.9.0
	Rel-6
	Privacy mechanism at deferred location request – UE available event
	approved
	F
	6.10.0
	LCS2
	S2

	SP-040760
	23.271
	287
	1
	6.9.0
	Rel-6
	QoS Class at Deferred Location Request
	approved
	F
	6.10.0
	LCS2
	S2

	SP-040760
	23.271
	288
	2
	6.9.0
	Rel-6
	Correction on the Figure A.2
	approved
	F
	6.10.0
	LCS2
	S2

	SP-040760
	23.271
	289
	1
	6.9.0
	Rel-6
	Correction in the section 7.1.1
	approved
	F
	6.10.0
	LCS2
	S2

	SP-040760
	23.271
	290
	2
	6.9.0
	Rel-6
	Clarifications on the LCS authorisation response
	approved
	F
	6.10.0
	LCS2
	S2

	SP-040760
	23.271
	292
	3
	6.9.0
	Rel-6
	Delete new address of MSC/SGSN from Subscriber Location Report
	approved
	F
	6.10.0
	LCS2
	S2

	SP-040760
	23.271
	294
	1
	6.9.0
	Rel-6
	NA-ESRD Provision for NI-LR Location Based Routing in North America
	approved
	F
	6.10.0
	LCS2
	S2

	SP-040760
	23.271
	295
	1
	6.9.0
	Rel-6
	POI applicability
	approved
	F
	6.10.0
	LCS2
	S2

	SP-040761
	23.981
	004
	1
	6.1.0
	Rel-6
	Clarification to the Interworking support in dual stack IM CN subsystem
	approved
	F
	6.2.0
	IPV4IMS
	S2

	NP-040501
	24.007
	068
	-
	4.3.0
	Rel-4
	Sequence numbering for SS via PS
	approved
	F
	4.4.0
	TEI4
	N1

	NP-040501
	24.007
	069
	-
	5.2.0
	Rel-5
	Sequence numbering for SS via PS
	approved
	A
	5.3.0
	TEI4
	N1

	NP-040501
	24.007
	070
	-
	6.2.0
	Rel-6
	Sequence numbering for SS via PS
	approved
	A
	6.3.0
	TEI4
	N1

	NP-040504
	24.008
	907
	-
	6.6.0
	Rel-6
	MBMS update
	approved
	F
	6.7.0
	MBMS
	N1

	NP-040504
	24.008
	908
	2
	6.6.0
	Rel-6
	NSAPI at MBMS context activation
	approved
	C
	6.7.0
	MBMS
	N1

	NP-040514
	24.008
	910
	2
	6.6.0
	Rel-6
	Correction of terminology -GSM and UMTS
	approved
	F
	6.7.0
	TEI6
	N1

	NP-040514
	24.008
	911
	1
	6.6.0
	Rel-6
	Paging for GPRS Services in GSM
	approved
	F
	6.7.0
	TEI6
	N1

	NP-040514
	24.008
	912
	1
	6.6.0
	Rel-6
	Service request conditions
	approved
	F
	6.7.0
	TEI6
	N1

	NP-040514
	24.008
	913
	1
	6.6.0
	Rel-6
	Service request - Abnormal cases in the MS
	approved
	F
	6.7.0
	TEI6
	N1

	NP-040514
	24.008
	914
	2
	6.6.0
	Rel-6
	No follow on proceed indication
	approved
	F
	6.7.0
	TEI6
	N1

	NP-040514
	24.008
	915
	3
	6.6.0
	Rel-6
	Mobile identity - No identity
	approved
	F
	6.7.0
	TEI6
	N1

	NP-040514
	24.008
	920
	1
	6.6.0
	Rel-6
	Correction of the description of causes #7 and #8 in Annex G.6
	approved
	F
	6.7.0
	TEI6
	N1

	NP-040514
	24.008
	921
	1
	6.6.0
	Rel-6
	CC cause reference correction
	approved
	F
	6.7.0
	TEI6
	N1

	NP-040510
	24.008
	922
	-
	6.6.0
	Rel-6
	Addition of DTM enhancements capability
	approved
	B
	6.7.0
	PSintDTM-Reduct
	N1

	NP-040514
	24.008
	923
	-
	6.6.0
	Rel-6
	Handling of zero T3312 timer value
	approved
	C
	6.7.0
	TEI6
	N1

	NP-040514
	24.008
	924
	-
	6.6.0
	Rel-6
	Introduction of new references for DTMF
	approved
	F
	6.7.0
	TEI6
	N1

	NP-040513
	24.008
	926
	2
	6.6.0
	Rel-6
	Location registration in a shared network when multiple PLMNs are broadcast 
	approved
	B
	6.7.0
	NTShar
	N1

	NP-040513
	24.008
	927
	1
	6.6.0
	Rel-6
	Reject cause ranking during rerouting in MOCN
	approved
	B
	6.7.0
	NTShar
	N1

	NP-040542
	24.030
	020
	1
	6.1.0
	Rel-6
	Correction of missing description for T(LCSN) and T(LCSL)
	approved
	F
	6.2.0
	LCS2
	N4

	NP-040542
	24.080
	038
	-
	6.1.0
	Rel-6
	Correction of setting for timer T(LCSL)
	approved
	F
	6.2.0
	LCS2
	N4

	NP-040522
	24.080
	040
	1
	4.3.1
	Rel-4
	Sequence numbering for SS via PS
	approved
	F
	4.4.0
	TEI4
	N4

	NP-040522
	24.080
	041
	1
	5.4.0
	Rel-5
	Sequence numbering for SS via PS
	approved
	A
	5.5.0
	TEI4
	N4

	NP-040522
	24.080
	042
	1
	6.1.0
	Rel-6
	Sequence numbering for SS via PS
	approved
	A
	6.2.0
	TEI4
	N4

	NP-040511
	24.109
	001
	1
	6.0.0
	Rel-6
	Corrections and clarifications to clause 4 and example flows
	approved
	F
	6.1.0
	SEC1-SC
	N1

	NP-040511
	24.109
	002
	1
	6.0.0
	Rel-6
	Corrections and clarifications to clause 5 and example flows
	approved
	F
	6.1.0
	SEC1-SC
	N1

	NP-040511
	24.109
	003
	1
	6.0.0
	Rel-6
	Update of Authentication Proxy Procedures 
	approved
	F
	6.1.0
	SEC1-SC
	N1

	NP-040511
	24.109
	005
	-
	6.0.0
	Rel-6
	Clarification of Ua usage
	approved
	F
	6.1.0
	SEC1-SC
	N1

	NP-040511
	24.109
	006
	1
	6.0.0
	Rel-6
	Correction of User Agent Header
	approved
	F
	6.1.0
	SEC1-SC
	N1

	NP-040511
	24.109
	007
	1
	6.0.0
	Rel-6
	B-TID transfer
	approved
	B
	6.1.0
	SEC1-SC
	N1

	NP-040511
	24.109
	008
	1
	6.0.0
	Rel-6
	AP signalling flow example
	approved
	B
	6.1.0
	SEC1-SC
	N1

	NP-040512
	24.109
	009
	1
	6.0.0
	Rel-6
	Authorization flag transfer between AP and AS
	approved
	C
	6.1.0
	SEC1-SC
	N1

	NP-040511
	24.109
	010
	1
	6.0.0
	Rel-6
	Editorials
	approved
	D
	6.1.0
	SEC1-SC
	N1

	NP-040503
	24.141
	019
	1
	6.1.0
	Rel-6
	Clarifications to Ut
	approved
	F
	6.2.0
	PRESNC
	N1

	NP-040503
	24.141
	020
	-
	6.1.0
	Rel-6
	Alignment between PUA and watcher for draft-ietf-geopriv-pidf-lo-01 
	approved
	F
	6.2.0
	PRESNC
	N1

	NP-040503
	24.141
	021
	-
	6.1.0
	Rel-6
	Introduction of XCAP client and XCAP server
	revised
	F
	
	PRESNC
	N1

	NP-040593
	24.141
	021
	1
	6.1.0
	Rel-6
	Introduction of XCAP client and XCAP server
	revised
	F
	
	PRESNC
	N1

	NP-040593
	24.141
	021
	2
	6.1.0
	Rel-6
	Introduction of XCAP client and XCAP server
	revised
	F
	
	PRESNC
	N1

	NP-040599
	24.141
	021
	2
	6.1.0
	Rel-6
	Introduction of XCAP client and XCAP server
	approved
	F
	6.2.0
	PRESNC
	N1

	NP-040503
	24.141
	022
	1
	6.1.0
	Rel-6
	Correction of XCAP change flow
	approved
	F
	6.2.0
	PRESNC 
	N1

	NP-040503
	24.141
	023
	-
	6.1.0
	Rel-6
	Delete Authentication Proxy Requirements
	approved
	F
	6.2.0
	PRESNC
	N1

	NP-040503
	24.141
	024
	1
	6.1.0
	Rel-6
	Aligning Presence data model with IETF
	approved
	F
	6.2.0
	PRESNC
	N1

	NP-040503
	24.141
	025
	1
	6.1.0
	Rel-6
	IETF reference update (SIP specific parts)
	approved
	F
	6.2.0
	PRESNC
	N1

	NP-040503
	24.141
	026
	1
	6.1.0
	Rel-6
	IETF reference update (XCAP)
	approved
	F
	6.2.0
	PRESNC
	N1

	NP-040503
	24.141
	027
	1
	6.1.0
	Rel-6
	Updates to Partial publication
	approved
	F
	6.2.0
	PRESNC
	N1

	NP-040503
	24.141
	028
	1
	6.1.0
	Rel-6
	Correction to Watcher Information message flow
	approved
	F
	6.2.0
	PRESNC
	N1

	NP-040503
	24.141
	030
	1
	6.1.0
	Rel-6
	Preventing loop in RLS subscriptions
	approved
	C
	6.2.0
	PRESNC
	N1

	NP-040503
	24.141
	032
	-
	6.1.0
	Rel-6
	Filter criteria update
	approved
	F
	6.2.0
	PRESNC
	N1

	NP-040505
	24.147
	001
	-
	6.0.0
	Rel-6
	Removing editor's note on other protocols
	approved
	C
	6.1.0
	IMS2
	N1

	NP-040505
	24.147
	007
	-
	6.0.0
	Rel-6
	Alternative procedure for removing all conference participants
	approved
	F
	6.1.0
	IMS2
	N1

	NP-040505
	24.147
	008
	1
	6.0.0
	Rel-6
	Update of SIP Chapter to new CPCP terminology
	approved
	F
	6.1.0
	IMS2
	N1

	NP-040505
	24.147
	009
	-
	6.0.0
	Rel-6
	Update of CPCP Chapter
	approved
	F
	6.1.0
	IMS2
	N1

	NP-040505
	24.147
	010
	1
	6.0.0
	Rel-6
	Removal of "Conference Notification Service" Role
	approved
	F
	6.1.0
	IMS2
	N1

	NP-040505
	24.147
	011
	1
	6.0.0
	Rel-6
	Update of signaling flows
	approved
	F
	6.1.0
	IMS2
	N1

	NP-040505
	24.147
	012
	1
	6.0.0
	Rel-6
	Introduction of XCAP Change
	approved
	B
	6.1.0
	IMS2
	N1

	NP-040505
	24.147
	013
	1
	6.0.0
	Rel-6
	Correction of BFCP clause
	approved
	F
	6.1.0
	IMS2
	N1

	NP-040505
	24.147
	016
	1
	6.0.0
	Rel-6
	Correction Flow Adding a user to the conference with CPCP
	approved
	F
	6.1.0
	IMS2
	N1

	NP-040505
	24.147
	017
	1
	6.0.0
	Rel-6
	Correction - Flow “conference creation with CPCP”
	approved
	F
	6.1.0
	IMS2
	N1

	NP-040505
	24.147
	018
	1
	6.0.0
	Rel-6
	Correction expelling/terminating flow using CPCP
	approved
	F
	6.1.0
	IMS2
	N1

	NP-040505
	24.147
	019
	-
	6.0.0
	Rel-6
	p-asserted id in response from conf AS/MRFC
	approved
	F
	6.1.0
	IMS2
	N1

	NP-040502
	24.228
	136
	-
	5.10.0
	Rel-5
	Interaction between S-CSCF and HSS in Network initiated deregistration procedure
	approved
	F
	5.11.0
	IMS-CCR
	N1

	NP-040506
	24.229
	651
	4
	6.4.0
	Rel-6
	Downloading the user profile based on User-Data-Request-Type
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040506
	24.229
	703
	2
	6.4.0
	Rel-6
	SDP Encryption
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040506
	24.229
	704
	1
	6.4.0
	Rel-6
	RTCP streams
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040506
	24.229
	709
	-
	6.4.0
	Rel-6
	Contact in 200(OK) response
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040506
	24.229
	710
	1
	6.4.0
	Rel-6
	P-Access-Network-Info header
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040506
	24.229
	711
	1
	6.4.0
	Rel-6
	P-Called-Party-ID header
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040506
	24.229
	713
	1
	6.4.0
	Rel-6
	IMS-ALG routing
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040506
	24.229
	714
	1
	6.4.0
	Rel-6
	Public User Identity
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040506
	24.229
	715
	1
	6.4.0
	Rel-6
	"Pres" and "im" URIs
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040502
	24.229
	722
	1
	5.10.0
	Rel-5
	Correction Term IOI handling
	approved
	F
	5.11.0
	IMS-CCR
	N1

	NP-040502
	24.229
	723
	1
	6.4.0
	Rel-6
	Correction Term IOI handling
	approved
	A
	6.5.0
	IMS-CCR
	N1

	NP-040502
	24.229
	724
	1
	5.10.0
	Rel-5
	Request handling in S-CSCF originating case
	approved
	F
	5.11.0
	IMS-CCR
	N1

	NP-040502
	24.229
	725
	1
	6.4.0
	Rel-6
	Request handling in S-CSCF originating case
	approved
	A
	6.5.0
	IMS-CCR
	N1

	NP-040502
	24.229
	726
	1
	5.10.0
	Rel-5
	Request handling in S-CSCF - terminating case
	approved
	F
	5.11.0
	IMS-CCR
	N1

	NP-040502
	24.229
	727
	1
	6.4.0
	Rel-6
	Request handling in S-CSCF - terminating case
	approved
	A
	6.5.0
	IMS-CCR
	N1

	NP-040506
	24.229
	728
	-
	6.4.0
	Rel-6
	SBLP and non-realtime PDP contexts
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040590
	24.229
	730
	2
	6.4.0
	Rel-6
	Reference updates
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040507
	24.229
	730
	2
	6.4.0
	Rel-6
	Reference updates
	withdrawn
	F
	
	IMS2
	N1

	NP-040507
	24.229
	733
	3
	6.4.0
	Rel-6
	Support for extended SigComp 
	withdrawn
	F
	
	IMS2
	N1

	NP-040590
	24.229
	733
	3
	6.4.0
	Rel-6
	Support for extended SigComp 
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040590
	24.229
	734
	2
	6.4.0
	Rel-6
	Correction to subclause 5.1.3 of TS 24,229
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040507
	24.229
	734
	2
	6.4.0
	Rel-6
	Correction to subclause 5.1.3 of TS 24,229
	withdrawn
	F
	
	IMS2
	N1

	NP-040507
	24.229
	735
	1
	6.4.0
	Rel-6
	Correction to subclause 5.1.4.1.2.3 of TS 24,.229
	withdrawn
	F
	
	IMS2
	N1

	NP-040590
	24.229
	735
	1
	6.4.0
	Rel-6
	Correction to subclause 5.1.4.1.2.3 of TS 24,.229
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040502
	24.229
	737
	1
	5.10.0
	Rel-5
	Population of Via header when using REGISTER method
	approved
	F
	5.11.0
	IMS-CCR
	N1

	NP-040502
	24.229
	738
	1
	6.4.0
	Rel-6
	Population of Via header when using REGISTER method
	approved
	A
	6.5.0
	IMS-CCR
	N1

	NP-040590
	24.229
	739
	-
	6.4.0
	Rel-6
	Tel-URI related reference updates
	approved
	C
	6.5.0
	IMS2
	N1

	NP-040507
	24.229
	739
	-
	6.4.0
	Rel-6
	Tel-URI related reference updates
	withdrawn
	C
	
	IMS2
	N1

	NP-040590
	24.229
	741
	1
	6.4.0
	Rel-6
	Throttling
	approved
	C
	6.5.0
	IMS2
	N1

	NP-040507
	24.229
	741
	1
	6.4.0
	Rel-6
	Throttling
	withdrawn
	C
	
	IMS2
	N1

	NP-040507
	24.229
	742
	-
	6.4.0
	Rel-6
	Editorial correction resulting from CR665
	withdrawn
	D
	
	IMS2
	N1

	NP-040590
	24.229
	742
	-
	6.4.0
	Rel-6
	Editorial correction resulting from CR665
	approved
	D
	6.5.0
	IMS2
	N1

	NP-040590
	24.229
	743
	-
	6.4.0
	Rel-6
	Unprotected REGISTER corrections
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040507
	24.229
	743
	-
	6.4.0
	Rel-6
	Unprotected REGISTER corrections
	withdrawn
	F
	
	IMS2
	N1

	NP-040590
	24.229
	744
	1
	6.4.0
	Rel-6
	Corrections to receiving SDP offer in 200 (OK) response
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040507
	24.229
	744
	1
	6.4.0
	Rel-6
	Corrections to receiving SDP offer in 200 (OK) response
	withdrawn
	F
	
	IMS2
	N1

	NP-040590
	24.229
	745
	1
	6.4.0
	Rel-6
	Privacy corrections
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040507
	24.229
	745
	1
	6.4.0
	Rel-6
	Privacy corrections
	withdrawn
	F
	
	IMS2
	N1

	NP-040590
	24.229
	747
	2
	6.4.0
	Rel-6
	Syntax of the P-Charging-Vector
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040507
	24.229
	747
	2
	6.4.0
	Rel-6
	Syntax of the P-Charging-Vector
	withdrawn
	F
	
	IMS2
	N1

	NP-040590
	24.229
	752
	2
	6.4.0
	Rel-6
	Unavailability of the access-network-charging-info when the session is established without SBLP
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040507
	24.229
	752
	2
	6.4.0
	Rel-6
	Unavailability of the access-network-charging-info when the session is established without SBLP
	withdrawn
	F
	
	IMS2
	N1

	NP-040507
	24.229
	753
	1
	6.4.0
	Rel-6
	SIP messages carrying the access-network-charging-info for sessions without preconditions
	withdrawn
	F
	
	IMS2
	N1

	NP-040590
	24.229
	753
	1
	6.4.0
	Rel-6
	SIP messages carrying the access-network-charging-info for sessions without preconditions
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040502
	24.229
	754
	1
	5.10.0
	Rel-5
	Network-initiated deregistration for the old contact information of a roaming UE registered in a new network
	approved
	F
	5.11.0
	IMS-CCR
	N1

	NP-040507
	24.229
	755
	1
	6.4.0
	Rel-6
	Network-initiated deregistration for multiple UEs sharing the same user public identity and for the old contact information of a roaming UE registered in a new network
	withdrawn
	F
	
	IMS2
	N1

	NP-040590
	24.229
	755
	1
	6.4.0
	Rel-6
	Network-initiated deregistration for multiple UEs sharing the same user public identity and for the old contact information of a roaming UE registered in a new network
	approved
	F
	6.5.0
	IMS2
	N1

	NP-040502
	24.229
	764
	1
	5.10.0
	Rel-5
	Interaction between S-CSCF and HSS in Network initiated deregistration procedure
	approved
	F
	5.11.0
	IMS-CCR
	N1

	NP-040502
	24.229
	765
	1
	6.4.0
	Rel-6
	Interaction between S-CSCF and HSS in Network initiated deregistration procedure
	approved
	A
	6.5.0
	IMS-CCR
	N1

	NP-040502
	24.229
	767
	1
	5.10.0
	Rel-5
	Downloading of user profile
	approved
	F
	5.11.0
	IMS-CCR
	N1

	NP-040502
	24.229
	768
	1
	6.4.0
	Rel-6
	Downloading of user profile
	approved
	A
	6.5.0
	IMS-CCR
	N1

	NP-040508
	24.234
	001
	1
	6.0.0
	Rel-6
	Alignment of the WLAN identities’ lists
	approved
	F
	6.1.0
	WLAN
	N1

	NP-040508
	24.234
	002
	1
	6.0.0
	Rel-6
	I-WLAN Parameters coding –Pseudonym and re-authentication identity
	approved
	F
	6.1.0
	WLAN
	N1

	NP-040508
	24.234
	003
	2
	6.0.0
	Rel-6
	References clean-up
	approved
	F
	6.1.0
	WLAN
	N1

	NP-040508
	24.234
	004
	1
	6.0.0
	Rel-6
	Introduction of protected result indications
	approved
	F
	6.1.0
	WLAN
	N1

	NP-040508
	24.234
	006
	-
	6.0.0
	Rel-6
	Removal of the PDG Redirection feature
	approved
	F
	6.1.0
	WLAN
	N1

	NP-040508
	24.234
	008
	1
	6.0.0
	Rel-6
	Restructuring of clause 5
	approved
	F
	6.1.0
	WLAN
	N1

	NP-040508
	24.234
	009
	1
	6.0.0
	Rel-6
	Cleaning of Editors Notes
	approved
	D
	6.1.0
	WLAN
	N1

	NP-040508
	24.234
	011
	2
	6.0.0
	Rel-6
	Timers in Scenario 3
	approved
	B
	6.1.0
	WLAN
	N1

	NP-040508
	24.234
	014
	1
	6.0.0
	Rel-6
	Editorial change to chapter 8
	approved
	D
	6.1.0
	WLAN
	N1

	NP-040509
	24.234
	015
	4
	6.0.0
	Rel-6
	PLMN Selection for WLAN
	rejected
	B
	
	WLAN
	N1

	RP-040412
	25.101
	368
	1
	6.5.0
	Rel-6
	Correction to Windup testcase 
	approved
	F
	6.6.0
	TEI6
	R4

	RP-040407
	25.101
	369
	-
	5.12.0
	Rel-5
	Modification of Section 9.3 of HSDPA requirements
	approved
	F
	5.13.0
	HSDPA-RF
	R4

	RP-040414
	25.101
	373
	2
	6.5.0
	Rel-6
	Corrections to 7.4.2 maximum input level for HS-PDSCH reception
	approved
	F
	6.6.0
	HSDPA-RF
	R4

	RP-040414
	25.101
	377
	1
	6.5.0
	Rel-6
	Corrections to 9.3 reporting of CQI
	approved
	F
	6.6.0
	HSDPA-RF
	R4

	RP-040414
	25.101
	379
	2
	6.5.0
	Rel-6
	Corrections to 9.4 detection of HS-SCCH
	approved
	F
	6.6.0
	HSDPA-RF
	R4

	RP-040414
	25.101
	383
	3
	6.5.0
	Rel-6
	H Set-4/5 pattern length
	approved
	F
	6.6.0
	HSDPA-RF
	R4

	RP-040406
	25.101
	384
	1
	5.12.0
	Rel-5
	Omissions in 7.6 (Blocking)
	approved
	F
	5.13.0
	TEI5
	R4

	RP-040406
	25.101
	385
	1
	6.5.0
	Rel-6
	Omissions in 7.6 (Blocking)
	approved
	A
	6.6.0
	TEI5
	R4

	RP-040534
	25.101
	386
	-
	6.5.0
	Rel-6
	Enhanced performance requirements on FRC throughput for PA3 cases
	approved
	B
	6.6.0
	RInImp-HSPerf-RxDiv
	R4

	RP-040409
	25.101
	386
	-
	6.5.0
	Rel-6
	Enhanced performance requirement on FRC throughput for PA3 cases
	withdrawn
	B
	
	RInImp-HSPerf-RxDiv
	R4

	RP-040410
	25.104
	230
	-
	6.7.0
	Rel-6
	Power Control step requirements for 1.5dB and 2.0dB
	approved
	F
	6.8.0
	TEI6
	R4

	RP-040411
	25.105
	155
	-
	6.1.0
	Rel-6
	Clarification to note of spurious emission in case co-existence with UTRA-FDD
	approved
	F
	6.2.0
	TEI6
	R4

	RP-040412
	25.105
	156
	-
	6.1.0
	Rel-6
	Addition of Co-existence with unsynchronized TDD item in regional requirement list
	approved
	F
	6.2.0
	TEI6
	R4

	RP-040412
	25.113
	023
	-
	6.0.0
	Rel-6
	Requirement for surge for outdoor telecommunication cable
	approved
	F
	6.1.0
	TEI6
	R4

	RP-040412
	25.113
	024
	1
	6.0.0
	Rel-6
	Transmitter and receiver exclusions bands for Bands IV, V and VI
	approved
	F
	6.1.0
	TEI6
	R4

	RP-040412
	25.133
	698
	-
	6.7.0
	Rel-6
	Clarification of Inter-RAT hand over test parameters.
	approved
	F
	6.8.0
	TEI6
	R4

	RP-040412
	25.133
	702
	-
	6.7.0
	Rel-6
	Correction to UE transmitted power measurement
	approved
	F
	6.8.0
	TEI6
	R4

	RP-040408
	25.133
	703
	-
	5.12.0
	Rel-5
	Target Quality on DTCH
	approved
	F
	5.13.0
	TEI5
	R4

	RP-040408
	25.133
	704
	-
	6.7.0
	Rel-6
	Target Quality on DTCH
	approved
	A
	6.8.0
	TEI5
	R4

	RP-040408
	25.133
	705
	-
	5.12.0
	Rel-5
	Harmonisation of TS25.133 and TS34.108
	approved
	F
	5.13.0
	TEI5
	R4

	RP-040408
	25.133
	706
	-
	6.7.0
	Rel-6
	Harmonisation of TS25.133 and TS34.108
	approved
	A
	6.8.0
	TEI5
	R4

	RP-040460
	25.133
	707
	-
	6.7.0
	Rel-6
	Introduction of ‘DL Transmission Branch Load Measurement’
	rejected
	B
	
	TEI6
	R4

	RP-040410
	25.141
	356
	-
	6.7.0
	Rel-6
	Power Control step test requirements for 1.5dB and 2.0dB
	approved
	F
	6.8.0
	TEI6
	R4

	RP-040412
	25.141
	357
	-
	6.7.0
	Rel-6
	Correction to RACH message demodulation test
	approved
	F
	6.8.0
	TEI6
	R4

	RP-040411
	25.142
	172
	-
	6.1.0
	Rel-6
	Clarification to note of spurious emission in case co-existence with UTRA-FDD
	approved
	A
	6.2.0
	TEI6
	R4

	RP-040413
	25.171
	001
	2
	6.0.0
	Rel-6
	Removal of inconsistencies in TS 25.171
	approved
	F
	6.1.0
	LCS-UEPos-AGPSPerf
	R4

	RP-040449
	25.201
	019
	-
	6.0.0
	Rel-6
	Introduction of E-DCH
	approved
	B
	6.1.0
	EDCH-Phys
	R1

	RP-040450
	25.211
	193
	1
	6.2.0
	Rel-6
	Introduction of MICH
	approved
	B
	6.3.0
	MBMS-RAN
	R1

	RP-040449
	25.211
	195
	1
	6.2.0
	Rel-6
	Introduction of E-DCH
	approved
	B
	6.3.0
	EDCH-Phys
	R1

	RP-040446
	25.212
	192
	2
	6.2.0
	Rel-6
	Introduction of MBMS Soft Combining
	approved
	B
	6.3.0
	MBMS-RAN
	R1

	RP-040527
	25.212
	195
	-
	6.2.0
	Rel-6
	Preamble and Postamble to reduce HS-DPCCH transmit power
	approved
	B
	6.3.0
	RANimp-RABSE-ACKNACK
	R1

	RP-040449
	25.212
	196
	2
	6.2.0
	Rel-6
	Introduction of E-DCH
	approved
	B
	6.3.0
	EDCH-Phys
	R1

	RP-040450
	25.213
	069
	-
	6.0.0
	Rel-6
	Introduction of MICH
	approved
	B
	6.1.0
	MBMS-RAN
	R1

	RP-040449
	25.213
	071
	2
	6.0.0
	Rel-6
	Introduction of E-DCH
	revised
	B
	
	EDCH-Phys
	R1

	RP-040539
	25.213
	071
	3
	6.0.0
	Rel-6
	Introduction of E-DCH
	approved
	B
	6.1.0
	EDCH-Phys
	R1

	RP-040450
	25.214
	351
	-
	6.3.0
	Rel-6
	Introduction of MICH
	approved
	B
	6.4.0
	MBMS-RAN
	R1

	RP-040448
	25.214
	356
	1
	6.3.0
	Rel-6
	Introduction of MBMS Soft Combining
	approved
	B
	6.4.0
	MBMS-RAN
	R1

	RP-040527
	25.214
	358
	1
	6.3.0
	Rel-6
	Preamble and Postamble to reduce HS-DPCCH transmit power
	approved
	B
	6.4.0
	RANimp-RABSE-ACKNACK
	R1

	RP-040447
	25.214
	359
	-
	5.9.0
	Rel-5
	Correction of downlink transmit power control in compressed mode
	approved
	F
	5.10.0
	TEI5
	R1

	RP-040447
	25.214
	360
	-
	6.3.0
	Rel-6
	Correction of downlink transmit power control in compressed mode
	approved
	A
	6.4.0
	TEI6
	R1

	RP-040449
	25.214
	361
	1
	6.3.0
	Rel-6
	Introduction of E-DCH
	approved
	B
	6.4.0
	EDCH-Phys
	R1

	RP-040455
	25.215
	147
	3
	6.0.0
	Rel-6
	Introduction of 'DL Transmission Branch Load' measurement
	rejected
	B
	
	TEI6
	R1

	RP-040449
	25.215
	149
	1
	6.0.0
	Rel-6
	Introduction of E-DCH
	approved
	B
	6.1.0
	EDCH-Phys
	R1

	RP-040524
	25.215
	150
	-
	3.12.0
	R99
	Removal of TGPL2
	rejected
	F
	
	TEI
	R1

	RP-040524
	25.215
	151
	-
	4.7.0
	Rel-4
	Removal of TGPL2
	rejected
	A
	
	TEI
	R1

	RP-040524
	25.215
	152
	-
	5.5.0
	Rel-5
	Removal of TGPL2
	rejected
	A
	
	TEI
	R1

	RP-040524
	25.215
	153
	-
	6.0.0
	Rel-6
	Removal of TGPL2
	rejected
	A
	
	TEI
	R1

	RP-040451
	25.221
	117
	-
	6.1.0
	Rel-6
	Introduction of MICH
	approved
	B
	6.2.0
	MBMS-RAN
	R1

	RP-040451
	25.222
	125
	-
	6.1.0
	Rel-6
	Introduction of MICH
	approved
	B
	6.2.0
	MBMS-RAN
	R1

	RP-040451
	25.224
	138
	-
	6.2.0
	Rel-6
	Introduction of MICH
	approved
	B
	6.3.0
	MBMS-RAN
	R1

	RP-040452
	25.224
	139
	-
	6.2.0
	Rel-6
	Introduction of MBMS soft combining for TDD
	approved
	B
	6.3.0
	MBMS-RAN
	R1

	RP-040459
	25.224
	140
	1
	6.2.0
	Rel-6
	Improvements to uplink closed-loop power control for 1.28Mcps TDD
	rejected
	C
	
	TEI6
	R1

	RP-040484
	25.301
	071
	-
	6.0.0
	Rel-6
	Introduction of Enhanced Uplink
	approved
	B
	6.1.0
	EDCH-L23
	R2

	RP-040485
	25.302
	146
	-
	6.1.0
	Rel-6
	Introduction of Enhanced Uplink
	revised
	B
	
	EDCH-L23
	R2

	RP-040540
	25.302
	146
	1
	6.1.0
	Rel-6
	Introduction of Enhanced Uplink
	revised
	B
	
	EDCH-L23
	R2

	RP-040550
	25.302
	146
	2
	6.1.0
	Rel-6
	Introduction of Enhanced Uplink
	approved
	B
	6.2.0
	EDCH-L23
	R2

	RP-040460
	25.302
	147
	-
	6.1.0
	Rel-6
	Introduction of 'DL Transmission Branch Load' measurement
	rejected
	B
	
	TEI6
	R2

	RP-040478
	25.303
	075
	-
	5.1.0
	Rel-5
	Clarification of inter-layer dependencies
	approved
	F
	5.2.0
	TEI5
	R2

	RP-040478
	25.303
	076
	-
	6.1.0
	Rel-6
	Clarification of inter-layer dependencies
	approved
	A
	6.2.0
	TEI5
	R2

	RP-040506
	25.304
	120
	1
	5.6.0
	Rel-5
	Correction to cell selection and reselection parameters
	revised
	B
	
	TEI5
	R2

	RP-040526
	25.304
	120
	2
	5.6.0
	Rel-5
	Cell selection and reselection parameters
	approved
	B
	5.7.0
	TEI5
	R2

	RP-040506
	25.304
	121
	1
	6.3.0
	Rel-6
	Correction to cell selection and reselection parameters
	revised
	B
	
	TEI5
	R2

	RP-040526
	25.304
	121
	2
	6.3.0
	Rel-6
	Cell selection and reselection parameters
	approved
	B
	6.4.0
	TEI5
	R2

	RP-040506
	25.304
	122
	-
	5.6.0
	Rel-5
	Use of access class restrictions at Inter-RAT cell change
	approved
	F
	5.7.0
	TEI5
	R2

	RP-040506
	25.304
	123
	-
	6.3.0
	Rel-6
	Use of access class restrictions at Inter-RAT cell change
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040494
	25.304
	124
	-
	6.3.0
	Rel-6
	Network Sharing and multiple PLMN identities
	approved
	B
	6.4.0
	NTShar-UTRANEnh
	R2

	RP-040488
	25.304
	126
	-
	6.3.0
	Rel-6
	TS 25.304 Introduction of MBMS
	approved
	B
	6.4.0
	MBMS-RAN
	R2

	RP-040488
	25.304
	127
	-
	6.3.0
	Rel-6
	Addition of MBMS Frequency Layer Convergence to 25.304
	approved
	B
	6.4.0
	MBMS-RAN
	R2

	RP-040479
	25.306
	097
	-
	5.8.0
	Rel-5
	Alignment of MaxHcContextSpace
	approved
	F
	5.9.0
	TEI5
	R2

	RP-040479
	25.306
	098
	-
	6.2.0
	Rel-6
	Alignment of MaxHcContextSpace
	approved
	A
	6.3.0
	TEI5
	R2

	RP-040515
	25.308
	011
	-
	5.6.0
	Rel-5
	Removal of sentences into brackets
	approved
	F
	5.7.0
	HSDPA-L23
	R2

	RP-040515
	25.308
	012
	-
	6.2.0
	Rel-6
	Removal of sentences into brackets
	approved
	A
	6.3.0
	HSDPA-L23
	R2

	RP-040486
	25.309
	001
	3
	6.0.0
	Rel-6
	Inclusion of e.g. physical layer model, MAC architecture, detail Node B scheduler mechanism and QoS Control principles
	approved
	F
	6.1.0
	EDCH-Stage2
	R2

	RP-040487
	25.309
	002
	2
	6.0.0
	Rel-6
	Scheduling Grants as E-DPDCH/DPCCH power ratio
	approved
	F
	6.1.0
	EDCH-Stage2
	R2

	RP-040486
	25.309
	003
	1
	6.0.0
	Rel-6
	Proposed rewording on scheduler sections compared to CR 001r3
	approved
	F
	6.1.0
	EDCH-Stage2
	R2

	RP-040487
	25.309
	004
	-
	6.0.0
	Rel-6
	Scheduling Grants as (E-DPDCH+DPDCH/DPCCH) power ratio
	rejected
	F
	
	EDCH-Stage2
	R2

	RP-040480
	25.321
	197
	-
	5.9.0
	Rel-5
	MAC-hs header extension
	approved
	F
	5.10.0
	HSDPA-L23
	R2

	RP-040480
	25.321
	198
	-
	6.2.0
	Rel-6
	MAC-hs header extension
	approved
	A
	6.3.0
	HSDPA-L23
	R2

	RP-040480
	25.321
	199
	-
	5.9.0
	Rel-5
	Clarification on the C/T field use in the HSDPA Mac-d header
	approved
	F
	5.10.0
	HSDPA-L23
	R2

	RP-040480
	25.321
	200
	-
	6.2.0
	Rel-6
	Clarification on the C/T field use in the HSDPA Mac-d header
	approved
	A
	6.3.0
	HSDPA-L23
	R2

	RP-040489
	25.321
	201
	1
	6.2.0
	Rel-6
	Introduction of MBMS MAC header
	approved
	B
	6.3.0
	MBMS-RAN
	R2

	RP-040489
	25.321
	202
	-
	6.2.0
	Rel-6
	Introduction of MBMS
	approved
	B
	6.3.0
	MBMS-RAN
	R2

	RP-040497
	25.321
	203
	-
	6.2.0
	Rel-6
	Introduction of EUL in MAC specification
	approved
	B
	6.3.0
	EDCH-L23
	R2

	RP-040504
	25.322
	261
	1
	5.8.0
	Rel-5
	Correction of MRW SUFI content setting rule
	approved
	F
	5.9.0
	TEI5
	R2

	RP-040504
	25.322
	262
	1
	6.1.0
	Rel-6
	Correction of MRW SUFI content setting rule
	approved
	A
	6.2.0
	TEI5
	R2

	RP-040504
	25.322
	263
	1
	5.8.0
	Rel-5
	Correction of Poll Prohibit function
	approved
	F
	5.9.0
	TEI5
	R2

	RP-040504
	25.322
	264
	1
	6.1.0
	Rel-6
	Correction of Poll Prohibit function
	approved
	A
	6.2.0
	TEI5
	R2

	RP-040490
	25.322
	265
	1
	6.1.0
	Rel-6
	Inclusion of out of sequence SDU delivery
	approved
	B
	6.2.0
	MBMS-RAN
	R2

	RP-040490
	25.322
	266
	-
	6.1.0
	Rel-6
	Addition of MBMS Logical Channels and UM functionality for ‘duplicate avoidance and reordering’.
	approved
	B
	6.2.0
	MBMS-RAN
	R2

	RP-040476
	25.324
	021
	1
	3.8.0
	R99
	Correction of BMC message bit order and IE coding
	approved
	F
	3.9.0
	TEI
	R2

	RP-040476
	25.324
	022
	1
	4.4.0
	Rel-4
	Correction of BMC message bit order and IE coding
	approved
	A
	4.5.0
	TEI
	R2

	RP-040476
	25.324
	023
	1
	5.4.0
	Rel-5
	Correction of BMC message bit order and IE coding
	approved
	A
	5.5.0
	TEI
	R2

	RP-040476
	25.324
	024
	1
	6.1.0
	Rel-6
	Correction of BMC message bit order and IE coding
	approved
	A
	6.2.0
	TEI
	R2

	RP-040481
	25.331
	2433
	-
	5.10.0
	Rel-5
	Correction to measured results on RACH
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040481
	25.331
	2434
	-
	6.3.0
	Rel-6
	Correction to measured results on RACH
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040481
	25.331
	2435
	-
	5.10.0
	Rel-5
	T305 handling upon a state transition
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040481
	25.331
	2436
	-
	6.3.0
	Rel-6
	T305 handling upon a state transition
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040481
	25.331
	2437
	-
	5.10.0
	Rel-5
	Handling of pending AM RLC unrecoverable errors signalled by cell update
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040481
	25.331
	2438
	-
	6.3.0
	Rel-6
	Handling of pending AM RLC unrecoverable errors signalled by cell update
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040476
	25.331
	2439
	-
	3.20.0
	R99
	Correction to maximum length of CTCH period
	approved
	F
	3.21.0
	TEI
	R2

	RP-040476
	25.331
	2440
	-
	4.15.0
	Rel-4
	Correction to maximum length of CTCH period
	approved
	A
	4.16.0
	TEI
	R2

	RP-040476
	25.331
	2441
	-
	5.10.0
	Rel-5
	Correction to maximum length of CTCH period
	approved
	A
	5.11.0
	TEI
	R2

	RP-040476
	25.331
	2442
	-
	6.3.0
	Rel-6
	Correction to maximum length of CTCH period
	approved
	A
	6.4.0
	TEI
	R2

	RP-040481
	25.331
	2443
	-
	5.10.0
	Rel-5
	TPC step size in default configurations
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040481
	25.331
	2444
	-
	6.3.0
	Rel-6
	TPC step size in default configurations
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040474
	25.331
	2445
	-
	3.20.0
	R99
	References to ITU-T Recommendations on ASN.1
	approved
	F
	3.21.0
	TEI
	R2

	RP-040474
	25.331
	2446
	-
	4.15.0
	Rel-4
	References to ITU-T Recommendations on ASN.1
	approved
	A
	4.16.0
	TEI
	R2

	RP-040474
	25.331
	2447
	-
	5.10.0
	Rel-5
	References to ITU-T Recommendations on ASN.1
	approved
	A
	5.11.0
	TEI
	R2

	RP-040474
	25.331
	2448
	-
	6.3.0
	Rel-6
	References to ITU-T Recommendations on ASN.1
	approved
	A
	6.4.0
	TEI
	R2

	RP-040477
	25.331
	2449
	-
	4.15.0
	Rel-4
	ASN.1 clarification on Measurement Report for 1.28 Mcps TDD
	approved
	F
	4.16.0
	LCRTDD-L23
	R2

	RP-040477
	25.331
	2450
	-
	5.10.0
	Rel-5
	ASN.1 clarification on Measurement Report for 1.28 Mcps TDD
	approved
	A
	5.11.0
	LCRTDD-L23
	R2

	RP-040477
	25.331
	2451
	-
	6.3.0
	Rel-6
	ASN.1 clarification on Measurement Report for 1.28 Mcps TDD
	approved
	A
	6.4.0
	LCRTDD-L23
	R2

	RP-040481
	25.331
	2452
	-
	5.10.0
	Rel-5
	Correction to HS-DSCH reception conditions
	approved
	F
	5.11.0
	HSDPA-L23
	R2

	RP-040481
	25.331
	2453
	-
	6.3.0
	Rel-6
	Correction to HS-DSCH reception conditions
	approved
	A
	6.4.0
	HSDPA-L23
	R2

	RP-040481
	25.331
	2454
	1
	5.10.0
	Rel-5
	MAC-hs Reset procedure
	approved
	F
	5.11.0
	HSDPA-L23
	R2

	RP-040481
	25.331
	2455
	1
	6.3.0
	Rel-6
	MAC-hs Reset procedure
	approved
	A
	6.4.0
	HSDPA-L23
	R2

	RP-040482
	25.331
	2456
	1
	5.10.0
	Rel-5
	Correction to cell selection and reselection parameters
	revised
	B
	
	TEI5
	R2

	RP-040526
	25.331
	2456
	2
	5.10.0
	Rel-5
	Cell selection and reselection parameters
	approved
	B
	5.11.0
	TEI5
	R2

	RP-040482
	25.331
	2457
	1
	6.3.0
	Rel-6
	Correction to cell selection and reselection parameters
	revised
	B
	
	TEI5
	R2

	RP-040526
	25.331
	2457
	2
	6.3.0
	Rel-6
	Cell selection and reselection parameters
	approved
	B
	6.4.0
	TEI5
	R2

	RP-040482
	25.331
	2458
	1
	5.10.0
	Rel-5
	Clarification the PDCP capability- Max HC context space
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040482
	25.331
	2459
	1
	6.3.0
	Rel-6
	Clarification the PDCP capability- Max HC context space
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040482
	25.331
	2460
	-
	5.10.0
	Rel-5
	Corrections to IE “WAIT TIME” = 0
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040482
	25.331
	2461
	-
	6.3.0
	Rel-6
	Corrections to IE “WAIT TIME” = 0
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040482
	25.331
	2462
	1
	5.10.0
	Rel-5
	RRC transaction identifier in the MEASUREMENT CONTROL message
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040482
	25.331
	2463
	1
	6.3.0
	Rel-6
	RRC transaction identifier in the MEASUREMENT CONTROL message
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040482
	25.331
	2464
	-
	5.10.0
	Rel-5
	Correction to intra-frequency measurement handling in SIB11
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040482
	25.331
	2465
	-
	6.3.0
	Rel-6
	Correction to intra-frequency measurement handling in SIB11
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040477
	25.331
	2466
	1
	4.15.0
	Rel-4
	Missing OTDOA TDD related v4b0 extension in MEASUREMENT CONTROL
	approved
	F
	4.16.0
	TEI4
	R2

	RP-040477
	25.331
	2467
	1
	5.10.0
	Rel-5
	Missing OTDOA TDD related v4b0 extension in MEASUREMENT CONTROL
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040477
	25.331
	2468
	1
	6.3.0
	Rel-6
	Missing OTDOA TDD related v4b0 extension in MEASUREMENT CONTROL
	approved
	F
	6.4.0
	TEI6
	R2

	RP-040482
	25.331
	2469
	1
	5.10.0
	Rel-5
	Clarification of Radio Bearer Downlink Ciphering Activation Time Info
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040522
	25.331
	247
	2
	5.10.0
	Rel-5
	Criteria for initiating cell update on receiving “Frequency info” IE in CELL UPDATE CONFIRM message
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040482
	25.331
	2470
	2
	6.3.0
	Rel-6
	Clarification of Radio Bearer Downlink Ciphering Activation Time Info
	approved
	F
	6.4.0
	TEI6
	R2

	RP-040482
	25.331
	2471
	1
	5.10.0
	Rel-5
	TFC Subset Variable Usage and Application of Transport Format Combination Subset
	revised
	F
	
	TEI5
	R2

	RP-040520
	25.331
	2471
	2
	5.10.0
	Rel-5
	TFC Subset Variable Usage and Application of Transport Format Combination Subset
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040482
	25.331
	2472
	1
	6.3.0
	Rel-6
	TFC Subset Variable Usage and Application of Transport Format Combination Subset
	revised
	A
	
	TEI5
	R2

	RP-040520
	25.331
	-2472
	2
	6.3.0
	Rel-6
	TFC Subset Variable Usage and Application of Transport Format Combination Subset
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040505
	25.331
	2473
	-
	5.10.0
	Rel-5
	Use of preconfiguration in the RADIO BEARER RECONFIGURATION message
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040505
	25.331
	2474
	-
	6.3.0
	Rel-6
	Use of preconfiguration in the RADIO BEARER RECONFIGURATION message
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040505
	25.331
	2475
	-
	5.10.0
	Rel-5
	UTRAN setting of ciphering activation time for SRB2
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040505
	25.331
	2476
	-
	6.3.0
	Rel-6
	UTRAN setting of ciphering activation time for SRB2
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040505
	25.331
	2477
	-
	5.10.0
	Rel-5
	Correction to ASN1 IE “srb-SpecificIntegrityProtInfo”
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040505
	25.331
	2478
	-
	6.3.0
	Rel-6
	Correction to ASN1 IE “srb-SpecificIntegrityProtInfo”
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040505
	25.331
	2479
	1
	5.10.0
	Rel-5
	Criteria for initiating cell update on receiving “Frequency info” IE in CELL UPDATE CONFIRM message
	revised
	F
	
	TEI5
	R2

	RP-040522
	25.331
	248
	2
	6.3.0
	Rel-6
	Criteria for initiating cell update on receiving “Frequency info” IE in CELL UPDATE CONFIRM message
	approved
	A
	6.4.0
	TEI6
	R2

	RP-040505
	25.331
	2480
	1
	6.3.0
	Rel-6
	Criteria for initiating cell update on receiving “Frequency info” IE in CELL UPDATE CONFIRM message
	revised
	A
	
	TEI5
	R2

	RP-040505
	25.331
	2481
	-
	5.10.0
	Rel-5
	Traffic volume measurements in PCH states
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040505
	25.331
	2482
	-
	6.3.0
	Rel-6
	Traffic volume measurements in PCH states
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040505
	25.331
	2483
	-
	5.10.0
	Rel-5
	Failure cause indication on Cell Update
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040505
	25.331
	2484
	-
	6.3.0
	Rel-6
	Failure cause indication on Cell Update
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040495
	25.331
	2487
	1
	6.3.0
	Rel-6
	Network Sharing and multiple PLMN identities
	approved
	B
	6.4.0
	NTShar-UTRANEnh
	R2

	RP-040505
	25.331
	2492
	-
	5.10.0
	Rel-5
	Inter-RAT measurement control information used
	approved
	F
	5.11.0
	TEI5
	R2

	RP-040505
	25.331
	2493
	-
	6.3.0
	Rel-6
	Inter-RAT measurement control information used
	approved
	A
	6.4.0
	TEI5
	R2

	RP-040491
	25.331
	2494
	-
	6.3.0
	Rel-6
	ASN.1 update for the introduction of MBMS
	approved
	B
	6.4.0
	MBMS-RAN
	R2

	RP-040491
	25.331
	2495
	1
	6.3.0
	Rel-6
	Introduction of MBMS
	approved
	B
	6.4.0
	MBMS-RAN
	R2

	RP-040493
	25.331
	2496
	1
	6.3.0
	Rel-6
	Preamble and Postamble to reduce HS-DPCCH transmit power
	revised
	B
	
	RANimp-RABSE-ACKNACK
	R2

	RP-040543
	25.331
	2496
	2
	6.3.0
	Rel-6
	Preamble and Postamble to reduce HS-DPCCH transmit power
	approved
	B
	6.4.0
	RANimp-RABSE-ACKNACK
	R2

	RP-040507
	25.331
	2497
	-
	6.3.0
	Rel-6
	Introduction of E-DCH
	approved
	B
	6.4.0
	EDCH-L23
	R2

	RP-040492
	25.346
	006
	1
	6.2.0
	Rel-6
	Actions due to MBMS session repetition and MBMS service prioritisation
	approved
	F
	6.3.0
	MBMS-RAN
	R2

	RP-040492
	25.346
	007
	1
	6.2.0
	Rel-6
	Introduction of MSCH and soft combining and other general corrections
	approved
	F
	6.3.0
	MBMS-RAN
	R2

	RP-040492
	25.346
	008
	-
	6.2.0
	Rel-6
	Corrections to UE Linking, Session Start and addition of URA Linking and Information Exchange procedure
	approved
	F
	6.3.0
	MBMS-RAN
	R2

	RP-040492
	25.346
	009
	-
	6.2.0
	Rel-6
	Update of Annex B
	approved
	F
	6.3.0
	MBMS-RAN
	R2

	RP-040439
	25.401
	092
	-
	6.4.0
	Rel-6
	Support of MOCN and GWCN configurations in UTRAN
	approved
	B
	6.5.0
	NTShar-UTRANEnh
	R3

	RP-040440
	25.401
	094
	1
	6.4.0
	Rel-6
	Introduction of E-DCH in 25.401
	approved
	B
	6.5.0
	EDCH-IurIub
	R3

	RP-040437
	25.401
	095
	1
	6.4.0
	Rel-6
	CR for Introducing MBMS in 25.401
	approved
	B
	6.5.0
	MBMS-RAN
	R3

	RP-040436
	25.402
	044
	1
	6.0.0
	Rel-6
	Introduction to Fractional DPCH
	withdrawn
	B
	
	RANimp-RABSE-CodeOptFDD
	R3

	RP-040437
	25.402
	045
	3
	6.0.0
	Rel-6
	MBMS related changes
	approved
	B
	6.1.0
	MBMS-RAN
	R3

	RP-040439
	25.410
	058
	-
	6.1.0
	Rel-6
	MOCN rerouting function
	approved
	B
	6.2.0
	NTShar-UTRANEnh
	R3

	RP-040437
	25.410
	059
	2
	6.1.0
	Rel-6
	Introduction of MBMS in TS25410
	approved
	B
	6.2.0
	MBMS-RAN
	R3

	RP-040432
	25.412
	016
	1
	5.1.0
	Rel-5
	IP transport option correction
	approved
	F
	5.2.0
	ETRAN-iptrans
	R3

	RP-040432
	25.412
	017
	1
	6.0.0
	Rel-6
	IP transport option correction
	approved
	A
	6.1.0
	ETRAN-iptrans
	R3

	RP-040439
	25.413
	701
	-
	6.3.0
	Rel-6
	Indication of selected PLMN in shared networks
	approved
	B
	6.4.0
	NTShar-UTRANEnh
	R3

	RP-040439
	25.413
	702
	1
	6.3.0
	Rel-6
	Rerouting in MOCN
	approved
	B
	6.4.0
	NTShar-UTRANEnh
	R3

	RP-040437
	25.413
	706
	2
	6.3.0
	Rel-6
	MBMS stage 3 support over Iu
	approved
	B
	6.4.0
	MBMS-RAN
	R3

	RP-040442
	25.413
	712
	1
	6.3.0
	Rel-6
	Basic Support of Network-initiated Scudif in release 6
	rejected
	B
	
	TEI6
	R3

	RP-040439
	25.413
	715
	2
	6.3.0
	Rel-6
	Support of full Mobility/Backwards Compatibility in Network Sharing
	approved
	B
	6.4.0
	NTShar-UTRANEnh
	R3

	RP-040441
	25.413
	719
	-
	6.3.0
	Rel-6
	outdated ITU-T reference
	approved
	F
	6.4.0
	TEI6
	R3

	RP-040443
	25.413
	720
	1
	6.3.0
	Rel-6
	Support of Network-initiated Scudif in release 6
	rejected
	B
	
	TEI6
	R3

	RP-040441
	25.419
	133
	-
	6.1.0
	Rel-6
	outdated ITU-T reference
	approved
	F
	6.2.0
	TEI6
	R3

	RP-040437
	25.420
	044
	2
	6.1.0
	Rel-6
	Introduction of MBMS
	approved
	B
	6.2.0
	MBMS-RAN
	R3

	RP-040440
	25.420
	045
	2
	6.1.0
	Rel-6
	Introduction of E-DCH
	approved
	B
	6.2.0
	EDCH-IurIub
	R3

	RP-040436
	25.420
	046
	1
	6.1.0
	Rel-6
	Introduction to Fractional DPCH
	withdrawn
	B
	
	RANimp-RABSE-CodeOptFDD
	R3

	RP-040436
	25.423
	1000
	2
	6.3.0
	Rel-6
	Introduction to Fractional DPCH
	withdrawn
	B
	
	RANimp-RABSE-CodeOptFDD
	R3

	RP-040433
	25.423
	1001
	-
	5.11.0
	Rel-5
	Correction of reference to "MAC-hs Guaranteed Bit Rate"
	approved
	F
	5.12.0
	HSDPA-IubIur
	R3

	RP-040433
	25.423
	1002
	-
	6.3.0
	Rel-6
	Correction of reference to "MAC-hs Guaranteed Bit Rate"
	approved
	A
	6.4.0
	HSDPA-IubIur
	R3

	RP-040433
	25.423
	1003
	-
	5.11.0
	Rel-5
	Correction of duplicated and misplaced procedure text for RL Addition
	approved
	F
	5.12.0
	TEI5
	R3

	RP-040433
	25.423
	1004
	-
	6.3.0
	Rel-6
	Correction of duplicated and misplaced procedure text for RL Addition
	approved
	A
	6.4.0
	TEI5
	R3

	RP-040433
	25.423
	1005
	-
	5.11.0
	Rel-5
	Correction to not mention Flexible Hard Split Support Indicator IE in procedure text
	approved
	F
	5.12.0
	TEI5
	R3

	RP-040433
	25.423
	1006
	-
	6.3.0
	Rel-6
	Correction to not mention Flexible Hard Split Support Indicator IE in procedure text
	approved
	A
	6.4.0
	TEI5
	R3

	RP-040440
	25.423
	1007
	2
	6.3.0
	Rel-6
	Changes for Introducing EDCH
	approved
	B
	6.4.0
	EDCH-IurIub
	R3

	RP-040441
	25.423
	1010
	-
	6.3.0
	Rel-6
	outdated ITU-T reference
	approved
	F
	6.4.0
	TEi6
	R3

	RP-040519
	25.423
	1011
	-
	6.3.0
	Rel-6
	HS-DPCCH ACK/NACK preamble and postamble
	approved
	B
	6.4.0
	RANimp-RABSE-ACKNACK
	R3

	RP-040524
	25.423
	1012
	-
	3.14.2
	R99
	Removal of TGPL2
	rejected
	F
	
	TEI
	R3

	RP-040524
	25.423
	1013
	-
	4.12.1
	Rel-4
	Removal of TGPL2
	rejected
	A
	
	TEI
	R3

	RP-040524
	25.423
	1014
	-
	5.11.0
	Rel-5
	Removal of TGPL2
	rejected
	A
	
	TEI
	R3

	RP-040524
	25.423
	1015
	-
	6.3.0
	Rel-6
	Removal of TGPL2
	rejected
	A
	
	TEI
	R3

	RP-040435
	25.423
	997
	1
	5.11.0
	Rel-5
	Correction to the Assigned Criticality of UL Synchronisation Parameters LCR IE for 1.28Mcps TDD
	approved
	F
	5.12.0
	TEI5
	R3

	RP-040435
	25.423
	998
	1
	6.3.0
	Rel-6
	Correction to the Assigned Criticality of UL Synchronisation Parameters LCR IE for 1.28Mcps TDD
	approved
	A
	6.4.0
	TEI5
	R3

	RP-040437
	25.423
	999
	2
	6.3.0
	Rel-6
	MBMS changes for RNSAP
	approved
	B
	6.4.0
	MBMS-RAN
	R3

	RP-040440
	25.427
	095
	2
	6.0.0
	Rel-6
	Changes on 25.427 due to the introduction of Enhanced Uplink
	approved
	B
	6.1.0
	EDCH-IurIub
	R3

	RP-040440
	25.430
	056
	2
	6.2.0
	Rel-6
	Introduction of E-DCH in TS 25.430
	approved
	B
	6.3.0
	EDCH-IurIub
	R3

	RP-040437
	25.430
	057
	1
	6.2.0
	Rel-6
	Introduction of MBMS in UTRAN
	approved
	B
	6.3.0
	MBMS-RAN
	R3

	RP-040436
	25.430
	058
	1
	6.2.0
	Rel-6
	Introduction to Fractional DPCH
	withdrawn
	B
	
	RANimp-RABSE-CodeOptFDD
	R3

	RP-040434
	25.433
	1038
	-
	5.10.0
	Rel-5
	Removal of ASN ambiguity in TDD multiple RLs
	approved
	F
	5.11.0
	TEI5
	R3

	RP-040434
	25.433
	1039
	-
	6.3.0
	Rel-6
	Removal of ASN ambiguity in TDD multiple RLs
	approved
	A
	6.4.0
	TEI5
	R3

	RP-040434
	25.433
	1040
	-
	5.10.0
	Rel-5
	Alignment of TFCI2/Signaling Bearer Re-arrangement IEs criticality and procedure text
	approved
	F
	5.11.0
	TEI5
	R3

	RP-040434
	25.433
	1041
	-
	6.3.0
	Rel-6
	Alignment of TFCI2/Signaling Bearer Re-arrangement IEs criticality and procedure text
	approved
	A
	6.4.0
	TEI5
	R3

	RP-040435
	25.433
	1047
	1
	5.10.0
	Rel-5
	Correction to the Assigned Criticality of UL Synchronisation Parameters LCR IE for 1.28Mcps TDD
	approved
	F
	5.11.0
	TEI5
	R3

	RP-040435
	25.433
	1048
	1
	6.3.0
	Rel-6
	Correction to the Assigned Criticality of UL Synchronisation Parameters LCR IE for 1.28Mcps TDD
	approved
	A
	6.4.0
	TEI5
	R3

	RP-040437
	25.433
	1049
	4
	6.3.0
	Rel-6
	Introduction of MBMS
	approved
	B
	6.4.0
	MBMS-RAN
	R3

	RP-040436
	25.433
	1050
	2
	6.3.0
	Rel-6
	Introduction to Fractional DPCH
	withdrawn
	B
	
	RANimp-RABSE-CodeOptFDD
	R3

	RP-040441
	25.433
	1056
	-
	6.3.0
	Rel-6
	outdated ITU-T reference
	approved
	F
	6.4.0
	TEI6
	R3

	RP-040434
	25.433
	1057
	3
	5.10.0
	Rel-5
	Adaptive encoding of IB_SG_DATA
	approved
	F
	5.11.0
	TEI5
	R3

	RP-040434
	25.433
	1058
	3
	6.3.0
	Rel-6
	Adaptive encoding of IB_SG_DATA
	approved
	A
	6.4.0
	TEI5
	R3

	RP-040440
	25.433
	1059
	1
	6.3.0
	Rel-6
	CR for Introduction of E-DCH in NBAP
	approved
	B
	6.4.0
	EDCH-IurIub
	R3

	RP-040460
	25.433
	1060
	-
	6.3.0
	Rel-6
	Introduction of 'DL Transmission Branch Load' measurement
	rejected
	B
	
	TEI6
	R3

	RP-040518
	25.433
	1061
	-
	6.3.0
	Rel-6
	HS-DPCCH ACK/NACK preamble and postamble
	approved
	B
	6.4.0
	RANimp-RABSE-ACKNACK
	R3

	RP-040524
	25.433
	1062
	-
	3.14.2
	R99
	Removal of TGPL2
	rejected
	F
	
	TEI
	R3

	RP-040524
	25.433
	1063
	-
	4.13.0
	Rel-4
	Removal of TGPL2
	rejected
	A
	
	TEI
	R3

	RP-040524
	25.433
	1064
	-
	5.10.0
	Rel-5
	Removal of TGPL2
	rejected
	A
	
	TEI
	R3

	RP-040524
	25.433
	1065
	-
	6.3.0
	Rel-6
	Removal of TGPL2
	rejected
	A
	
	TEI
	R3

	RP-040441
	25.453
	076
	-
	6.6.0
	Rel-6
	outdated ITU-T reference
	approved
	F
	6.7.0
	TEI6
	R3

	RP-040444
	25.460
	001
	2
	6.0.0
	Rel-6
	Minor Corrections and editorial changes to 25.460 according to RAN3#44
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040444
	25.460
	002
	2
	6.0.0
	Rel-6
	Update of Software Download description
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040444
	25.461
	001
	-
	6.0.0
	Rel-6
	DC power supply distribution
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040444
	25.461
	002
	1
	6.0.0
	Rel-6
	Improved demodulator characteristics specification
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040444
	25.461
	003
	-
	6.0.0
	Rel-6
	Requirements missing for when the RS485 bus shall not be driven by the secondary device
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040444
	25.461
	004
	1
	6.0.0
	Rel-6
	RET DC power consumption modes
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040444
	25.461
	005
	-
	6.0.0
	Rel-6
	Minor Corrections and editorial changes to 25.461
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040444
	25.462
	001
	-
	6.0.0
	Rel-6
	Minor Corrections and editorial changes to 25.462 according to RAN3#44
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040444
	25.462
	003
	3
	6.0.0
	Rel-6
	Maximum data payload size in the Transport Layer.
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	001
	2
	6.0.0
	Rel-6
	Reduction of risk of accidentional erasure of Ret application SW
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	002
	-
	6.0.0
	Rel-6
	Clarification of allowed tilt operation during self test
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	003
	-
	6.0.0
	Rel-6
	State Model for RET device
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	004
	-
	6.0.0
	Rel-6
	Corrections and editorial changes to 25.463 according to RAN3#44
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	005
	1
	6.0.0
	Rel-6
	Antenna Send Configuration Data procedure missing
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	007
	1
	6.0.0
	Rel-6
	Introduction of Software Download State model
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	008
	3
	6.0.0
	Rel-6
	Alarm handling clarification
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	009
	2
	6.0.0
	Rel-6
	RET DC power consumption clarification
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	010
	2
	6.0.0
	Rel-6
	Response message format clarification
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	012
	2
	6.0.0
	Rel-6
	Return code clean-up and clarification
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	015
	2
	6.0.0
	Rel-6
	Clarification on the intention of the elementary procedures ReadUserData and WriteUserData
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	016
	2
	6.0.0
	Rel-6
	Maximum data payload size in elementary procedures.
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	017
	-
	6.0.0
	Rel-6
	Definition of response time in the appication layer.
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040445
	25.463
	018
	2
	6.0.0
	Rel-6
	Redefinition of the Elementary Procedures GetDeviceData and SetDeviceData
	approved
	F
	6.1.0
	RANimp-TiltAnt
	R3

	RP-040476
	25.925
	006
	-
	3.4.0
	R99
	UTRAN scheduling of CBS Schedule Periods
	approved
	F
	3.5.0
	TEI
	R2

	RP-040483
	25.993
	031
	3
	6.7.0
	Rel-6
	Additions of HSDPA RABs
	approved
	F
	6.8.0
	TEI6
	R2

	RP-040475
	25.993
	033
	-
	6.7.0
	Rel-6
	Addition RAB combinations for UL>DL PS rates
	approved
	F
	6.8.0
	TEI6
	R2

	RP-040475
	25.993
	034
	-
	6.7.0
	Rel-6
	Radio bearer combination for PS streaming in section 7.1.74
	approved
	F
	6.8.0
	TEI6
	R2

	RP-040475
	25.993
	035
	1
	6.7.0
	Rel-6
	Correct TFCS used in 128DL RAB
	approved
	F
	6.8.0
	TEI6
	R2

	SP-040845
	26.103
	030
	-
	4.3.0
	Rel-4
	TFO/TrFO Compatibility of UMTS_AMR and UMTS_AMR2
	approved
	F
	4.4.0
	TRFO-OoBTC
	S4

	SP-040845
	26.103
	031
	-
	5.5.0
	Rel-5
	TFO/TrFO Compatibility of UMTS_AMR and UMTS_AMR2
	approved
	A
	5.6.0
	TRFO-OoBTC
	S4

	SP-040845
	26.103
	032
	-
	6.0.0
	Rel-6
	TFO/TrFO Compatibility of UMTS_AMR and UMTS_AMR2
	approved
	A
	6.1.0
	TRFO-OoBTC
	S4

	SP-040847
	26.103
	033
	1
	4.3.0
	Rel-4
	Clarifications for AMR, Alternative 1
	approved
	F
	4.4.0
	TrFO
	S4

	SP-040847
	26.103
	035
	1
	5.5.0
	Rel-5
	Clarifications for AMR
	approved
	A
	5.6.0
	TrFO
	S4

	SP-040847
	26.103
	036
	1
	6.0.0
	Rel-6
	Clarifications for AMR
	approved
	A
	6.1.0
	TrFO
	S4

	SP-040842
	26.111
	012
	1
	6.0.0
	Rel-6
	Addition of the missing signalling of H.264 decoder capabilities
	approved
	B
	6.1.0
	3G-324MI
	S4

	SP-040842
	26.111
	013
	1
	6.0.0
	Rel-6
	Reference Corrections
	approved
	F
	6.1.0
	3G-324MI
	S4

	SP-040838
	26.140
	009
	1
	6.0.0
	Rel-6
	Support for EXIF in MMS
	approved
	B
	6.1.0
	MMS6-Codec
	S4

	SP-040838
	26.140
	010
	-
	6.0.0
	Rel-6
	Adoption of SVG Tiny 1.2 for MMS
	approved
	B
	6.1.0
	MMS6-Codec
	S4

	SP-040844
	26.173
	020
	1
	5.8.0
	Rel-6
	Incorrect definition of vector nb_of_bits
	approved
	A
	6.0.0
	AMRWB
	S4

	SP-040844
	26.173
	021
	-
	5.8.0
	Rel-5
	Incorrect definition of vector nb_of_bits
	approved
	F
	5.9.0
	AMRWB
	S4

	SP-040844
	26.204
	009
	1
	5.2.0
	Rel-6
	Incorrect definition of vector nb_of_bits
	approved
	A
	6.0.0
	AMRWB
	S4

	SP-040844
	26.204
	010
	-
	5.2.0
	Rel-5
	Incorrect definition of vector nb_of_bits
	approved
	F
	5.3.0
	AMRWB
	S4

	SP-040839
	26.234
	076
	-
	6.1.0
	Rel-6
	Correction of RDF schema for PSS capability vocabulary
	approved
	F
	6.2.0
	PSSrel6-Stage3
	S4

	SP-040839
	26.234
	077
	-
	6.1.0
	Rel-6
	Transport-independent SDP bandwidth modifiers for PSS
	approved
	F
	6.2.0
	PSSrel6-Stage3
	S4

	SP-040839
	26.234
	078
	-
	6.1.0
	Rel-6
	Correction of MIME type definition for DRM protected content
	approved
	F
	6.2.0
	PSSrel6-Stage3
	S4

	SP-040839
	26.234
	079
	1
	6.1.0
	Rel-6
	Adoption of SVG Tiny 1.2 for PSS
	approved
	B
	6.2.0
	PSSrel6-Stage3
	S4

	SP-040843
	26.235
	010
	1
	6.2.0
	Rel-6
	Inclusion of PoC support
	approved
	B
	6.3.0
	PoC
	S4

	SP-040837
	26.235
	011
	-
	6.2.0
	Rel-6
	Add reference to TR 26.943
	approved
	D
	6.3.0
	SES
	S4

	SP-040843
	26.236
	013
	1
	6.0.0
	Rel-6
	Inclusion of PoC support
	approved
	B
	6.1.0
	PoC
	S4

	SP-040837
	26.243
	001
	1
	6.0.0
	Rel-6
	Software bug correction: Removal of Basicops simulation of “C” shift operator
	approved
	F
	6.1.0
	SES
	S4

	SP-040837
	26.243
	002
	1
	6.0.0
	Rel-6
	Software bug correction: Initialization of the variables lwc and i2aScale
	approved
	F
	6.1.0
	SES
	S4

	SP-040837
	26.243
	003
	1
	6.0.0
	Rel-6
	Software bug correction: Wrong assignment of the variables *piReliableFlag and *pcQPIndex
	approved
	F
	6.1.0
	SES
	S4

	SP-040837
	26.243
	004
	2
	6.0.0
	Rel-6
	Software bug correction: Use of incorrect variable fRefPeriod instead of iRefPeriod
	approved
	F
	6.1.0
	SES
	S4

	SP-040837
	26.243
	005
	-
	6.0.0
	Rel-6
	Add reference to test sequences document
	approved
	D
	6.1.0
	SES
	S4

	SP-040839
	26.244
	006
	1
	6.1.0
	Rel-6
	Correction of syntax of encryption boxes and outdated references
	approved
	F
	6.2.0
	PSSrel6-Stage3
	S4

	SP-040839
	26.244
	007
	-
	6.1.0
	Rel-6
	Correction of sample structure for AMR-WB+ in 3GP files
	approved
	F
	6.2.0
	PSSrel6-Stage3
	S4

	SP-040839
	26.245
	001
	1
	6.0.0
	Rel-6
	Removal of incorrect statement in Scope section of Rel-6 Timed Text
	approved
	F
	6.1.0
	PSSrel6-Stage3
	S4

	SP-040841
	26.290
	001
	-
	6.0.0
	Rel-6
	Correction of stereo bit allocation tables
	approved
	F
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.290
	002
	-
	6.0.0
	Rel-6
	Correction of storage format for AMR-WB+
	approved
	F
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.290
	003
	1
	6.0.0
	Rel-6
	Editorial changes
	approved
	D
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.290
	004
	-
	6.0.0
	Rel-6
	Editorial changes: Addition of 1 ISF index
	-
	D
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	001
	-
	6.0.0
	Rel-6
	Incorrect definition of mode index for SID frames
	approved
	F
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	002
	-
	6.0.0
	Rel-6
	Correction of TCX coding selection for MMS encoder
	approved
	F
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	003
	-
	6.0.0
	Rel-6
	Misread of energy buffer in coding mode selection in MMS encoder. Correction of energy buffer initialisation
	approved
	F
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	004
	-
	6.0.0
	Rel-6
	Correction of stereo bit allocation tables
	approved
	F
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	005
	1
	6.0.0
	Rel-6
	Optimization of error concealment operation
	approved
	F
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	006
	1
	6.0.0
	Rel-6
	Stereo operation of pre-echo mode, saturation of gain_shape
	approved
	F
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	007
	-
	6.0.0
	Rel-6
	Stereo operation of pre-echo mode, alignment of encoder and decoder
	approved
	F
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	008
	1
	6.0.0
	Rel-6
	Addition of support for file formats and improved command line
	approved
	D
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	009
	1
	6.0.0
	Rel-6
	Source code editorial changes
	approved
	D
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	010
	-
	6.0.0
	Rel-6
	Removal of complexity counters
	approved
	D
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	011
	1
	6.0.0
	Rel-6
	Editorial changes
	approved
	D
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	013
	-
	6.0.0
	Rel-6
	Removal of the eid tool
	approved
	D
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	014
	1
	6.0.0
	Rel-6
	Addition of frame erasure simulation at the decoder
	approved
	D
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	015
	-
	6.0.0
	Rel-6
	Removal of two unused stereo rates
	approved
	D
	6.1.0
	AMRWB+
	S4

	SP-040841
	26.304
	016
	-
	6.0.0
	Rel-6
	Removal of extStMode
	approved
	D
	6.1.0
	AMRWB+
	S4

	SP-040840
	26.401
	001
	1
	6.0.0
	Rel-6
	Alignment with C-code: Clarification on SBR mode to be used for mono only capable decoders
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	001
	-
	6.0.0
	Rel-6
	Correction to C-code to increase error robustness
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	002
	-
	6.0.0
	Rel-6
	Correction to C-code: Missing memory re-initialization
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	003
	-
	6.0.0
	Rel-6
	Correction to C-code: Memory initialization added
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	004
	-
	6.0.0
	Rel-6
	Correction to C-code: Wrong calculation of sine levels
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	005
	-
	6.0.0
	Rel-6
	Correction to C-code: Prevent multiple reading of bitstream elements
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	006
	2
	6.0.0
	Rel-6
	Correction to C-code: Corrected wrong table values
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	007
	-
	6.0.0
	Rel-6
	Correction to C-code: Modify instrumentation
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	008
	1
	6.0.0
	Rel-6
	Correction of C-code: Output data was copied into wrong array
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	009
	1
	6.0.0
	Rel-6
	Correction to C-code: Bug in resampler
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	010
	1
	6.0.0
	Rel-6
	Correction to C-code: Modify data types for FFT
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	011
	1
	6.0.0
	Rel-6
	Correction to decoder C-Code: Alignment with MPEG specification
	approved
	C
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	012
	-
	6.0.0
	Rel-6
	Correction to C-code: Reset of Missing Harmonics flags during concealment added
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-040840
	26.410
	013
	-
	6.0.0
	Rel-6
	Removal of Complexity counters
	approved
	F
	6.1.0
	PSSrel6
	S4

	TP-040225
	27.007
	119
	-
	5.4.0
	Rel-5
	Additional parameter for AT command +CRSM (Restricted SIM access)
	approved
	F
	5.5.0
	TEI5
	T2

	TP-040225
	27.007
	120
	-
	6.6.0
	Rel-6
	Additional parameter for AT command +CRSM (Restricted SIM access)
	approved
	A
	6.7.0
	TEI5
	T2

	TP-040225
	27.007
	121
	-
	5.4.0
	Rel-5
	Corrections to AcTs of PLMN Selection
	approved
	F
	5.5.0
	TEI5
	T2

	TP-040225
	27.007
	122
	-
	6.6.0
	Rel-6
	Corrections to AcTs of PLMN Selection
	approved
	A
	6.7.0
	TEI5
	T2

	TP-040225
	27.007
	123
	-
	6.6.0
	Rel-6
	Improve security in UICC generic access command +CGLA
	approved
	C
	6.7.0
	TEI6
	T2

	TP-040225
	27.007
	124
	-
	6.6.0
	Rel-6
	Support of EAP authentication command
	approved
	B
	6.7.0
	TEI6
	T2

	TP-040225
	27.007
	125
	-
	6.6.0
	Rel-6
	Correction of file identification in +CRLA command
	approved
	F
	6.7.0
	TEI6
	T2

	TP-040225
	27.007
	126
	-
	6.6.0
	Rel-6
	UICC Application Discovery Command +CUAD
	approved
	B
	6.7.0
	TEI6
	T2

	TP-040225
	27.007
	127
	-
	6.6.0
	Rel-6
	Clarification on the use of PIN with (U)SIM
	approved
	F
	6.7.0
	TEI6
	T2

	TP-040225
	27.007
	128
	-
	6.6.0
	Rel-6
	Editorial modifications to +CGLA and +CRLA commands
	approved
	D
	6.7.0
	TEI6
	T2

	TP-040225
	27.007
	129
	-
	6.6.0
	Rel-6
	Add RETRIEVE DATA and SET DATA APDU commands in +CRSM and +CRLA AT commands
	approved
	B
	6.7.0
	TEI6
	T2

	TP-040225
	27.007
	130
	-
	6.6.0
	Rel-6
	Extension of read, write and find phonebook entry commands for 3G phonebooks
	approved
	B
	6.7.0
	TEI6
	T2

	SP-040845
	28.062
	042
	-
	4.5.0
	Rel-4
	TFO/TrFO Compatibility of UMTS_AMR and UMTS_AMR2
	approved
	F
	4.6.0
	TRFO-OoBTC
	S4

	SP-040845
	28.062
	043
	-
	5.4.0
	Rel-5
	TFO/TrFO Compatibility of UMTS_AMR and UMTS_AMR2
	approved
	A
	5.5.0
	TRFO-OoBTC
	S4

	SP-040845
	28.062
	044
	-
	6.0.0
	Rel-6
	TFO/TrFO Compatibility of UMTS_AMR and UMTS_AMR2
	approved
	A
	6.1.0
	TRFO-OoBTC
	S4

	SP-040846
	28.062
	045
	-
	4.5.0
	Rel-4
	Operator Guidelines for UMTS_AMR
	approved
	F
	4.6.0
	TRFO-OoBTC
	S4

	SP-040846
	28.062
	046
	-
	5.4.0
	Rel-5
	Operator Guidelines for UMTS_AMR
	approved
	A
	5.5.0
	TRFO-OoBTC
	S4

	SP-040846
	28.062
	047
	-
	6.0.0
	Rel-6
	Operator Guidelines for UMTS_AMR and AMR Harmonization
	approved
	F
	6.1.0
	TFO / TRFO-OoBTC
	S4

	NP-040535
	29.002
	740
	2
	6.7.0
	Rel-6
	SMS Fraud countermeasures
	approved
	C
	6.8.0
	TEI6
	N4

	NP-040534
	29.002
	746
	1
	6.7.0
	Rel-6
	Introducing VGCS/VBS ciphering
	approved
	B
	6.8.0
	SECGKYV
	N4

	NP-040542
	29.002
	747
	-
	6.7.0
	Rel-6
	Incorrect Implementation of CR 731
	approved
	F
	6.8.0
	LCS2
	N4

	NP-040542
	29.002
	748
	1
	6.7.0
	Rel-6
	LCS Capability Handling for UE’s
	approved
	F
	6.8.0
	LCS2
	N4

	NP-040546
	29.002
	752
	-
	6.7.0
	Rel-6
	Correction to the service response parameters of ATI
	approved
	F
	6.8.0
	TEI6
	N4

	NP-040542
	29.002
	753
	1
	6.7.0
	Rel-6
	Enable NA-ESRD Provision from a GMLC for E911 Location in North America
	approved
	F
	6.8.0
	LCS2
	N4

	NP-040546
	29.002
	757
	2
	6.7.0
	Rel-6
	Clarification about returning authentication data for a UMTS subscriber
	approved
	F
	6.8.0
	TEI
	N4

	NP-040587
	29.007
	106
	2
	5.10.0
	Rel-6
	Transfer of information from TR 23.910
	approved
	B
	6.0.0
	[new WID]
	N3

	NP-040545
	29.060
	513
	1
	6.6.0
	Rel-6
	Clarification on the usage of the Alternative GGSN Address
	approved
	F
	6.7.0
	TEI6
	N4

	NP-040540
	29.060
	514
	1
	6.6.0
	Rel-6
	Addition of IEs to MBMS Session Start Request message
	approved
	F
	6.7.0
	MBMS
	N4

	NP-040540
	29.060
	515
	1
	6.6.0
	Rel-6
	Introduction of MBMS support indication between SGSNs
	approved
	F
	6.7.0
	MBMS
	N4

	NP-040526
	29.060
	519
	1
	5.11.0
	Rel-5
	Additional support of IPv4 and IPv6 node addresses in create PDP context procedure
	approved
	F
	5.12.0
	TEI5
	N4

	NP-040526
	29.060
	520
	1
	6.6.0
	Rel-6
	Additional support of IPv4 and IPv6 node addresses in create PDP and MBMS context procedures
	approved
	F
	6.7.0
	TEI6
	N4

	NP-040540
	29.060
	524
	-
	6.6.0
	Rel-6
	GTP-C tunnel for MBMS broadcast
	approved
	F
	6.7.0
	MBMS
	N4

	NP-040585
	29.061
	128
	1
	6.2.0
	Rel-6
	Gmb. Table with reused AVPs
	revised
	F
	
	MBMS
	N3

	NP-040585
	29.061
	129
	-
	6.2.0
	Rel-6
	Gmb. New AVP to indicate Multicast or Broadcast service
	revised
	F
	
	MBMS
	N3

	NP-040585
	29.061
	130
	1
	6.2.0
	Rel-6
	Gmb. Correction to the Result-Code AVP
	revised
	F
	
	MBMS
	N3

	NP-040585
	29.061
	131
	1
	6.2.0
	Rel-6
	Gmb. General corrections and clarification on the use of RAR
	revised
	F
	
	MBMS
	N3

	NP-040585
	29.061
	133
	-
	6.2.0
	Rel-6
	Gmb. Update of AVPs codes and permanent failures codes.
	revised
	F
	
	MBMS
	N3

	NP-040585
	29.061
	134
	-
	6.2.0
	Rel-6
	Gmb. Serving Network identity
	revised
	F
	
	MBMS
	N3

	NP-040591
	29.061
	137
	3
	6.2.0
	Rel-6
	Prevention of IP spoofing
	approved
	F
	6.3.0
	TE16
	N3

	NP-040615
	29.061
	138
	1
	6.2.0
	Rel-6
	RADIUS Enhancements on the Gi interface for QoS information (Negotiated DSCP)
	approved
	B
	6.3.0
	TEI6
	N3

	NP-040584
	29.061
	138
	1
	6.2.0
	Rel-6
	RADIUS Enhancements on the Gi interface for QoS information (Negotiated DSCP)
	revised
	B
	
	TEI6
	N3

	NP-040615
	29.061
	139
	1
	6.2.0
	Rel-6
	RADIUS Enhancements on the Gi interface to enable QoS correlation (Packet Filters)
	approved
	B
	6.3.0
	TEI6
	N3

	NP-040584
	29.061
	139
	1
	6.2.0
	Rel-6
	RADIUS Enhancements on the Gi interface to enable QoS correlation (Packet Filters)
	revised
	B
	
	TEI6
	N3

	NP-040616
	29.061
	140
	-
	6.2.0
	Rel-6
	Gmb interface. Corrections, addition of missing AVPs and code values assignation.
	approved
	F
	6.3.0
	MBMS
	N3

	NP-040544
	29.078
	390
	-
	6.3.0
	Rel-6
	Correction of wrong TS numbers in references
	approved
	F
	6.4.0
	TEI6
	N4

	NP-040580
	29.109
	001
	-
	6.0.0
	Rel-6
	Authorization Flag Code Annex
	approved
	B
	6.1.0
	SEC1-SC
	N4

	NP-040580
	29.109
	002
	-
	6.0.0
	Rel-6
	Finalization of GAA Service Identifier
	approved
	D
	6.1.0
	SEC1-SC
	N4

	NP-040580
	29.109
	003
	1
	6.0.0
	Rel-6
	BSF control information (bsfInfo) tag to GUSS
	approved
	B
	6.1.0
	SEC1-SC
	N4

	NP-040580
	29.109
	005
	-
	6.0.0
	Rel-6
	Structure to GAA Service Indentifier
	approved
	B
	6.1.0
	SEC1-SC
	N4

	NP-040580
	29.109
	006
	1
	6.0.0
	Rel-6
	Finalisation of terminology
	approved
	D
	6.1.0
	SEC1-SC
	N4

	NP-040580
	29.109
	008
	1
	6.0.0
	Rel-6
	Command codes 310 and 311 for Zh and Zh message
	approved
	B
	6.1.0
	SEC1-SC
	N4

	NP-040580
	29.109
	009
	-
	6.0.0
	Rel-6
	Introduction of NAF groups
	approved
	B
	6.1.0
	SEC1-SC
	N4

	NP-040582
	29.163
	054
	3
	6.4.0
	Rel-6
	Mapping of continuity signal
	approved
	F
	6.5.0
	IMS-CCR-IWCS
	N3

	NP-040582
	29.163
	056
	1
	6.4.0
	Rel-6
	Corrections to EFR codec parameters
	approved
	F
	6.5.0
	IMS-CCR-IWCS
	N3

	NP-040582
	29.163
	057
	2
	6.4.0
	Rel-6
	DTMF towards IM CN subsystem
	approved
	C
	6.5.0
	IMS-CCR-IWCS
	N3

	NP-040583
	29.163
	058
	2
	6.4.0
	Rel-6
	Clarifications for Mn procedures for call hold
	approved
	F
	6.5.0
	IMS-CCR-IWCS
	N3

	NP-040582
	29.163
	059
	-
	6.4.0
	Rel-6
	Editorial mistake in Table 12
	approved
	D
	6.5.0
	IMS-CCR-IWCS
	N3

	NP-040485
	29.198-01
	039
	-
	5.7.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.8.0
	OSA2
	N5

	NP-040485
	29.198-01
	040
	-
	6.2.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.3.0
	OSA2
	N5

	NP-040486
	29.198-02
	048
	-
	6.2.0
	Rel-6
	Correct the Exception Hierarchy Annex to include new exceptions used in MultiMediaMessaging SCF
	approved
	F
	6.3.0
	OSA3
	N5

	NP-040485
	29.198-02
	049
	-
	5.8.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.9.0
	OSA2
	N5

	NP-040485
	29.198-02
	050
	-
	6.2.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.3.0
	OSA2
	N5

	NP-040485
	29.198-03
	127
	-
	5.8.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.9.0
	OSA2
	N5

	NP-040485
	29.198-03
	128
	-
	6.2.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.3.0
	OSA2
	N5

	NP-040483
	29.198-04
	071
	-
	4.10.0
	Rel-4
	Correct Behaviour of CallBack sequence and timing
	approved
	F
	4.11.0
	OSA1
	N5

	NP-040485
	29.198-04-1
	015
	-
	5.7.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.8.0
	OSA2
	N5

	NP-040485
	29.198-04-1
	016
	-
	6.3.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.4.0
	OSA2
	N5

	NP-040483
	29.198-04-2
	025
	-
	5.8.0
	Rel-5
	Correct Behaviour of CallBack sequence and timing
	approved
	A
	5.9.0
	OSA1
	N5

	NP-040483
	29.198-04-2
	026
	-
	6.2.0
	Rel-6
	Correct Behaviour of CallBack sequence and timing
	approved
	A
	6.3.0
	OSA1
	N5

	NP-040486
	29.198-04-2
	027
	-
	6.2.0
	Rel-6
	Correct GCC for Multiservice Network Support
	approved
	F
	6.3.0
	OSA3
	N5

	NP-040485
	29.198-04-2
	028
	-
	5.8.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.9.0
	OSA2
	N5

	NP-040485
	29.198-04-2
	029
	-
	6.2.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.3.0
	OSA2
	N5

	NP-040483
	29.198-04-3
	032
	-
	5.8.0
	Rel-5
	Correct Behaviour of CallBack sequence and timing
	approved
	A
	5.9.0
	OSA1
	N5

	NP-040483
	29.198-04-3
	033
	-
	6.3.0
	Rel-6
	Correct Behaviour of CallBack sequence and timing
	approved
	A
	6.4.0
	OSA1
	N5

	NP-040485
	29.198-04-3
	034
	-
	5.8.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.9.0
	OSA2
	N5

	NP-040485
	29.198-04-3
	035
	-
	6.3.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.4.0
	OSA2
	N5

	NP-040485
	29.198-04-4
	022
	-
	5.8.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.9.0
	OSA2
	N5

	NP-040485
	29.198-04-4
	023
	-
	6.3.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.4.0
	OSA2
	N5

	NP-040484
	29.198-05
	059
	-
	4.9.0
	Rel-4
	Clarification of the functionality provided by recordMessageReq() method
	approved
	F
	4.10.0
	OSA1
	N5

	NP-040484
	29.198-05
	060
	-
	5.8.0
	Rel-5
	Clarification of the functionality provided by recordMessageReq() method
	approved
	A
	5.9.0
	OSA1
	N5

	NP-040484
	29.198-05
	061
	-
	6.2.0
	Rel-6
	Clarification of the functionality provided by recordMessageReq() method
	approved
	A
	6.3.0
	OSA1
	N5

	NP-040485
	29.198-05
	062
	-
	5.8.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.9.0
	OSA2
	N5

	NP-040485
	29.198-05
	063
	-
	6.2.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.3.0
	OSA2
	N5

	NP-040485
	29.198-06
	052
	-
	5.6.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.7.0
	OSA2
	N5

	NP-040485
	29.198-06
	053
	-
	6.3.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.4.0
	OSA2
	N5

	NP-040485
	29.198-07
	032
	-
	5.7.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.8.0
	OSA2
	N5

	NP-040485
	29.198-07
	033
	-
	6.2.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.3.0
	OSA2
	N5

	NP-040485
	29.198-08
	038
	-
	5.7.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.8.0
	OSA2
	N5

	NP-040485
	29.198-08
	039
	-
	6.2.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.3.0
	OSA2
	N5

	NP-040485
	29.198-11
	033
	-
	5.6.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.7.0
	OSA2
	N5

	NP-040485
	29.198-11
	034
	-
	6.2.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.3.0
	OSA2
	N5

	NP-040485
	29.198-12
	034
	-
	5.7.0
	Rel-5
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	5.8.0
	OSA2
	N5

	NP-040485
	29.198-12
	035
	-
	6.2.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	A
	6.3.0
	OSA2
	N5

	NP-040485
	29.198-15
	001
	-
	6.0.0
	Rel-6
	Removal of OSA API SCFs description in W3C WSDL
	approved
	F
	6.1.0
	OSA3
	N5

	NP-040487
	29.199-04
	001
	-
	6.0.0
	Rel-6
	Add SmsNotificationManager interface to PXWS Short-Messaging
	approved
	B
	6.1.0
	OSA3
	N5

	NP-040487
	29.199-04
	002
	-
	6.0.0
	Rel-6
	Add Notification Delivery Reception to PXWS SMS
	revised
	B
	
	OSA3
	N5

	NP-040609
	29.199-04
	002
	1
	6.0.0
	Rel-6
	Add Notification Delivery Reception to PXWS SMS
	approved
	B
	6.1.0
	OSA3
	N5

	NP-040487
	29.199-05
	001
	-
	6.0.0
	Rel-6
	Add MessageNotificationManager interface to PXWS Multimedia-Messaging
	approved
	B
	6.1.0
	OSA3
	N5

	NP-040487
	29.199-09
	001
	-
	6.0.0
	Rel-6
	Add PXWS Terminal Location Tracking Accuracy
	approved
	C
	6.1.0
	OSA3
	N5

	NP-040487
	29.199-14
	001
	-
	6.0.0
	Rel-6
	Correct the Presence WSDL source code
	approved
	F
	6.1.0
	OSA3
	N5

	NP-040560
	29.207
	138
	2
	6.1.0
	Rel-6
	SBLP and non-realtime PDP Contexts
	approved
	F
	6.2.0
	TEI6
	N3

	NP-040560
	29.207
	142
	3
	6.1.0
	Rel-6
	QoS procedure at session release
	approved
	F
	6.2.0
	TEI6
	N3

	NP-040586
	29.208
	074
	3
	6.1.0
	Rel-6
	Correcting Mapping Table[Update to existing CR 074 against 29.208]
	approved
	F
	6.2.0
	QoS1
	N3

	NP-040586
	29.208
	075
	2
	6.1.0
	Rel-6
	Clarification on Mapping Table 7.1.1.1
	approved
	F
	6.2.0
	QoS1
	N3

	NP-040586
	29.208
	076
	3
	6.1.0
	Rel-6
	Allowing the use of Application identifier for IMS
	approved
	C
	6.2.0
	QoS1
	N3

	NP-040555
	29.208
	077
	1
	5.8.0
	Rel-5
	Authorize QoS resources with no generation of authorization token at session modification
	approved
	F
	5.9.0
	E2EQoS
	N3

	NP-040555
	29.208
	081
	1
	5.8.0
	Rel-5
	Removal of QoS commit for session modification
	approved
	F
	5.9.0
	E2EQoS
	N3

	NP-040555
	29.208
	082
	3
	6.1.0
	Rel-6
	Removal of QoS commit for session modification
	approved
	A
	6.2.0
	E2EQoS
	N3

	NP-040555
	29.208
	089
	1
	5.8.0
	Rel-5
	Modification of PDP contexts
	approved
	F
	5.9.0
	E2EQoS
	N3

	NP-040555
	29.208
	090
	1
	6.1.0
	Rel-6
	Modification of PDP contexts
	approved
	A
	6.2.0
	E2EQoS
	N3

	NP-040586
	29.209
	001
	1
	6.0.0
	Rel-6
	semantics of updated Flow-Description AVP(s)
	approved
	F
	6.1.0
	QoS1
	N3

	NP-040586
	29.209
	002
	1
	6.0.0
	Rel-6
	Flow grouping AVPs in modified service information
	approved
	F
	6.1.0
	QoS1
	N3

	NP-040586
	29.209
	003
	1
	6.0.0
	Rel-6
	Smaller corrections to avoid misinterpretations
	approved
	F
	6.1.0
	QoS1
	N3

	NP-040586
	29.209
	008
	3
	6.0.0
	Rel-6
	Resource reservation at PDF
	approved
	F
	6.1.0
	QoS1
	N3

	NP-040586
	29.209
	009
	1
	6.0.0
	Rel-6
	Bandwidth attributes
	approved
	F
	6.1.0
	QoS1
	N3

	NP-040586
	29.209
	010
	1
	6.0.0
	Rel-6
	Modification to Gq protocols to make it more generic
	approved
	D
	6.1.0
	QoS1
	N3

	NP-040523
	29.228
	137
	1
	5.9.0
	Rel-5
	HSS initiated deregistration with "not registered" registration state
	approved
	F
	5.10.0
	IMS-CCR
	N4

	NP-040523
	29.228
	138
	1
	6.4.0
	Rel-6
	HSS initiated deregistration with "not registered" registration state
	approved
	A
	6.5.0
	IMS-CCR
	N4

	NP-040530
	29.228
	140
	1
	6.4.0
	Rel-6
	HSS initiated deregistration with user profile removal for permanent termination
	approved
	F
	6.5.0
	IMS2-CCR
	N4

	NP-040523
	29.228
	141
	2
	5.9.0
	Rel-5
	HSS initiated deregistration using the network initiated de-registration procedure
	approved
	F
	5.10.0
	IMS-CCR
	N4

	NP-040523
	29.228
	142
	2
	6.4.0
	Rel-6
	HSS initiated deregistration using the network initiated de-registration procedure
	approved
	A
	6.5.0
	IMS-CCR
	N4

	NP-040530
	29.228
	146
	1
	6.4.0
	Rel-6
	Clarification of R6 authentication scheme
	approved
	F
	6.5.0
	IMS2-CCR
	N4

	NP-040523
	29.228
	149
	-
	5.9.0
	Rel-5
	Regular Expressions
	approved
	F
	5.10.0
	IMS-CCR
	N4

	NP-040523
	29.228
	150
	-
	6.4.0
	Rel-6
	Regular Expressions
	approved
	A
	6.5.0
	IMS-CCR
	N4

	NP-040530
	29.228
	155
	-
	6.4.0
	Rel-6
	Correction to XML Root Element
	approved
	F
	6.5.0
	IMS2-CCR
	N4

	NP-040530
	29.228
	156
	1
	6.4.0
	Rel-6
	Modification of User-Data-Already-Available in SAR command
	approved
	F
	6.5.0
	IMS2-CCR
	N4

	NP-040523
	29.228
	159
	2
	6.4.0
	Rel-6
	Handling of Information Element marked as (M), (C) or (O)
	approved
	F
	6.5.0
	IMS-CCR
	N4

	NP-040523
	29.228
	160
	2
	5.9.0
	Rel-5
	Handling of Information Element marked as (M), (C) or (O)
	approved
	F
	5.10.0
	IMS-CCR
	N4

	NP-040523
	29.229
	069
	-
	5.8.0
	Rel-5
	Cx ABNF corrections
	approved
	F
	5.9.0
	IMS-CCR
	N4

	NP-040523
	29.229
	070
	-
	6.2.0
	Rel-6
	Cx ABNF corrections
	approved
	A
	6.3.0
	IMS-CCR
	N4

	NP-040579
	29.230
	006
	-
	6.1.0
	Rel-6
	Inclusion of missing Cx AVPs
	approved
	F
	6.2.0
	TEI6
	N4

	NP-040580
	29.230
	007
	1
	6.1.0
	Rel-6
	Reservation of command codes 310 and 311
	approved
	F
	6.2.0
	SEC1-SC
	N4

	NP-040579
	29.230
	009
	1
	6.1.0
	Rel-6
	Addition of Gmb interface
	approved
	F
	6.2.0
	TEI6
	N4

	NP-040579
	29.230
	010
	1
	6.1.0
	Rel-6
	Documenting the Reuse of the 3GPP specific application identifier of Ro for Re on the Charging Interfaces
	revised
	C
	
	CH
	N4

	NP-040600
	29.230
	010
	2
	6.1.0
	Rel-6
	Documenting the Reuse of the 3GPP specific application identifier of Ro for Re on the Charging Interfaces
	approved
	C
	6.2.0
	CH
	N4

	NP-040579
	29.230
	011
	-
	6.1.0
	Rel-6
	Gq interface allocations
	approved
	C
	6.2.0
	TEI6
	N4

	NP-040579
	29.230
	012
	-
	6.1.0
	Rel-6
	Addition of Gx interface
	approved
	C
	6.2.0
	TEI6
	N4

	NP-040521
	29.232
	077
	-
	4.9.0
	Rel-4
	Correction of distant codec list
	approved
	F
	4.10.0
	CSSPLIT
	N4

	NP-040521
	29.232
	078
	-
	5.8.0
	Rel-5
	Correction of distant codec list
	approved
	A
	5.9.0
	CSSPLIT
	N4

	NP-040528
	29.232
	079
	-
	5.8.0
	Rel-5
	IP transport package Duplicate property ID in ASN.1 encoding
	approved
	F
	5.9.0
	TEI5
	N4

	NP-040529
	29.232
	080
	1
	5.8.0
	Rel-5
	H.248 Scope
	approved
	F
	5.9.0
	TEI5
	N4

	NP-040529
	29.232
	081
	1
	5.8.0
	Rel-5
	Q.1950 reference
	approved
	F
	5.9.0
	TEI5
	N4

	NP-040529
	29.232
	082
	-
	5.8.0
	Rel-5
	Emdedded events
	approved
	F
	5.9.0
	TEI5
	N4

	NP-040529
	29.232
	084
	-
	5.8.0
	Rel-5
	Multiple streams
	approved
	F
	5.9.0
	TEI5
	N4

	NP-040529
	29.232
	085
	1
	5.8.0
	Rel-5
	Overspec/underspec parameters
	approved
	F
	5.9.0
	TEI5
	N4

	NP-040574
	29.232
	086
	2
	5.8.0
	Rel-5
	Use Of Audit Value
	approved
	F
	5.9.0
	TEI5
	N4

	NP-040573
	29.232
	087
	2
	5.8.0
	Rel-5
	Service Change for Failover not defined for Mc Interface
	approved
	F
	5.9.0
	TEI5
	N4

	NP-040529
	29.232
	088
	2
	5.8.0
	Rel-5
	Procedures and Commands – removal of unwanted commands
	approved
	F
	5.9.0
	TEI5
	N4

	NP-040547
	29.232
	092
	-
	5.8.0
	Rel-6
	H.248.1 Version 2
	approved
	F
	6.0.0
	TEI6
	N4

	NP-040581
	29.234
	001
	1
	6.0.0
	Rel-6
	PLMN advertising and selection
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	002
	-
	6.0.0
	Rel-6
	WLAN User Profile update
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	003
	-
	6.0.0
	Rel-6
	Charging related data from 3GPP AAA Server to PDG
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	004
	1
	6.0.0
	Rel-6
	3GPP WLAN IP Access parameter rename
	approved
	D
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	005
	1
	6.0.0
	Rel-6
	Static Remote IP address
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	006
	-
	6.0.0
	Rel-6
	Removal of “Scenario” wording
	approved
	D
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	007
	-
	6.0.0
	Rel-6
	Editorial correction on Auth-Req-Type AVP
	approved
	D
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	008
	1
	6.0.0
	Rel-6
	Online charging failure report
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	009
	-
	6.0.0
	Rel-6
	Rejection of Multiple WLAN connections
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	010
	-
	6.0.0
	Rel-6
	Application-Ids on Wa, Wd, Wm and Wg
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	012
	2
	6.0.0
	Rel-6
	Wd Interface RADIUS profile clarifications
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	014
	2
	6.0.0
	Rel-6
	Wd RADIUS profile
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	015
	1
	6.0.0
	Rel-6
	Addition of ABNF definitions missing onWa, Wd Wm, Wg interfaces
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	016
	1
	6.0.0
	Rel-6
	Scenario 3 access independence
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	019
	1
	6.0.0
	Rel-6
	Editorial Modifications
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	021
	1
	6.0.0
	Rel-6
	Reauthentication clarification on the Wa interface
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	023
	1
	6.0.0
	Rel-6
	To replace ‘Permanent User ID’ by ‘User Id’
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	025
	2
	6.0.0
	Rel-6
	To make VPLMN-Id Conditional in Wd interface
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	026
	-
	6.0.0
	Rel-6
	Addition of calling station id in DEA. Deletion of the same from DER
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	028
	1
	6.0.0
	Rel-6
	Editorial corrections
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040581
	29.234
	029
	-
	6.0.0
	Rel-6
	Handling of Information Element marked as (M), (C) or (O)
	approved
	F
	6.1.0
	WLAN
	N4

	NP-040531
	29.328
	097
	2
	6.3.0
	Rel-6
	Removal of Notification of the Authentication Pending State
	approved
	F
	6.4.0
	IMS-CCR
	N4

	NP-040531
	29.328
	101
	1
	6.3.0
	Rel-6
	Sh-Pull Data Download
	approved
	F
	6.4.0
	IMS2-CCR
	N4

	NP-040531
	29.328
	102
	2
	6.3.0
	Rel-6
	Only One Error Required for the AS Permissions Table
	approved
	F
	6.4.0
	IMS2-CCR
	N4

	NP-040531
	29.328
	103
	-
	6.3.0
	Rel-6
	Default Handling of Error Cases
	approved
	F
	6.4.0
	IMS2-CCR
	N4

	NP-040578
	29.328
	104
	-
	6.3.0
	Rel-6
	Access Key for Charging Information
	approved
	A
	6.4.0
	IMS-CCR
	N4

	NP-040578
	29.328
	108
	2
	6.3.0
	Rel-6
	Handling of Information Element marked as (M), (C) or (O)
	approved
	F
	6.4.0
	IMS-CCR
	N4

	NP-040578
	29.328
	109
	2
	5.7.0
	Rel-5
	Handling of Information Element marked as (M), (C) or (O)
	approved
	F
	5.8.0
	IMS-CCR
	N4

	NP-040578
	29.328
	110
	-
	5.7.0
	Rel-5
	Access Key for Charging Information
	approved
	F
	5.8.0
	IMS-CCR
	N4

	NP-040578
	29.329
	052
	-
	5.7.0
	Rel-5
	Sh ABNF corrections
	approved
	F
	5.8.0
	IMS-CCR
	N4

	NP-040578
	29.329
	053
	-
	6.2.0
	Rel-6
	Sh ABNF corrections
	approved
	A
	6.3.0
	IMS-CCR
	N4

	TP-040255
	31.101
	031
	-
	4.1.0
	Rel-4
	Correction of non specific references
	approved
	F
	4.2.0
	TEI4
	T3

	TP-040255
	31.101
	032
	-
	5.1.0
	Rel-5
	Correction of non specific references
	approved
	F
	5.2.0
	TEI4
	T3

	TP-040255
	31.101
	033
	-
	6.3.0
	Rel-6
	Correction of non specific references
	approved
	F
	6.4.0
	TEI6
	T3

	TP-040256
	31.102
	236
	2
	6.7.0
	Rel-6
	Introduction of M-IMAP and SIP as MMS implementations in MMS provisioning
	approved
	C
	6.8.0
	TEI6
	T3

	TP-040256
	31.102
	244
	-
	6.7.0
	Rel-6
	Correction of Capability/Configuration references
	approved
	F
	6.8.0
	TEI6
	T3

	TP-040256
	31.102
	245
	-
	4.13.0
	Rel-4
	Clarification of EXT8 coding (MMS notification extension)
	approved
	F
	4.14.0
	TEI4
	T3

	TP-040256
	31.102
	246
	-
	5.10.0
	Rel-5
	Clarification of EXT8 coding (MMS notification extension)
	approved
	A
	5.11.0
	TEI4
	T3

	TP-040256
	31.102
	247
	-
	6.7.0
	Rel-6
	Clarification of EXT8 coding (MMS notification extension)
	approved
	A
	6.8.0
	TEI4
	T3

	TP-040256
	31.102
	248
	-
	6.7.0
	Rel-6
	Clarification of Capability/Configuration identifier
	approved
	F
	6.8.0
	TEI6
	T3

	TP-040256
	31.102
	249
	-
	6.7.0
	Rel-6
	Introduction of EHPLMN data field
	approved
	B
	6.8.0
	TEI6
	T3

	TP-040256
	31.102
	250
	-
	6.7.0
	Rel-6
	Enable multiple Terminal Profile downloads in UST
	postponed
	B
	
	TEI6
	T3

	TP-040256
	31.102
	251
	-
	6.7.0
	Rel-6
	Clarification of hidden phonebook entry
	approved
	C
	6.8.0
	TEI6
	T3

	TP-040256
	31.102
	252
	-
	5.10.0
	Rel-5
	Correction of non-specific references to ETSI-SCP documents
	approved
	F
	5.11.0
	TEI5
	T3

	TP-040256
	31.102
	253
	-
	6.7.0
	Rel-6
	Correction of non-specific references to ETSI-SCP documents
	approved
	F
	6.8.0
	TEI6
	T3

	TP-040256
	31.102
	254
	-
	6.7.0
	Rel-6
	Correction to add missing description for “3G Session Reset”
	approved
	F
	6.8.0
	TEI6
	T3

	TP-040256
	31.102
	255
	-
	6.7.0
	Rel-6
	Correction of update access condition for EFs VGCSS and VBSS
	approved
	A
	6.8.0
	TEI6
	T3

	TP-040256
	31.102
	256
	-
	5.10.0
	Rel-5
	Correction of update access condition for EFs VGCSS and VBSS
	approved
	F
	5.11.0
	TEI5
	T3

	TP-040256
	31.102
	257
	-
	6.7.0
	Rel-6
	MMS storage: addition of a status indicating that an MM has been sent
	approved
	C
	6.8.0
	MMS6
	T3

	TP-040256
	31.102
	258
	-
	6.7.0
	Rel-6
	Storage of the lifetime of the GBA_U bootstrapped keys
	approved
	B
	6.8.0
	TEI6
	T3

	TP-040256
	31.102
	259
	-
	6.7.0
	Rel-6
	Interpretation of “data” in EF_CFIS
	approved
	B
	6.8.0
	TEI6
	T3

	TP-040257
	31.103
	019
	-
	6.5.0
	Rel-6
	Storage of the lifetime of the GBA_U bootstrapped keys
	approved
	B
	6.6.0
	TEI6
	T3

	TP-040257
	31.103
	020
	-
	5.7.0
	Rel-5
	Correction of non specific references
	approved
	F
	5.8.0
	TEI5
	T3

	TP-040257
	31.103
	021
	-
	6.5.0
	Rel-6
	Correction of non specific references
	approved
	F
	6.6.0
	TEI6
	T3

	TP-040258
	31.111
	123
	-
	4.12.0
	Rel-4
	Correction for non 3GPP references
	approved
	F
	4.13.0
	TEI4
	T3

	TP-040258
	31.111
	124
	-
	5.7.0
	Rel-5
	Correction for non 3GPP references
	approved
	F
	5.8.0
	TEI5
	T3

	TP-040258
	31.111
	125
	-
	6.3.0
	Rel-6
	Correction for non 3GPP references
	approved
	F
	6.4.0
	TEI6
	T3

	TP-040258
	31.111
	126
	-
	6.3.0
	Rel-6
	Terminal Profile alignement with ETSI TS 102 223
	approved
	F
	6.4.0
	TEI6
	T3

	TP-040258
	31.111
	127
	-
	6.3.0
	Rel-6
	Correction for a missing letter class in Annex A
	approved
	F
	6.4.0
	TEI6
	T3

	TP-040258
	31.111
	128
	-
	6.3.0
	Rel-6
	Clarification of Terminal Profile procedure
	postponed
	B
	
	TEI6
	T3

	TP-040258
	31.111
	129
	-
	6.3.0
	Rel-6
	Correction to allow "3G Session Reset Refresh" to change the IMSI
	approved
	F
	6.4.0
	TEI6
	T3

	TP-040258
	31.111
	130
	-
	6.3.0
	Rel-6
	UICC initiated GBAU Bootstrapp
	approved
	B
	6.4.0
	SEC1-SC
	T3

	TP-040258
	31.111
	131
	-
	6.3.0
	Rel-6
	Display Multimedia Messages from the USIM
	approved
	B
	6.4.0
	UEMMS
	T3

	TP-040259
	31.113
	027
	-
	5.5.0
	Rel-5
	Correction of reference to SCP specification
	approved
	F
	5.6.0
	TEI5
	T3

	TP-040259
	31.113
	028
	-
	6.2.0
	Rel-6
	Correction of reference to SCP specification
	approved
	A
	6.3.0
	TEI5
	T3

	TP-040260
	31.115
	005
	-
	6.3.0
	Rel-6
	Correction of non-specific references to SCP documents
	approved
	F
	6.4.0
	TEI6
	T3

	TP-040261
	31.116
	007
	-
	6.5.0
	Rel-6
	Correction of non-specific references to SCP documents
	approved
	F
	6.6.0
	TEI6
	T3

	TP-040262
	31.120
	001
	-
	3.0.0
	R99
	Alignment to ETSI TS 102230
	approved
	F
	3.1.0
	TEI
	T3

	TP-040263
	31.121
	044
	2
	4.9.0
	Rel-5
	Insertion/enhancement of various tests and integration of GERAN MEs into the scope
	approved
	B
	5.0.0
	TEI5
	T3

	TP-040263
	31.121
	045
	-
	4.9.0
	Rel-4
	Correction of non specific references
	approved
	F
	4.10.0
	TEI4
	T3

	TP-040263
	31.121
	046
	-
	3.10.0
	R99
	Correction of non specific references
	approved
	F
	3.11.0
	TEI
	T3

	TP-040264
	31.122
	017
	-
	3.7.0
	R99
	Correction of non specific references
	approved
	F
	3.8.0
	TEI
	T3

	TP-040265
	31.130
	001
	-
	6.0.1
	Rel-6
	Editorial cleaning
	approved
	D
	6.1.0
	TEI6
	T3

	TP-040265
	31.130
	002
	-
	6.0.1
	Rel-6
	Alignement with 102 241 regarding EnvelopeHandler methods
	approved
	F
	6.1.0
	TEI6
	T3

	TP-040265
	31.130
	003
	-
	6.0.1
	Rel-6
	Alignment with changes in 102 241
	approved
	F
	6.1.0
	TEI6
	T3

	TP-040265
	31.130
	004
	-
	6.0.1
	Rel-6
	Correction of non specific references
	approved
	F
	6.1.0
	TEI6
	T3

	TP-040265
	31.130
	005
	-
	6.0.1
	Rel-6
	Alignment with 31.102 for FID
	approved
	F
	6.1.0
	TEI6
	T3

	TP-040265
	31.130
	006
	-
	6.0.1
	Rel-6
	Alignment with 31.111 and 51.014 Terminal Profile constants
	approved
	F
	6.1.0
	TEI6
	T3

	TP-040266
	31.900
	015
	-
	5.5.0
	Rel-6
	Inclusion of additional USIM support for 2G terminals of R99 and Rel-4
	approved
	F
	6.0.0
	TEI5
	T3

	TP-040267
	31.919
	001
	-
	6.0.0
	Rel-6
	Correction of non-specific references to SCP documents
	approved
	F
	6.1.0
	TEI6
	T3

	SP-040768
	32.101
	026
	-
	6.0.0
	Rel-6
	Add sftp (secure ftp) as a valid File Transfer Protocol - Align with 32.341 File Transfer IRP Requirements
	approved
	F
	6.1.0
	OAM-AR
	S5

	SP-040768
	32.102
	037
	-
	6.3.0
	Rel-6
	Corrections and updates
	withdrawn
	F
	
	OAM-AR
	S5

	SP-040790
	32.111-2
	032
	-
	6.2.0
	Rel-6
	Add Generic System Context – Align with 32.150
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-040791
	32.111-2
	033
	-
	5.4.0
	Rel-5
	Correct the time carried by the eventTime parameter of notifyComments
	approved
	F
	5.5.0
	OAM-NIM
	S5

	SP-040791
	32.111-2
	034
	-
	6.2.0
	Rel-6
	Correct the time carried by the eventTime parameter of notifyComments
	approved
	A
	6.3.0
	OAM-NIM
	S5

	SP-040791
	32.111-2
	035
	-
	6.2.0
	Rel-6
	Remove redundant ackTime parameter in notifyAckStateChanged
	approved
	C
	6.3.0
	OAM-NIM
	S5

	SP-040791
	32.111-2
	036
	-
	6.2.0
	Rel-6
	Correct description of thresholdInformation – Align with 32.401
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-040791
	32.111-2
	037
	-
	6.2.0
	Rel-6
	Correction of probable cause for alarms.
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-040791
	32.111-3
	034
	-
	6.0.0
	Rel-6
	Remove redundant ackTime parameter in notifyAckStateChanged
	approved
	C
	6.1.0
	OAM-NIM
	S5

	SP-040791
	32.111-3
	035
	-
	6.0.0
	Rel-6
	Correction of probable cause definition for AlarmIRP IDL file.
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040791
	32.111-3
	036
	-
	6.0.0
	Rel-6
	Add mandatory exception operationNotSupported for optional operations in AlarmIRP - Align IDL style with IDL Style Guide in 32.150
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040791
	32.111-3
	037
	-
	6.0.0
	Rel-6
	Correction of filterable parameters - Align with the IS in 32.111-2
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040791
	32.111-4
	029
	-
	6.2.0
	Rel-6
	Remove redundant ackTime parameter in notifyAckStateChanged
	approved
	C
	6.3.0
	OAM-NIM
	S5

	SP-040764
	32.140
	004
	-
	6.2.0
	Rel-6
	Editorial corrections and updates of Subscription Management (SuM) requirements
	approved
	D
	6.3.0
	SuM
	S5

	SP-040764
	32.140
	005
	-
	6.2.0
	Rel-6
	Change the Introduction clause to reflect what capability SuM is offering in Rel-6
	approved
	F
	6.3.0
	SuM
	S5

	SP-040790
	32.150
	002
	-
	6.1.0
	Rel-6
	Add Generic System Context
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-040764
	32.171
	001
	-
	6.0.0
	Rel-6
	Editorial modifications to “Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point (IRP): Requirements“
	approved
	D
	6.1.0
	SuM
	S5

	SP-040776
	32.225
	029
	-
	5.6.0
	Rel-5
	Align SDP-Media-Components in ACR with CDR
	approved
	F
	5.7.0
	OAM-CH
	S5

	SP-040776
	32.225
	030
	-
	5.6.0
	Rel-5
	Reassign Vendor specific AVP codes - Align with CN4’s 29.230
	approved
	F
	5.7.0
	OAM-CH
	S5

	SP-040776
	32.225
	031
	-
	5.6.0
	Rel-5
	Correct multiple occurrence of Inter-Operator-Identifier, ApplicationServer, Application-provided-Called-Party-Address
	approved
	F
	5.7.0
	OAM-CH
	S5

	SP-040775
	32.251
	001
	-
	6.0.0
	Rel-6
	Add “Furnish Charging Information” procedure for GPRS
	approved
	B
	6.1.0
	CH
	S5

	SP-040775
	32.251
	002
	-
	6.0.0
	Rel-6
	Add data description for PS online charging
	approved
	F
	6.1.0
	CH
	S5

	SP-040780
	32.270
	001
	-
	6.0.0
	Rel-6
	Introduce Application Data in MMS Charging – Align with T2’s TS 23.140 (MMS6)
	approved
	F
	6.1.0
	CH-SC
	S5

	SP-040780
	32.270
	002
	-
	6.0.0
	Rel-6
	Introduce Content Adaptation in MMS Charging – Align with T2’s 23.140 (MMS6)
	approved
	F
	6.1.0
	CH-SC
	S5

	SP-040780
	32.270
	003
	-
	6.0.0
	Rel-6
	Correction on VASP MMS CDR triggers
	approved
	F
	6.1.0
	CH-SC
	S5

	SP-040776
	32.299
	001
	-
	6.0.0
	Rel-6
	Reassign Vendor specific AVP codes - Align with CN4’s 29.230
	approved
	A
	6.1.0
	OAM-CH
	S5

	SP-040776
	32.299
	002
	-
	6.0.0
	Rel-6
	Add Threshold based re-authorisation triggers
	approved
	B
	6.1.0
	CH
	S5

	SP-040776
	32.299
	003
	-
	6.0.0
	Rel-6
	Add Re-authorisation triggers for flow-based online charging – Align with Stage 2
	approved
	B
	6.1.0
	CH
	S5

	SP-040776
	32.299
	004
	-
	6.0.0
	Rel-6
	Add missing elements and other corrections
	approved
	F
	6.1.0
	CH
	S5

	SP-040775
	32.299
	005
	-
	6.0.0
	Rel-6
	Add definition of a new 3GPP-specific AVP: PS Furnish Charging Information AVP - Align with 32.251
	approved
	B
	6.1.0
	CH
	S5

	SP-040793
	32.300
	003
	-
	5.0.1
	Rel-6
	Correct and convert formal specification from BNF syntax to EBNF with corrections
	approved
	F
	6.0.0
	OAM-NIM
	S5

	SP-040793
	32.302
	006
	-
	5.1.0
	Rel-5
	Add missing rules on how to construct the string NotificationCategory
	approved
	F
	5.2.0
	OAM-NIM
	S5

	SP-040793
	32.302
	007
	-
	6.0.0
	Rel-6
	Add missing rules on how to construct the string NotificationCategory
	approved
	A
	6.1.0
	OAM-NIM
	S5

	SP-040793
	32.303
	013
	-
	6.1.0
	Rel-6
	Remove filter requirement in IDL comments in the Notification IRP CORBA SS
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-040794
	32.311
	003
	-
	6.0.0
	Rel-6
	Correct ambiguities in using IRPVersion, Add reference to its CORBA/CMIP SSs
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040794
	32.312
	003
	-
	6.0.0
	Rel-6
	Update UML diagrams, Add reference to its CORBA/CMIP SSs
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040797
	32.323
	002
	-
	6.0.0
	Rel-6
	Align the IDL style innthe CORBA SS with the IDL Style Guide in 32.150
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040800
	32.343
	001
	-
	6.0.0
	Rel-6
	Correct mapping of IS-defined non-filterable parameters to SS-defined non-filterable fields - Align IDL style in FT IRP CORBA SS with IDL Style Guide in 32.150
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040802
	32.353
	001
	-
	6.0.0
	Rel-6
	Correct mapping of IS-defined non-filterable parameters to SS-defined non-filterable fields - Align IDL style in CS IRP CORBA SS with IDL Style Guide in TS 32.150
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040804
	32.363
	002
	-
	6.1.0
	Rel-6
	Correct mapping of IS-defined non-filterable parameters to SS-defined non-filterable fields, Eliminate new definitions in EP IRP CORBA SS
	withdrawn
	F
	
	OAM-NIM
	S5

	SP-040877
	32.363
	002
	1
	6.1.0
	Rel-6
	Correct mapping of IS-defined non-filterable parameters to SS-defined non-filterable fields, Eliminate new definitions in EP IRP CORBA SS
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-040805
	32.371
	001
	-
	6.0.0
	Rel-6
	Correct the Introduction clause – Align with what is actually delivered in Rel-6 on Security Management
	approved
	D
	6.1.0
	OAM-NIM
	S5

	SP-040783
	32.401
	021
	-
	6.3.0
	Rel-6
	Removal of annexes from Performance Management Concepts and Requirements
	approved
	D
	6.4.0
	OAM-PM
	S5

	SP-040783
	32.401
	022
	-
	6.3.0
	Rel-6
	Add requirements for Threshold Management
	approved
	B
	6.4.0
	OAM-PM
	S5

	SP-040783
	32.403
	054
	-
	4.8.0
	Rel-4
	Correct measurements about GPRS Update Locations sent to the HLR
	approved
	F
	4.9.0
	OAM-PM
	S5

	SP-040783
	32.403
	055
	-
	5.8.0
	Rel-5
	Correct measurements about GPRS Update Locations sent to the HLR
	approved
	A
	5.9.0
	OAM-PM
	S5

	SP-040783
	32.403
	056
	-
	6.5.0
	Rel-6
	Correct measurements about GPRS Update Locations sent to the HLR
	approved
	A
	6.6.0
	OAM-PM
	S5

	SP-040784
	32.412
	007
	-
	6.2.0
	Rel-6
	Correct ambiguous precondition statement related to createThresholdMonitor operation
	approved
	F
	6.3.0
	OAM-PM
	S5

	SP-040784
	32.412
	008
	-
	6.2.0
	Rel-6
	Correct definition of ObjectClass and ObjectInstance in “notifyMeasurementJobStatusChanged” and “notifyThresholdMonitorStatusChanged”
	approved
	F
	6.3.0
	OAM-PM
	S5

	SP-040784
	32.413
	004
	-
	6.2.0
	Rel-6
	Add missing exception & filter to PM IRP CORBA SS, Align with IDL Style Guide in 32.150
	approved
	F
	6.3.0
	OAM-PM
	S5

	SP-040770
	32.421
	005
	-
	6.4.0
	Rel-6
	Remove requirement for having ASN.1 as Trace record format
	approved
	C
	6.5.0
	OAM-Trace
	S5

	SP-040770
	32.421
	006
	-
	6.4.0
	Rel-6
	Remove in Rel-6 the signalling based Trace in IMS due to missing SIP signalling support from CN1/IETF
	approved
	C
	6.5.0
	OAM-Trace
	S5

	SP-040770
	32.422
	001
	-
	6.0.0
	Rel-6
	Remove IMS entities from the Signalling Based Activation of the Trace functionality
	approved
	C
	6.1.0
	OAM-Trace
	S5

	SP-040770
	32.422
	002
	-
	6.0.0
	Rel-6
	Align Management Based Activation for Trace with RAN3’s 25.413 (UTRAN Iu interface RANAP signalling)
	approved
	F
	6.1.0
	OAM-Trace
	S5

	SP-040806
	32.601
	002
	-
	6.0.0
	Rel-6
	Add Signalling Transport Network (STN) NRM IRP in 32.601 BasicCM IRP Requirements
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040806
	32.603
	015
	-
	6.1.0
	Rel-6
	Align the IDL style in the CORBA SS with the IDL Style Guide in 32.150
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-040807
	32.612
	011
	-
	6.0.0
	Rel-6
	Partition Bulk CM IRP capabilities into packages
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040807
	32.612
	012
	-
	6.0.0
	Rel-6
	BulkCMIRP should be extended to be applicable to new NRM model, such as Signalling Transport Network (STN) NRM IRP
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040807
	32.613
	010
	-
	6.0.0
	Rel-6
	Correct mapping of IS-defined non-filterable parameters to SS-defined non-filterable fields - Align with IS in 32.612
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040807
	32.613
	011
	-
	6.0.0
	Rel-6
	Partition Bulk CM IRP capabilities into separate IDL modules – Align to IS in 32.612
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040807
	32.613
	012
	-
	6.0.0
	Rel-6
	Add Signalling Transport Network (STN) NRM IRP in BulkCM IRP CORBA SS
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040807
	32.615
	018
	-
	6.0.0
	Rel-6
	Add Signalling Transport Network (STN) NRM IRP in BulkCM IRP XML FF
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040808
	32.622
	020
	-
	6.2.0
	Rel-6
	Correct the write qualification for VsDataContainer.vsData
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-040808
	32.622
	021
	-
	6.2.0
	Rel-6
	Correction of modelling of Media GateWay (MGW)
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-040808
	32.624
	019
	-
	5.4.0
	Rel-5
	Add missing definition of attribute meContextId
	approved
	F
	5.5.0
	OAM-NIM
	S5

	SP-040808
	32.624
	020
	-
	6.0.0
	Rel-6
	Add missing definition of attribute meContextId
	approved
	A
	6.1.0
	OAM-NIM
	S5

	SP-040808
	32.624
	021
	-
	6.0.0
	Rel-6
	Add definitions for genericIRP
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040808
	32.625
	012
	-
	5.3.0
	Rel-5
	Correct attribute for the managementScope association - Align with IS in 32.622
	approved
	F
	5.4.0
	OAM-NIM
	S5

	SP-040808
	32.625
	013
	-
	6.2.0
	Rel-6
	Correct attribute for the managementScope association - Align with IS in 32.622
	approved
	A
	6.3.0
	OAM-NIM
	S5

	SP-040809
	32.632
	012
	-
	6.0.0
	Rel-6
	Add new IMS Entities to Rel-6 Core Network NRM
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040809
	32.632
	013
	-
	6.0.0
	Rel-6
	Add restart notification to GSN objects using “proceduralStatus” attribute and notifyStateChange notification
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040809
	32.633
	007
	-
	6.0.0
	Rel-6
	Add new IMS Entities
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040809
	32.633
	008
	-
	6.0.0
	Rel-6
	Add restart notification to GSN objects using “proceduralStatus” attribute - Align with IS in 32.632
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040809
	32.635
	008
	-
	6.0.0
	Rel-6
	Add new IMS Entities
	approved
	B
	6.1.0
	OAM-NIM
	S5

	SP-040810
	32.642
	028
	-
	6.2.0
	Rel-6
	Add AntennaFunction class and attributes to support RET (Remote control of Electrical Tilting)
	approved
	B
	6.3.0
	OAM-NIM
	S5

	SP-040810
	32.642
	029
	-
	6.2.0
	Rel-6
	Add support for the state change notification
	approved
	B
	6.3.0
	OAM-NIM
	S5

	SP-040810
	32.643
	017
	-
	6.2.0
	Rel-6
	Correct IDL compilation error
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-040810
	32.643
	018
	-
	6.2.0
	Rel-6
	Correct IDL compilation error and change name of retAntennaList
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-040810
	32.644
	015
	-
	5.6.0
	Rel-6
	Add support for the TDD mode, the state change notification and ATM management – Align with 32.642
	approved
	B
	6.0.0
	OAM-NIM
	S5

	SP-040810
	32.645
	016
	-
	6.1.0
	Rel-6
	Add operationalState to the UtranCell – Align with the IS in 32.642
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-040811
	32.655
	011
	-
	6.0.0
	Rel-6
	Add operationalState to the BtsSiteMgr – Align with the IS in 32.652
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-040812
	32.661
	004
	-
	6.1.0
	Rel-6
	Add Signalling Transport Network (STN) NRM IRP in KernelCM IRP Requirements
	approved
	B
	6.2.0
	OAM-NIM
	S5

	SP-040812
	32.663
	011
	-
	6.2.0
	Rel-6
	Correct the mapping of IS-defined non-filterable parameters to SS-defined non-filterable fields (instead of filterable fields) - Align with IS in 32.662
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-040813
	32.674
	002
	-
	5.1.0
	Rel-5
	Correct GDMO code
	approved
	F
	5.2.0
	OAM-NIM
	S5

	SP-040813
	32.674
	003
	-
	6.0.0
	Rel-6
	Correct GDMO code
	approved
	A
	6.1.0
	OAM-NIM
	S5

	SP-040816
	32.692
	001
	-
	5.0.0
	Rel-6
	Align Inventory Management Network Resource Model with the latest template from Rel-6 TS 32.150
	approved
	F
	6.0.0
	OAM-NIM
	S5

	SP-040852
	33.102
	189
	-
	6.2.0
	Rel-6
	Correction of Abbreviation for USIM
	approved
	D
	6.3.0
	SEC1
	S3

	SP-040852
	33.102
	190
	1
	6.2.0
	Rel-6
	Correction of TMUI to TMSI in a figure
	approved
	D
	6.3.0
	SEC1
	S3

	SP-040852
	33.102
	191
	3
	6.2.0
	Rel-6
	Support of algorithms in UEs
	approved
	C
	6.3.0
	SEC1
	S3

	SP-040850
	33.107
	048
	-
	6.3.0
	Rel-6
	Lawful Interception for WLAN Interworking
	approved
	B
	6.4.0
	SEC1-LI
	S3

	SP-040850
	33.107
	049
	-
	6.3.0
	Rel-6
	33.107 Cleanup
	approved
	F
	6.4.0
	SEC1-LI
	S3

	SP-040850
	33.107
	050
	-
	6.3.0
	Rel-6
	Clarification on MMS interception
	approved
	B
	6.4.0
	SEC1-LI
	S3

	SP-040851
	33.108
	060
	-
	5.8.0
	Rel-5
	Correction to ULIC header
	approved
	F
	5.9.0
	SEC1-LI
	S3

	SP-040851
	33.108
	061
	-
	6.7.0
	Rel-6
	Correction to ULIC header
	approved
	A
	6.8.0
	SEC1-LI
	S3

	SP-040851
	33.108
	062
	-
	6.7.0
	Rel-6
	Correction on parameter GprsOperationErrorCode
	approved
	F
	6.8.0
	SEC1-LI
	S3

	SP-040851
	33.108
	063
	-
	6.7.0
	Rel-6
	Correction to the IMPORTS statements
	approved
	F
	6.8.0
	SEC1-LI
	S3

	SP-040851
	33.108
	064
	-
	6.7.0
	Rel-6
	Syntax Error in Annex B.3
	approved
	F
	6.8.0
	SEC1-LI
	S3

	SP-040851
	33.108
	065
	-
	6.7.0
	Rel-6
	Deleting CC from SIP message
	approved
	B
	6.8.0
	SEC1-LI
	S3

	SP-040851
	33.108
	066
	-
	6.7.0
	Rel-6
	Adding domain ID to HI3 CS domain module
	approved
	B
	6.8.0
	SEC1-LI
	S3

	SP-040851
	33.108
	067
	-
	6.7.0
	Rel-6
	Syntax Error in Annex B.3a
	approved
	F
	6.8.0
	SEC1-LI
	S3

	SP-040851
	33.108
	068
	-
	6.7.0
	Rel-6
	HI2 SIP Content clarification
	approved
	C
	6.8.0
	SEC1-LI
	S3

	SP-040853
	33.200
	023
	1
	5.1.0
	Rel-6
	SMS fraud countermeasures
	revised
	B
	
	SEC1-MAP
	S3

	SP-040921
	33.200
	023
	2
	5.1.0
	Rel-6
	SMS fraud countermeasures
	approved
	B
	6.0.0
	SEC1-MAP
	S3

	SP-040854
	33.203
	075
	1
	6.4.0
	Rel-6
	Editorial corrections
	approved
	D
	6.5.0
	IMS-ASEC
	S3

	SP-040855
	33.220
	018
	1
	6.2.0
	Rel-6
	BSF discovery using default domain method
	approved
	C
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	019
	1
	6.2.0
	Rel-6
	Local validity condition set by NAF
	approved
	F
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	020
	3
	6.2.0
	Rel-6
	GBA User Security Settings (GUSS) usage in GAA and Introduction of NAF groups
	approved
	C
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	021
	2
	6.2.0
	Rel-6
	Details of USIM/ISIM selection in GAA
	approved
	C
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	023
	-
	6.2.0
	Rel-6
	TLS profile for securing Zn' reference point
	approved
	C
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	025
	2
	6.2.0
	Rel-6
	Optimization of the GBA_U key derivation procedure
	approved
	C
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	027
	2
	6.2.0
	Rel-6
	Requirement on ME capabilities for GBA_U
	approved
	B
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	034
	1
	6.2.0
	Rel-6
	Adding a note about replay protection
	approved
	F
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	035
	1
	6.2.0
	Rel-6
	Complete the MAC modification for GBA_U
	approved
	F
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	036
	1
	6.2.0
	Rel-6
	Removal of unnecessary editor's notes
	approved
	D
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	038
	1
	6.2.0
	Rel-6
	Fetching of one AV only on each Zh run between BSF and HSS
	approved
	C
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	039
	1
	6.2.0
	Rel-6
	Clean up of TS 33.220
	approved
	F
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	040
	1
	6.2.0
	Rel-6
	New key management for ME based GBA keys
	approved
	C
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	041
	1
	6.2.0
	Rel-6
	Key derivation function
	approved
	B
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	042
	1
	6.2.0
	Rel-6
	Re-negotiation of keys
	approved
	F
	6.3.0
	SEC1-SC
	S3

	SP-040855
	33.220
	043
	1
	6.2.0
	Rel-6
	No GUSS/USS update procedures in Release-6
	approved
	C
	6.3.0
	GBA-SSC
	S3

	SP-040855
	33.220
	044
	1
	6.2.0
	Rel-6
	Clarify the number of NAF-specific keys stored in the UE per NAF-Id
	approved
	D
	6.3.0
	SEC1-SC
	S3

	SP-040856
	33.221
	005
	-
	6.1.0
	Rel-6
	Visited network issuing subscriber certificates
	approved
	B
	6.2.0
	SEC1-SC
	S3

	SP-040856
	33.221
	006
	-
	6.1.0
	Rel-6
	Editorial correction
	approved
	D
	6.2.0
	SEC1-SC
	S3

	SP-040889
	33.222
	005
	-
	6.1.0
	Rel-6
	GBA supported indication in PSK TLS
	approved
	C
	6.2.0
	GBA-SSC
	S3

	SP-040889
	33.222
	007
	1
	6.1.0
	Rel-6
	Adding Support for AES in the TLS Profile
	approved
	C
	6.2.0
	GBA-SSC
	S3

	SP-040890
	33.222
	008
	-
	6.1.0
	Rel-6
	Removing PSK TLS from 3GPP rel-6
	postponed
	F
	
	GBA-SSC
	S3

	SP-040889
	33.222
	010
	1
	6.1.0
	Rel-6
	Authorization flag transfer between AP and AS
	approved
	C
	6.2.0
	GBA-SSC
	S3

	SP-040889
	33.222
	012
	-
	6.1.0
	Rel-6
	Correction of inconsistencies within AP specification
	approved
	F
	6.2.0
	GBA-SSC
	S3

	SP-040889
	33.222
	013
	1
	6.1.0
	Rel-6
	TLS extensions support
	approved
	C
	6.2.0
	SEC1-SC
	S3

	SP-040889
	33.222
	014
	-
	6.1.0
	Rel-6
	Visited AS using subscriber certificates
	approved
	C
	6.2.0
	SEC1-SC
	S3

	SP-040890
	33.222
	015
	1
	6.1.0
	Rel-6
	Keeping PSK TLS in 3GPP rel-6
	postponed
	F
	
	SEC1-SC
	S3

	SP-040858
	33.234
	019
	2
	6.2.1
	Rel-6
	Profile for PDG certificates in Scenario 3
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	020
	4
	6.2.1
	Rel-6
	Impact of TR 33.817 (Feasibility Study on (U)SIM Security Reuse by Peripheral Devices on Local Interfaces)
	revised
	B
	
	WLAN
	S3

	SP-040891
	33.234
	020
	5
	6.2.1
	Rel-6
	Impact of TR 33.817 (Feasibility Study on (U)SIM Security Reuse by Peripheral Devices on Local Interfaces)
	approved
	B
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	024
	1
	6.2.1
	Rel-6
	Sending of W-APN identification
	approved
	B
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	025
	2
	6.2.1
	Rel-6
	Clean up of not completed chapters
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	027
	6
	6.2.1
	Rel-6
	Correction of WLAN UE function split
	approved
	C
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	028
	-
	6.2.1
	Rel-6
	Passing keying material to the WLAN-AN during the Fast re-authentication procedure
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	029
	1
	6.2.1
	Rel-6
	Clarification on Deletion of Temporary IDs
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	030
	-
	6.2.1
	Rel-6
	Clarification on Protecting Re-authentication ID in FAST/FULL Re-Authentication procedure
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	031
	-
	6.2.1
	Rel-6
	Assigning Remote IP Address to WLAN UE using IKEv2 configuration Payload
	approved
	B
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	033
	1
	6.2.1
	Rel-6
	Tunnel Establishment Procedure
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	036
	-
	6.2.1
	Rel-6
	Deletion of inconclusive text on A5/2 countermeasures
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	037
	1
	6.2.1
	Rel-6
	Alignment of IPsec profile with RFC2406
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	040
	2
	6.2.1
	Rel-6
	Control of simultaneous sessions in WLAN 3GPP IP access
	approved
	C
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	041
	1
	6.2.1
	Rel-6
	Completion of definition and abbreviations
	approved
	D
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	042
	1
	6.2.1
	Rel-6
	Fallback from re-authentication to full authentication
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	043
	-
	6.2.1
	Rel-6
	Clarification on the use of IMSI in WLAN 3GPP IP access
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	044
	2
	6.2.1
	Rel-6
	Clarification on the use of MAC addresses
	approved
	C
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	045
	-
	6.2.1
	Rel-6
	Clarifications and corrections on the use of pseudonyms
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	047
	-
	6.2.1
	Rel-6
	Wn Reference Point Description
	approved
	D
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	048
	-
	6.2.1
	Rel-6
	Removal of word “scenario”
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	049
	1
	6.2.1
	Rel-6
	Correction of WRAP to CCMP
	approved
	F
	6.3.0
	WLAN
	S3

	SP-040858
	33.234
	050
	1
	6.2.1
	Rel-6
	Removal of resolved editors' notes
	approved
	D
	6.3.0
	WLAN
	S3

	SP-040859
	33.246
	001
	4
	6.0.0
	Rel-6
	Deletion of MBMS keys stored in the ME
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	002
	-
	6.0.0
	Rel-6
	Clarification on key management
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	005
	3
	6.0.0
	Rel-6
	Clean up of MBMS TS
	approved
	D
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	006
	1
	6.0.0
	Rel-6
	Traffic protection combinations
	approved
	F
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	007
	3
	6.0.0
	Rel-6
	Clarifying ME and BM-SC capabilities
	approved
	F
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	009
	1
	6.0.0
	Rel-6
	MBMS MTK Download transport
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	010
	3
	6.0.0
	Rel-6
	MBMS Transport of salt
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	011
	1
	6.0.0
	Rel-6
	SRTP index synchronisation within ME
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	012
	2
	6.0.0
	Rel-6
	Clarify the use of mandatory MIKEY features for MBMS
	approved
	F
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	014
	-
	6.0.0
	Rel-6
	Protection of the Gmb reference point
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	015
	1
	6.0.0
	Rel-6
	Use of parallel MSKs and MTKs
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	016
	3
	6.0.0
	Rel-6
	Scope of MBMS security
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	018
	4
	6.0.0
	Rel-6
	Clarification of the format of MTK ID and MSK ID
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	020
	3
	6.0.0
	Rel-6
	MTK update procedure for streaming services
	approved
	B
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	021
	8
	6.0.0
	Rel-6
	Clarification of MSK key management
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	022
	1
	6.0.0
	Rel-6
	Modification of delivery of MIKEY RAND field in MSK updates
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	023
	2
	6.0.0
	Rel-6
	OMA DRM DCF for protection of download services
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	028
	1
	6.0.0
	Rel-6
	Shorter MKI
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040859
	33.246
	033
	1
	6.0.0
	Rel-6
	Handling of MBMS identities and definition completion/modificationSpecify how to identify the MUK and MRK
	approved
	C
	6.1.0
	MBMS
	S3

	SP-040860
	33.817
	001
	2
	6.0.0
	Rel-6
	Bluetooth security and configuration considerations for Annex of TR 33.817
	approved
	B
	6.1.0
	WLAN
	S3

	SP-040860
	33.817
	002
	2
	6.0.0
	Rel-6
	Terminology update to not rule out the use of the smart card for security enhancements
	approved
	F
	6.1.0
	USIM-Reuse
	S3

	SP-040861
	33.919
	002
	-
	6.0.0
	Rel-6
	Removal of unnecessary editor's notes
	approved
	D
	6.1.0
	GAA
	S3

	TP-040233
	34.108
	365
	-
	5.2.0
	Rel-5
	CR to 34.108 Rel-5:Correction to default value of Qrxlevmin
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	366
	-
	5.2.0
	Rel-5
	CR to 34.108 Rel-5: Corrections of the values in 6.11.5.4 for LCR TDD
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	367
	-
	5.2.0
	Rel-5
	Alignment of Prose to TTCN for SCH power level
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	368
	-
	5.2.0
	Rel-5
	Addition of new HSDPA RAB configurations with UL 64 kbps
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	369
	-
	5.2.0
	Rel-5
	Correction to initial conditions and references in clause 7.3
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	370
	-
	5.2.0
	Rel-5
	Introduction of reference radio bearer combination for PS streaming and downlink rate up to 128 kbps
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	371
	-
	5.2.0
	Rel-5
	Correction of section 6.1 (Simulated network environment)
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	372
	-
	5.2.0
	Rel-5
	Correction to generic Call Setup procedure for mobile terminating circuit switched calls
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	373
	-
	5.2.0
	Rel-5
	CR to 34.108 Rel-5, Corrections to the default RADIO BEARER SETUP message for HSDPA
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	374
	-
	5.2.0
	Rel-5
	Physical layer multiplexing configuration in case of AMR and two PS RABs
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	375
	-
	5.2.0
	Rel-5
	Addition of new HSDPA RAB configurations
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	376
	-
	5.2.0
	Rel-5
	Introduction of information for tests for Performance requirements for A-GPS.
	approved
	B
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	377
	-
	5.2.0
	Rel-5
	Introduction of UMTS-850 MHz band V
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	378
	-
	5.2.0
	Rel-5
	CR to TS34.108 Rel-5, Adding a new test condition for RADIO BEARER RELEASE Procedure (Revision of T1-041716).
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	379
	-
	5.2.0
	Rel-5
	Update of Reference Radio Bearer for Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB for DL SF=256
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	380
	-
	5.2.0
	Rel-5
	CR to 34.108: Correction to the maximum bit rate for HS-PDSCH
	approved
	F
	5.3.0
	TEI
	T1

	TP-040233
	34.108
	381
	-
	5.2.0
	Rel-5
	Alignment of Prose to TTCN for RRC Connection Release (Cell DCH state) and RRC Connection Setup Message (Cell FACH State).
	approved
	F
	5.3.0
	TEI
	T1

	TP-040234
	34.121
	431
	-
	5.5.0
	Rel-5
	Introduction of Test Tolerances to Event triggered reporting of multiple neighbours in AWGN propagation condition (Rel-4 and later), test 8.6.1.2A
	rejected
	F
	
	TEI
	T1

	TP-040234
	34.121
	432
	-
	5.5.0
	Rel-5
	Addition of UMTS-850 Band V to chapter 4.
	rejected
	F
	
	TEI
	T1

	TP-040234
	34.121
	433
	-
	5.5.0
	Rel-5
	Addition of UMTS-850 Band V to chapter 5
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	434
	-
	5.5.0
	Rel-5
	Correction of the FDD/FDD Soft Handover test parameters
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	435
	-
	5.5.0
	Rel-5
	Corrections to TC 8.7.3C UE transmitted power
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	436
	-
	5.5.0
	Rel-5
	Addition of test tolerances to TC 8.3.4
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	437
	-
	5.5.0
	Rel-5
	New clause for reference conditions
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	438
	-
	5.5.0
	Rel-5
	Alignment of HSDPA OCNS with TS 25.101
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	439
	-
	5.5.0
	Rel-5
	Correction to Handover to GSM TC 8.3.4
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	440
	-
	5.5.0
	Rel-5
	Correction to test procedure in 7.12
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	441
	-
	5.5.0
	Rel-5
	Correction to 8.7.6.1 UE Rx-Tx time difference type 1
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	442
	-
	5.5.0
	Rel-5
	Corrections to RRM test cases 8.6.1.2 Event riggered reporting?
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	443
	-
	5.5.0
	Rel-5
	Update of references to GSM core specifications
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	444
	-
	5.5.0
	Rel-5
	Corrections to HSDPA test 9.4 (HS-SCCH detection)
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	445
	-
	5.5.0
	Rel-5
	Clarification of HS-PDSCH and HS-SCCH signal structure
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	446
	-
	5.5.0
	Rel-5
	CR to 34.121 Rel 5: Editorial corrections to test 8.7.3
	approved
	D
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	447
	-
	5.5.0
	Rel-5
	Corrections to BTFD test case
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	448
	-
	5.5.0
	Rel-5
	Corrections to RRM test cases 8.3.2.1 and 8.3.2.2 Correction to the test procedure of FDD/FDD Hard Handover test cases
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	449
	-
	5.5.0
	Rel-5
	Corrections to TC 8.6.4.1
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	450
	-
	5.5.0
	Rel-5
	Correction to pathloss indicator
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	451
	-
	5.5.0
	Rel-5
	Corrections to RRM test case 8.5.1 UE Transmit Timing
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	452
	-
	5.5.0
	Rel-5
	Corrections and additions to Release 5 RRM test case 8.6.2.2
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	453
	-
	5.5.0
	Rel-5
	Measurement Channel for BLER measurement in 8.3.1 FDD/FDD Soft Handover.
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	454
	-
	5.5.0
	Rel-5
	Correction to SFN-SFN observed time difference type 1 measurement test case
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	455
	-
	5.5.0
	Rel-5
	Corrections to HSDPA test 6.3A (max input power)
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	456
	-
	5.5.0
	Rel-5
	CM configuration in FDD inter frequency measurements in TC 8.6.2.1
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	457
	-
	5.5.0
	Rel-5
	Addition of the scheduling information for Cell Re-Selection test cases
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	458
	-
	5.5.0
	Rel-5
	Correction to 8.3.1 UE FDD/FDD Soft Handover
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	459
	-
	5.5.0
	Rel-5
	Correction to 8.7.1.1 CPICH RSCP Intra frequency measurements accuracy
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	460
	-
	5.5.0
	Rel-5
	Corrections to HSDPA test 9.3 (CQI reporting)
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	461
	-
	5.5.0
	Rel-5
	Correction to measurement configurations in section 7
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	462
	-
	5.5.0
	Rel-5
	Change of notes position in TS34.121 Annex E.3
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	463
	-
	5.5.0
	Rel-5
	BLER testing for UEs with asymmetrical UL/DL data rates
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	464
	-
	5.5.0
	Rel-5
	Invalid MAC header for downlink dummy DCCH
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	465
	-
	5.5.0
	Rel-5
	Addition of test tolerances and corrections for 8.6.2.1 Correct reporting of neighbours in AWGN propagation condition (34.121)
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	466
	-
	5.5.0
	Rel-5
	Correction to Correct reporting of neighbours in fading progagation condition test case
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	467
	-
	5.5.0
	Rel-5
	Correction to Event triggered reporting of two detectable neighbours in AWGN propagation condition test cases
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	468
	-
	5.5.0
	Rel-5
	S-CCPCH configuration in 8.3.5 Cell Re-selection in CELL_FACH.
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	469
	-
	5.5.0
	Rel-5
	Corrections to TC 8.2.3.1 and 8.2.3.2
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	470
	-
	5.5.0
	Rel-5
	Correction to MEASUREMENT CONTROL Message for 8.6.2.1: Correct reporting of neighbours in AWGN propagation condition and 8.3.2.2: FDD/FDD Hard Handover to inter-frequency cell test cases
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	471
	-
	5.5.0
	Rel-5
	Corrections to HSDPA test 9.2 (Demod of HS-DSCH)
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	472
	-
	5.5.0
	Rel-5
	Addition of UMTS-850 Band V to chapter 6
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	473
	-
	5.5.0
	Rel-5
	Correction of time to receive system information in RRM test cases
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	474
	-
	5.5.0
	Rel-5
	CR to 34.121: Changing the BLER target for the DCCH in test 7.8
	approved
	D
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	475
	-
	5.5.0
	Rel-5
	Corrections to Information elements for Monitored Cells in Annex I.
	approved
	F
	5.6.0
	TEI
	T1

	TP-040234
	34.121
	476
	-
	5.5.0
	Rel-5
	Introduction of UMTS-850 MHz band V
	approved
	F
	5.6.0
	TEI
	T1

	TP-040291
	34.121
	477
	-
	5.5.0
	Rel-5
	Introduction of Test Tolerances to Event triggered reporting of multiple neighbours in AWGN propagation condition (Rel-4 and later), test 8.6.1.2A
	approved
	F
	5.6.0
	TEI
	T1

	TP-040291
	34.121
	478
	-
	5.5.0
	Rel-5
	Addition of UMTS-850 Band V to chapter 4.
	approved
	F
	5.6.0
	TEI
	T1

	TP-040235
	34.123-1
	1000
	-
	5.9.0
	Rel-5
	Correction to Package 4 RRC test case 8.3.7.5
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1001
	-
	5.9.0
	Rel-5
	Correction to Package 4 RRC test case 8.1.3.9
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1002
	-
	5.9.0
	Rel-5
	Correction to Package 2 RRC test case 8.3.1.21
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1003
	-
	5.9.0
	Rel-5
	Correction to Package 3 RRC test case 8.3.2.11
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1004
	-
	5.9.0
	Rel-5
	Clarification in test case 11.2.2.2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1005
	-
	5.9.0
	Rel-5
	Correction to Package 1 RRC test case 8.1.7.1b
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1006
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to GCF Package 3 RAB test cases 14.2.51b.1 & 14.2.38c (Revision of T1-041644)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1007
	-
	5.9.0
	Rel-5
	Correction to prose for Package 4 RRC test case 8.1.7.1c
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1008
	-
	5.9.0
	Rel-5
	Correction to P1 RRC test case 8.4.1.1 (Revision of T1-041553)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1009
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to prose for Package 3 MM test case 9.4.7 (revision of T1-041530)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1010
	-
	5.9.0
	Rel-5
	More alignment of IE Names used in Clause 12 to the core specification
	approved
	D
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1011
	-
	5.9.0
	Rel-5
	Correction to Approved GCF P4 NAS Test Case 12.9.7c
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1012
	-
	5.9.0
	Rel-5
	Corrections to high priority GMM test case 12.9.9
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1013
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to GCF Package 1 GMM test cases 12.9.1.(Revision of T1-041642)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1014
	-
	5.9.0
	Rel-5
	Correction to GMM test cases in clause 12.9 (Revision of T1-041918)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1015
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5, Corrections to HSDPA RRC test cases (revision of T1-041755)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1016
	-
	5.9.0
	Rel-5
	Correction to TC 12.9.8 (P4)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1017
	-
	5.9.0
	Rel-5
	New HSDPA RRC test cases (intra-frequency) (revision of T1-041799)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1018
	-
	5.9.0
	Rel-5
	New HSDPA RRC test cases (inter-frequency) (revision of T1-041800)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1019
	-
	5.9.0
	Rel-5
	Updating ?Conformance requirement? in test case 11.1.4.1 and addition of lower layer signalling.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1020
	-
	5.9.0
	Rel-5
	Addition of inter-RAT handover test case to 34.123-1 (Revision of T1-041582)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1021
	-
	5.9.0
	Rel-5
	Correction to low priority RRC test case 8.2.6.34
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1022
	-
	5.9.0
	Rel-5
	Alignment of IE values used in Clause 12 to the core specification (Revision of T1-041561)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1023
	-
	5.9.0
	Rel-5
	Correction to GCF P3 Test Case 8.4.1.29
	approved
	D
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1024
	-
	5.9.0
	Rel-5
	New test cases for Location updating / periodic search for HPLMN or higher priority PLMN when in VPLMN
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1025
	-
	5.9.0
	Rel-5
	Update of HSDPA radio bearer test cases 14.6.1 and 14.6.2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1026
	-
	5.9.0
	Rel-5
	Correction to 14.1.2 (Revision of T1-041798)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1027
	-
	5.9.0
	Rel-5
	CR to 34.123-1 R5: New test cases for A-GPS transfer to third party
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1028
	-
	5.9.0
	Rel-5
	CR to 34.123-1 R5: New test cases for A-GPS privacy options
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1029
	-
	5.9.0
	Rel-5
	CR to 34.123-1 R5: Assistance data for UE-assisted A-GPS
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1030
	-
	5.9.0
	Rel-5
	Update of radio bearer test case 14.2.62 for Wideband AMR
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1031
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5, New HSDPA RRC test cases (revision of T1-041589)
	approved
	B
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1032
	-
	5.9.0
	Rel-5
	New MAC-hs test case for transport format selection
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1033
	-
	5.9.0
	Rel-5
	Removal of optional ?Follow-on request pending? indicator in SM test case 11.1.1.1.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1034
	-
	5.9.0
	Rel-5
	Removal of optional ?Follow-on request pending? indicator in SM test case 11.1.1.1a.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1035
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to GCF Package 4 RRC test case 8.3.1.18
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1036
	-
	5.9.0
	Rel-5
	Correction to Package 2 IR_U test case 12.8
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	1037
	-
	5.9.0
	Rel-5
	Correction to Package 2 testcase 8.4.1.7
	approved
	F
	5.10.0
	TEI
	T1

	TP-040291
	34.123-1
	1039
	-
	5.9.0
	Rel-5
	Modification of SIB5 content for package 4 testcase 14.4.2a.1 and Addition of Specific Message Content for Radio Bearer Setup message in section 14.4.2a.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1111
	-
	5.9.0
	Rel-5
	Correction to RRC P3 TC 8.4.1.37
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1112
	-
	5.9.0
	Rel-5
	Correction to RRC P2 TC 8.3.1.31 for the timer value before step 5.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1113
	-
	5.9.0
	Rel-5
	Correction to approved GCF P4 test cases 8.1.7.1c
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1114
	-
	5.9.0
	Rel-5
	Correction to approved package 4 NAS Test case tc_12_6_1_3_2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1115
	-
	5.9.0
	Rel-5
	Corrections to RRC Package 1 TC 8.4.1.1.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1116
	-
	5.9.0
	Rel-5
	Correction to the RRC default message handler on Dc SAP for Deactivate PDP Context Request message in RRC ATS.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1117
	-
	5.9.0
	Rel-5
	Correction to TTCN for MultiRAB test cases.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1118
	-
	5.9.0
	Rel-5
	Correction to approved package 4 NAS Test case tc_12_6_1_3_1
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1119
	-
	5.9.0
	Rel-5
	Summary of regression errors in the wk45 ATS.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1120
	-
	5.9.0
	Rel-5
	Correction to RRC P4 TC 8.1.7.1b for comments in test steps.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1121
	-
	5.9.0
	Rel-5
	Correction to GCF P3 NAS test Cases 13.2.1.1, 13.2.2.1 and 13.2.2.2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1122
	-
	5.9.0
	Rel-5
	Correction to GCF P4 NAS test Case 12.2.1.6.2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1123
	-
	5.9.0
	Rel-5
	Correction to RAB test case 14.4.2.3 and 14.4.2a.3.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1124
	-
	5.9.0
	Rel-5
	Correction to RRC Package 2 TC 8.3.1.3.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1125
	-
	5.9.0
	Rel-5
	Correction to AT Command used for GCF P1 NAS test Case 10.1.2.5.1
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1126
	-
	5.9.0
	Rel-5
	Correction in TTCN for execution of Opmode C UE.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1127
	-
	5.9.0
	Rel-5
	Correction to RRC Package 4 TC 8.1.2.3
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1128
	-
	5.9.0
	Rel-5
	Correction to RRC test cases 8.1.2.1 and 8.1.2.7
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1130
	-
	5.9.0
	Rel-5
	Correction to RRC test cases 8.1.3.1, 8.1.3.3, 8.1.3.4 and 8.1.3.5
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1131
	-
	5.9.0
	Rel-5
	Correction to RRC Package 1 TC 8.1.2.9
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1132
	-
	5.9.0
	Rel-5
	Correction to Package 2 RRC test case 8.3.1.4
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1133
	-
	5.9.0
	Rel-5
	Correction to Package 3 RRC inter-RAT measurement test cases 8.4.1.31 + 8.4.1.33 + 8.4.1.34 + 8.4.1.35 + 8.4.1.36 + 8.4.1.40
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1134
	-
	5.9.0
	Rel-5
	Correction to approved NAS test case 12.9.4
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1135
	-
	5.9.0
	Rel-5
	Correction to Approved RRC Package 2 TC 8.3.7.2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1136
	-
	5.9.0
	Rel-5
	Correction to Approved RRC Package 3 TC 8.2.4.1a
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1137
	-
	5.9.0
	Rel-5
	Correction to Approved RRC Package 3 TC 8.4.1.31
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1138
	-
	5.9.0
	Rel-5
	Correction to GCF P2 test cases 6.2.1.1, 6.2.1.6 and 6.2.1.9 to IR_U ATS v3.7.0 to check the displayed PLMN.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1139
	-
	5.9.0
	Rel-5
	Correction to Package 2 RAB test case 14.4.2.2 and 14.4.2.3.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1140
	-
	5.9.0
	Rel-5
	Correction to GCF P4 NAS test Case 12.4.1.2 (Revision of T1-040673)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1141
	-
	5.9.0
	Rel-5
	Correction of GCF P1 test case 7.2.3.23
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1142
	-
	5.9.0
	Rel-5
	Global correction of Structured Type Constraints containing wildcards violating coding convention E.3.7
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1143
	-
	5.9.0
	Rel-5
	Correction to GCF P4 RRC test Case 8.3.1.15
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1144
	-
	5.9.0
	Rel-5
	Extension to Guard Timer for Approved NAS GMM Test Cases
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1145
	-
	5.9.0
	Rel-5
	Correction to RRC TC 8.1.12 for handling correct number of RRC Connection Release Complete message based on the value of N308
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1146
	-
	5.9.0
	Rel-5
	Corrections Required for the wk42 ATS
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1147
	-
	5.9.0
	Rel-5
	Corrections to release of SS resources for a cell during test case execution
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1148
	-
	5.9.0
	Rel-5
	Correction to approved RRC Package 1 8.3.1.1
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1149
	-
	5.9.0
	Rel-5
	Correction to approved RRC Package 4 TC 8.2.6.11
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1150
	-
	5.9.0
	Rel-5
	Regression test error corrections to TTCN deliveries of wk40
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1151
	-
	5.9.0
	Rel-5
	Correction of GCF P1 test case 7.2.3.14
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1152
	-
	5.9.0
	Rel-5
	Correction of GCF P1 test case 11.1.1.1
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1153
	-
	5.9.0
	Rel-5
	Correction of GCF P3 SMS test cases 16.1.1, 16.1.2, 16.1.9.1, 16.1.9.2, 16.1.10, 16.2.1, 16.2.2, 16.2.10
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1154
	-
	5.9.0
	Rel-5
	Corrections Required for the wk40 ATS
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1155
	-
	5.9.0
	Rel-5
	Correction to Approved RRC Package 2 TC 8.2.4.3
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1156
	-
	5.9.0
	Rel-5
	Correction to Package 3 SMS test cases.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1157
	-
	5.9.0
	Rel-5
	Correction to approved package 4 NAS Test case tc_12_4_1_4d2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1158
	-
	5.9.0
	Rel-5
	Correction to Package 4 NAS test case 12.2.1.2 for increasing the guard timer.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1159
	-
	5.9.0
	Rel-5
	Regression error corrections to TTCN deliveries of wk34 and wk37
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1160
	-
	5.9.0
	Rel-5
	Summary of regression errors in the wk37 ATS.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1161
	-
	5.9.0
	Rel-5
	Correction to RRC Package 1 test cases 8.1.7.1 and 8.1.7.2 (Revision of T1s040532)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1162
	-
	5.9.0
	Rel-5
	Corrections Required for the wk37 ATS (Revision of T1s040606)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1163
	-
	5.9.0
	Rel-5
	Correction to Package 2 RRC test case 8.3.2.11 to increase the timer while waiting for URA Update.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1164
	-
	5.9.0
	Rel-5
	Correction to Approved RRC Package 1 TC 8.1.2.2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1165
	-
	5.9.0
	Rel-5
	Radiolink removal and subsequent addition to align the TTCN with 34.123-1
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1166
	-
	5.9.0
	Rel-5
	TTCN Correction to Test Case 14.2.12 and 14.2.16
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1167
	-
	5.9.0
	Rel-5
	Correction to Approved RRC Package 2 TC 8.4.1.2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1168
	-
	5.9.0
	Rel-5
	Corrections to GCF package 2 IR_U test case 6.2.1.1
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1169
	-
	5.9.0
	Rel-5
	Corrections to GCF package 2 IR_U test case 6.2.1.6
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1170
	-
	5.9.0
	Rel-5
	Correction of GCF package 2 IR_U test case 8.3.7.1.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1171
	-
	5.9.0
	Rel-5
	Correction of GCF package 2 IR_U test case 8.3.7.2.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1172
	-
	5.9.0
	Rel-5
	Correction of GCF package 2 IR_U test case 8.3.7.3.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1173
	-
	5.9.0
	Rel-5
	Correction of GCF package 2 IR_U test case 8.3.7.4.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1174
	-
	5.9.0
	Rel-5
	Correction of GCF package 2 IR_U test case 8.4.1.40.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1175
	-
	5.9.0
	Rel-5
	TTCN changes to approved package 1 RRC testcase 8.4.1.3
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1176
	-
	5.9.0
	Rel-5
	Correction to MultiRAB test cases 14.2.38a, 14.2.38b and 14.2.38e
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1177
	-
	5.9.0
	Rel-5
	Correction to Approved RRC Package 2 TC 8.4.1.2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1178
	-
	5.9.0
	Rel-5
	Addition of verdicts in RRC default message handler on Dc SAP for Deactivate PDP Context Request message in RRC ATS.(Revision of T1s040512)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1179
	-
	5.9.0
	Rel-5
	Regression error corrections to TTCN deliveries of wk26 and wk31
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1180
	-
	5.9.0
	Rel-5
	Modification to MAC Package 2 test case 7.1.3.1
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1181
	-
	5.9.0
	Rel-5
	Correction to NAS test cases 9.4.2.3 (P2), 9.4.2.4 Proc 2 (P2), and 12.4.1.1a (P1)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1182
	-
	5.9.0
	Rel-5
	Correction to Package 3 SMS test case 16.2.1.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1183
	-
	5.9.0
	Rel-5
	Correction to GCF P1 test case 8.3.1.1
	approved
	F
	5.10.0
	TEI
	T1

	TP-040242
	34.123-1
	1184
	-
	5.9.0
	Rel-5
	Regression test error corrections to TTCN deliveries of wk42
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	949
	-
	5.9.0
	Rel-5
	Modification of SIB5 content for package 4 testcase 14.4.2a.1 and Addition of Specific Message Content for Radio Bearer Setup message in section 14.4.2a.
	rejected
	F
	
	TEI
	T1

	TP-040235
	34.123-1
	950
	-
	5.9.0
	Rel-5
	Corrections to RRC Package 2 TC 8.2.4.3
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	951
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to SIBs 3 and 4 for 3 MM test cases and 9 GMM test cases for cell selection
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	952
	-
	5.9.0
	Rel-5
	Clarification in test case 11.3.3.1.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	953
	-
	5.9.0
	Rel-5
	Corrections to low priority RRC TCs 8.2.3.21, 8.2.6.26 and 8.2.6.32
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	954
	-
	5.9.0
	Rel-5
	Correction to Low Priority NAS test case 12.2.1.5a.Proc2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	955
	-
	5.9.0
	Rel-5
	Correction to contents of SIB 11 and Cell Update in testcase 8.4.1.3
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	956
	-
	5.9.0
	Rel-5
	Revisions to Package 3 measurement test cases 8.4.1.34, 8.4.1.35 and 8.4.1.36
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	957
	-
	5.9.0
	Rel-5
	Correction to package 4 RRC test case 8.1.12
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	958
	-
	5.9.0
	Rel-5
	Corrections to package 4 ISHO test case 8.3.7.12
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	959
	-
	5.9.0
	Rel-5
	Correction to Low Priority RRC Test case 8.4.1.6
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	960
	-
	5.9.0
	Rel-5
	Correction to P2 Inter-RAT cell reselection test cases 6.2.2.1 and 6.2.2.2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	961
	-
	5.9.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 8_4_1_1A for TDD
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	962
	-
	5.9.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 8_4_1_3A for TDD
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	963
	-
	5.9.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 8_4_1_5A for TDD
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	964
	-
	5.9.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 8_4_1_7A for TDD
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	965
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5, Modification of low priority test case 8.2.4.24 to increase test coverage
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	966
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5, New Rel-5 Measurement Test Case
	approved
	B
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	967
	-
	5.9.0
	Rel-5
	Correction to package 2 approved RAB test case 14.2.29
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	968
	-
	5.9.0
	Rel-5
	Correction to MAC-hs test cases
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	969
	-
	5.9.0
	Rel-5
	Correction to package 1 MAC approved test case 7.1.1.2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	970
	-
	5.9.0
	Rel-5
	Correction to package 2 RRC approved test case 8.3.1.22
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	971
	-
	5.9.0
	Rel-5
	Add sections for tests on Shared Channels
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	972
	-
	5.9.0
	Rel-5
	Add generic test procedure for tests Shared Channels
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	973
	-
	5.9.0
	Rel-5
	Add to HCR TDD baseline IEs statement
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	974
	-
	5.9.0
	Rel-5
	Add HCR to TDD IEs of Measurement report in 8.4.1.29.4
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	975
	-
	5.9.0
	Rel-5
	CR to 34.123-1 R5: New test cases for A-GPS failure cases
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	976
	-
	5.9.0
	Rel-5
	CR to 34.123-1 R5: Editorial corrections to A-GPS test cases
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	977
	-
	5.9.0
	Rel-5
	CR to 34.123-1 R5: Corrections to A-GPS test cases
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	978
	-
	5.9.0
	Rel-5
	Correction to low priority RRC test case 8.3.2.5
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	979
	-
	5.9.0
	Rel-5
	Correction to package 2 GMM approved test case 12.4.2.2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	979
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to GCF Package 3 RRC test case 8.3.2.13
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	980
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to GCF Package 3 RRC test case 8.3.1.24
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	981
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to GCF Package 4 RRC test case 8.2.2.4
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	982
	-
	5.9.0
	Rel-5
	P-TMSI Change in RAU message (GPRS) for GCF Package 2 test case 12.8
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	983
	-
	5.9.0
	Rel-5
	Correction of package 3 radio bearer test case 14.2.58
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	984
	-
	5.9.0
	Rel-5
	Corrections to RB TCs 14.2.51a.1 (P3), 14.2.51a.2 (low-prio), 14.2.51b.1 (P3) and 14.2.51b.2 (low-prio)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	985
	-
	5.9.0
	Rel-5
	Addition of radio bearer test case for PS streaming and downlink rate up to 128 kbps
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	986
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to prose for Package 2 MM test case 9.4.5.4.1
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	987
	-
	5.9.0
	Rel-5
	Correction to Package 4 RRC test case 8.1.7.1d
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	988
	-
	5.9.0
	Rel-5
	New HSDPA radio bearer test cases
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	989
	-
	5.9.0
	Rel-5
	Correction to GMM test case 12.9.7a
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	990
	-
	5.9.0
	Rel-5
	Corrections to RRC Package 4 test cases 8.4.1.42 & 8.4.1.43 (revision of T1-0401636)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	991
	-
	5.9.0
	Rel-5
	Correction to Package 1 measurement test case 8.4.1.5
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	992
	-
	5.9.0
	Rel-5
	Correction to prose for Package 2 MM test case 9.4.2.1
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	993
	-
	5.9.0
	Rel-5
	Corrections to MM Package 2 TC 9.4.9 revision of T1-041539.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	994
	-
	5.9.0
	Rel-5
	Correction to TC 8.2.4.1a
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	995
	-
	5.9.0
	Rel-5
	Correction to TC 8.2.6.44
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	996
	-
	5.9.0
	Rel-5
	Correction to Package 3 Idle Mode test case 6.1.1.7
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	997
	-
	5.9.0
	Rel-5
	Correction to Package 4 test case 8.1.2.4
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	998
	-
	5.9.0
	Rel-5
	Correction to Inter-RAT idle mode Package 2 test case 6.2.1.8
	approved
	F
	5.10.0
	TEI
	T1

	TP-040235
	34.123-1
	999
	-
	5.9.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to Radio Bearer Setup used for RLC testing
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	168
	-
	5.9.0
	Rel-5
	CR to 34.123-2 REL-5, New new radio bearer test case for the support Wideband AMR speech service
	rejected
	F
	
	TEI
	T1

	TP-040236
	34.123-2
	169
	-
	5.9.0
	Rel-5
	Correction to applicability statements of TCs 14.2.63.1 and 14.2.63.2
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	170
	-
	5.9.0
	Rel-5
	Update of applicability for MAC-hs test cases
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	171
	-
	5.9.0
	Rel-5
	CR to 34.123-2 R5: New test cases for A-GPS transfer to third party
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	172
	-
	5.9.0
	Rel-5
	CR to 34.123-2 R5: New test cases for A-GPS privacy options
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	173
	-
	5.9.0
	Rel-5
	Applicability Table for new MM test cases
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	174
	-
	5.9.0
	Rel-5
	Correction to applicability conditions for HSDPA and other test cases
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	175
	-
	5.9.0
	Rel-5
	Addition of applicability for new radio bearer test case for PS streaming and downlink rate up to 128 kbps.
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	176
	-
	5.9.0
	Rel-5
	Addition of applicability for new HSDPA radio bearer test cases
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	177
	-
	5.9.0
	Rel-5
	Addition of PICS entries for frequency bands III - VI
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	178
	-
	5.9.0
	Rel-5
	Applicability table for new Inter-RAT handover test case (Revision of T1-041583)
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	179
	-
	5.9.0
	Rel-5
	Addition of new HSDPA test cases to the applicability table
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	180
	-
	5.9.0
	Rel-5
	CR to 34.123-2 R5: Removal of test case 17.2.3.5 and merge into 17.2.3.3
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	181
	-
	5.9.0
	Rel-5
	CR to 34.123-2 R5: New test cases for A-GPS failure cases
	approved
	F
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	182
	-
	5.9.0
	Rel-5
	CR to 34.123-2 Rel-5, New HSDPA RRC test cases
	approved
	B
	5.10.0
	TEI
	T1

	TP-040236
	34.123-2
	183
	-
	5.9.0
	Rel-5
	Correction to applicability of A-GPS test case 17.2.3.3
	approved
	F
	5.10.0
	TEI
	T1

	TP-040291
	34.123-2
	184
	-
	5.9.0
	Rel-5
	CR to 34.123-2 REL-5, New new radio bearer test case for the support Wideband AMR speech service
	approved
	F
	5.10.0
	TEI
	T1

	TP-040241
	34.123-3
	1050
	-
	3.7.0
	R99
	Addition of GCF P4 test case 8.2.2.35 to RRC ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1051
	-
	3.7.0
	R99
	Addition of RRC test case 8.3.1.18 to RRC ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1052
	-
	3.7.0
	R99
	Addition of GCF P1 test case 8.4.1.5 to RRC ATS v3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1053
	-
	3.7.0
	R99
	Addition of GCF P4 test case 8.1.7.1d to RRC ATS v3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1054
	-
	3.7.0
	R99
	Addition of RRC Package 3 test case 6.1.1.5 to RRC ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1055
	-
	3.7.0
	R99
	Addition of GCF P4 test case 12.2.1.4.1 ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1056
	-
	3.7.0
	R99
	Addition of GCF P4 test case 12.4.1.4a ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1057
	-
	3.7.0
	R99
	Addition of RRC test case 8.2.3.29 to RRC ATS V3.7.0 (Revision of T1s040688)
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1058
	-
	3.7.0
	R99
	Changes to GCF package 2 IR_U test case 12.8 required for approval
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1059
	-
	3.7.0
	R99
	Addition of P4 test case 8.3.11.1 to IR_U ATS v3.7.0, (Revision of T1s040633).
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1060
	-
	3.7.0
	R99
	Addition of GCF P4 test cases 8.1.7.1c to RRC ATS v3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1061
	-
	3.7.0
	R99
	Correction to Package 4 test case 12.9.7b ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1062
	-
	3.7.0
	R99
	Addition of GCF P4 test case 12.4.1.4b ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1063
	-
	3.7.0
	R99
	Correction to Package 4 GMM test case 12.4.1.1b (Revised CR T1s040467)
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1064
	-
	3.7.0
	R99
	Addition of RRC test case 8.3.1.24 to RRC ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1065
	-
	3.7.0
	R99
	Addition of RRC test case 8.3.2.2 to RRC ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1066
	-
	3.7.0
	R99
	Addition of NAS test case 12.4.1.4c2 to NAS ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1067
	-
	3.7.0
	R99
	Addition of RRC test case 8.3.1.25 to RRC ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1068
	-
	3.7.0
	R99
	Addition of NAS test case 12.6.1.3.3 to NAS ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1069
	-
	3.7.0
	R99
	Addition of RRC test case 8.3.2.13 to RRC ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1070
	-
	3.7.0
	R99
	Addition of P4 test case 8.1.3.4 to the RRC ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1071
	-
	3.7.0
	R99
	Addition of P4 test case 8.3.7.13 to IR_U ATS v3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1072
	-
	3.7.0
	R99
	Addition of P4 test case 8.3.7.7 to IR_U ATS v3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1073
	-
	3.7.0
	R99
	Addition of NAS test case 12.9.8 to NAS ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1074
	-
	3.7.0
	R99
	Addition of NAS test case 12.4.1.4d1 to NAS ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1075
	-
	3.7.0
	R99
	Addition of P2 test case 6.2.1.9 to IR_U ATS v3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1076
	-
	3.7.0
	R99
	Addition of GCF P4 test case 12.2.1.5b ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1077
	-
	3.7.0
	R99
	Addition of GCF P4 test case 12.9.7c ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1078
	-
	3.7.0
	R99
	Addition of GCF P4 test case 8.2.2.31 to RRC ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1079
	-
	3.7.0
	R99
	Addition of RAB Package 4 test case 14.4.2a.3 to RAB ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1080
	-
	3.7.0
	R99
	Addition of RAB Package 4 test case 14.4.2a.2 to RAB ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1081
	-
	3.7.0
	R99
	Addition of RAB Package 4 test case 14.4.2a.1 to RAB ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1082
	-
	3.7.0
	R99
	Addition of RRC Package 4 test case 8.2.3.11 to RRC ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1083
	-
	3.7.0
	R99
	Addition of NAS test case 12.4.3.4 to NAS ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1084
	-
	3.7.0
	R99
	Addition of NAS test case 12.9.6 to NAS ATS V3.7.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1085
	-
	3.7.0
	R99
	Changes to GCF package 4 IR_U test case 8.3.7.9 required for approval.
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1086
	-
	3.7.0
	R99
	Changes to GCF package 4 IR_U test case 8.3.7.5 required for approval.
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1087
	-
	3.7.0
	R99
	Addition of GCF P4 test case 12.4.1.2 ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1088
	-
	3.7.0
	R99
	Addition of GCF P4 test case 10.1.2.2.3 ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1089
	-
	3.7.0
	R99
	Addition of GCF P4 test case 9.5.7.1 ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1090
	-
	3.7.0
	R99
	Addition of GCF P4 test cases 8.1.12 to RRC ATS v3.6.1
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1091
	-
	3.7.0
	R99
	Addition of GCF P4 test cases 8.1.7.1b to RRC ATS v3.6.1
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1092
	-
	3.7.0
	R99
	Addition of GCF P4 test case 12.2.1.6.2 ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1093
	-
	3.7.0
	R99
	Addition of GCF P4 test case 12.2.1.5a.1 ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1094
	-
	3.7.0
	R99
	Addition of GCF P4 test case 8.3.1.15 to RRC ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1095
	-
	3.7.0
	R99
	Addition of GCF P4 test case 8.1.2.4 ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1096
	-
	3.7.0
	R99
	Addition of NAS test case 12.4.1.4d2 to NAS ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1097
	-
	3.7.0
	R99
	Addition of GCF P3 test case 6.1.1.7 ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1098
	-
	3.7.0
	R99
	Addition of GCF P3 test case 12.4.2.5a.1 ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1099
	-
	3.7.0
	R99
	Re-submission of GCF package 2 IR_U test case 6.2.2.1 for approval.
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1100
	-
	3.7.0
	R99
	Addition of RAB test case 14.2.51b.1 to RAB ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1101
	-
	3.7.0
	R99
	Addition of RRC test case 10.1.2.3.7 to RRC ATS V3.6.1
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1102
	-
	3.7.0
	R99
	Addition of RRC test case 10.1.2.7.1 to RRC ATS V3.6.1
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1103
	-
	3.7.0
	R99
	Addition of RRC test case 10.1.2.3.2 to RRC ATS V3.6.1
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1104
	-
	3.7.0
	R99
	Addition of NAS Package 4 test case 12.2.1.6 Proc1 to NAS ATS V3.6.1
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1105
	-
	3.7.0
	R99
	Addition of NAS Package 4 test case 12.2.1.4 proc2 to NAS ATS V3.6.1
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1106
	-
	3.7.0
	R99
	Addition of NAS Package 4 test case 12.2.1.5a Proc2 to NAS ATS V3.6.1
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1107
	-
	3.7.0
	R99
	Addition of NAS Package 4 test case 12.2.1.10 to NAS ATS V3.6.1
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1108
	-
	3.7.0
	R99
	Addition of RAB test case 14.2.23a2 to RAB ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1109
	-
	3.7.0
	R99
	Addition of NAS test case 12.6.1.3.1 to NAS ATS V3.6.0
	approved
	B
	3.8.0
	TEI
	T1

	TP-040241
	34.123-3
	1110
	-
	3.7.0
	R99
	Addition of GCF P2 RRC 8.4.1.7 ? Revision of T1s040381
	approved
	B
	3.8.0
	TEI
	T1

	TP-040238
	34.123-3
	1111
	-
	3.7.0
	R99
	Updating Annex A
	approved
	F
	3.8.0
	TEI
	T1

	TP-040237
	34.123-3
	460
	-
	3.7.0
	R99
	ASP change for Radio Link Modification
	approved
	F
	3.8.0
	TEI
	T1

	TP-040237
	34.123-3
	461
	-
	3.7.0
	R99
	ASP update and other corrections
	approved
	F
	3.8.0
	TEI
	T1

	TP-040237
	34.123-3
	462
	-
	3.7.0
	R99
	ASP update and other corrections
	approved
	F
	3.8.0
	TEI
	T1

	SP-040823
	41.101
	007
	-
	4.12.0
	Rel-4
	Corrections to list of specifications
	revised
	F
	
	TEI4
	SP

	SP-040880
	41.101
	007
	1
	4.12.0
	Rel-4
	Corrections to list of specifications
	approved
	F
	4.13.0
	TEI4
	SP

	SP-040823
	41.101
	008
	-
	5.8.0
	Rel-5
	Corrections to list of specifications
	revised
	F
	
	TEI5
	SP

	SP-040880
	41.101
	008
	1
	5.8.0
	Rel-5
	Corrections to list of specifications
	approved
	F
	5.9.0
	TEI5
	SP

	SP-040823
	41.101
	009
	-
	5.8.0
	Rel-6
	Corrections to list of specifications
	revised
	F
	
	TEI6
	SP

	SP-040880
	41.101
	009
	1
	5.8.0
	Rel-6
	Corrections to list of specifications
	approved
	F
	6.0.0
	TEI6
	SP

	SP-040738
	42.068
	006
	-
	7.0.0
	Rel-7
	Sending SMS to a Voice Group Call
	approved
	F
	7.1.0
	EGCS
	S1

	SP-040738
	42.068
	007
	-
	7.0.0
	Rel-7
	Sending a SMS to a Group
	rejected
	B
	
	EGCS
	S1

	SP-040862
	43.020
	002
	2
	6.0.0
	Rel-6
	Clarifications to VGCS/VBS ciphering mechanism
	approved
	F
	6.1.0
	SECGKYV
	S3

	SP-040862
	43.020
	003
	2
	6.0.0
	Rel-6
	Clarifying the mandatory support of A5 algorithms within mobile stations
	approved
	C
	6.1.0
	SEC1
	S3

	NP-040515
	43.068
	021
	1
	6.2.0
	Rel-6
	Addition of VGCS reconfiguration procedure
	approved
	C
	6.3.0
	TEI6
	N1

	NP-040515
	43.068
	022
	2
	6.2.0
	Rel-6
	Group Call Reference handling by the MSC during VGCS call establishment
	approved
	F
	6.3.0
	TEI6
	N1

	NP-040515
	43.068
	023
	-
	6.2.0
	Rel-6
	Notification Response procedure
	approved
	F
	6.3.0
	TEI6
	N1

	NP-040515
	43.068
	024
	-
	6.2.0
	Rel-6
	Clarification on Immediate Setup procedure
	approved
	F
	6.3.0
	TEI6
	N1

	NP-040515
	43.068
	027
	-
	6.2.0
	Rel-6
	USIM based ciphering on dedicated channels
	approved
	B
	6.3.0
	TEI6
	N1

	NP-040515
	43.069
	015
	1
	6.0.0
	Rel-6
	USIM based ciphering on dedicated channels
	approved
	B
	6.1.0
	TEI6
	N1

	NP-040515
	43.069
	016
	1
	6.0.0
	Rel-6
	Broadcast call reference handling by the MSC during VBS call establishment
	approved
	F
	6.1.0
	TEI6
	N1

	NP-040515
	43.069
	017
	-
	6.0.0
	Rel-6
	Notification Response procedure
	approved
	F
	6.1.0
	TEI6
	N1

	NP-040515
	43.069
	018
	-
	6.0.0
	Rel-6
	Clarification on Immediate Setup procedure
	approved
	F
	6.1.0
	TEI6
	N1

	NP-040515
	44.064
	008
	-
	5.1.0
	Rel-6
	Improvement of the suspension duration due to a cell update
	approved
	F
	6.0.0
	TEI6
	N1

	TP-040268
	51.011
	033
	-
	4.12.0
	Rel-4
	Correction of non-specific references to SCP documents
	revised
	F
	
	TEI4
	T3

	TP-040250
	51.011
	033
	1
	4.12.0
	Rel-4
	Correction of non-specific references to SCP documents
	approved
	F
	4.13.0
	TEI
	T3

	TP-040268
	51.011
	034
	-
	4.12.0
	Rel-4
	Introduction of M-IMAP and SIP as MMS implementations in MMS provisioning
	withdrawn
	C
	
	TEI4
	T3

	TP-040269
	51.013
	004
	-
	4.1.0
	Rel-4
	Correction of release references.
	approved
	F
	4.2.0
	TEI4
	T3

	TP-040269
	51.013
	005
	-
	5.1.0
	Rel-5
	Correction of release references.
	approved
	A
	5.2.0
	TEI4
	T3

	TP-040269
	51.013
	006
	-
	5.1.0
	Rel-5
	ProactiveHandler appendTLV(byte tag, byte value1, byte value2) method conformance requirement.
	approved
	F
	5.2.0
	TEI5
	T3

	TP-040269
	51.013
	007
	-
	5.1.0
	Rel-5
	Correction to ProactiveHandler appendTLV(byte tag, byte[] value, short valueOffset, short valueLength) method test
	approved
	F
	5.2.0
	TEI5
	T3

	TP-040269
	51.013
	008
	-
	5.1.0
	Rel-5
	Correction to dstBuffer length and dstLength in ProactiveResponseHandler copyChannelData() method tests.
	approved
	F
	5.2.0
	TEI5
	T3

	TP-040269
	51.013
	009
	-
	5.1.0
	Rel-5
	Correction to updateRecord() method test in access package.
	approved
	F
	5.2.0
	TEI5
	T3

	TP-040269
	51.013
	010
	-
	5.1.0
	Rel-5
	Addition of tests on HANDLER_NOT_AVAILABLE toolkitException in EnvelopeResponseHandler class for alignment with TS 43.019.
	approved
	F
	5.2.0
	TEI5
	T3

	TP-040269
	51.013
	011
	-
	5.1.0
	Rel-5
	MEProfile getValue(short indexMSB, short indexLSB) method conformance requirement.
	approved
	F
	5.2.0
	TEI5
	T3

	TP-040269
	51.013
	012
	-
	5.1.0
	Rel-5
	Addition of tests on Proactive Command Control for alignment with TS 43.019
	approved
	F
	5.2.0
	TEI5
	T3

	TP-040269
	51.013
	013
	-
	5.1.0
	Rel-5
	Correct in some script files wrong command qualifiers value for COMMAND DETAILS TLV and wrong source value and destination value for Device Identities TLV.
	approved
	F
	5.2.0
	TEI5
	T3

	TP-040269
	51.013
	014
	-
	5.1.0
	Rel-5
	Correction to EnvelopeHandler getTheHandler() method test procedure description.
	approved
	F
	5.2.0
	TEI5
	T3

	TP-040269
	51.013
	015
	-
	5.1.0
	Rel-5
	PRH getGeneralResult() method test: Unexpected API expectations.
	approved
	F
	5.2.0
	TEI5
	T3

	TP-040269
	51.013
	016
	-
	5.1.0
	Rel-5
	Cross references insertion.
	approved
	F
	5.2.0
	TEI5
	T3

	TP-040270
	51.014
	007
	-
	4.4.0
	Rel-4
	Correction for non 3GPP references
	approved
	F
	4.5.0
	TEI4
	T3

	TP-040270
	51.014
	008
	-
	4.4.0
	Rel-4
	Rel-4 Addition of Provide Local Information (Access technology)
	approved
	F
	4.5.0
	TEI4
	T3
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