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	Reason for change:
(

	The folowing sentence in clause 5.1.16.2  is not clear and need improvement.

“Incremented when a paging_response is received by the SGSN from the MS (over the Iu interface) as response to a UMTS PS paging procedure (Receipt of "Service Request" message with Service Type = Paging Response to the MS (TS 24.008)) or during intersystem change GSM -> UMTS. ”(TS 32.403)
The problem lies in the phrase in the: Receipt of "Service Request" message with Service Type = Paging Response to the MS (TS 24.008). Here, “Receipt…to…” is not a correct grammar, and needs to be corrected to “Receipt…from…”
The subsection number of 5.1.22.2 is wrong. 

	
	

	Summary of change:
(

	Correct the phrase Receipt of "Service Request" message with Service Type = Paging Response to the MS to Receipt of "Service Request" message with Service Type = Paging Response from the MS.

The subsection number of 5.1.22.2 is corrected.
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Change in Clause 5.1.16.2
5.1.16.2
Successful UMTS PS paging procedures

a) This measurement provides the number of successful PS paging procedures initiated at the SGSN over the Iu interface. The initial paging procedures as well as the repeated paging procedures are counted.
b) CC.

c) Incremented when a paging_response is received by the SGSN from the MS (over the Iu interface) as response to a UMTS PS paging procedure (Receipt of "Service Request" message with Service Type = Paging Response from the MS (TS 24.008)) or during intersystem change GSM -> UMTS.

d) A single integer value.

e) MM.SuccPsPagingProcIu.

f) RA, specified by a concatenation of the MCC, MNC, LAC and the RAC.

g) Valid for packet switching.

h) UMTS.
End of Change in Clause 5.1.16.2
Change in Clause 5.1.22.2

5.1.22.2
Mean number of attached subscribers

a) This measurement provides the mean number of attached subscribers within this SGSN area.
The three measurement types defined in e) are subject to the "2 out of 3 approach".
b) SI.

c) This measurement is obtained by sampling at a pre-defined interval the number of attached subscribers and then taking the arithmetic mean.

d) A single integer value per measurement type defined in e).

e) MM.MeanNbrAttachedSub:

-
MM.MeanNbrAttachedSub
Combined (don't care);

-
MM.MeanNbrAttachedSub.G
GSM;

-
MM.MeanNbrAttachedSub.U
UMTS.

f) SgsnFunction.

g) Valid for packet switching.

h) GSM/UMTS.

End of Change in in Clause 5.1.22.2
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