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7.4
Packet Data related events

7.4.1
Mobile Station Attach

For attach an attach-event is generated. When an attach activation is generated from the mobile to servicing 3G G SN this event is generated. These fields will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI

	Observed IMEI

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Location Information

	Failed attach reason

	IAs (if applicable)


7.4.2
Mobile Station Detach

For detach a detach-event is generated, this is for the common (end) detach. These fields will be delivered to the DF2 if available:

	Observed MSISDN

	Observed IMSI

	Observed IMEI

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Location Information

	IAs (if applicable)


7.4.3
Packet Data PDP context activation

For PDP context activation a PDP context activation-event is generated. When a PDP context activation is generated from the mobile to 3G GSN this event is generated. These fields will be delivered to the DF2 if available:

	Observed MSISDN

	Observed IMSI

	Observed IMEI

	PDP address of observed party

	Event Type 

	Event Time

	Event Date

	Correlation number

	Access Point Name

	PDP Type

	Network Element Identifier

	Location Information

	Failed context activation reason

	IAs (if applicable)

	Initiator (optional)

	QoS (optional)


7.4.4
Start of interception with PDP context active

This event will be generated if interception for a target is started and if the target has at least one PDP context active. If more then one PDP context are open for each of them an event record is generated. These fields will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI

	Observed IMEI

	PDP address of observed party

	Event Type 

	Event Time

	Event Date

	Correlation number

	Access Point Name

	PDP Type

	Network Element Identifier

	Location Information

	Old Location Information (optional)

	IAs (if applicable)

	QoS (optional)

	Initiator (optional)


Presence of the optional Old Location Information field indicates that PDP context was already active, and being intercepted. However, the absence of this information does not imply that interception has not started in the old location SGSN for an active PDP context.

7.4.5
Packet Data PDP context deactivation

At PDP context deactivation a PDP context deactivation-event is generated. These fields will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI

	Observed IMEI

	PDP address of observed party

	Event Type

	Event Time

	Event Date

	Correlation number

	Access point name

	Network Element Identifier

	Location Information

	IAs (if applicable)

	Deactivation cause

	Initiator (optional)


7.4.6
RA update

For each RA update an update-event with the fields about the new location is generated. New SGSN shall send the event, and the old SGSN may optionally send the event as well. These fields will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI 

	Observed IMEI

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Location Information (only for the new SGSN)

	Old Location Information (only for the old SGSN)

	IAs (if applicable)


7.4.7
SMS

For MO-SMS the event is generated in the 3G SGSN. Dependent on national requirements, event generation shall occur either when the 3G SGSN receives the SMS from the target MS or when the 3G SGSN receives notification that the SMS-Centre successfully receives the SMS; for MT-SMS the event is generated in the 3G SGSN. Dependent on national requirements, event generation shall occur either when the 3G SGSN receives the SMS from the SMS-Centre or when the 3G SGSN receives notification that the target MS successfully received the message. These fields will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI 

	Observed IMEI

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Location Information

	SMS

	SMS Initiator

	IAs (if applicable)


7.4.8
Packet Data PDP context modification

This event will be generated if interception for a target is started and if the target has at least one PDP context active. These fields will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI

	Observed IMEI

	PDP address of observed party

	Event Type 

	Event Time

	Event Date

	Correlation number

	Access Point Name

	PDP Type

	Network Element Identifier

	Location Information

	IAs (if applicable)

	Initiator

	QoS


7.4.9
Serving System

The Serving System report event is generated at the HLR, when the HLR has detected that the intercept subject has roamed. The fields will be delivered to the DF2 if available:

	Observed MSISDN

	Observed IMSI

	Observed IMEI

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Serving System Address
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