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Introduction
At TSG SA#26 (December 2004), the change request from SA1 introducing the A-GNSS concept to extend A-GPS to include GALILEO was postponed as the GALILEO specification was not publicly available.

Extract from TSG SA#26 meeting report:

TD SP-040735: CRs to 22.071 on Velocity Service Description and Introducing A-GNSS concept to extend A-GPS to include GALILEO (Rel-6). It was commented that for CR071, the referenced Galileo specifications were not available and reservations to including these references in the specification were expressed. It was decided that, although no technical objection was received, due to the fact that the Galileo specifications are not publicly available, it is inappropriate to include this material into the specifications. CR071 was therefore postponed until the specifications are made available by the Galileo Project.
The relevant part of the Galileo L1/Open Service specifications is now available from the following link (Galileo Joint Undertaking's web site):

http://www.galileoju.com/page.cfm?voce=s2&idvoce=64&plugIn=1
The CR to introduce the A-GNSS concept to extend A-GPS to include GALILEO is re-submitted for approval below. This has been revised to refer to the latest version of 22.071, but as the affected part of 22.071 has not changed since the original CR, there is no change to the content of the CR. 
Proposal

TSG SA#29 is asked to approve the attached CR071R1 to 22.071.
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<< First modified section >>

3.1
Abbreviations

For the purposes of the present document, in addition to 3GPP TR.21.905, the following abbreviations apply:

LCS
Location Service

GNSS
Global Navigation Satellite System 
NA-ESRD
North American Emergency Services Routing Digits

NA-ESRK
North American Emergency Services Routing Key

NANP
North American Numbering Plan 

NOTE:
In the present document, acronyms are used in the text as if they are read either in their fully expanded form or in their alphabet names with no consistent principle.

<< Next modified section >>

4.1
High Level Requirements

The following high level requirements are applicable:

1
The supporting mechanisms should incorporate flexible modular components with open interfaces that facilitate equipment interoperability and the evolution of service providing capabilities.

2
The network should be sufficiently flexible to accommodate evolving enabling mechanisms and service requirements to provide new and improved services.

3
It shall be possible to provide multiple layers of permissions to comply with local, national, and regional privacy requirements.

4
Multiple positioning methods should be supported in the different Access Networks, including (but not limited to) U-TDOA, E-OTD, IPDL-OTDOA, Network Assisted GNSS (e.g. Network Assisted GPS or Network Assisted GALILEO) and methods using cell site or sector information and Timing Advance or RoundTrip Time measurements.

5
The location determining process should be able to combine diverse positioning techniques and local knowledge when considering quality of service parameters to provide an optimal positioning request response.

6
It should be possible to provide position information to location services applications existing within the PLMN, external to the PLMN, or in Mobile Equipment;

7
Support should be provided for networks based on an Intelligent Network architecture (i.e. with specific support for CAMEL based Location Services).

8
Support may optionally be provided to enable the routing of emergency calls based on the geographic coordinates (latitude and longitude) of the calling party.

9
It shall be possible to provide the originating party’s serving cell id to the LCS client.
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