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Annex E:
List of Change Requests and their status after TSG SA Meeting #31

E.1
CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-060033
	21.905
	0068
	-
	7.0.0
	Rel-7
	Correction of terminology
	approved
	F
	7.1.0
	NSP-CR

	SP-060033
	22.011
	0069
	-
	7.2.0
	Rel-7
	The Last RPLMN
	revised
	C
	
	NSP-CR

	SP-060118
	22.011
	0069
	1
	7.2.0
	Rel-7
	The Last RPLMN
	revised
	C
	
	NSP-CR

	SP-060221
	22.011
	0069
	2
	7.2.0
	Rel-7
	The Last RPLMN
	approved
	C
	7.3.0
	NSP-CR

	SP-060033
	22.011
	0070
	-
	7.2.0
	Rel-7
	Confirmed Roaming
	approved
	B
	7.3.0
	NSP-CR

	SP-060033
	22.011
	0071
	-
	7.2.0
	Rel-7
	Capability of UE to read USIM information for Network Selection
	approved
	F
	7.3.0
	NSP-CR

	SP-060033
	22.011
	0072
	-
	7.2.0
	Rel-7
	Displaying all available EHPLMNs in Manual Mode
	approved
	C
	7.3.0
	NSP-CR

	SP-060033
	22.011
	0073
	-
	7.2.0
	Rel-7
	Requirement for presentation of additional information in manual mode
	approved
	B
	7.3.0
	NSP-CR

	SP-060033
	22.011
	0074
	-
	7.2.0
	Rel-7
	Network selection mode at switch-on
	approved
	B
	7.3.0
	NSP-CR

	SP-060033
	22.011
	0075
	-
	7.2.0
	Rel-7
	Steering of Roaming
	approved
	B
	7.3.0
	NSP-CR

	SP-060029
	22.067
	0006
	-
	6.1.0
	Rel-7
	EPRT - Correction to priority requirement on setting up group call
	approved
	F
	7.0.0
	TEI7

	SP-060034
	22.101
	0181
	-
	7.4.0
	Rel-7
	Clarification of the use of IMS emergency identifier
	approved
	F
	7.5.0
	EMC1

	SP-060022
	22.101
	0182
	-
	7.4.0
	Rel-7
	Inclusion of AIPN within the 3GPP service principles specification
	revised
	F
	
	AIPN

	SP-060207
	22.101
	0182
	1
	7.4.0
	Rel-8
	Inclusion of AIPN within the 3GPP service principles specification
	approved
	F
	8.0.0
	AIPN

	SP-060021
	22.101
	0183
	-
	6.11.0
	Rel-6
	Requirements on charging differentiation related to services rendering
	postponed
	F
	
	TEI6

	SP-060021
	22.101
	0184
	-
	7.4.0
	Rel-7
	Requirements on charging differentiation related to services rendering
	revised
	F
	
	TEI6

	SP-060196
	22.101
	0184
	1
	7.4.0
	Rel-7
	Requirements on charging differentiation related to services rendering
	approved
	B
	7.5.0
	TEI7

	SP-060030
	22.101
	0185
	-
	7.4.0
	Rel-7
	Clarification on MO and MT call handling
	approved
	F
	7.5.0
	TEI7

	SP-060020
	22.115
	0023
	2
	6.6.0
	Rel-6
	Making charging principles also applicable to prepay services
	revised
	F
	
	TEI6

	SP-060203
	22.115
	0023
	3
	6.6.0
	Rel-6
	Making charging principles also applicable to prepay services
	approved
	F
	6.7.0
	TEI6

	SP-060035
	22.127
	0077
	-
	7.0.0
	Rel-7
	Add requirement to include Application management of QoS
	approved
	B
	7.1.0
	OSA7

	SP-060023
	22.129
	0029
	-
	6.1.0
	Rel-7
	Introduction of reference to the AIPN Stage 1 in TS 22.129
	revised
	F
	
	AIPN

	SP-060208
	22.129
	0029
	1
	6.1.0
	Rel-8
	Introduction of reference to the AIPN Stage 1 in TS 22.129
	approved
	F
	8.0.0
	AIPN

	SP-060019
	22.146
	0047
	-
	6.6.0
	Rel-6
	Alignment of 22.146 with MBMS stage 3
	approved
	F
	6.7.0
	MBMS

	SP-060019
	22.146
	0048
	-
	7.0.0
	Rel-7
	Alignment of 22.146 with MBMS stage 3
	approved
	A
	7.1.0
	MBMS

	SP-060017
	22.228
	0037
	-
	5.6.0
	Rel-5
	Removal of requirement to redirect based on individual media
	approved
	F
	5.7.0
	IMS

	SP-060017
	22.228
	0038
	-
	6.10.0
	Rel-6
	Removal of requirement to redirect based on individual media
	approved
	A
	6.11.0
	IMS

	SP-060018
	22.246
	0008
	-
	6.2.0
	Rel-6
	Removal of Service Classes in MBMS
	approved
	F
	6.3.0
	MBMS

	SP-060024
	22.258
	0001
	-
	7.0.0
	Rel-7
	Support of legacy services in the AIPN
	revised
	F
	
	AIPN

	SP-060209
	22.258
	0001
	1
	7.0.0
	Rel-8
	Support of legacy services in the AIPN
	approved
	F
	8.0.0
	AIPN

	SP-060024
	22.258
	0002
	-
	7.0.0
	Rel-7
	Handover between GSM/UMTS CS and EUTRAN
	revised
	F
	
	AIPN

	SP-060209
	22.258
	0002
	1
	7.0.0
	Rel-8
	Handover between GSM/UMTS CS and EUTRAN
	approved
	F
	8.0.0
	AIPN

	SP-060024
	22.258
	0003
	-
	7.0.0
	Rel-7
	Access system discovery and -information in AIPN
	revised
	C
	
	AIPN

	SP-060209
	22.258
	0003
	1
	7.0.0
	Rel-8
	Access system discovery and -information in AIPN
	approved
	C
	8.0.0
	AIPN

	SP-060032
	22.811
	0001
	-
	7.0.0
	Rel-7
	Clarification of using EHPLMN for Network Selection Principles
	approved
	F
	7.1.0
	NSP-CR

	SP-060043
	22.936
	0001
	-
	7.0.0
	Rel-7
	Revision of the Scope of TR22.936
	approved
	F
	7.1.0
	BMSU

	SP-060026
	42.068
	0019
	-
	7.4.0
	Rel-7
	EPRT - Modification to setup to remove the need for full conditions
	approved
	C
	7.5.0
	EGCS

	SP-060026
	42.068
	0020
	-
	7.4.0
	Rel-7
	EPRT - Modification to allow delivery of SMS messages to users not in the actual group call
	approved
	C
	7.5.0
	EGCS

	SP-060037
	42.068
	0021
	-
	7.4.0
	Rel-8
	Enhancements for VGCS Applications
	approved
	B
	8.0.0
	VGCS-App

	SP-060205
	42.068
	0021
	1
	7.4.0
	Rel-8
	Enhancements for VGCS Applications
	withdrawn
	B
	
	VGCS-App

	SP-060026
	42.068
	0022
	-
	7.4.0
	Rel-7
	Increasing maximum number of dispatchers to 20 as an optional requirement
	revised
	C
	
	EGCS

	SP-060204
	42.068
	0022
	1
	7.4.0
	Rel-7
	Increasing maximum number of dispatchers to 20 as an optional requirement
	postponed
	C
	
	EGCS

	SP-060026
	42.068
	0023
	-
	7.4.0
	Rel-7
	Data confidentiality for P2P SMS when delivered via an ongoing group call
	postponed
	B
	
	EVGCS

	SP-060028
	42.069
	0006
	-
	6.1.0
	Rel-7
	Modification to setup to remove the need for full conditions
	approved
	C
	7.0.0
	TEI7

	SP-060027
	42.069
	0007
	-
	6.1.0
	Rel-7
	Increasing maximum number of dispatchers to 20 as an optional requirement
	approved
	C
	7.0.0
	EGCS


E.2
CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-060129
	23.002
	0169
	1
	7.0.0
	Rel-7
	Introduction of IBCF in 23.002
	approved
	C
	7.1.0
	FBI

	SP-060137
	23.060
	0549
	2
	6.11.0
	Rel-7
	Improved reliability of network initiated PDP context modification procedure
	approved
	F
	7.0.0
	TEI7

	SP-060125
	23.060
	0551
	1
	6.11.0
	Rel-6
	Clarification of MS location in RANAP procedure
	approved
	F
	6.12.0
	TEI6

	SP-060137
	23.060
	0552
	1
	6.11.0
	Rel-7
	Clarification of QoS upgrade in network initiated PDP context modification
	approved
	F
	7.0.0
	TEI7

	SP-060138
	23.107
	0159
	-
	6.3.0
	Rel-6
	Peak throughput class reference
	approved
	F
	6.4.0
	TEI7

	SP-060124
	23.125
	0137
	4
	6.7.0
	Rel-6
	Clarification of TPF/CRF dialogue
	approved
	F
	6.8.0
	CH-FBC

	SP-060124
	23.125
	0139
	2
	6.7.0
	Rel-6
	Reporting per AF record information
	approved
	F
	6.8.0
	CH-FBC

	SP-060131
	23.221
	0051
	1
	6.3.0
	Rel-7
	Support of PS domain IMS emergency calls
	approved
	B
	7.0.0
	IMS-EMER

	SP-060139
	23.226
	0003
	-
	6.0.0
	Rel-7
	Update of three references on real time text
	approved
	F
	7.0.0
	TEI7

	SP-060140
	23.228
	0546
	3
	7.2.0
	Rel-7
	Distribution of the information of the Identifiers grouped by service profile
	approved
	C
	7.3.0
	TEI7

	SP-060133
	23.228
	0547
	1
	7.2.0
	Rel-7
	Introduction of IMS application reference to TS 23.228
	approved
	B
	7.3.0
	ServID

	SP-060126
	23.228
	0549
	2
	6.12.0
	Rel-6
	An editorial change request for TS 23.228
	withdrawn
	B
	
	TEI6

	SP-060126
	23.228
	0550
	2
	7.2.0
	Rel-7
	An editorial change request for TS 23.228
	revised
	A
	
	TEI6

	SP-060178
	23.228
	0550
	3
	7.2.0
	Rel-7
	An editorial change request for TS 23.228, Figure 4.0
	approved
	D
	7.3.0
	TEI7

	SP-060140
	23.228
	0551
	1
	7.2.0
	Rel-7
	S-CSCF reselection and failure recovery changes
	approved
	C
	7.3.0
	TEI7

	SP-060130
	23.228
	0552
	2
	7.2.0
	Rel-7
	Reference and Terminology Changes for Fixed Access
	approved
	F
	7.3.0
	FBI

	SP-060130
	23.228
	0553
	3
	7.2.0
	Rel-7
	Transit configuration descriptions
	approved
	B
	7.3.0
	FBI

	SP-060130
	23.228
	0554
	2
	7.2.0
	Rel-7
	Transit information flows
	approved
	B
	7.3.0
	FBI

	SP-060130
	23.228
	0556
	1
	7.2.0
	Rel-7
	Support of local dialling plan in IMS
	approved
	B
	7.3.0
	FBI

	SP-060130
	23.228
	0560
	1
	7.2.0
	Rel-7
	IBCF-THIG function in roaming scenarios
	approved
	F
	7.3.0
	FBI

	SP-060140
	23.228
	0561
	2
	7.2.0
	Rel-7
	Clarification of grouping Public User Identities made available to UE
	approved
	F
	7.3.0
	TEI7

	SP-060130
	23.228
	0564
	2
	7.2.0
	Rel-7
	Clarification of Session modification with NAT traversal
	approved
	B
	7.3.0
	FBI

	SP-060130
	23.228
	0566
	2
	7.2.0
	Rel-7
	Clarifications on NAT traversal
	approved
	D
	7.3.0
	FBI

	SP-060133
	23.228
	0567
	-
	7.2.0
	Rel-7
	Service Id (title to be added)
	approved
	F
	7.3.0
	ServID

	SP-060136
	23.228
	0568
	-
	7.2.0
	Rel-7
	Correction on THIG Hiding feature
	approved
	F
	7.3.0
	TEI7

	SP-060140
	23.228
	0570
	2
	7.2.0
	Rel-7
	Explicit use of SIP URI in the MGCF to I-CSCF messages.
	approved
	F
	7.3.0
	TEI7

	SP-060140
	23.228
	0571
	1
	7.2.0
	Rel-7
	Minimize drain of batteries when NATs are used
	approved
	C
	7.3.0
	TEI7

	SP-060122
	23.228
	0572
	-
	6.12.0
	Rel-6
	Incorrect clause references
	approved
	F
	6.13.0
	IMS2

	SP-060122
	23.228
	0573
	-
	7.2.0
	Rel-7
	Incorrect clause references
	approved
	A
	7.3.0
	IMS2

	SP-060130
	23.228
	0574
	-
	7.2.0
	Rel-7
	IBCF transit functions
	approved
	B
	7.3.0
	FBI

	SP-060130
	23.228
	0575
	1
	7.2.0
	Rel-7
	IWF invoked by the IBCF
	approved
	B
	7.3.0
	FBI

	SP-060140
	23.228
	0576
	1
	7.2.0
	Rel-7
	S-CSCF selection for unregistered originating services
	approved
	C
	7.3.0
	TEI7

	SP-060134
	23.234
	0142
	3
	7.0.0
	Rel-7
	Procedures for the private network access from WLAN 3GPP IP Access
	approved
	B
	7.1.0
	WLAN-PNA

	SP-060123
	23.234
	0143
	2
	6.7.0
	Rel-6
	Correction of some references
	approved
	F
	6.8.0
	WLAN

	SP-060123
	23.234
	0144
	2
	7.0.0
	Rel-7
	Correction of some references
	approved
	A
	7.1.0
	WLAN

	SP-060134
	23.234
	0145
	-
	7.0.0
	Rel-7
	PAP authentication capability supporting for I-WLAN Private Network Access
	approved
	B
	7.1.0
	WLAN-PNA

	SP-060123
	23.234
	0149
	1
	6.7.0
	Rel-6
	Update of references
	approved
	F
	6.8.0
	WLAN

	SP-060123
	23.234
	0150
	1
	7.0.0
	Rel-7
	Update of references
	approved
	A
	7.1.0
	WLAN

	SP-060127
	23.236
	0030
	1
	6.2.0
	Rel-6
	Maintaining CS/PS coordination during pool re-distribution in MOCN shared network
	approved
	F
	6.3.0
	TEI6

	SP-060141
	23.251
	0014
	1
	6.5.0
	Rel-6
	Clarification of netshare re-routing
	approved
	F
	6.6.0
	TEI6

	SP-060135
	23.271
	0316
	2
	7.3.0
	Rel-7
	Introducing GNSS concept to extend GPS to include GALILEO
	approved
	B
	7.4.0
	LCS3

	SP-060135
	23.271
	0319
	2
	7.3.0
	Rel-7
	Clarification on privacy profiles data related to geographical areas
	approved
	D
	7.4.0
	LCS3

	SP-060135
	23.271
	0320
	-
	7.3.0
	Rel-7
	Clarification and Correction of Periodic Location Procedure
	approved
	F
	7.4.0
	LCS3

	SP-060132
	23.271
	0321
	2
	7.3.0
	Rel-7
	LCS impacts for the PS domain to support IMS Emergency Calls
	approved
	B
	7.4.0
	IMS-EMER

	SP-060135
	23.271
	0323
	2
	7.3.0
	Rel-7
	Addition of Common Location procedure for an IMS Emergency Session
	approved
	B
	7.4.0
	LCS3

	SP-060128
	23.279
	0010
	1
	7.1.0
	Rel-7
	PMI Registration
	approved
	B
	7.2.0
	CSI

	SP-060128
	23.279
	0011
	1
	7.1.0
	Rel-7
	Extend UE capability update Indication to cover IMS first case
	revised
	B
	
	CSI

	SP-060228
	23.279
	0011
	2
	7.1.0
	Rel-7
	Extend UE capability update Indication to cover IMS first case
	approved
	B
	7.2.0
	CSI

	SP-060128
	23.279
	0012
	1
	7.1.0
	Rel-7
	Clarification to meaningless sentences
	approved
	F
	7.2.0
	CSI


E.3
CRs from SA WG3

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-060046
	03.20
	A024
	-
	8.1.0
	R99
	Recommendation not to support A5/2 in new terminals
	approved
	F
	8.2.0
	TEI

	SP-060064
	33.107
	0057
	-
	7.2.0
	Rel-7
	WLAN Interworking - Additional Details for TS 33.107
	approved
	F
	7.3.0
	LI-7A

	SP-060065
	33.108
	0083
	-
	7.3.0
	Rel-7
	Informative example of FTP implementation across HI2/HI3.
	approved
	F
	7.4.0
	LI-7A

	SP-060065
	33.108
	0084
	-
	7.3.0
	Rel-7
	"Correction on description of parameter ""event type"" for CS interception"
	approved
	F
	7.4.0
	LI-7A

	SP-060065
	33.108
	0085
	-
	7.3.0
	Rel-7
	Handling of unkown SIP headers
	approved
	F
	7.4.0
	LI-7A

	SP-060065
	33.108
	0086
	-
	7.3.0
	Rel-7
	Correction on polygon type of shape
	approved
	F
	7.4.0
	LI-7A

	SP-060065
	33.108
	0087
	-
	7.3.0
	Rel-7
	Extending section A.2.2 and C.2.2 for national use
	approved
	B
	7.4.0
	LI-7A

	SP-060060
	33.203
	0090
	-
	7.0.0
	Rel-7
	Change of terminology to use UE instead of mobile
	approved
	F
	7.1.0
	FBI

	SP-060060
	33.203
	0091
	-
	7.0.0
	Rel-7
	Enabling NAT traversal for signaling messages in the IMS access security framework
	approved
	B
	7.1.0
	FBI-ISE

	SP-060061
	33.220
	0080
	-
	7.2.0
	Rel-7
	D-proxy renaming to Zn-Proxy
	approved
	B
	7.3.0
	SEC7-GAA2 (GAAExt)

	SP-060052
	33.220
	0081
	-
	6.7.0
	Rel-6
	D-proxy renaming to Zn-proxy
	approved
	F
	6.8.0
	SEC1-SC

	SP-060061
	33.220
	0082
	-
	7.2.0
	Rel-7
	Protection of Zn/Zn' reference point for http based protocols
	approved
	B
	7.3.0
	SEC7-GAA2 (GAAExt)

	SP-060051
	33.220
	0083
	-
	6.7.0
	Rel-6
	Restricting the TLS CipherSuites in Annex E and cleanup of references
	approved
	F
	6.8.0
	SEC1-SC

	SP-060051
	33.220
	0084
	-
	7.2.0
	Rel-7
	Restricting the TLS CipherSuites in Annex E and cleanup of references
	approved
	A
	7.3.0
	SEC1-SC

	SP-060061
	33.220
	0085
	-
	7.2.0
	Rel-7
	Clarifications of requirement
	approved
	F
	7.3.0
	SEC7-2GGBA

	SP-060056
	33.220
	0086
	-
	6.7.0
	Rel-6
	GBA keys handling and UICC presence detection
	approved
	F
	6.8.0
	TEI

	SP-060056
	33.220
	0087
	-
	7.2.0
	Rel-7
	GBA keys handling and UICC presence detection
	approved
	A
	7.3.0
	TEI

	SP-060049
	33.220
	0088
	-
	6.7.0
	Rel-6
	Clarify the confusion of the useof NAF-ID and FQDN
	approved
	F
	6.8.0
	(SEC1)  (GAAext)

	SP-060049
	33.220
	0089
	-
	7.2.0
	Rel-7
	Clarify the confusion of the useof NAF-ID and FQDN
	approved
	A
	7.3.0
	(SEC1)  (GAAext)

	SP-060061
	33.220
	0090
	-
	7.2.0
	Rel-7
	key derivation clarifications
	approved
	F
	7.3.0
	SEC7-GAA2 (GAAExt)

	SP-060061
	33.220
	0091
	-
	7.2.0
	Rel-7
	Use of SIM for a Ua application
	approved
	F
	7.3.0
	SEC7-GAA2 (GAAExt)

	SP-060053
	33.221
	0007
	-
	6.2.0
	Rel-6
	Update PSK TLS Reference
	approved
	F
	6.3.0
	SEC1-SC

	SP-060054
	33.222
	0024
	-
	6.5.0
	Rel-6
	Update PSK TLS Reference
	approved
	F
	6.6.0
	SEC1-SC

	SP-060054
	33.222
	0025
	-
	7.0.0
	Rel-7
	Update PSK TLS Reference
	approved
	A
	7.1.0
	SEC7-GAA2 (GAAExt)

	SP-060047
	33.234
	0073
	-
	6.7.0
	Rel-6
	Correction of  the incorrect statement in Tunnel fast re-authentication and authorization
	approved
	F
	6.8.0
	WLAN

	SP-060047
	33.234
	0074
	-
	6.7.0
	Rel-6
	updating the reference
	approved
	F
	6.8.0
	WLAN

	SP-060058
	33.234
	0075
	-
	6.7.0
	Rel-7
	Addition of in-band OCSP support
	approved
	C
	7.0.0
	WLAN

	SP-060047
	33.234
	0076
	-
	6.7.0
	Rel-6
	Correction to authentication information retrieval between 3GPP AAA Server and HSS
	approved
	F
	6.8.0
	WLAN

	SP-060048
	33.246
	0083
	-
	6.5.0
	Rel-6
	Handling unknown MIKEY payloads in MGV-F
	approved
	F
	6.6.0
	MBMS

	SP-060048
	33.246
	0084
	-
	6.5.0
	Rel-6
	Clarification of MTK ID reset in MSK update
	approved
	F
	6.6.0
	MBMS

	SP-060062
	33.919
	0004
	-
	6.2.0
	Rel-7
	Add a text to include the 2G_GBA scenario
	revised
	F
	
	SEC7-GAA2

	SP-060218
	33.919
	0004
	1
	6.2.0
	Rel-7
	Add a text to include the 2G_GBA scenario
	approved
	F
	7.0.0
	SEC7-GAA2

	SP-060069
	33.919
	0005
	-
	6.2.0
	Rel-7
	Correction of some editorial errors
	approved
	D
	7.0.0
	TEI7

	SP-060055
	33.978
	0013
	-
	6.3.0
	Rel-6
	Missing User-Identity AVP in PNR
	approved
	F
	6.4.0
	SEC-IMS

	SP-060046
	43.020
	0007
	-
	4.0.0
	Rel-4
	Recommendation not to support A5/2 in new terminals
	approved
	A
	4.1.0
	SEC1

	SP-060046
	43.020
	0008
	-
	5.0.0
	Rel-5
	Recommendation not to support A5/2 in new terminals
	approved
	A
	5.1.0
	SEC1

	SP-060050
	43.020
	0009
	-
	6.2.0
	Rel-6
	Correction of a reference
	approved
	F
	6.3.0
	SEC1

	SP-060057
	55.205
	0002
	-
	6.1.0
	Rel-6
	Clarifying the Bit/Byte ordering and symbols for GSM-MILENAGE example algorithm
	approved
	F
	6.2.0
	TEI6 (Security)


E.4
CRs from SA WG4

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-060008
	26.103
	0037
	-
	6.1.0
	Rel-6
	3G-324.M2 Codec for Indication of Network-Initiated Service Change
	approved
	F
	6.2.0
	SCUDIF

	SP-060009
	26.140
	0012
	1
	6.2.0
	Rel-6
	Addition of a reference to TR 26.936
	approved
	F
	6.3.0
	PSSrel6

	SP-060009
	26.141
	0004
	1
	6.2.0
	Rel-6
	Addition of a reference to TR 26.936
	approved
	F
	6.3.0
	PSSrel6

	SP-060009
	26.141
	0005
	1
	7.0.0
	Rel-7
	Addition of a reference to TR 26.936
	approved
	A
	7.1.0
	PSSrel6

	SP-060010
	26.234
	0090
	1
	6.6.0
	Rel-6
	Clarification on the use of Target Time in 3GPP Adaptation Header
	approved
	F
	6.7.0
	PSSrel6-Stage3

	SP-060010
	26.234
	0092
	-
	6.6.0
	Rel-6
	Correction of references and PSS capability vocabulary
	approved
	F
	6.7.0
	PSSrel6-Stage3

	SP-060010
	26.234
	0093
	1
	6.6.0
	Rel-6
	Addition of a reference to TR 26.936
	approved
	F
	6.7.0
	PSSrel6-Stage3

	SP-060010
	26.234
	0094
	-
	6.6.0
	Rel-6
	Correction of SDP attribute definition for asset information
	approved
	F
	6.7.0
	PSSrel6-Stage3

	SP-060011
	26.235
	0015
	2
	7.0.0
	Rel-7
	Update of a RFC on real time text
	revised
	F
	
	TEI7

	SP-060219
	26.235
	0015
	3
	7.0.0
	Rel-7
	Update of a RFC on real time text
	approved
	F
	7.1.0
	TEI7

	SP-060011
	26.236
	0019
	2
	6.4.0
	Rel-7
	Update of a RFC on real time text and DSR codec
	revised
	F
	
	TEI7

	SP-060219
	26.236
	0019
	3
	6.4.0
	Rel-7
	Update of a RFC on real time text and DSR codec
	approved
	F
	7.0.0
	TEI7

	SP-060012
	26.273
	0014
	-
	6.3.0
	Rel-6
	Correction to end-of-file logic and  initialisation in AMR-WB modes
	approved
	F
	6.4.0
	AMRWB+

	SP-060012
	26.273
	0015
	-
	6.3.0
	Rel-6
	Correction to unnecessary look ahead in encoder
	approved
	F
	6.4.0
	AMRWB+

	SP-060012
	26.273
	0016
	-
	6.3.0
	Rel-6
	Correction to memory initialization and memory overwrite when switching between AMR-WB and AMR-WB+ modes
	approved
	F
	6.4.0
	AMRWB+

	SP-060012
	26.274
	0003
	-
	6.2.0
	Rel-6
	Update of test vectors in consequence of CR 0015 to 26.273 and CR 0037 to 26.304
	approved
	F
	6.3.0
	AMRWB+

	SP-060012
	26.304
	0036
	-
	6.4.0
	Rel-6
	Correction to end-of-file logic and  initialisation in AMR-WB modes
	approved
	F
	6.5.0
	AMRWB+

	SP-060012
	26.304
	0037
	-
	6.4.0
	Rel-6
	Correction to unnecessary look ahead in encoder
	approved
	F
	6.5.0
	AMRWB+

	SP-060012
	26.304
	0038
	-
	6.4.0
	Rel-6
	Correction to memory initialization and memory overwrite when switching between AMR-WB and AMR-WB+ modes
	approved
	F
	6.5.0
	AMRWB+

	SP-060012
	26.304
	0039
	-
	6.4.0
	Rel-6
	Correction to VC 6.0 compilation warnings
	approved
	F
	6.5.0
	AMRWB+

	SP-060014
	26.346
	0041
	-
	6.3.0
	Rel-6
	Sender Current Time (SCT) and Expected Residual Time (ERT) Header Fields
	approved
	F
	6.4.0
	MBMS-TSMBMS

	SP-060014
	26.346
	0042
	-
	6.3.0
	Rel-6
	FEC-OTI-FEC-Instance-ID support in MBMS
	approved
	F
	6.4.0
	MBMS-TSMBMS

	SP-060014
	26.346
	0043
	2
	6.3.0
	Rel-6
	Update of AMR-WB+ RFC reference
	approved
	F
	6.4.0
	MBMS-TSMBMS

	SP-060014
	26.346
	0045
	1
	6.3.0
	Rel-6
	Handling several Response Codes in one response message
	approved
	F
	6.4.0
	MBMS-TSMBMS

	SP-060014
	26.346
	0046
	1
	6.3.0
	Rel-6
	Addition of a reference to TR 26.936
	approved
	F
	6.4.0
	MBMS-TSMBMS

	SP-060013
	26.406
	0002
	-
	6.1.0
	Rel-6
	Correction to Enhanced aacPlus Decoder conformance: replacement of one test-vector
	approved
	F
	6.2.0
	PSSrel6

	SP-060013
	26.410
	0031
	-
	6.5.0
	Rel-6
	Correction to C-code: encoder switch is wrong
	approved
	F
	6.6.0
	PSSrel6

	SP-060015
	26.936
	0001
	1
	6.0.1
	Rel-6
	Clean-up of TR 26.936
	approved
	F
	6.1.0
	PSSrel6


E.5
CRs from SA WG5

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
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	SP-060100
	32.101
	0027
	-
	6.1.0
	Rel-7
	Inclusion of Service Level Tracing Management
	approved
	B
	7.0.0
	OAM7-Trace

	SP-060100
	32.101
	0028
	-
	6.1.0
	Rel-6
	Remove misleading text associated with the use of IRP for trace management in Rel-6
	approved
	F
	6.2.0
	OAM-Trace

	SP-060099
	32.101
	0029
	-
	6.1.0
	Rel-7
	Extention/Generalization of the IRP definition and concept
	approved
	C
	7.0.0
	OAM7-NIM-NGN

	SP-060099
	32.102
	0038
	-
	6.3.0
	Rel-7
	Extention/Generalization of the IRP definition and concept
	approved
	C
	7.0.0
	OAM7-NIM-NGN

	SP-060089
	32.111-2
	0048
	-
	6.6.0
	Rel-6
	Correct the use of RDN in notifyAlarmListRebuilt and correct mapping table based on template
	approved
	F
	6.7.0
	OAM-NIM

	SP-060094
	32.111-2
	0049
	-
	6.6.0
	Rel-6
	Correct the vendor specific usage of additional Information field
	approved
	F
	6.7.0
	OAM-NIM

	SP-060098
	32.150
	0005
	-
	6.4.0
	Rel-6
	Correction to Conditional qualifiers
	approved
	F
	6.5.0
	OAM-NIM

	SP-060099
	32.150
	0006
	-
	6.4.0
	Rel-7
	Extention/Generalization of the IRP definition and concept
	approved
	C
	7.0.0
	OAM7-NIM-NGN

	SP-060098
	32.151
	0002
	-
	6.1.1
	Rel-6
	Correction to Conditional qualifiers
	approved
	F
	6.2.0
	OAM-NIM

	SP-060092
	32.172
	0005
	-
	6.2.0
	Rel-6
	Remove duplicate attributes in the Information Service (IS)
	approved
	F
	6.3.0
	SuM

	SP-060092
	32.175
	0002
	-
	6.1.0
	Rel-6
	Remove duplicate attributes in XML Schema
	approved
	F
	6.2.0
	SuM

	SP-060074
	32.225
	0045
	-
	5.10.1
	Rel-5
	Correction of Acct-Application-Id AVP value - Align with IETF RFC 3588
	approved
	F
	5.11.0
	OAM-CH

	SP-060078
	32.250
	0007
	-
	6.3.0
	Rel-6
	Correction on service change indication (SCUDIF) - Align with 22.115, 23.172
	approved
	F
	6.4.0
	SCUDIF

	SP-060081
	32.251
	0029
	-
	6.5.0
	Rel-6
	Correction of User-Name AVP
	approved
	F
	6.6.0
	IMS2-CH

	SP-060077
	32.251
	0030
	-
	6.5.0
	Rel-6
	Correction of G-CDR and PDP context online charging
	approved
	F
	6.6.0
	CH-BC

	SP-060077
	32.251
	0031
	-
	6.5.0
	Rel-6
	Align reporting at Service Level with 23.125
	approved
	F
	6.6.0
	CH-BC

	SP-060077
	32.251
	0032
	-
	6.5.0
	Rel-6
	Correction to PS-Information AVP
	approved
	F
	6.6.0
	CH-BC

	SP-060077
	32.251
	0033
	-
	6.5.0
	Rel-6
	Triggering for Service Data flow reporting in FBC
	approved
	F
	6.6.0
	CH-BC

	SP-060081
	32.260
	0013
	-
	6.4.0
	Rel-6
	Correction to Inter Operator Identifier (IOI) occurrences in S-CSCF CDR
	approved
	F
	6.5.0
	IMS2-CH

	SP-060082
	32.260
	0014
	-
	6.4.0
	Rel-6
	Correction of ACR-CDR generation conditions - Align with IETF RFC 3515
	approved
	F
	6.5.0
	IMS2-CH

	SP-060082
	32.260
	0015
	-
	6.4.0
	Rel-6
	Removal of ACID (Application Charging ID) - not relevant for Rel-6
	approved
	F
	6.5.0
	IMS2-CH

	SP-060081
	32.260
	0016
	-
	6.4.0
	Rel-6
	Correction of User-Name AVP - Align with 32.299
	approved
	F
	6.5.0
	IMS2-CH

	SP-060082
	32.260
	0017
	-
	6.4.0
	Rel-6
	Corrections of online charging (Ro) triggers
	approved
	F
	6.5.0
	IMS2-CH

	SP-060082
	32.260
	0018
	-
	6.4.0
	Rel-6
	Correction to List of Session Description Protocol (SDP) Media Components parameter in IMS CDRs
	approved
	F
	6.5.0
	IMS2-CH

	SP-060082
	32.260
	0019
	-
	6.4.0
	Rel-6
	Correction of List of Session Description Protocol (SDP) Media Components parameter in IMS CDRs
	approved
	F
	6.5.0
	IMS2-CH

	SP-060081
	32.260
	0020
	-
	6.4.0
	Rel-6
	Correction of SIP timestamps
	approved
	F
	6.5.0
	IMS2-CH

	SP-060085
	32.270
	0017
	-
	6.5.0
	Rel-6
	Correct the use of Immediate Event Charging (IEC) as an online charging principle for MMS - Align with 32.299
	approved
	F
	6.6.0
	MMS6-CH

	SP-060087
	32.272
	0009
	-
	6.2.0
	Rel-6
	Correction to charging on the number of participants in a PoC session
	approved
	F
	6.3.0
	PoC-CH

	SP-060087
	32.272
	0010
	-
	6.2.0
	Rel-6
	Correction to PoC charging correlation between the different servers
	approved
	F
	6.3.0
	PoC-CH

	SP-060083
	32.273
	0004
	-
	6.2.0
	Rel-6
	Correction to MBMS behaviour as a result of OCS controlled service termination
	approved
	F
	6.3.0
	MBMS-CH

	SP-060081
	32.298
	0021
	-
	6.2.0
	Rel-6
	Correction to IOI occurrences in IOI field description
	approved
	F
	6.3.0
	IMS2-CH

	SP-060077
	32.298
	0022
	-
	6.2.0
	Rel-6
	Correction to the service data ASN.1 definition
	approved
	F
	6.3.0
	CH-BC

	SP-060077
	32.298
	0023
	-
	6.2.0
	Rel-6
	Correction to transfer of Charging Characteristics
	approved
	F
	6.3.0
	CH-BC

	SP-060082
	32.298
	0024
	-
	6.2.0
	Rel-6
	Correction to List of Session Description Protocol (SDP) Media Components parameter
	approved
	F
	6.3.0
	IMS2-CH

	SP-060082
	32.298
	0025
	-
	6.2.0
	Rel-6
	Corrections to ASN.1 definitions of IMS CDRs parameters
	approved
	F
	6.3.0
	IMS2-CH

	SP-060082
	32.298
	0026
	-
	6.2.0
	Rel-6
	Correction to the definition of Record Type parameter for IMS - Align with 32.260
	approved
	F
	6.3.0
	IMS2-CH

	SP-060082
	32.298
	0027
	-
	6.2.0
	Rel-6
	Correction to List of Session Description Protocol (SDP) Media Components parameter ASN.1 definitions of IMS CDRs
	approved
	F
	6.3.0
	IMS2-CH

	SP-060081
	32.298
	0028
	-
	6.2.0
	Rel-6
	Correction to Calling-Party-Address
	approved
	F
	6.3.0
	IMS2-CH

	SP-060077
	32.298
	0029
	-
	6.2.0
	Rel-6
	Correction of G-CDR
	approved
	F
	6.3.0
	CH-BC

	SP-060076
	32.298
	0030
	-
	6.2.0
	Rel-6
	Correction to PS-Furnish-Charging-Information parameter at service level in eGCDRs - Align with 32.251
	approved
	F
	6.3.0
	CH-BC

	SP-060078
	32.298
	0031
	-
	6.2.0
	Rel-6
	Correction on service change indication (SCUDIF) - Align with 22.115, 23.172
	approved
	F
	6.3.0
	SCUDIF

	SP-060080
	32.299
	0032
	-
	6.5.0
	Rel-6
	Alignment on Message Body occurrences in ACR
	approved
	F
	6.6.0
	IMS2-CH

	SP-060079
	32.299
	0033
	-
	6.5.0
	Rel-6
	Corrections for charging procedures description
	approved
	F
	6.6.0
	CH

	SP-060079
	32.299
	0034
	-
	6.5.0
	Rel-6
	Correction to session termination and overload protection
	approved
	F
	6.6.0
	CH

	SP-060079
	32.299
	0035
	-
	6.5.0
	Rel-6
	Correction to Re-authorization Request
	approved
	F
	6.6.0
	CH

	SP-060084
	32.299
	0036
	-
	6.5.0
	Rel-6
	Align MBMS AVPs with 29.061
	approved
	F
	6.6.0
	MBMS-CH

	SP-060079
	32.299
	0037
	-
	6.5.0
	Rel-6
	Corrections to LCS AVPs and to Diameter application
	approved
	F
	6.6.0
	CH

	SP-060079
	32.299
	0038
	-
	6.5.0
	Rel-6
	Correction to usage of Event Charging with Unit Reservation (ECUR)
	approved
	F
	6.6.0
	CH

	SP-060079
	32.299
	0039
	-
	6.5.0
	Rel-6
	Corrections of the usage of AVPs in CCR/CCA messages
	approved
	F
	6.6.0
	CH

	SP-060079
	32.299
	0040
	-
	6.5.0
	Rel-6
	Corrections to online charging description
	approved
	F
	6.6.0
	CH

	SP-060079
	32.299
	0041
	-
	6.5.0
	Rel-6
	Correction to bindings for offline charging
	approved
	F
	6.6.0
	CH

	SP-060079
	32.299
	0042
	-
	6.5.0
	Rel-6
	Correction to bindings for online charging
	approved
	F
	6.6.0
	CH

	SP-060086
	32.299
	0043
	-
	6.5.0
	Rel-6
	Add missing AVP codes for MMS Online charging
	approved
	F
	6.6.0
	MMS6-CH

	SP-060087
	32.299
	0044
	-
	6.5.0
	Rel-6
	Add missing AVP code definitions for PoC charging
	approved
	F
	6.6.0
	PoC-CH

	SP-060081
	32.299
	0045
	-
	6.5.0
	Rel-6
	Correction to Inter Operator Identifier (IOI) occurrences in ACcounting Request (ACR)
	approved
	F
	6.6.0
	IMS2-CH

	SP-060088
	32.299
	0046
	-
	6.5.0
	Rel-6
	Correction to AVP code definitions for WLAN charging
	approved
	F
	6.6.0
	WLAN-CH

	SP-060080
	32.299
	0047
	-
	6.5.0
	Rel-6
	Correction of AVP type of Content-Length AVP
	approved
	F
	6.6.0
	IMS2-CH

	SP-060080
	32.299
	0048
	-
	6.5.0
	Rel-6
	Correction of AVP Code - Align with IETF RFC 3588 and RFC 4006
	approved
	F
	6.6.0
	IMS2-CH

	SP-060079
	32.299
	0049
	-
	6.5.0
	Rel-6
	Correction on threshold reauthorisation trigger for service specific units
	approved
	F
	6.6.0
	CH

	SP-060079
	32.299
	0050
	-
	7.0.0
	Rel-7
	Corrections to LCS AVPs and to Diameter application
	approved
	A
	7.1.0
	CH

	SP-060079
	32.299
	0051
	-
	7.0.0
	Rel-7
	Correction on threshold reauthorisation trigger for service specific units
	approved
	A
	7.1.0
	CH

	SP-060084
	32.299
	0052
	-
	7.0.0
	Rel-7
	Alignment of MBMS AVPs with 29.061
	approved
	A
	7.1.0
	MBMS-CH

	SP-060079
	32.299
	0053
	-
	7.0.0
	Rel-7
	Correction to usage of Event Charging with Unit Reservation (ECUR)
	approved
	A
	7.1.0
	CH

	SP-060079
	32.299
	0054
	-
	7.0.0
	Rel-7
	Corrections of the usage of AVPs in CCR/CCA messages
	approved
	A
	7.1.0
	CH

	SP-060079
	32.299
	0055
	-
	7.0.0
	Rel-7
	Corrections to online charging description
	approved
	A
	7.1.0
	CH

	SP-060079
	32.299
	0056
	-
	6.5.0
	Rel-6
	Consistent use of the Event-Timestamp AVP in the CCR message
	approved
	F
	6.6.0
	CH

	SP-060079
	32.299
	0057
	-
	7.0.0
	Rel-7
	Consistent use of the Event-Timestamp AVP in the CCR message
	approved
	A
	7.1.0
	CH

	SP-060079
	32.299
	0058
	-
	7.0.0
	Rel-7
	Correction to bindings for offline charging
	approved
	A
	7.1.0
	CH

	SP-060079
	32.299
	0059
	-
	7.0.0
	Rel-7
	Correction to bindings for online charging
	approved
	A
	7.1.0
	CH

	SP-060086
	32.299
	0060
	-
	7.0.0
	Rel-7
	Add missing AVP codes for MMS Online charging
	approved
	A
	7.1.0
	MMS6-CH

	SP-060087
	32.299
	0061
	-
	7.0.0
	Rel-7
	Add missing AVP code definitions for PoC charging
	approved
	A
	7.1.0
	PoC-CH

	SP-060079
	32.299
	0062
	-
	6.5.0
	Rel-6
	Alignment on credit pooling with 32.240
	approved
	F
	6.6.0
	CH

	SP-060079
	32.299
	0063
	-
	7.0.0
	Rel-7
	Alignment on credit pooling with 32.240
	approved
	A
	7.1.0
	CH

	SP-060079
	32.299
	0064
	-
	7.0.0
	Rel-7
	Corrections for charging procedures description
	approved
	A
	7.1.0
	CH

	SP-060079
	32.299
	0065
	-
	7.0.0
	Rel-7
	Correction to session termination and overload protection
	approved
	A
	7.1.0
	CH

	SP-060079
	32.299
	0066
	-
	7.0.0
	Rel-7
	Correction to Re-authorization Request
	approved
	A
	7.1.0
	CH

	SP-060080
	32.299
	0067
	-
	7.0.0
	Rel-7
	Correction of AVP Code - Align with IETF RFC 3588 and RFC 4006
	approved
	A
	7.1.0
	IMS2-CH

	SP-060079
	32.299
	0068
	-
	6.5.0
	Rel-6
	Consistent use of the Cost-Information AVP in the CCA message
	approved
	F
	6.6.0
	CH

	SP-060079
	32.299
	0069
	-
	7.0.0
	Rel-7
	Consistent use of the Cost-Information AVP in the CCA message
	approved
	A
	7.1.0
	CH

	SP-060080
	32.299
	0070
	-
	7.0.0
	Rel-7
	Correction of AVP type of Content-Length AVP
	approved
	A
	7.1.0
	IMS2-CH

	SP-060080
	32.299
	0071
	-
	6.5.0
	Rel-6
	Correction of AVP code definitions for IMS charging - Align with IETF RFC 3261
	approved
	F
	6.6.0
	IMS2-CH

	SP-060080
	32.299
	0072
	-
	7.0.0
	Rel-7
	Correction of AVP code definitions for IMS charging - Align with IETF RFC 3261
	approved
	A
	7.1.0
	IMS2-CH

	SP-060080
	32.299
	0073
	-
	6.5.0
	Rel-6
	Corection to Cause-Code AVP type - Align with IETF RFC 3588
	approved
	F
	6.6.0
	IMS2-CH

	SP-060080
	32.299
	0074
	-
	7.0.0
	Rel-7
	Correction to Cause-Code AVP type - Align with IETF RFC 3588
	approved
	A
	7.1.0
	IMS2-CH

	SP-060080
	32.299
	0075
	-
	6.5.0
	Rel-6
	Correction of timestamp data types - Align with RFC 3588
	approved
	F
	6.6.0
	IMS2-CH

	SP-060080
	32.299
	0076
	-
	7.0.0
	Rel-7
	Correction of timestamp data types- Align with RFC 3588
	approved
	A
	7.1.0
	IMS2-CH

	SP-060081
	32.299
	0077
	-
	6.5.0
	Rel-6
	Correction of User-Name AVP
	approved
	F
	6.6.0
	IMS2-CH

	SP-060081
	32.299
	0078
	-
	7.0.0
	Rel-7
	Correction of User-Name AVP
	approved
	A
	7.1.0
	IMS2-CH

	SP-060080
	32.299
	0079
	-
	6.5.0
	Rel-6
	Correction of Terminating Inter Operator Identifier (IOI) AVP
	approved
	F
	6.6.0
	IMS2-CH

	SP-060080
	32.299
	0080
	-
	7.0.0
	Rel-7
	Correction of Terminating Inter Operator Identifier (IOI) AVP
	approved
	A
	7.1.0
	IMS2-CH

	SP-060080
	32.299
	0081
	-
	6.5.0
	Rel-6
	Correction of Multiple Service Indicator - Align with IETF RFC 4006
	approved
	F
	6.6.0
	IMS2-CH

	SP-060080
	32.299
	0082
	-
	7.0.0
	Rel-7
	Correction of Multiple Service Indicator - Align with IETF RFC 4006
	approved
	A
	7.1.0
	IMS2-CH

	SP-060081
	32.299
	0083
	-
	6.5.0
	Rel-6
	Correction of SIP timestamps
	approved
	F
	6.6.0
	IMS2-CH

	SP-060081
	32.299
	0084
	-
	7.0.0
	Rel-7
	Correction of SIP timestamps
	approved
	A
	7.1.0
	IMS2-CH

	SP-060081
	32.299
	0085
	-
	6.5.0
	Rel-6
	Correction to Calling-Party-Address AVP description
	approved
	F
	6.6.0
	IMS2-CH

	SP-060081
	32.299
	0086
	-
	7.0.0
	Rel-7
	Correction to Calling-Party-Address AVP description
	approved
	A
	7.1.0
	IMS2-CH

	SP-060080
	32.299
	0087
	-
	7.0.0
	Rel-7
	Alignment on Message Body occurrences in ACR
	approved
	A
	7.1.0
	IMS2-CH

	SP-060081
	32.299
	0088
	-
	7.0.0
	Rel-7
	Correction to Inter Operator Identifier (IOI) occurrences in ACcounting Request (ACR)
	approved
	A
	7.1.0
	IMS2-CH

	SP-060088
	32.299
	0089
	-
	7.0.0
	Rel-7
	Correction to AVP code definitions for WLAN charging
	approved
	A
	7.1.0
	WLAN-CH

	SP-060075
	32.299
	0090
	-
	6.5.0
	Rel-6
	Alignment of PS AVPs with 32.251
	approved
	F
	6.6.0
	CH-BC

	SP-060075
	32.299
	0091
	-
	7.0.0
	Rel-7
	Alignment of PS AVPs with 32.251
	approved
	A
	7.1.0
	CH-BC

	SP-060076
	32.299
	0092
	-
	6.5.0
	Rel-6
	Correction to PS-Furnish-Charging-Information (FCI) AVP at MSCC level
	approved
	F
	6.6.0
	CH-BC

	SP-060076
	32.299
	0093
	-
	7.0.0
	Rel-7
	Correction to PS-Furnish-Charging-Information AVP at MSCC level
	approved
	A
	7.1.0
	CH-BC

	SP-060075
	32.299
	0094
	-
	6.5.0
	Rel-6
	Align Service Identifier Type with IETF RFC 4006
	approved
	F
	6.6.0
	CH-BC

	SP-060075
	32.299
	0095
	-
	7.0.0
	Rel-7
	Align Service Identifier Type with IETF RFC 4006
	approved
	A
	7.1.0
	CH-BC

	SP-060080
	32.299
	0096
	-
	6.5.0
	Rel-6
	Correction to Diameter AVPs table assignments - Align with IETF RFC 3588
	approved
	F
	6.6.0
	IMS2-CH

	SP-060080
	32.299
	0097
	-
	7.0.0
	Rel-7
	Correction to Diameter AVPs table assignments - Align with IETF RFC 3588
	approved
	A
	7.1.0
	IMS2-CH

	SP-060087
	32.299
	0098
	-
	6.5.0
	Rel-6
	Correction to re-authorisation on a change in the number of participants in a PoC session
	approved
	F
	6.6.0
	PoC-CH

	SP-060087
	32.299
	0099
	-
	7.0.0
	Rel-7
	Correction to re-authorisation on a change in the number of participants in a PoC session
	approved
	A
	7.1.0
	PoC-CH

	SP-060087
	32.299
	0100
	-
	6.5.0
	Rel-6
	Correction to PoC charging correlation between the different servers
	approved
	F
	6.6.0
	PoC-CH

	SP-060087
	32.299
	0101
	-
	7.0.0
	Rel-7
	Correction to PoC charging correlation between the different servers
	approved
	A
	7.1.0
	PoC-CH

	SP-060089
	32.302
	0009
	-
	6.2.1
	Rel-6
	Correct the use/meaning of systemDN in notification header
	approved
	F
	6.3.0
	OAM-NIM

	SP-060090
	32.305
	0001
	-
	6.0.0
	Rel-6
	Correct the definition of Notification in XSD
	approved
	F
	6.1.0
	OAM-NIM

	SP-060089
	32.322
	0003
	-
	6.1.0
	Rel-6
	Update mapping table to use defined filter qualifier
	approved
	F
	6.2.0
	OAM-NIM

	SP-060089
	32.323
	0004
	-
	6.2.0
	Rel-6
	Correct case sensitive parameter name
	approved
	F
	6.3.0
	OAM-NIM

	SP-060091
	32.332
	0003
	-
	6.1.0
	Rel-6
	Add invocationId output parameter of exportLogRecords operation
	approved
	F
	6.2.0
	OAM-NIM

	SP-060089
	32.332
	0004
	-
	6.1.0
	Rel-6
	Correct ambiguity of object class and object instance usage in notification
	approved
	F
	6.2.0
	OAM-NIM

	SP-060091
	32.333
	0001
	-
	6.0.1
	Rel-6
	Correction of CORBA IDL compile errors
	approved
	F
	6.1.0
	OAM-NIM

	SP-060091
	32.333
	0002
	-
	6.0.1
	Rel-6
	Change output parameter fileLocation of exportLogRecord operation to be invocationId - Align with 32.332 (IS)
	approved
	F
	6.1.0
	OAM-NIM

	SP-060089
	32.333
	0003
	-
	6.0.1
	Rel-6
	Use correct case for case sensitive parameter name
	approved
	F
	6.1.0
	OAM-NIM

	SP-060091
	32.335
	0001
	-
	6.0.0
	Rel-6
	Correct a validating error in notificationLog.xsd
	approved
	F
	6.1.0
	OAM-NIM

	SP-060089
	32.342
	0002
	-
	6.1.0
	Rel-6
	Correct ambiguity of object class and object instance usage in notification
	approved
	F
	6.2.0
	OAM-NIM

	SP-060093
	32.352
	0002
	-
	6.1.0
	Rel-6
	"Correct the name of attribute ""hearbeatperiod"""
	approved
	F
	6.2.0
	OAM-NIM

	SP-060089
	32.352
	0003
	-
	6.1.0
	Rel-6
	Update referenced list to include specification referenced
	approved
	F
	6.2.0
	OAM-NIM

	SP-060093
	32.353
	0005
	-
	6.3.0
	Rel-6
	"Correct the name of attribute ""hearbeatPeriod"" - Align with 32.352"
	approved
	F
	6.4.0
	OAM-NIM

	SP-060089
	32.362
	0004
	-
	6.3.0
	Rel-6
	Correct semantics of notification object class and object instance in Comment
	approved
	F
	6.4.0
	OAM-NIM

	SP-060089
	32.412
	0012
	-
	6.5.0
	Rel-6
	Correct the misleading 'matching information' for object class and object instance in notifications
	approved
	F
	6.6.0
	OAM-NIM

	SP-060100
	32.421
	0012
	-
	7.0.0
	Rel-7
	Introduction of Service Level Tracing for IMS
	approved
	B
	7.1.0
	OAM7-Trace

	SP-060106
	32.435
	0004
	-
	6.1.0
	Rel-6
	Correct fileFormatVersion, namespace and link
	approved
	F
	6.2.0
	OAM-NIM

	SP-060106
	32.436
	0001
	-
	6.0.0
	Rel-6
	Remove Explicit Tagging from the PM File Format Definition (FFD)
	approved
	F
	6.1.0
	OAM-PM

	SP-060103
	32.633
	0014
	-
	6.2.0
	Rel-6
	Name correction of BgcfFunction - Align with 32.632 Information Service (IS)
	approved
	F
	6.3.0
	OAM-NIM

	SP-060102
	32.642
	0036
	-
	6.5.0
	Rel-6
	Correct relationships for external Information Object Classes (IOCs)
	approved
	F
	6.6.0
	OAM-NIM

	SP-060102
	32.645
	0026
	-
	6.6.0
	Rel-6
	Correct relationships for External Information Object Classes (IOCs) - Align with 32.642 Information Service (IS)
	approved
	F
	6.7.0
	OAM-NIM

	SP-060105
	32.654
	0011
	-
	6.0.0
	Rel-6
	Add missing name containment relationship - Align with 32.652 Information Service (IS)
	approved
	F
	6.1.0
	OAM-NIM

	SP-060089
	32.662
	0010
	-
	6.5.0
	Rel-6
	Use defined filter qualifier in mapping tables
	approved
	F
	6.6.0
	OAM-NIM

	SP-060089
	32.663
	0015
	-
	6.6.0
	Rel-6
	Correct case sensitive parameter name
	approved
	F
	6.7.0
	OAM-NIM

	SP-060101
	32.713
	0002
	-
	6.1.0
	Rel-6
	"Correct attribute ""aTMChannelTerminationPoint"" - Align with 32.712 Information Service (IS)"
	approved
	F
	6.2.0
	OAM-NIM

	SP-060104
	32.742
	0002
	-
	6.1.0
	Rel-6
	Correct the linkTpStatus definition
	approved
	F
	6.2.0
	OAM-NIM

	SP-060104
	32.743
	0002
	-
	6.1.0
	Rel-6
	Correct the linkTpStatus definition in CORBA SS
	approved
	F
	6.2.0
	OAM-NIM

	SP-060104
	32.745
	0003
	-
	6.1.0
	Rel-6
	Correct the linkTpStatus definition in XML
	approved
	F
	6.2.0
	OAM-NIM
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	SP-060167
	41.101
	0019
	-
	6.4.0
	Rel-6
	Correction to list of specs
	approved
	F
	6.5.0
	TEI6
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