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	In WLAN-AN-CDR, there is a parameter named Served PDP Address. 
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	1st Modified Section


6.1.3.1
CDR Field Types

The following Standard CDR content and format are considered:

· WLAN-AN-CDR generated based on information from the WLAN AN handled by 3GPP AAA Server.

· WLAN-PDG-CDR generated based on information from the PDG.

The content of each CDR type is defined in the tables 6.1.3.2.1 and 6.1.3.2.2. For each CDR type the field definition includes the field name, category and description. The CDF provides the CDRs at the Bw interface in the format and encoding described in 3GPP TS 32.298 [51]. Additional CDR formats and contents may be available at the interface to the billing system to meet the requirements of the billing system, these are outside of the scope of 3GPP standardisation.
	Next Modified Section


6.1.3.2.1
WLAN Direct IP Access CDR (WLAN-AN-CDR)

Editor's Note: this CDR should contain a WLAN-Radio-Container as defined in "WLAN Information".

Table 6.1.3.2.1 WLAN Direct IP Access CDR (WLAN-AN-CDR)
	Field
	Category
	Description

	Record Type
	M
	WLAN Direct IP Access CDR

	Record Sequence Number
	C
	Partial record sequence number. Only present in case of partial records

	Served IMSI
	M
	IMSI of the served party

	Served IMEI
	C
	The IMEI of the ME, if available

	Operator Name
	M
	Hot Spot Operator Name as defined in draft-ietf-geopriv-radius-lo-04 [405]

	Location Information
	C
	Location information regarding the hotspot operator as defined in draft-ietf-geopriv-radius-lo-04 [405]

	Location Type
	C
	

	Charging ID
	M
	Accounting Session-ID from WLAN AN

	NAS Port
	C
	NAS Port of WLAN AN

	NAS Port-Id
	C
	NAS Port-Id of WLAN AN

	NAS Port Type
	C
	NAS-Port-Type of WLAN AN

	NAS-IP address
	C
	IPv4 address of the hot-spot

	NAS-Ipv6 address
	C
	IPv6 address of the hot-spot

	Local IP Address
	OC
	Local IP address of the served IMSI, i.e. IPv4 or IPv6

	Data Volume Downlink
	C
	Downlink data volume for WLAN UE

	Data Volume Uplink
	C
	Uplink data volume for WLAN UE

	Record Opening Time
	M
	Time stamp when WLAN session is activated or record opening time on subsequent partial records

	Local Record Sequence Number
	OM
	Consecutive record number created by this node. The number is allocated sequentially including all CDR types

	Duration
	M
	Duration of this record

	Cause for Record Closing
	M
	The reason for closure of the record

	Node ID
	OM
	Name of the recording entity

	Record Extensions
	OC
	A set of network operator/manufacturer specific extensions to the record
Conditioned upon the existence of an extension
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