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	1st Modified Section


4.1.2.9
Service Level Tracing for IMS activation mechanisms

...
4.1.2.9.2
Trace session activation for non-registered UE

Figure 4.1.2.9.2.1 illustrates the sending of Trace Session activation towards the HSS, S-CSCF, I-CSCF, AS and 
P-CSCF during the registration of a UE with the IM CN SS. 

As described in 3GPP TS 23.228 [15] for the purposes of signalling flows the user is considered always to be roaming. For a user roaming in their home network, the home network shall perform the role of the visited network elements and the home network elements.

NOTE:
For detailed information of application level registration procedures for IMS see 3GPP TS 23.228 [15].
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Figure 4.1.2.9.2.1: Trace Session activation for non-registered user

When HSS receives Trace Session activation from its EM (Step 1), it shall update the user information associated with the user for whom the trace is to be applied (Step 2). The HSS shall store the received trace control and configuration parameters (Step 3). At this point a Trace Session shall be started in the HSS.
When the EM sends the Trace Session activation to the HSS it shall include the following trace and configuration parameters in the message:

· Public User Identity (i.e. Identity of user initiating/terminating the service to be traced) (M);
· Service identification (M);
· Trace reference (M);
· Triggering events for HSS (M)

· Trace depth for HSS (M)

· List of NE types (O)
· List of interfaces for HSS (O)

· Triggering events for S-CSCF (O), I-CSCF (O), P-CSCF (O), AS (O), BGCF (O), MRF (O), MGCF (O)

· Trace depth for S-CSCF (O), I-CSCF (O), P-CSCF (O), AS (O), BGCF (O), MRF (O), MGCF (O).

· List of interfaces for S-CSCF (O), I-CSCF (O), P-CSCF (O), AS (O), BGCF (O), MRF (O), MGCF (O)

As described in 3GPP TS 23.228 [15] when a UE registers with the network by sending a REGISTER message (Steps 4 to 10), the HSS sends Service Control (user and filter information) to the S-CSCF (Steps 11). It shall also propagate trace control and configuration parameters to the S-CSCF. At this point a Trace Session shall be started in the S-CSCF (Step 12).
When the HSS sends the Cx-Put-Response operation to the S-CSCF (see 3GPP TS 29.228 [16]) it shall include the following trace and configuration parameters:

· Public User Identity (i.e. Identity of user initiating/terminating the service to be traced) (M).

· Service identification (M).

· Trace reference (M).
· Triggering events for S-CSCF (M)

· Trace depth for S-CSCF (M)

· List of NE types (O)
· List of interfaces for S-CSCF (O)

· Triggering events for I-CSCF (O), P-CSCF (O), BGCF (O), MGCF (O)

· List of interfaces for I-CSCF (O), P-CSCF (O), BGCF (O), MGCF (O)

· Trace depth for I-CSCF (O), P-CSCF (O), BGCF (O), MGCF (O).

Editor’s Note: The sending of trace and configuration parameters as part of the Cx-Put-Response operation is for FFS by CT4.
As described in 3GPP TS 23.218 [14] on reception of a REGISTER request, the S-CSCF shall send a third-party REGISTER request to the Application Server if the registration request from the user matches a contained trigger as downloaded from the HSS (Step 13 and 14).

As described in 3GPP TS 29.328 [17] the Application Server shall request from the HSS information such as service and user related information. In this case, the HSS shall determine that a trace request for the user is active and shall return to the Application Server trace control and configuration parameters (Step 16). At this point a Trace Session shall be started in the AS (Step 17).

When the HSS sends the Sh-Pull-Response operation to the AS (see 3GPP TS 29.328 [17]) it shall include the following trace and configuration parameters:

· Public User Identity (i.e. Identity of user initiating/terminating the service to be traced) (M).

· Service identification (M).

· Trace reference (M).
· Triggering events for AS (M)

· Trace depth for AS (M)
· List of NE types (O)
· List of interfaces for AS (O)

· Triggering events for MRF (O)

· List of interfaces for MRF (O)

· Trace depth for MRF (O).

Editor’s Note: The sending of trace and configuration parameters as part of the Sh-Pull-Response operation is for FFS by CT4.

Upon successful registration the S-CSCF shall return a SIP 200 OK and shall propagate the received trace control and configuration parameters to the I-CSCF (Step 18). At this point a Trace Session shall be started in the I-CSCF (Step 19).

When the S-CSCF sends the 200 OK (Register) message to the I-CSCF (see 3GPP TS 24.228 [15]) it shall include the following trace and configuration parameters:

· Public User Identity (i.e. Identity of user initiating/terminating the service to be traced) (M).

· Service identification (M).

· Trace reference (M).
· Trace depth for I-CSCF (M)
· Triggering events for I-CSCF (M)

· List of NE types (O)
· List of interfaces for I-CSCF (O)

· Triggering events for P-CSCF (O)

· List of interfaces for P-CSCF (O)

· Trace depth for P-CSCF (O).
If the P-CSCF resides in the same (i.e. home IM CN SS) network as the I-CSCF, the I-CSCF forwards the SIP 200 OK and shall propagate the retrieved trace control and configuration parameters to the P-CSCF (Step 20). At this point a Trace Session shall be started in the P-CSCF (Step 21). 
When the I-CSCF sends the 200 OK (Register) message to the P-CSCF (see 3GPP TS 24.228 [15]) it shall include the following trace and configuration parameters:

· Public User Identity (i.e. Identity of user initiating/terminating the traced service) (M).

· Service identification (M).

· Trace reference (M).
· Trace depth for P-CSCF (M).

· Triggering events for P-CSCF (M)
· List of NE types (O)
· List of interfaces for P-CSCF (O)

If the P-CSCF resides in a different (i.e. visited IM CN SS) network as the I-CSCF, the I-CSCF forwards the SIP 200 OK and may propagate the retrieved trace control and configuration parameters to the P-CSCF. If the P-CSCF is in a different network than the I-CSCF and the sending of trace control and configuration parameters from the home IM CN SS to the visited IM CN SS is prohibited then the I-CSCF shall restrict the sending of the trace control and configuration parameters. 

The P-CSCF shall forward the SIP 200 OK to the UE. The P-CSCF shall not send the retrieved trace control and configuration parameters.

4.1.2.9.3
Trace session activation for a registered UE

Figure 4.1.2.9.3.1 illustrates the sending of Trace Session activation towards the HSS, S-CSCF, I-CSCF, AS and P-CSCF during the re-registration of a UE with the IM CN SS. 

As described in 3GPP TS 23.228 [15] periodic application level re-registration is initiated by the UE either to refresh an existing registration or in response to a change in the registration status of the UE. Re-registration follows the same process as that defined for registration of a non-registered user.


[image: image2.wmf]UE

I-CSCF

HSS

EM

P-CSCF

S-CSCF

4. REGISTER

5. REGISTER

6. Cx-Query

7. Cx-Query Resp.

8. REGISTER

9. Cx-Put/ Cx-Pull

10. Cx-Put/

Cx-Pull Resp.

18. 200 OK

(incl. Trace Session activation)

20. 200 OK

(incl. Trace Session activation)

22. 200 OK

3.Storing Trace Control &

Configuration parameters

12. Storing Trace Control &

Configuration parameters

19. Storing Trace Control &

Configuration parameters

21. Storing Trace Control &

Configuration parameters

AS

11. Service Control

(incl. Trace session activation)

2. Update of user’s

profile information

1. Trace Session Activation

17. Storing Trace

Control & Configuration

parameters

13. Third Party REGISTER

14. 200 OK

15. Sh-Pull

16. Sh-Pull Resp.

(incl. Trace Session Activation)


Figure 4.1.2.9.3.1: Trace Session activation for registered UE

When HSS receives Trace Session activation from its EM (Step 1), it shall update the user information associated with the user for whom the trace is to be applied (Step 2). The HSS shall store the received trace control and configuration parameters (Step 3). At this point a Trace Session shall be started in the HSS.
When the EM sends the Trace Session activation to the HSS it shall include the trace and configuration parameters as described in suclause 4.1.2.9.2.

Prior to expiry of the agreed registration timer, the UE initiates a re-registration by sending a REGISTER message. 
The subsequent steps of re-registration of the UE as described in 3GPP TS 23.228 [15] and the signalling flow steps as described in subclause 4.1.2.9.2 apply.

...
	End of modifications
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