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Annex A (normative):
Applicability of Supplementary Services to Telecommunication Services

Table A.1 gives the applicability of Supplementary Services to telecommunication services.

Table A.1/3GPP TS 22.004: Applicability of SSs to telecommunication services

SS
Telephony
Emergency Call
SMS PTP
SMS‑CB
Fax
cct Data
GPRS
Voice Group Services


TS11
TS12
TS21
TS22
TS 23
TS 6x
BS2x, BS3x
BS 70
TS 91
TS 92

eMLPP
Yes
Yes9



Yes
Yes

Yes
Yes

CD
Yes




Yes
Yes




CLIP
Yes




Yes
Yes




CLIR
Yes




Yes
Yes




COLP
Yes




Yes
Yes




COLR
Yes




Yes
Yes




CFU
Yes




Yes
Yes




CFB
Yes




Yes
Yes




CFNRy
Yes




Yes
Yes




CFNRc
Yes




Yes
Yes




CW1
Yes




Yes
Yes




HOLD2
Yes










MPTY
Yes










CUG
Yes




Yes
Yes




AoCI
Yes




Yes
Yes




AoCC
Yes




Yes
Yes




UUS
Yes




Yes
Yes




BAOC
Yes

Yes3
Yes

Yes
Yes

Yes11
Yes11

BOIC
Yes

Yes3
Yes

Yes
Yes




BOIC‑exHC
Yes

Yes3
Yes

Yes
Yes




BIC
Yes

Yes
Yes3

Yes
Yes




BIC‑Roam
Yes

Yes
Yes3

Yes
Yes




ECT
Yes










 CCBS
Yes




Yes
Yes

10
10

SPNP
Yes

Yes5
Yes5

Yes
Yes




CNAP
Yes

8
8




Yes3
Yes3

MSP
Yes

Yes
Yes

Yes
Yes




MC
Yes
Yes



Yes
Yes




NOTE 1:
The applicability of Call Waiting refers to the telecommunication service of the active call and not of the waiting call. The incoming, waiting, call may be of any kind.

NOTE 2:
If the served mobile subscriber has a call on hold, she may set up another call using the same or a different telecommunication service.

NOTE 3:
The SS is applicable, but generally will not be invoked.

NOTE 4:
For the purposes of applicability of supplementary services, the Alternate speech/unrestricted data (BS61) and speech followed by data (BS81) belong to the BS‑group of the equivalent data service.

NOTE 5:
Both the SMS service centre and the mobile destination can be reached by PNP numbers.

NOTE 6:
Void

NOTE 7:
Void.  

NOTE 8:
Applicability of SMS PTP to CNAP is for further study.

NOTE 9:
The network shall apply a specific or the default priority level to emergency calls. There is no possibility to change this priority by the subscriber.
Pre-emption of an on-going emergency call is not possible.

NOTE 10:

The CCBS supplementary service is only applicable for dispatchers. If a new terminating p-t-p call is set up to a dispatcher who is busy because of an active VGCS/VBS call, it should be possible to allow the calling subscriber to apply the CCBS service. If the dispatcher initiates a VGCS/VBS call and the called group/broadcast ID has been active, then the dispatcher should be connected to the ongoing VGCS/VBS call. For VGCS/VBS call to busy dispatcher, the CCBS is not applicable. For a detailed description see 3GPP TS 42.068 [26] and 3GPP TS 42.069 [27].

NOTE 11:
BAOC is applicable with the exception of high priority voice group calls/voice broadcast calls. 
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