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	1st Modified Section


6.6.4.2
Format


-
Use the TH style on the paragraph which contains the figure itself.

-
Maximum size for figures is 17 cm by 22 cm.

Where SDL, Program Code, ICS, or TTCN is included in figures it shall be prepared in accordance with annex I
	End of Modifications


For information only.
Annex I (normative):
Text containing SDL, program code, ICS and TTCN

I.1
SDL diagrams

Provide SDL diagrams in SDT binary files or, exceptionally, as CIF files when not using SDT.

When using SDT use the .ini file supplied on the 3GPP server.

Take into account the following when inserting SDL diagrams in Word documents 
-
Do not include SDL headers or footers.

I.2
Program code

Large volumes of program code, source code or formal description language shall be placed in a separate file.

I.3
Implementation Conformance Statement (ICS) proforma tables

(For further study.)
I.4
Tree and Tabular Combined Notation (TTCN)

Provide TTCN as a separate file.

Provide both Graphical Rendition (GR) and Machine Processable (MP) files.

The following text should be used for ATSs using TTCN. The subdivision is recommended.

This ATS has been produced using the Tree and Tabular Combined Notation (TTCN) according to ISO/IEC 9646‑3 [<x>].

The ATS was developed on a separate TTCN software tool and therefore the TTCN tables are not completely referenced in the table of contents. The ATS itself contains a test suite overview part which provides additional information and references.

<x1>
The TTCN Graphical form (TTCN.GR)

The TTCN.GR representation of this ATS is contained in a Portable Document Format file (<filename>.PDF contained in archive <filename>.ZIP) which accompanies the present document.

<x2>
The TTCN Machine Processable form (TTCN.MP)

The TTCN.MP representation corresponding to this ATS is contained in an ASCII file (<filename>.MP contained in archive <filename>.ZIP) which accompanies the present document.

NOTE:
According to ISO/IEC 9646‑3 [<x>], in case of a conflict in interpretation of the operational semantics of TTCN.GR and TTCN.MP, the operational semantics of the TTCN.GR representation takes precedence."
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