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	Reason for change:
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	The template specification of Common notifications for more than one IOC is not clear enough and does not cover all needed combinations in an efficient way.
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	Clarify the specification of Common notifications and improve the possibility to allow for all combinations, including exceptions and additional/specific notifications to the common ones.
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	Other comments:
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	Note: An important change of principle for the Common notifications is that compared to the current TS version, now subclause X.6 will not anymore define Common notifications which automatically apply to all IOCs in the IRP IS, but instead they are defined as a “library” to which each IOC subclause can refer to as applicable. Any additions or exceptions from that common list will then be specified per IOC, which is much clearer and also much more flexible.


	1st Modified Section


X.3.a.6
Notifications
The < Notifications> subclause, for this IOC, presents:

a) optionally, a reference to the common notifications defined in subclause X.6 as valid for this IOC, and
b) optionally, a list of notifications that shall be excluded from the list of common notifications (defined in subclause X.6) for this IOC (note: inherited notifications from the parent IOC(s) can not be excluded), and
c) optionally, a list of notifications applicable to this IOC, and which may or may not be defined in the common notifications in subclause X.6. 
The notifications identified in this subclause are notifications that can be emitted across the Itf-N, where the "object class" and "object instance" parameters of the notification header (see note 2) of these notifications identifies an instance of the IOC defined by the encapsulating subclause (i.e. clause X.3.a). 
The notifications identified in this subclause, may originate from implementation object(s) whose identifier is mapped in the implementation, to the object instance identifier used over the Itf-N. Hence the presence of notifications in this clause (i.e. clause X.3.a.6) does not imply nor identify those notifications as being originated from an instance of the IOC defined by the encapsulating subclause (i.e. clause X.3.a).

The information related to option c) above  is provided in a table. An example of such a table is given below:

	Name
	Qualifier
	Notes

	notifyCMSynchronizationRecommended
	O
	Example notification.


NOTE 1:
This subclause and table dos not need to be present when there are no notifications to define.

NOTE 2:
The notification header is defined in the notification IRP Information service TS 32.302 [7].

	Next Modified Section


X.6
Common Notifications
This <Common Notifications> subclause presents a list of notifications that can be referred to by any IOC defined by this IRP specification. These notifications are only applicable to IOCs referring  to this subclause in  subclause “X.3.a.6”. 



This information is provided in a table. An example of such a table is given below:

	Name
	Qualifier
	Notes

	
	
	

	notifyAttributeValueChange
	O
	Example common notification

	
	
	

	
	
	

	
	
	

	notifyObjectCreation
	O
	Example

	notifyObjectDeletion
	O
	Example


NOTE 1:
This subclause does not need to be present when there are no common notifications.
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