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	Reason for change:
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	TS 23.167 is related to IMS level and it needs to have a capability to reject anonymous emergency session. There is no reason to mixed/mingled this capability with the access layer. So there is no reason for that editor’s note in section 7.4

	
	

	Summary of change:
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	Remove this editor’s note – “For anonymous user that is not allowed to make emergency session establishment, should this checking be done by the access network and not in the P‑CSCF level? FFS”
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*** FIRST CHANGE ***
7.4
IMS Emergency Session Establishment without Registration

When the UE initiates an emergency session establishment without prior IMS registration, it shall include both the "anonymous user" and "emergency service" indications in the emergency session establishment request to the P‑CSCF.

Based on local policy, the P‑CSCF may reject "anonymous user" emergency session establishment with appropriate error code. UE shall not reattempt the "anonymous user" emergency session again via the same network.


When P‑CSCF accepts the "anonymous user" emergency session establishment, it forwards this request to an appropriate E‑CSCF although no security association between UE and P‑CSCF is established.
The E‑CSCF shall follow the same rules and procedure as defined for the Emergency Session Establishment in the Serving IMS network in subclause 7.3 to route the anonymous emergency session.

Editor's Note:
Location aspect with anonymous user is FFS!
*** End of CHANGE ***
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