Page 1



3GPP TSG-SA WG1 Meeting #38 
(
S1-071912
Ljubljana, Slovenia, 29th October – 2nd November 2007
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	22.278
	CR
	0022
	(

rev
	1
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Emergency Call Support

	
	

	Source to WG:
(

	Alcatel-Lucent

	Source to TSG:
(

	S1

	
	

	Work item code:
(

	AIPN-SAE
	
	Date: (

	16/11/2007

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	Provide for emergency call support in the EPS.   Emergency call service is by its nature more important than most services.  As such it should be specifically mentioned in an EPS specification to show, in an obvious manner, that it is supported.  The EPS may also enhance the service feature in due course, indeed it may be expected, hence the CR to place the information into TS22.278.  The CR further clarifies that IMS is required.  At this point in time only a reference out to 22.101 is needed.

	
	

	Summary of change:
(

	Reference out to applicable emergency call support in 22.101

	
	

	Consequences if 
(

not approved:
	Emergency calls will not be obviously supported in the EPS to fulfill obligatory regulatory requirements.

	
	

	Clauses affected:
(

	2, 6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


***************************FIRST CHANGE*********************************************

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)".
[2] 
3GPP TS 21.905: "Vocabulary for 3GPP specifications".
[3] 
3GPP TS 22.258: "Service Requirements for the All-IP Network (AIPN); Stage1".
[4]
3GPP TR 25.913: "Requirements for Evolved UTRA (E-UTRA) and Evolved UTRAN (E-UTRAN)".
[5]
3GPP TS 22.115: "Service aspects; Charging and billing".
[6]
ETSI TS 102 250-1: "Speech Processing, Transmission and Quality Aspects (STQ); QoS aspects for popular services in GSM and 3G networks: Part 1: Identification of Quality of Service aspects".
[7]
3GPP TR 23.882: "3GPP system architecture evolution (SAE): Report on technical options and conclusions".
[8]
C.S0001-A
Introduction to cdma2000 Standards for Spread Spectrum Systems - Release A.

[9]
C.S0002-A
Physical Layer Standard for cdma2000 Spread Spectrum Systems - Release A.
[10]
C.S0003-A 
Medium Access Control (MAC) Standard for cdma2000 Spread Spectrum Systems - Release A addendum 2.
[11]
C.S0004-A
Signaling Link Access Control (LAC) Specification for cdma2000 Spread Spectrum Systems -Addendum 2.
[12]
C.S0005-A
Upper Layer (Layer 3) Signaling Standard for cdma2000 Spread Spectrum Systems - Release A addendum 2.
[13]
C.S0006-A 
Analog Signaling Standard for cdma2000 Spread Spectrum Systems - Addendum 2.
[14]
A.S0007 – A.S0009
Interoperability Specification (IOS) for High Rate Packet Data (HRPD).
[15]
A.S0011 – A.S0017
Interoperability Specification (IOS) for cdma2000 Access Network Interfaces.
[16]
X.S0011
cdma2000 Wireless IP Network.

[17]
C.S0024-A   cdma2000 High Rate Packet Data Air Interface Specification.

[18]

C.S0024-0   cdma2000 High Rate Packet Data Air Interface Specification.

[19]

IEEE Std 802.16e-2005: "Air Interface for Fixed Broadband Wireless Access Systems- Physical and Medium Access Control Layers for Combined Fixed and Mobile Operation in Licensed Bands".

[20]
WiMAX Forum Mobile System Profile, Release 1.0 Approved Specification (Revision 1.2.2: 2006-11-17).

[xx]



3GPP TS 22.101: "Service Aspects; Service Principles". 
***************************SECOND CHANGE*********************************************

6.5
Support of Emergency Calls
The Evolved Packet System shall support IMS emergency calls applicable to the PS domain, defined in TS 22.101 [xx]
***************************END OF SECOND CHANGE*********************************
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