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1st Change
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 22.101: "Service aspects; Service Principles".

[2]
3GPP TS 22.066: "Support of Mobile Number Portability (MNP)". 

[3]
3GPP TS 22.234: "Requirements for 3GPP system to wireless local area network (WLAN) interworking".

[4]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications"
[x]
3GPP TS 22.011: "Service Accessibility"
End 1st Change
2nd Change
5.2.8
I- WLAN

I-WLAN charging issues are captured in 3GPP TS 22.234 [3].

5.2.9
Charging for two( and multi)-phases services for IMS networks

It shall be possible to charge a service change in case of VAS that foresee different service phases at different tariffs. This applies both at the interconnection between IMS network operators and at the interconnection between IMS network operators and service providers.

This information is collected on top of the data that is already available for the underlying communication now subject for the service change. 
5.2.X
CSG charging requirements for UTRAN and E-UTRAN
Detailed requirements for CSG access may be found in 3GPP TS22.011 [x].

Charging related requirements:

-    The network operator shall be able to charge differently for subscribers consuming network services via a HNB/HeNB. 
-   
An operator shall be able to provide applicable tariffing information when a subscriber is added to a CSG. 
-
The network operator shall be able to charge both on-line and off-line for subscribers consuming network services via a HNB/HeNB.
End 2nd Change
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