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	During the joint meeting Tispan WG1 - 3GPP SA1 held 30th to 31st July, three editorial errors concerning Tispan WI 01049 “MMT with PSTN/ISDN simulation services – Rel 2” were detected and corrected in 3GPP TS 22.173 during the transfer of the material.
Tispan introduced these correction in the Rel 1 version before the final 3GPP endorsment. This CR mirrors the corresponding changes introduced by TISPAN

	
	

	Summary of change:
(

	· First modification in clause 8.3.1.2.1.1, two words "originating" are not in New Roman Style format. 

· Second modification in clause 8.3.2.1, the end of the last sentence "or use shall be the CW service." should be replaced by "or the CW service shall be used."
· Third modification, in annex B,  the table Table B.1 mentions "see note" but there is no note bellow the table. The following note seams to have disappear by error after an update of the document after Tispan#11ter meeting: "NOTE: It is not permitted to have both CW and CFB active at the same time for a particular user." . This note should remained below in the table.   
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	Other comments:
(

	With these changes the 3GP text is fully aligned to the TISPAN one. It is expected that only 3GPP will maintain the specification form now on.


 *******First modification Clause 8.3.1.2.1.1*******
8.3.1.2.1.1
Originating Identification Presentation (OIP)

When a communication has been diverted and the diverted-to party has been provided with the originating identification presentation simulation service, the diverted-to party shall receive the identity of the originating party, if this originating party has not subscribed to or invoked the originating identification restriction simulation service.

*******End of modification *******
  *******Second modification Clause 8.3.2.1*******
8.3.2.1
Definition

The Communication Waiting (CW) service enables a terminating party to be informed at the time that a new communication is requested, and that no resources are available for that incoming communication. 

The user has then the choice of accepting, rejecting or ignoring the incoming communication.

The maximum number of communications that may be waiting is a service provider option.

If the current number of communications waiting is equal to the maximum, then any new attempted incoming communication request shall be rejected with a busy cause.

This service description is based on the service description described in ETS 300 139 and ETS 300 056 (see bibliography).
In the presence of another call at the destination user where the incoming call is identified as a callback to an emergency call, then either the communication request shall be presented, or the CW service shall be used.
*******End of modification *******
 
*******Third modification annex B *******
Table B.1: Identified service interactions between pairs of IMS supplementary services
	
	O I  P
	O I  R
	T  I  P
	T  I  R
	M C  I D
	A C R
	C F U
	C F B
	C F N R
	C F N L
	C D
	CFNR
	C W
	H O L D
	C B
	C  C B S
	M W I
	C O N F
	A O C
	E C T
	R C

	Originating Identification Presentation (OIP) 
	
	Y
	N
	N
	N
	N
	Y
	Y
	Y
	Y
	Y
	Y
	Y
	N
	N
	N
	N
	N
	N
	N
	N

	Originating Identification Restriction (OIR)

	N
	
	N
	N
	N
	N
	Y
	Y
	Y
	Y
	Y
	Y
	N
	N
	N
	N
	N
	N
	N
	Y
	N

	Terminating Identification Presentation (TIP) 
	N
	N
	
	Y
	N
	N
	Y
	Y
	Y
	Y
	Y
	Y
	N
	N
	N
	N
	N
	N
	N
	N
	N

	Terminating Identification Restriction (TIR) 
	N
	N
	Y
	
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N

	Malicious Communication Identification (MCID) 
	N
	N
	N
	N
	
	N
	N
	N
	Y
	N
	Y
	Y
	N
	N
	N
	N
	N
	N
	N
	Y
	N

	Anonymous Communication Rejection (ACR) 
	Y
	Y
	N
	N
	N
	
	Y
	Y
	Y
	Y
	N
	Y
	N
	N
	N
	Y
	N
	N
	N
	N
	N

	Communication Forwarding Unconditional (CFU) 
	Y
	Y
	Y
	Y
	N
	Y
	
	Y
	Y
	Y
	Y
	Y
	N
	N
	Y
	Y
	N
	N
	Y
	N
	N

	Communication Forwarding Busy (CFB) 
	Y
	Y
	Y
	Y
	N
	Y
	Y
	
	N
	N
	Y
	Y
	(see note)
	N
	Y
	Y
	N
	N
	Y
	N
	N

	Communication Forwarding No Reply (CFNR)

	Y
	Y
	Y
	Y
	Y
	Y
	Y
	N
	
	N
	N
	N
	Y
	N
	Y
	Y
	N
	N
	Y
	N
	N

	Communication Forwarding on Not Logged-In (CFNL) 
	Y
	Y
	Y
	Y
	N
	Y
	Y
	N
	N
	
	N
	N
	N
	N
	Y
	Y
	N
	N
	Y
	N
	N

	Communication Deflection (CD) 
	Y
	Y
	Y
	Y
	Y
	Y
	Y
	Y
	N
	N
	
	N
	Y
	N
	Y
	Y
	N
	N
	Y
	N
	N

	Communication Forwarding on Subscriber Not Reachable (CFNRc)
	Y
	Y
	Y
	Y
	Y
	Y
	Y
	Y
	N
	N
	N
	
	Y
	N
	Y
	Y
	N
	N
	N
	N
	N

	Communication Waiting (CW)
	N
	N
	N
	N
	N
	Y
	N
	(see note)
	Y
	N
	Y
	Y
	
	N
	N
	Y
	N
	N
	N
	N
	N

	Communication Hold (HOLD) 
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	
	N
	N
	N
	N
	N
	N
	N

	Communication Barring (CB) 
	N
	N
	N
	N
	N
	N
	Y
	Y
	Y
	Y
	Y
	Y
	N
	N
	
	N
	N
	N
	N
	N
	N

	Completion of Communications to Busy Subscriber (CCBS) 
	N
	N
	N
	N
	N
	Y
	Y
	Y
	Y
	Y
	Y
	Y
	Y
	Y
	Y
	Y
	N
	N
	Y
	N
	N

	Message Waiting Indication (MWI) 
	N
	N
	N
	N
	N
	N
	Y
	Y
	Y
	Y
	N
	Y
	N
	N
	N
	N
	
	N
	N
	N
	N

	Conference (CONF) 
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	
	Y
	N
	N

	Advice of Charge (AOC) 
	N
	N
	N
	N
	N
	N
	Y
	Y
	Y
	Y
	Y
	N
	N
	N
	N
	N
	N
	Y
	
	N
	N

	Explicit Communication Transfer (ECT) 
	N
	N
	N
	Y
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	Y
	N
	N
	Y
	Y
	Y
	N

	Reverse Charging (RC)
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	N
	


NOTE: 
It is not permitted to have both CW and CFB active at the same time for a particular user.
*******End of modification *******
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