Page 1



3GPP TSG-SA #41 
(
SP-080638
Kobe, Japan, 15 – 18 September 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	22.153
	CR
	0006
	(

rev
	1
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Trusted domain support

	
	

	Source to WG:
(

	Alcatel-Lucent

	Source to TSG:
(

	SA1 Secretary

	
	

	Work item code:
(

	PRIOR
	
	Date: (

	16/09/2008

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Stage 3 have solutions based on creation of trust domains.  This is not clear in the stage 1 and currently stage 1 implies that an operator may be required to support another networks priority namespace.  Unless a trust is established this cannot be the case as, if there is no agreement between networks the priority does not carry across boundaries.

	
	

	Summary of change:
(

	Inclusion of requirement limitation between defined namespaces.

	
	

	Consequences if 
(

not approved:
	Expectation of priority interworking will not be met

	
	

	Clauses affected:
(

	5.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	For namespace definition and detail see RFC4412, Communications Resource Priority for the SIP.
CR revised at SA.


5
High level requirements

5.1
General

Upon invocation of MPS, the system shall provide preferential treatment for access and core network resources associated with the session (i.e., signalling and media bearer related resources). A Service User is assigned a priority level by a regional/national authority i.e., agency authorised to issue priority levels. Upon MPS invocation the calling Service User’s priority level is used to identify the priority to be used for the session being established.

Pre-emption of active sessions shall be subject to regional/national regulatory requirements.
5.2
Priority session treatment in originating network

When an MPS session is originated by a Service User, the session shall receive priority treatment (priority access to voice or traffic channels) in the originating PLMN based on the originating Service User priority level.

When an MPS session is requested by a Service User and the originating network supporting session establishment cannot assign the necessary resources to the MPS session, the MPS session request shall be:

· Queued,
· Processed for the next available resource in accordance with the calling Service Users priority level and session initiation time.
The network shall support the capability to inform the calling Service User about the status of the MPS session (e.g., tones or signalling messages can be used to indicate that the session request has been queued).

If the queued MPS session times out, then normal session processing applies.
5.3
Priority session progression
For an MPS session, a Service User shall receive priority session treatment/progression through the PLMN (s). In case the MPS session traverses or terminates in other networks (e.g., the PSTN), the network providing priority session treatment/progression shall support the capability to indicate to the other network that this is an MPS session.

Note:  If there is no agreement on priority handling between networks, the priority does not carry across network boundaries.
*****End of modifications*****
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