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**** 1st CHANGE  ****

5.1
CSCF related procedures

5.1.0
Establishing IP-Connectivity Access Network bearer for IM CN Subsystem Related Signalling

Before the UE can request IM services, an appropriate IP-CAN bearer must be available to carry IM Subsystem related signalling.
For a UE using the IMS Local Breakout procedure as shown in Annex M, the IP address of the UE obtained from the local Gateway (i.e. single IP address) is used for both IM Subsystem related signalling and media. 
5.1.1
Procedures related to Proxy-CSCF discovery
5.1.1.0
General

The Proxy‑CSCF discovery shall be performed using one of the following mechanisms:

-
As part of the establishment of connectivity towards the IP-Connectivity Access Network, if the IP-Connectivity Access Network provides such means.

-
Alternatively, the P‑CSCF discovery may be performed after the IP connectivity has been established. To enable P‑CSCF discovery after the establishment of IP connectivity, the IP-Connectivity Access Network shall provide the following P‑CSCF discovery option to the UE:

-
Use of DHCP to provide the UE with the domain name and/or IP address of a Proxy‑CSCF and the address of a Domain Name Server (DNS) that is capable of resolving the Proxy‑CSCF name, as described below in clause 5.1.1.1.

-
The UE may be configured (e.g. during initial provisioning or via a 3GPP IMS Management Object (MO), TS 24.167 [64]) to know the fully qualified domain name (FQDN) of the P-CSCF or its IP address. If the domain name is known, DNS resolution is used to obtain the IP address.

In the case where UE is aware of more than one P‑CSCF address, the selection shall be based on home operator configured policy to select the P‑CSCF.

NOTE:
Subject to home operator policy, the UE selects the Home P-CSCF to be used by either using a pre-configured Home P-CSCF FQDN or according to TS 24.167 [64]. This can be done without the UE first performing the local P‑CSCF discovery (e.g. DHCP).

**** 2nd CHANGE  ****

Annex L (normative):
Aspects for use of Common IMS in 3GPP2 systems

….

L.3
Mobility related concepts when using 3GPP2 Packet Data Subsystem

L.3.1
General

The Mobility related procedures for 3GPP2 systems are described in 3GPP2 X.S0011 [60] and the IP address management principles are described in 3GPP2 X.S0011 [60]. As specified by these procedures, the UE acquires the necessary IP address(es) to access IM CN system. 
The restriction on using a single IP address for IMS Local Breakout functionality as defined in 5.1.0 does not apply to 3GPP2 based system.
L.3.2
Procedures for P CSCF discovery

This clause describes the P CSCF discovery procedures applicable for 3GPP2 systems. These procedures follow the generic mechanisms described in clause 5.1.1 with the following exception:

-
Discovery of P-CSCF as part of establishment of connectivity towards the 3GPP2 IP-CAN is not supported.

**** END CHANGE  ****
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