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Annex E:
List of Change Requests and their status after TSG SA Meeting #41

E.1
CRs from SA WG1

	CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-080493
	21.905
	0083
	2
	8.5.0
	Rel-8
	Add definitions and abbreviations related to Home NodeB and Home eNodeB
	approved
	B
	8.6.0
	TEI8

	SP-080493
	22.011
	0120
	2
	8.4.1
	Rel-8
	Essential correction to manual CSG selection
	approved
	F
	8.5.0
	HomeNB

	SP-080493
	22.011
	0122
	2
	8.4.1
	Rel-8
	Correction on definition of length for HNBID
	approved
	F
	8.5.0
	HomeNB

	SP-080493
	22.011
	0123
	2
	8.4.0
	Rel-8
	Additional HNB/HeNB operator requirements
	approved
	F
	8.5.0
	HomeNB

	SP-080493
	22.011
	0128
	2
	8.4.1
	Rel-8
	Terminology alignment and generalization of requirements
	approved
	F
	8.5.0
	HomeNB

	SP-080491
	22.101
	0277
	1
	7.10.0
	Rel-7
	Emergency Call Feature Interaction
	approved
	F
	7.11.0
	EMC1

	SP-080499
	22.101
	0280
	1
	9.0.0
	Rel-9
	RED optimization of location update
	revised
	F
	
	TEI9

	SP-080643
	22.101
	0280
	2
	9.0.0
	Rel-9
	RED optimization of location update
	approved
	F
	9.1.0
	RED

	SP-080498
	22.101
	0282
	1
	9.0.0
	Rel-9
	Clarification on IMS services supported by ICS
	approved
	F
	9.1.0
	ICSRA

	SP-080494
	22.153
	0005
	1
	8.1.0
	Rel-8
	Trusted domain support
	approved
	F
	8.2.0
	PRIOR

	SP-080494
	22.153
	0006
	-
	9.0.0
	Rel-9
	Trusted domain support
	revised
	B
	
	PRIOR

	SP-080638
	22.153
	0006
	1
	9.0.0
	Rel-9
	Trusted domain support
	approved
	B
	9.1.0
	PRIOR

	SP-080496
	22.173
	0021
	2
	8.3.0
	Rel-8
	Editorial modifications
	approved
	D
	8.4.0
	TEI8

	SP-080497
	22.182
	0016
	1
	8.2.0
	Rel-9
	Multimedia CAT content download
	approved
	B
	9.0.0
	TEI9

	SP-080492
	22.182
	0017
	-
	8.2.0
	Rel-8
	CAT service notification
	approved
	F
	8.3.0
	CAT

	SP-080495
	22.278
	0033
	1
	8.5.0
	Rel-8
	CR to TS 22.278 ch 5 to align R8 stage 1 and stage 2 wrt service continuity
	approved
	F
	8.6.0
	AIPN-SAE

	SP-080495
	22.278
	0036
	1
	8.5.0
	Rel-8
	CR to TS 22.278 ch 7.1.4.2 to align stage 1 and stage 2 wrt service continuity
	approved
	F
	8.6.0
	AIPN-SAE

	SP-080495
	22.278
	0037
	-
	9.0.0
	Rel-9
	CR to TS 22.278 Rel-9 ch 7.1.4.2 wrt service continuity (mirror to a Rel-8 CR)
	approved
	A
	9.1.0
	AIPN-SAE

	SP-080495
	22.278
	0038
	2
	8.5.0
	Rel-8
	Access Network Discovery and Steering of Access
	revised
	F
	
	AIPN-SAE

	SP-080639
	22.278
	0038
	3
	8.5.0
	Rel-8
	Access Network Discovery and Steering of Access
	approved
	F
	8.6.0
	AIPN-SAE

	SP-080639
	22.278
	0038
	3
	8.5.0
	Rel-8
	Access Network Discovery and Steering of Access
	approved
	F
	8.6.0
	AIPN-SAE

	SP-080495
	22.278
	0039
	2
	9.0.0
	Rel-9
	Access Network Discovery and Steering of Access
	revised
	A
	
	AIPN-SAE

	SP-080639
	22.278
	0039
	3
	9.0.0
	Rel-9
	Access Network Discovery and Steering of Access
	approved
	A
	9.1.0
	AIPN-SAE

	SP-080639
	22.278
	0039
	3
	9.0.0
	Rel-9
	Access Network Discovery and Steering of Access
	approved
	A
	9.1.0
	AIPN-SAE

	SP-080495
	22.278
	0040
	1
	8.5.0
	Rel-8
	CR to 22.278 on Update IP session control and local breakout requirements
	approved
	F
	8.6.0
	AIPN-SAE

	SP-080495
	22.278
	0041
	2
	9.0.0
	Rel-9
	CR to 22.278 on Update IP session control and local breakout requirements
	approved
	A
	9.1.0
	AIPN-SAE

	SP-080495
	22.278
	0042
	3
	8.5.0
	Rel-8
	Requirement on support of CS Fallback
	revised
	F
	
	AIPN-SAE

	SP-080541
	22.278
	0042
	4
	8.5.0
	Rel-8
	Requirement on support of CS Fallback
	revised
	F
	
	AIPN-SAE

	SP-080652
	22.278
	0042
	5
	8.5.0
	Rel-8
	Requirement on support of CS Fallback
	approved
	F
	8.6.0
	AIPN-SAE

	SP-080495
	22.278
	0043
	3
	9.0.0
	Rel-9
	Requirement on support of CS Fallback
	revised
	A
	
	AIPN-SAE

	SP-080541
	22.278
	0043
	4
	9.0.0
	Rel-9
	Requirement on support of CS Fallback
	revised
	A
	
	AIPN-SAE

	SP-080652
	22.278
	0043
	5
	9.0.0
	Rel-9
	Requirement on support of CS Fallback
	approved
	A
	9.1.0
	AIPN-SAE
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E.2
CRs from SA WG2

	CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-080578
	23.002
	0191
	2
	8.2.0
	Rel-8
	SMSIP alignment in 23.002
	approved
	B
	8.3.0
	MESSIW

	SP-080580
	23.002
	0192
	2
	8.2.0
	Rel-8
	Update of overall architecture due to SAE and other Rel-8 work
	approved
	B
	8.3.0
	SAES

	SP-080605
	23.002
	0193
	2
	8.2.0
	Rel-8
	AS clarification for IM CN subsystem
	approved
	F
	8.3.0
	TEI8

	SP-080570
	23.002
	0194
	3
	8.2.0
	Rel-8
	IMS Centralized services and Service Continuity alignment
	approved
	F
	8.3.0
	ICSRA-St2

	SP-080602
	23.002
	0195
	2
	7.4.0
	Rel-7
	SMSIP alignment in 23.002
	approved
	F
	7.5.0
	SMSIP

	SP-080581
	23.060
	0664
	1
	8.1.0
	Rel-8
	AMBR additions
	approved
	B
	8.2.0
	SAES

	SP-080603
	23.060
	0665
	1
	8.1.0
	Rel-8
	TFT handling
	approved
	A
	8.2.0
	TEI7

	SP-080603
	23.060
	0666
	1
	7.7.0
	Rel-7
	TFT handling
	approved
	C
	7.8.0
	TEI7

	SP-080582
	23.060
	0667
	1
	8.1.0
	Rel-8
	PDN GW initiated Bearer Deactivation Procedure using S4
	approved
	F
	8.2.0
	SAES

	SP-080582
	23.060
	0668
	1
	8.1.0
	Rel-8
	Bearer Management triggered by Subscription Data Changing
	approved
	F
	8.2.0
	SAES

	SP-080582
	23.060
	0669
	1
	8.1.0
	Rel-8
	Aligning DHCP functionality in 23.060 towards 23.401
	approved
	F
	8.2.0
	SAES

	SP-080582
	23.060
	0670
	2
	8.1.0
	Rel-8
	Corrections for handover from Non-3GPP to GERAN/UTRAN access
	approved
	F
	8.2.0
	SAES

	SP-080582
	23.060
	0672
	2
	8.1.0
	Rel-8
	Correction of clause 8.1.4A
	approved
	F
	8.2.0
	SAES

	SP-080581
	23.060
	0673
	2
	8.1.0
	Rel-8
	Introduction of S4 to PDP context modification procedures
	approved
	B
	8.2.0
	SAES

	SP-080582
	23.060
	0674
	1
	8.1.0
	Rel-8
	Clean up of clause 9.2 and 'NW_only' aspects
	approved
	F
	8.2.0
	SAES

	SP-080582
	23.060
	0675
	1
	8.1.0
	Rel-8
	Removal of dual paging procedures
	approved
	F
	8.2.0
	SAES

	SP-080582
	23.060
	0676
	1
	8.1.0
	Rel-8
	Updates to chapter 6.6.3, Detach, when using S4 interface
	approved
	F
	8.2.0
	SAES

	SP-080582
	23.060
	0677
	1
	8.1.0
	Rel-8
	Correction to the text in figure 55-2 in intersystem change chapter 6.13
	approved
	F
	8.2.0
	SAES

	SP-080603
	23.060
	0678
	3
	7.7.0
	Rel-7
	Clean up for removal of 'NW_only'
	approved
	F
	7.8.0
	TEI7

	SP-080582
	23.060
	0679
	1
	8.1.0
	Rel-8
	Clean up of S4 procedures
	approved
	F
	8.2.0
	SAES

	SP-080582
	23.060
	0680
	1
	8.1.0
	Rel-8
	Clarification for Secondary PDP Context Activation
	approved
	F
	8.2.0
	SAES

	SP-080582
	23.060
	0688
	3
	8.1.0
	Rel-8
	Correction of routing procedures to reflect removal of NW_only bearer control mode
	approved
	F
	8.2.0
	SAES

	SP-080603
	23.060
	0692
	1
	7.7.0
	Rel-7
	Essential correction to the Initiate PDP Context Activation Response message
	approved
	F
	7.8.0
	TEI7

	SP-080603
	23.060
	0693
	1
	8.1.0
	Rel-8
	Essential correction to the Initiate PDP Context Activation Response message
	approved
	A
	8.2.0
	TEI7

	SP-080603
	23.060
	0694
	2
	7.7.0
	Rel-7
	Clarification on QoS modification of PDP contexts
	approved
	F
	7.8.0
	TEI7

	SP-080603
	23.060
	0695
	2
	8.1.0
	Rel-8
	Clarification on QoS modification of PDP contexts
	approved
	A
	8.2.0
	TEI7

	SP-080581
	23.060
	0697
	2
	8.1.0
	Rel-8
	Clarification for RAU procedures
	approved
	B
	8.2.0
	SAES

	SP-080581
	23.060
	0698
	1
	8.1.0
	Rel-8
	Clarification for handover procedures
	approved
	B
	8.2.0
	SAES

	SP-080582
	23.060
	0699
	2
	8.1.0
	Rel-8
	Clarification on the RAB Assignment Procedure Using S4
	approved
	F
	8.2.0
	SAES

	SP-080582
	23.060
	0700
	1
	8.1.0
	Rel-8
	Separation of NAS signaling and PCC concepts
	approved
	F
	8.2.0
	SAES

	SP-080582
	23.060
	0701
	1
	8.1.0
	Rel-8
	Corrections to APN-AMBR
	approved
	F
	8.2.0
	SAES

	SP-080582
	23.060
	0702
	3
	8.1.0
	Rel-8
	Default bearer handling for GERAN/UTRAN
	approved
	F
	8.2.0
	SAES

	SP-080568
	23.167
	0097
	1
	7.9.0
	Rel-7
	Removal of the Emergency Public User Identity
	approved
	F
	7.10.0
	EMC1

	SP-080568
	23.167
	0098
	1
	8.0.0
	Rel-8
	Removal of the Emergency Public User Identity
	approved
	A
	8.1.0
	EMC1

	SP-080568
	23.167
	0099
	1
	7.9.0
	Rel-7
	Emergency call interactions with supplementary services
	approved
	F
	7.10.0
	EMC1

	SP-080568
	23.167
	0100
	1
	8.0.0
	Rel-8
	Emergency call interactions with supplementary services
	approved
	A
	8.1.0
	EMC1

	SP-080605
	23.167
	0101
	2
	8.0.0
	Rel-8
	Correction of non UE detectable emergency call procedures
	approved
	F
	8.1.0
	TEI8

	SP-080568
	23.167
	0102
	1
	7.9.0
	Rel-7
	SIP-URI and Tel-URI provisioning considerations for IMS Emergency
	approved
	F
	7.10.0
	EMC1

	SP-080568
	23.167
	0103
	1
	8.0.0
	Rel-8
	SIP-URI and Tel-URI provisioning considerations for IMS Emergency
	approved
	A
	8.1.0
	EMC1

	SP-080583
	23.203
	0166
	-
	8.2.0
	Rel-8
	Clean up of roaming related aspects
	approved
	F
	8.3.0
	SAES

	SP-080583
	23.203
	0167
	2
	8.2.0
	Rel-8
	Correction to credit re-authorization functionality when Gxx is used
	approved
	F
	8.3.0
	SAES

	SP-080583
	23.203
	0168
	1
	8.2.0
	Rel-8
	Refinement of Annex A.4 and Annex A.5
	approved
	F
	8.3.0
	SAES

	SP-080583
	23.203
	0169
	1
	8.2.0
	Rel-8
	Correction to IP-CAN Session Establishment Procedure
	approved
	F
	8.3.0
	SAES

	SP-080579
	23.203
	0170
	-
	7.7.0
	Rel-7
	Service Information Request from PCRF
	approved
	F
	7.8.0
	PCC

	SP-080579
	23.203
	0171
	-
	8.2.0
	Rel-8
	Service Information Request from PCRF
	approved
	A
	8.3.0
	PCC

	SP-080583
	23.203
	0178
	2
	8.2.0
	Rel-8
	Aligning Off-path Text with 23.402
	approved
	F
	8.3.0
	SAES

	SP-080583
	23.203
	0182
	7
	8.2.0
	Rel-8
	The revise of the signalling flow about mobility protocol tunnelling encapsulation header information
	approved
	F
	8.3.0
	SAES

	SP-080605
	23.203
	0184
	1
	8.2.0
	Rel-8
	HRPD specific content for Annex H
	approved
	F
	8.3.0
	TEI8

	SP-080583
	23.203
	0185
	2
	8.2.0
	Rel-8
	Clarifications on  UE/NW-initiated  resource allocation
	approved
	F
	8.3.0
	SAES

	SP-080583
	23.203
	0187
	-
	8.2.0
	Rel-8
	Removal of Annex I
	approved
	D
	8.3.0
	SAES

	SP-080583
	23.203
	0188
	1
	8.2.0
	Rel-8
	Cleanup for binding mechanisms
	approved
	F
	8.3.0
	SAES

	SP-080583
	23.203
	0189
	1
	8.2.0
	Rel-8
	Clarification on input for PCC decisions
	approved
	F
	8.3.0
	SAES

	SP-080584
	23.203
	0190
	1
	8.2.0
	Rel-8
	Clarification on visited access procedures
	approved
	F
	8.3.0
	SAES

	SP-080584
	23.203
	0192
	-
	8.2.0
	Rel-8
	Clarification on bearer control mode handling
	approved
	F
	8.3.0
	SAES

	SP-080579
	23.203
	0195
	3
	7.7.0
	Rel-7
	Missing Ack in GW(PCEF) initiated IP-CAN Session Modification
	approved
	F
	7.8.0
	PCC

	SP-080579
	23.203
	0196
	3
	8.2.0
	Rel-8
	Missing Ack in GW(PCEF) initiated IP-CAN Session Modification
	approved
	A
	8.3.0
	PCC

	SP-080584
	23.203
	0197
	2
	8.2.0
	Rel-8
	Addition of access system interactions to some GW control session procedures
	approved
	F
	8.3.0
	SAES

	SP-080584
	23.203
	0198
	3
	8.2.0
	Rel-8
	Gateway Control and QoS Rules Request
	approved
	F
	8.3.0
	SAES

	SP-080584
	23.203
	0199
	2
	8.2.0
	Rel-8
	Gateway Control Session Establishment
	approved
	F
	8.3.0
	SAES

	SP-080584
	23.203
	0200
	2
	8.2.0
	Rel-8
	Correction to PCRF informs the requested trigger from PCEF in the roaming scenarios where the V-PLMN does not configure PCC
	approved
	F
	8.3.0
	SAES

	SP-080584
	23.203
	0203
	1
	8.2.0
	Rel-8
	Rel-7/Rel-8 QCI Alignment
	approved
	F
	8.3.0
	SAES

	SP-080584
	23.203
	0204
	2
	8.2.0
	Rel-8
	Clarifications in the usage of the APN-AMBR
	approved
	F
	8.3.0
	SAES

	SP-080584
	23.203
	0205
	1
	8.2.0
	Rel-8
	Clarifications to Gxx/Gx leg binding
	approved
	F
	8.3.0
	SAES

	SP-080579
	23.203
	0210
	3
	7.7.0
	Rel-7
	Event Trigger supporting Time of Day based PCC rule state change
	approved
	F
	7.8.0
	PCC

	SP-080579
	23.203
	0211
	3
	8.2.0
	Rel-8
	Event Trigger supporting Time of Day based PCC rule state change
	approved
	A
	8.3.0
	PCC

	SP-080584
	23.203
	0212
	3
	8.2.0
	Rel-8
	Clarification on Gateway Control Session
	approved
	F
	8.3.0
	SAES

	SP-080585
	23.204
	0074
	3
	8.2.0
	Rel-8
	Update of 23.204 for SMS over IP procedures  for E-UTRAN
	approved
	B
	8.3.0
	SAES

	SP-080586
	23.216
	0003
	1
	8.0.0
	Rel-8
	Update of E-UTRAN and 3GPP UTRAN/GERAN SRVCC architecture
	approved
	F
	8.1.0
	SAES

	SP-080586
	23.216
	0005
	-
	8.0.0
	Rel-8
	"Correction of ""Call flows for SRVCC from E-UTRAN"""
	approved
	F
	8.1.0
	SAES

	SP-080601
	23.216
	0006
	6
	8.0.0
	Rel-8
	Replacing VDN with STN-SR and other corrections in 3GPP TS 23.216
	approved
	F
	8.1.0
	SAES-SA-SR_VCC

	SP-080586
	23.216
	0007
	1
	8.0.0
	Rel-8
	Correction of SRVCC in 23.216
	approved
	F
	8.1.0
	SAES

	SP-080586
	23.216
	0009
	2
	8.0.0
	Rel-8
	Correction of SRVCC without PS HO support in GERAN
	approved
	F
	8.1.0
	SAES

	SP-080586
	23.216
	0011
	2
	8.0.0
	Rel-8
	Modification of LTE Attach procedure for SRVCC
	approved
	F
	8.1.0
	SAES

	SP-080586
	23.216
	0013
	3
	8.0.0
	Rel-8
	HSPA SRVCC addition to TS 23.216
	approved
	B
	8.1.0
	SAES

	SP-080586
	23.216
	0015
	1
	8.0.0
	Rel-8
	Corrections to Call flows for SRVCC from E-UTRAN
	approved
	F
	8.1.0
	SAES

	SP-080586
	23.216
	0016
	-
	8.0.0
	Rel-8
	Clarification on Suspend procedures for SRVCC
	approved
	F
	8.1.0
	SAES

	SP-080586
	23.216
	0021
	-
	8.0.0
	Rel-8
	Correction to a reference specification
	approved
	F
	8.1.0
	SAES

	SP-080586
	23.216
	0023
	1
	8.0.0
	Rel-8
	Handover Failure handling for SR-VCC
	approved
	F
	8.1.0
	SAES

	SP-080586
	23.216
	0024
	-
	8.0.0
	Rel-8
	IS41 ISUP correction in figure
	approved
	F
	8.1.0
	SAES

	SP-080586
	23.216
	0025
	1
	8.0.0
	Rel-8
	Security additions to TS 23.216
	approved
	F
	8.1.0
	SAES

	SP-080586
	23.216
	0026
	1
	8.0.0
	Rel-8
	Clarification on routing of Forward Relocation Request message
	approved
	F
	8.1.0
	SAES

	SP-080587
	23.221
	0061
	1
	8.1.0
	Rel-8
	General Updates of Architectural Requirements to cover EPS
	approved
	B
	8.2.0
	SAES

	SP-080606
	23.228
	0801
	1
	8.5.0
	Rel-8
	Support of IMC
	rejected
	F
	
	TEI8

	SP-080604
	23.228
	0802
	1
	7.12.0
	Rel-7
	Correction of IARI usage
	approved
	F
	7.13.0
	TEI7

	SP-080604
	23.228
	0803
	1
	8.5.0
	Rel-8
	Correction of IARI usage
	approved
	A
	8.6.0
	TEI7

	SP-080604
	23.228
	0806
	-
	7.12.0
	Rel-7
	Removal of NW_Only Bearer Control Mode
	approved
	F
	7.13.0
	TEI7

	SP-080604
	23.228
	0807
	-
	8.5.0
	Rel-8
	Removal of NW_Only Bearer Control Mode
	approved
	A
	8.6.0
	TEI7

	SP-080587
	23.228
	0809
	2
	8.5.0
	Rel-8
	Clarification on IMS/LBO
	approved
	F
	8.6.0
	SAES

	SP-080605
	23.228
	0810
	2
	8.5.0
	Rel-8
	Limit on simultaneous registrations for the UE with same public user identity
	approved
	F
	8.6.0
	TEI8

	SP-080605
	23.228
	0813
	-
	8.5.0
	Rel-8
	Update to NAT traversal requirements
	approved
	F
	8.6.0
	TEI8

	SP-080574
	23.228
	0814
	2
	8.5.0
	Rel-8
	Alignment of GRUU usage for IMS Service Centralization and Continuity
	approved
	F
	8.6.0
	IMS-Cont

	SP-080570
	23.228
	0815
	3
	8.5.0
	Rel-8
	IMS Centralized services and Service Continuity alignment
	approved
	F
	8.6.0
	ICSRA-St2

	SP-080575
	23.237
	0001
	2
	8.0.0
	Rel-8
	Third party registration at SCC AS
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0002
	1
	8.0.0
	Rel-8
	Clarifications when remote end adds new PS media to CS session
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0003
	2
	8.0.0
	Rel-8
	Add or remove PS media in PS session
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0004
	4
	8.0.0
	Rel-8
	Corrections on STI assignment conditions
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0005
	2
	8.0.0
	Rel-8
	Overall corrections for TS 23.237 v8.0.0
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0006
	3
	8.0.0
	Rel-8
	Overall corrections related to operator policy and user preferences descriptions consistency for TS 23.237 v8.0.0
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0008
	1
	8.0.0
	Rel-8
	Clarifications to clauses describing establishment of session that use CS media.
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0009
	1
	8.0.0
	Rel-8
	Add definitions for Source Access Leg and Target Access Leg
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0010
	2
	8.0.0
	Rel-8
	Align the terminology regarding Remote Leg
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0013
	4
	8.0.0
	Rel-8
	Correct STN in the information flow in clause 6.3.2.3.1
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0014
	3
	8.0.0
	Rel-8
	Correction of SRVCC in 23.237
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0015
	1
	8.0.0
	Rel-8
	Removal of UE-UE transfer text
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0016
	-
	8.0.0
	Rel-8
	Correction of requirement on session transfer
	approved
	F
	8.1.0
	IMS-Cont

	SP-080575
	23.237
	0017
	1
	8.0.0
	Rel-8
	General corrections of 23.237
	approved
	F
	8.1.0
	IMS-Cont

	SP-080570
	23.237
	0019
	-
	8.0.0
	Rel-8
	STI and STN definition correction
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080575
	23.237
	0020
	-
	8.0.0
	Rel-8
	Remove text related to CS-video from 3GPP TS 23.237
	approved
	F
	8.1.0
	IMS-Cont

	SP-080570
	23.237
	0027
	-
	8.0.0
	Rel-8
	Clarification of 23.237 - replacement of the terms "precondition" and "preconditions"
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080576
	23.237
	0029
	2
	8.0.0
	Rel-8
	UE and SCC AS handling of remaining media
	approved
	F
	8.1.0
	IMS-Cont

	SP-080576
	23.237
	0030
	-
	8.0.0
	Rel-8
	Remove UE awareness of merge
	approved
	F
	8.1.0
	IMS-Cont

	SP-080576
	23.237
	0033
	2
	8.0.0
	Rel-8
	Operator policy
	approved
	F
	8.1.0
	IMS-Cont

	SP-080576
	23.237
	0035
	1
	8.0.0
	Rel-8
	General cleanups to 23.237
	approved
	F
	8.1.0
	IMS-Cont

	SP-080576
	23.237
	0036
	1
	8.0.0
	Rel-8
	Minor clarification to scenarios within information flows
	approved
	F
	8.1.0
	IMS-Cont

	SP-080576
	23.237
	0037
	2
	8.0.0
	Rel-8
	Minor STI usage clarification
	approved
	F
	8.1.0
	IMS-Cont

	SP-080576
	23.237
	0038
	-
	8.0.0
	Rel-8
	Fixed the scope clause to include addition/deletion of media flows
	approved
	F
	8.1.0
	IMS-Cont

	SP-080576
	23.237
	0040
	1
	8.0.0
	Rel-8
	Remove unused abbreviations
	approved
	F
	8.1.0
	IMS-Cont

	SP-080576
	23.237
	0042
	2
	8.0.0
	Rel-8
	Clean up of incorrect terms used in the specification
	approved
	F
	8.1.0
	IMS-Cont

	SP-080576
	23.237
	0045
	1
	8.0.0
	Rel-8
	Clarification of the session that is transferred for SR-VCC
	approved
	F
	8.1.0
	IMS-Cont

	SP-080600
	23.272
	0005
	2
	8.0.0
	Rel-8
	Correction of flows for call origination in active mode
	approved
	F
	8.1.0
	SAES-CSFB

	SP-080600
	23.272
	0006
	2
	8.0.0
	Rel-8
	Correction of flows for call termination in active mode
	approved
	F
	8.1.0
	SAES-CSFB

	SP-080600
	23.272
	0008
	1
	8.0.0
	Rel-8
	SMS Support in 1XRTT Solution for CS Fallback
	approved
	B
	8.1.0
	SAES-CSFB

	SP-080600
	23.272
	0009
	2
	8.0.0
	Rel-8
	Correction of flows for call termination in idle mode
	approved
	F
	8.1.0
	SAES-CSFB

	SP-080600
	23.272
	0012
	1
	8.0.0
	Rel-8
	CS Fallback with Pre-Paging
	approved
	F
	8.1.0
	SAES-CSFB

	SP-080600
	23.272
	0014
	2
	8.0.0
	Rel-8
	Terms alignments and other misc. correction in 3GPP TS 23.272
	approved
	F
	8.1.0
	SAES-CSFB

	SP-080600
	23.272
	0015
	2
	8.0.0
	Rel-8
	SMS handling
	approved
	F
	8.1.0
	SAES-CSFB

	SP-080600
	23.272
	0017
	-
	8.0.0
	Rel-8
	Clarification of ISR in 3GPP TS 23.272
	approved
	F
	8.1.0
	SAES-CSFB

	SP-080600
	23.272
	0019
	2
	8.0.0
	Rel-8
	Aligning CS fallback for 1xRTT with CS fallback for GSM
	approved
	F
	8.1.0
	SAES-CSFB

	SP-080600
	23.272
	0020
	-
	8.0.0
	Rel-8
	UE behaviour when it hands over to a non-DTM GERAN cell
	approved
	F
	8.1.0
	SAES-CSFB

	SP-080600
	23.272
	0021
	1
	8.0.0
	Rel-8
	Correction of the Attach procedure
	approved
	F
	8.1.0
	SAES-CSFB

	SP-080600
	23.272
	0023
	1
	8.0.0
	Rel-8
	Clarification on the case when access class control is applied in the legacy access
	approved
	F
	8.1.0
	SAES-CSFB

	SP-080600
	23.272
	0024
	2
	8.0.0
	Rel-8
	Service indicator for LCS and Call Independent SS
	approved
	F
	8.1.0
	SAES-CSFB

	SP-080570
	23.292
	0001
	-
	8.0.0
	Rel-8
	Removal of transport protocol for i1
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080570
	23.292
	0002
	1
	8.0.0
	Rel-8
	Reference architecture title alignment with TS 23.237
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080570
	23.292
	0003
	-
	8.0.0
	Rel-8
	Clarifications to clauses describing originating and terminating sessions that use CS media.
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080570
	23.292
	0004
	1
	8.0.0
	Rel-8
	Removal of redundant I1 fallback message flows.
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080570
	23.292
	0005
	1
	8.0.0
	Rel-8
	Correction on registration when using I2 reference point
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080570
	23.292
	0006
	1
	8.0.0
	Rel-8
	Clean-up after SA approval: Section 4 and 5
	approved
	D
	8.1.0
	ICSRA-St2

	SP-080570
	23.292
	0007
	1
	8.0.0
	Rel-8
	Clean-up after SA approval: Section 7.3
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080570
	23.292
	0008
	4
	8.0.0
	Rel-8
	Clean-up after SA approval: Section 7.6, 7.7 and Annex D
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080570
	23.292
	0009
	1
	8.0.0
	Rel-8
	Correction to deregistration for MSC Server enhanced for ICS solution
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080570
	23.292
	0010
	1
	8.0.0
	Rel-8
	Correction of usage of 24.173 for Supplementary Services settings
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080570
	23.292
	0011
	1
	8.0.0
	Rel-8
	Removal of CS video from 23.292
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0012
	3
	8.0.0
	Rel-8
	Removal of duplicated call flow
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0013
	2
	8.0.0
	Rel-8
	MSC Server release procedure in 23.292
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0014
	1
	8.0.0
	Rel-8
	Correction to IMS registration via CS access for MSC Server not enhanced for ICS
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0015
	1
	8.0.0
	Rel-8
	General corrections and removal of Editor's notes in 23.292
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0016
	-
	8.0.0
	Rel-8
	Clarification on Call Deflection provided by IMS when using an MSC server not enhanced for ICS.
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0017
	-
	8.0.0
	Rel-8
	Communication Forwarding No Reply (CFNR) provided by IMS when using I1 - figure error
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0018
	1
	8.0.0
	Rel-8
	Clarification on Communication Forwarding Not Reachable (CFNRc) provided by IMS when using I1.
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0021
	2
	8.0.0
	Rel-8
	General modifications to the ICS UE Origination Procedures.
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0023
	1
	8.0.0
	Rel-8
	Clean-up of Section 7.1 - Signalling and bearer paths
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0024
	1
	8.0.0
	Rel-8
	Clean-up of Section 7.7 - Session Release procedures
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0025
	1
	8.0.0
	Rel-8
	Clarification on Section 7.8 - Loss of Gm capability procedure
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0029
	2
	8.0.0
	Rel-8
	Consultative ECT using I1 reference point, ICS UE as transfer target - flow
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0031
	3
	8.0.0
	Rel-8
	Using MRF to handle media for Call Hold/Resume service
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080571
	23.292
	0032
	2
	8.0.0
	Rel-8
	Clarification of terms relating to the enhanced MSC Server solution
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0034
	1
	8.0.0
	Rel-8
	Editorial changes to ICS UE Termination flows
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0036
	1
	8.0.0
	Rel-8
	Missed changes from S2-083947
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0037
	-
	8.0.0
	Rel-8
	Update of clause 7.6.3.7
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0040
	1
	8.0.0
	Rel-8
	Specification cleanup and clarifications
	approved
	F
	8.1.0
	ICSRA-ST2

	SP-080572
	23.292
	0048
	1
	8.0.0
	Rel-8
	Clarification of identity handling for MSC server
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0050
	2
	8.0.0
	Rel-8
	"Clarification on ""Originations to a B-party number other than SIP-URI"""
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0051
	-
	8.0.0
	Rel-8
	ICS UE Terminations corrections.
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0053
	1
	8.0.0
	Rel-8
	Blind ECT via I1 for ICS UE figure and text corrections
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0055
	1
	8.0.0
	Rel-8
	Conferencing for ICS UE using Gm - figure and text change
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0056
	1
	8.0.0
	Rel-8
	Conferencing for ICS UE using I1 - figure and text change
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0057
	1
	8.0.0
	Rel-8
	Conferencing for Non ICS UE changes.
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0058
	-
	8.0.0
	Rel-8
	Service Consistency for Non-ICS UE when attached to an MSC Server not enhanced for ICS correction.
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0059
	-
	8.0.0
	Rel-8
	Session Control Signalling correction.
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080572
	23.292
	0064
	3
	8.0.0
	Rel-8
	Clarification on registration
	approved
	F
	8.1.0
	ICSRA-St2

	SP-080577
	23.327
	0001
	1
	8.0.0
	Rel-8
	Essential corrections for TS 23.327
	approved
	F
	8.1.0
	IWLAN_Mob

	SP-080577
	23.327
	0002
	2
	8.0.0
	Rel-8
	Correction and Cleanup to IWLAN Mobility TS23.327
	approved
	F
	8.1.0
	IWLAN_Mob

	SP-080577
	23.327
	0003
	-
	8.0.0
	Rel-8
	Correction and Cleanup of Annex A - IWLAN Mobility TS23.327
	approved
	F
	8.1.0
	IWLAN_Mob

	SP-080577
	23.327
	0004
	1
	8.0.0
	Rel-8
	Correction and Cleanup of Annex B - IWLAN_Mob
	approved
	F
	8.1.0
	IWLAN_Mob

	SP-080589
	23.401
	0136
	5
	8.2.0
	Rel-8
	Clarification to Procedure Transaction Id (PTI) use in bearer modification procedures.
	approved
	F
	8.3.0
	SAES

	SP-080589
	23.401
	0172
	6
	8.2.0
	Rel-8
	Uplink TFT precedence in the UE
	approved
	F
	8.3.0
	SAES

	SP-080588
	23.401
	0205
	5
	8.2.0
	Rel-8
	Revised DNS Function for Service Selection
	approved
	C
	8.3.0
	SAES

	SP-080589
	23.401
	0255
	2
	8.2.0
	Rel-8
	Move description of reference points from section 4.5 to (new) section 4.2.3
	approved
	D
	8.3.0
	SAES

	SP-080589
	23.401
	0270
	2
	8.2.0
	Rel-8
	Overload handling
	approved
	F
	8.3.0
	SAES

	SP-080589
	23.401
	0279
	4
	8.2.0
	Rel-8
	Clarifications on IPv4 address and IPv6 prefix release.
	approved
	F
	8.3.0
	SAES

	SP-080589
	23.401
	0286
	4
	8.2.0
	Rel-8
	Clarification to EMM state machine
	approved
	F
	8.3.0
	SAES

	SP-080589
	23.401
	0298
	2
	8.2.0
	Rel-8
	"Correction of ""RFSP"" parameter"
	approved
	F
	8.3.0
	SAES

	SP-080588
	23.401
	0344
	3
	8.2.0
	Rel-8
	Offloading UE in ISR-activated mode
	approved
	C
	8.3.0
	SAES

	SP-080589
	23.401
	0390
	5
	8.2.0
	Rel-8
	Separation of NAS signaling and PCC concepts
	approved
	F
	8.3.0
	SAES

	SP-080588
	23.401
	0391
	2
	8.2.0
	Rel-8
	TFT handling
	approved
	C
	8.3.0
	SAES

	SP-080589
	23.401
	0395
	1
	8.2.0
	Rel-8
	Clarification on the IP-CAN session procedure for IP address allocation
	approved
	F
	8.3.0
	SAES

	SP-080589
	23.401
	0404
	-
	8.2.0
	Rel-8
	ISR TEID-C clarification
	approved
	F
	8.3.0
	SAES

	SP-080589
	23.401
	0410
	1
	8.2.0
	Rel-8
	Correct "Context ID" to "GTP-C TEID"
	approved
	F
	8.3.0
	SAES

	SP-080589
	23.401
	0412
	-
	8.2.0
	Rel-8
	Correction on the description of UE S1AP ID
	approved
	F
	8.3.0
	SAES

	SP-080589
	23.401
	0417
	1
	8.2.0
	Rel-8
	Alignments for non-3GPP handover
	approved
	F
	8.3.0
	SAES

	SP-080589
	23.401
	0418
	2
	8.2.0
	Rel-8
	Clarification of E-UTRAN Radio Access Network Sharing support EPC
	approved
	F
	8.3.0
	SAES

	SP-080589
	23.401
	0419
	1
	8.2.0
	Rel-8
	Cleanup of PDN GW functionality
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0420
	1
	8.2.0
	Rel-8
	IRAT Handover Reject
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0421
	1
	8.2.0
	Rel-8
	IRAT Handover Cancel
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0423
	2
	8.2.0
	Rel-8
	Updates to include TI, Transaction Id, in EPS
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0426
	3
	8.2.0
	Rel-8
	Updates to S1 handover to Cleanup of handover procedures
	approved
	F
	8.3.0
	SAES

	SP-080588
	23.401
	0428
	3
	8.2.0
	Rel-8
	Address allocation implied PCC interaction
	approved
	C
	8.3.0
	SAES

	SP-080590
	23.401
	0435
	1
	8.2.0
	Rel-8
	Clarfication on periodic timer expiration
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0437
	2
	8.2.0
	Rel-8
	Clarification on IP address allocation
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0446
	1
	8.2.0
	Rel-8
	Clarification for MME load balancing
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0447
	2
	8.2.0
	Rel-8
	Handovers between S4 and Gn/Gp SGSNs
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0448
	2
	8.2.0
	Rel-8
	Correction of RAU without SGW change
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0449
	2
	8.2.0
	Rel-8
	Triggering TAU
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0451
	3
	8.2.0
	Rel-8
	Clarifications and Corrections related to UE-AMBR and APN-AMBR
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0452
	1
	8.2.0
	Rel-8
	Address Allocation Related Corrections
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0458
	2
	8.2.0
	Rel-8
	Alignment of HSS optimised interactions
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0459
	1
	8.2.0
	Rel-8
	Using GUMMEI in MME routeing at the eNodeB
	approved
	F
	8.3.0
	SAES

	SP-080590
	23.401
	0460
	2
	8.2.0
	Rel-8
	Combining triggers for Tracking Area Update
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0461
	4
	8.2.0
	Rel-8
	Completion of UE capability handling in LTE/SAE
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0466
	3
	8.2.0
	Rel-8
	Two Type non-GBR AMBR and MBR QoS Mapping for I-RAT HO
	approved
	F
	8.3.0
	SAES

	SP-080569
	23.401
	0480
	4
	8.2.0
	Rel-8
	Warning system architecture
	approved
	B
	8.3.0
	ETWS-S2

	SP-080591
	23.401
	0482
	-
	8.2.0
	Rel-8
	Release of the last PDN connection
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0483
	4
	8.2.0
	Rel-8
	Clarification for MME overload control
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0486
	1
	8.2.0
	Rel-8
	Corrections to UE-triggered Service Request
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0488
	3
	8.2.0
	Rel-8
	UL ESM piggybacking on RRC signaling
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0490
	2
	8.2.0
	Rel-8
	EPS bearer context deactivation based on indication from RRC/S1-AP
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0497
	1
	8.2.0
	Rel-8
	MME ownership of TAs in a TA List
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0500
	1
	8.2.0
	Rel-8
	Handling of Dual address bearer flag for PMIP-S5
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0502
	1
	8.2.0
	Rel-8
	Clarification of updates between S4 and Gn/Gp SGSNs
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0507
	1
	8.2.0
	Rel-8
	S1AP alignment in Attach procedure
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0508
	1
	8.2.0
	Rel-8
	Editorial fix on IP-CAN session procedure
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0510
	2
	8.2.0
	Rel-8
	Indicating the Default PDN Subscription Context in the HSS
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0512
	4
	8.2.0
	Rel-8
	Packet Routing Function.
	approved
	F
	8.3.0
	SAES

	SP-080591
	23.401
	0513
	1
	8.2.0
	Rel-8
	Clarification to Bearer Control Mode (BCM) use.
	approved
	F
	8.3.0
	SAES

	SP-080592
	23.401
	0515
	3
	8.2.0
	Rel-8
	Elaboration of flow details in procedure S1-based handover
	approved
	F
	8.3.0
	SAES

	SP-080592
	23.401
	0517
	1
	8.2.0
	Rel-8
	IRAT E-UTRAN - GERAN Handover in Annex D
	approved
	F
	8.3.0
	SAES

	SP-080592
	23.401
	0518
	2
	8.2.0
	Rel-8
	Stand alone SMC procedure in Attach and TAU
	approved
	F
	8.3.0
	SAES

	SP-080592
	23.401
	0524
	1
	8.2.0
	Rel-8
	Error Correction on UE requested PDN Connectivity
	approved
	F
	8.3.0
	SAES

	SP-080592
	23.401
	0529
	-
	8.2.0
	Rel-8
	Clarification of HSS-initiated Detach procedure
	approved
	F
	8.3.0
	SAES

	SP-080592
	23.401
	0533
	1
	8.2.0
	Rel-8
	Control Plane for S6a and S13
	approved
	F
	8.3.0
	SAES

	SP-080592
	23.401
	0535
	1
	8.2.0
	Rel-8
	Rel-7/Rel-8 QCI Alignment
	approved
	F
	8.3.0
	SAES

	SP-080592
	23.401
	0536
	3
	8.2.0
	Rel-8
	Default bearer handling
	approved
	F
	8.3.0
	SAES

	SP-080592
	23.401
	0538
	1
	8.2.0
	Rel-8
	Correction to UE requested PDN disconnection procedure
	approved
	F
	8.3.0
	SAES

	SP-080592
	23.401
	0543
	1
	8.2.0
	Rel-8
	Completion of Radio Resource Management Functions
	approved
	F
	8.3.0
	SAES

	SP-080593
	23.401
	0544
	1
	8.2.0
	Rel-8
	Clarification on Attach and TAU procedures
	approved
	F
	8.3.0
	SAES

	SP-080593
	23.401
	0546
	1
	8.2.0
	Rel-8
	Clarification on paging no response mechanism
	approved
	F
	8.3.0
	SAES

	SP-080588
	23.401
	0547
	4
	8.2.0
	Rel-8
	Clarification of implicitly detach procedure in case of ISR
	approved
	C
	8.3.0
	SAES

	SP-080593
	23.401
	0550
	-
	8.2.0
	Rel-8
	Removing FFS on load balancing weight
	approved
	F
	8.3.0
	SAES

	SP-080593
	23.401
	0551
	2
	8.2.0
	Rel-8
	TAI and ECGI in S1 Handover Notify messages and associated corrections
	approved
	F
	8.3.0
	SAES

	SP-080588
	23.401
	0553
	3
	8.2.0
	Rel-8
	Update of 23.401 for SMS procedures  for E-UTRAN
	approved
	B
	8.3.0
	SAES

	SP-080593
	23.401
	0554
	1
	8.2.0
	Rel-8
	Inhibiting charging during indirect forwarding
	approved
	F
	8.3.0
	SAES

	SP-080593
	23.401
	0558
	2
	8.2.0
	Rel-8
	PDN GW Identity clarification
	approved
	F
	8.3.0
	SAES

	SP-080593
	23.401
	0569
	-
	8.2.0
	Rel-8
	MME behavior after sending a TAU Accept
	approved
	F
	8.3.0
	SAES

	SP-080593
	23.401
	0570
	2
	8.2.0
	Rel-8
	"Removal of the ""SAE bearer"" term"
	approved
	F
	8.3.0
	SAES

	SP-080593
	23.401
	0571
	1
	8.2.0
	Rel-8
	Removal of GUTI Definition
	approved
	F
	8.3.0
	SAES

	SP-080593
	23.401
	0572
	-
	8.2.0
	Rel-8
	Inter RAT Handover corrections. Other action, indication and terminology alignments/corrections.
	approved
	F
	8.3.0
	SAES

	SP-080594
	23.402
	0160
	4
	8.2.0
	Rel-8
	Impacts of multiple PDN on detach and PDN-disconnection procedure for PMIP-based S5/S8 and S2a
	approved
	B
	8.3.0
	SAES

	SP-080595
	23.402
	0215
	6
	8.2.0
	Rel-8
	Update of general principles for WiMAX network-controlled dual radio handover
	approved
	F
	8.3.0
	SAES

	SP-080595
	23.402
	0335
	5
	8.2.0
	Rel-8
	Clean up for S8/S2 Chained Case
	approved
	F
	8.3.0
	SAES

	SP-080595
	23.402
	0337
	2
	8.2.0
	Rel-8
	Architecture clean-up
	approved
	F
	8.3.0
	SAES

	SP-080595
	23.402
	0338
	3
	8.2.0
	Rel-8
	PCC Control in Non-optimized Handover with Non-chained Case
	approved
	F
	8.3.0
	SAES

	SP-080596
	23.402
	0339
	2
	8.2.0
	Rel-8
	PCC Control in Non-optimized Handover with Chained Case
	rejected
	F
	
	SAES

	SP-080595
	23.402
	0340
	3
	8.2.0
	Rel-8
	Refine the optimized handover from HRPD to E-UTRAN
	approved
	F
	8.3.0
	SAES

	SP-080595
	23.402
	0341
	2
	8.2.0
	Rel-8
	PCC Cleanup for LTE<->HRPD Handover flow
	approved
	F
	8.3.0
	SAES

	SP-080595
	23.402
	0342
	1
	8.2.0
	Rel-8
	Alignment of resource allocation deactivation Procedure
	approved
	F
	8.3.0
	SAES

	SP-080596
	23.402
	0343
	-
	8.2.0
	Rel-8
	Handover between untrusted Non-3GPP IP Access and 3GPP Access with Chained GTP-based S8/S2b Roaming
	rejected
	F
	
	SAES

	SP-080595
	23.402
	0346
	2
	8.2.0
	Rel-8
	Corrections for handover from non-3GPP to GERAN/UTRAN access
	approved
	F
	8.3.0
	SAES

	SP-080595
	23.402
	0347
	2
	8.2.0
	Rel-8
	ANDSF cleanup
	approved
	F
	8.3.0
	SAES

	SP-080595
	23.402
	0350
	1
	8.2.0
	Rel-8
	Trusted/untrusted non-3GPP Access system detection
	approved
	F
	8.3.0
	SAES

	SP-080595
	23.402
	0351
	5
	8.2.0
	Rel-8
	Handover indication in S2b scenario
	approved
	F
	8.3.0
	SAES

	SP-080595
	23.402
	0352
	2
	8.2.0
	Rel-8
	PMIP-based S5/S8 Procedures to support GPRS and EPC
	approved
	F
	8.3.0
	SAES

	SP-080594
	23.402
	0353
	1
	8.2.0
	Rel-8
	Address allocation implied PCC interaction
	approved
	C
	8.3.0
	SAES

	SP-080595
	23.402
	0355
	-
	8.2.0
	Rel-8
	Simultaneous access to EPS during handover
	approved
	F
	8.3.0
	SAES

	SP-080595
	23.402
	0356
	4
	8.2.0
	Rel-8
	PDN-GW identification
	approved
	F
	8.3.0
	SAES

	SP-080595
	23.402
	0357
	1
	8.2.0
	Rel-8
	Removal of the limitation of the frequency of UE requested ANDSF interactions
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0360
	1
	8.2.0
	Rel-8
	Corrections to architecture diagrams
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0363
	-
	8.2.0
	Rel-8
	On alignment of stage 2 description of the session ID with stage 3 specification
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0364
	1
	8.2.0
	Rel-8
	On replacement of PDSN with HSGW in optimized HRPD/E-UTRAN handover
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0370
	1
	8.2.0
	Rel-8
	Clarification on use of Ipsec tunnels for the support of multiple PDNs over untrusted non-3GPP accesses.
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0371
	1
	8.2.0
	Rel-8
	Correction to section 6.2 of TS 23.402
	approved
	F
	8.3.0
	SAES

	SP-080599
	23.402
	0373
	1
	8.2.0
	Rel-8
	M-PDN Detach for S2b
	approved
	F
	8.3.0
	SAES-SA-FP_n3GPP

	SP-080597
	23.402
	0374
	2
	8.2.0 
	Rel-8
	Revision of flow procedure about mobility protocol tunnelling header information
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0375
	1
	8.2.0
	Rel-8
	Cleanup on IPv4 home address assignment for S2c
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0378
	-
	8.2.0
	Rel-8
	IP address allocation related corrections
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0379
	-
	8.2.0
	Rel-8
	Corrections in Optimized Handovers between E-UTRAN Access and cdma2000 HRPD Access
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0381
	-
	8.2.0
	Rel-8
	Clean-up of UE-initiated connectivity to additional APNs flows (Section 6.8.1.1)
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0382
	2
	8.2.0
	Rel-8
	Clean-up of S2-S8 Chaining Flows
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0383
	-
	8.2.0
	Rel-8
	Handling of Multiple PDNs with HRPD=>EUTRAN Idle mode mobility
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0385
	1
	8.2.0
	Rel-8
	Multiple PDN Connections with Untrusted access and network-based mobility
	approved
	F
	8.3.0
	SAES

	SP-080594
	23.402
	0386
	1
	8.2.0
	Rel-8
	Correction to incomplete implementation of CR0176R3
	approved
	C
	8.3.0
	SAES

	SP-080597
	23.402
	0388
	-
	8.2.0
	Rel-8
	Removal of FFSs in Annex D
	approved
	F
	8.3.0
	SAES

	SP-080597
	23.402
	0393
	1
	8.2.0
	Rel-8
	Correction of section 4.5.1 title
	approved
	F
	8.3.0
	SAES

	SP-080598
	23.402
	0396
	1
	8.2.0
	Rel-8
	Adding PCC interactions to Annex C flows
	approved
	F
	8.3.0
	SAES

	SP-080598
	23.402
	0397
	3
	8.2.0
	Rel-8
	Handling of IPv4 Deferred address for PMIP-S5
	approved
	F
	8.3.0
	SAES

	SP-080594
	23.402
	0398
	2
	8.2.0
	Rel-8
	IP address release for PMIP based S5/S8 procedure when UE has been allocated IPv4 and IPv6 addresses
	approved
	C
	8.3.0
	SAES

	SP-080594
	23.402
	0399
	3
	8.2.0
	Rel-8
	IP address release for PMIP based S5/S8 procedure when UE has been allocated IPv4 address only
	approved
	C
	8.3.0
	SAES

	SP-080598
	23.402
	0403
	2
	8.2.0
	Rel-8
	Cleanup for sections 6.1, 6.2 and 6.3
	approved
	F
	8.3.0
	SAES

	SP-080598
	23.402
	0404
	2
	8.2.0
	Rel-8
	Cleanup for sections 6.5,  6.6 & 7.5
	approved
	F
	8.3.0
	SAES

	SP-080598
	23.402
	0405
	1
	8.2.0
	Rel-8
	Cleanup of section 6.8
	approved
	F
	8.3.0
	SAES

	SP-080598
	23.402
	0406
	1
	8.2.0
	Rel-8
	Cleanup for section 7
	approved
	F
	8.3.0
	SAES

	SP-080598
	23.402
	0407
	1
	8.2.0
	Rel-8
	Correction on S2b control plane protocol stack
	approved
	F
	8.3.0
	SAES

	SP-080598
	23.402
	0409
	2
	8.2.0
	Rel-8
	Proposal on non-roaming only Rel-8 ANDSF
	approved
	F
	8.3.0
	SAES

	SP-080598
	23.402
	0411
	1
	8.2.0
	Rel-8
	Generic Clean up of GRE key
	approved
	F
	8.3.0
	SAES

	SP-080598
	23.402
	0414
	-
	8.2.0
	Rel-8
	Cleanup of generic handover flow to trusted non-3GPP access
	approved
	F
	8.3.0
	SAES

	SP-080599
	23.402
	0416
	2
	8.2.0
	Rel-8
	Correction to section 8 on Handover procedures in TS 23.402
	approved
	F
	8.3.0
	SAES

	SP-080599
	23.402
	0418
	1
	8.2.0
	Rel-8
	UE Requested PDN Disconnection for S2b
	approved
	F
	8.3.0
	SAES

	SP-080599
	23.402
	0419
	1
	8.2.0
	Rel-8
	UE requested PDN disconnection
	approved
	F
	8.3.0
	SAES

	SP-080599
	23.402
	0431
	2
	8.2.0
	Rel-8
	GRE key in HO from GTP based network to HRPD
	approved
	F
	8.3.0
	SAES

	SP-080599
	23.402
	0439
	2
	8.2.0
	Rel-8
	on alignment with PP2 specifications and the handling of DL data in the HRPD to LTE optimized idle mode mobility.
	approved
	F
	8.3.0
	SAES

	SP-080599
	23.402
	0444
	2
	8.2.0
	Rel-8
	Removal of few editor's notes
	approved
	D
	8.3.0
	SAES

	SP-080599
	23.402
	0449
	2
	8.2.0
	Rel-8
	M-PDN Functional  Normalization for 3GPP Accesses
	approved
	F
	8.3.0
	SAES

	SP-080599
	23.402
	0450
	2
	8.2.0
	Rel-8
	Supporting 'Network-centric' multiple PDN handover during 3GPP to non-3GPP non-optimized Handover
	approved
	F
	8.3.0
	SAES

	SP-080573
	23.406
	0002
	-
	7.1.0
	Rel-7
	Correction to reflect error detected during ETSI publishing process of TS 186 006
	approved
	F
	7.2.0
	IMS_Comm_Doc

	SP-080573
	23.506
	0002
	-
	8.0.0
	Rel-8
	Correction to reflect error detected during ETSI publishing process of TS 186 006
	approved
	F
	8.1.0
	IMS_Comm_Doc

	SP-080573
	23.509
	0002
	1
	7.1.0
	Rel-7
	Removal of emergency public user identity
	approved
	F
	7.2.0
	IMS_Comm_Mtce7
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	SP-080514
	33.107
	0073
	-
	8.4.0
	Rel-8
	Updates to TS 33.107 to support LI for EPS
	approved
	B
	8.5.0
	LI8

	SP-080485
	33.141
	0008
	1
	8.0.0
	Rel-8
	Removing annex B of TS 33.141
	approved
	F
	8.1.0
	IMS-Sec

	SP-080485
	33.141
	0009
	2
	8.0.0
	Rel-8
	New normative Annex on GPRS-IMS-Bundled Authentication for Ut interface security
	approved
	B
	8.1.0
	IMS-Sec

	SP-080484
	33.203
	0140
	1
	8.3.0
	Rel-8
	Correction of description of HSS tasks
	reissued
	F
	
	IMS-Sec

	SP-080544
	33.203
	0140
	1
	8.3.0
	Rel-8
	Correction of description of HSS tasks
	approved
	F
	8.4.0
	IMS-Sec

	SP-080544
	33.203
	0141
	1
	8.3.0
	Rel-8
	Updates to stage 2 description of NASS-IMS bundled authentication
	approved
	F
	8.4.0
	IMS-Sec

	SP-080485
	33.203
	0142
	-
	8.3.0
	Rel-8
	Changes to TS 33.203 due to a new normative Annex on GIBA
	approved
	F
	8.4.0
	IMS-Sec

	SP-080485
	33.203
	0143
	-
	8.3.0
	Rel-8
	New normative Annex on GPRS-IMS-Bundled Authentication (GIBA)
	approved
	B
	8.4.0
	IMS-Sec

	SP-080484
	33.203
	0144
	-
	8.3.0
	Rel-8
	Removal of EditorÆs note in Annex P.4.2
	reissued
	F
	
	IMS-Sec

	SP-080544
	33.203
	0144
	-
	8.3.0
	Rel-8
	Removal of Editor's note in Annex P.4.2
	approved
	F
	8.4.0
	IMS-Sec

	SP-080484
	33.203
	0145
	1
	8.3.0
	Rel-8
	Resolution of EditorÆs note on 3GPP2 NDS requirement
	reissued
	C
	
	IMS-Sec

	SP-080544
	33.203
	0145
	1
	8.3.0
	Rel-8
	Resolution of Editor's note on 3GPP2 NDS requirement
	approved
	C
	8.4.0
	IMS-Sec

	SP-080484
	33.203
	0146
	1
	8.3.0
	Rel-8
	Alignment of ISIM and ISIM application terminology
	reissued
	F
	
	IMS-Sec

	SP-080544
	33.203
	0146
	1
	8.3.0
	Rel-8
	CR to 33.203 on ISIM
	rejected
	F
	
	IMS-Sec

	SP-080484
	33.203
	0147
	-
	8.3.0
	Rel-8
	Adding a definition for 3GPP2 Common IMS
	reissued
	F
	
	IMS-Sec

	SP-080544
	33.203
	0147
	-
	8.3.0
	Rel-8
	CR to 33.203 on IMC application
	rejected
	F
	
	IMS-Sec

	SP-080484
	33.210
	0023
	3
	8.0.0
	Rel-8
	Introduction of Network Domain Security support for 3GPP2 IMS
	reissued
	B
	
	IMS-Sec

	SP-080544
	33.210
	0023
	3
	8.0.0
	Rel-8
	Introduction of Network Domain Security support for 3GPP2 IMS
	approved
	B
	8.1.0
	IMS-Sec

	SP-080486
	33.220
	0139
	1
	8.3.0
	Rel-8
	Zh and ZhÆ intradomain reference points
	approved
	F
	8.4.0
	TEI8

	SP-080483
	33.223
	0002
	1
	8.0.0
	Rel-8
	CR 33.223: GPI Protection
	approved
	C
	8.1.0
	GBAPush

	SP-080488
	33.223
	0002
	1
	8.0.0
	Rel-8
	Clarifications to S2c access
	approved
	C
	8.1.0
	SAES

	SP-080483
	33.223
	0004
	1
	8.0.0
	Rel-8
	CR 33.223: UE registration at Push NAF
	approved
	D
	8.1.0
	GBAPush

	SP-080487
	33.401
	0001
	1
	8.0.0
	Rel-8
	SAE: backhaul link management plane protection
	approved
	B
	8.1.0
	SAES

	SP-080487
	33.401
	0005
	2
	8.0.0
	Rel-8
	CS key derivation in SRVCC
	approved
	B
	8.1.0
	SAES

	SP-080487
	33.401
	0006
	1
	8.0.0
	Rel-8
	CR 33.401: Correction of text on security context and authentication data
	approved
	F
	8.1.0
	SAES

	SP-080487
	33.401
	0007
	1
	8.0.0
	Rel-8
	CR 33.401: Completing the specification on air interface ciphering and integrity algorithms inputs
	approved
	F
	8.1.0
	SAES

	SP-080487
	33.401
	0009
	1
	8.0.0
	Rel-8
	CR 33.401 :Ensuring security context freshness on handover from an SGSN towards MME
	approved
	F
	8.1.0
	SAES

	SP-080487
	33.401
	0010
	1
	8.0.0
	Rel-8
	KeNB forward security simplification
	approved
	C
	8.1.0
	SAES

	SP-080487
	33.401
	0011
	-
	8.0.0
	Rel-8
	CR-33401: AS SMC clarifications
	rejected
	F
	
	SAES

	SP-080487
	33.401
	0012
	1
	8.0.0
	Rel-8
	CR-33401: NAS SMC handling clarifications
	approved
	F
	8.1.0
	SAES

	SP-080487
	33.401
	0013
	1
	8.0.0
	Rel-8
	CR-33401: Replay UE capabilities in the NAS SMC Command message
	approved
	F
	8.1.0
	SAES

	SP-080487
	33.401
	0014
	1
	8.0.0
	Rel-8
	CR-33401: IDLE mode IRAT key freshness from UTRAN to E-UTRAN
	rejected
	F
	
	SAES

	SP-080487
	33.401
	0016
	1
	8.0.0
	Rel-8
	CR-33401: Security Context Selection on IRAT handover to E-UTRAN
	approved
	F
	8.1.0
	SAES

	SP-080487
	33.401
	0017
	1
	8.0.0
	Rel-8
	Key freshness during mobility from E-UTRAN to UTRAN/GERAN
	approved
	C
	8.1.0
	SAES

	SP-080487
	33.401
	0021
	1
	8.0.0
	Rel-8
	CR: Removal of editor's note related to key change on-the-fly
	approved
	D
	8.1.0
	SAES

	SP-080487
	33.401
	0022
	1
	8.0.0
	Rel-8
	CR: Editorial cleanup of TS 33.401
	approved
	D
	8.1.0
	SAES

	SP-080487
	33.401
	0023
	1
	8.0.0
	Rel-8
	CR: Algorithm selection cleanup
	approved
	F
	8.1.0
	SAES

	SP-080487
	33.401
	0024
	-
	8.0.0
	Rel-8
	CR: Signalling of UE security capabilities at IRAT idle mode mobility
	rejected
	C
	
	SAES

	SP-080487
	33.401
	0025
	1
	8.0.0
	Rel-8
	CR: Additional inputs to EPS Key Derivation Function (KDF)
	approved
	C
	8.1.0
	SAES

	SP-080487
	33.401
	0026
	1
	8.0.0
	Rel-8
	CR: Add requirement to have replay protection for NAS and RRC
	approved
	D
	8.1.0
	SAES

	SP-080487
	33.401
	0027
	1
	8.0.0
	Rel-8
	CR Key identifier handling on inter-RAT mobility
	rejected
	C
	
	SAES

	SP-080487
	33.401
	0029
	1
	8.0.0
	Rel-8
	NAS key re-keying
	approved
	C
	8.1.0
	SAES

	SP-080487
	33.401
	0030
	-
	8.0.0
	Rel-8
	EPS key hierarchy
	approved
	F
	8.1.0
	SAES

	SP-080487
	33.401
	0032
	2
	8.0.0
	Rel-8
	Clarification on MSIN_IMEI  confidentiality protected limitation
	approved
	F
	8.1.0
	SAES

	SP-080487
	33.401
	0035
	1
	8.0.0
	Rel-8
	NAS integrity tag term consistent
	approved
	F
	8.1.0
	SAES

	SP-080487
	33.401
	0038
	-
	8.0.0
	Rel-8
	CR on KSI security context desynchronization
	approved
	F
	8.1.0
	SAES

	SP-080487
	33.401
	0039
	-
	8.0.0
	Rel-8
	Note on SNID IP binding
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0002
	-
	8.0.0
	Rel-8
	Resolution of 1st Ed Note in Clause 6.1 TS33.402
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0004
	1
	8.0.0
	Rel-8
	Resolution of the Ed Notes under clause 8.2.5, TS33.402
	approved
	C
	8.1.0
	SAES

	SP-080488
	33.402
	0005
	1
	8.0.0
	Rel-8
	CR on UE-ANDSF security
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0006
	1
	8.0.0
	Rel-8
	MIPv4 Signalling protection between PDN-GW and FA
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0007
	1
	8.0.0
	Rel-8
	Resolution of Ed notes on MIPv4 Root key generation
	approved
	C
	8.1.0
	SAES

	SP-080545
	33.402
	0009
	1
	8.0.0
	Rel-8
	CR to 33.402 on EAP-AKA
	rejected
	B
	
	SAES

	SP-080488
	33.402
	0012
	-
	8.0.0
	Rel-8
	correction of 33.402
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0013
	-
	8.0.0
	Rel-8
	Clarification of text on access network identities
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0014
	-
	8.0.0
	Rel-8
	Clarification of use of AMF separation bit with EAP-AKA access authentication
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0015
	-
	8.0.0
	Rel-8
	Clarification on handling of authentication vectors in the 3GPP AAA server
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0016
	-
	8.0.0
	Rel-8
	Resolution of Ed notes on use of EAP-AKA in IKEv2
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0016
	2
	8.0.0
	Rel-8
	update of S3-080756 Resolution of EditorÆs notes regarding parameter exchange in access authentication
	approved
	F
	8.1.0
	SAES

	SP-080487
	33.402
	0018
	-
	8.0.0
	Rel-8
	Distribution of authentication data from HSS to serving network
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0018
	-
	8.0.0
	Rel-8
	Removing the restriction on AKA for Trusted Access
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0022
	1
	8.0.0
	Rel-8
	Methods to avoid impersonation attacks on S2c
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0023
	2
	8.0.0
	Rel-8
	Resolution of 2nd And 3rd Editor's Notes in 8.2.2
	approved
	F
	8.1.0
	SAES

	SP-080488
	33.402
	0024
	-
	8.0.0
	Rel-8
	Note on SNID IP binding
	approved
	F
	8.1.0
	SAES

	SP-080546
	33.402
	0025
	-
	8.0.0
	Rel-8
	CR on EAP AKA (relaxation scenario)
	revised
	B
	
	SAES
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	WI

	SP-080475
	26.102
	0019
	2
	7.1.0
	Rel-8
	Addition of CS over IP User Plane
	approved
	B
	8.0.0
	AoIP-CSoIP

	SP-080475
	26.102
	0020
	1
	7.1.0
	Rel-8
	Nb-framing for GSM_FR and GSM_HR
	approved
	B
	8.0.0
	AoIP-CSoIP

	SP-080475
	26.103
	0038
	2
	7.0.0
	Rel-8
	Addition of CS over IP User Plane
	approved
	B
	8.0.0
	AoIP-CSoIP

	SP-080469
	26.114
	0032
	1
	7.5.0
	Rel-7
	Introduction of SDP Capability Negotiation
	approved
	B
	7.6.0
	MTSI-MHI

	SP-080469
	26.114
	0033
	2
	7.5.0
	Rel-7
	Clarifications on the usage of AVPF NACK and PLI
	approved
	F
	7.6.0
	MTSI-MHI

	SP-080476
	26.114
	0034
	1
	7.5.0
	Rel-8
	Improvements to MTSI 3G324M interworking
	approved
	C
	8.0.0
	MTSI_eMHI

	SP-080469
	26.114
	0035
	1
	7.5.0
	Rel-7
	Transmission of H.264 parameter sets
	approved
	F
	7.6.0
	MTSI-MHI

	SP-080469
	26.114
	0036
	-
	7.5.0
	Rel-7
	Clarification of H.263 support in MTSI
	approved
	F
	7.6.0
	MTSI-MHI

	SP-080475
	26.202
	0003
	2
	7.0.0
	Rel-8
	Addition of CS over IP User Plane
	approved
	B
	8.0.0
	AoIP-CSoIP

	SP-080470
	26.234
	0123
	1
	7.5.0
	Rel-7
	""Fast Content Switching"" corrections"
	approved
	F
	7.6.0
	PSSe

	SP-080477
	26.234
	0125
	1
	7.5.0
	Rel-8
	Using Entity-Tags to ensure SDP validity during Fast Content Switching
	approved
	B
	8.0.0
	PSS_MBMS_OMTV

	SP-080477
	26.234
	0126
	-
	7.5.0
	Rel-8
	Informative Annex on PSS Nat traversal
	approved
	B
	8.0.0
	PSS_MBMS_OMTV

	SP-080468
	26.346
	0124
	1
	6.11.0
	Rel-6
	H.264 MIME/SDP reference correction
	approved
	F
	6.12.0
	MBMS-TSMBMS

	SP-080468
	26.346
	0125
	1
	7.8.0
	Rel-7
	H.264 MIME/SDP reference correction
	approved
	A
	7.9.0
	MBMS-TSMBMS

	SP-080468
	26.346
	0126
	2
	6.11.0
	Rel-6
	Correction to QoE reception reporting
	approved
	F
	6.12.0
	MBMS-TSMBMS

	SP-080468
	26.346
	0127
	2
	7.8.0
	Rel-7
	Correction to QoE reception reporting
	approved
	A
	7.9.0
	MBMS-TSMBMS

	SP-080477
	26.346
	0128
	3
	7.8.0
	Rel-8
	Enhancements of the QoE feature in MBMS
	approved
	C
	8.0.0
	PSS_MBMS_OMTV

	SP-080477
	26.346
	0129
	2
	7.8.0
	Rel-8
	Registration procedure for MBMS User Service consumption
	approved
	C
	8.0.0
	PSS_MBMS_OMTV

	SP-080468
	26.346
	0130
	2
	7.8.0
	Rel-7
	Correcting file repair response for file-group requests
	approved
	F
	7.9.0
	MBMSUSE

	SP-080468
	26.346
	0131
	2
	6.11.0
	Rel-6
	Correction to the file repair response
	approved
	F
	6.12.0
	MBMS-TSMBMS

	SP-080477
	26.346
	0132
	2
	7.8.0
	Rel-8
	Transmitting a Full FDT snapshot
	approved
	B
	8.0.0
	PSS_MBMS_OMTV
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	SP-080465
	32.101
	0038
	-
	8.2.0
	Rel-8
	Update of PLMN management processes, relation to IRPs.
	approved
	F
	8.3.0
	OAM8

	SP-080466
	32.240
	0018
	-
	8.3.0
	Rel-8
	R8 CR 32.240 Add missing reference points description
	approved
	F
	8.4.0
	CH8

	SP-080462
	32.240
	0019
	-
	8.3.0
	Rel-8
	Clarifications for EPC offline Charging
	reissued
	B
	
	EPC-CH

	SP-080642
	32.240
	0019
	-
	8.3.0
	Rel-8
	Clarifications for EPC offline Charging
	approved
	B
	8.4.0
	EPC-CH

	SP-080462
	32.240
	0020
	-
	8.3.0
	Rel-8
	Alignment on Bx interface
	revised
	D
	
	EPC-CH

	SP-080642
	32.240
	0020
	1
	8.3.0
	Rel-8
	Alignment on Bx interface
	approved
	D
	8.4.0
	EPC-CH

	SP-080462
	32.251
	0065
	-
	8.2.0
	Rel-8
	Alignment on Bx interface
	approved
	D
	8.3.0
	EPC-CH

	SP-080462
	32.251
	0066
	-
	8.2.0
	Rel-8
	Impact on Charging trigger for EPC Charging
	approved
	B
	8.3.0
	EPC-CH

	SP-080462
	32.251
	0067
	-
	8.2.0
	Rel-8
	Impact of Rf Introduction  for EPC offline Charging description
	approved
	B
	8.3.0
	EPC-CH

	SP-080466
	32.260
	0059
	-
	8.4.0
	Rel-8
	Correction on Number Portability and Carrier Select Routing Information
	approved
	F
	8.5.0
	CH8

	SP-080466
	32.260
	0060
	-
	8.4.0
	Rel-8
	Charging management for IMS service continuity
	approved
	B
	8.5.0
	CH8

	SP-080462
	32.272
	0026
	-
	8.0.0
	Rel-8
	Alignment on Bx interface
	approved
	D
	8.1.0
	EPC-CH

	SP-080466
	32.274
	0003
	-
	8.2.0
	Rel-8
	Multiple SMS destination  - Alignment with TS 23.040
	approved
	C
	8.3.0
	CH8

	SP-080466
	32.274
	0004
	-
	8.2.0
	Rel-8
	Introduce Online Charging from SMS-SC into 3GPP TS 32.274
	approved
	B
	8.3.0
	CH8

	SP-080466
	32.297
	0006
	-
	7.1.0
	Rel-8
	Clarification on EPC Charging
	approved
	B
	8.0.0
	CH8

	SP-080462
	32.297
	0007
	-
	7.1.0
	Rel-8
	Alignment on Bx interface
	approved
	D
	8.0.0
	EPC-CH

	SP-080466
	32.299
	0214
	-
	8.3.0
	Rel-8
	Correction of inconsistencies in Offline Charging and Online Charging messages
	approved
	F
	8.4.0
	CH8

	SP-080466
	32.299
	0215
	-
	8.3.0
	Rel-8
	Correction on AVP codes - Alignment with TS 29.230
	approved
	F
	8.4.0
	CH8

	SP-080466
	32.299
	0216
	-
	8.3.0
	Rel-8
	Multiple SMS destination  - Alignment with TS 23.040
	approved
	C
	8.4.0
	CH8

	SP-080465
	32.404
	0008
	-
	8.1.0
	Rel-8
	Add EPS into the performance measurement definition template in 32.404
	approved
	B
	8.2.0
	OAM8

	SP-080465
	32.405
	0047
	-
	8.3.0
	Rel-8
	Correct measurements related to Mac-d setups for HSUPA
	approved
	F
	8.4.0
	OAM8

	SP-080465
	32.405
	0048
	-
	8.3.0
	Rel-8
	Correct measurements related to channel switch between RACH/DCH and E-DCH
	approved
	F
	8.4.0
	OAM8

	SP-080465
	32.405
	0049
	-
	8.3.0
	Rel-8
	Change name and definition of measurements related to serving E-DCH cell change
	revised
	F
	
	OAM8

	SP-080466
	32.405
	0049
	1
	8.3.0
	Rel-8
	Change name and definition of measurements related to serving E-DCH cell change
	reissued
	F
	
	OAM8

	SP-080646
	32.405
	0049
	1
	8.3.0
	Rel-8
	Change name and definition of measurements related to serving E-DCH cell change
	reissued
	F
	
	OAM8

	SP-080654
	32.405
	0049
	1
	8.3.0
	Rel-8
	Change name and definition of measurements related to serving E-DCH cell change
	approved
	F
	8.4.0
	OAM8

	SP-080465
	32.405
	0050
	-
	8.3.0
	Rel-8
	Add measurements related to serving E-DCH cell change
	revised
	B
	
	OAM8

	SP-080646
	32.405
	0050
	-
	8.3.0
	Rel-8
	Add measurements related to serving E-DCH cell change
	revised
	B
	
	OAM8

	SP-080654
	32.405
	0050
	1
	8.3.0
	Rel-8
	Add measurements related to serving E-DCH cell change
	approved
	B
	8.4.0
	OAM8

	SP-080460
	32.407
	0005
	-
	7.1.0
	Rel-7
	Incorrect description of information flow for paging related performance.
	approved
	F
	7.2.0
	OAM7-PM

	SP-080465
	32.421
	0019
	-
	8.2.0
	Rel-8
	Change the description for Trace Recording Session Reference
	approved
	C
	8.3.0
	OAM8

	SP-080465
	32.422
	0041
	-
	8.1.0
	Rel-8
	Providing subescriber identities for Cell Traffic Trace - Procedures
	approved
	B
	8.2.0
	OAM8

	SP-080465
	32.441
	0003
	-
	8.0.0
	Rel-8
	Inclusion of Notification IRP
	approved
	C
	8.1.0
	OAM8

	SP-080460
	32.645
	0037
	-
	7.5.0
	Rel-7
	Correction of XSD containment for UTRAN Cell classes
	approved
	F
	7.6.0
	OAM7-NIM
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	SP-080640
	22.278
	0042
	5
	8.5.0
	Rel-8
	Requirement on support of CS Fallback
	withdrawn
	F
	
	AIPN-SAE

	SP-080640
	22.278
	0043
	5
	9.0.0
	Rel-9
	Requirement on support of CS Fallback
	withdrawn
	A
	
	AIPN-SAE

	SP-080542
	23.402
	0456
	-
	8.2.0
	Rel-8
	Merger of 23.402 CR0339R2 and 23.402 CR0343
	approved
	F
	8.3.0
	SAES

	SP-080645
	33.203
	0146
	2
	8.3.0
	Rel-8
	Alignment of ISIM and ISIM application terminology
	rejected
	F
	
	IMS-Sec

	SP-080487
	33.401
	0015
	1
	8.0.0
	Rel-8
	KeNB derivation when activating cached security context
	rejected
	C
	
	SAES

	SP-080653
	33.401
	0040
	-
	8.0.0
	Rel-8
	IRAT related changes (merge of CRs 14,24,27)
	approved
	C
	8.1.0
	SAES

	SP-080653
	33.401
	0041
	-
	8.0.0
	Rel-8
	KeNB derivation when activating cached security context and AS SMC clarifications (merge of CR0011 and CR0015)
	approved
	C
	8.1.0
	SAES

	SP-080619
	33.402
	0009
	3
	8.0.0
	Rel-8
	Storage of EAP-AKA credentials
	rejected
	B
	
	SAES
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