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*** FIRST MODIFICATION ***

7.3.2.1.2
Origination using I2 reference point

Figure 7.3.2.1.2-1 describes how IMS originations are performed via CS access for non ICS UE. This call flow also applies for an ICS UE CS origination with CS media without use of I1 and with use of an MSC server enhanced for ICS, as specified in clause 7.3.2.2.3.
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Figure 7.3.2.1.2-1: IMS Origination via CS Access for non ICS UE

1.
The UE A sends a CS call setup message containing the B-party number to the MSC Server enhanced for ICS according to standard CS originating procedures.

2.
The MSC Server sends an INVITE to the S-CSCF with the Request-URI set to the B-party number. If a GRUU is to be included as described in TS 23.228 [2], then include a temporary-GRUU as the contact address if privacy has been requested or a public-GRUU if privacy has not been requested. The INVITE also contains SDP received from the CS-MGW.

3.
The S-CSCF performs standard service control execution procedures. Filter criteria direct the S-CSCF to send the INVITE to the SCC AS.

4.
The SCC AS invokes a B2BUA, terminating the UE A Leg and originating the Remote Leg for presentation of an IMS session towards the B-party on behalf of UE A. The SCC AS creates an INVITE containing the SDP received in the CS Bearer Control Signalling Path, indicating CS voice media. The INVITE request is routed from the SCC AS to the S-CSCF.

5.
The S-CSCF continues with standard IMS originated session processing and routes the request onwards to the B-party.

6.
Completion of the session and bearer control setup procedures.

*** NEXT MODIFICATION ***

7.4.2.1.2
Termination using I2 reference point

Figure 7.4.2.1.2-1 describes how IMS terminations are performed via CS access for non ICS UE registered in IMS. This call flow also applies for an ICS UE attached to an MSC server enhanced for ICS where the incoming session is delivered to the ICS UE using standard CS terminating procedures, as specified in clause 7.4.2.2.5.


[image: image3.emf]4.  INVITE  (B)

2.  INVITE  (B)

UE B MSC Server MGW I/S-CSCF SCC AS UE A

7.  Completion of Session Setup Procedures

CS domain bearer IMS bearer

3.  T-ADS

1 .  INVITE  (B)

5.  INVITE  (B)

6.  CS call setup

 


Figure 7.4.2.1.2-1: IMS Termination via CS Access for non ICS UE registered in IMS

1.
An incoming INVITE is received at the S-CSCF of the B-party via the I-CSCF.

2.
The S-CSCF performs standard service control execution procedures. Filter criteria direct the S-CSCF to send the INVITE to the SCC AS.

3.
The SCC AS performs terminating access domain selection. The SCC AS chooses the CS access network and the MSC Server contact address, amongst the registered contact addresses for the UE B, for the setup of the media.

4.
The SCC AS establishes a new session by sending an INVITE to the UE B via theS-CSCF.

5.
The S-CSCF forwards the INVITE to the MSC Server based on the contact address stored during registration, using standard IMS procedures.

6.
The MSC Server sends a Setup message to the UE B.

7.
Completion of the session and bearer control setup procedures.

*** END OF MODIFICATION ***
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