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	Terminating call handling for an SRVCC UE is not defined especially when voice calls are expected to be established over the CS domain when on 2G or 3G access. When in idle state especially with ISR active, the IMS network is unable to accurately determine whether the CS domain is available or not and therefore the terminating access domain selection may be inaccurate. As a result request for terminating calls may be sent to the UE in the IMS domain even though the user plane ought to be established in the CS domain when it is available. 
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	Add functionality to the UE from TS 23.292 to establish a CS call leg to the anchor instead of completing the establishment in IMS. 
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5.3.4
UE enhanced for SRVCC

5.3.4.1
Interworking with 3GPP2 1xCS

If the UE supports 3GPP2 1xCS access, the 1xCS SRVCC UE is a UE that is capable to perform SRVCC to the 3GPP2 1xCS system. The interaction between UE and E-UTRAN is described in TR 36.938 [7]. The interaction with the 3GPP2 1xCS system is described in this specification.

5.3.4.2
Interworking with 3GPP UTRAN/GERAN

3GPP SRVCC UE is needed to perform SRVCC (see subclause 3.1 for 3GPP SRVCC UE definition). The interaction between UE and E-UTRAN is described in TS 36.300 [16] and between UE and UTRAN (HSPA) is described in TS 25.331 [19].
3GPP SRVCC UE shall support UE assisted T-ADS functionality as described in TS 23.292 [13] for selecting the CS domain for terminating voice calls. 
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