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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

AMBR
Aggregate Maximum Bit Rate

CBC
Cell Broadcast Centre

CBE
Cell Broadcast Entity
DL TFT
DownLink Traffic Flow Template
ECGI
E-UTRAN Cell Global Identifier

ECM
EPS Connection Management

EMM
EPS Mobility Management
EPC
Evolved Packet Core

EPS
Evolved Packet System

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

GUMMEI
Globally Unique MME Identifier

GUTI
Globally Unique Temporary Identity

GW
Gateway
OFCS
Offline Charging System
PDB
Packet Delay Budget

PLR
Packet Loss Rate

LBI
Linked EPS Bearer Id

MME
Mobility Management Entity

MMEC
MME Code

M-TMSI
M-Temporary Mobile Subscriber Identity

OMC-ID
Operation and Maintenance Center Identity

P-GW
PDN Gateway

PSAP
Public Safety Answering Point

PTI
Protocol Transaction Id

S-GW
Serving Gateway

S-TMSI
S-Temporary Mobile Subscriber Identity

SDF
Service Data Flow

TAC
Tracking Area Code

TAI
Tracking Area Identity

TAU
Tracking Area Update

TI
Transaction Identifier

	Next modification


4.4.3.2
Serving GW

The Serving GW is the gateway which terminates the interface towards E-UTRAN.

For each UE associated with the EPS, at a given point of time, there is a single Serving GW.

The functions of the Serving GW, for both the GTP-based and the PMIP-based S5/S8, include:

-
the local Mobility Anchor point for inter-eNodeB handover;

-
assist the eNodeB reordering function during inter-eNodeB handover by sending one or more "end marker" packets to the source eNodeB immediately after switching the path.

-
Mobility anchoring for inter-3GPP mobility (terminating S4 and relaying the traffic between 2G/3G system and PDN GW);

-
ECM-IDLE mode downlink packet buffering and initiation of network triggered service request procedure;

-
Lawful Interception;

-
Packet routeing and forwarding;

-
Transport level packet marking in the uplink and the downlink, e.g. setting the DiffServ Code Point, based on the QCI of the associated EPS bearer;

-
Accounting on user and QCI granularity for inter-operator charging;

-
UL and DL charging per UE, PDN, and QCI
(e.g. for roaming with home routed traffic).
-
Interfacing OFCS according to charging principles and through reference points specified in 32.240 [xx].
Additional Serving GW functions for the PMIP-based S5/S8 are captured in TS 23.402 [2].

Connectivity to a GGSN is not supported.

	Next modification


4.4.3.3
PDN GW

The PDN GW is the gateway which terminates the SGi interface towards the PDN.

If a UE is accessing multiple PDNs, there may be more than one PDN GW for that UE, however a mix of S5/S8 connectivity and Gn/Gp connectivity is not supported for that UE simultaneously.

PDN GW functions include for both the GTP-based and the PMIP-based S5/S8:

-
Per-user based packet filtering (by e.g. deep packet inspection);

-
Lawful Interception;

-
UE IP address allocation;

-
Transport level packet marking in the uplink and downlink, e.g. setting the DiffServ Code Point, based on the QCI of the associated EPS bearer;

-
UL and DL service level charging as defined in TS 23.203 [6]
(e.g. based on SDFs defined by the PCRF, or based on deep packet inspection defined by local policy);

-
Interfacing OFCS through according to charging principles and through reference points specified in 32.240 [xx].

-
UL and DL service level gating control as defined in TS 23.203 [6];

-
UL and DL service level rate enforcement as defined in TS 23.203 [6]
(e.g. by rate policing/shaping per SDF);

-
UL and DL rate enforcement based on APN-AMBR
(e.g. by rate policing/shaping per aggregate of traffic of all SDFs of the same APN that are associated with Non-GBR QCIs);

-
DL rate enforcement based on the accumulated MBRs of the aggregate of SDFs with the same GBR QCI
(e.g. by rate policing/shaping);

-
DHCPv4 (server and client) and DHCPv6 (client and server) functions;

-
The network does not support PPP bearer type in this version of the specification. Pre-Release 8 PPP functionality of a GGSN may be implemented in the PDN GW.
Additionally the PDN GW includes the following functions for the GTP-based S5/S8:

-
UL and DL bearer binding as defined in TS 23.203 [6];

-
UL bearer binding verification as defined in TS 23.203 [6];

-
Functionality as defined in RFC 4861 [32].

The P‑GW provides PDN connectivity to both GERAN/UTRAN only UEs and E‑UTRAN capable UEs using any of E‑UTRAN, GERAN or UTRAN. The P‑GW provides PDN connectivity to E‑UTRAN capable UEs using E‑UTRAN only over the S5/S8 interface.

	Next modification


5.7A
Charging

Accounting functionality is provided by the Serving GW and the PDN GW.
The Serving GW shall be able to collect for each UE accounting information, i.e. the amount of data transmitted in uplink and downlink direction categorized with the QCI and ARP pair per UE per PDN.

The Serving GW shall not collect UE accounting information for packets that are being processed for the sole purpose of indirect forwarding.

The S-GW for inter-operator charging, and the P-GW shall be able to interface the OFCS according to charging principles and through reference points specified in 32.240 [xx].
The PDN GW shall be able to provide charging functionality for each UE according to TS 23.203 [6].

A PDN GW without a Gx interface shall be able to support flow based online and offline charging based on local configuration and interaction with the Online and Offline Charging Systems.

Editor's note:
It is FFS if the PDN GW in addition needs to receive charging characteristics from the Serving Gateway or another source.

	End of modifications
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