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The following CRs, agreed at the TSG-SA WG3 meeting #55, are presented to TSG SA #44 for approval:
	CRNum
	Rev
	Phase
	Title
	Cat
	Ver
	Tdoc

	173
	-
	Rel-8
	Correction of UE EPS security capability default set
	F
	8.3.1
	S3-090705

	188
	-
	Rel-8
	The correction on input key of Null ciphering algorithm
	F
	8.3.1
	S3-090710

	200
	-
	Rel-8
	Changing SGSN to the enhanced MSC server in SRVCC
	F
	8.3.1
	S3-090713

	205
	-
	Rel-8
	Keys to be used in HO from E-UTRAN to UTRAN and GERAN
	F
	8.3.1
	S3-090714

	209
	-
	Rel-8
	Keys to be used in HO from UTRAN and GERAN to E-UTRAN
	F
	8.3.1
	S3-090715

	184
	-
	Rel-8
	Corrections for Attach procedure
	F
	8.3.1
	S3-090718

	177
	1
	Rel-8
	Definition of forward security
	F
	8.3.1
	S3-090720

	190
	-
	Rel-8
	Clarification on Multiple KeNB*s Preparation in Section 7.4.3
	F
	8.3.1
	S3-090721

	191
	2
	Rel-8
	The definition of eKSI format
	F
	8.3.1
	S3-090722

	207
	1
	Rel-8
	Correction on KeNB refresh
	F
	8.3.1
	S3-090723

	197
	-
	Rel-8
	Forward security chaining modificarion
	F
	8.3.1
	S3-090724

	210
	1
	Rel-8
	NH derivation rules for re-keying
	F
	8.3.1
	S3-090727

	168
	1
	Rel-8
	UE security capability handling at S1 HO
	F
	8.3.1
	S3-090728

	203
	1
	Rel-8
	Correction of EPS AS Security Mode Command Procedure
	F
	8.3.1
	S3-090729

	211
	1
	Rel-8
	RRC Connection Re-establishment - security corrections
	F
	8.3.1
	S3-090730

	172
	1
	Rel-8
	Correction of TAU procedure after IRAT Handover to E-UTRAN
	F
	8.3.1
	S3-090731

	181
	1
	Rel-8
	Corrections for idle mode procedure in EUTRAN
	F
	8.3.1
	S3-090732

	176
	1
	Rel-8
	Update of abbreviations list
	F
	8.3.1
	S3-090737

	174
	1
	Rel-8
	Resolving ed note on PLMN ID encoding and correction of KDF
	F
	8.3.1
	S3-090816

	224
	-
	Rel-8
	Correction of distribution of authentication data
	F
	8.3.1
	S3-090833

	225
	-
	Rel-8
	Correction of key setting during AKA
	F
	8.3.1
	S3-090834

	227
	-
	Rel-8
	Resolution of an Editor’s note on signaling messages, which are not confidentiality protected
	F
	8.3.1
	S3-0090836

	256
	-
	Rel-8
	Test vectors for 128-EEA2 and 128-EIA2
	F
	8.3.1
	S3-090850

	252
	-
	Rel-8
	Clarification on key identification and KeNB derivation
	F
	8.3.1
	S3-090955

	231
	1
	Rel-8
	Update of NAS SMC figure
	F
	8.3.1
	S3-091057

	202
	2
	Rel-8
	Correction of KeNB derivations
	F
	8.3.1
	S3-091061

	216
	1
	Rel-8
	Randomness requirements on nonces for LTE
	F
	8.3.1
	S3-091062

	218
	1
	Rel-8
	Modification of the title of 8.1.1
	F
	8.3.1
	S3-091063

	232
	1
	Rel-8
	An operator option to use NAS signalling confidentialty protection
	F
	8.3.1
	S3-091064

	219
	1
	Rel-8
	Clarification on the requirement of AS algorithm selection procedure during intra-eNB handover
	F
	8.3.1
	S3-091065

	228
	1
	Rel-8
	Rules on concurrent runs of security procedures
	F
	8.3.1
	S3-091070

	233
	-
	Rel-8
	Inconsistent text in section 9.2.2.2 related to HO from UTRAN to E-UTRAN
	F
	8.3.1
	S3-091072

	217
	1
	Rel-8
	Additional security requirement on eNB(revision of 796)
	F
	8.3.1
	S3-091085

	220
	2
	Rel-8
	SAE: Clarification on eNodeB management plane protection
	F
	8.3.1
	S3-091086

	167
	1
	Rel-8
	Storage and handling of EPS NAS security context
	F
	8.3.1
	S3-091107

	255
	-
	Rel-8
	Correction of security context transfer over S10
	F
	8.3.1
	S3-091132

	208
	1
	Rel-8
	Correction on Key Identification
	F
	8.3.1
	S3-091134

	204
	4
	Rel-8
	Correction of EPS AS/NAS Security Context definition
	F
	8.3.1
	S3-091155

	214
	2
	Rel-8
	Clarifications to calculating the initial K_eNB
	F
	8.3.1
	S3-091162

	254
	1
	Rel-8
	Correction of eKSI usage in AS and other corrections of 33.401
	F
	8.3.1
	S3-091163

	178
	2
	Rel-8
	Removal of NAS keys storage
	F
	8.3.1
	S3-091164

	206
	1
	Rel-8
	Editorial corrections
	F
	8.3.1
	S3-091165

	212
	2
	Rel-8
	Clarification of LTE USIM requirement
	F
	8.3.1
	S3-091059


