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************************ begin 1st change*************************
4.2
Architectural Requirements

-
It shall be possible to perform multimedia session transfer between access systems regardless of whether network layer mobility is deployed or not.

NOTE:
The mechanism to avoid potential conflict between PS-PS Service Continuity and underlying network layer mobility (e.g. Evolved Packet System mobility, etc.) is not specified within this Release of the specification.

-
It shall be possible to provide IMS Service Continuity when the user is moving between 3GPP access systems.

-
It shall be possible to provide IMS Service Continuity when the user is moving between 3GPP and non-3GPP access systems.

-
It shall be possible to provide IMS Service Continuity when the user is moving between non-3GPP access systems.

-
It shall be possible to provide IMS Service Continuity between an Access Network that supports real-time media on the CS domain and non-real-time media on the PS domain, and an IP-CAN that supports transport of all media types.

-
The service disruption when session transfer occurs shall be minimized.

-
There shall be no impact on the radio and transport layers and on the PS core network.

-
UEs that do not support the functionality described in this specification shall not be impacted.

-
All media flow(s) within a multimedia session or a subset of media flow(s) within a multimedia session could be subject to session transfer procedures. If it is not possible or not desired (e.g. due to user preferences and/or operator policies) to transfer all the media flow(s), then a subset of the media flow(s) shall be transferred (if possible) and the remaining flow(s) will be released or kept in the transferred out access.

-
It shall be possible for the UE to add or remove one or more media flow(s) to/from an ongoing multimedia session that it controls during Access Transfer.

-
It shall be possible to register a Public User Identity with multiple contact addresses (at the same or via separate UEs) via IMS registration procedures as defined in TS 23.228 [4], clause 5.2.1. The number of allowed simultaneous registrations is defined by home operator policy.

-
It shall be possible to perform correlation of charging data from different access networks when service continuity between these networks is performed.

-
It shall be possible to provide IMS Service Continuity when the P‑CSCF changes.

-
It shall be possible for the UE to use IMS mechanisms to transfer its ongoing multimedia sessions to a target Access Network without requiring any new functionality on the remote party.

-
It shall be possible for the UE to initiate an Access Transfer procedure based on operator policy provided by the network which may include restrictions of Access Transfer.

-
It shall be possible for the SCC AS to update the operator policy in the UE.

-
The UE shall be IMS registered before invoking any Session Transfer procedures.

-
The filter criteria shall contain a condition that a 3rd-party registration is performed via the ISC interface for the SCC AS.
************************ end 1st change*************************
************************ begin 2nd change*************************

4.3.1
Session Transfer concepts

4.3.1.1
General

When an UE is active in an IMS session, the Session Transfer procedures provide service continuity between Access Networks.

The initial and all subsequent Session Transfer procedures are initiated by the UE and are executed and controlled by the same SCC AS.

The SCC AS generates charging information for all Session Transfers for an IMS session for the purpose of billing and charging.


The UE sends information required by the SCC AS in order to execute Session Transfer procedures.

4.3.1.2
Access Transfer concepts

4.3.1.2.1
General Access Transfer concepts

IMS sessions from and to an UE are anchored at the SCC AS in the home IMS to provide service continuity for the user during transition between two Access Networks. Sessions are anchored at the SCC AS in the home IMS, based on iFC. A 3pcc (3rd party call control) function is employed at the SCC AS to facilitate inter-Access Network mobility through the use of Access Transfers between the two Access Networks. Access Transfers may be enabled in one or both directions as per network configuration requirements. The SCC AS has the capability to perform Access Transfers for a UE's sessions multiple times.
Initiation of Access Transfer procedures for ongoing multimedia session may be based on the operator policy received from the SCC AS.
4.3.1.2.2
Access Transfer (PS – CS) concepts

IMS sessions established in CS or PS Access Networks are anchored at the SCC AS. IMS sessions using CS bearer are established at session setup or upon Access Transfer using procedures specified in TS 23.292 [5].

PS-CS Access Transfer shall be provided according to the requirements specified in clause 22.3, Service Continuity, of TS 22.101 [9].

When using a UE that does not have, or that is unable to use, ICS UE capabilities as specified in TS 23.292 [5], Access Transfer of one active bi-directional speech session shall be provided when transferring voice media flow between CS and PS access. For PS to CS (not CS to PS) access transfer, if the UE has more than one anchored active bi directional speech session, the session that was most recently made active shall be transferred.

When using a UE that is able to use ICS capabilities as specified in TS 23.292 [5], Access Transfer of one active bi directional speech session and zero or more inactive bi directional speech sessions shall be provided using the Gm reference point of ICS to transport required information, as specified in TS 23.292 [5], when transferring speech media flow between CS and PS access.
************************ end 2nd change*************************
************************ begin 3rd change*************************

5.2
Reference Architecture

IMS Service Continuity requires a Service Centralization and Continuity (SCC) AS, which is an Application Server as described in TS 23.228 [4], and a UE with SC capabilities. For the support of IMS sessions with CS media, refer to the reference architecture in TS 23.292 [5], clause 5.2; the functions of ICS and SC are specified as optional functions co-located in the SCC AS in this release.
OMA Device Management [7] is used between the SCC AS and the UE for provisioning of operator policy for Access Transfer.
************************ end 3rd change*************************
************************ begin 4th change*************************
5.3.1
SCC AS
The SCC AS provides IMS-based mechanisms for enabling service continuity of multimedia sessions.

For IMS Service Continuity, the SCC AS implements the following functionalities:

-
Access Transfer: The SCC AS uses the ISC reference point towards the S-CSCF for execution of the Access Transfer. The SCC AS performs the following for enablement and execution of Access Transfers:

-
It analyzes the information required for Access Transfer as described in the procedure section and decides which Access Transfer scenario should be executed; it rejects the Access Transfer request if it is not aligned with the operator policy.

-
It may retrieve from the HSS after third party registration the C‑MSISDN bound to the IMS Private User Identity stored in the user profile in the HSS.

-
It correlates the Access Transfer request with the anchored session, using information provided in the incoming SIP INVITE.

-
It executes the transfer of the IMS session between different access networks.

-
It implements 3rd Party Call Control (3pcc) upon session establishment.

-
It provides Access Transfer specific charging data.

-
It decides based on analysis of the various service continuity related input factors, whether to update provisioned operator policy for Access Transfer.

-
It generates and updates operator policy by sending operator policy to the UE via OMA DM [7] including the priority between the operator policy and user preferences that could be used also to initiate Access Transfer procedure for ongoing sessions.

-
Terminating Access Domain Selection (T-ADS): In addition to T‑ADS specified in TS 23.292 [5].


for a terminating session, the SCC AS may select more than one contact amongst multiple registered contacts for each selected UE of the SC User and may split the session into sessions directed to the selected contacts.


For multiple contacts in the PS domain, the SCC AS shall be able to select one or more types of access networks through which the session shall be terminated. In this case, the SCC AS includes additional information within the session request(s) to ensure that the corresponding session is terminated via the selected access network type(s).

-
Handling of multiple media flows: The SCC AS provides functionality to combine and/or split media flows over one or more Access Networks as needed for Session Transfers, session termination, or upon request by the UE to add media flows over an additional Access Network during the setup of a session, or upon request by the UE to add and/or delete media flows over one or more Access Networks to existing sessions.


When handling media flows of an IMS session, the SCC AS takes into account the services associated with the session.
************************ end 4th change*************************

************************ begin 5th change*************************
5.3.2
IMS Service Continuity UE
For IMS Service Continuity the UE provides the following functions:

-
Stores and applies operator policy for Access Transfer.

-
Initiates Access Transfer procedure based on trigger criteria including the current operator policy, user preferences and the Local Operating Environment Information, providing the necessary details for conducting an Access Transfer operation to the SCC AS.
************************ end 5th change*************************
************************ begin 6th change*************************

6.4
Operator Policy and User Preferences

Operator Policy is provisioned in the network by the operator, and should be communicated to the UE during initial provisioning or via OMA Device Management [7]. Operator policy should be communicated to the UE, via OMA Device Management, whenever the policy is updated by the operator.

Operator policy shall indicate, for each supported type of media or group of media:

-
a list of access networks that are restricted for originating sessions and Access Transfer;

-
a list of preferred access networks (in order of priority) to be used by the UE with SC capabilities for originating sessions and Access Transfer, when those access networks become available and Access Transfer is possible;

-
whether the UE with SC capabilities "shall"/"should"/"may" start transferring media flow(s) to target access networks with higher priorities than the current access network, when the target access networks become available and Access Transfer is possible;

-
by indicating "shall" the operator mandates the UE to start Access Transfer according to the home operator's list of preferred access networks as soon as possible;

-
by indicating "should" the operator recommends the UE to start Access Transfer according to the home operator's list of preferred access networks, if Access Transfer is possible and desirable after having taken into account the Local Operating Environment Information;

-
by indicating "may" the operator leaves the UE free to decide whether or not to start Access Transfer in accordance with user preferences (when configured), if Access Transfer is possible and desirable after having taken into account the Local Operating Environment Information. Whenever user preferences are not configured, the UE shall to take into account the home operator's list of preferred access networks;

-
whether to keep or drop non transferable media flow(s) in the case of partial Access Transfer.

NOTE 1:
Operator policy for Access Transfer needs to be consistent with operator policy for T-ADS.

User preferences may indicate for example:

-
preferred access.

The Local Operating Environment Information is implementation specific and may comprise of such items as, radio environment information, quality of IP connection (jitter, delay and packet loss), application specific requirements, memory considerations, power considerations, etc.

The UE shall take in account operator policy, user preferences and the Local Operating Environment Information when deciding which access to use for outgoing sessions or before considering initiating Access Transfer.

NOTE 2:
User preferences are not transferred to the network.
************************ end 6th  change*************************
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