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Start of the modified section

6a.
Procedures and flows for Inter UE Transfer 
6a.0
Introduction

6a.0.1
Collaborative Session

Collaborative Session procedures enable Service Continuity between multiple UEs such that one or more media flows are transferred to the target UE whilst keeping the Collaborative Session control in the Controller UE. 

Procedures for the Collaborative Session control, including the procedures for initial and subsequent Inter UE Transfers are initiated by the Controller UE and executed by the SCC AS. Additionally, the Controllee UE may execute procedures for control of the media that it provides. The SCC AS provides the coordination of the procedures executed by the Controller UE and Controllee UE. 

If the UE has established an IMS session, and there is a need to transfer some or all of the media flows to a target UE under the same user subscription, the UE initiates a Collaborative Session by sending an Inter UE Transfer request towards the SCC AS.
Upon receipt of the Inter UE Transfer request, the SCC AS initiates the procedures to establish the media flow for the target UE. Upon successful response from the target UE, the SCC AS updates the Remote Leg using the Remote Leg Update procedure as specified in clause 6.3.1.5, and the media flow(s) in the source UE are released.
Upon successful completion of the Inter UE Transfer, the Collaborative Session control remains at the Controller UE, while the media flow is moved to the target UE which takes the role of the Controllee UE.

End of the modified section
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