Page 1



3GPP TSG SA WG2 Meeting #73
S2-093753 (rev of TD S2-093452)
11 May-15 May, 2009, Tallinn, Estonia
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	23.216
	CR
	0083
	(

rev
	1
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	x


	

	Title:
(

	Emergency SRVCC UE procedures

	
	

	Source to WG:
(

	Samsung

	Source to TSG:
(

	SA WG2

	
	

	Work item code:
(

	IMS_EMER_GPRS_EPS-SRVCC
	
	Date: (

	11/05/2009

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Provides addition of the UE procedures for the advertisment of UE Network Capabilities in case of SRVCC Emergency. Proposes not to use a new information element to indicate SRVCC emergency capability rather re-use the existing information element used for advertising SRVCC capability for “normal” calls

	
	

	Summary of change:
(

	Defines the UE procedures for emergency SRVCC w.r.t. the UE Network Capabilities advertisment

	
	

	Consequences if 
(

not approved:
	

	
	

	Clauses affected:
(

	6.1.1, 6.2.1, 6.3.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


>>>1st Change<<<

6.1.1
E-UTRAN Attach procedure for SRVCC

E-UTRAN attach or emergency attach procedure for 3GPP2 SRVCC UE is performed as defined in TS 23.401 [2] with the following additions:

-
SRVCC UE includes the SRVCC capability indication as part of the UE network capability in the Attach Request message. MME stores this information for SRVCC operation.
-
SRVCC UE capable for IMS emergency calls shall include the SRVCC capability indication as part of the UE network capability in the Emergency Attach Request message. MME stores this information for emergency  SRVCC operation.

-
MME includes a "SRVCC operation possible" indication in the S1 AP Initial Context Setup Request, meaning that both UE and MME are SRVCC-capable.

>>>2nd Change<<<

6.2.1
E-UTRAN Attach procedure for SRVCC

E-UTRAN attach procedure for 3GPP SRVCC UE is performed as defined in TS 23.401 [2] with the following additions:

-
SRVCC UE includes the SRVCC capability indication as part of the UE Network Capability in the Attach Request message, if the UE has been configured for using IMS speech service supported by the home operator and the session transfer is not restricted and maintained during Tracking Area Updates. MME stores this information for SRVCC operation. The procedures are as specified in TS 23.401 [22]. If the UE has not been configured to use an IMS speech service supported by the home operator or the session transfer is restricted, the SRVCC UE shall not include the SRVCC capability.

NOTE:
If the operator policy on the UE is changed, the UE can change its SRVCC capability indication as part of the UE network capability in a Tracking Area Update message.

-
SRVCC UE includes the GERAN Classmark (if GERAN access is supported) in the Attach Request message and maintained during Tracking Area Update.

-
If the subscriber is allowed to have SRVCC in the VPLMN then HSS includes SRVCC STN-SR and MSISDN in the Insert Subscriber Data message to the MME.

-
MME includes a "SRVCC operation possible" indication in the S1 AP Initial Context Setup Request, meaning that both UE and MME are SRVCC-capable.
E-UTRAN emergency attach procedure for 3GPP SRVCC UE is performed as defined in TS 23.401 [2] and above with the following clarifications:

-
SRVCC UE shall include the SRVCC capability indication as part of the UE Network Capability in the Emergency Attach Request message, and maintained during Tracking Area Updates. MME stores this information for SRVCC operation. The procedures are as specified in TS 23.401 [22].
>>>3rd Change<<<

6.3.1
GPRS Attach procedure for SRVCC

GPRS attach procedure for 3GPP SRVCC UE is performed as defined in TS 23.060 [10] with the following additions:

-
SRVCC UE includes the SRVCC capability indication as part of the "MS Network Capability" in the Attach Request message, if the UE has been configured to use an IMS speech service supported by the home operator and the session transfer is not restricted and maintained during Routeing Area Updates. SGSN stores this information for SRVCC operation. If the UE has not been configured to use an IMS speech service supported by the home operator or the session transfer is restricted, the SRVCC UE shall not include the SRVCC capability.

NOTE:
If the operator policy on the UE is changed, the UE can change its SRVCC capability indication as part of the UE network capability in a Routing Area Update message.

-
UTRAN (HSPA) receives UE SRVCC capability indication as part of the "UE Radio Access Capability".

-
If the subscriber is allowed to have SRVCC in the VPLMN then HSS includes STN-SR and MSISDN in the Insert Subscriber Data message to the SGSN.
GPRS emergency attach procedure for 3GPP SRVCC UE is performed as defined in TS 23.060 [10] and above with the following clarifications:

-
SRVCC UE shall include the SRVCC capability indication as part of the "MS Network Capability" in the Emergency Attach Request message and maintained during Routeing Area Updates. SGSN stores this information for SRVCC operation. 

>>>End of Changes<<<
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