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The following CRs, agreed at the TSG-SA WG5 meeting #65, are presented to TSG SA #44 for approval:
	Spec Number
	CR Number
	Rel
	Title
	Cat
	Ver
	Tdoc

	32.299
	243
	Rel-8
	Correction of Recipient-Info AVP
	F
	8.6.0
	S5-091994

	32.275
	5
	Rel-8
	Correction of offline charging message flow of Communications Diversion (CDIV) service
	F
	8.0.0
	S5-092105

	32.297
	9
	Rel-8
	Correction on length of Node IP Address
	F
	8.0.0
	S5-092113

	32.299
	244
	Rel-8
	AVP code allocation for DCD Charging
	F
	8.6.0
	S5-092116

	32.260
	68
	Rel-8
	Rel-8 CR correction of SIP request/response timestamps category
	F
	8.6.0
	S5-092120

	32.299
	245
	Rel-8
	Rel-8 CR 32.299 alignment with RFC 4006
	F
	8.6.0
	S5-092121

	32.299
	246
	Rel-8
	Rel-8 CR 32.299 clarification of ICID
	F
	8.6.0
	S5-092122

	32.251
	99
	Rel-8
	Correction on Serving Node Address
	F
	8.5.0
	S5-092123

	32.298
	96
	Rel-8
	Correction on Serving Node Address
	F
	8.4.0
	S5-092124

	32.251
	100
	Rel-8
	Add missing symbols and abbreviations for EPC
	F
	8.5.0
	S5-092125

	32.251
	101
	Rel-8
	Remove generic  “Non 3GPP specific information” parameter
	F
	8.5.0
	S5-092126

	32.299
	247
	Rel-8
	Remove generic  “Non 3GPP specific information” parameter
	F
	8.6.0
	S5-092127

	32.299
	248
	Rel-8
	Correction on PDP context usage
	F
	8.6.0
	S5-092130

	32.274
	10
	Rel-8
	Clarification of "Termination charge" and application addressing
	F
	8.5.0
	S5-092131

	32.275
	7
	Rel-8
	Correction of offline charging message flow of Explicit Communication Transfer (ECT) service
	F
	8.0.0
	S5-092135

	32.299
	249
	Rel-8
	Correction on AoC-Information AVP
	F
	8.6.0
	S5-092137

	32.280
	1
	Rel-8
	Rel-8 CR correction of AoC Message Flows
	F
	8.0.0
	S5-092148

	32.299
	252
	Rel-8
	Correction on Refund Information
	F
	8.6.0
	S5-092510

	32.275
	12
	Rel-8
	Clarification on MMTel charging architecture
	F
	8.0.0
	S5-092511

	32.251
	102
	Rel-8
	Clarify “IP-CAN bearer Charging” is achieved by “Flow Based Charging” in P-GW
	F
	8.5.0
	S5-092512

	32.299
	253
	Rel-8
	LCS-information AVP not complete
	F
	8.6.0
	S5-092513

	32.251
	103
	Rel-8
	Clarify the SGSN Charging description applies to SGSN with Gn/Gp connectivity only
	F
	8.5.0
	S5-092514

	32.299
	254
	Rel-8
	PS-information AVP description alignement with 32.251 definition
	F
	8.6.0
	S5-092516

	32.298
	99
	Rel-8
	SGW and PGW CDRs description alignement with TS 32.251
	F
	8.4.0
	S5-092517

	32.251
	104
	Rel-8
	“Mobile Node Identifier” used for PMIP S5/S8 and S2a/S2b
	F
	8.5.0
	S5-092518

	32.298
	100
	Rel-8
	“Mobile Node Identifier” used for PMIP S5/S8 and S2a/S2b in PGW CDR
	F
	8.4.0
	S5-092519

	32.251
	105
	Rel-8
	Alignment between PS-information used for offline charging and SGW / PGW CDRs
	F
	8.5.0
	S5-092541

	32.251
	106
	Rel-8
	Correction on EPC Charging
	F
	8.5.0
	S5-092548

	32.298
	102
	Rel-8
	Correction on EPC Charging
	F
	8.4.0
	S5-092549

	32.299
	257
	Rel-8
	Correction on EPC Charging
	F
	8.6.0
	S5-092550


