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	1st Modified Section


Specification level requirements

4.2.1
Specification level requirement on general SWM

REQ_SWM_FUN_1
If a software installation/activation fails, a software fallback should be done.
REQ_SWM_FUN_2
It shall be possible for the IRPManager to retrieve information about the SW which is present in an NE or a group of NEs.
REQ_SWM_FUN_3
It shall be possible for the IRPManager to monitor changes in the SW which is present in an NE (newly downloaded/installed/activated/fallback).

REQ_SWM_FUN_4
It shall be possible for the IRPManager to receive alarms in case of failures during the SW-download/installation/activation/fallback.
REQ_SWM_FUN_5
Void.
REQ_SWM_FUN_6
It shall be possible for the IRPManager to instruct the IRPAgent to trigger a SW fallback in an individual NE or groups of NEs.
REQ_SWM_FUN_7
It shall be possible for the IRPManager to instruct the IRPAgent to configure those new mandatory parameters in a new SW version for which no default values are available or are not sufficient, as soon as possible and before any service affecting errors occur that have impact on the customer and the network.

4.2.1.1
Actor roles

FFS
4.2.1.2
Telecommunications resources

FFS
4.2.1.3
Use cases

FFS
4.2.1.3.1
Use case 1

FFS
	End of 1st Modified Section
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