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	1st Modified Section


3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACA
ACcounting Answer

ACR
ACcounting Request

AoC
Advice of Charge
AS
Application Server

ASA
Abort Session Answer

ASR
Abort Session Request

AVP
Attribute Value Pair

CCA
Credit Control Answer

CCR
Credit Control Request

CDF
Charging Data Function

CDR
Charging Data Record

CEA
Capabilities Exchange Answer
CER
Capabilities Exchange Request
CGI
Cell Global Identification
CI
Cost-Information

DBPA
Diameter Base Protocol Accounting
DCD
Dynamic Content Delivery
DPA
Disconnect Peer Answer

DPR
Disconnect Peer Request

DWA
Device Watchdog Answer
DWR
Device Watchdog Request
ECGI
E-UTRAN Cell Global Identifier
ECUR
Event Charging with Unit Reservation

FUI
Final-Unit-Indication

HSGW
HRPD Serving GateWay 
GSU
Granted-Service-Unit

IEC
Immediate Event Charging

IM
Instant Messaging
IMS
IP Multimedia Subsystem

MSCC
Multiple Services Credit Control

OCS
Online Charging System

RAA
Re-Auth Answer
RAI
Routeing Area Identity
RAR
Re-Auth Request

SDP
Session Description Protocol
SAI
Service Area Identifier
TAI
Tracking Area Identity

	Next Modified Section


7.2.25A
Change-Condition AVP

The Change-Condition AVP (AVP code 2037) is of type Integer32,  and indicates the change in charging condition: (Qos change, tariff time change …) which causes:

-
sending of  Accounting-request from PCN node
-
volume counts container closing  for an IP-CAN bearer.

-
service data container closing.
The following  values are defined : 

"Normal Release"








0

The "Normal Release" value is used to indicate IP-CAN session termination , IP-CAN bearer release or Service Data Flow Termination
" Abnormal Release "







1

" Qos Change "









2


“Volume Limit”









3


“Time Limit
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“Serving Node Change”







5  

“Serving Node PLMN Change” 
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“User Location Change” 
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“RAT Change”
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“UE TimeZone Change”






9
“Tariff Time Change” 






      10
 “Service Idled Out”








11
“serviceSpecificUnitLimit”






12

“Max Number of Changes in Charging conditions” 13
" CGI-SAI Change "








14
" RAI Change "









15

" ECGI Change "









16

" TAI Change "









17

“Management Intervention”






20
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