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	1st Modified Section


5.3
MMTel online charging scenarios


	Next Modified Section


5.3.1
Basic principles

Online charging of MMTel services is done according to the general principles of Diameter Credit-Control Applications (DCCA) as specified in TS 32.299 [50]. 

The CTFs implementing the MMTel online charging functionality may apply:

· Immediate Event Charging (IEC) with CCR [event] generated, or
· Event Charging with Unit Reservation (ECUR), or Session Charging with Unit Reservation (SCUR), both with CCR [Initial or Termination] generated.
The circumstances on which IEC, ECUR or SCUR are applied, depend on the MMTel supplementary service and/or operator's policy. Further details are specified in clause 5.3.2.
	Next Modified Section


6.1.1
Rf message contents

For offline charging, the different service CTFs supporting MMtel specific service charging generate accounting information transferred to the CDF using the Diameter accounting application, as described in the TS 32.299 [50]. 
The Charging Data Request and Charging Data Response are used for this MMTel service offline charging, as described in TS 32.260 [20].  
	Next Modified Section


6.2
Data description for MMTel online charging


	Next Modified Section


6.2.1
Ro message contents
For online charging, the different service CTFs supporting MMTel specific service charging, generate debit and reserve units information transferred to the OCF. For this purpose, MMTel online charging utilises the Debit Units and Reserve Units procedure specified in the Debit / Reserve Units operation in TS 32.299 [50].
The Debit / Reserve Units Request and Debit / Reserve Units Response messages are used for this MMTel service online charging, as described in TS 32.260 [20].  
6.2.1.1 
Debit and Reserve Units Request Message
The generic Debit / Reserve Units Request message described in TS 32.260[20], used for MMTel online charging is enhanced with specific MMTel service information.
The following table illustrates the overall Debit / Reserve Units Request message as used for MMTel online charging.

Table 6.2.1.1: Debit and Reserve units Request Message Contents

	Field
	Category
	Description

	NOTE 1


	Multiple Unit Operation
	OC
	This field contains all parameters for the quota management.

	       Service Identifier
	OC
	This field contains identity of MMTel service. It holds the “Service Type” parameter (described in table 6.3.1.2 ) value. 

	NOTE 1


	Service Information
	OM
	This field holds the MMTel specific parameter and is described in clause 6.3.

	
	
	


NOTE 1:  
See Debit / Reserve Units Request message fields described in TS 32.260 [20].
NOTE 2:
Detailed descriptions of the fields are provided in TS 32.299 [50].

6.2.1. 6.2.1.2
Debit and Reserve Units Response Message
The generic Debit / Reserve Units Response message described in TS 32.260[20] is used for MMTel online charging. 
	End of modifications
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