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	TS 22.220 requires the possibility to store Allowed CSG list, Operator CSG List and CSG Type in the USIM:
Section 5.3.2 on "Closed Subscriber Group"

· The UE shall contain a user controlled list of allowed CSG identities (Allowed CSG List). It shall be possible to store the Allowed CSG List in the USIM. When available, the list on the USIM shall be used.

· In addition to the Allowed CSG list, the UE shall maintain an operator controlled list of allowed CSG identities (Operator CSG list). It shall be possible to store the Operator CSG list in the USIM. When available, the list on the USIM shall be used

Section 5.4.1 on "CSG type"

· It shall be possible to store the CSG Type in the USIM. As an option, the CSG Type may be stored in the ME. If the CSG Type is present in the USIM, a CSG Type stored in the ME shall be ignored.

TR 33.820 should also indicate that it shall be possible to store Allowed CSG List, Operator CSG List and CSG Type in the USIM of the UE.  
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	Clarify that it shall be possible to store the Allowed CSG List, the Operator CSG List and the CSG Type in the USIM of the UE. When available the lists on the USIM shall be used.  If the CSG type is present in the USIM, a CSG type stored on the ME shall be ignored. 
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7.9
UE Access Aspects

7.9.1
Access List Management

7.9.1.1
Overall Model and Requirements
Editor’s Note: In this section a high level CSG management model will be presented showing the security requirements. In general CSG management should consist of creation, modification and expiration.
TS 22.220 contains the following requirement regarding the storage of CSG Lists and CSG Type in the USIM of the UE:

· "The UE shall contain a user controlled list of allowed CSG identities (Allowed CSG List). It shall be possible to store the Allowed CSG List in the USIM. When available, the list on the USIM shall be used."
· "In addition to the Allowed CSG list, the UE shall maintain an operator controlled list of allowed CSG identities (Operator CSG list). It shall be possible to store the Operator CSG list in the USIM. When available, the list on the USIM shall be used"
· "It shall be possible to store the CSG Type in the USIM. As an option, the CSG Type may be stored in the ME. If the CSG Type is present in the USIM, a CSG Type stored in the ME shall be ignored."
7.9.1.2
Procedure
Editor’s Note: This section presents secure means of managing a CSG that also includes CSG Types.
7.9.2
UE Authentication and Access

Editor’s Note: Here aspects related to secure means for UE access to H(e)NB will be developed.
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