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Annex F:
Status of all 3GPP CRs after TSG SA #47 Meeting (including GERAN)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-100012
	21.101
	0065
	-
	8.2.0
	Rel‑9
	Update list of specs
	approved
	F
	9.0.0
	TEI9
	SP

	SP-100012
	21.201
	0004
	-
	8.2.0
	Rel‑8
	Update list of specs
	approved
	F
	8.3.0
	TEI8
	SP

	SP-100012
	21.201
	0005
	-
	8.2.0
	Rel‑9
	Update list of specs
	approved
	F
	9.0.0
	TEI9
	SP

	SP-100012
	21.202
	0005
	-
	8.2.0
	Rel‑8
	Update list of specs
	approved
	F
	8.3.0
	TEI8
	SP

	SP-100012
	21.202
	0006
	-
	8.2.0
	Rel‑9
	Update list of specs
	approved
	F
	9.0.0
	TEI9
	SP

	SP-100012
	21.202
	0007
	-
	8.2.0
	Rel‑9
	Removal of information only relevant for earlier Release
	approved
	F
	9.0.0
	TEI9
	SP

	SP-100013
	21.801
	0022
	-
	8.1.0
	Rel‑8
	Eliminate contents of Rel‑8 and substitute with pointer to Rel‑9
	approved
	F
	8.2.0
	TEI8
	SP

	SP-100009
	21.801
	0023
	-
	9.0.0
	Rel‑10
	"Clarification on usage of ""shall be possible"""
	postponed
	F
	
	TEI10
	SP

	SP-100013
	21.900
	0041
	-
	8.3.0
	Rel‑8
	Eliminate contents of Rel‑8 and substitute with pointer to Rel‑9
	approved
	F
	8.4.0
	TEI8
	SP

	SP-100013
	21.900
	0042
	1
	9.0.0
	Rel‑9
	Clarification of treatment of CRs in WGs and in TSGs
	postponed
	F
	
	TEI9
	SP

	SP-100013
	21.900
	0043
	1
	9.0.0
	Rel‑9
	Encourage allocation of CR number at first sight
	postponed
	F
	
	TEI9
	SP

	SP-100188
	21.905
	0103
	1
	10.1.0
	Rel‑10
	Adding definition of IMS Multimedia Telephony
	approved
	A
	10.2.0
	TEI10
	S1

	SP-100189
	21.905
	0104
	4
	10.1.0
	Rel‑10
	Definition of Heterogeneous networks
	approved
	B
	10.2.0
	TEI10
	S1

	SP-100188
	22.101
	0332
	6
	10.1.0
	Rel‑10
	Clarification to Emergency call selection prioritization
	approved
	C
	10.2.0
	TEI10
	S1

	SP-100187
	22.101
	0339
	2
	10.1.0
	Rel‑10
	SIPTO requirements common for macro network and H(e)NB subsystems
	approved
	B
	10.2.0
	LIPA_SIPTO
	S1

	SP-100188
	22.101
	0340
	1
	10.1.0
	Rel‑10
	Clarification on ICS wrt data (CS) and fax
	approved
	C
	10.2.0
	TEI10
	S1

	SP-100191
	22.101
	0343
	2
	10.1.0
	Rel‑10
	IMS emergency call enhancements
	approved
	B
	10.2.0
	IESE
	S1

	SP-100184
	22.101
	0346
	-
	9.6.0
	Rel‑9
	Removing the requirement for PSAP call back identification
	approved
	F
	9.7.0
	TEI9
	S1

	SP-100206
	22.101
	0347
	1
	a.1.0
	Rel‑10
	Addition of Requirement for UDC Data Model
	revised
	B
	
	TEI10
	S1

	SP-100219
	22.101
	0347
	2
	10.1.0
	Rel‑10
	Addition of Requirement for UDC Data Model
	postponed
	B
	
	TEI10
	S1

	SP-100184
	22.115
	0050
	4
	9.1.0
	Rel‑9
	Charging information for Emergency IMS Sessions from the serving network node
	approved
	F
	9.2.0
	TEI9
	S1

	SP-100188
	22.153
	0011
	-
	9.2.0
	Rel‑10
	Clarification of MPS Service Aspects - Video and Data Bearer service
	approved
	F
	10.0.0
	TEI10
	S1

	SP-100188
	22.153
	0012
	3
	9.2.0
	Rel‑10
	Priority for data bearer services
	approved
	B
	10.0.0
	TEI10
	S1

	SP-100190
	22.173
	0066
	-
	10.1.0
	Rel‑10
	Enhanced voice services
	approved
	B
	10.2.0
	EVS_Codec
	S1

	SP-100184
	22.173
	0067
	-
	9.4.0
	Rel‑9
	Removing the requirement on call back for emergency call
	approved
	F
	9.5.0
	TEI9
	S1

	SP-100187
	22.220
	0070
	1
	10.1.0
	Rel‑10
	Mobility for Local IP Access (LIPA)
	approved
	B
	10.2.0
	LIPA_SIPTO
	S1

	SP-100187
	22.220
	0071
	-
	10.1.0
	Rel‑10
	Removal of SIPTO common requirements
	approved
	F
	10.2.0
	LIPA_SIPTO
	S1

	SP-100186
	22.220
	0072
	1
	10.1.0
	Rel‑10
	Termination of data session
	approved
	B
	10.2.0
	EHNBF
	S1

	SP-100188
	22.220
	0073
	-
	10.1.0
	Rel‑10
	H(e)NB Hosting Party USIM management
	approved
	A
	10.2.0
	TEI10
	S1

	SP-100186
	22.220
	0080
	1
	10.1.0
	Rel‑10
	IMS HNB interworking alignment with SA2 decision
	approved
	F
	10.2.0
	EHNBF
	S1

	SP-100183
	22.220
	0081
	1
	9.3.0
	Rel‑9
	Removal of IMS HNB interworking
	approved
	F
	9.4.0
	EHNBF
	S1

	SP-100187
	22.220
	0082
	3
	10.1.0
	Rel‑10
	Clarification of requirements for LIPA
	approved
	B
	10.2.0
	LIPA_SIPTO
	S1

	SP-100186
	22.220
	0092
	3
	10.1.0
	Rel‑10
	Add VPLMN CSG support for Rel‑10
	approved
	B
	10.2.0
	EHNBF
	S1

	SP-100183
	22.220
	0093
	-
	9.3.0
	Rel‑9
	Clarification of the interaction of the Operator and Allowed CSG lists
	revised
	F
	
	EHNB
	S1

	SP-100229
	22.220
	0093
	1
	9.3.0
	Rel‑9
	Clarification of the interaction of the Operator and Allowed CSG lists
	approved
	F
	9.4.0
	EHNB
	S1

	SP-100186
	22.220
	0094
	-
	10.1.0
	Rel‑10
	Clarification of the interaction of the Operator and Allowed CSG lists
	revised
	A
	
	EHNB
	S1

	SP-100230
	22.220
	0094
	1
	10.1.0
	Rel‑10
	Clarification of the interaction of the Operator and Allowed CSG lists
	approved
	A
	10.2.0
	EHNB
	S1

	SP-100185
	22.278
	0080
	5
	10.0.0
	Rel‑10
	Requirements for Fixed Mobile Interworking
	approved
	B
	10.1.0
	BBAI
	S1

	CP-100049
	23.003
	0213
	4
	9.1.0
	Rel‑9
	Defining H(e)NB Identity
	approved
	B
	9.2.0
	eHNB
	C4

	CP-100026
	23.003
	0218
	2
	8.7.0
	Rel‑8
	Exclude prepended digit from the NAI in PMIPv6
	approved
	F
	8.8.0
	SAES
	C4

	CP-100026
	23.003
	0219
	2
	9.1.0
	Rel‑9
	Exclude prepended digit from the NAI in PMIPv6
	approved
	A
	9.2.0
	SAES
	C4

	CP-100019
	23.003
	0220
	2
	8.7.0
	Rel‑8
	APN-FQDN construction
	approved
	F
	8.8.0
	SAES
	C4

	CP-100019
	23.003
	0221
	2
	9.1.0
	Rel‑9
	APN-FQDN construction
	approved
	A
	9.2.0
	SAES
	C4

	CP-100019
	23.003
	0222
	-
	8.7.0
	Rel‑8
	Corrections to APN structure
	approved
	F
	8.8.0
	SAES
	C4

	CP-100019
	23.003
	0223
	-
	9.1.0
	Rel‑9
	Corrections to APN structure
	approved
	A
	9.2.0
	SAES
	C4

	CP-100019
	23.003
	0224
	1
	8.7.0
	Rel‑8
	Correction on Home Network Realm/Domain
	approved
	F
	8.8.0
	SAES
	C4

	CP-100019
	23.003
	0225
	1
	9.1.0
	Rel‑9
	Correction on Home Network Realm/Domain
	approved
	A
	9.2.0
	SAES
	C4

	CP-100033
	23.003
	0226
	-
	8.7.0
	Rel‑8
	Correction to IMS pubic Identity
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100033
	23.003
	0227
	-
	9.1.0
	Rel‑9
	Correction to IMS pubic Identity
	approved
	A
	9.2.0
	TEI8
	C4

	CP-100035
	23.007
	0083
	2
	9.2.0
	Rel‑9
	Clarifications to eNode failure
	approved
	F
	9.3.0
	TEI9
	C4

	CP-100026
	23.007
	0090
	-
	8.6.0
	Rel‑8
	Bulk Binding Revocation Indication
	approved
	F
	8.7.0
	SAES
	C4

	CP-100026
	23.007
	0091
	-
	9.2.0
	Rel‑9
	Bulk Binding Revocation Indication
	approved
	A
	9.3.0
	SAES
	C4

	CP-100035
	23.007
	0092
	1
	9.2.0
	Rel‑9
	Fix miscellaneous errors
	approved
	F
	9.3.0
	TEI9
	C4

	CP-100035
	23.007
	0095
	1
	9.2.0
	Rel‑9
	Restart counter correction
	approved
	F
	9.3.0
	TEI9
	C4

	CP-100025
	23.008
	0288
	2
	9.1.0
	Rel‑9
	ANDSF subscription data
	approved
	F
	9.2.0
	UDC-CN
	C4

	CP-100033
	23.008
	0291
	1
	8.8.0
	Rel‑8
	Session priority definition
	approved
	F
	8.9.0
	TEI8
	C4

	CP-100033
	23.008
	0292
	1
	9.1.0
	Rel‑9
	Session priority definition
	approved
	A
	9.2.0
	TEI8
	C4

	CP-100135
	23.009
	0131
	5
	9.0.0
	Rel‑9
	AoIP-MAP level codec negotiation changes
	approved
	F
	9.1.0
	TEI9
	C1

	CP-100019
	23.016
	0036
	1
	8.0.0
	Rel‑8
	Addition of EPS Subscription Information
	approved
	F
	8.1.0
	SAES
	C4

	CP-100019
	23.016
	0037
	-
	9.0.0
	Rel‑9
	Addition of EPS Subscription Information
	approved
	A
	9.1.0
	SAES
	C4

	CP-100038
	23.018
	0167
	4
	9.0.0
	Rel‑9
	Mobile Termination on Pre-paging whilst the MS is moving to another MSC
	approved
	C
	9.1.0
	TEI9
	C4

	CP-100135
	23.040
	0110
	2
	9.1.0
	Rel‑9
	SMS. Removal of obsolete reference to 43.047
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100152
	23.041
	0044
	1
	9.2.0
	Rel‑9
	Corrections to the Cell Broadcast Service (CBS) for ETWS
	approved
	F
	9.3.0
	CEBRO
	C1

	CP-100135
	23.041
	0045
	-
	9.2.0
	Rel‑9
	Correction of figure 4b
	approved
	F
	9.3.0
	TEI9
	C1

	CP-100152
	23.041
	0046
	1
	9.2.0
	Rel‑9
	Addition of Broadcast Message Type
	approved
	F
	9.3.0
	CEBRO
	C1

	SP-100146
	23.060
	1038
	4
	9.3.0
	Rel‑9
	P-TMSI signature with GPRS Attach using GUTI
	approved
	F
	9.4.0
	TEI9
	S2

	SP-100140
	23.060
	1041
	5
	9.3.0
	Rel‑9
	CSG ID Expiration handling when UE is in CSG cell
	approved
	F
	9.4.0
	EHNB
	S2

	SP-100141
	23.060
	1046
	3
	9.3.0
	Rel‑9
	Clarification on Update Location Request
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS
	S2

	SP-100140
	23.060
	1047
	2
	9.3.0
	Rel‑9
	Alignment to CT4's decision on CSG based charging
	approved
	F
	9.4.0
	EHNB
	S2

	SP-100127
	23.060
	1050
	2
	8.7.0
	Rel‑8
	Add a user case of the SGSN-Initiated PDP Context Modification procedure
	approved
	F
	8.8.0
	SAES
	S2

	SP-100127
	23.060
	1051
	2
	9.3.0
	Rel‑9
	Add a user case of the SGSN-Initiated PDP Context Modification procedure
	approved
	A
	9.4.0
	SAES
	S2

	SP-100147
	23.060
	1053
	7
	9.3.0
	Rel‑9
	Support for IMS voice over PS indicator for T-ADS
	approved
	F
	9.4.0
	TEI9
	S2

	SP-100141
	23.060
	1055
	2
	9.3.0
	Rel‑9
	Mobility aspects of Emergency attached Ues
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS
	S2

	SP-100140
	23.060
	1059
	-
	9.3.0
	Rel‑9
	The transmission of CSG ID and CSG access mode
	approved
	F
	9.4.0
	EHNB
	S2

	SP-100140
	23.060
	1061
	2
	9.3.0
	Rel‑9
	User CSG information Changes Reporting procedure
	approved
	F
	9.4.0
	EHNB
	S2

	SP-100141
	23.060
	1066
	1
	9.3.0
	Rel‑9
	Definition for emergency attached
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS
	S2

	SP-100147
	23.060
	1069
	1
	9.3.0
	Rel‑9
	HSS Optimization for T-ADS
	approved
	F
	9.4.0
	TEI9
	S2

	CP-100029
	23.078
	0832
	1
	9.0.0
	Rel‑9
	User CSG Information for CAMEL
	approved
	F
	9.1.0
	TEI9
	C4

	CP-100029
	23.078
	0833
	1
	8.1.0
	Rel‑8
	User CSG Information for CAMEL
	approved
	F
	8.2.0
	TEI8
	C4

	CP-100148
	23.122
	0144
	4
	9.1.0
	Rel‑9
	Support for Operator CSG List
	approved
	F
	9.2.0
	EHNB-CT1
	C1

	CP-100144
	23.122
	0149
	1
	9.1.0
	Rel‑9
	Manual CSG selection during emergency
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100130
	23.122
	0150
	1
	8.8.0
	Rel‑8
	Clarification to LR state when rejected for cause value #25.
	approved
	F
	8.9.0
	HomeNB-LTE, HomeNB-3G
	C1

	CP-100130
	23.122
	0151
	1
	9.1.0
	Rel‑9
	Clarification to LR state when rejected for cause value #25.
	approved
	A
	9.2.0
	HomeNB-LTE, HomeNB-3G
	C1

	CP-100148
	23.122
	0152
	1
	9.1.0
	Rel‑9
	Clarification to the LR Process States and Allowed Actions
	approved
	F
	9.2.0
	EHNB-CT1
	C1

	CP-100130
	23.122
	0155
	1
	8.8.0
	Rel‑8
	Clarify manual CSG selection across technologies
	approved
	F
	8.9.0
	HomeNB-LTE, HomeNB-3G
	C1

	CP-100130
	23.122
	0156
	1
	9.1.0
	Rel‑9
	Clarify manual CSG selection across technologies
	approved
	A
	9.2.0
	HomeNB-LTE, HomeNB-3G
	C1

	CP-100130
	23.122
	0157
	2
	8.8.0
	Rel‑8
	 Correction to Manual CSG selection procedure.
	approved
	F
	8.9.0
	HomeNB-LTE, HomeNB-3G
	C1

	CP-100144
	23.122
	0160
	1
	9.1.0
	Rel‑9
	Correct definition of "acceptable cell" to include criteria for E-UTRAN (S1-mode)
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100148
	23.122
	0161
	-
	9.1.0
	Rel‑9
	Correction to the manual CSG ID selection in Release 9
	approved
	F
	9.2.0
	EHNB-CT1
	C1

	CP-100134
	23.122
	0162
	1
	9.1.0
	Rel‑9
	Corrections/clarifications for equivalent and forbidden PLMN handling, state descriptions and overall idle mode procedure
	approved
	F
	9.2.0
	TEI9
	C1

	SP-100148
	23.167
	0169
	1
	9.3.0
	Rel‑9
	Alignment with TS 24.229 regarding E-CSCF and charging
	approved
	F
	9.4.0
	TEI9
	S2

	SP-100148
	23.167
	0170
	1
	9.3.0
	Rel‑9
	Removal of requirements for PSAP call back indicator
	approved
	F
	9.4.0
	TEI9
	S2

	SP-100141
	23.167
	0172
	1
	9.3.0
	Rel‑9
	SUPL with UDP/IP for IMS Emergency in EPS/GPRS
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS
	S2

	SP-100217
	23.203
	0399
	1
	8.8.0
	Rel‑8
	Correction to the Gateway Control Session establishment procedure
	withdrawn
	F
	
	SAES
	S2

	SP-100136
	23.203
	0399
	1
	8.8.0
	Rel‑8
	Correction to the Gateway Control Session establishment procedure
	postponed
	F
	
	SAES
	S2

	SP-100136
	23.203
	0400
	1
	9.3.0
	Rel‑9
	Correction to the Gateway Control Session establishment procedure
	postponed
	A
	
	SAES
	S2

	SP-100217
	23.203
	0400
	1
	9.3.0
	Rel‑9
	Correction to the Gateway Control Session establishment procedure
	withdrawn
	A
	
	SAES
	S2

	SP-100149
	23.203
	0404
	3
	9.3.0
	Rel‑9
	PCC Support for CSG (PMIP Architecture)
	approved
	B
	9.4.0
	EHNB
	S2

	SP-100128
	23.203
	0407
	1
	8.8.0
	Rel‑8
	Control of traffic mapping information generation
	approved
	F
	8.9.0
	SAES
	S2

	SP-100149
	23.203
	0408
	2
	9.3.0
	Rel‑9
	Control of traffic mapping information generation
	approved
	F
	9.4.0
	TEI9
	S2

	SP-100157
	23.204
	0085
	-
	9.0.0
	Rel‑10
	IP-SM-GW enhancements for interworking with OMA CPM
	approved
	B
	10.0.0
	CPM-SMS
	S2

	SP-100125
	23.204
	0086
	-
	8.4.0
	Rel‑8
	IMDN reference update
	approved
	F
	8.5.0
	MESSIW
	S2

	SP-100125
	23.204
	0087
	-
	9.0.0
	Rel‑9
	IMDN reference update
	approved
	A
	9.1.0
	MESSIW
	S2

	SP-100150
	23.216
	0127
	7
	9.2.0
	Rel‑9
	Suspend handling and other corrections.
	approved
	F
	9.3.0
	TEI9
	S2

	SP-100150
	23.216
	0134
	1
	9.2.0
	Rel‑9
	SRVCC in case of no PS HO to 3G
	approved
	F
	9.3.0
	TEI9
	S2

	CP-100110
	23.218
	0128
	-
	8.5.0
	Rel‑8
	Resolve EN on terminating request handling
	approved
	F
	8.6.0
	IMSProtoc2
	C1

	CP-100110
	23.218
	0129
	-
	9.0.0
	Rel‑9
	Resolve EN on terminating request handling
	approved
	A
	9.1.0
	IMSProtoc2
	C1

	SP-100147
	23.221
	0108
	4
	9.2.0
	Rel‑9
	Support for IMS voice over PS indicator for T-ADS
	approved
	F
	9.3.0
	TEI9
	S2

	SP-100129
	23.221
	0109
	3
	8.6.0
	Rel‑8
	Alignment of UE TADS with 3GPP TS 23.292 and correcting T-ADS
	approved
	F
	8.7.0
	SAES
	S2

	SP-100129
	23.221
	0110
	2
	9.2.0
	Rel‑9
	Alignment of UE TADS with 3GPP TS 23.292 and correcting T-ADS
	approved
	A
	9.3.0
	SAES
	S2

	SP-100159
	23.228
	0903
	4
	9.2.0
	Rel‑10
	Optimal media routing
	approved
	B
	10.0.0
	OMR
	S2

	SP-100137
	23.228
	0905
	1
	8.11.0
	Rel‑8
	Corrections of relation between MSC server and IBCF
	approved
	F
	8.12.0
	TEI8
	S2

	SP-100137
	23.228
	0906
	1
	9.2.0
	Rel‑9
	Corrections of relation between MSC server and IBCF
	approved
	A
	9.3.0
	TEI8
	S2

	SP-100151
	23.228
	0907
	1
	9.2.0
	Rel‑9
	Alignment of Ix with CT4 profile
	approved
	F
	9.3.0
	TEI9
	S2

	SP-100151
	23.228
	0908
	1
	9.2.0
	Rel‑9
	Resource authorization related to multiple sessions
	approved
	F
	9.3.0
	TEI9
	S2

	SP-100162
	23.236
	0039
	1
	9.0.0
	Rel‑10
	Inclusion of informative reference to FS_IDC study work
	approved
	F
	10.0.0
	FS_IDC
	S2

	SP-100158
	23.237
	0249
	1
	10.0.0
	Rel‑10
	Remove redundant wording regarding same and different subscriptions
	approved
	F
	10.1.0
	IMS_SC_eIDT
	S2

	SP-100142
	23.237
	0251
	1
	9.3.0
	Rel‑9
	Correcting mismatched descriptions of IUT operation related to supplementary service execution
	approved
	F
	9.4.0
	IMS_SCC-SPI
	S2

	SP-100160
	23.237
	0252
	1
	10.0.0
	Rel‑10
	Adding the SRVCC procedure for an incoming waiting call in alerting phase
	approved
	B
	10.1.0
	TEI10
	S2

	SP-100160
	23.237
	0253
	2
	10.0.0
	Rel‑10
	Fixing issues in the SRVCC for alerting case
	approved
	F
	10.1.0
	TEI10
	S2

	SP-100124
	23.237
	0254
	1
	8.6.0
	Rel‑8
	Correction on media splitting case
	approved
	F
	8.7.0
	IMS-Cont
	S2

	SP-100124
	23.237
	0255
	1
	9.3.0
	Rel‑9
	Correction on media splitting case
	approved
	A
	9.4.0
	IMS-Cont
	S2

	SP-100124
	23.237
	0256
	1
	10.0.0
	Rel‑10
	Correction on media splitting case
	approved
	A
	10.1.0
	IMS-Cont
	S2

	SP-100142
	23.237
	0257
	1
	9.3.0
	Rel‑9
	Removal of the term SC UE
	approved
	F
	9.4.0
	IMS_SCC-SPI
	S2

	SP-100142
	23.237
	0258
	1
	10.0.0
	Rel‑10
	Removal of the term SC UE
	approved
	A
	10.1.0
	IMS-Cont
	S2

	SP-100142
	23.237
	0259
	1
	9.3.0
	Rel‑9
	MSC assisted mid-call feature corrections
	approved
	F
	9.4.0
	IMS_SCC-SPI
	S2

	SP-100142
	23.237
	0260
	1
	10.0.0
	Rel‑10
	MSC assisted mid-call feature corrections
	approved
	A
	10.1.0
	IMS_SCC-SPI
	S2

	SP-100152
	23.237
	0261
	3
	9.3.0
	Rel‑9
	Support for held session in Dual-Radio
	approved
	F
	9.4.0
	IMS_SCC-SPI
	S2

	SP-100152
	23.237
	0262
	3
	10.0.0
	Rel‑10
	Support for held session in Dual-Radio
	approved
	A
	10.1.0
	IMS_SCC-SPI
	S2

	SP-100142
	23.237
	0264
	1
	10.0.0
	Rel‑10
	Correcting mismatched descriptions of IUT operation related to supplementary service execution
	approved
	A
	10.1.0
	IMS_SCC-SPI
	S2

	SP-100144
	23.246
	0261
	1
	9.3.0
	Rel‑9
	MBMS bearer service for UTRAN and E-UTRAN
	approved
	F
	9.4.0
	MBMS_EPS
	S2

	SP-100144
	23.246
	0262
	1
	9.3.0
	Rel‑9
	Clarify the usage of Access-indicator in Session Update procedure.
	approved
	F
	9.4.0
	MBMS_EPS
	S2

	SP-100130
	23.251
	0019
	5
	8.1.0
	Rel‑8
	Network sharing deployment requirements to solve the Kasme derivation issue
	approved
	F
	8.2.0
	SAES
	S2

	SP-100130
	23.251
	0020
	4
	9.1.0
	Rel‑9
	Network sharing deployment requirements to solve the Kasme derivation issue
	approved
	A
	9.2.0
	SAES
	S2

	SP-100138
	23.251
	0021
	1
	8.1.0
	Rel‑8
	Handover during the network sharing case
	approved
	F
	8.2.0
	TEI8
	S2

	SP-100138
	23.251
	0022
	2
	9.1.0
	Rel‑9
	Handover during the network sharing case
	approved
	A
	9.2.0
	TEI8
	S2

	CP-100136
	23.259
	0023
	1
	9.2.0
	Rel‑9
	PNE definition in 23.259
	approved
	F
	9.3.0
	PAN_EPNM
	C1

	CP-100136
	23.259
	0024
	1
	9.2.0
	Rel‑9
	Correction of PN-registration procedure in the IM CN sysbsystem
	approved
	F
	9.3.0
	PAN_EPNM
	C1

	CP-100214
	23.259
	0025
	-
	9.2.0
	Rel‑9
	Update the scope of PAN
	revised
	F
	
	PAN_EPNM
	C1

	CP-100237
	23.259
	0025
	1
	9.2.0
	Rel‑9
	Update the scope of PAN
	approved
	F
	9.3.0
	PAN_EPNM
	C1

	SP-100143
	23.271
	0377
	3
	9.2.0
	Rel‑9
	Removing LCS positioning capability at the EPS attach
	approved
	F
	9.3.0
	LCS_EPS-CPS
	S2

	SP-100143
	23.271
	0379
	1
	9.2.0
	Rel‑9
	E-UTRAN LCS Capability Set
	approved
	F
	9.3.0
	LCS_EPS-CPS
	S2

	SP-100143
	23.271
	0380
	9
	9.2.0
	Rel‑9
	Alignment of LCS routing identifiers
	approved
	F
	9.3.0
	LCS_EPS-CPS
	S2

	SP-100143
	23.271
	0381
	4
	9.2.0
	Rel‑9
	Clean up of E-UTRAN related editor's notes
	approved
	F
	9.3.0
	LCS_EPS-CPS
	S2

	SP-100143
	23.271
	0382
	1
	9.2.0
	Rel‑9
	Specifying Ml interface for I-WLAN emergency location determination
	approved
	F
	9.3.0
	LCS_EPS-CPS
	S2

	SP-100143
	23.271
	0384
	1
	9.2.0
	Rel‑9
	Response from MME if UE is detached/Suspended
	approved
	F
	9.3.0
	LCS_EPS-CPS
	S2

	SP-100153
	23.272
	0174
	6
	9.2.0
	Rel‑9
	CS Fallback clarification for LCS
	approved
	F
	9.3.0
	TEI9
	S2

	SP-100134
	23.272
	0177
	-
	8.6.0
	Rel‑8
	Domain selection procedure for SMS to refer to 23.221
	approved
	F
	8.7.0
	SAES-CSFB
	S2

	SP-100134
	23.272
	0178
	-
	9.2.0
	Rel‑9
	Domain selection procedure for SMS to refer to 23.221
	approved
	A
	9.3.0
	SAES-CSFB
	S2

	SP-100164
	23.272
	0184
	5
	9.2.0
	Rel‑9
	Correction of suspend and resume behaviour.
	withdrawn
	F
	
	TEI9
	S2

	SP-100153
	23.272
	0187
	1
	9.2.0
	Rel‑9
	Delete the wording of Service Accept in S1-AP message in the clause 7.4
	approved
	F
	9.3.0
	TEI9
	S2

	SP-100134
	23.272
	0192
	-
	8.6.0
	Rel‑8
	Removing PRU timer expiration from the triggers of combined LA/RA update and LA update
	approved
	F
	8.7.0
	SAES-CSFB
	S2

	SP-100134
	23.272
	0193
	-
	9.2.0
	Rel‑9
	Removing PRU timer expiration from the triggers of combined LA/RA update and LA update
	approved
	A
	9.3.0
	SAES-CSFB
	S2

	SP-100134
	23.272
	0195
	7
	8.6.0
	Rel‑8
	Correction of CSFB MT call
	approved
	F
	8.7.0
	SAES-CSFB
	S2

	SP-100164
	23.272
	0196
	8
	9.2.0
	Rel‑9
	Correction of CSFB MT call
	withdrawn
	F
	
	TEI9
	S2

	SP-100164
	23.272
	0198
	7
	9.2.0
	Rel‑9
	Correction of CSFB MO call
	withdrawn
	F
	
	TEI9
	S2

	SP-100165
	23.272
	0199
	-
	9.2.0
	Rel‑9
	Correction of CSFB MO&MT call & Correction of suspend and resume behaviour & Multi-cell redirection
	approved
	F
	9.3.0
	TEI9
	S2

	SP-100134
	23.272
	0544
	2
	8.6.0
	Rel‑8
	Handling CS paging for the UE using CSFB/SMS over SG and ISR
	approved
	F
	8.7.0
	SAES-CSFB
	S2

	SP-100134
	23.272
	0545
	2
	9.2.0
	Rel‑9
	Handling CS paging for the UE using CSFB/SMS over SG and ISR
	approved
	F
	9.3.0
	SAES-CSFB
	S2

	SP-100147
	23.272
	0546
	3
	9.2.0
	Rel‑9
	ISR disabling and T-ADS
	approved
	F
	9.3.0
	TEI9
	S2

	SP-100153
	23.272
	0551
	2
	9.2.0
	Rel‑9
	Clarifying how the network behaves with dual Rx 1xRTT UE
	approved
	F
	9.3.0
	TEI9
	S2

	SP-100163
	23.272
	0557
	4
	9.2.0
	Rel‑9
	TA and LA boundary alignment
	approved
	F
	9.3.0
	TEI9
	S2

	SP-100164
	23.272
	0558
	2
	9.2.0
	Rel‑9
	Multi-cell redirection
	withdrawn
	F
	
	TEI9
	S2

	SP-100153
	23.272
	0561
	1
	9.2.0
	Rel‑9
	MSC behaviour to avoid authentication upon LAU
	approved
	F
	9.3.0
	TEI9
	S2

	SP-100131
	23.292
	0133
	1
	8.6.0
	Rel‑8
	Fixing wrong reference
	approved
	F
	8.7.0
	SAES
	S2

	SP-100131
	23.292
	0134
	1
	9.4.0
	Rel‑9
	Fixing wrong reference
	approved
	A
	9.5.0
	SAES
	S2

	SP-100147
	23.292
	0135
	7
	9.4.0
	Rel‑9
	Support for IMS voice over PS indicator for T-ADS in SCC AS
	approved
	F
	9.5.0
	TEI9
	S2

	SP-100154
	23.292
	0140
	1
	9.4.0
	Rel‑9
	Correction to the scope
	approved
	F
	9.5.0
	TEI9
	S2

	SP-100161
	23.292
	0142
	1
	9.4.0
	Rel‑10
	Support for additional media types in network based ICS
	approved
	B
	10.0.0
	TEI10
	S2

	SP-100139
	23.292
	0144
	1
	8.6.0
	Rel‑8
	Correction of third party register
	approved
	F
	8.7.0
	TEI8
	S2

	SP-100139
	23.292
	0145
	1
	9.4.0
	Rel‑9
	Correction of third party register
	approved
	A
	9.5.0
	TEI8
	S2

	SP-100145
	23.292
	0148
	1
	9.4.0
	Rel‑9
	Handling of emergency calls by MSC Server enhanced for ICS
	approved
	F
	9.5.0
	TEI9
	S2

	CP-100050
	23.334
	0001
	2
	9.0.1
	Rel‑9
	IMS media plane security stage 2
	approved
	B
	9.1.0
	MEDIASEC_CORE
	C4

	CP-100045
	23.380
	0022
	1
	9.0.0
	Rel‑9
	IMS restoration: P-CSCF failure indication
	approved
	C
	9.1.0
	eIMS_RP
	C4

	CP-100045
	23.380
	0023
	1
	9.0.0
	Rel‑9
	IMS restoration: DHCP based scenarios
	approved
	B
	9.1.0
	eIMS_RP
	C4

	CP-100045
	23.380
	0024
	1
	9.0.0
	Rel‑9
	IMS restoration: STUN keep alive scenarios
	approved
	B
	9.1.0
	eIMS_RP
	C4

	CP-100045
	23.380
	0025
	1
	9.0.0
	Rel‑9
	IMS restoration: roaming scenarios
	approved
	C
	9.1.0
	eIMS_RP
	C4

	SP-100140
	23.401
	1412
	6
	9.3.0
	Rel‑9
	CSG ID Expiration handling when UE is in CSG cell
	approved
	F
	9.4.0
	EHNB
	S2

	SP-100126
	23.401
	1448
	-
	8.8.0
	Rel‑8
	Deleting warning duplication detection information upon PLMN change
	revised
	F
	
	ETWS
	S2

	SP-100216
	23.401
	1448
	1
	8.8.0
	Rel‑8
	Deleting warning duplication detection information upon PLMN change
	revised
	F
	
	ETWS
	S2

	SP-100231
	23.401
	1448
	2
	8.8.0
	Rel‑8
	Procedure of duplication detection mechanism in ETWS
	revised
	F
	
	ETWS
	S2

	SP-100234
	23.401
	1448
	3
	8.8.0
	Rel‑8
	Procedure of duplication detection mechanism in ETWS
	approved
	F
	8.9.0
	ETWS
	S2

	SP-100126
	23.401
	1449
	1
	9.3.0
	Rel‑9
	Deleting warning duplication detection information upon PLMN change
	revised
	A
	
	ETWS
	S2

	SP-100216
	23.401
	1449
	2
	9.3.0
	Rel‑9
	Deleting warning duplication detection information upon PLMN change
	revised
	A
	
	ETWS
	S2

	SP-100231
	23.401
	1449
	2
	9.3.0
	Rel‑9
	Procedure of duplication detection mechanism in PWS
	revised
	A
	
	ETWS
	S2

	SP-100234
	23.401
	1449
	3
	9.3.0
	Rel‑9
	Procedure of duplication detection mechanism in PWS
	approved
	A
	9.4.0
	ETWS
	S2

	SP-100155
	23.401
	1450
	1
	9.3.0
	Rel‑9
	Addressing of RIM procedures
	approved
	F
	9.4.0
	TEI9
	S2

	SP-100155
	23.401
	1454
	1
	9.3.0
	Rel‑9
	Clarification on deactivation ISR locally in UE when SMS over SGs is activated
	approved
	F
	9.4.0
	TEI9
	S2

	SP-100132
	23.401
	1457
	2
	8.8.0
	Rel‑8
	ECGI and TAI information Reporting procedure
	approved
	F
	8.9.0
	SAES
	S2

	SP-100155
	23.401
	1458
	3
	9.3.0
	Rel‑9
	ECGI / user CSG information Reporting procedure
	approved
	F
	9.4.0
	TEI9
	S2

	SP-100132
	23.401
	1459
	2
	8.8.0
	Rel‑8
	Inter RAT Handover Info handling during EUTRAN to GERAN HO
	approved
	F
	8.9.0
	SAES
	S2

	SP-100132
	23.401
	1460
	2
	9.3.0
	Rel‑9
	Inter RAT Handover Info handling during EUTRAN to GERAN HO
	approved
	A
	9.4.0
	SAES
	S2

	SP-100141
	23.401
	1461
	-
	9.3.0
	Rel‑9
	Remove support of emergency handover from HRPD to E-UTRAN
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS
	S2

	SP-100141
	23.401
	1462
	-
	9.3.0
	Rel‑9
	Clarification on Notify Request
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS
	S2

	SP-100140
	23.401
	1464
	1
	9.3.0
	Rel‑9
	Alignment to CT WG4's decision on CSG based charging
	approved
	F
	9.4.0
	EHNB
	S2

	SP-100147
	23.401
	1465
	7
	9.3.0
	Rel‑9
	Support for IMS voice over PS indicator for T-ADS
	approved
	F
	9.4.0
	TEI9
	S2

	SP-100132
	23.401
	1466
	1
	8.8.0
	Rel‑8
	Correction for X2 based handover
	approved
	F
	8.9.0
	SAES
	S2

	SP-100132
	23.401
	1467
	1
	9.3.0
	Rel‑9
	Correction for X2 based handover
	approved
	A
	9.4.0
	SAES
	S2

	SP-100141
	23.401
	1475
	2
	9.3.0
	Rel‑9
	Mobility aspects of Emergency attached UEs
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS
	S2

	SP-100132
	23.401
	1477
	3
	8.8.0
	Rel‑8
	Correction to align X2 Path Switch Request Procedure
	approved
	F
	8.9.0
	SAES
	S2

	SP-100132
	23.401
	1478
	3
	9.3.0
	Rel‑9
	Correction to align X2 Path Switch Request Procedure
	approved
	A
	9.4.0
	SAES
	S2

	SP-100140
	23.401
	1481
	-
	9.3.0
	Rel‑9
	The transmission of CSG ID and CSG access mode
	approved
	F
	9.4.0
	EHNB
	S2

	SP-100133
	23.401
	1492
	1
	8.8.0
	Rel‑8
	Clarification on CS fallback handling during HO
	approved
	F
	8.9.0
	SAES-CSFB
	S2

	SP-100133
	23.401
	1493
	1
	9.3.0
	Rel‑9
	Clarification on CS fallback handling during HO
	approved
	A
	9.4.0
	SAES-CSFB
	S2

	SP-100135
	23.401
	1494
	1
	8.8.0
	Rel‑8
	Removal of indirect uplink data forwarding from Inter RAT handovers
	approved
	F
	8.9.0
	SAES-GPRS_LTE
	S2

	SP-100135
	23.401
	1495
	1
	9.3.0
	Rel‑9
	Removal of indirect uplink data forwarding from Inter RAT handovers
	approved
	A
	9.4.0
	SAES-GPRS_LTE
	S2

	SP-100132
	23.401
	1502
	6
	8.8.0
	Rel‑8
	Clarification for inter-PLMN Handover
	approved
	F
	8.9.0
	SAES
	S2

	SP-100132
	23.401
	1503
	4
	9.3.0
	Rel‑9
	Clarification for inter-PLMN Handover
	approved
	A
	9.4.0
	SAES
	S2

	SP-100132
	23.401
	1507
	3
	8.8.0
	Rel‑8
	ISR deactivation in PDN GW initiated bearer modification with bearer QoS update
	approved
	F
	8.9.0
	SAES
	S2

	SP-100132
	23.401
	1508
	2
	9.3.0
	Rel‑9
	ISR deactivation in PDN GW initiated bearer modification with bearer QoS update
	approved
	A
	9.4.0
	SAES
	S2

	SP-100155
	23.401
	1509
	2
	9.3.0
	Rel‑9
	Consideration of GW load balancing
	approved
	F
	9.4.0
	TEI9
	S2

	SP-100141
	23.401
	1511
	1
	9.3.0
	Rel‑9
	Definition for emergency attached
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS
	S2

	SP-100147
	23.401
	1520
	1
	9.3.0
	Rel‑9
	HSS Optimization for T-ADS
	approved
	F
	9.4.0
	TEI9
	S2

	SP-100132
	23.401
	1521
	1
	8.8.0
	Rel‑8
	Use of Handover Restriction List in X2 handover
	approved
	F
	8.9.0
	SAES
	S2

	SP-100132
	23.401
	1522
	1
	9.3.0
	Rel‑9
	Use of Handover Restriction List in X2 handover
	approved
	A
	9.4.0
	SAES
	S2

	SP-100155
	23.401
	1528
	2
	9.3.0
	Rel‑9
	TAI list concept
	approved
	F
	9.4.0
	TEI9
	S2

	SP-100203
	23.401
	1535
	2
	9.3.0
	Rel‑9
	PDP Context Deactivation after inter-RAT Handover
	postponed
	F
	
	TEI9
	S2

	SP-100141
	23.401
	1536
	-
	9.3.0
	Rel‑9
	Clarification about Security Context for Emergency Attached UE
	approved
	F
	9.4.0
	IMS_EMER_GPRS_EPS
	S2

	SP-100140
	23.402
	0865
	3
	9.3.0
	Rel‑9
	Gx and Gxc Support of User CSG Information
	approved
	B
	9.4.0
	EHNB
	S2

	SP-100156
	23.402
	0873
	2
	9.3.0
	Rel‑9
	Clarification on inter-system mobility policies
	approved
	A
	9.4.0
	SAES
	S2

	CP-100144
	24.008
	1392
	5
	9.1.0
	Rel‑9
	Normal and Periodic Routing Area Update Procedure
	approved
	C
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.008
	1418
	3
	9.1.0
	Rel‑9
	Deactive ISR for UE attached for emergency bearer services
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100103
	24.008
	1442
	-
	6.19.0
	Rel‑6
	Removal of T-GSM 900
	approved
	F
	6.20.0
	TEI6
	C1

	CP-100103
	24.008
	1443
	-
	7.14.0
	Rel‑7
	Removal of T-GSM 900
	approved
	A
	7.15.0
	TEI6
	C1

	CP-100103
	24.008
	1444
	-
	8.8.0
	Rel‑8
	Removal of T-GSM 900
	approved
	A
	8.9.0
	TEI6
	C1

	CP-100103
	24.008
	1445
	-
	9.1.0
	Rel‑9
	Removal of T-GSM 900
	approved
	A
	9.2.0
	TEI6
	C1

	CP-100144
	24.008
	1446
	1
	9.1.0
	Rel‑9
	Disabling Integrity Checking for GMM, SM messages
	approved
	B
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.008
	1447
	-
	9.1.0
	Rel‑9
	MS Initiated Detach Procedure
	approved
	C
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100140
	24.008
	1448
	1
	9.1.0
	Rel‑9
	Clarification to key derivation at SRVCC
	approved
	B
	9.2.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-100134
	24.008
	1450
	1
	9.1.0
	Rel‑9
	Editorial correction
	approved
	D
	9.2.0
	TEI9
	C1

	CP-100106
	24.008
	1451
	2
	8.8.0
	Rel‑8
	GPRS Kc handling at inter-system change from E-UTRAN to UTRAN/GERAN
	approved
	F
	8.9.0
	SAES
	C1

	CP-100106
	24.008
	1452
	2
	9.1.0
	Rel‑9
	GPRS Kc handling at inter-system change from E-UTRAN to UTRAN/GERAN
	approved
	A
	9.2.0
	SAES
	C1

	CP-100129
	24.008
	1453
	2
	8.8.0
	Rel‑8
	Kc handling in SRVCC
	approved
	F
	8.9.0
	SAES-SRVCC
	C1

	CP-100129
	24.008
	1454
	2
	9.1.0
	Rel‑9
	Kc handling in SRVCC
	approved
	A
	9.2.0
	SAES-SRVCC
	C1

	CP-100144
	24.008
	1455
	1
	9.1.0
	Rel‑9
	Definition of attached for emergency bearer service
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100134
	24.008
	1456
	1
	9.1.0
	Rel‑9
	Selective camping capability correction
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100134
	24.008
	1457
	2
	9.1.0
	Rel‑9
	Defining Selective camping capability IE
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100144
	24.008
	1458
	2
	9.1.0
	Rel‑9
	RRC establishment cause for EMC of Iu mode
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100126
	24.008
	1459
	2
	8.8.0
	Rel‑8
	Handling of Paging Response for CSFB
	approved
	F
	8.9.0
	SAES-CSFB
	C1

	CP-100126
	24.008
	1460
	2
	9.1.0
	Rel‑9
	Handling of Paging Response for CSFB
	approved
	A
	9.2.0
	SAES-CSFB
	C1

	CP-100134
	24.008
	1461
	-
	9.1.0
	Rel‑9
	Handling of CSFB Mobile Originating call
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100144
	24.008
	1462
	1
	9.1.0
	Rel‑9
	Handling authentication failure for EMC during RAU
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100126
	24.008
	1466
	1
	8.8.0
	Rel‑8
	"Alignment term ""CSFB and SMS over SGs"" with TS23.401 (Part II -- General)"
	approved
	F
	8.9.0
	SAES-CSFB
	C1

	CP-100126
	24.008
	1467
	1
	9.1.0
	Rel‑9
	"Alignment term ""CSFB and SMS over SGs"" with TS23.401 (Part II -- General)"
	approved
	A
	9.2.0
	SAES-CSFB
	C1

	CP-100106
	24.008
	1468
	2
	8.8.0
	Rel‑8
	Clarification on routing parameter for access stratum
	approved
	F
	8.9.0
	SAES
	C1

	CP-100106
	24.008
	1469
	2
	9.1.0
	Rel‑9
	Clarification on routing parameter for access stratum
	approved
	A
	9.2.0
	SAES
	C1

	CP-100135
	24.008
	1470
	2
	9.1.0
	Rel‑9
	Operator specific values for PCO
	approved
	B
	9.2.0
	TEI9
	C1

	CP-100148
	24.008
	1471
	1
	9.1.0
	Rel‑9
	Use of Cause #25 when MS's subscription to CSG has expired – 24.008
	approved
	F
	9.2.0
	EHNB-CT1
	C1

	CP-100134
	24.008
	1473
	-
	9.1.0
	Rel‑9
	Handling of inter RAT information container and E-UTRAN inter RAT information container
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100126
	24.008
	1475
	1
	8.8.0
	Rel‑8
	Removing triggers for rau after S1 mode to UTRAN Iu mode intersystem change due to CS fallback without PS handover
	approved
	F
	8.9.0
	SAES-CSFB
	C1

	CP-100126
	24.008
	1476
	1
	9.1.0
	Rel‑9
	Removing triggers for rau after S1 mode to UTRAN Iu mode intersystem change due to CS fallback without PS handover
	approved
	A
	9.2.0
	SAES-CSFB
	C1

	CP-100126
	24.008
	1477
	1
	8.8.0
	Rel‑8
	Corrections on periodic routeing area update timer and GERAN/UTRAN Deactivate ISR timers in the UE
	approved
	F
	8.9.0
	SAES, SAES-CSFB
	C1

	CP-100126
	24.008
	1478
	1
	9.1.0
	Rel‑9
	Corrections on periodic routeing area update timer and GERAN/UTRAN Deactivate ISR timers in the UE
	approved
	A
	9.2.0
	SAES, SAES-CSFB
	C1

	CP-100134
	24.008
	1483
	1
	9.1.0
	Rel‑9
	Using NAS-token in Attach Request
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100144
	24.008
	1486
	2
	9.1.0
	Rel‑9
	Emergency secondary PDP context activation
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100130
	24.008
	1487
	1
	8.8.0
	Rel‑8
	MM cause #25 for MM connection establishment
	approved
	F
	8.9.0
	HomeNB-3G
	C1

	CP-100130
	24.008
	1488
	1
	9.1.0
	Rel‑9
	MM cause #25 for MM connection establishment
	approved
	A
	9.2.0
	HomeNB-3G
	C1

	CP-100144
	24.008
	1489
	-
	9.1.0
	Rel‑9
	Definition of non-emergency PDP context
	approved
	B
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.008
	1490
	-
	9.1.0
	Rel‑9
	MS Substate PLMN Search
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.008
	1491
	2
	9.1.0
	Rel‑9
	Attach for emergency bearer services to a network not supporting EM BS
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100134
	24.008
	1493
	1
	9.1.0
	Rel‑9
	Corrections to Network Feature Support IE
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100126
	24.008
	1497
	2
	8.8.0
	Rel‑8
	Correction of CSFB capability indicator
	approved
	F
	8.9.0
	SAES-CSFB
	C1

	CP-100126
	24.008
	1498
	2
	9.1.0
	Rel‑9
	Correction of CSFB capability indicator
	approved
	A
	9.2.0
	SAES-CSFB
	C1

	CP-100144
	24.008
	1499
	2
	9.1.0
	Rel‑9
	Mobility aspects of Emergency attached UEs
	approved
	C
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100132
	24.008
	1500
	-
	8.8.0
	Rel‑8
	Introduction of indication of support of GERAN to UTRAN priority-based cell reselection – Option 1
	approved
	F
	8.9.0
	GELTE
	C1

	CP-100132
	24.008
	1501
	-
	9.1.0
	Rel‑9
	Introduction of indication of support of GERAN to UTRAN priority-based cell reselection – Option 1
	approved
	A
	9.2.0
	GELTE
	C1

	CP-100156
	24.008
	1504
	1
	9.1.0
	Rel‑9
	Correct terminating domain selection for IMS voice Ues
	revised
	F
	
	TEI9
	C1

	CP-100211
	24.008
	1504
	2
	9.1.0
	Rel‑9
	Correct terminating domain selection for IMS voice UEs
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100046
	24.080
	0059
	1
	9.0.0
	Rel‑9
	E-UTRAN LCS support
	approved
	B
	9.1.0
	CP-LCS
	C4

	CP-100135
	24.166
	0001
	-
	9.0.0
	Rel‑9
	Missing "Ext" interior node
	approved
	F
	9.1.0
	TEI9
	C1

	CP-100157
	24.167
	0051
	1
	9.0.0
	Rel‑9
	Correct terminating domain selection for IMS voice Ues
	revised
	F
	
	TEI9
	C1

	CP-100212
	24.167
	0051
	2
	9.0.0
	Rel‑9
	Correct terminating domain selection for IMS voice UEs
	approved
	F
	9.1.0
	TEI9
	C1

	CP-100145
	24.173
	0076
	1
	9.0.0
	Rel‑9
	Alignment with RAN2 specification regarding SSAC enforcement
	approved
	B
	9.1.0
	SSAC
	C1

	CP-100133
	24.182
	0051
	3
	9.3.0
	Rel‑9
	CAT: Actions at the AS serving the originating UE for the forking model
	approved
	B
	9.4.0
	eCAT-SS
	C1

	CP-100133
	24.182
	0052
	1
	9.3.0
	Rel‑9
	CAT: Usage of P-Early-Media for the forking model
	approved
	F
	9.4.0
	eCAT-SS
	C1

	CP-100133
	24.182
	0053
	-
	9.3.0
	Rel‑9
	CAT: Addition of DTMF Info Package
	approved
	F
	9.4.0
	eCAT-SS
	C1

	CP-100113
	24.182
	0054
	-
	8.4.0
	Rel‑8
	CAT: Correction regarding converting received provisional response codes to 183
	approved
	F
	8.5.0
	CAT-SS
	C1

	CP-100113
	24.182
	0055
	-
	9.3.0
	Rel‑9
	CAT: Correction regarding converting received provisional response codes to 183
	approved
	A
	9.4.0
	CAT-SS
	C1

	CP-100146
	24.183
	0001
	2
	9.0.0
	Rel‑9
	Clarification on how CRS media override the default ringing signal
	approved
	F
	9.1.0
	CRS
	C1

	CP-100146
	24.183
	0002
	1
	9.0.0
	Rel‑9
	Deleting the editor note for whether put an early session SDP offer in the initial INVITE request
	approved
	F
	9.1.0
	CRS
	C1

	CP-100146
	24.183
	0003
	1
	9.0.0
	Rel‑9
	Deleting the editor note for PCC requirement
	approved
	F
	9.1.0
	CRS
	C1

	CP-100146
	24.183
	0004
	1
	9.0.0
	Rel‑9
	Deleting the editor note for the need of CRS indicator
	approved
	F
	9.1.0
	CRS
	C1

	CP-100146
	24.183
	0005
	3
	9.0.0
	Rel‑9
	deleting the editor note for privacy requirement
	approved
	F
	9.1.0
	CRS
	C1

	CP-100146
	24.183
	0006
	1
	9.0.0
	Rel‑9
	Deleting the editor note about how to trigger the local alerting tone
	approved
	F
	9.1.0
	CRS
	C1

	CP-100146
	24.183
	0008
	1
	9.0.0
	Rel‑9
	Apply CRS service indicator in priority procedure
	approved
	F
	9.1.0
	CRS
	C1

	CP-100146
	24.183
	0010
	-
	9.0.0
	Rel‑9
	CRS: Addition of DTMF Info Package
	approved
	F
	9.1.0
	CRS
	C1

	CP-100146
	24.183
	0011
	2
	9.0.0
	Rel‑9
	Clarification of the reliable 18x response
	approved
	F
	9.1.0
	CRS
	C1

	CP-100146
	24.183
	0013
	1
	9.0.0
	Rel‑9
	Clarification of the priority procedure at the termianting CRS AS
	approved
	F
	9.1.0
	CRS
	C1

	CP-100146
	24.183
	0014
	1
	9.0.0
	Rel‑9
	Definition of media components
	approved
	F
	9.1.0
	CRS
	C1

	CP-100146
	24.183
	0016
	3
	9.0.0
	Rel‑9
	User configuration of CRS service
	approved
	F
	9.1.0
	CRS
	C1

	CP-100146
	24.183
	0018
	3
	9.0.0
	Rel‑9
	Determination of URL insertion for download and play mode
	approved
	C
	9.1.0
	CRS
	C1

	CP-100142
	24.216
	0019
	-
	9.0.0
	Rel‑9
	Inter UE Transfer SCC AS URI
	approved
	F
	9.1.0
	IMS_SCC-SPI
	C1

	CP-100131
	24.229
	2641
	5
	8.10.0
	Rel‑8
	Correcting handling of emergency session requests made by unregistered users
	approved
	F
	8.11.0
	TEI8
	C1

	CP-100131
	24.229
	2810
	3
	9.2.0
	Rel‑9
	Correcting handling of emergency session requests made by unregistered users
	approved
	A
	9.3.0
	TEI8
	C1

	CP-100110
	24.229
	2929
	4
	8.10.0
	Rel‑8
	Handling of Request-URI with tel URI and sip URI containing user=phone by the S-CSCF
	approved
	F
	8.11.0
	IMSProtoc2
	C1

	CP-100110
	24.229
	2930
	4
	9.2.0
	Rel‑9
	Handling of Request-URI with tel URI and sip URI containing user=phone by the S-CSCF
	approved
	A
	9.3.0
	IMSProtoc2
	C1

	CP-100104
	24.229
	2956
	4
	7.18.0
	Rel‑7
	Emergency session with P-CSCF in visited network 
	approved
	F
	7.19.0
	EMC1
	C1

	CP-100104
	24.229
	2957
	4
	8.10.0
	Rel‑8
	Emergency session with P-CSCF in visited network 
	approved
	A
	8.11.0
	EMC1
	C1

	CP-100104
	24.229
	2958
	4
	9.2.0
	Rel‑9
	Emergency session with P-CSCF in visited network 
	approved
	A
	9.3.0
	EMC1
	C1

	CP-100110
	24.229
	2989
	1
	8.10.0
	Rel‑8
	IETF reference updates (IMSProtoc2 related)
	approved
	F
	8.11.0
	IMSProtoc2
	C1

	CP-100110
	24.229
	2990
	1
	9.2.0
	Rel‑9
	IETF reference updates (IMSProtoc2 related)
	approved
	A
	9.3.0
	IMSProtoc2
	C1

	CP-100124
	24.229
	2991
	3
	8.10.0
	Rel‑8
	Support of draft-ietf-mmusic-sdp-media-capabilities
	approved
	F
	8.11.0
	ICSRA
	C1

	CP-100124
	24.229
	2992
	3
	9.2.0
	Rel‑9
	Support of draft-ietf-mmusic-sdp-media-capabilities
	approved
	A
	9.3.0
	ICSRA
	C1

	CP-100153
	24.229
	2994
	5
	9.2.0
	Rel‑9
	Adding 1XRTT Femto support for the 3GPP2-1X access type
	approved
	B
	9.3.0
	IMSProtoc3
	C1

	CP-100149
	24.229
	2996
	1
	9.2.0
	Rel‑9
	Correction for e2ae syntax
	approved
	F
	9.3.0
	MEDIASEC_CORE
	C1

	CP-100153
	24.229
	2997
	2
	9.2.0
	Rel‑9
	Implications of resource reservation failure
	approved
	F
	9.3.0
	IMSProtoc3
	C1

	CP-100143
	24.229
	2998
	1
	9.2.0
	Rel‑9
	RFC 4488 in Annex A
	approved
	F
	9.3.0
	IMS_SCC-SPI
	C1

	CP-100153
	24.229
	3000
	1
	9.2.0
	Rel‑9
	Removing an Editor's note in the reference section
	approved
	F
	9.3.0
	IMSProtoc3
	C1

	CP-100153
	24.229
	3001
	4
	9.2.0
	Rel‑9
	Handling of Subscription context information by  intermediary entities
	approved
	F
	9.3.0
	IMSProtoc3
	C1

	CP-100151
	24.229
	3002
	1
	9.2.0
	Rel‑9
	Editorial update: adding missing defenitions, correcting typos and inconsistencies
	approved
	D
	9.3.0
	EMC2
	C1

	CP-100151
	24.229
	3003
	3
	9.2.0
	Rel‑9
	Correcting providing of additional location information to LRF
	approved
	F
	9.3.0
	EMC2
	C1

	CP-100149
	24.229
	3004
	1
	9.2.0
	Rel‑9
	Editorial amendments for end to access edge media security
	approved
	F
	9.3.0
	MEDIASEC_CORE
	C1

	CP-100149
	24.229
	3005
	2
	9.2.0
	Rel‑9
	Improvements to end to access edge security text
	approved
	F
	9.3.0
	MEDIASEC_CORE
	C1

	CP-100149
	24.229
	3006
	1
	9.2.0
	Rel‑9
	MGCF is not involved in e2ae security
	approved
	F
	9.3.0
	MEDIASEC_CORE
	C1

	CP-100149
	24.229
	3007
	1
	9.2.0
	Rel‑9
	UE requirements in the absence of P-CSCF support of end to access edge security
	approved
	F
	9.3.0
	MEDIASEC_CORE
	C1

	CP-100149
	24.229
	3008
	1
	9.2.0
	Rel‑9
	Profile additions for end to access edge security
	approved
	F
	9.3.0
	MEDIASEC_CORE
	C1

	CP-100149
	24.229
	3009
	1
	9.2.0
	Rel‑9
	Coverage of media security in the security introduction
	approved
	F
	9.3.0
	MEDIASEC_CORE
	C1

	CP-100151
	24.229
	3010
	1
	9.2.0
	Rel‑9
	Making the E-CSCF responsible for the domain of incoming Request-URI
	approved
	C
	9.3.0
	EMC2
	C1

	CP-100151
	24.229
	3011
	1
	9.2.0
	Rel‑9
	Usage of P-Charging-Vector header within the emergency call architecture
	approved
	F
	9.3.0
	EMC2
	C1

	CP-100151
	24.229
	3013
	1
	9.2.0
	Rel‑9
	Location handling at the E-CSCF
	approved
	F
	9.3.0
	EMC2
	C1

	CP-100151
	24.229
	3014
	2
	9.2.0
	Rel‑9
	Structure of reference identifier
	approved
	F
	9.3.0
	EMC2
	C1

	CP-100151
	24.229
	3015
	1
	9.2.0
	Rel‑9
	Handling of editor's note on subscribing to all dialogs
	approved
	F
	9.3.0
	EMC2
	C1

	CP-100109
	24.229
	3016
	-
	8.10.0
	Rel‑8
	Resolution of editor's notes related to PRIOR
	approved
	F
	8.11.0
	PRIOR
	C1

	CP-100109
	24.229
	3017
	-
	9.2.0
	Rel‑9
	Resolution of editor's notes related to PRIOR
	approved
	A
	9.3.0
	PRIOR
	C1

	CP-100120
	24.229
	3018
	-
	8.10.0
	Rel‑8
	Removal of editor's notes relating to learning of trust domain boundaries and information saved during registration
	revised
	F
	
	IMS_Corp
	C1

	CP-100230
	24.229
	3018
	1
	8.10.0
	Rel‑8
	Removal of editor's notes relating to learning of trust domain boundaries and information saved during registration
	approved
	F
	8.11.0
	IMS_Corp
	C1

	CP-100120
	24.229
	3019
	-
	9.2.0
	Rel‑9
	Removal of editor's notes relating to learning of trust domain boundaries and information saved during registration
	revised
	A
	
	IMS_Corp
	C1

	CP-100230
	24.229
	3019
	1
	9.2.0
	Rel‑9
	Removal of editor's notes relating to learning of trust domain boundaries and information saved during registration
	approved
	A
	9.3.0
	IMS_Corp
	C1

	CP-100135
	24.229
	3020
	1
	9.2.0
	Rel‑9
	Correcting IP-CAN documentation
	approved
	F
	9.3.0
	TEI9
	C1

	CP-100153
	24.229
	3024
	-
	9.2.0
	Rel‑9
	P-CSCF Note correction
	approved
	F
	9.3.0
	IMSProtoc3
	C1

	CP-100153
	24.229
	3025
	-
	9.2.0
	Rel‑9
	Authentication-Info header field
	approved
	F
	9.3.0
	IMSProtoc3
	C1

	CP-100153
	24.229
	3026
	2
	9.2.0
	Rel‑9
	DTMF Info Package definition
	revised
	F
	
	IMSProtoc3, CRS, eCAT-SS
	C1

	CP-100241
	24.229
	3026
	3
	9.2.0
	Rel‑9
	DTMF Info Package definition
	revised
	F
	
	IMSProtoc3, CRS, eCAT-SS
	C1

	CP-100246
	24.229
	3026
	4
	9.2.0
	Rel‑9
	DTMF Info Package definition
	approved
	F
	9.3.0
	IMSProtoc3, CRS, eCAT-SS
	C1

	CP-100110
	24.229
	3027
	-
	8.10.0
	Rel‑8
	Removal of editor's note: 199 (Early Dialog Terminated) option-tag
	approved
	F
	8.11.0
	IMSProtoc2
	C1

	CP-100110
	24.229
	3028
	-
	9.2.0
	Rel‑9
	Removal of editor's note: 199 (Early Dialog Terminated) option-tag
	approved
	A
	9.3.0
	IMSProtoc2
	C1

	CP-100111
	24.229
	3029
	-
	8.10.0
	Rel‑8
	Removal of editor's note: Annex K keep-alive mechanism
	approved
	F
	8.11.0
	PktCbl-Sec
	C1

	CP-100111
	24.229
	3030
	-
	8.10.0
	Rel‑8
	Removal of editor's note: Annex K NAT traversal
	approved
	F
	8.11.0
	PktCbl-Sec
	C1

	CP-100111
	24.229
	3031
	-
	9.2.0
	Rel‑9
	Removal of editor's note: Annex K NAT traversal
	approved
	A
	9.3.0
	PktCbl-Sec
	C1

	CP-100215
	24.229
	3032
	2
	8.10.0
	Rel‑8
	Updating of SAES related references
	approved
	F
	8.11.0
	SAES
	C1

	CP-100216
	24.229
	3033
	2
	9.2.0
	Rel‑9
	Updating of SAES related references
	approved
	A
	9.3.0
	SAES
	C1

	CP-100107
	24.229
	3034
	-
	8.10.0
	Rel‑8
	Closure of SAES related editor's notes
	approved
	F
	8.11.0
	SAES
	C1

	CP-100107
	24.229
	3035
	-
	9.2.0
	Rel‑9
	Closure of SAES related editor's notes
	approved
	A
	9.3.0
	SAES
	C1

	CP-100117
	24.229
	3036
	-
	8.10.0
	Rel‑8
	Addressing editor's notes relating to NASS bundled authentication
	approved
	F
	8.11.0
	NBA
	C1

	CP-100117
	24.229
	3037
	-
	9.2.0
	Rel‑9
	Addressing editor's notes relating to NASS bundled authentication
	approved
	A
	9.3.0
	NBA
	C1

	CP-100110
	24.229
	3038
	-
	8.10.0
	Rel‑8
	Removal of editor's notes relating to emergency call
	approved
	F
	8.11.0
	IMSProtoc2
	C1

	CP-100110
	24.229
	3039
	-
	9.2.0
	Rel‑9
	Removal of editor's notes relating to emergency call
	approved
	A
	9.3.0
	IMSProtoc2
	C1

	CP-100154
	24.229
	3040
	-
	9.2.0
	Rel‑10
	Identifying an emergency call at the P-CSCF
	postponed
	F
	
	IMSProtoc4
	C1

	CP-100114
	24.229
	3041
	1
	8.10.0
	Rel‑8
	Legacy INFO usage: Addition of MCID and Overlap
	approved
	F
	8.11.0
	MAINT_R2, Overlap
	C1

	CP-100228
	24.229
	3041
	2
	8.10.0
	Rel‑8
	Legacy INFO usage: Addition of MCID and Overlap
	approved
	F
	8.11.0
	MAINT_R2, Overlap
	C1

	CP-100110
	24.229
	3042
	-
	8.10.0
	Rel‑8
	Removal of outstanding Editor's note on IOI
	approved
	F
	8.11.0
	IMSProtoc2
	C1

	CP-100110
	24.229
	3043
	-
	9.2.0
	Rel‑9
	Removal of outstanding Editor's note on IOI
	approved
	A
	9.3.0
	IMSProtoc2
	C1

	CP-100107
	24.229
	3044
	1
	8.10.0
	Rel‑8
	Incorrect NAS message in Annex L
	approved
	F
	8.11.0
	SAES
	C1

	CP-100107
	24.229
	3045
	-
	9.2.0
	Rel‑9
	Incorrect NAS message in Annex L
	approved
	A
	9.3.0
	SAES
	C1

	CP-100135
	24.229
	3048
	2
	9.2.0
	Rel‑9
	Delete EN pertaining to RFC 4117
	approved
	F
	9.3.0
	TEI9
	C1

	CP-100122
	24.229
	3052
	-
	8.10.0
	Rel‑8
	Incorrect trigger in I-CSCF for restoration procedures
	approved
	F
	8.11.0
	IMS_RP
	C1

	CP-100122
	24.229
	3053
	-
	9.2.0
	Rel‑9
	Incorrect trigger in I-CSCF for restoration procedures
	approved
	A
	9.3.0
	IMS_RP
	C1

	CP-100112
	24.229
	3054
	1
	9.2.0
	Rel‑9
	Clean up editor's notes on subscription to debug event package
	approved
	A
	9.3.0
	OAM8-Trace 
	C1

	CP-100149
	24.229
	3055
	1
	9.2.0
	Rel‑9
	Exchanging media plane security capabilities at registration
	approved
	B
	9.3.0
	MEDIASEC_CORE
	C1

	CP-100149
	24.229
	3056
	1
	9.2.0
	Rel‑9
	Profile table changes for exchange of media plane security capabilities
	revised
	B
	
	MEDIASEC_CORE
	C1

	CP-100218
	24.229
	3056
	2
	9.2.0
	Rel‑9
	Profile table changes for exchanging media plane security capabilities at registration
	approved
	B
	9.3.0
	MEDIASEC_CORE
	C1

	CP-100149
	24.229
	3057
	1
	9.2.0
	Rel‑9
	Corrections to profile table entries related to security agreement
	approved
	F
	9.3.0
	MEDIASEC_CORE
	C1

	CP-100110
	24.229
	3058
	1
	8.10.0
	Rel‑8
	Inclusion of draft alert-urns for INVITE Responses
	approved
	F
	8.11.0
	IMSProtoc2
	C1

	CP-100110
	24.229
	3059
	1
	9.2.0
	Rel‑9
	Inclusion of draft alert-urns for INVITE Responses
	approved
	A
	9.3.0
	IMSProtoc2
	C1

	CP-100119
	24.229
	3062
	-
	8.10.0
	Rel‑8
	Reference update of draft-ietf-mediactrl-vxml
	approved
	F
	8.11.0
	MRFC_TS
	C1

	CP-100119
	24.229
	3063
	-
	9.2.0
	Rel‑9
	Reference update of draft-ietf-mediactrl-vxml
	approved
	A
	9.3.0
	MRFC_TS
	C1

	CP-100118
	24.229
	3064
	1
	8.10.0
	Rel‑8
	Address the UUS related Editor's Note
	approved
	F
	8.11.0
	UUSIW
	C1

	CP-100118
	24.229
	3065
	1
	9.2.0
	Rel‑9
	Address the UUS related Editor's Note
	approved
	A
	9.3.0
	UUSIW
	C1

	CP-100110
	24.229
	3068
	1
	8.10.0
	Rel‑8
	Correcting missing reference
	approved
	F
	8.11.0
	IMSProtoc2
	C1

	CP-100110
	24.229
	3069
	1
	9.2.0
	Rel‑9
	Correcting missing reference
	approved
	A
	9.3.0
	IMSProtoc2
	C1

	CP-100153
	24.229
	3072
	4
	9.2.0
	Rel‑9
	Session ID profile table alignment
	approved
	F
	9.3.0
	IMSProtoc3
	C1

	CP-100105
	24.229
	3073
	1
	7.18.0
	Rel‑7
	Annex A/ Fixing of missing status support in Tables  
	approved
	F
	7.19.0
	IMSProtoc
	C1

	CP-100105
	24.229
	3074
	1
	8.10.0
	Rel‑8
	Annex A/ Fixing of missing status support in Tables  
	approved
	A
	8.11.0
	IMSProtoc
	C1

	CP-100105
	24.229
	3075
	1
	9.2.0
	Rel‑9
	Annex A/ Fixing of missing status support in Tables
	approved
	A
	9.3.0
	IMSProtoc
	C1

	CP-100105
	24.229
	3076
	-
	7.18.0
	Rel‑7
	Annex A/ P-media-Authorization support
	approved
	F
	7.19.0
	IMSProtoc
	C1

	CP-100105
	24.229
	3077
	-
	8.10.0
	Rel‑8
	Annex A/ P-media-Authorization support
	approved
	A
	8.11.0
	IMSProtoc
	C1

	CP-100105
	24.229
	3078
	-
	9.2.0
	Rel‑9
	Annex A/ P-media-Authorization support
	approved
	A
	9.3.0
	IMSProtoc
	C1

	CP-100105
	24.229
	3079
	-
	7.18.0
	Rel‑7
	Annex A / integration of resource management and SIP
	approved
	F
	7.19.0
	IMSProtoc
	C1

	CP-100105
	24.229
	3080
	-
	8.10.0
	Rel‑8
	Annex A / integration of resource management and SIP
	approved
	A
	8.11.0
	IMSProtoc
	C1

	CP-100105
	24.229
	3081
	-
	9.2.0
	Rel‑9
	Annex A / integration of resource management and SIP
	approved
	A
	9.3.0
	IMSProtoc
	C1

	CP-100153
	24.229
	3082
	-
	9.2.0
	Rel‑9
	Additional routeing capabilities
	revised
	F
	
	IMSProtoc3
	C1

	CP-100242
	24.229
	3082
	1
	9.2.0
	Rel‑9
	Additional routeing capabilities
	revised
	F
	
	IMSProtoc3
	C1

	CP-100247
	24.229
	3082
	2
	9.2.0
	Rel‑9
	Additional routeing capabilities
	approved
	F
	9.3.0
	IMSProtoc3
	C1

	CP-100138
	24.229
	3083
	3
	9.2.0
	Rel‑9
	P-CSCF Restoration procedures
	approved
	B
	9.3.0
	eIMS_RP
	C1

	CP-100110
	24.229
	3085
	-
	8.10.0
	Rel‑8
	New version of IETF draft-yu-tel-dai
	approved
	F
	8.11.0
	IMSProtoc2
	C1

	CP-100110
	24.229
	3086
	-
	9.2.0
	Rel‑9
	New version of IETF draft-yu-tel-dai
	approved
	A
	9.3.0
	IMSProtoc2
	C1

	CP-100110
	24.229
	3091
	-
	8.10.0
	Rel‑8
	Abnormal Digest procedures fix
	approved
	F
	8.11.0
	IMSProtoc2
	C1

	CP-100110
	24.229
	3092
	-
	9.2.0
	Rel‑9
	Abnormal Digest procedures fix
	approved
	A
	9.3.0
	IMSProtoc2
	C1

	CP-100128
	24.229
	3093
	-
	8.10.0
	Rel‑8
	IMDN reference update
	approved
	F
	8.11.0
	MESSIW
	C1

	CP-100128
	24.229
	3094
	-
	9.2.0
	Rel‑9
	IMDN reference update
	approved
	A
	9.3.0
	MESSIW
	C1

	CP-100140
	24.229
	3095
	1
	9.2.0
	Rel‑9
	I4 applicability and EATF functionality
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-100153
	24.229
	3096
	-
	9.2.0
	Rel‑9
	Failure of GPRS and EPS resource reservation
	approved
	F
	9.3.0
	IMSProtoc3
	C1

	CP-100142
	24.229
	3097
	3
	9.2.0
	Rel‑9
	Addition of Dialog Event package to profile tables in support of Inter-UE transfer
	approved
	F
	9.3.0
	IMS_SCC-SPI
	C1

	CP-100151
	24.229
	3098
	1
	9.2.0
	Rel‑9
	Correction of reference to RFC 4235
	approved
	F
	9.3.0
	EMC2
	C1

	CP-100144
	24.229
	3099
	-
	9.2.0
	Rel‑9
	Emergency call clarifications in the absence of registration
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100110
	24.229
	3100
	-
	8.10.0
	Rel‑8
	Correct authentication and registration referencing for emergency registration
	approved
	F
	8.11.0
	IMSProtoc2
	C1

	CP-100110
	24.229
	3101
	-
	9.2.0
	Rel‑9
	Correct authentication and registration referencing for emergency registration
	approved
	A
	9.3.0
	IMSProtoc2
	C1

	CP-100107
	24.229
	3102
	-
	8.10.0
	Rel‑8
	P-Access-Network-Info correction for LTE
	approved
	F
	8.11.0
	SAES
	C1

	CP-100107
	24.229
	3103
	-
	9.2.0
	Rel‑9
	P-Access-Network-Info correction for LTE
	approved
	A
	9.3.0
	SAES
	C1

	CP-100104
	24.229
	3104
	-
	7.18.0
	Rel‑7
	Update reference for draft-patel-ecrit-sos-parameter
	approved
	F
	7.19.0
	EMC1
	C1

	CP-100104
	24.229
	3105
	-
	8.10.0
	Rel‑8
	Update reference for draft-patel-ecrit-sos-parameter
	approved
	A
	8.11.0
	EMC1
	C1

	CP-100104
	24.229
	3106
	-
	9.2.0
	Rel‑9
	Update reference for draft-patel-ecrit-sos-parameter
	approved
	A
	9.3.0
	EMC1
	C1

	CP-100153
	24.229
	3107
	2
	9.2.0
	Rel‑9
	AS behaviour for the delivery of original destination identity
	approved
	F
	9.3.0
	IMSProtoc3
	C1

	CP-100112
	24.229
	3109
	-
	8.10.0
	Rel‑8
	Clean up editor's notes on subscription to debug event package
	approved
	F
	8.11.0
	OAM8-Trace
	C1

	CP-100123
	24.237
	0143
	5
	8.4.0
	Rel‑8
	PS to CS or to (PS+CS) session transfer for an SC UE using Gm interface
	approved
	F
	8.5.0
	IMS-Cont
	C1

	CP-100123
	24.237
	0144
	5
	9.1.0
	Rel‑9
	PS to CS or to (PS+CS) session transfer for an SC UE using Gm interface
	approved
	A
	9.2.0
	IMS-Cont
	C1

	CP-100143
	24.237
	0182
	1
	9.1.0
	Rel‑9
	Procedures for collaborative session release by controller UE
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0183
	1
	9.1.0
	Rel‑9
	Procedures for controllee UE releases media component controllee UE
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0184
	1
	9.1.0
	Rel‑9
	Procedures for collaborative session release by remote party drop in the controllee UE
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0185
	1
	9.1.0
	Rel‑9
	Procedures for controller UE initiated media transfer from controller UE to controllee UE
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0186
	1
	9.1.0
	Rel‑9
	Establishment of collaborative session for inter-UE transfer
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0187
	1
	9.1.0
	Rel‑9
	Media adding/deleting within collaborative session for inter-UE transfer establishment with new media
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0188
	2
	9.1.0
	Rel‑9
	Procedures for releasing media by remote UE
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0189
	3
	9.1.0
	Rel‑9
	Controller UE initiated media transfer from controllee UE to another controllee UE
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100199
	24.237
	0189
	4
	9.1.0
	Rel‑9
	Controller UE initiated media transfer from controllee UE to another controllee UE
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0191
	2
	9.1.0
	Rel‑9
	Procedures for controller UE initiated media transfer from controllee UE to another controllee UE
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0192
	3
	9.1.0
	Rel‑9
	Procedures for controller UE initiated media transfer from controllee UE to another controllee UE—SCC AS behavior
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0193
	1
	9.1.0
	Rel‑9
	Signalling flows for media transfer within collaborative session for inter-UE transfer
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0194
	1
	9.1.0
	Rel‑9
	Access tranfer and MMTEL interaction
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0195
	2
	9.1.0
	Rel‑9
	Inter-UE transfer and MMTEL interaction
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0196
	1
	9.1.0
	Rel‑9
	Procedures for adding new media on controllee UE by controller UE
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0197
	1
	9.1.0
	Rel‑9
	Remove of signaling flow for target UE discovery
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0198
	1
	9.1.0
	Rel‑9
	Release of collaborative session for inter-UE transfer
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0199
	2
	9.1.0
	Rel‑9
	Procedures for controllee UE releases media component
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0200
	1
	9.1.0
	Rel‑9
	Procedures for collaborative session release by remote party
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0201
	1
	9.1.0
	Rel‑9
	Procedures for controller UE initiated media transfer from controller UE to controllee UE
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0202
	3
	9.1.0
	Rel‑9
	Adding new media on controllee UE by controller UE
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0203
	3
	9.1.0
	Rel‑9
	procedures for subscription to the session description
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0204
	1
	9.1.0
	Rel‑9
	SR VCC from MSC
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0206
	1
	9.1.0
	Rel‑9
	Deleting the editor note at A.15.3.2.2 for controller UE removing media at controllee UE
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0207
	1
	9.1.0
	Rel‑9
	Deleting editor's note for clause A.15.3.1
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0208
	1
	9.1.0
	Rel‑9
	Deleting the editor note at A.15.5 for controllee UE modify meida on iteslf
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0209
	2
	9.1.0
	Rel‑9
	Complete session transfer routing clarification 
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0210
	1
	9.1.0
	Rel‑9
	MSC Server assisted mid-call feature - single held session
	approved
	C
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0211
	1
	9.1.0
	Rel‑9
	MSC Server assisted mid-call feature - flow clean up
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0212
	2
	9.1.0
	Rel‑9
	MSC server assisted mid-call feature - sendonly, recvonly
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0213
	1
	9.1.0
	Rel‑9
	Incorrect reference correction
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0214
	1
	9.1.0
	Rel‑9
	Removal of ICMP message sending - procedure
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0217
	1
	9.1.0
	Rel‑9
	Registration requirements for an SC UE that only implements Inter-UE Transfer
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100141
	24.237
	0218
	2
	9.1.0
	Rel‑9
	Addition of the Content-Type to SIPfrag containing SDP
	approved
	F
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0219
	3
	9.1.0
	Rel‑9
	Separating releasing media on controllee UE and removing controllee UE from collaborative session
	approved
	B
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100142
	24.237
	0220
	1
	9.1.0
	Rel‑9
	Correction of Procedures for adding new media by remote party when the controller UE does not alert the user
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0221
	1
	9.1.0
	Rel‑9
	Removal of Editor's Note on use of SDP in URI parameters in Refer-To header
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0223
	1
	9.1.0
	Rel‑9
	Editorial changes to clause 8
	approved
	D
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0224
	1
	9.1.0
	Rel‑9
	Editorial changes to clause 9
	approved
	D
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0225
	1
	9.1.0
	Rel‑9
	Editorial changes to clause 14
	approved
	D
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0226
	1
	9.1.0
	Rel‑9
	Editorial changes to clause 16
	approved
	D
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0227
	1
	9.1.0
	Rel‑9
	Editorial changes to clause 19
	approved
	D
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0228
	1
	9.1.0
	Rel‑9
	Editorial changes to clause A.12.3
	approved
	D
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0229
	1
	9.1.0
	Rel‑9
	Editorial changes to clause A.13.2
	approved
	D
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0230
	1
	9.1.0
	Rel‑9
	Editorial changes to clause A.14
	approved
	D
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0232
	1
	9.1.0
	Rel‑9
	Editorial changes to clause A.16
	approved
	D
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0233
	1
	9.1.0
	Rel‑9
	Editorial changes to clause C.2
	approved
	D
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100123
	24.237
	0235
	1
	8.4.0
	Rel‑8
	Clarification of Handling of held calls
	approved
	F
	8.5.0
	IMS-Cont
	C1

	CP-100123
	24.237
	0236
	3
	9.1.0
	Rel‑9
	Clarification of Handling of held calls
	approved
	A
	9.2.0
	IMS-Cont
	C1

	CP-100140
	24.237
	0237
	-
	9.1.0
	Rel‑9
	Removal of IMS communication service from emergency call flows
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-100240
	24.237
	0237
	1
	9.1.0
	Rel‑9
	Removal of IMS communication service from emergency call flows
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-100135
	24.237
	0238
	1
	9.1.0
	Rel‑9
	SR VCC abnormal case
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100123
	24.237
	0239
	-
	8.4.0
	Rel‑8
	Correct the definition of Correlation MSISDN
	approved
	F
	8.5.0
	IMS-Cont
	C1

	CP-100123
	24.237
	0240
	-
	9.1.0
	Rel‑9
	Correct the definition of Correlation MSISDN
	approved
	A
	9.2.0
	IMS-Cont
	C1

	CP-100143
	24.237
	0241
	2
	9.1.0
	Rel‑9
	Controller UE initiated media transfer from controlee UE to another controlee UE
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0242
	-
	9.1.0
	Rel‑9
	UE remote changed to Remote UE
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0243
	1
	9.1.0
	Rel‑9
	Merge of C1-100178, C1-100180 and C1-100186 from e-meeting
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100140
	24.237
	0244
	-
	9.1.0
	Rel‑9
	EATF editor's notes resolution
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-100142
	24.237
	0245
	-
	9.1.0
	Rel‑9
	EN on SIP URI of SCC AS 
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0246
	2
	9.1.0
	Rel‑9
	Collaborative session establishement of with new media
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100143
	24.237
	0247
	1
	9.1.0
	Rel‑9
	SCC AS procedures for collaborative session establishment with new media
	approved
	F
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100142
	24.237
	0248
	4
	9.1.0
	Rel‑9
	Addition of media feature tag for indicating IUT Controller capability
	approved
	B
	9.2.0
	IMS_SCC-SPI
	C1

	CP-100141
	24.237
	0249
	-
	9.1.0
	Rel‑9
	Editorial changes to clause 4
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0250
	-
	9.1.0
	Rel‑9
	Editorial changes to clause 6
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0251
	-
	9.1.0
	Rel‑9
	Editorial changes to clause 7
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0252
	2
	9.1.0
	Rel‑9
	Editorial changes to clause 10
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0253
	1
	9.1.0
	Rel‑9
	Editorial changes to clause 11
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0254
	-
	9.1.0
	Rel‑9
	Editorial changes to clause 12
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0255
	-
	9.1.0
	Rel‑9
	Editorial changes to clause 13
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0256
	1
	9.1.0
	Rel‑9
	Editorial changes to clause A.3
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0257
	1
	9.1.0
	Rel‑9
	Editorial changes to clause A.6
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0258
	1
	9.1.0
	Rel‑9
	Editorial changes to clause A.7
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0259
	-
	9.1.0
	Rel‑9
	Editorial changes to clause A.8
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0260
	-
	9.1.0
	Rel‑9
	Editorial changes to clause A.9
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0261
	-
	9.1.0
	Rel‑9
	Editorial changes to clause A.11
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.237
	0262
	1
	9.1.0
	Rel‑9
	Editorial changes to clause A.16
	approved
	D
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100140
	24.237
	0263
	1
	9.1.0
	Rel‑9
	Editorial changes to clause A.17
	approved
	D
	9.2.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-100141
	24.237
	0264
	-
	9.1.0
	Rel‑9
	Inappropriate normative language in relation to registration
	approved
	F
	9.2.0
	IMS_SCC-ICS
	C1

	CP-100136
	24.259
	0014
	1
	9.0.0
	Rel‑9
	PNE definition in 24.259
	approved
	F
	9.1.0
	PAN_EPNM
	C1

	CP-100136
	24.259
	0015
	1
	9.0.0
	Rel‑9
	Update the scope of PAN
	rejected
	F
	
	PAN_EPNM
	C1

	CP-100135
	24.259
	0017
	1
	9.0.0
	Rel‑9
	XML example clarification
	approved
	F
	9.1.0
	TEI9
	C1

	CP-100135
	24.259
	0019
	1
	9.0.0
	Rel‑9
	Access flow corrections
	approved
	F
	9.1.0
	TEI9
	C1

	CP-100135
	24.259
	0020
	1
	9.0.0
	Rel‑9
	Editorial corrections
	approved
	D
	9.1.0
	TEI9
	C1

	CP-100136
	24.259
	0021
	1
	9.0.0
	Rel‑9
	Procedures of PAN access control
	approved
	B
	9.1.0
	PAN_EPNM
	C1

	CP-100137
	24.286
	0001
	1
	9.0.1
	Rel‑9
	Enable use of I1 when the home operator has configured it to do so
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.292
	0083
	1
	9.2.0
	Rel‑9
	Scope
	approved
	F
	9.3.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.292
	0084
	1
	9.2.0
	Rel‑9
	Alias tel URI
	approved
	F
	9.3.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.292
	0085
	1
	9.2.0
	Rel‑9
	Clean up of linkage between I1 specifications
	approved
	F
	9.3.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.292
	0086
	1
	9.2.0
	Rel‑9
	Clarification on SCC AS PSI DN
	approved
	F
	9.3.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.292
	0087
	1
	9.2.0
	Rel‑9
	TADS selection of I1
	approved
	F
	9.3.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.292
	0089
	1
	9.2.0
	Rel‑9
	Enable use of I1 when the home operator has configured it to do so
	approved
	F
	9.3.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.292
	0090
	2
	9.2.0
	Rel‑9
	Inclusion of Accept / Reject contact capabilities for I1 protocol
	approved
	F
	9.3.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.292
	0091
	-
	9.2.0
	Rel‑9
	I1 SIP Error cause handling
	approved
	F
	9.3.0
	IMS_SCC-ICS_I1
	C1

	CP-100163
	24.292
	0093
	4
	8.4.0
	Rel‑8
	Correcting T-ADS
	revised
	F
	
	ICSRA
	C1

	CP-100160
	24.292
	0093
	5
	8.4.0
	Rel‑8
	Correcting T-ADS
	revised
	F
	
	ICSRA
	C1

	CP-100208
	24.292
	0093
	6
	8.4.0
	Rel‑8
	Correcting T-ADS
	revised
	F
	
	ICSRA
	C1

	CP-100231
	24.292
	0093
	7
	8.4.0
	Rel‑8
	Correcting T-ADS
	approved
	F
	8.5.0
	ICSRA
	C1

	CP-100163
	24.292
	0094
	4
	9.2.0
	Rel‑9
	Correcting T-ADS
	revised
	A
	
	ICSRA
	C1

	CP-100161
	24.292
	0094
	5
	9.2.0
	Rel‑9
	Correcting T-ADS
	revised
	A
	
	ICSRA
	C1

	CP-100209
	24.292
	0094
	6
	9.2.0
	Rel‑9
	Correcting T-ADS
	revised
	A
	
	ICSRA
	C1

	CP-100232
	24.292
	0094
	7
	9.2.0
	Rel‑9
	Correcting T-ADS
	approved
	A
	9.3.0
	ICSRA
	C1

	CP-100124
	24.292
	0095
	2
	8.4.0
	Rel‑8
	Terminations with acceptance only of non-audio media.  
	approved
	F
	8.5.0
	ICSRA
	C1

	CP-100124
	24.292
	0096
	2
	9.2.0
	Rel‑9
	Terminations with acceptance only of non-audio media.  
	approved
	A
	9.3.0
	ICSRA
	C1

	CP-100137
	24.294
	0001
	1
	9.0.0
	Rel‑9
	No STN
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0002
	1
	9.0.0
	Rel‑9
	No forking for I1 protocol
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0005
	1
	9.0.0
	Rel‑9
	Call-Identifier
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0006
	1
	9.0.0
	Rel‑9
	Clean up of linkage between I1 specifications
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0008
	1
	9.0.0
	Rel‑9
	Clarification of call set-up procedures
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0009
	1
	9.0.0
	Rel‑9
	Completion of setting BCD calling parameter for I1 calls
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0012
	1
	9.0.0
	Rel‑9
	Add missing references
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0013
	1
	9.0.0
	Rel‑9
	Delete unneeded definitions
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0014
	1
	9.0.0
	Rel‑9
	Delete unneeded Editor's Notes
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0015
	-
	9.0.0
	Rel‑9
	Privacy information element
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0016
	-
	9.0.0
	Rel‑9
	Replaces information element
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0017
	-
	9.0.0
	Rel‑9
	Gm fallback to I1
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0018
	1
	9.0.0
	Rel‑9
	Retaining the use of CS access – procedure at UE
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0019
	1
	9.0.0
	Rel‑9
	Retaining the use of CS access - procedure at SCC AS
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0020
	2
	9.0.0
	Rel‑9
	Media-transfer from PS to CS access
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0021
	2
	9.0.0
	Rel‑9
	Transferring the media from PS to CS domain – procedure at UE
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0022
	1
	9.0.0
	Rel‑9
	Transferring the media from PS to CS domain – procedure at SCC AS
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0023
	-
	9.0.0
	Rel‑9
	Removal of editor's note
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0024
	-
	9.0.0
	Rel‑9
	Editor's note removal
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0025
	1
	9.0.0
	Rel‑9
	State machine clarifications
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0026
	2
	9.0.0
	Rel‑9
	Ability to send reduced SIP/Tel URIs
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0027
	1
	9.0.0
	Rel‑9
	Inclusion of Accept / Reject contact capabilities
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0028
	-
	9.0.0
	Rel‑9
	Remove unneeded Editor's Notes
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0029
	-
	9.0.0
	Rel‑9
	Editorial modification
	approved
	D
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0030
	-
	9.0.0
	Rel‑9
	Session Modification
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0031
	-
	9.0.0
	Rel‑9
	Address the I1 dummy related Editor's Note
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0032
	-
	9.0.0
	Rel‑9
	Supplementary services control procedures
	approved
	B
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0033
	-
	9.0.0
	Rel‑9
	I1 Mid-Call information element
	approved
	B
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0034
	-
	9.0.0
	Rel‑9
	I1 SIP Error cause handling
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100137
	24.294
	0036
	-
	9.0.0
	Rel‑9
	Detection of stale message
	approved
	F
	9.1.0
	IMS_SCC-ICS_I1
	C1

	CP-100144
	24.301
	0587
	3
	9.1.0
	Rel‑9
	Deactive ISR for UE attached for emergency bearer services
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100134
	24.301
	0624
	3
	9.1.0
	Rel‑9
	Synchronization of EPS Bearer Contexts in ESR
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100106
	24.301
	0638
	1
	8.4.0
	Rel‑8
	Correction of MME DL NAS COUNT at handover
	approved
	F
	8.5.0
	SAES
	C1

	CP-100106
	24.301
	0639
	1
	9.1.0
	Rel‑9
	Correction of MME DL NAS COUNT at handover
	approved
	A
	9.2.0
	SAES
	C1

	CP-100139
	24.301
	0640
	1
	9.1.0
	Rel‑9
	Inclusion of routing identifier for generic NAS transport
	approved
	F
	9.2.0
	LCS_EPS-CPS
	C1

	CP-100144
	24.301
	0641
	-
	9.1.0
	Rel‑9
	Tracking Area Update Procedure
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.301
	0642
	1
	9.1.0
	Rel‑9
	UE Initiated Detach Procedure
	approved
	C
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.301
	0643
	-
	9.1.0
	Rel‑9
	UE Substate PLMN Search
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100106
	24.301
	0646
	2
	8.4.0
	Rel‑8
	Security at idle mobility from E-UTRAN to UTRAN/GERAN
	approved
	F
	8.5.0
	SAES
	C1

	CP-100106
	24.301
	0647
	2
	9.1.0
	Rel‑9
	Security at idle mobility from E-UTRAN to UTRAN/GERAN
	approved
	A
	9.2.0
	SAES
	C1

	CP-100144
	24.301
	0657
	-
	9.1.0
	Rel‑9
	UE behavior after EPS bearer context deactivation
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100106
	24.301
	0659
	2
	8.4.0
	Rel‑8
	Correction of used parameter in coordination between ESM and SM
	approved
	F
	8.5.0
	SAES
	C1

	CP-100106
	24.301
	0660
	2
	9.1.0
	Rel‑9
	Correction of used parameter in coordination between ESM and SM
	approved
	A
	9.2.0
	SAES
	C1

	CP-100134
	24.301
	0664
	1
	9.1.0
	Rel‑9
	Store EPS security context at state transition to EMM-DEREGISTERED
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100144
	24.301
	0665
	1
	9.1.0
	Rel‑9
	Definition of attached for emergency bearer service
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100134
	24.301
	0667
	2
	9.1.0
	Rel‑9
	Defining Selective camping capability IE
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100144
	24.301
	0668
	1
	9.1.0
	Rel‑9
	Security handling when NAS COUNT wrap around
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.301
	0670
	1
	9.1.0
	Rel‑9
	Deletion of RAND and RES in the UE
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100134
	24.301
	0671
	1
	9.1.0
	Rel‑9
	Add packet filters to existing TFT
	approved
	B
	9.2.0
	TEI9
	C1

	CP-100144
	24.301
	0672
	1
	9.1.0
	Rel‑9
	CSG subcription expiration and non-emergency bearer deactivation
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.301
	0673
	-
	9.1.0
	Rel‑9
	Clarification of IMEI used for EMC attach
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100134
	24.301
	0674
	1
	9.1.0
	Rel‑9
	Correction on the security protection of the NAS message
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100144
	24.301
	0675
	1
	9.1.0
	Rel‑9
	Handling of Authentication failure in EMC cases
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100106
	24.301
	0676
	2
	8.4.0
	Rel‑8
	EPS security context handling in detach procedure
	approved
	F
	8.5.0
	SAES
	C1

	CP-100106
	24.301
	0677
	2
	9.1.0
	Rel‑9
	EPS security context handling in detach procedure
	approved
	A
	9.2.0
	SAES
	C1

	CP-100106
	24.301
	0678
	1
	8.4.0
	Rel‑8
	Re-Authentication after intergity check failure of  TAU Request
	approved
	F
	8.5.0
	SAES
	C1

	CP-100106
	24.301
	0679
	1
	9.1.0
	Rel‑9
	Re-Authentication after intergity check failure of  TAU Request
	approved
	A
	9.2.0
	SAES
	C1

	CP-100148
	24.301
	0682
	-
	9.1.0
	Rel‑9
	Use of Cause #25 when UE's subscription to CSG has expired – 24.301
	approved
	F
	9.2.0
	EHNB-CT1
	C1

	CP-100106
	24.301
	0684
	-
	8.4.0
	Rel‑8
	Correction on E-UTRAN Deactivate ISR timer
	approved
	F
	8.5.0
	SAES
	C1

	CP-100106
	24.301
	0685
	-
	9.1.0
	Rel‑9
	Correction on E-UTRAN Deactivate ISR timer
	approved
	A
	9.2.0
	SAES
	C1

	CP-100139
	24.301
	0686
	1
	9.1.0
	Rel‑9
	Retransmission of non- delivered LPP PDUs
	approved
	B
	9.2.0
	LCS_EPS-CPS
	C1

	CP-100106
	24.301
	0692
	2
	8.4.0
	Rel‑8
	TAU request and ciphering in connected mode
	approved
	F
	8.5.0
	SAES
	C1

	CP-100106
	24.301
	0693
	2
	9.1.0
	Rel‑9
	TAU request and ciphering in connected mode
	approved
	A
	9.2.0
	SAES
	C1

	CP-100139
	24.301
	0696
	2
	9.1.0
	Rel‑9
	CS Fallback for MO-LR in Rel9 fallback
	approved
	B
	9.2.0
	LCS_EPS-CPS
	C1

	CP-100134
	24.301
	0700
	1
	9.1.0
	Rel‑9
	Add reactivation requested cause code to EPS
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100106
	24.301
	0701
	1
	8.4.0
	Rel‑8
	Deletion of mapped EPS security context when I-RAT HO fails
	approved
	F
	8.5.0
	SAES
	C1

	CP-100106
	24.301
	0702
	1
	9.1.0
	Rel‑9
	Deletion of mapped EPS security context when I-RAT HO fails
	approved
	A
	9.2.0
	SAES
	C1

	CP-100126
	24.301
	0703
	-
	8.4.0
	Rel‑8
	UE behaviour corrections for 'SMS only'
	approved
	F
	8.5.0
	SAES-CSFB
	C1

	CP-100126
	24.301
	0704
	-
	9.1.0
	Rel‑9
	UE behaviour corrections for 'SMS only'
	approved
	A
	9.2.0
	SAES-CSFB
	C1

	CP-100144
	24.301
	0705
	-
	9.1.0
	Rel‑9
	Definition of non-emergency EPS bearer context
	approved
	B
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100061
	24.301
	0707
	2
	8.4.0
	Rel‑8
	Authentication Procedure after Inter PLMN Handover
	approved
	F
	8.5.0
	SAES
	C1

	CP-100108
	24.301
	0707
	2
	8.4.0
	Rel‑8
	Authentication Procedure after Inter PLMN Handover 
	revised
	F
	
	SAES
	C1

	CP-100062
	24.301
	0708
	2
	9.1.0
	Rel‑9
	Authentication Procedure after Inter PLMN Handover
	approved
	A
	9.2.0
	SAES
	C1

	CP-100108
	24.301
	0708
	2
	9.1.0
	Rel‑9
	Authentication Procedure after Inter PLMN Handover
	revised
	A
	
	SAES
	C1

	CP-100106
	24.301
	0710
	1
	8.4.0
	Rel‑8
	Pre Rel8 QoS mapping when this QoS is not received while on E-UTRAN
	approved
	F
	8.5.0
	SAES
	C1

	CP-100134
	24.301
	0711
	2
	9.1.0
	Rel‑9
	Pre Rel8 QoS mapping when this QoS is not received while on E-UTRAN
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100134
	24.301
	0713
	1
	9.1.0
	Rel‑9
	Clarification of Integrity protection of Service Request in clause 4.4.3.3
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100144
	24.301
	0714
	1
	9.1.0
	Rel‑9
	No reset of DL NAS Count on Security Mode Command accepted by the UE
	approved
	F
	9.2.0
	TEI9, IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.301
	0716
	2
	9.1.0
	Rel‑9
	Attach for emergency bearer services to a network not supporting EM BS
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.301
	0718
	1
	9.1.0
	Rel‑9
	Security Mode Command using NULL algos during TAU for normal attached UE
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.301
	0720
	1
	9.1.0
	Rel‑9
	Storage of a native EPS security context for UE attached for emergency bearer services
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.301
	0724
	-
	9.1.0
	Rel‑9
	Correction of access class bit 10 handling
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100144
	24.301
	0725
	2
	9.1.0
	Rel‑9
	Mobility aspects of Emergency attached UEs
	approved
	C
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100134
	24.301
	0726
	1
	9.1.0
	Rel‑9
	Arrange definitions in alphabetical order
	approved
	D
	9.2.0
	TEI9
	C1

	CP-100134
	24.301
	0727
	3
	9.1.0
	Rel‑9
	Alignment of TAI list boundary with 2G/3G LA boundary
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100155
	24.301
	0730
	1
	9.1.0
	Rel‑9
	Correct terminating domain selection for IMS voice Ues
	revised
	F
	
	TEI9
	C1

	CP-100210
	24.301
	0730
	2
	9.1.0
	Rel‑9
	Correct terminating domain selection for IMS voice UEs
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100107
	24.302
	0073
	8
	8.4.1
	Rel‑8
	Removing version identifier from ANDSF information request
	approved
	F
	8.5.0
	SAES
	C1

	CP-100107
	24.302
	0094
	3
	9.1.1
	Rel‑9
	Removing version identifier from ANDSF information request
	approved
	A
	9.2.0
	SAES
	C1

	CP-100144
	24.302
	0100
	4
	9.1.1
	Rel‑9
	Emergency session handling (for handovers to HRPD access)
	approved
	B
	9.2.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100107
	24.302
	0103
	1
	8.4.1
	Rel‑8
	Completion of Network selection procedures
	approved
	F
	8.5.0
	SAES
	C1

	CP-100107
	24.302
	0104
	1
	9.1.1
	Rel‑9
	Completion of Network selection procedures
	approved
	A
	9.2.0
	SAES
	C1

	CP-100107
	24.302
	0105
	1
	8.4.1
	Rel‑8
	Corrections to decodes of Value part of EAP attribute
	approved
	F
	8.5.0
	SAES
	C1

	CP-100107
	24.302
	0106
	1
	9.1.1
	Rel‑9
	Corrections to decodes of Value part of EAP attribute
	approved
	A
	9.2.0
	SAES
	C1

	CP-100150
	24.302
	0107
	2
	9.1.1
	Rel‑9
	DHCP discovery of ANDSF for UE while roaming
	approved
	B
	9.2.0
	eANDSF
	C1

	CP-100150
	24.302
	0108
	2
	9.1.1
	Rel‑9
	UE's use of V-ANDSF information vs H-ANDSF information
	approved
	B
	9.2.0
	eANDSF
	C1

	CP-100147
	24.302
	0109
	1
	9.1.1
	Rel‑9
	Allowing UE optional behaviour towards networks not supporting MUPSAP
	approved
	F
	9.2.0
	MUPSAP
	C1

	CP-100147
	24.302
	0110
	-
	9.1.1
	Rel‑9
	Resolution of Editor's note on PDN connection rejection in clause 6.4.4
	approved
	F
	9.2.0
	MUPSAP
	C1

	CP-100107
	24.302
	0112
	1
	8.4.1
	Rel‑8
	Rejection of additional PDN connection during IKVEv2 SA establishment for IPSec tunnel.
	approved
	F
	8.5.0
	SAES
	C1

	CP-100147
	24.302
	0113
	2
	9.1.1
	Rel‑9
	Handling of concurrent PDN connection requests at the ePDG.
	approved
	B
	9.2.0
	MUPSAP
	C1

	CP-100107
	24.302
	0114
	1
	8.4.1
	Rel‑8
	Correction on attachment with ePDG
	approved
	F
	8.5.0
	SAES
	C1

	CP-100107
	24.302
	0115
	1
	9.1.1
	Rel‑9
	Correction on attachment with ePDG
	approved
	A
	9.2.0
	SAES
	C1

	CP-100107
	24.303
	0034
	1
	8.4.0
	Rel‑8
	Multiple PDN connections
	approved
	F
	8.5.0
	SAES
	C1

	CP-100107
	24.303
	0035
	1
	9.0.0
	Rel‑9
	Multiple PDN connections
	approved
	A
	9.1.0
	SAES
	C1

	CP-100107
	24.303
	0036
	1
	8.4.0
	Rel‑8
	PDN connections
	approved
	F
	8.5.0
	SAES
	C1

	CP-100107
	24.303
	0037
	1
	9.0.0
	Rel‑9
	PDN connections
	approved
	A
	9.1.0
	SAES
	C1

	CP-100107
	24.303
	0038
	-
	8.4.0
	Rel‑8
	Reference to redirect RFC
	approved
	F
	8.5.0
	SAES
	C1

	CP-100107
	24.303
	0039
	-
	9.0.0
	Rel‑9
	Reference to redirect RFC
	approved
	A
	9.1.0
	SAES
	C1

	CP-100107
	24.304
	0001
	-
	8.0.0
	Rel‑8
	Update of reference for MIPv4 service selection
	approved
	F
	8.1.0
	SAES
	C1

	CP-100107
	24.304
	0002
	-
	9.0.0
	Rel‑9
	Update of reference for MIPv4 service selection
	approved
	A
	9.1.0
	SAES
	C1

	CP-100107
	24.312
	0037
	1
	8.4.0
	Rel‑8
	Usage of AccessNetworkArea in DiscoveryInformation node
	approved
	F
	8.5.0
	SAES
	C1

	CP-100107
	24.312
	0038
	1
	9.0.0
	Rel‑9
	Usage of AccessNetworkArea in DiscoveryInformation node
	approved
	A
	9.1.0
	SAES
	C1

	CP-100134
	24.312
	0042
	-
	9.0.0
	Rel‑9
	Correcting requirement on UE's detection of networks and reserved values for Access NetworkTypes
	approved
	F
	9.1.0
	TEI9
	C1

	CP-100125
	24.327
	0018
	-
	8.4.0
	Rel‑8
	Selection of an I-WLAN for IWLAN intersystem mobility
	approved
	F
	8.5.0
	IWLAN_Mob
	C1

	CP-100125
	24.327
	0019
	-
	9.0.0
	Rel‑9
	Selection of an I-WLAN for IWLAN intersystem mobility
	approved
	A
	9.1.0
	IWLAN_Mob
	C1

	CP-100125
	24.327
	0022
	-
	8.4.0
	Rel‑8
	Correction on IPSEC ESP profiles
	approved
	F
	8.5.0
	IWLAN_Mob
	C1

	CP-100125
	24.327
	0023
	-
	9.0.0
	Rel‑9
	Correction on IPSEC ESP profiles
	approved
	A
	9.1.0
	IWLAN_Mob
	C1

	CP-100114
	24.454
	0001
	-
	8.0.0
	Rel‑8
	Clarification of the use of Content-Disposition in CUG.
	approved
	F
	8.1.0
	MAINT_R2
	C1

	CP-100114
	24.503
	0079
	-
	8.7.0
	Rel‑8
	Legacy INFO usage: Addition of MCID and Overlap
	approved
	F
	8.8.0
	MAINT_R2, Overlap
	C1

	CP-100229
	24.503
	0079
	1
	8.7.0
	Rel‑8
	Legacy INFO usage: Addition of MCID and Overlap
	approved
	F
	8.8.0
	MAINT_R2, Overlap
	C1

	CP-100105
	24.503
	0080
	1
	8.7.0
	Rel‑8
	Annex A/ Fixing of missing status support in Tables
	approved
	F
	8.8.0
	IMSProtoc
	C1

	CP-100105
	24.503
	0081
	-
	8.7.0
	Rel‑8
	Annex A/ P-media-Authorization support
	approved
	F
	8.8.0
	IMSProtoc
	C1

	CP-100105
	24.503
	0082
	-
	8.7.0
	Rel‑8
	Annex A / integration of resource management and SIP
	approved
	F
	8.8.0
	IMSProtoc
	C1

	CP-100114
	24.503
	0083
	1
	8.7.0
	Rel‑8
	Annex  A/  GRUU support by Complex UE
	approved
	F
	8.8.0
	MAINT_R2
	C1

	CP-100114
	24.503
	0084
	-
	8.7.0
	Rel‑8
	Annex  A/  INFO table (A.32) correction
	approved
	F
	8.8.0
	MAINT_R2
	C1

	CP-100104
	24.503
	0085
	-
	8.7.0
	Rel‑8
	Emergency session with P-CSCF in visited network
	approved
	F
	8.8.0
	EMC1
	C1

	CP-100114
	24.516
	0001
	1
	8.0.0
	Rel‑8
	OrigParty identity in case of INFO request is used
	approved
	F
	8.1.0
	MAINT_R2
	C1

	CP-100141
	24.604
	0043
	1
	9.2.0
	Rel‑9
	Cleanup of CDIV
	approved
	F
	9.3.0
	IMS_SCC-ICS
	C1

	CP-100121
	24.606
	0005
	1
	8.1.0
	Rel‑8
	Interaction with presence and messaging
	approved
	F
	8.2.0
	REDOC_TIS-C1
	C1

	CP-100121
	24.606
	0006
	1
	9.0.0
	Rel‑9
	Interaction with presence and messaging
	approved
	A
	9.1.0
	REDOC_TIS-C1
	C1

	CP-100141
	24.607
	0013
	1
	9.0.0
	Rel‑9
	Error in XCAP for OIP/OIR
	approved
	F
	9.1.0
	IMS_SCC-ICS
	C1

	CP-100135
	24.607
	0014
	1
	9.0.0
	Rel‑9
	Header privacy correction
	approved
	F
	9.1.0
	TEI9
	C1

	CP-100141
	24.607
	0015
	1
	9.0.0
	Rel‑9
	OIP activation/deactivation
	approved
	F
	9.1.0
	IMS_SCC-ICS
	C1

	CP-100141
	24.611
	0019
	-
	9.2.0
	Rel‑9
	Cleanup EN
	approved
	F
	9.3.0
	IMS_SCC-ICS
	C1

	CP-100116
	24.615
	0016
	2
	8.2.0
	Rel‑8
	Reference Update
	approved
	F
	8.3.0
	CW_IMS
	C1

	CP-100116
	24.615
	0017
	2
	9.0.0
	Rel‑9
	Reference Update
	approved
	A
	9.1.0
	CW_IMS
	C1

	CP-100114
	24.616
	0007
	1
	8.5.0
	Rel‑8
	OrigParty identity in case of INFO request is used
	approved
	F
	8.6.0
	MAINT_R2
	C1

	CP-100114
	24.616
	0008
	1
	9.0.0
	Rel‑9
	OrigParty identity in case of INFO request is used
	approved
	A
	9.1.0
	MAINT_R2
	C1

	CP-100115
	24.642
	0024
	2
	8.3.0
	Rel‑8
	Queue check correction
	approved
	F
	8.4.0
	CCBS_CCNR
	C1

	CP-100115
	24.642
	0025
	2
	9.1.0
	Rel‑9
	Queue check correction
	approved
	A
	9.2.0
	CCBS_CCNR
	C1

	CP-100135
	24.642
	0026
	1
	9.1.0
	Rel‑9
	Editorial corrections
	approved
	D
	9.2.0
	TEI9
	C1

	CP-100135
	24.642
	0028
	1
	9.1.0
	Rel‑9
	Identify the CC Call request
	approved
	F
	9.2.0
	TEI9
	C1

	CP-100115
	24.642
	0029
	-
	8.3.0
	Rel‑8
	CCNR timer handling before starting retention.
	approved
	F
	8.4.0
	CCBS_CCNR
	C1

	CP-100115
	24.642
	0030
	-
	9.1.0
	Rel‑9
	CCNR timer handling before starting retention.
	approved
	A
	9.2.0
	CCBS_CCNR
	C1

	CP-100115
	24.642
	0031
	1
	8.3.0
	Rel‑8
	Service duration timers
	approved
	F
	8.4.0
	CCBS_CCNR
	C1

	CP-100115
	24.642
	0032
	1
	9.1.0
	Rel‑9
	Service duration timers
	approved
	A
	9.2.0
	CCBS_CCNR
	C1

	CP-100115
	24.642
	0033
	1
	8.3.0
	Rel‑8
	CC correction to support phone numbers on terminating side
	approved
	F
	8.4.0
	CCBS_CCNR
	C1

	CP-100115
	24.642
	0034
	1
	9.1.0
	Rel‑9
	CC correction to support phone numbers on terminating side
	approved
	A
	9.2.0
	CCBS_CCNR
	C1

	CP-100121
	24.647
	0009
	-
	8.2.0
	Rel‑8
	AoC: ABNF correction
	approved
	F
	8.3.0
	REDOC_TIS-C1
	C1

	CP-100121
	24.647
	0010
	-
	9.0.0
	Rel‑9
	AoC: ABNF correction
	approved
	A
	9.1.0
	REDOC_TIS-C1
	C1

	CP-100114
	24.654
	0006
	-
	8.2.0
	Rel‑8
	Clarification of the use of Content-Disposition in CUG
	approved
	F
	8.3.0
	MAINT_R2
	C1

	CP-100114
	24.654
	0007
	-
	9.0.0
	Rel‑9
	Clarification of the use of Content-Disposition in CUG
	approved
	A
	9.1.0
	MAINT_R2
	C1

	RP-100263
	25.101
	0696
	-
	9.2.0
	Rel‑9
	Introduction of UMTS in 800 MHz for Europe requirements in TS 25.101
	approved
	B
	9.3.0
	RInImp9-UMTSLTE800EU
	R4

	RP-100270
	25.101
	0697
	-
	9.2.0
	Rel‑9
	Correction of CQI requirements for DC_MIMO
	approved
	F
	9.3.0
	RANimp-DC_MIMO
	R4

	RP-100267
	25.101
	0698
	2
	9.2.0
	Rel‑9
	Introduction of Rx core requirements for DC-HSUPA
	approved
	B
	9.3.0
	RANimp-DC_HSUPA
	R4

	RP-100267
	25.101
	0699
	1
	9.2.0
	Rel‑9
	Tx-Rx frequency separation for DC-HSUPA
	approved
	B
	9.3.0
	RANimp-DC_HSUPA
	R4

	RP-100248
	25.101
	0701
	-
	8.9.0
	Rel‑8
	Correction of H-Set 11 requirement for type 3 and type 3i receivers
	approved
	F
	8.10.0
	TEI8
	R4

	RP-100248
	25.101
	0702
	-
	9.2.0
	Rel‑9
	Correction of H-Set 11 requirement for type 3 and type 3i receivers
	approved
	A
	9.3.0
	TEI8
	R4

	RP-100271
	25.101
	0703
	1
	9.2.0
	Rel‑9
	HS-SCCH requirements for TxAA fallback extension
	approved
	F
	9.3.0
	RANimp-TxAA_nonMIMO
	R4

	RP-100248
	25.102
	0317
	-
	8.6.0
	Rel‑8
	Modification to IMB receiver characteristic requirements
	approved
	F
	8.7.0
	MBSFN-DOB
	R4

	RP-100273
	25.102
	0318
	-
	9.0.0
	Rel‑9
	Additional performance requirements in high speed train conditions for LCR TDD
	approved
	F
	9.1.0
	RInImp9-LCRTDD350
	R4

	RP-100256
	25.102
	0319
	-
	7.16.0
	Rel‑7
	Demodulation of DCH in birth-death conditions for TDD
	approved
	F
	7.17.0
	TEI7
	R4

	RP-100256
	25.102
	0320
	-
	8.6.0
	Rel‑8
	Demodulation of DCH in birth-death conditions for TDD
	approved
	A
	8.7.0
	TEI7
	R4

	RP-100256
	25.102
	0321
	-
	9.0.0
	Rel‑9
	Demodulation of DCH in birth-death conditions for TDD
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100256
	25.102
	0322
	-
	7.16.0
	Rel‑7
	Demodulation of DCH in moving conditions for TDD
	approved
	F
	7.17.0
	TEI7
	R4

	RP-100256
	25.102
	0323
	-
	8.6.0
	Rel‑8
	Demodulation of DCH in moving conditions for TDD
	approved
	A
	8.7.0
	TEI7
	R4

	RP-100256
	25.102
	0324
	-
	9.0.0
	Rel‑9
	Demodulation of DCH in moving conditions for TDD
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100256
	25.102
	0325
	1
	7.16.0
	Rel‑7
	Maximum output power with multi-code for TDD
	approved
	F
	7.17.0
	TEI7
	R4

	RP-100256
	25.102
	0326
	1
	8.6.0
	Rel‑8
	Maximum output power with multi-code for TDD
	approved
	A
	8.7.0
	TEI7
	R4

	RP-100256
	25.102
	0327
	1
	9.0.0
	Rel‑9
	Maximum output power with multi-code for TDD
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100248
	25.102
	0328
	-
	9.0.0
	Rel‑9
	Modification to IMB receiver characteristic requirements
	approved
	A
	9.1.0
	MBSFN-DOB
	R4

	RP-100264
	25.104
	0358
	1
	8.9.0
	Rel‑8
	Editorial correction for Extended UMTS1500
	approved
	F
	8.10.0
	UMTSLTE1500
	R4

	RP-100264
	25.104
	0359
	-
	9.2.0
	Rel‑9
	Corrections for Extended UMTS1500 requirements
	approved
	F
	9.3.0
	UMTSLTE1500
	R4

	RP-100272
	25.104
	0360
	1
	9.2.0
	Rel‑9
	Clarification of time alignment error requirements
	approved
	F
	9.3.0
	RANimp-MultiBand_DC_HSDPA
	R4

	RP-100263
	25.104
	0361
	1
	9.2.0
	Rel‑9
	Introduction of Band XX in 25.104
	approved
	B
	9.3.0
	RInImp9-UMTSLTE800EU
	R4

	RP-100272
	25.104
	0364
	1
	8.9.0
	Rel‑8
	Clarification of time alignment error requirements
	approved
	F
	8.10.0
	RANimp-MultiBand_DC_HSDPA
	R4

	RP-100267
	25.104
	0365
	-
	9.2.0
	Rel‑9
	Tx-Rx frequency separation for DC-HSUPA
	approved
	B
	9.3.0
	RANimp-DC_HSUPA
	R4

	RP-100273
	25.105
	0252
	-
	9.0.0
	Rel‑9
	Additional performance requirements in high speed train conditions for LCR TDD
	approved
	F
	9.1.0
	RInImp9-LCRTDD350
	R4

	RP-100257
	25.105
	0253
	-
	7.13.0
	Rel‑7
	Correction of E-DCH FRC3 for LCR TDD
	approved
	F
	7.14.0
	TEI7
	R4

	RP-100257
	25.105
	0254
	-
	8.6.0
	Rel‑8
	Correction of E-DCH FRC3 for LCR TDD
	approved
	A
	8.7.0
	TEI7
	R4

	RP-100257
	25.105
	0255
	-
	9.0.0
	Rel‑9
	Correction of E-DCH FRC3 for LCR TDD
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100253
	25.105
	0265
	-
	8.6.0
	Rel‑8
	Protection of E-UTRA for UTRA TDD BS
	approved
	F
	8.7.0
	LTE-RF
	R4

	RP-100253
	25.105
	0266
	-
	9.0.0
	Rel‑9
	Protection of E-UTRA for UTRA TDD BS
	approved
	A
	9.1.0
	LTE-RF
	R4

	RP-100263
	25.113
	0047
	-
	9.1.0
	Rel‑9
	Introduction of Band XX in 25.113
	approved
	B
	9.2.0
	RInImp9-UMTSLTE800EU
	R4

	RP-100258
	25.123
	0435
	1
	7.10.0
	Rel‑7
	Cell re-selection to inter-band TDD cell in 25.123  7.10.0
	approved
	F
	7.11.0
	TEI7
	R4

	RP-100258
	25.123
	0436
	1
	8.5.0
	Rel‑8
	Cell re-selection to inter-band TDD cell 25.123  8.5.0
	approved
	A
	8.6.0
	TEI7
	R4

	RP-100258
	25.123
	0437
	1
	9.0.0
	Rel‑9
	Cell re-selection to inter-band TDD cell 25.123  9.0.0
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100259
	25.123
	0438
	-
	7.10.0
	Rel‑7
	TDD/TDD Handover for 1,28 Mcps Option: Hard Handover to inter-band cell 25.123   7.10.0
	approved
	F
	7.11.0
	TEI7
	R4

	RP-100259
	25.123
	0439
	-
	8.5.0
	Rel‑8
	TDD/TDD Handover for 1,28 Mcps Option: Hard Handover to inter-band cell 25.123  8.5.0
	approved
	A
	8.6.0
	TEI7
	R4

	RP-100259
	25.123
	0440
	-
	9.0.0
	Rel‑9
	TDD/TDD Handover for 1,28 Mcps Option: Hard Handover to inter-band cell 25.123  9.0.0
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100259
	25.123
	0441
	-
	7.10.0
	Rel‑7
	1.28Mcps TDD P-CCPCH RSCP measurement test case
	approved
	F
	7.11.0
	TEI7
	R4

	RP-100259
	25.123
	0442
	-
	8.5.0
	Rel‑8
	1.28Mcps TDD P-CCPCH RSCP measurement test case
	approved
	A
	8.6.0
	TEI7
	R4

	RP-100259
	25.123
	0443
	-
	9.0.0
	Rel‑9
	1.28Mcps TDD P-CCPCH RSCP measurement test case
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100258
	25.123
	0444
	-
	7.10.0
	Rel‑7
	Addition of requirement  5ms TTI E-DCH E-TFC restriction for 1,28 Mcps TDD
	approved
	F
	7.11.0
	TEI7
	R4

	RP-100258
	25.123
	0445
	-
	8.5.0
	Rel‑8
	Addition of requirement  5ms TTI E-DCH E-TFC restriction for 1,28 Mcps TDD
	approved
	A
	8.6.0
	TEI7
	R4

	RP-100258
	25.123
	0446
	-
	9.0.0
	Rel‑9
	Addition of requirement  5ms TTI E-DCH E-TFC restriction for 1,28 Mcps TDD
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100259
	25.123
	0447
	-
	7.10.0
	Rel‑7
	Addition of requirement  Cell Re-selection in CELL_FACH: Cell Reselection to GSM for 1,28 Mcps TDD
	approved
	F
	7.11.0
	TEI7
	R4

	RP-100259
	25.123
	0448
	-
	8.5.0
	Rel‑8
	Addition of requirement  Cell Re-selection in CELL_FACH: Cell Reselection to GSM for 1,28 Mcps TDD
	approved
	A
	8.6.0
	TEI7
	R4

	RP-100259
	25.123
	0449
	-
	9.0.0
	Rel‑9
	Addition of requirement  Cell Re-selection in CELL_FACH: Cell Reselection to GSM for 1,28 Mcps TDD
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100258
	25.123
	0450
	-
	7.10.0
	Rel‑7
	Addition of requirement  Random Access for 1,28 Mcps TDD
	approved
	F
	7.11.0
	TEI7
	R4

	RP-100258
	25.123
	0451
	-
	8.5.0
	Rel‑8
	Addition of requirement  Random Access for 1,28 Mcps TDD
	approved
	A
	8.6.0
	TEI7
	R4

	RP-100258
	25.123
	0452
	-
	9.0.0
	Rel‑9
	Addition of requirement  Random Access for 1,28 Mcps TDD
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100258
	25.123
	0453
	-
	7.10.0
	Rel‑7
	Addition of requirement  Serving HS-DSCH cell change for 1,28 Mcps TDD
	approved
	F
	7.11.0
	TEI7
	R4

	RP-100258
	25.123
	0454
	-
	8.5.0
	Rel‑8
	Addition of requirement  Serving HS-DSCH cell change for 1,28 Mcps TDD
	approved
	A
	8.6.0
	TEI7
	R4

	RP-100258
	25.123
	0455
	-
	9.0.0
	Rel‑9
	Addition of requirement  Serving HS-DSCH cell change for 1,28 Mcps TDD
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100259
	25.123
	0456
	-
	7.10.0
	Rel‑7
	Addition of requirement  TDD/TDD Handover for 1,28 Mcps: Handover to inter-band cell: Scenario 2
	approved
	F
	7.11.0
	TEI7
	R4

	RP-100259
	25.123
	0457
	-
	8.5.0
	Rel‑8
	Addition of requirement  TDD/TDD Handover for 1,28 Mcps: Handover to inter-band cell: Scenario 2
	approved
	A
	8.6.0
	TEI7
	R4

	RP-100259
	25.123
	0458
	-
	9.0.0
	Rel‑9
	Addition of requirement  TDD/TDD Handover for 1,28 Mcps: Handover to inter-band cell: Scenario 2
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100258
	25.123
	0459
	1
	7.10.0
	Rel‑7
	Addition of requirement  UTRAN to GSM Cell Re-Selection: HCS with only UTRA level changed for 1,28 Mcps TDD
	approved
	F
	7.11.0
	TEI7
	R4

	RP-100258
	25.123
	0460
	1
	8.5.0
	Rel‑8
	Addition of requirement  UTRAN to GSM Cell Re-Selection: HCS with only UTRA level changed for 1,28 Mcps TDD
	approved
	A
	8.6.0
	TEI7
	R4

	RP-100258
	25.123
	0461
	1
	9.0.0
	Rel‑9
	Addition of requirement  UTRAN to GSM Cell Re-Selection: HCS with only UTRA level changed for 1,28 Mcps TDD
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100260
	25.123
	0462
	1
	8.5.0
	Rel‑8
	Combined UTRAN TDD inter-frequency and GSM cell search under AWGN test_R8_CR
	approved
	F
	8.6.0
	TEI8
	R4

	RP-100260
	25.123
	0463
	1
	9.0.0
	Rel‑9
	Combined UTRAN TDD interfrequency and GSM cell search under AWGN test_R9_CR
	approved
	A
	9.1.0
	TEI8
	R4

	RP-100260
	25.123
	0464
	1
	8.5.0
	Rel‑8
	UTRA TDD - GSM non-synchrnization HO test_R8_CR
	approved
	F
	8.6.0
	TEI8
	R4

	RP-100260
	25.123
	0465
	1
	9.0.0
	Rel‑9
	UTRA TDD - GSM non-synchrnization HO test_R9_CR
	approved
	A
	9.1.0
	TEI8
	R4

	RP-100254
	25.133
	1032
	2
	8.9.0
	Rel‑8
	UE measurement capability requirements in Idle and Connected
	approved
	F
	8.10.0
	LTE-RF
	R4

	RP-100254
	25.133
	1033
	2
	9.2.0
	Rel‑9
	UE measurement capability requirements in Idle and Connected
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100267
	25.133
	1034
	1
	9.2.0
	Rel‑9
	ETFC Restriction for DC-HSUPA
	approved
	B
	9.3.0
	RANimp-DC_HSUPA
	R4

	RP-100260
	25.133
	1035
	-
	8.9.0
	Rel‑8
	Corrections on RRM parameters for Bands XII, XIII, XIV
	approved
	F
	8.10.0
	TEI8
	R4

	RP-100260
	25.133
	1036
	-
	9.2.0
	Rel‑9
	Corrections on RRM parameters for Bands XII, XIII, XIV
	approved
	A
	9.3.0
	TEI8
	R4

	RP-100263
	25.133
	1037
	-
	9.2.0
	Rel‑9
	Introduction of UMTS in 800 MHz for Europe requirements in TS 25.133
	approved
	B
	9.3.0
	RInImp9-UMTSLTE800EU
	R4

	RP-100254
	25.133
	1038
	-
	8.9.0
	Rel‑8
	Correction to Cell Reselection Requirements
	approved
	F
	8.10.0
	LTE-RF
	R4

	RP-100254
	25.133
	1039
	-
	9.2.0
	Rel‑9
	Correction to Cell Reselection Requirements
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100267
	25.133
	1046
	-
	9.2.0
	Rel‑9
	Correction to UL interruptime requirement for DC-HSUPA
	approved
	F
	9.3.0
	RANimp-DC_HSUPA
	R4

	RP-100254
	25.133
	1047
	-
	8.9.0
	Rel‑8
	Cell search requirement for UTRA to E-UTRA HO to unknown target cell
	approved
	F
	8.10.0
	LTE-RF
	R4

	RP-100254
	25.133
	1048
	-
	9.2.0
	Rel‑9
	Cell search requirement for UTRA to E-UTRA HO to unknown target cell
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100266
	25.133
	1049
	-
	9.2.0
	Rel‑9
	Introduction of requirements for HNB inbound mobility
	approved
	B
	9.3.0
	EHNB-RAN2
	R4

	RP-100264
	25.141
	0534
	-
	9.2.0
	Rel‑9
	Corrections for Extended UMTS1500 requirements
	approved
	F
	9.3.0
	UMTSLTE1500
	R4

	RP-100272
	25.141
	0535
	1
	9.2.0
	Rel‑9
	Clarification of time alignment error requirements
	approved
	F
	9.3.0
	RANimp-MultiBand_DC_HSDPA
	R4

	RP-100261
	25.141
	0536
	-
	8.9.0
	Rel‑8
	Corrections on Home BS Output Power Conformance Testing
	approved
	F
	8.10.0
	TEI8
	R4

	RP-100261
	25.141
	0537
	-
	9.2.0
	Rel‑9
	Corrections on Home BS Output Power Conformance Testing
	approved
	A
	9.3.0
	TEI8
	R4

	RP-100261
	25.141
	0538
	1
	8.9.0
	Rel‑8
	TS 25.141 Removal of testing for receiver diversity port 
	approved
	F
	8.10.0
	TEI8
	R4

	RP-100261
	25.141
	0539
	1
	9.2.0
	Rel‑9
	TS 25.141 Removal of testing for receiver diversity port
	approved
	A
	9.3.0
	TEI9
	R4

	RP-100263
	25.141
	0540
	1
	9.2.0
	Rel‑9
	Introduction of Band XX in 25.141
	approved
	B
	9.3.0
	RInImp9-UMTSLTE800EU
	R4

	RP-100272
	25.141
	0541
	1
	8.9.0
	Rel‑8
	Clarification of time alignment error requirements
	approved
	F
	8.10.0
	RANimp-MultiBand_DC_HSDPA
	R4

	RP-100267
	25.141
	0542
	-
	9.2.0
	Rel‑9
	Tx-Rx frequency separation for DC-HSUPA
	approved
	B
	9.3.0
	RANimp-DC_HSUPA
	R4

	RP-100273
	25.142
	0257
	-
	9.0.0
	Rel‑9
	Additional BS test requirements in high speed train conditions for LCR TDD
	approved
	F
	9.1.0
	RInImp9-LCRTDD350
	R4

	RP-100257
	25.142
	0258
	-
	7.13.0
	Rel‑7
	Correction of E-DCH FRC3 for LCR TDD
	approved
	F
	7.14.0
	TEI7
	R4

	RP-100257
	25.142
	0259
	-
	8.5.0
	Rel‑8
	Correction of E-DCH FRC3 for LCR TDD
	approved
	A
	8.6.0
	TEI7
	R4

	RP-100257
	25.142
	0260
	-
	9.0.0
	Rel‑9
	Correction of E-DCH FRC3 for LCR TDD
	approved
	A
	9.1.0
	TEI7
	R4

	RP-100253
	25.142
	0261
	-
	8.5.0
	Rel‑8
	Protection of E-UTRA for UTRA TDD BS
	approved
	F
	8.6.0
	LTE-RF
	R4

	RP-100253
	25.142
	0262
	-
	9.0.0
	Rel‑9
	Protection of E-UTRA for UTRA TDD BS
	approved
	A
	9.1.0
	LTE-RF
	R4

	RP-100274
	25.144
	0009
	-
	9.1.0
	Rel‑9
	DB-DC-HSDPA Configuration 2 REFSENS relaxation to OTA requirements
	approved
	F
	9.2.0
	TEI9
	R4

	RP-100206
	25.212
	0286
	1
	9.1.0
	Rel‑9
	Clarification of MIMO configuration per downlink frequency in DC-MIMO operation
	approved
	F
	9.2.0
	RANimp-DC_MIMO
	R1

	RP-100199
	25.214
	0590
	3
	7.14.0
	Rel‑7
	HSDPA MIMO codebook restriction
	approved
	F
	7.15.0
	MIMO-Phys
	R1

	RP-100199
	25.214
	0591
	3
	8.8.0
	Rel‑8
	HSDPA MIMO codebook restriction
	approved
	A
	8.9.0
	MIMO-Phys
	R1

	RP-100199
	25.214
	0592
	3
	9.1.0
	Rel‑9
	HSDPA MIMO codebook restriction
	approved
	A
	9.2.0
	MIMO-Phys
	R1

	RP-100200
	25.214
	0593
	-
	8.8.0
	Rel‑8
	Correction to HS-DSCH and HS-SCCH reception in the URA_PCH and CELL_PCH states
	approved
	F
	8.9.0
	RANimp-EnhState
	R1

	RP-100200
	25.214
	0594
	-
	9.1.0
	Rel‑9
	Correction to HS-DSCH and HS-SCCH reception in the URA_PCH and CELL_PCH states
	approved
	A
	9.2.0
	RANimp-EnhState
	R1

	RP-100206
	25.214
	0596
	1
	9.1.0
	Rel‑9
	Clarification of MIMO configuration per downlink frequency in DC-MIMO operation
	approved
	F
	9.2.0
	RANimp-DC_MIMO
	R1

	RP-100207
	25.214
	0597
	-
	9.1.0
	Rel‑9
	Correction to Applicability of CQI Mapping Table
	approved
	F
	9.2.0
	RANimp-TxAA_nonMIMO
	R1

	RP-100208
	25.214
	0599
	1
	9.1.0
	Rel‑9
	Decrease DC-HSPA carrier activation application time to 18 slots
	approved
	F
	9.2.0
	RANimp-DC_HSUPA
	R1

	RP-100204
	25.214
	0601
	-
	8.8.0
	Rel‑8
	Clarification of DC-HSDPA carrier activation application time
	approved
	F
	8.9.0
	RANimp-DCHSDPA
	R1

	RP-100205
	25.215
	0197
	2
	9.1.0
	Rel‑9
	Modification of RSRQ definition
	approved
	F
	9.2.0
	LTE-Phys
	R1

	RP-100202
	25.221
	0199
	1
	8.7.0
	Rel‑8
	Clarification of timing association between HS-SICH and HS-SCCH for 1.28Mcps TDD
	approved
	F
	8.8.0
	RANimp-LCRCPC
	R1

	RP-100202
	25.221
	0200
	1
	9.0.0
	Rel‑9
	Clarification of timing association between HS-SICH and HS-SCCH for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-LCRCPC
	R1

	RP-100203
	25.221
	0201
	1
	8.7.0
	Rel‑8
	Clarification of TPC and SS transmission on HS-SICH type 2
	approved
	F
	8.8.0
	RANimp-MIMOLCR
	R1

	RP-100203
	25.221
	0202
	1
	9.0.0
	Rel‑9
	Clarification of TPC and SS transmission on HS-SICH type 2
	approved
	A
	9.1.0
	RANimp-MIMOLCR
	R1

	RP-100202
	25.222
	0194
	-
	8.7.0
	Rel‑8
	Correction to the resource repetition period index for 1.28Mcps TDD
	approved
	F
	8.8.0
	RANimp-LCRCPC
	R1

	RP-100202
	25.222
	0195
	-
	9.0.0
	Rel‑9
	Correction to the resource repetition period index for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-LCRCPC
	R1

	RP-100202
	25.222
	0200
	-
	8.7.0
	Rel‑8
	Corrections to the Physical channel mapping for HS-DSCH for 1.28Mcps TDD
	approved
	F
	8.8.0
	RANimp-LCRCPC
	R1

	RP-100202
	25.222
	0201
	-
	9.0.0
	Rel‑9
	Corrections to the Physical channel mapping for HS-DSCH for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-LCRCPC
	R1

	RP-100201
	25.224
	0243
	-
	8.6.0
	Rel‑8
	Clarification of the TPC and SS on HS-SCCH uplink synchronization establishement command for 1.28Mcps TDD
	approved
	F
	8.7.0
	RANimp-EnhState1.28TDD
	R1

	RP-100201
	25.224
	0244
	-
	9.0.0
	Rel‑9
	Clarification of the TPC and SS on HS-SCCH uplink synchronization establishement command for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R1

	RP-100202
	25.224
	0245
	1
	8.6.0
	Rel‑8
	Clarification of HS-DSCH Channel Quality Indication Procedure for 1.28Mcps TDD
	approved
	F
	8.7.0
	RANimp-LCRCPC
	R1

	RP-100202
	25.224
	0246
	1
	9.0.0
	Rel‑9
	Clarification of HS-DSCH Channel Quality Indication Procedure for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-LCRCPC
	R1

	RP-100201
	25.224
	0247
	-
	8.6.0
	Rel‑8
	Clarification of ePCH modulation scheme
	approved
	F
	8.7.0
	RANimp-EnhState1.28TDD
	R1

	RP-100201
	25.224
	0248
	-
	9.0.0
	Rel‑9
	Clarification of ePCH modulation scheme
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R1

	RP-100205
	25.225
	0095
	1
	9.0.0
	Rel‑9
	Modification of RSRQ definition
	approved
	F
	9.1.0
	LTE-Phys
	R1

	RP-100288
	25.301
	0102
	-
	8.5.0
	Rel‑8
	Correction of Protocol termination points for E-DCH for CCCH(R8)
	approved
	F
	8.6.0
	RANImp-UplinkEnhState
	R2

	RP-100288
	25.301
	0103
	-
	9.0.0
	Rel‑9
	Correction of Protocol termination points for E-DCH for CCCH(R9)
	approved
	A
	9.1.0
	RANImp-UplinkEnhState
	R2

	RP-100290
	25.302
	0193
	-
	8.5.0
	Rel‑8
	Corrections to FDD DL physical channel combinations
	approved
	F
	8.6.0
	RANimp-DCHSDPA
	R2

	RP-100290
	25.302
	0194
	-
	9.0.0
	Rel‑9
	Corrections to FDD DL physical channel combinations
	approved
	A
	9.1.0
	RANimp-DCHSDPA
	R2

	RP-100303
	25.302
	0195
	-
	9.0.0
	Rel‑9
	Clarification of FDD DL channel combination applicability for DC-HSUPA
	approved
	F
	9.1.0
	RANimp-DC_HSUPA
	R2

	RP-100292
	25.304
	0235
	-
	8.8.0
	Rel‑8
	Reception of ETWS notification in limited service state
	approved
	F
	8.9.0
	ETWS
	R2

	RP-100292
	25.304
	0236
	-
	9.0.0
	Rel‑9
	Reception of ETWS notification in limited service state
	approved
	A
	9.1.0
	ETWS
	R2

	RP-100285
	25.304
	0240
	-
	8.8.0
	Rel‑8
	Alternative clarification to priority based mobility
	approved
	F
	8.9.0
	LTE-L23
	R2

	RP-100285
	25.304
	0241
	-
	9.0.0
	Rel‑9
	Alternative clarification to priority based mobility
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-100294
	25.304
	0242
	1
	8.8.0
	Rel‑8
	Correction to Access Class handling  for 'not barred' cells
	approved
	F
	8.9.0
	TEI8
	R2

	RP-100294
	25.304
	0243
	-
	9.0.0
	Rel‑9
	Correction to Access Class handling  for 'not barred' cells
	approved
	A
	9.1.0
	TEI8
	R2

	RP-100294
	25.304
	0244
	1
	8.8.0
	Rel‑8
	Handling MBSFN cluster selection in the case of 'reserved' cell status
	approved
	F
	8.9.0
	TEI8
	R2

	RP-100294
	25.304
	0245
	-
	9.0.0
	Rel‑9
	Handling MBSFN cluster selection in the case of 'reserved' cell status
	approved
	A
	9.1.0
	TEI8
	R2

	RP-100308
	25.304
	0247
	-
	9.0.0
	Rel‑9
	Cell reselection enhancements CR for 25.304
	approved
	B
	9.1.0
	TEI9, LTE-L23
	R2

	RP-100298
	25.306
	0256
	-
	9.1.0
	Rel‑9
	Clarification of code rates limitation for category 25/27
	approved
	F
	9.2.0
	RANimp-DC_MIMO
	R2

	RP-100306
	25.306
	0258
	-
	9.1.0
	Rel‑9
	Release 9 UE Capability: UTRA Home Node B Inbound Mobility related features
	approved
	C
	9.2.0
	EHNB-RAN2
	R2

	RP-100299
	25.306
	0264
	-
	9.1.0
	Rel‑9
	UE cat17/18 and signalling of Single Stream MiMo capability
	approved
	F
	9.2.0
	RANimp-TxAA_nonMIMO
	R2

	RP-100297
	25.306
	0265
	1
	9.1.0
	Rel‑9
	dual band capability
	approved
	F
	9.2.0
	RANimp-MultiBand_DC_HSDPA
	R2

	RP-100282
	25.306
	0266
	-
	9.1.0
	Rel‑9
	Bounds to RoHC requirements for UEs supporting IMS
	approved
	C
	9.2.0
	RANimp-RABSE
	R2

	RP-100302
	25.307
	0101
	-
	4.15.0
	Rel‑4
	Introduction of band XX (800 MHz)
	approved
	B
	4.16.0
	RInImp9-UMTSLTE800EU
	R2

	RP-100302
	25.307
	0102
	-
	5.14.0
	Rel‑5
	Introduction of band XX (800 MHz)
	approved
	B
	5.15.0
	RInImp9-UMTSLTE800EU
	R2

	RP-100302
	25.307
	0103
	-
	6.11.0
	Rel‑6
	Introduction of band XX (800 MHz)
	approved
	B
	6.12.0
	RInImp9-UMTSLTE800EU
	R2

	RP-100302
	25.307
	0104
	-
	7.7.1
	Rel‑7
	Introduction of band XX (800 MHz)
	approved
	B
	7.8.0
	RInImp9-UMTSLTE800EU
	R2

	RP-100302
	25.307
	0105
	-
	8.5.0
	Rel‑8
	Introduction of band XX (800 MHz)
	approved
	B
	8.6.0
	RInImp9-UMTSLTE800EU
	R2

	RP-100302
	25.307
	0106
	-
	9.1.0
	Rel‑9
	Introduction of band XX (800 MHz)
	approved
	B
	9.2.0
	RInImp9-UMTSLTE800EU
	R2

	RP-100294
	25.308
	0079
	-
	8.7.0
	Rel‑8
	Correction of DRX definition for LCR TDD
	approved
	F
	8.8.0
	TEI8
	R2

	RP-100294
	25.308
	0080
	-
	9.1.0
	Rel‑9
	Correction of DRX definition for LCR TDD
	approved
	A
	9.2.0
	TEI8
	R2

	RP-100290
	25.308
	0081
	-
	8.7.0
	Rel‑8
	Corrections to stage 2 of DC-HSDPA
	approved
	F
	8.8.0
	RANimp-DCHSDPA
	R2

	RP-100290
	25.308
	0082
	-
	9.1.0
	Rel‑9
	Corrections to stage 2 of DC-HSDPA
	approved
	A
	9.2.0
	RANimp-DCHSDPA
	R2

	RP-100287
	25.308
	0083
	-
	8.7.0
	Rel‑8
	Removal of FFSs about the support of E-FACH for 1.28Mcps TDD
	approved
	F
	8.8.0
	RANimp-EnhState1.28TDD
	R2

	RP-100287
	25.308
	0084
	-
	9.1.0
	Rel‑9
	Removal of FFSs about the support of E-FACH for 1.28Mcps TDD
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R2

	RP-100310
	25.308
	0085
	1
	9.1.0
	Rel‑10
	Introduction of 4C-HSDPA
	approved
	B
	10.0.0
	4C_HSDPA-Core
	R2

	RP-100290
	25.308
	0088
	1
	8.7.0
	Rel‑8
	Correction to the enhanced serving cell change
	approved
	F
	8.8.0
	RANimp-DCHSDPA
	R2

	RP-100290
	25.308
	0089
	1
	9.1.0
	Rel‑9
	Correction to the enhanced serving cell change
	approved
	A
	9.2.0
	RANimp-DCHSDPA
	R2

	RP-100288
	25.319
	0058
	-
	8.8.0
	Rel‑8
	Error Detection instead of error correction in Enhanced Uplink in CELL_FACH
	approved
	D
	8.9.0
	RANImp-UplinkEnhState
	R2

	RP-100288
	25.319
	0059
	-
	9.2.0
	Rel‑9
	Error Detection instead of error correction in Enhanced Uplink in CELL_FACH
	approved
	A
	9.3.0
	RANImp-UplinkEnhState 
	R2

	RP-100303
	25.319
	0060
	-
	9.2.0
	Rel‑9
	Corrections to DC-HSUPA operation
	approved
	F
	9.3.0
	RANimp-DC_HSUPA
	R2

	RP-100303
	25.319
	0061
	-
	9.2.0
	Rel‑9
	Update of Stage 2 description for DC-HSUPA
	approved
	F
	9.3.0
	RANimp-DC_HSUPA
	R2

	RP-100287
	25.319
	0062
	-
	8.8.0
	Rel‑8
	Clarification on CRC Attachment for CCCH transmission in enhanced CELL_FACH state for 1.28 Mcps TDD
	approved
	F
	8.9.0
	RANimp-EnhState1.28TDD
	R2

	RP-100287
	25.319
	0063
	-
	9.2.0
	Rel‑9
	Clarification on CRC Attachment for CCCH transmission in enhanced CELL_FACH state for 1.28 Mcps TDD
	approved
	A
	9.3.0
	RANimp-EnhState1.28TDD
	R2

	RP-100310
	25.319
	0064
	1
	9.2.0
	Rel‑10
	Introduction of 4C-HSDPA in 25.319
	approved
	B
	10.0.0
	4C_HSDPA-Core  
	R2

	RP-100287
	25.321
	0614
	-
	8.8.1
	Rel‑8
	Clarification on Scheduling Information reporting for 1.28 Mcps TDD
	approved
	F
	8.9.0
	RANimp-EnhState1.28TDD
	R2

	RP-100287
	25.321
	0615
	-
	9.1.0
	Rel‑9
	Clarification on Scheduling Information reporting for 1.28 Mcps TDD
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R2

	RP-100294
	25.321
	0616
	-
	8.8.1
	Rel‑8
	Correction of HS-SCCH Type 3 usage with MAC-ehs for LCR TDD
	approved
	F
	8.9.0
	TEI8
	R2

	RP-100294
	25.321
	0617
	-
	9.1.0
	Rel‑9
	Correction of HS-SCCH Type 3 usage with MAC-ehs for LCR TDD
	approved
	A
	9.2.0
	TEI8
	R2

	RP-100288
	25.321
	0618
	-
	8.8.1
	Rel‑8
	Error Detection instead of error correction in Enhanced Uplink in CELL_FACH
	approved
	D
	8.9.0
	RANImp-UplinkEnhState 
	R2

	RP-100288
	25.321
	0619
	-
	9.1.0
	Rel‑9
	Error Detection instead of error correction in Enhanced Uplink in CELL_FACH
	approved
	A
	9.2.0
	RANImp-UplinkEnhState 
	R2

	RP-100303
	25.321
	0620
	-
	9.1.0
	Rel‑9
	Corrections for DC-HSUPA in 25.321
	approved
	F
	9.2.0
	RANimp-DC_HSUPA
	R2

	RP-100284
	25.321
	0621
	-
	7.15.0
	Rel‑7
	Correction to MAC-ehs reset at Treset expiry
	approved
	F
	7.16.0
	RANimp-EnhState
	R2

	RP-100284
	25.321
	0622
	-
	8.8.1
	Rel‑8
	Correction to MAC-ehs reset at Treset expiry
	approved
	A
	8.9.0
	RANimp-EnhState
	R2

	RP-100284
	25.321
	0623
	-
	9.1.0
	Rel‑9
	Correction to MAC-ehs reset at Treset expiry
	approved
	A
	9.2.0
	RANimp-EnhState
	R2

	RP-100303
	25.321
	0624
	-
	9.1.0
	Rel‑9
	Handling of SI timers at secondary carrier deactivation
	approved
	F
	9.2.0
	RANimp-DC_HSUPA
	R2

	RP-100288
	25.321
	0625
	-
	8.8.1
	Rel‑8
	Start of timer for contention resolution
	approved
	F
	8.9.0
	RANImp-UplinkEnhState
	R2

	RP-100288
	25.321
	0626
	-
	9.1.0
	Rel‑9
	Start of timer for contention resolution
	approved
	A
	9.2.0
	RANImp-UplinkEnhState
	R2

	RP-100287
	25.321
	0627
	-
	8.8.1
	Rel‑8
	Clarification on CRC Attachment for CCCH transmission in enhanced CELL_FACH state for 1.28 Mcps TDD
	approved
	F
	8.9.0
	RANimp-EnhState1.28TDD
	R2

	RP-100287
	25.321
	0628
	-
	9.1.0
	Rel‑9
	Clarification on CRC Attachment for CCCH transmission in enhanced CELL_FACH state for 1.28 Mcps TDD
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R2

	RP-100289
	25.321
	0631
	-
	8.8.1
	Rel‑8
	Correction to HARQ procedure for HS-DSCH SPS operation for 1.28 Mcps TDD
	approved
	F
	8.9.0
	RANimp-LCRCPC
	R2

	RP-100289
	25.321
	0632
	-
	9.1.0
	Rel‑9
	Correction to HARQ procedure for HS-DSCH SPS operation for 1.28 Mcps TDD
	approved
	A
	9.2.0
	RANimp-LCRCPC
	R2

	RP-100289
	25.321
	0633
	-
	8.8.1
	Rel‑8
	Modification on TB size for 1.28 Mcps TDD
	revised
	F
	
	RANimp-LCRCPC
	R2

	RP-100323
	25.321
	0633
	1
	8.8.1
	Rel‑8
	Modification on TB size for 1.28 Mcps TDD
	approved
	F
	8.9.0
	RANimp-LCRCPC
	R2

	RP-100289
	25.321
	0634
	-
	9.1.0
	Rel‑9
	Modification on TB size for 1.28 Mcps TDD
	revised
	A
	
	RANimp-LCRCPC
	R2

	RP-100324
	25.321
	0634
	1
	9.1.0
	Rel‑9
	Modification on TB size for 1.28 Mcps TDD
	approved
	A
	9.2.0
	RANimp-LCRCPC
	R2

	RP-100303
	25.321
	0635
	-
	9.1.0
	Rel‑9
	Clarification on E-TFC selection and happy bit procedures for DC-HSUPA
	approved
	F
	9.2.0
	RANimp-DC_HSUPA
	R2

	RP-100281
	25.321
	0636
	1
	8.8.1
	Rel‑8
	Correction to handling of equal priority flows in E-TFC selection
	approved
	F
	8.9.0
	EDCH-L23
	R2

	RP-100281
	25.321
	0637
	1
	9.1.0
	Rel‑9
	Correction to handling of equal priority flows in E-TFC selection
	approved
	A
	9.2.0
	EDCH-L23
	R2

	RP-100286
	25.322
	0374
	-
	8.7.0
	Rel‑8
	RLC recovery with uplink POLL_SUFI(R8)
	approved
	F
	8.8.0
	RANimp-UplinkL2dataRates
	R2

	RP-100286
	25.322
	0375
	-
	9.0.0
	Rel‑9
	RLC recovery with uplink POLL_SUFI(R9)
	approved
	A
	9.1.0
	RANimp-UplinkL2dataRates
	R2

	RP-100199
	25.331
	4008
	1
	7.15.0
	Rel‑7
	Indication of MIMO codebook restriction
	approved
	F
	7.16.0
	MIMO-L23
	R2

	RP-100199
	25.331
	4009
	1
	8.9.0
	Rel‑8
	Indication of MIMO codebook restriction
	approved
	A
	8.10.0
	MIMO-L23
	R2

	RP-100199
	25.331
	4010
	1
	9.1.0
	Rel‑9
	Indication of MIMO codebook restriction
	approved
	A
	9.2.0
	MIMO-L23
	R2

	RP-100284
	25.331
	4011
	-
	7.15.0
	Rel‑7
	Traffic volume measurement in CELL_PCH state
	approved
	F
	7.16.0
	RANimp-Enhstate
	R2

	RP-100284
	25.331
	4012
	-
	8.9.0
	Rel‑8
	Traffic volume measurement in CELL_PCH state
	approved
	A
	8.10.0
	RANimp-Enhstate
	R2

	RP-100284
	25.331
	4013
	-
	9.1.0
	Rel‑9
	Traffic volume measurement in CELL_PCH state
	approved
	A
	9.2.0
	RANimp-Enhstate
	R2

	RP-100294
	25.331
	4014
	1
	8.9.0
	Rel‑8
	Clarification of T323 configuration
	approved
	F
	8.10.0
	TEI8
	R2

	RP-100294
	25.331
	4015
	1
	9.1.0
	Rel‑9
	Clarification of T323 configuration
	approved
	A
	9.2.0
	TEI8
	R2

	RP-100287
	25.331
	4016
	-
	8.9.0
	Rel‑8
	Clarification to the frequency selection operation for E-FACH of 1.28Mcps TDD
	approved
	F
	8.10.0
	RANimp-EnhState1.28TDD
	R2

	RP-100287
	25.331
	4017
	-
	9.1.0
	Rel‑9
	Clarification to the frequency selection operation for E-FACH of 1.28Mcps TDD
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R2

	RP-100298
	25.331
	4023
	-
	9.1.0
	Rel‑9
	Correction to the activation/deactivation of secondary cell MIMO feature
	approved
	F
	9.2.0
	RANimp-DC_MIMO
	R2

	RP-100303
	25.331
	4024
	-
	9.1.0
	Rel‑9
	Corrections for virtual active set
	approved
	F
	9.2.0
	RANimp-DC_HSUPA
	R2

	RP-100306
	25.331
	4025
	-
	9.1.0
	Rel‑9
	25.331: Fix for CSG measurements without SI report
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100302
	25.331
	4026
	-
	9.1.0
	Rel‑9
	Introduction of band XX (800 MHz)
	approved
	B
	9.2.0
	RInImp9-UMTSLTE800EU
	R2

	RP-100308
	25.331
	4027
	1
	9.1.0
	Rel‑9
	Introduction of CELL_DCH measurement occasion calculation for 1.28Mcps TDD
	approved
	F
	9.2.0
	TEI9
	R2

	RP-100306
	25.331
	4028
	-
	9.1.0
	Rel‑9
	Release 9 UE Capability: UTRA Home Node B Inbound Mobility related features
	approved
	C
	9.2.0
	EHNB-RAN2
	R2

	RP-100294
	25.331
	4029
	-
	8.9.0
	Rel‑8
	UE behaviour upon RLC re-establishment or inter-RAT change before successful delivery of SCRI for fast domancy
	approved
	F
	8.10.0
	TEI8
	R2

	RP-100294
	25.331
	4030
	-
	9.1.0
	Rel‑9
	UE behaviour upon RLC re-establishment or inter-RAT change before successful delivery of SCRI for fast domancy
	approved
	A
	9.2.0
	TEI8
	R2

	RP-100306
	25.331
	4031
	2
	9.1.0
	Rel‑9
	CR on 25331_CRxxxx_(REL-9) Remaining open issues for support of inbound mobility in UMTS
	approved
	B
	9.2.0
	EHNB-RAN2
	R2

	RP-100306
	25.331
	4032
	-
	9.1.0
	Rel‑9
	Clarification to measurement configuration for SI reporting
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100285
	25.331
	4038
	1
	8.9.0
	Rel‑8
	Correction on measurement to E-UTRA(R8)
	approved
	F
	8.10.0
	LTE-L23
	R2

	RP-100285
	25.331
	4039
	1
	9.1.0
	Rel‑9
	Correction on measurement to E-UTRA(R9)
	approved
	A
	9.2.0
	LTE-L23
	R2

	RP-100298
	25.331
	4041
	-
	9.1.0
	Rel‑9
	Corrections to TSN field extension configuration for MAC-ehs entity (alternative version)
	approved
	F
	9.2.0
	RANimp-DC_MIMO
	R2

	RP-100306
	25.331
	4046
	1
	9.1.0
	Rel‑9
	Clarification on proximity indication reporting in CELL_FACH, CELL_PCH and URA_PCH
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100306
	25.331
	4048
	-
	9.1.0
	Rel‑9
	Reading neighbour HNB System Information Block 3 & Master Information Block
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100287
	25.331
	4051
	-
	8.9.0
	Rel‑8
	Addition of 'Cell Selection and Re-selection Info' in measurement control
	approved
	F
	8.10.0
	RANimp-EnhState1.28TDD
	R2

	RP-100287
	25.331
	4052
	-
	9.1.0
	Rel‑9
	Addition of 'Cell Selection and Re-selection Info' in measurement control
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R2

	RP-100287
	25.331
	4053
	-
	8.9.0
	Rel‑8
	Addition of HS-SCCH TPC step size for enhanced CELL_FACH for 1.28 Mcps TDD
	approved
	F
	8.10.0
	RANimp-EnhState1.28TDD
	R2

	RP-100287
	25.331
	4054
	-
	9.1.0
	Rel‑9
	Addition of HS-SCCH TPC step size for enhanced CELL_FACH for 1.28 Mcps TDD
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R2

	RP-100287
	25.331
	4055
	-
	8.9.0
	Rel‑8
	Clarification on E-RUCCH info in enhanced CELL_FACH
	approved
	F
	8.10.0
	RANimp-EnhState1.28TDD
	R2

	RP-100287
	25.331
	4056
	-
	9.1.0
	Rel‑9
	Clarification on E-RUCCH info in enhanced CELL_FACH
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R2

	RP-100289
	25.331
	4060
	-
	8.9.0
	Rel‑8
	Corrections to CPC when no DPCH is configured for 1.28 Mcps TDD
	approved
	F
	8.10.0
	RANimp-LCRCPC
	R2

	RP-100289
	25.331
	4061
	1
	9.1.0
	Rel‑9
	Corrections to CPC when no DPCH is configured for 1.28 Mcps TDD
	approved
	A
	9.2.0
	RANimp-LCRCPC
	R2

	RP-100308
	25.331
	4062
	1
	9.1.0
	Rel‑9
	Corrections related to UTRA Rel‑9 ASN.1 issues
	approved
	F
	9.2.0
	TEI9
	R2

	RP-100294
	25.331
	4063
	1
	8.9.0
	Rel‑8
	ASN.1 issue with SIGNALLING CONNECTION RELEASE INDICATION
	approved
	F
	8.10.0
	TEI8
	R2

	RP-100294
	25.331
	4064
	1
	9.1.0
	Rel‑9
	ASN.1 issue with SIGNALLING CONNECTION RELEASE INDICATION
	approved
	A
	9.2.0
	TEI8
	R2

	RP-100294
	25.331
	4067
	-
	8.9.0
	Rel‑8
	Intra Domain NAS Node Selector Derivation
	approved
	F
	8.10.0
	TEI8
	R2

	RP-100294
	25.331
	4069
	-
	9.1.0
	Rel‑9
	Intra Domain NAS Node Selector Derivation
	approved
	A
	9.2.0
	TEI8
	R2

	RP-100283
	25.331
	4070
	1
	6.24.0
	Rel‑6
	Requirement to check scheduling information for extension SIB reception
	approved
	C
	6.25.0
	TEI6
	R2

	RP-100284
	25.331
	4071
	1
	7.15.0
	Rel‑7
	Corrections to HS-DSCH reception in CELL-PCH and CELL-FACH
	approved
	F
	7.16.0
	RANimp-EnhState
	R2

	RP-100284
	25.331
	4072
	1
	8.9.0
	Rel‑8
	Corrections to HS-DSCH reception in CELL-PCH and CELL-FACH
	approved
	F
	8.10.0
	RANimp-EnhState
	R2

	RP-100284
	25.331
	4073
	1
	9.1.0
	Rel‑9
	Corrections to HS-DSCH reception in CELL-PCH and CELL-FACH
	approved
	A
	9.2.0
	RANimp-EnhState
	R2

	RP-100283
	25.331
	4077
	1
	7.15.0
	Rel‑7
	Corrections to the Delta Primary CCPCH RSCP for 1.28Mcps TDD
	approved
	F
	7.16.0
	TEI7
	R2

	RP-100283
	25.331
	4078
	1
	8.9.0
	Rel‑8
	Corrections to the Delta Primary CCPCH RSCP for 1.28Mcps TDD
	approved
	A
	8.10.0
	TEI7
	R2

	RP-100283
	25.331
	4079
	1
	9.1.0
	Rel‑9
	Corrections to the Delta Primary CCPCH RSCP for 1.28Mcps TDD
	approved
	A
	9.2.0
	TEI7
	R2

	RP-100289
	25.331
	4080
	-
	8.9.0
	Rel‑8
	Clarification to the capabilities of SPS and control channel DRX in CELL UPDATE for 1.28Mcps TDD
	approved
	F
	8.10.0
	RANimp-LCRCPC
	R2

	RP-100289
	25.331
	4081
	-
	9.1.0
	Rel‑9
	Clarification to the capabilities of SPS and control channel DRX in CELL UPDATE for 1.28Mcps TDD
	approved
	A
	9.2.0
	RANimp-LCRCPC
	R2

	RP-100288
	25.331
	4082
	1
	8.9.0
	Rel‑8
	Correction of RNTIs handling for Enhanced Uplink in CELL_FACH
	approved
	F
	8.10.0
	RANImp-UplinkEnhState
	R2

	RP-100288
	25.331
	4083
	1
	9.1.0
	Rel‑9
	Correction of RNTIs handling for Enhanced Uplink in CELL_FACH
	approved
	A
	9.2.0
	RANimp-UplinkEnhState
	R2

	RP-100303
	25.331
	4084
	-
	9.1.0
	Rel‑9
	Initial Serving Grant for Secondary Carrier in Dual Cell E-DCH operation
	approved
	F
	9.2.0
	RANimp-DC_HSUPA
	R2

	RP-100294
	25.331
	4087
	2
	8.9.0
	Rel‑8
	UE Fast Dormancy upon SRNS relocation
	approved
	F
	8.10.0
	TEI8
	R2

	RP-100294
	25.331
	4088
	2
	9.1.0
	Rel‑9
	UE Fast Dormancy upon SRNS relocation
	approved
	A
	9.2.0
	TEI8
	R2

	RP-100309
	25.331
	4092
	1
	9.1.0
	Rel‑9
	Inter-RAT PS handover of signalling radio bearers only
	approved
	B
	9.2.0
	TEI9
	R2

	RP-100294
	25.331
	4096
	-
	8.9.0
	Rel‑8
	Correction on simultaneous deletion and addition of Transport Channels in a single reconfiguration message
	approved
	F
	8.10.0
	TEI8
	R2

	RP-100294
	25.331
	4097
	1
	9.1.0
	Rel‑9
	Correction on simultaneous deletion and addition of Transport Channels in a single reconfiguration message
	approved
	A
	9.2.0
	TEI8
	R2

	RP-100294
	25.331
	4100
	1
	8.9.0
	Rel‑8
	Modification to Fast Dormancy in PCH States
	approved
	C
	8.10.0
	TEI8
	R2

	RP-100285
	25.331
	4102
	-
	8.9.0
	Rel‑8
	Correction to the value range of RSRQ
	approved
	F
	8.10.0
	LTE-L23
	R2

	RP-100285
	25.331
	4103
	-
	9.1.0
	Rel‑9
	Correction to the value range of RSRQ
	approved
	A
	9.2.0
	LTE-L23
	R2

	RP-100293
	25.331
	4104
	1
	8.9.0
	Rel‑8
	Clarification for PPAC after Inter-RAT Redirection
	approved
	F
	8.10.0
	PPACR
	R2

	RP-100293
	25.331
	4105
	2
	9.1.0
	Rel‑9
	Clarification for PPAC after Inter-RAT Redirection
	approved
	A
	9.2.0
	PPACR
	R2

	RP-100308
	25.331
	4107
	-
	9.1.0
	Rel‑9
	Cell reselection enhancements CR for 25.331
	approved
	B
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100285
	25.331
	4108
	-
	8.9.0
	Rel‑8
	Clarification of the IE UE Security Information2
	approved
	F
	8.10.0
	LTE-L23
	R2

	RP-100285
	25.331
	4109
	-
	9.1.0
	Rel‑9
	Clarification of the IE UE Security Information2
	approved
	A
	9.2.0
	LTE-L23
	R2

	RP-100306
	25.331
	4112
	-
	9.1.0
	Rel‑9
	Proximity status indication handling at mobility
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100308
	25.331
	4113
	-
	9.1.0
	Rel‑9
	ASN.1 Issue with CellUpdateConfirm
	approved
	F
	9.2.0
	TEI9
	R2

	RP-100197
	25.331
	4113
	-
	9.1.0
	Rel‑9
	CR to 25.331 on Redirection enhancements to UTRAN
	revised
	B
	
	TEI9, LTE-L23, SAES-CSFB
	R2

	RP-100306
	25.331
	4115
	4
	9.1.0
	Rel‑9
	CSG measurement release upon SRNS relocation
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100299
	25.331
	4116
	-
	9.1.0
	Rel‑9
	Clarification of UE Categories for TxAA-Non-MIMO
	approved
	F
	9.2.0
	RANimp-TxAA_nonMIMO  
	R2

	RP-100294
	25.331
	4117
	-
	9.1.0
	Rel‑9
	Modification to Fast Dormancy in PCH States
	approved
	A
	9.2.0
	TEI8
	R2

	RP-100314
	25.331
	4118
	-
	9.1.0
	Rel‑9
	CR to 25.331 on Redirection enhancements to UTRAN
	approved
	B
	9.2.0
	TEI9, LTE-L23, SAES-CSFB
	R2

	RP-100305
	25.346
	0051
	-
	9.0.0
	Rel‑9
	Clarification on Total counter frame
	approved
	F
	9.1.0
	MBMS_LTE
	R2

	RP-100305
	25.346
	0052
	-
	9.0.0
	Rel‑9
	Calculation of time stamp value
	approved
	F
	9.1.0
	MBMS_LTE
	R2

	RP-100291
	25.346
	0053
	-
	9.0.0
	Rel‑9
	Update for SYNC Description
	approved
	F
	9.1.0
	RANimp-HSPAEvo
	R2

	RP-100306
	25.367
	0017
	-
	9.2.0
	Rel‑9
	CR capturing HNB inbound mobility agreements
	approved
	F
	9.3.0
	EHNB-RAN2
	R2

	RP-100229
	25.401
	0128
	1
	9.0.0
	Rel‑9
	SPID description and implementation guidelines in UTRAN
	approved
	F
	9.1.0
	TEI9
	R3

	RP-100219
	25.413
	1038
	-
	9.1.0
	Rel‑9
	Correction of CSG Cell and Hybrid Cell Definition
	approved
	F
	9.2.0
	HNB-Arch
	R3

	RP-100222
	25.413
	1039
	1
	9.1.0
	Rel‑9
	Clarification on the Access Control of Non-CSG UE During Inbound Handover
	approved
	F
	9.2.0
	EHNB-RAN3
	R3

	RP-100222
	25.413
	1041
	1
	9.1.0
	Rel‑9
	Handling of CSG ID check failure in hybrid cells
	approved
	F
	9.2.0
	EHNB-RAN3
	R3

	RP-100215
	25.413
	1042
	-
	8.4.0
	Rel‑8
	Correct name of Target eNB ID to align with 36.413
	approved
	F
	8.5.0
	TEI8
	R3

	RP-100215
	25.413
	1043
	-
	9.1.0
	Rel‑9
	Correct name of Target eNB ID to align with 36.413
	approved
	A
	9.2.0
	TEI8
	R3

	RP-100228
	25.413
	1044
	-
	9.1.0
	Rel‑9
	Inter RAT Mobility Load Balancing on Iu
	approved
	C
	9.2.0
	SON
	R3

	RP-100222
	25.413
	1047
	-
	9.1.0
	Rel‑9
	Correct wrong CSG ID reference
	approved
	F
	9.2.0
	EHNB-RAN3
	R3

	RP-100229
	25.413
	1048
	1
	9.1.0
	Rel‑9
	Description of Transparent Container Encoding
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100229
	25.413
	1049
	-
	9.1.0
	Rel‑9
	Rapporteur's update for RANAP protocol 
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100219
	25.413
	1050
	2
	8.4.0
	Rel‑8
	Addition of IP Source Address in MBMS Synchronisation Information in MBMS Session Start
	approved
	F
	8.5.0
	RANimp-HSPAEvo
	R3

	RP-100219
	25.413
	1051
	2
	9.1.0
	Rel‑9
	Addition of IP Source Address in MBMS Synchronisation Information in MBMS Session Start
	approved
	A
	9.2.0
	RANimp-HSPAEvo
	R3

	RP-100222
	25.413
	1053
	3
	9.1.0
	Rel‑9
	CSG expiry Handling
	revised
	F
	
	EHNB-RAN3
	R3

	RP-100348
	25.413
	1053
	4
	9.1.0
	Rel‑9
	CSG expiry Handling
	approved
	F
	9.2.0
	EHNB-RAN3
	R3

	RP-100214
	25.413
	1056
	1
	9.1.0
	Rel‑9
	Correction of CSFB
	approved
	F
	9.2.0
	LTE-interfaces
	R3

	RP-100215
	25.423
	1575
	-
	8.7.0
	Rel‑8
	Addition of HS-DSCH physical layer category over Iur
	approved
	F
	8.8.0
	TEI8
	R3

	RP-100215
	25.423
	1576
	-
	9.1.0
	Rel‑9
	Addition of HS-DSCH physical layer category over Iur
	approved
	A
	9.2.0
	TEI8
	R3

	RP-100219
	25.423
	1577
	1
	9.1.0
	Rel‑9
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	approved
	A
	9.2.0
	RANimp-UplinkEnhState
	R3

	RP-100215
	25.423
	1578
	-
	8.7.0
	Rel‑8
	Allow reconfiguration of some IEs in RL Addition procedure
	approved
	F
	8.8.0
	TEI8
	R3

	RP-100215
	25.423
	1579
	-
	9.1.0
	Rel‑9
	Allow reconfiguration of some IEs in RL Addition procedure
	approved
	A
	9.2.0
	TEI8
	R3

	RP-100219
	25.423
	1580
	-
	8.7.0
	Rel‑8
	Correction of DC-HSDPA capability report in Iur 
	approved
	F
	8.8.0
	RANimp-DCHSDPA
	R3

	RP-100219
	25.423
	1581
	-
	9.1.0
	Rel‑9
	Correction of DC-HSDPA capability report in Iur
	approved
	A
	9.2.0
	RANimp-DCHSDPA
	R3

	RP-100219
	25.423
	1582
	1
	8.7.0
	Rel‑8
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	approved
	F
	8.8.0
	RANimp-UplinkEnhState
	R3

	RP-100218
	25.423
	1583
	-
	8.7.0
	Rel‑8
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	approved
	F
	8.8.0
	RANimp-LCRCPC
	R3

	RP-100218
	25.423
	1584
	-
	9.1.0
	Rel‑9
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	approved
	A
	9.2.0
	RANimp-LCRCPC
	R3

	RP-100215
	25.423
	1585
	-
	8.7.0
	Rel‑8
	Combining E-DCH Radio Links within the RLS
	approved
	F
	8.8.0
	TEI8
	R3

	RP-100215
	25.423
	1586
	-
	9.1.0
	Rel‑9
	Combining E-DCH Radio Links within the RLS
	approved
	A
	9.2.0
	TEI8
	R3

	RP-100220
	25.423
	1587
	1
	9.1.0
	Rel‑9
	Correction of Multi-cell capability report in Iur
	approved
	F
	9.2.0
	RANimp-MultiBand_DC_HSDPA
	R3

	RP-100230
	25.423
	1588
	2
	9.1.0
	Rel‑9
	Introduction of HS-PDSCH resources on TS0 for 1.28Mcps TDD
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100217
	25.423
	1590
	3
	8.7.0
	Rel‑8
	Correction to state transition of Enhanced CELL_FACH UE for LCR TDD
	approved
	F
	8.8.0
	RANimp-EnhState1.28TDD
	R3

	RP-100217
	25.423
	1591
	3
	9.1.0
	Rel‑9
	Correction to state transition of Enhanced CELL_FACH UE for LCR TDD
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R3

	RP-100230
	25.423
	1592
	2
	9.1.0
	Rel‑9
	Rel‑9 Flexible cell combinations in DC-HSDPA
	approved
	C
	9.2.0
	TEI9
	R3

	RP-100230
	25.423
	1593
	1
	9.1.0
	Rel‑9
	Addition of DGNSS Validity Period in RNSAP
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100229
	25.423
	1594
	1
	9.1.0
	Rel‑9
	Introduction of UE Aggregate Maximum Bit Rate Enforcement Indicator
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100218
	25.423
	1595
	1
	8.7.0
	Rel‑8
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	approved
	F
	8.8.0
	RANimp-LCRCPC
	R3

	RP-100218
	25.423
	1596
	1
	9.1.0
	Rel‑9
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	approved
	A
	9.2.0
	RANimp-LCRCPC
	R3

	RP-100230
	25.423
	1597
	2
	9.1.0
	Rel‑9
	Measurement occasion configuration in CELL_DCH for 1.28Mcps TDD
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100216
	25.423
	1600
	1
	8.7.0
	Rel‑8
	Correction for Procedural Text on E-RNTI Allocation at E-DCH Serving Cell Change
	approved
	F
	8.8.0
	TEI8
	R3

	RP-100216
	25.423
	1601
	-
	9.1.0
	Rel‑9
	Correction for Procedural Text on E-RNTI Allocation at E-DCH Serving Cell Change
	approved
	A
	9.2.0
	TEI8
	R3

	RP-100199
	25.423
	1602
	-
	7.15.0
	Rel‑7
	Indication of Precoding Weight Set Restriction preference
	approved
	F
	7.16.0
	MIMO-IurIub
	R3

	RP-100199
	25.423
	1603
	-
	8.7.0
	Rel‑8
	Indication of Precoding Weight Set Restriction preference
	approved
	A
	8.8.0
	MIMO-IurIub
	R3

	RP-100199
	25.423
	1604
	-
	9.1.0
	Rel‑9
	Indication of Precoding Weight Set Restriction preference
	approved
	A
	9.2.0
	MIMO-IurIub
	R3

	RP-100229
	25.423
	1605
	-
	9.1.0
	Rel‑9
	Rapporteur's update of RNSAP protocol
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100224
	25.423
	1606
	3
	9.1.0
	Rel‑9
	Corrections to DC HSUPA
	approved
	F
	9.2.0
	RANimp-DC_HSUPA
	R3

	RP-100221
	25.423
	1608
	-
	9.1.0
	Rel‑9
	Remove Cell Specific HARQ memory partitioning for DC HSDPA+MIMO and additional corrections for HS-DSCH preconfiguration
	approved
	F
	9.2.0
	RANimp-DC_MIMO
	R3

	RP-100229
	25.425
	0147
	-
	9.0.0
	Rel‑9
	Corrections to the TS0 enhancement for the UE in CELL_FACH state for 1.28Mcps TDD
	approved
	F
	9.1.0
	TEI9
	R3

	RP-100217
	25.425
	0148
	-
	8.4.0
	Rel‑8
	Clarification of eDRX Indication for 1.28Mcp TDD
	approved
	F
	8.5.0
	RANimp-EnhState1.28TDD
	R3

	RP-100217
	25.425
	0149
	-
	9.0.0
	Rel‑9
	Clarification of eDRX Indication for 1.28Mcp TDD
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R3

	RP-100219
	25.433
	1734
	2
	9.1.1
	Rel‑9
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	approved
	A
	9.2.0
	RANimp-UplinkEnhState
	R3

	RP-100215
	25.433
	1735
	1
	8.7.1
	Rel‑8
	Allow reconfiguration of some IEs in RL Addition procedure
	approved
	F
	8.8.0
	TEI8
	R3

	RP-100215
	25.433
	1736
	1
	9.1.1
	Rel‑9
	Allow reconfiguration of some IEs in RL Addition procedure
	approved
	A
	9.2.0
	TEI8
	R3

	RP-100216
	25.433
	1737
	2
	8.7.1
	Rel‑8
	Correction of E-DCH RACH Report
	approved
	F
	8.8.0
	TEI8
	R3

	RP-100219
	25.433
	1739
	2
	8.7.1
	Rel‑8
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	approved
	F
	8.8.0
	RANimp-UplinkEnhState
	R3

	RP-100217
	25.433
	1740
	1
	8.7.1
	Rel‑8
	Clarification of HS-DSCH Paging System Information LCR
	approved
	F
	8.8.0
	RANimp-EnhState1.28TDD
	R3

	RP-100217
	25.433
	1741
	1
	9.1.1
	Rel‑9
	Clarification of HS-DSCH Paging System Information LCR
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R3

	RP-100217
	25.433
	1742
	2
	8.7.1
	Rel‑8
	Addition of power control and synchronization control configurations for enhanced CELL_FACH for 1.28Mcps TDD
	approved
	F
	8.8.0
	RANimp-EnhState1.28TDD
	R3

	RP-100217
	25.433
	1743
	2
	9.1.1
	Rel‑9
	Addition of power control and synchronization control configurations for enhanced CELL_FACH for 1.28Mcps TDD
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R3

	RP-100217
	25.433
	1744
	2
	8.7.1
	Rel‑8
	Correction of description for RSI procedure for 1.28Mcps TDD
	approved
	F
	8.8.0
	RANimp-EnhState1.28TDD
	R3

	RP-100217
	25.433
	1745
	2
	9.1.1
	Rel‑9
	Correction of description for RSI procedure for 1.28Mcps TDD
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R3

	RP-100218
	25.433
	1746
	1
	8.7.1
	Rel‑8
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	approved
	F
	8.8.0
	RANimp-LCRCPC
	R3

	RP-100218
	25.433
	1747
	1
	9.1.1
	Rel‑9
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	approved
	A
	9.2.0
	RANimp-LCRCPC
	R3

	RP-100219
	25.433
	1748
	1
	8.7.1
	Rel‑8
	Correction of the presence of Sixtyfour QAM DL and MIMO Combined Capability IE
	approved
	F
	8.8.0
	RANimp-64QamMimoHsdpa
	R3

	RP-100219
	25.433
	1749
	1
	9.1.1
	Rel‑9
	Correction of the presence of Sixtyfour QAM DL and MIMO Combined Capability IE
	approved
	A
	9.2.0
	RANimp-64QamMimoHsdpa
	R3

	RP-100218
	25.433
	1750
	1
	8.7.1
	Rel‑8
	A missing IE in ASN.1 for 1.28 Mcps TDD
	approved
	F
	8.8.0
	RANimp-LCRCPC
	R3

	RP-100218
	25.433
	1751
	1
	9.1.1
	Rel‑9
	A missing IE in ASN.1 for 1.28 Mcps TDD
	approved
	A
	9.2.0
	RANimp-LCRCPC
	R3

	RP-100218
	25.433
	1754
	1
	9.1.1
	Rel‑9
	Correction on RTWP configutation in multiple frquencies cell 1.28Mcps TDD
	approved
	F
	9.2.0
	LCRTDD-EDCH-IubIur
	R3

	RP-100217
	25.433
	1755
	2
	8.7.1
	Rel‑8
	Correction on the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE for 1.28Mcps TDD
	approved
	F
	8.8.0
	RANimp-EnhState1.28TDD
	R3

	RP-100217
	25.433
	1756
	2
	9.1.1
	Rel‑9
	Correction on the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE for 1.28Mcps TDD
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R3

	RP-100230
	25.433
	1757
	2
	9.1.1
	Rel‑9
	Introduction of HS-PDSCH resources on TS0 for 1.28Mcps TDD
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100218
	25.433
	1762
	1
	8.7.1
	Rel‑8
	Corrections to the number of Non-HS-SCCH Associated HS-SICH for 1.28Mcps TDD
	approved
	F
	8.8.0
	RANimp-LCRCPC
	R3

	RP-100218
	25.433
	1763
	1
	9.1.1
	Rel‑9
	Corrections to the number of Non-HS-SCCH Associated HS-SICH for 1.28Mcps TDD
	approved
	A
	9.2.0
	RANimp-LCRCPC
	R3

	RP-100230
	25.433
	1764
	2
	9.1.1
	Rel‑9
	Corrections from NBAP ASN.1 Review
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100218
	25.433
	1765
	2
	8.7.1
	Rel‑8
	Clarification of HS-SCCH TPC step size configuration
	approved
	F
	8.8.0
	RANimp-LCRCPC
	R3

	RP-100218
	25.433
	1766
	2
	9.1.1
	Rel‑9
	Clarification of HS-SCCH TPC step size configuration
	approved
	A
	9.2.0
	RANimp-LCRCPC
	R3

	RP-100230
	25.433
	1767
	2
	9.1.1
	Rel‑9
	Addition of DGNSS Validity Period in NBAP
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100229
	25.433
	1770
	1
	9.1.1
	Rel‑9
	Introduction of UE Aggregate Maximum Bit Rate Enforcement Indicator
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100218
	25.433
	1771
	1
	8.7.1
	Rel‑8
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	approved
	F
	8.8.0
	RANimp-LCRCPC
	R3

	RP-100218
	25.433
	1772
	1
	9.1.1
	Rel‑9
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	approved
	A
	9.2.0
	RANimp-LCRCPC
	R3

	RP-100217
	25.433
	1773
	1
	8.7.1
	Rel‑8
	Addition of Physical Channel ID in the common E-RNTI configuration for 1.28 Mcps TDD
	approved
	F
	8.8.0
	RANimp-EnhState1.28TDD
	R3

	RP-100217
	25.433
	1774
	1
	9.1.1
	Rel‑9
	Addition of Physical Channel ID in the common E-RNTI configuration for 1.28 Mcps TDD
	approved
	A
	9.2.0
	RANimp-EnhState1.28TDD
	R3

	RP-100230
	25.433
	1777
	2
	9.1.1
	Rel‑9
	Measurement occasion configuration in CELL_DCH for 1.28Mcps TDD
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100219
	25.433
	1779
	1
	8.7.1
	Rel‑8
	Addition of F-DPCH TX Power info in Common E-DCH System Information
	approved
	F
	8.8.0
	RANimp-UplinkEnhState
	R3

	RP-100219
	25.433
	1780
	1
	9.1.1
	Rel‑9
	Addition of F-DPCH TX Power info in Common E-DCH System Information
	approved
	A
	9.2.0
	RANimp-UplinkEnhState
	R3

	RP-100224
	25.433
	1783
	2
	9.1.1
	Rel‑9
	Small Correction/Improvements for DC-HSUPA
	approved
	F
	9.2.0
	RANimp-DC_HSUPA
	R3

	RP-100219
	25.433
	1784
	3
	8.7.1
	Rel‑8
	Removal of procedural text for DPC Mode IE in Common E-DCH System Information
	approved
	F
	8.8.0
	RANimp-UplinkEnhState
	R3

	RP-100219
	25.433
	1785
	1
	9.1.1
	Rel‑9
	Removal of procedural text for DPC Mode IE in Common E-DCH System Information
	approved
	A
	9.2.0
	RANimp-UplinkEnhState
	R3

	RP-100216
	25.433
	1786
	-
	8.7.1
	Rel‑8
	Correction for Procedural Text on E-RNTI Allocation at E-DCH Serving Cell Change
	approved
	F
	8.8.0
	TEI8
	R3

	RP-100216
	25.433
	1787
	-
	9.1.1
	Rel‑9
	Correction for Procedural Text on E-RNTI Allocation at E-DCH Serving Cell Change
	approved
	A
	9.2.0
	TEI8
	R3

	RP-100199
	25.433
	1788
	-
	7.15.1
	Rel‑7
	Indication of Precoding Weight Set Restriction preference
	approved
	F
	7.16.0
	MIMO-IurIub
	R3

	RP-100199
	25.433
	1789
	-
	8.7.1
	Rel‑8
	Indication of Precoding Weight Set Restriction preference
	approved
	A
	8.8.0
	MIMO-IurIub
	R3

	RP-100199
	25.433
	1790
	-
	9.1.1
	Rel‑9
	Indication of Precoding Weight Set Restriction preference
	approved
	F
	9.2.0
	MIMO-IurIub
	R3

	RP-100221
	25.433
	1791
	1
	9.1.1
	Rel‑9
	Remove Cell Specific HARQ memory partitioning for DC HSDPA+MIMO
	approved
	F
	9.2.0
	RANimp-DC_MIMO
	R3

	RP-100216
	25.433
	1792
	-
	9.1.1
	Rel‑9
	Correction of E-DCH RACH Report 
	approved
	A
	9.2.0
	TEI8
	R3

	RP-100216
	25.433
	1793
	-
	8.7.1
	Rel‑8
	Correction of common E-DCH mac-d flow for CCCH transmission
	approved
	F
	8.8.0
	TEI8
	R3

	RP-100216
	25.433
	1794
	-
	9.1.1
	Rel‑9
	Correction of common E-DCH mac-d flow for CCCH transmission
	approved
	A
	9.2.0
	TEI8
	R3

	RP-100217
	25.435
	0217
	1
	8.4.0
	Rel‑8
	Clarification DCCH/DTCH transmission mechanism in enhanced CELL-PCH state
	approved
	F
	8.5.0
	RANimp-EnhState1.28TDD
	R3

	RP-100217
	25.435
	0218
	1
	9.0.0
	Rel‑9
	Clarification DCCH/DTCH transmission mechanism in enhanced CELL-PCH state
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R3

	RP-100217
	25.435
	0219
	-
	8.4.0
	Rel‑8
	Correction of the value range for RACH Measurement Result IE for 1.28Mcps TDD
	approved
	F
	8.5.0
	RANimp-EnhState1.28TDD
	R3

	RP-100217
	25.435
	0220
	-
	9.0.0
	Rel‑9
	Correction of the value range for RACH Measurement Result IE for 1.28Mcps TDD
	approved
	A
	9.1.0
	RANimp-EnhState1.28TDD
	R3

	RP-100229
	25.435
	0225
	-
	9.0.0
	Rel‑9
	Corrections to the TS0 enhancement for the UE in CELL_FACH state for 1.28Mcps TDD
	approved
	F
	9.1.0
	TEI9
	R3

	RP-100227
	25.446
	0006
	4
	9.0.0
	Rel‑9
	Clarification on Total counter frame
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100226
	25.446
	0007
	-
	9.0.0
	Rel‑9
	Update Description for LTE MBMS Multiple Consecuctive Packet Loss
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100226
	25.446
	0008
	1
	9.0.0
	Rel‑9
	Small Corrections/Improvements for SYNC
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100219
	25.446
	0009
	1
	8.1.0
	Rel‑8
	Corrections on Packet Number
	approved
	F
	8.2.0
	RANimp-HSPAEvo
	R3

	RP-100226
	25.446
	0010
	1
	9.0.0
	Rel‑9
	Corrections on Packet Number
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100229
	25.453
	0120
	-
	9.0.0
	Rel‑9
	Correction to OTDOA in SAS-centric mode
	approved
	F
	9.1.0
	TEI9
	R3

	RP-100230
	25.453
	0121
	1
	9.0.0
	Rel‑9
	Addition of DGNSS Validity Period in PCAP
	approved
	F
	9.1.0
	TEI9
	R3

	RP-100223
	25.461
	0058
	-
	9.1.0
	Rel‑9
	Introduction of UMTS/LTE in 800 MHz for Europe requirements in TS 25.461
	approved
	B
	9.2.0
	RInImp9-UMTSLTE800EU
	R3

	RP-100223
	25.466
	0024
	1
	9.1.0
	Rel‑9
	Introduction of UMTS/LTE in 800 MHz for Europe requirements in TS 25.466
	approved
	B
	9.2.0
	RInImp9-UMTSLTE800EU
	R3

	RP-100219
	25.467
	0073
	-
	9.1.0
	Rel‑9
	Clarification of HNB Definition
	approved
	F
	9.2.0
	HNB-Arch
	R3

	RP-100219
	25.467
	0074
	-
	8.4.0
	Rel‑8
	Corrections on the non-CSG UEs registration and Iuh Disconnect Procedure
	approved
	F
	8.5.0
	HNB-Arch
	R3

	RP-100219
	25.467
	0075
	-
	9.1.0
	Rel‑9
	Corrections on the non-CSG UEs registration and Iuh Disconnect Procedure
	approved
	A
	9.2.0
	HNB-Arch
	R3

	RP-100109
	25.467
	0076
	1
	9.1.0
	Rel‑9
	Removal of incomplete material for intra-GW Handover
	revised
	F
	
	EHNB-RAN3
	R3

	RP-100353
	25.467
	0076
	2
	9.1.0
	Rel‑9
	Removal of incomplete material for intra-GW Handover
	revised
	F
	
	EHNB-RAN3
	R3

	RP-100365
	25.467
	0076
	3
	9.1.0
	Rel‑9
	Removal of incomplete material for intra-GW Handover
	approved
	F
	9.2.0
	EHNB-RAN3
	R3

	RP-100195
	25.467
	0078
	1
	9.1.0
	Rel‑9
	Iu UP handling during intra-HNB-GW mobility CR 25.467
	revised
	F
	
	EHNB-RAN3
	R3

	RP-100334
	25.467
	0078
	2
	9.1.0
	Rel‑9
	Iu UP handling during intra-HNB-GW mobility CR 25.467
	withdrawn
	F
	
	EHNB-RAN3
	R3

	RP-100222
	25.467
	0083
	2
	9.1.0
	Rel‑9
	Removal of FFS in Rel‑9 stage 2 specification
	approved
	F
	9.2.0
	EHNB-RAN3
	R3

	RP-100378
	25.467
	0083
	3
	9.1.0
	Rel‑9
	Removal of FFS in Rel‑9 stage 2 specification
	rejected
	F
	
	EHNB-RAN3
	R3

	RP-100222
	25.467
	0085
	7
	9.1.0
	Rel‑9
	CSG expiry Handling
	approved
	F
	9.2.0
	EHNB-RAN3
	R3

	RP-100222
	25.467
	0086
	2
	9.1.0
	Rel‑9
	PSC Split Clarification
	approved
	F
	9.2.0
	EHNB-RAN3
	R3

	RP-100222
	25.467
	0087
	3
	9.1.0
	Rel‑9
	Clarifications on UE registration and mobility procedures
	approved
	F
	9.2.0
	EHNB-RAN3
	R3

	RP-100215
	25.468
	0022
	-
	8.1.0
	Rel‑8
	Minor corrections for RUA
	approved
	F
	8.2.0
	TEI8
	R3

	RP-100230
	25.468
	0023
	1
	9.0.0
	Rel‑9
	Minor corrections for RUA
	approved
	F
	9.1.0
	TEI9
	R3

	RP-100215
	25.469
	0040
	-
	8.4.0
	Rel‑8
	Minor corrections for HNBAP
	approved
	F
	8.5.0
	TEI8
	R3

	RP-100229
	25.469
	0041
	-
	9.0.0
	Rel‑9
	Minor corrections for HNBAP
	approved
	F
	9.1.0
	TEI9
	R3

	RP-100222
	25.469
	0042
	2
	9.0.0
	Rel‑9
	Extend ASRI for Release 9
	approved
	F
	9.1.0
	EHNB-RAN3
	R3

	RP-100222
	25.469
	0045
	1
	9.0.0
	Rel‑9
	Introduction of Support for CSG membership notification
	approved
	F
	9.1.0
	EHNB-RAN3
	R3

	RP-100294
	25.993
	0116
	-
	8.4.0
	Rel‑8
	Rapporteur CR for corrections to 25.993
	approved
	F
	8.5.0
	TEI8
	R2

	RP-100294
	25.993
	0117
	-
	9.0.0
	Rel‑9
	Rapporteur CR for corrections to 25.993
	approved
	A
	9.1.0
	TEI8
	R2

	SP-100018
	26.102
	0025
	-
	8.3.0
	Rel‑8
	Corrections and clarifications of Nb frames
	approved
	F
	8.4.0
	AoIP-CSoIP
	S4

	SP-100018
	26.102
	0026
	-
	9.0.0
	Rel‑9
	Corrections and clarifications of Nb frames
	approved
	A
	9.1.0
	AoIP-CSoIP
	S4

	SP-100020
	26.114
	0094
	2
	9.1.0
	Rel‑9
	UE behaviour on the receipt of ECN-CE
	approved
	F
	9.2.0
	LTEimp-Vocoder
	S4

	SP-100020
	26.114
	0095
	1
	9.1.0
	Rel‑9
	OMA-DM configuration parameters for ECN-triggered adaptation
	approved
	F
	9.2.0
	LTEimp-Vocoder
	S4

	SP-100020
	26.114
	0096
	2
	9.1.0
	Rel‑9
	ECN adaptation example
	approved
	F
	9.2.0
	LTEimp-Vocoder
	S4

	SP-100017
	26.114
	0097
	1
	7.10.0
	Rel‑7
	Alignment of AVP/AVPF support with MTSI deployements
	approved
	C
	7.11.0
	TEI7
	S4

	SP-100017
	26.114
	0098
	1
	8.4.0
	Rel‑8
	Alignment of AVP/AVPF support with MTSI deployements
	approved
	A
	8.5.0
	TEI7
	S4

	SP-100019
	26.114
	0099
	1
	7.10.0
	Rel‑7
	H324M interworking procedures in decomposed MGCF and IM-MGW
	approved
	F
	7.11.0
	MTSI-MHI
	S4

	SP-100019
	26.114
	0100
	1
	8.4.0
	Rel‑8
	H324M interworking procedures in decomposed MGCF and IM-MGW
	approved
	F
	8.5.0
	MTSI_eMHI
	S4

	SP-100019
	26.114
	0101
	1
	9.1.0
	Rel‑9
	H324M interworking procedures in decomposed MGCF and IM-MGW
	approved
	A
	9.2.0
	MTSI_eMHI
	S4

	SP-100028
	26.114
	0102
	1
	9.1.0
	Rel‑9
	MTSI Client Global Text Telephony negotiation procedures
	approved
	F
	9.2.0
	TEI9
	S4

	SP-100021
	26.131
	0036
	1
	9.2.0
	Rel‑9
	Correction of distortion measurements
	approved
	F
	9.3.0
	DTMR
	S4

	SP-100021
	26.132
	0042
	1
	9.1.0
	Rel‑9
	Correction of distortion measurements
	approved
	F
	9.2.0
	DTMR
	S4

	SP-100026
	26.150
	0001
	1
	9.0.0
	Rel‑9
	Editorial Corrections to SFR Specification
	approved
	F
	9.1.0
	SFR
	S4

	SP-100024
	26.234
	0151
	1
	9.1.0
	Rel‑9
	QoE Reporting for HTTP Streaming
	approved
	C
	9.2.0
	PMA-MBS_Ext
	S4

	SP-100024
	26.234
	0157
	1
	9.1.0
	Rel‑9
	Corrections to Content Protection extensions
	approved
	F
	9.2.0
	PMA-MBS_Ext
	S4

	SP-100024
	26.234
	0158
	-
	9.1.0
	Rel‑9
	Removal of obsolete DRM extensions annex K
	approved
	F
	9.2.0
	PMA-MBS_Ext
	S4

	SP-100025
	26.234
	0165
	2
	9.1.0
	Rel‑9
	Clarification about Main Profile
	approved
	D
	9.2.0
	PMA-IVS
	S4

	SP-100024
	26.234
	0166
	4
	9.1.0
	Rel‑9
	Updates to Adaptive HTTP Streaming
	approved
	B
	9.2.0
	PMA-MBS_Ext
	S4

	SP-100022
	26.237
	0032
	-
	9.1.0
	Rel‑9
	Corrections to Inter UE Session Transfer
	approved
	F
	9.2.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-100024
	26.244
	0031
	2
	9.0.0
	Rel‑9
	File Format updates for HTTP Streaming
	approved
	B
	9.1.0
	PMA-MBS_Ext
	S4

	SP-100024
	26.346
	0165
	1
	9.1.0
	Rel‑9
	HTTP Streaming with MBMS
	approved
	C
	9.2.0
	PMA-MBS_Ext
	S4

	CP-100102
	27.007
	0201
	-
	3.13.0
	R99
	Removal of [,<pd1>[,…[,pdN]]] in +CGDCONT
	approved
	F
	3.14.0
	TEI
	C1

	CP-100102
	27.007
	0202
	-
	4.6.0
	Rel‑4
	Removal of [,<pd1>[,…[,pdN]]] in +CGDCONT
	approved
	A
	4.7.0
	TEI
	C1

	CP-100102
	27.007
	0203
	-
	5.6.0
	Rel‑5
	Removal of [,<pd1>[,…[,pdN]]] in +CGDCONT
	approved
	A
	5.7.0
	TEI
	C1

	CP-100102
	27.007
	0204
	-
	6.9.0
	Rel‑6
	Removal of [,<pd1>[,…[,pdN]]] in +CGDCONT
	approved
	A
	6.10.0
	TEI
	C1

	CP-100102
	27.007
	0205
	-
	7.5.0
	Rel‑7
	Removal of [,<pd1>[,…[,pdN]]] in +CGDCONT
	approved
	A
	7.6.0
	TEI
	C1

	CP-100102
	27.007
	0206
	-
	8.10.0
	Rel‑8
	Removal of [,<pd1>[,…[,pdN]]] in +CGDCONT
	approved
	A
	8.11.0
	TEI
	C1

	CP-100102
	27.007
	0207
	-
	9.2.0
	Rel‑9
	Removal of [,<pd1>[,…[,pdN]]] in +CGDCONT
	approved
	A
	9.3.0
	TEI
	C1

	CP-100135
	27.007
	0208
	-
	9.2.0
	Rel‑9
	Clarification of parameter type for +CCHO and +CCHC
	approved
	F
	9.3.0
	TEI9
	C1

	CP-100135
	27.007
	0209
	2
	9.2.0
	Rel‑9
	Correction of minor drafting rule issues for TS 27.007
	approved
	D
	9.3.0
	TEI9
	C1

	CP-100131
	27.007
	0210
	-
	8.10.0
	Rel‑8
	Incorrect indication of AT commands as parameter commands
	approved
	F
	8.11.0
	TEI8, SAES
	C1

	CP-100131
	27.007
	0211
	-
	9.2.0
	Rel‑9
	Incorrect indication of AT commands as parameter commands
	approved
	A
	9.3.0
	TEI8, SAES
	C1

	CP-100135
	27.007
	0212
	1
	9.2.0
	Rel‑9
	+CGDEL – AT-command for deletion of non-active PDP contexts and associated parameters
	approved
	B
	9.3.0
	TEI9
	C1

	CP-100107
	27.007
	0213
	-
	8.10.0
	Rel‑8
	Incorrect name for test command version of +CGTFTRDP
	approved
	F
	8.11.0
	SAES
	C1

	CP-100107
	27.007
	0214
	-
	9.2.0
	Rel‑9
	Incorrect name for test command version of +CGTFTRDP
	approved
	A
	9.3.0
	SAES
	C1

	CP-100107
	27.007
	0215
	-
	8.10.0
	Rel‑8
	Correction of the packet domain event reporting +CGEV
	approved
	F
	8.11.0
	SAES
	C1

	CP-100107
	27.007
	0216
	-
	9.2.0
	Rel‑9
	Correction of the packet domain event reporting +CGEV
	approved
	A
	9.3.0
	SAES
	C1

	CP-100135
	27.007
	0217
	-
	9.2.0
	Rel‑9
	The value range of <cid> for network initiated PDP contexts is clarified
	approved
	F
	9.3.0
	TEI9
	C1

	CP-100145
	27.007
	0218
	1
	9.2.0
	Rel‑9
	Addition of new AT-Command related to SSAC
	approved
	B
	9.3.0
	SSAC
	C1

	CP-100144
	27.007
	0219
	1
	9.2.0
	Rel‑9
	Correction of AT command for IMS emergency service
	approved
	F
	9.3.0
	IMS_EMER_GPRS_EPS
	C1

	CP-100038
	29.002
	0928
	4
	9.0.0
	Rel‑9
	AoIP  MAP level codec negotiation for GSM codecs
	approved
	B
	9.1.0
	TEI9
	C4

	CP-100038
	29.002
	0939
	2
	9.0.0
	Rel‑9
	Support MT Roaming Retry on Pre-paging
	approved
	C
	9.1.0
	TEI9
	C4

	CP-100047
	29.002
	0943
	-
	9.0.0
	Rel‑9
	Corrections to Evolved ARP parameter
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS
	C4

	CP-100035
	29.002
	0944
	-
	9.0.0
	Rel‑9
	Dual Stack support for GPRS
	approved
	F
	9.1.0
	TEI9
	C4

	CP-100046
	29.002
	0945
	2
	9.0.0
	Rel‑9
	Support of Location Continuity on the Lg Interface
	approved
	B
	9.1.0
	CP-LCS
	C4

	CP-100019
	29.002
	0948
	-
	8.12.0
	Rel‑8
	Correction to the location information EPS IE
	approved
	F
	8.13.0
	SAES
	C4

	CP-100019
	29.002
	0949
	-
	9.0.0
	Rel‑9
	Correction to the location information EPS IE
	approved
	A
	9.1.0
	SAES
	C4

	CP-100040
	29.002
	0950
	1
	9.0.0
	Rel‑9
	UE-AMBR in GPRS Subscription
	approved
	F
	9.1.0
	TEI9
	C4

	CP-100029
	29.002
	0951
	1
	9.0.0
	Rel‑9
	User CSG Information for CAMEL
	approved
	F
	9.1.0
	TEI9
	C4

	CP-100041
	29.002
	0952
	4
	9.0.0
	Rel‑9
	EPS Subscriber State and Location Information Request
	revised
	B
	
	TEI9
	C4

	CP-100203
	29.002
	0952
	5
	9.0.0
	Rel‑9
	EPS Subcsriber State and Location Information Request
	approved
	B
	9.1.0
	TEI9
	C4

	CP-100029
	29.002
	0953
	1
	8.12.0
	Rel‑8
	User CSG Information for CAMEL
	approved
	F
	8.13.0
	TEI8
	C4

	CP-100038
	29.002
	0954
	1
	9.0.0
	Rel‑9
	TCRT: Uplink reply procedure
	approved
	C
	9.1.0
	TEI9
	C4

	CP-100048
	29.002
	0956
	1
	9.0.0
	Rel‑9
	TADS support in MAP
	approved
	F
	9.1.0
	EHNB
	C4

	CP-100046
	29.002
	0958
	2
	9.0.0
	Rel‑9
	MAP SRI for LCS evolution
	approved
	F
	9.1.0
	CP-LCS
	C4

	CP-100233
	29.002
	0959
	-
	8.12.0
	Rel‑8
	Incorrect KASME length
	approved
	F
	8.13.0
	SAES
	C4

	CP-100234
	29.002
	0960
	-
	9.0.0
	Rel‑9
	Incorrect KASME length
	approved
	A
	9.1.0
	SAES
	C4

	CP-100035
	29.060
	0739
	1
	9.1.0
	Rel‑9
	Resolving ambiguity for Target Identification IE coding
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100049
	29.060
	0741
	2
	9.1.0
	Rel‑9
	Include CSG ID and CSG Membership Indication in Gn
	approved
	B
	9.2.0
	eHNB
	C4

	CP-100022
	29.060
	0743
	1
	8.10.0
	Rel‑8
	Indirect Data forwarding for GTPv1
	approved
	F
	8.11.0
	SAES
	C4

	CP-100022
	29.060
	0744
	1
	9.1.0
	Rel‑9
	Indirect Data forwarding for GTPv1
	approved
	A
	9.2.0
	SAES
	C4

	CP-100035
	29.060
	0747
	1
	9.1.0
	Rel‑9
	Corrections to the RAN Information Management procedures
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100035
	29.060
	0748
	-
	9.1.0
	Rel‑9
	BCM violation in GGSN
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100086
	29.061
	0323
	2
	9.1.0
	Rel‑9
	P-CSCF health check methods
	approved
	C
	9.2.0
	eIMS_RP
	C3

	CP-100084
	29.061
	0324
	1
	9.1.0
	Rel‑9
	PDP type IPv4v6 handling via external Radius/Diameter AAA
	approved
	B
	9.2.0
	TEI9
	C3

	CP-100073
	29.061
	0325
	1
	8.4.0
	Rel‑8
	DNS reference update
	approved
	F
	8.5.0
	SAES-St3-intwk
	C3

	CP-100073
	29.061
	0326
	1
	9.1.0
	Rel‑9
	DNS reference update
	approved
	A
	9.2.0
	SAES-St3-intwk
	C3

	CP-100073
	29.061
	0327
	-
	8.4.0
	Rel‑8
	3GPP-RAT-Type correction
	approved
	F
	8.5.0
	SAES-St3-intwk
	C3

	CP-100073
	29.061
	0328
	-
	9.1.0
	Rel‑9
	3GPP-RAT-Type correction
	approved
	A
	9.2.0
	SAES-St3-intwk
	C3

	CP-100072
	29.061
	0329
	1
	7.11.0
	Rel‑7
	RAI AVP encoding
	approved
	F
	7.12.0
	MBMS
	C3

	CP-100072
	29.061
	0330
	1
	8.4.0
	Rel‑8
	RAI AVP encoding
	approved
	A
	8.5.0
	MBMS
	C3

	CP-100072
	29.061
	0331
	1
	9.1.0
	Rel‑9
	RAI AVP encoding
	approved
	A
	9.2.0
	MBMS
	C3

	CP-100029
	29.078
	0409
	1
	9.0.0
	Rel‑9
	User CSG Information for CAMEL
	approved
	F
	9.1.0
	TEI9
	C4

	CP-100029
	29.078
	0410
	1
	8.1.0
	Rel‑8
	User CSG Information for CAMEL
	approved
	F
	8.2.0
	TEI8
	C4

	CP-100036
	29.109
	0073
	2
	9.1.0
	Rel‑9
	GPL_U support in TS 29.109
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100036
	29.109
	0074
	-
	9.1.0
	Rel‑9
	Correction to WSDL schema of Zn/Zpn reference point 
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100126
	29.118
	0049
	2
	9.0.0
	Rel‑9
	MME Name octet length correction
	approved
	A
	9.1.0
	SAES-CSFB
	C1

	CP-100127
	29.118
	0050
	2
	9.0.0
	Rel‑9
	Alert MME Request/UE Activity Indication on S3 interface
	postponed
	A
	
	SAES-CSFB
	C1

	CP-100126
	29.118
	0051
	-
	8.4.0
	Rel‑8
	"Alignment term ""CSFB and SMS over SGs"" with TS23.401 (Part III)"
	approved
	F
	8.5.0
	SAES-CSFB
	C1

	CP-100126
	29.118
	0052
	-
	9.0.0
	Rel‑9
	"Alignment term ""CSFB and SMS over SGs"" with TS23.401 (Part III)"
	approved
	A
	9.1.0
	SAES-CSFB
	C1

	CP-100126
	29.118
	0053
	2
	9.0.0
	Rel‑9
	Modification of the paging procedure
	approved
	F
	9.1.0
	SAES-CSFB
	C1

	CP-100127
	29.118
	0054
	3
	8.4.0
	Rel‑8
	Alert MME Request/UE Activity Indication on S3 interface
	postponed
	F
	
	SAES-CSFB
	C1

	CP-100126
	29.118
	0055
	-
	8.4.0
	Rel‑8
	Clarification of paging procedure for SMS
	approved
	F
	8.5.0
	SAES-CSFB
	C1

	CP-100126
	29.118
	0056
	-
	9.0.0
	Rel‑9
	Clarification of paging procedure for SMS
	approved
	A
	9.1.0
	SAES-CSFB
	C1

	CP-100126
	29.118
	0057
	1
	8.4.0
	Rel‑8
	Paging for SMS on S3 and no paging retransmission in the MME
	approved
	F
	8.5.0
	SAES-CSFB
	C1

	CP-100126
	29.118
	0058
	1
	9.0.0
	Rel‑9
	Paging for SMS on S3 and no paging retransmission in the MME
	approved
	A
	9.1.0
	SAES-CSFB
	C1

	CP-100126
	29.118
	0059
	2
	8.4.0
	Rel‑8
	MME Name octet length correction
	approved
	F
	8.5.0
	SAES-CSFB
	C1

	CP-100089
	29.162
	0052
	4
	9.3.0
	Rel‑9
	Support of end-to-end IMS media plane security
	approved
	B
	9.4.0
	MEDIASEC_CORE
	C3

	CP-100071
	29.163
	0333
	1
	7.17.0
	Rel‑7
	Handling of SDP bandwidth attribute
	approved
	F
	7.18.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0334
	1
	8.9.0
	Rel‑8
	Handling of SDP bandwidth attribute
	approved
	A
	8.10.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0335
	1
	9.0.0
	Rel‑9
	Handling of SDP bandwidth attribute
	approved
	A
	9.1.0
	IMS-CCR-IWCS
	C3

	CP-100081
	29.163
	0336
	1
	8.9.0
	Rel‑8
	MCID Interworking
	approved
	F
	8.10.0
	IMS-CCR-IWCS
	C3

	CP-100081
	29.163
	0337
	1
	9.0.0
	Rel‑9
	MCID Interworking
	approved
	A
	9.1.0
	IMS-CCR-IWCS
	C3

	CP-100079
	29.163
	0338
	2
	8.9.0
	Rel‑8
	Interworking of RTCP and H.245 messages
	approved
	F
	8.10.0
	MTSI_eMHI
	C3

	CP-100079
	29.163
	0339
	2
	9.0.0
	Rel‑9
	Interworking of RTCP and H.245 messages
	approved
	A
	9.1.0
	MTSI_eMHI
	C3

	CP-100081
	29.163
	0341
	2
	8.9.0
	Rel‑8
	Correction of mapping between ISUP CSI and dai parameter
	approved
	F
	8.10.0
	IMS-CCR-IWCS
	C3

	CP-100081
	29.163
	0342
	1
	9.0.0
	Rel‑9
	Correction of mapping between ISUP CSI and dai parameter
	approved
	A
	9.1.0
	IMS-CCR-IWCS
	C3

	CP-100081
	29.163
	0343
	-
	8.9.0
	Rel‑8
	Duplicate table number
	approved
	F
	8.10.0
	IMS-CCR-IWCS
	C3

	CP-100081
	29.163
	0344
	-
	9.0.0
	Rel‑9
	Duplicate table number
	approved
	A
	9.1.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0345
	-
	7.17.0
	Rel‑7
	Corrections to Release Procedures
	approved
	F
	7.18.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0346
	-
	8.9.0
	Rel‑8
	Corrections to Release Procedures
	approved
	A
	8.10.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0347
	-
	9.0.0
	Rel‑9
	Corrections to Release Procedures
	approved
	A
	9.1.0
	IMS-CCR-IWCS
	C3

	CP-100081
	29.163
	0348
	-
	8.9.0
	Rel‑8
	Corrections to Release Procedures when MGCF supports PSTN XML body
	approved
	F
	8.10.0
	IMS-CCR-IWCS
	C3

	CP-100081
	29.163
	0349
	-
	9.0.0
	Rel‑9
	Corrections to Release Procedures when MGCF supports PSTN XML body
	approved
	A
	9.1.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0350
	-
	7.17.0
	Rel‑7
	Corrections to Table 6
	approved
	F
	7.18.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0351
	-
	8.9.0
	Rel‑8
	Corrections to Table 6
	approved
	A
	8.10.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0352
	-
	9.0.0
	Rel‑9
	Corrections to Table 6
	approved
	A
	9.1.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0353
	1
	7.17.0
	Rel‑7
	Corrections to through-connection procedures
	approved
	F
	7.18.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0354
	1
	8.9.0
	Rel‑8
	Corrections to through-connection procedures
	approved
	A
	8.10.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0355
	1
	9.0.0
	Rel‑9
	Corrections to through-connection procedures
	approved
	A
	9.1.0
	IMS-CCR-IWCS
	C3

	CP-100082
	29.163
	0356
	-
	8.9.0
	Rel‑8
	MONA alignments to H.324
	approved
	F
	8.10.0
	MIW-IMS
	C3

	CP-100082
	29.163
	0357
	-
	9.0.0
	Rel‑9
	MONA alignments to H.324
	approved
	A
	9.1.0
	MIW-IMS
	C3

	CP-100081
	29.163
	0358
	2
	8.9.0
	Rel‑8
	Clarification of CCBS/CCNR service interwork
	approved
	F
	8.10.0
	IMS-CCR-IWCS
	C3

	CP-100081
	29.163
	0359
	2
	9.0.0
	Rel‑9
	Clarification of CCBS/CCNR service interwork
	approved
	A
	9.1.0
	IMS-CCR-IWCS
	C3

	CP-100081
	29.163
	0360
	2
	8.9.0
	Rel‑8
	Correction of Alert-URN for call-waiting service
	approved
	F
	8.10.0
	IMS-CCR-IWCS
	C3

	CP-100081
	29.163
	0361
	2
	9.0.0
	Rel‑9
	Correction of Alert-URN for call-waiting service
	approved
	A
	9.1.0
	IMS-CCR-IWCS
	C3

	CP-100088
	29.163
	0362
	-
	9.0.0
	Rel‑9
	Interworking of SRVCC emergency calls, reference updated.
	approved
	F
	9.1.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-100071
	29.163
	0363
	-
	7.17.0
	Rel‑7
	Correction for Cause Mapping
	approved
	F
	7.18.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0364
	-
	8.9.0
	Rel‑8
	Correction for Cause Mapping
	approved
	A
	8.10.0
	IMS-CCR-IWCS
	C3

	CP-100071
	29.163
	0365
	-
	9.0.0
	Rel‑9
	Correction for Cause Mapping
	approved
	A
	9.1.0
	IMS-CCR-IWCS
	C3

	CP-100083
	29.163
	0366
	2
	9.0.0
	Rel‑9
	Global Text Telephony Interworking between IMS and Circuit Switched Networks
	approved
	F
	9.1.0
	TEI9
	C3

	CP-100077
	29.165
	0050
	2
	8.4.0
	Rel‑8
	Format of Request URI
	approved
	F
	8.5.0
	FBI2-IOPSI
	C3

	CP-100077
	29.165
	0051
	2
	9.1.0
	Rel‑9
	Format of Request URI
	approved
	A
	9.2.0
	FBI2-IOPSI
	C3

	CP-100077
	29.165
	0054
	2
	8.4.0
	Rel‑8
	MSC Server enhanced for ICS missing in architecture
	approved
	F
	8.5.0
	FBI2-IOPSI
	C3

	CP-100077
	29.165
	0055
	2
	9.1.0
	Rel‑9
	MSC Server enhanced for ICS missing in architecture
	approved
	A
	9.2.0
	FBI2-IOPSI
	C3

	CP-100087
	29.165
	0058
	-
	9.1.0
	Rel‑9
	AOC added to supplementary services
	approved
	B
	9.2.0
	II-NNI
	C3

	CP-100087
	29.165
	0059
	-
	9.1.0
	Rel‑9
	CPC and OLI IETF reference update
	approved
	F
	9.2.0
	II-NNI
	C3

	CP-100087
	29.165
	0060
	3
	9.1.0
	Rel‑9
	CPC and OLI and trust domain
	approved
	F
	9.2.0
	II-NNI
	C3

	CP-100087
	29.165
	0061
	1
	9.1.0
	Rel‑9
	Modifying CUG interactions
	approved
	F
	9.2.0
	II-NNI
	C3

	CP-100087
	29.165
	0062
	-
	9.1.0
	Rel‑9
	Correcting minor errors 
	approved
	F
	9.2.0
	II-NNI
	C3

	CP-100087
	29.165
	0063
	4
	9.1.0
	Rel‑9
	Updating Major Capability according to latest 24.229
	approved
	F
	9.2.0
	II-NNI
	C3

	CP-100087
	29.165
	0064
	1
	9.1.0
	Rel‑9
	Major Capabilities revision 2
	approved
	F
	9.2.0
	II-NNI
	C3

	CP-100087
	29.165
	0067
	1
	9.1.0
	Rel‑9
	table 6.2 update
	approved
	F
	9.2.0
	II-NNI
	C3

	CP-100087
	29.165
	0068
	1
	9.1.0
	Rel‑9
	Modification of OIP/OIR paragraph description (R9 29.165)
	approved
	F
	9.2.0
	II-NNI
	C3

	CP-100087
	29.165
	0071
	1
	9.1.0
	Rel‑9
	References numbers update (R9 29.165)
	approved
	D
	9.2.0
	II-NNI
	C3

	CP-100070
	29.212
	0399
	1
	7.11.0
	Rel‑7
	Usage reporting
	approved
	F
	7.12.0
	PCC
	C3

	CP-100070
	29.212
	0400
	1
	8.6.0
	Rel‑8
	Usage reporting
	approved
	A
	8.7.0
	PCC
	C3

	CP-100070
	29.212
	0401
	1
	9.1.0
	Rel‑9
	Usage reporting
	approved
	A
	9.2.0
	PCC
	C3

	CP-100074
	29.212
	0405
	1
	8.6.0
	Rel‑8
	PCC supporting IMS signalling bearer
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0406
	1
	9.1.0
	Rel‑9
	PCC supporting IMS signalling bearer
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0407
	1
	8.6.0
	Rel‑8
	Reporting the successful installation of PCC rules
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0408
	1
	9.1.0
	Rel‑9
	Reporting the successful installation of PCC rules (R9 29.212)
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0411
	2
	8.6.0
	Rel‑8
	PCC rule for the UE-initiated resource modification
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0412
	2
	9.1.0
	Rel‑9
	PCC rule for the UE-initiated resource modification
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0413
	1
	8.6.0
	Rel‑8
	TAI and ECGI location change event triggers
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0414
	1
	9.1.0
	Rel‑9
	TAI and ECGI location change event triggers
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100090
	29.212
	0415
	-
	9.1.0
	Rel‑9
	Providing monitoring key for IP-CAN session
	approved
	F
	9.2.0
	PCC-Enh
	C3

	CP-100090
	29.212
	0416
	2
	9.1.0
	Rel‑9
	Usage Monitoring Control
	approved
	F
	9.2.0
	PCC-Enh
	C3

	CP-100074
	29.212
	0417
	2
	8.6.0
	Rel‑8
	AVPs applicability for case 2a
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0418
	1
	9.1.0
	Rel‑9
	AVPs applicability for case 2a
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100076
	29.212
	0419
	1
	8.6.0
	Rel‑8
	QoS handling for 3GPP EPS with Gn/Gp SGSN
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100076
	29.212
	0420
	2
	9.1.0
	Rel‑9
	QoS handling for 3GPP EPS with Gn/Gp SGSN
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100076
	29.212
	0421
	1
	8.6.0
	Rel‑8
	Correction of Flow-Description AVP description
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100090
	29.212
	0422
	2
	9.1.0
	Rel‑9
	Bidirectional Service Data Flow filters
	approved
	B
	9.2.0
	PCC-Enh
	C3

	CP-100086
	29.212
	0424
	3
	9.1.0
	Rel‑9
	IMS Restoration procedure over Gx
	approved
	B
	9.2.0
	eIMS_RP
	C3

	CP-100080
	29.212
	0425
	1
	8.6.0
	Rel‑8
	BBERF interaction for time of the day procedures
	approved
	F
	8.7.0
	PCC
	C3

	CP-100080
	29.212
	0426
	1
	9.1.0
	Rel‑9
	BBERF interaction for time of the day procedures
	approved
	A
	9.2.0
	PCC
	C3

	CP-100074
	29.212
	0427
	-
	8.6.0
	Rel‑8
	Correcting the Gxx interface function
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0428
	-
	9.1.0
	Rel‑9
	Correcting the Gxx interface function
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0429
	1
	8.6.0
	Rel‑8
	Reporting the motility protocol tunnelling header
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0430
	1
	9.1.0
	Rel‑9
	Reporting the motility protocol tunnelling header
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100090
	29.212
	0433
	2
	9.1.0
	Rel‑9
	Correction to the Gateway control session to Gx session linking for MUPSAP
	approved
	F
	9.2.0
	PCC-Enh
	C3

	CP-100090
	29.212
	0434
	2
	9.1.0
	Rel‑9
	Limitation of usage of predefined PCC rules
	approved
	F
	9.2.0
	PCC-Enh
	C3

	CP-100090
	29.212
	0437
	2
	9.1.0
	Rel‑9
	Control of traffic mapping information generation
	approved
	F
	9.2.0
	PCC-Enh
	C3

	CP-100074
	29.212
	0438
	1
	8.6.0
	Rel‑8
	Removal of Editor's Note on IP-CAN type for Gn/Gp SGSN connected to PGW in 29.212 R8
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0439
	1
	9.1.0
	Rel‑9
	Removal of Editor's Note on IP-CAN type for Gn/Gp SGSN connected to PGW in 29.212 R9
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0440
	2
	8.6.0
	Rel‑8
	RAT-type value for eHRPD 29.212 R8
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0441
	2
	9.1.0
	Rel‑9
	RAT-type value for eHRPD 29.212 R9
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100090
	29.212
	0442
	1
	9.1.0
	Rel‑9
	Clarification on CSG clauses for PMIP Architecture in 29.212 R9
	approved
	F
	9.2.0
	PCC-Enh
	C3

	CP-100076
	29.212
	0443
	2
	8.6.0
	Rel‑8
	Supported-Feature feature bit definitions
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100076
	29.212
	0444
	2
	9.1.0
	Rel‑9
	Supported-Feature feature bit definitions
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100076
	29.212
	0445
	-
	8.6.0
	Rel‑8
	Removing Supported-Features in RAR and RAA
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100076
	29.212
	0446
	-
	9.1.0
	Rel‑9
	Removing Supported-Features in RAR and RAA
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0447
	-
	8.6.0
	Rel‑8
	Correcting Allocation-Retention-Priority AVP M bit setting
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100074
	29.212
	0448
	-
	9.1.0
	Rel‑9
	Correcting Allocation-Retention-Priority AVP M bit setting
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100075
	29.213
	0260
	-
	8.6.0
	Rel‑8
	PCEF-Initiated IP-CAN session modification flows
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100076
	29.213
	0261
	1
	8.6.0
	Rel‑8
	QoS derivation for 3GPP EPS with Gn/Gp SGSN
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100076
	29.213
	0262
	1
	9.1.0
	Rel‑9
	QoS derivation for 3GPP EPS with Gn/Gp SGSN
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100090
	29.213
	0263
	3
	9.1.0
	Rel‑9
	PCC Support for Closed Subscriber  Group (CSG) – PMIP Architecture
	approved
	F
	9.2.0
	PCC-Enh
	C3

	CP-100075
	29.213
	0264
	2
	8.6.0
	Rel‑8
	PCEF – OCS Interaction
	approved
	F
	8.7.0
	SAES-St3-PCC
	C3

	CP-100075
	29.213
	0265
	2
	9.1.0
	Rel‑9
	PCEF  OCS Interaction
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100090
	29.213
	0266
	1
	9.1.0
	Rel‑9
	Control of traffic mapping information generation
	approved
	F
	9.2.0
	PCC-Enh
	C3

	CP-100070
	29.214
	0135
	1
	7.9.0
	Rel‑7
	Correcting the reference of Annex 5
	approved
	F
	7.10.0
	PCC
	C3

	CP-100070
	29.214
	0136
	1
	8.7.0
	Rel‑8
	Correcting the reference of Annex 5
	approved
	A
	8.8.0
	PCC
	C3

	CP-100070
	29.214
	0137
	1
	9.2.0
	Rel‑9
	Correcting the reference of Annex 5
	approved
	A
	9.3.0
	PCC
	C3

	CP-100076
	29.214
	0138
	1
	8.7.0
	Rel‑8
	Correction of Flow-Description AVP description
	approved
	F
	8.8.0
	SAES-St3-PCC
	C3

	CP-100076
	29.214
	0139
	2
	9.2.0
	Rel‑9
	Correction of Flow-Description AVP description
	approved
	A
	9.3.0
	SAES-St3-PCC
	C3

	CP-100086
	29.214
	0140
	3
	9.2.0
	Rel‑9
	IMS Restoration procedure over Rx
	approved
	B
	9.3.0
	eIMS_RP
	C3

	CP-100070
	29.214
	0141
	1
	7.9.0
	Rel‑7
	Notification about RAT-type change
	approved
	F
	7.10.0
	PCC
	C3

	CP-100070
	29.214
	0142
	1
	8.7.0
	Rel‑8
	Notification about RAT-type change
	approved
	A
	8.8.0
	PCC
	C3

	CP-100070
	29.214
	0143
	1
	9.2.0
	Rel‑9
	Notification about RAT-type change
	approved
	A
	9.3.0
	PCC
	C3

	CP-100076
	29.214
	0144
	2
	8.7.0
	Rel‑8
	Supported-Feature feature bit definitions
	approved
	F
	8.8.0
	SAES-St3-PCC
	C3

	CP-100076
	29.214
	0145
	2
	9.2.0
	Rel‑9
	Supported-Feature feature bit definitions
	approved
	A
	9.3.0
	SAES-St3-PCC
	C3

	CP-100075
	29.215
	0075
	-
	8.4.0
	Rel‑8
	Correction of UNSUCCESSFUL-QOS-VALIDATION
	approved
	F
	8.5.0
	SAES-St3-PCC
	C3

	CP-100075
	29.215
	0076
	-
	9.1.0
	Rel‑9
	Correction of UNSUCCESSFUL-QOS-VALIDATION
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100075
	29.215
	0077
	-
	8.4.0
	Rel‑8
	Mapping of S9 subsession to Gx Gxx session
	approved
	F
	8.5.0
	SAES-St3-PCC
	C3

	CP-100075
	29.215
	0078
	-
	9.1.0
	Rel‑9
	Mapping of S9 subsession to Gx Gxx session
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100090
	29.215
	0079
	2
	9.1.0
	Rel‑9
	Correction to the session linking for MUPSAP in visited access
	approved
	F
	9.2.0
	PCC-Enh
	C3

	CP-100075
	29.215
	0080
	1
	8.4.0
	Rel‑8
	Revalidation Time in CCA and RAR Commands
	approved
	F
	8.5.0
	SAES-St3-PCC
	C3

	CP-100075
	29.215
	0081
	1
	9.1.0
	Rel‑9
	Revalidation Time in CCA and RAR Commands
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100090
	29.215
	0083
	1
	9.1.0
	Rel‑9
	Supported-Feature feature bit definitions
	approved
	A
	9.2.0
	PCC-Enh
	C3

	CP-100076
	29.215
	0084
	-
	8.4.0
	Rel‑8
	Removing Supported-Features in RAR and RAA
	approved
	F
	8.5.0
	SAES-St3-PCC
	C3

	CP-100076
	29.215
	0085
	-
	9.1.0
	Rel‑9
	Removing Supported-Features in RAR and RAA
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100075
	29.215
	0086
	-
	8.4.0
	Rel‑8
	Add 3GPP-MS-TimeZone AVP over S9 interface
	approved
	F
	8.5.0
	SAES-St3-PCC
	C3

	CP-100075
	29.215
	0087
	-
	9.1.0
	Rel‑9
	Add 3GPP-MS-TimeZone AVP over S9 interface
	approved
	A
	9.2.0
	SAES-St3-PCC
	C3

	CP-100030
	29.228
	0451
	2
	8.7.0
	Rel‑8
	Removal of wildcarded IMPU from UAA and MAR
	withdrawn
	F
	
	TEI8
	C4

	CP-100031
	29.228
	0453
	3
	8.7.0
	Rel‑8
	Wildcarded Public Identity
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100222
	29.228
	0453
	4
	8.7.0
	Rel‑8
	Wildcarded Identity
	withdrawn
	F
	
	TEI8
	C4

	CP-100033
	29.228
	0461
	1
	8.7.0
	Rel‑8
	Default IMPU
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100033
	29.228
	0462
	-
	9.0.0
	Rel‑9
	Default IMPU
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100030
	29.228
	0464
	-
	9.0.0
	Rel‑9
	Removal of wildcarded IMPU from UAA and MAR
	withdrawn
	A
	
	TEI8
	C4

	CP-100030
	29.228
	0465
	-
	8.7.0
	Rel‑8
	RTR for wildcarded public user identity
	withdrawn
	F
	
	TEI8
	C4

	CP-100030
	29.228
	0466
	-
	9.0.0
	Rel‑9
	RTR for wildcarded public user identity
	withdrawn
	A
	
	TEI8
	C4

	CP-100031
	29.228
	0468
	1
	9.0.0
	Rel‑9
	Wildcarded Public Identity
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100223
	29.228
	0468
	2
	9.0.0
	Rel‑9
	Wildcarded Identity
	withdrawn
	A
	
	TEI8
	C4

	CP-100033
	29.228
	0469
	1
	8.7.0
	Rel‑8
	Cx session priority handling
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100033
	29.228
	0470
	1
	9.0.0
	Rel‑9
	Cx session priority handling
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100030
	29.228
	0471
	1
	8.7.0
	Rel‑8
	Wildcarded Public User Identities handling
	withdrawn
	F
	
	TEI8
	C4

	CP-100030
	29.228
	0472
	1
	9.0.0
	Rel‑9
	Wildcarded Public User Identities handling
	withdrawn
	A
	
	TEI8
	C4

	CP-100033
	29.228
	0473
	1
	8.7.0
	Rel‑8
	User-Auth-Type not checked
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100033
	29.228
	0474
	1
	9.0.0
	Rel‑9
	User-Auth-Type not checked
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100033
	29.228
	0475
	1
	8.7.0
	Rel‑8
	GIBA is not allowed when auth. Scheme is Unknown
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100033
	29.228
	0476
	1
	9.0.0
	Rel‑9
	GIBA is not allowed when auth. Scheme is Unknown
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100042
	29.228
	0477
	2
	9.0.0
	Rel‑9
	Clarification on the use of User-Data-Already-Available
	approved
	F
	9.1.0
	TEI9
	C4

	CP-100015
	29.228
	0478
	-
	5.20.0
	Rel‑5
	Server Capabilities
	approved
	F
	5.21.0
	TEI5
	C4

	CP-100015
	29.228
	0479
	-
	6.15.0
	Rel‑6
	Server Capabilities
	approved
	A
	6.16.0
	TEI5
	C4

	CP-100015
	29.228
	0480
	-
	7.12.0
	Rel‑7
	Server Capabilities
	approved
	A
	7.13.0
	TEI5
	C4

	CP-100015
	29.228
	0481
	-
	8.7.0
	Rel‑8
	Server Capabilities
	approved
	A
	8.8.0
	TEI5
	C4

	CP-100015
	29.228
	0482
	-
	9.0.0
	Rel‑9
	Server Capabilities
	approved
	A
	9.1.0
	TEI5
	C4

	CP-100031
	29.229
	0186
	2
	8.8.0
	Rel‑8
	Wildcarded Public Identity
	approved
	F
	8.9.0
	TEI8
	C4

	CP-100224
	29.229
	0186
	3
	8.8.0
	Rel‑8
	Wildcarded Identity
	withdrawn
	F
	
	TEI8
	C4

	CP-100238
	29.229
	0186
	3
	8.8.0
	Rel‑8
	Wildcarded Public Identity
	approved
	F
	8.9.0
	TEI8
	C4

	CP-100030
	29.229
	0187
	2
	8.8.0
	Rel‑8
	Removal of wildcarded IMPU from UAA and MAR
	withdrawn
	F
	
	TEI8
	C4

	CP-100030
	29.229
	0193
	-
	9.0.0
	Rel‑9
	Removal of wildcarded IMPU from UAA and MAR
	withdrawn
	A
	
	TEI8
	C4

	CP-100031
	29.229
	0195
	-
	9.0.0
	Rel‑9
	Wildcarded Public Identity
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100224
	29.229
	0195
	1
	9.0.0
	Rel‑9
	Wildcarded Identity
	withdrawn
	A
	
	TEI8
	C4

	CP-100239
	29.229
	0195
	1
	9.0.0
	Rel‑9
	Wildcarded Public Identity
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100030
	29.229
	0198
	-
	8.8.0
	Rel‑8
	Wildcarded identities handling
	withdrawn
	F
	
	TEI8
	C4

	CP-100030
	29.229
	0199
	-
	9.0.0
	Rel‑9
	Wildcarded identities handling
	withdrawn
	A
	
	TEI8
	C4

	CP-100031
	29.230
	0157
	2
	8.8.0
	Rel‑8
	Wildcarded Public Identity
	approved
	F
	8.9.0
	TEI8
	C4

	CP-100226
	29.230
	0157
	3
	8.8.0
	Rel‑8
	Wildcarded Identity
	withdrawn
	F
	
	TEI8
	C4

	CP-100031
	29.230
	0158
	1
	9.1.0
	Rel‑9
	Wildcarded Public Identity
	approved
	A
	9.2.0
	TEI8
	C4

	CP-100227
	29.230
	0158
	2
	9.1.0
	Rel‑8
	Wildcarded Identity
	withdrawn
	A
	
	TEI8
	C4

	CP-100034
	29.230
	0168
	1
	9.1.0
	Rel‑9
	Correction on AVP code allocation reservation for TS 32.299 in Rel‑9
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100046
	29.230
	0169
	1
	9.1.0
	Rel‑9
	AVP code allocation for 29.172
	approved
	F
	9.2.0
	CP-LCS
	C4

	CP-100036
	29.230
	0172
	-
	9.1.0
	Rel‑9
	GPL_U support in TS 29.109
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100046
	29.230
	0173
	-
	9.1.0
	Rel‑9
	SLg Error codes
	approved
	B
	9.2.0
	CP-LCS
	C4

	CP-100048
	29.230
	0174
	1
	9.1.0
	Rel‑9
	AVPs in 29.272 for T-ADS support
	approved
	F
	9.2.0
	EHNB
	C4

	CP-100040
	29.230
	0175
	-
	9.1.0
	Rel‑9
	Error code for Unknown MME
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100041
	29.230
	0176
	2
	9.1.0
	Rel‑9
	AVP Codes Allocation for EPS Subscriber State and Location Information
	revised
	B
	
	TEI9
	C4

	CP-100205
	29.230
	0176
	2
	9.1.0
	Rel‑9
	EPS Subcsriber State and Location Information Request
	revised
	B
	
	TEI9
	C4

	CP-100236
	29.230
	0176
	4
	9.1.0
	Rel‑9
	EPS Subcsriber State and Location Information Request
	approved
	B
	9.2.0
	TEI9
	C4

	CP-100033
	29.230
	0179
	1
	8.8.0
	Rel‑8
	One time notification AVP allocation
	approved
	F
	8.9.0
	TEI8
	C4

	CP-100033
	29.230
	0180
	1
	9.1.0
	Rel‑9
	One time notification AVP allocation
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100046
	29.230
	0181
	-
	9.1.0
	Rel‑9
	Addition of the LCS-QoS-Class attribute value
	approved
	B
	9.2.0
	CP-LCS
	C4

	CP-100175
	29.230
	0182
	-
	9.1.0
	Rel‑9
	Introduction of the LCS-Capabilities-Sets AVP in SLh interface
	approved
	F
	9.2.0
	CP-LCS
	C4

	CP-100018
	29.231
	0021
	1
	8.3.0
	Rel‑8
	Non-INVITE transaction: handling according to RFC 4320
	approved
	F
	8.4.0
	SIP_Nc
	C4

	CP-100018
	29.231
	0022
	1
	9.0.0
	Rel‑9
	Non-INVITE transaction: handling according to RFC 4320
	approved
	A
	9.1.0
	SIP_Nc
	C4

	CP-100018
	29.231
	0023
	-
	8.3.0
	Rel‑8
	Support of response code 433 Anonimity Disallowed
	approved
	F
	8.4.0
	SIP_Nc
	C4

	CP-100018
	29.231
	0024
	-
	9.0.0
	Rel‑9
	Support of response code 433 Anonimity Disallowed
	approved
	A
	9.1.0
	SIP_Nc
	C4

	CP-100016
	29.234
	0147
	1
	8.2.0
	Rel‑8
	NAI decoration and realm-based routing clarifications
	approved
	A
	8.3.0
	WLAN
	C4

	CP-100016
	29.234
	0148
	-
	9.0.0
	Rel‑9
	NAI decoration and realm-based routing clarifications
	approved
	A
	9.1.0
	WLAN
	C4

	CP-100016
	29.234
	0149
	-
	6.14.0
	Rel‑6
	NAI decoration and realm-based routing clarifications
	approved
	F
	6.15.0
	WLAN
	C4

	CP-100016
	29.234
	0150
	-
	7.11.0
	Rel‑7
	NAI decoration and realm-based routing clarifications
	approved
	F
	7.12.0
	WLAN
	C4

	CP-100091
	29.235
	0071
	1
	9.3.0
	Rel‑9
	Abbreviations Tidy-Up
	approved
	A
	9.4.0
	SIP_Nc
	C3

	CP-100085
	29.235
	0072
	-
	9.3.0
	Rel‑9
	Use of IP Interface Type
	approved
	F
	9.4.0
	CS-IBCF
	C3

	CP-100083
	29.235
	0074
	1
	9.3.0
	Rel‑9
	Global Text Telephony Interworking between IMS and SIP-I on NC based CN
	approved
	F
	9.4.0
	TEI9
	C3

	CP-100084
	29.235
	0075
	1
	9.3.0
	Rel‑9
	Mn Procedures when interworking between IMS and SIP-I on NC based CN
	approved
	F
	9.4.0
	TEI9
	C3

	CP-100043
	29.238
	0006
	1
	9.0.0
	Rel‑9
	Correction to references
	approved
	F
	9.1.0
	CS-IBCF
	C4

	CP-100043
	29.238
	0007
	1
	9.0.0
	Rel‑9
	Correction to ServiceChange procedure
	approved
	F
	9.1.0
	CS-IBCF
	C4

	CP-100043
	29.238
	0008
	1
	9.0.0
	Rel‑9
	Termination Type Alignment
	approved
	F
	9.1.0
	CS-IBCF
	C4

	CP-100043
	29.238
	0009
	1
	9.0.0
	Rel‑9
	Error Code Additions
	approved
	F
	9.1.0
	CS-IBCF
	C4

	CP-100043
	29.238
	0010
	-
	9.0.0
	Rel‑9
	Returned SDP Properties
	approved
	F
	9.1.0
	CS-IBCF
	C4

	CP-100043
	29.238
	0011
	1
	9.0.0
	Rel‑9
	Package Usage
	approved
	F
	9.1.0
	CS-IBCF
	C4

	CP-100043
	29.238
	0012
	2
	9.0.0
	Rel‑9
	Call Related Procedures
	approved
	F
	9.1.0
	CS-IBCF
	C4

	CP-100043
	29.238
	0013
	1
	9.0.0
	Rel‑9
	Non-Call Related Procedures
	approved
	F
	9.1.0
	CS-IBCF
	C4

	CP-100043
	29.238
	0014
	1
	9.0.0
	Rel‑9
	Clean-up Proposals
	approved
	F
	9.1.0
	CS-IBCF
	C4

	CP-100043
	29.238
	0015
	-
	9.0.0
	Rel‑9
	Resolutionof Editors Notes
	approved
	F
	9.1.0
	CS-IBCF
	C4

	CP-100020
	29.272
	0180
	2
	8.5.0
	Rel‑8
	Correction to Purge UE Detailed Behaviour
	approved
	F
	8.6.0
	SAES
	C4

	CP-100020
	29.272
	0181
	2
	9.1.0
	Rel‑9
	Correction to Purge UE Detailed Behaviour
	approved
	A
	9.2.0
	SAES
	C4

	CP-100020
	29.272
	0209
	-
	8.5.0
	Rel‑8
	HPLMN ODB
	approved
	F
	8.6.0
	SAES
	C4

	CP-100020
	29.272
	0210
	-
	9.1.0
	Rel‑9
	HPLMN ODB
	approved
	A
	9.2.0
	SAES
	C4

	CP-100048
	29.272
	0211
	2
	9.1.0
	Rel‑9
	T-ADS Support over S6a/S6d
	approved
	F
	9.2.0
	EHNB
	C4

	CP-100020
	29.272
	0216
	-
	8.5.0
	Rel‑8
	Cancellation-Type clarifications
	approved
	F
	8.6.0
	SAES
	C4

	CP-100020
	29.272
	0217
	-
	9.1.0
	Rel‑9
	Cancellation-Type clarifications
	approved
	A
	9.2.0
	SAES
	C4

	CP-100020
	29.272
	0218
	1
	8.5.0
	Rel‑8
	IETF references update
	approved
	F
	8.6.0
	SAES
	C4

	CP-100020
	29.272
	0219
	1
	9.1.0
	Rel‑9
	IETF references update
	approved
	A
	9.2.0
	SAES
	C4

	CP-100020
	29.272
	0220
	-
	8.5.0
	Rel‑8
	29272 rel 8 Static PDN GW 
	approved
	F
	8.6.0
	SAES
	C4

	CP-100020
	29.272
	0221
	-
	9.1.0
	Rel‑9
	29272 rel 9 Static PDN GW 
	approved
	A
	9.2.0
	SAES
	C4

	CP-100046
	29.272
	0222
	1
	9.1.0
	Rel‑9
	V-GMLC Address in S6a
	approved
	B
	9.2.0
	CP-LCS
	C4

	CP-100020
	29.272
	0223
	1
	9.1.0
	Rel‑9
	UE Reachability
	approved
	A
	9.2.0
	SAES
	C4

	CP-100020
	29.272
	0226
	1
	8.5.0
	Rel‑8
	PLMN ID of PDN GW
	approved
	F
	8.6.0
	SAES
	C4

	CP-100020
	29.272
	0227
	-
	9.1.0
	Rel‑9
	PLMN ID of PDN GW
	approved
	A
	9.2.0
	SAES
	C4

	CP-100040
	29.272
	0228
	-
	9.1.0
	Rel‑9
	Context-Identifier in NOR
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100041
	29.272
	0230
	3
	9.1.0
	Rel‑9
	EPS Subscriber State and Location Information Request
	revised
	B
	
	TEI9
	C4

	CP-100202
	29.272
	0230
	3
	9.1.0
	Rel‑9
	EPS Subcsriber State and Location Information Request
	revised
	B
	
	TEI9
	C4

	CP-100235
	29.272
	0230
	5
	9.1.0
	Rel‑9
	EPS Subcsriber State and Location Information Request
	approved
	B
	9.2.0
	TEI9
	C4

	CP-100040
	29.272
	0233
	1
	9.1.0
	Rel‑9
	Reset to Combined MME/SGSN
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100040
	29.272
	0234
	1
	9.1.0
	Rel‑9
	NOR-Flags correction
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100020
	29.272
	0235
	2
	8.5.0
	Rel‑8
	Indication of LCS Capabilities support over S6a/S6d
	approved
	F
	8.6.0
	SAES
	C4

	CP-100020
	29.272
	0236
	2
	9.1.0
	Rel‑9
	Indication of LCS Capabilities support over S6a/S6d
	approved
	A
	9.2.0
	SAES
	C4

	CP-100020
	29.272
	0237
	1
	8.5.0
	Rel‑8
	Fix ambiguity on context id AVP
	approved
	F
	8.6.0
	SAES
	C4

	CP-100020
	29.272
	0238
	1
	9.1.0
	Rel‑9
	Fix ambiguity on context id AVP
	approved
	A
	9.2.0
	SAES
	C4

	CP-100020
	29.272
	0239
	-
	8.5.0
	Rel‑8
	UE Reachability
	approved
	F
	8.6.0
	SAES
	C4

	CP-100024
	29.273
	0162
	1
	8.4.0
	Rel‑8
	Correction in Subscription-ID
	approved
	F
	8.5.0
	SAES
	C4

	CP-100024
	29.273
	0163
	1
	9.1.0
	Rel‑9
	Correction in Subscription-ID
	approved
	A
	9.2.0
	SAES
	C4

	CP-100024
	29.273
	0164
	-
	8.4.0
	Rel‑8
	NAI decoration and realm-based routing clarifications
	approved
	F
	8.5.0
	SAES
	C4

	CP-100024
	29.273
	0165
	-
	9.1.0
	Rel‑9
	NAI decoration and realm-based routing clarifications
	approved
	A
	9.2.0
	SAES
	C4

	CP-100024
	29.273
	0166
	-
	8.4.0
	Rel‑8
	IETF references update
	approved
	F
	8.5.0
	SAES
	C4

	CP-100024
	29.273
	0167
	-
	9.1.0
	Rel‑9
	IETF references update
	approved
	A
	9.2.0
	SAES
	C4

	CP-100024
	29.273
	0168
	-
	8.4.0
	Rel‑8
	Permanent User Identity
	approved
	F
	8.5.0
	SAES
	C4

	CP-100024
	29.273
	0169
	-
	9.1.0
	Rel‑9
	Permanent User Identity
	approved
	A
	9.2.0
	SAES
	C4

	CP-100024
	29.273
	0170
	1
	8.4.0
	Rel‑8
	29273 Rel8 SWx Static PDN GW
	approved
	F
	8.5.0
	SAES
	C4

	CP-100024
	29.273
	0171
	1
	9.1.0
	Rel‑9
	29273 Rel9 SWx Static PDN GW
	approved
	A
	9.2.0
	SAES
	C4

	CP-100024
	29.273
	0172
	-
	8.4.0
	Rel‑8
	QoS AVP Codes
	approved
	F
	8.5.0
	SAES
	C4

	CP-100024
	29.273
	0173
	-
	9.1.0
	Rel‑9
	QoS AVP Codes
	approved
	A
	9.2.0
	SAES
	C4

	CP-100024
	29.273
	0174
	1
	8.4.0
	Rel‑8
	PLMN ID of PDN GW
	approved
	F
	8.5.0
	SAES
	C4

	CP-100024
	29.273
	0175
	-
	9.1.0
	Rel‑9
	PLMN ID of PDN GW
	approved
	A
	9.2.0
	SAES
	C4

	CP-100040
	29.273
	0176
	-
	9.1.0
	Rel‑9
	Context-Identifier in Registration Request
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100021
	29.274
	0492
	1
	8.4.0
	Rel‑8
	Essential clarification to MME executed TAU procedure
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0493
	1
	9.1.0
	Rel‑9
	Essential clarification to MME executed TAU procedure
	approved
	A
	9.2.0
	SAES
	C4

	CP-100022
	29.274
	0494
	5
	8.4.0
	Rel‑8
	Essential correction to the MM context IE type
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0495
	5
	9.1.0
	Rel‑9
	Essential correction to the MM context IE type
	approved
	A
	9.2.0
	SAES
	C4

	CP-100021
	29.274
	0496
	1
	8.4.0
	Rel‑8
	Resolving ambiguity for Target Identification IE coding
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0497
	1
	9.1.0
	Rel‑9
	Resolving ambiguity for Target Identification IE coding
	approved
	A
	9.2.0
	SAES
	C4

	CP-100021
	29.274
	0500
	1
	8.4.0
	Rel‑8
	Trace alignment with TS 32.422
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0503
	-
	8.4.0
	Rel‑8
	PCO
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0504
	-
	9.1.0
	Rel‑9
	PCO
	approved
	A
	9.2.0
	SAES
	C4

	CP-100021
	29.274
	0505
	1
	8.4.0
	Rel‑8
	RFSP index
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0506
	1
	9.1.0
	Rel‑9
	RFSP index
	approved
	A
	9.2.0
	SAES
	C4

	CP-100049
	29.274
	0508
	1
	9.1.0
	Rel‑9
	Include CSG ID and CSG Membership Indication in S3 and S10
	approved
	B
	9.2.0
	eHNB
	C4

	CP-100035
	29.274
	0510
	2
	9.1.0
	Rel‑9
	Location Change Reporting in EPS
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100019
	29.274
	0511
	-
	8.4.0
	Rel‑8
	The encoding of APN IE
	approved
	F
	8.5.0
	SAES
	C4

	CP-100019
	29.274
	0512
	-
	9.1.0
	Rel‑9
	The encoding of APN IE
	approved
	A
	9.2.0
	SAES
	C4

	CP-100021
	29.274
	0513
	1
	8.4.0
	Rel‑8
	Indirect Data Forwarding
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0514
	1
	9.1.0
	Rel‑9
	Indirect Data Forwarding
	approved
	A
	9.2.0
	SAES
	C4

	CP-100021
	29.274
	0515
	1
	8.4.0
	Rel‑8
	HSS/PGW initiated Bearer QoS Modification procedure
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0516
	1
	9.1.0
	Rel‑9
	HSS/PGW initiated Bearer QoS Modification procedure
	approved
	A
	9.2.0
	SAES
	C4

	CP-100022
	29.274
	0517
	1
	8.4.0
	Rel‑8
	APN IE description correction
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0518
	1
	9.1.0
	Rel‑9
	APN IE description correction
	approved
	A
	9.2.0
	SAES
	C4

	CP-100022
	29.274
	0519
	2
	8.4.0
	Rel‑8
	P-TMSI Signature
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0520
	2
	9.1.0
	Rel‑9
	P-TMSI Signature
	approved
	A
	9.2.0
	SAES
	C4

	CP-100035
	29.274
	0521
	1
	9.1.0
	Rel‑9
	Corrections to the RAN Information Management procedures
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100021
	29.274
	0522
	-
	8.4.0
	Rel‑8
	Source Identification for E-UTRAN to GERAN handover
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0523
	-
	9.1.0
	Rel‑9
	Source Identification for E-UTRAN to GERAN handover
	approved
	A
	9.2.0
	SAES
	C4

	CP-100049
	29.274
	0524
	1
	9.1.0
	Rel‑9
	Handovers to HeNB cells
	approved
	B
	9.2.0
	eHNB
	C4

	CP-100022
	29.274
	0530
	1
	9.1.0
	Rel‑9
	Granularity
	approved
	A
	9.2.0
	SAES
	C4

	CP-100022
	29.274
	0531
	1
	8.4.0
	Rel‑8
	Granularity
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0532
	2
	8.4.0
	Rel‑8
	Change Reporting Support Indicator
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0533
	2
	9.1.0
	Rel‑9
	Change Reporting Support Indicator
	approved
	A
	9.2.0
	SAES
	C4

	CP-100021
	29.274
	0534
	-
	8.4.0
	Rel‑8
	MM Context IE type correction
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0535
	-
	9.1.0
	Rel‑9
	MM Context IE type correction
	approved
	A
	9.2.0
	SAES
	C4

	CP-100027
	29.274
	0536
	2
	8.4.0
	Rel‑8
	Removal of TEIDs for PS voice bearer UP in Bearer Context for SRVCC
	approved
	F
	8.5.0
	SAES-SRVCC
	C4

	CP-100027
	29.274
	0537
	2
	9.1.0
	Rel‑9
	Removal of TEIDs for PS voice bearer UP in Bearer Context for SRVCC
	approved
	A
	9.2.0
	SAES-SRVCC
	C4

	CP-100021
	29.274
	0538
	-
	8.4.0
	Rel‑8
	Correction on the presence condition of Charging ID IE on S4
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0539
	-
	9.1.0
	Rel‑9
	Correction on the presence condition of Charging ID IE on S4
	approved
	A
	9.2.0
	SAES
	C4

	CP-100035
	29.274
	0541
	3
	9.1.0
	Rel‑9
	Suspend
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100035
	29.274
	0544
	4
	9.1.0
	Rel‑9
	Clarifying the bearers to be deactivated on the S5orS8 interface
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100022
	29.274
	0547
	1
	8.4.0
	Rel‑8
	Modify RAB Context Octet Sequence Number_R8
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0548
	1
	9.1.0
	Rel‑9
	Modify RAB Context Octet Sequence Number
	approved
	A
	9.2.0
	SAES
	C4

	CP-100022
	29.274
	0549
	1
	8.4.0
	Rel‑8
	"Revive the cause value ""User Authentication Failed"" in the Create Session Response"
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0550
	1
	9.1.0
	Rel‑9
	"Revive the cause value ""User Authentication Failed"" in the Create Session Response"
	approved
	A
	9.2.0
	SAES
	C4

	CP-100035
	29.274
	0554
	1
	9.1.0
	Rel‑9
	Fix PCO handling by defining it per bearer 
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100022
	29.274
	0555
	2
	8.4.0
	Rel‑8
	Fix PDN Connection Grouped Type
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0556
	2
	9.1.0
	Rel‑9
	Fix PDN Connection Grouped Type
	approved
	A
	9.2.0
	SAES
	C4

	CP-100022
	29.274
	0557
	2
	8.4.0
	Rel‑8
	Correction on the down link notification failure procedure
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0558
	2
	9.1.0
	Rel‑9
	Correction on the down link notification failure procedure
	approved
	A
	9.2.0
	SAES
	C4

	CP-100022
	29.274
	0564
	2
	8.4.0
	Rel‑8
	Correction of the presence condtion of IEs
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0565
	2
	9.1.0
	Rel‑9
	Correction of the presence condtion of IEs
	approved
	A
	9.2.0
	SAES
	C4

	CP-100021
	29.274
	0566
	1
	8.4.0
	Rel‑8
	Figure number, Information element and message usage
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0567
	1
	9.1.0
	Rel‑9
	Figure number, Information element and message usage
	approved
	A
	9.2.0
	SAES
	C4

	CP-100022
	29.274
	0568
	2
	8.4.0
	Rel‑8
	PFI IE
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0569
	2
	9.1.0
	Rel‑9
	PFI IE
	approved
	A
	9.2.0
	SAES
	C4

	CP-100022
	29.274
	0576
	2
	8.4.0
	Rel‑8
	Essential correction to the Create Bearer Request message
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0577
	2
	9.1.0
	Rel‑9
	Essential correction to the Create Bearer Request message
	approved
	A
	9.2.0
	SAES
	C4

	CP-100022
	29.274
	0580
	1
	8.4.0
	Rel‑8
	Essential correction to the F-TEID IE
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0581
	1
	9.1.0
	Rel‑9
	Essential correction to the F-TEID IE
	approved
	A
	9.2.0
	SAES
	C4

	CP-100022
	29.274
	0582
	3
	8.4.0
	Rel‑8
	Essential correction to Modify Bearer Request for non-3GPP to 3GPP handover
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0583
	2
	9.1.0
	Rel‑9
	Essential correction to Modify Bearer Request for non-3GPP to 3GPP handover
	approved
	A
	9.2.0
	SAES
	C4

	CP-100021
	29.274
	0584
	-
	8.4.0
	Rel‑8
	"Removal of unnecessary cause ""Unexpected Repeated IE"" "
	approved
	F
	8.5.0
	SAES
	C4

	CP-100021
	29.274
	0585
	-
	9.1.0
	Rel‑9
	"Removal of unnecessary cause ""Unexpected Repeated IE"" "
	approved
	A
	9.2.0
	SAES
	C4

	CP-100022
	29.274
	0586
	1
	8.4.0
	Rel‑8
	Removal of indirect uplink data forwarding from Inter RAT handovers
	approved
	F
	8.5.0
	SAES
	C4

	CP-100022
	29.274
	0587
	1
	9.1.0
	Rel‑9
	Removal of indirect uplink data forwarding from Inter RAT handovers
	approved
	A
	9.2.0
	SAES
	C4

	CP-100021
	29.274
	0591
	1
	9.1.0
	Rel‑9
	Trace alignment with TS 32.422
	approved
	A
	9.2.0
	SAES
	C4

	CP-100026
	29.275
	0156
	1
	8.5.0
	Rel‑8
	Correction of the UE-specific Error Indication
	approved
	F
	8.6.0
	SAES
	C4

	CP-100026
	29.275
	0157
	1
	9.0.0
	Rel‑9
	Correction of the UE-specific Error Indication
	approved
	A
	9.1.0
	SAES
	C4

	CP-100026
	29.275
	0158
	1
	8.5.0
	Rel‑8
	Bulk Binding Revocation Indication
	approved
	F
	8.6.0
	SAES
	C4

	CP-100026
	29.275
	0159
	1
	9.0.0
	Rel‑9
	Bulk Binding Revocation Indication
	approved
	A
	9.1.0
	SAES
	C4

	CP-100026
	29.275
	0160
	-
	8.5.0
	Rel‑8
	FQ-CSID option
	approved
	F
	8.6.0
	SAES
	C4

	CP-100026
	29.275
	0161
	-
	9.0.0
	Rel‑9
	FQ-CSID option
	approved
	A
	9.1.0
	SAES
	C4

	CP-100019
	29.276
	0037
	1
	8.4.0
	Rel‑8
	Reference for HRPD Sector ID
	approved
	F
	8.5.0
	SAES
	C4

	CP-100019
	29.276
	0038
	1
	9.1.0
	Rel‑9
	Reference for HRPD Sector ID
	approved
	A
	9.2.0
	SAES
	C4

	CP-100039
	29.276
	0039
	1
	9.1.0
	Rel‑9
	EUTRAN Round Trip Delay Estimation Info
	approved
	F
	9.2.0
	TEI9
	C4

	CP-100019
	29.276
	0040
	1
	8.4.0
	Rel‑8
	Correcting Cause values for S101
	approved
	F
	8.5.0
	SAES
	C4

	CP-100019
	29.276
	0041
	1
	9.1.0
	Rel‑9
	Correcting Cause values for S101
	approved
	A
	9.2.0
	SAES
	C4

	CP-100060
	29.277
	0013
	1
	9.0.0
	Rel‑9
	EUTRAN Round Trip Delay Estimation Info
	rejected
	F
	
	TEI9
	C4

	CP-100019
	29.277
	0016
	2
	9.0.0
	Rel‑9
	GCSNA Status
	approved
	F
	9.1.0
	SAES
	C4

	CP-100019
	29.277
	0018
	1
	8.4.0
	Rel‑8
	GCSNA Status
	approved
	F
	8.5.0
	SAES
	C4

	CP-100059
	29.277
	0019
	-
	9.0.0
	Rel‑9
	Removal of E-UTRAN Round Trip Delay Estimation Info
	approved
	F
	9.1.0
	TEI9
	C4

	CP-100027
	29.280
	0014
	-
	8.3.0
	Rel‑8
	TEID-C, IP Address and UDP Port handling on Sv interface
	approved
	F
	8.4.0
	SAES-SRVCC
	C4

	CP-100027
	29.280
	0015
	-
	9.1.0
	Rel‑9
	TEID-C, IP Address and UDP Port handling on Sv interface
	approved
	A
	9.2.0
	SAES-SRVCC
	C4

	CP-100047
	29.280
	0016
	-
	9.1.0
	Rel‑9
	IMSI IE presence corrections
	approved
	F
	9.2.0
	IMS_EMER_GPRS_EPS
	C4

	CP-100027
	29.280
	0017
	-
	8.3.0
	Rel‑8
	IE type value correction
	approved
	F
	8.4.0
	SAES-SRVCC
	C4

	CP-100027
	29.280
	0018
	-
	9.1.0
	Rel‑9
	IE type value correction
	approved
	A
	9.2.0
	SAES-SRVCC
	C4

	CP-100023
	29.281
	0026
	1
	8.4.0
	Rel‑8
	Sequence Number corrections
	approved
	F
	8.5.0
	SAES
	C4

	CP-100023
	29.281
	0027
	1
	9.1.0
	Rel‑9
	Sequence Number corrections
	approved
	A
	9.2.0
	SAES
	C4

	CP-100019
	29.303
	0023
	2
	8.3.0
	Rel‑8
	APN-FQDN construction
	approved
	F
	8.4.0
	SAES
	C4

	CP-100019
	29.303
	0024
	2
	9.0.0
	Rel‑9
	APN-FQDN construction
	approved
	A
	9.1.0
	SAES
	C4

	CP-100092
	29.311
	0002
	1
	9.0.0
	Rel‑10
	Miscellaneus correction and alignments
	approved
	F
	10.0.0
	CPM-SMS
	C3

	CP-100092
	29.311
	0006
	2
	9.0.0
	Rel‑10
	Modifications to the general sections
	approved
	B
	10.0.0
	CPM-SMS
	C3

	CP-100092
	29.311
	0013
	1
	9.0.0
	Rel‑10
	CPM-SMS interworking
	approved
	B
	10.0.0
	CPM-SMS
	C3

	CP-100033
	29.328
	0292
	1
	8.7.0
	Rel‑8
	Sh session priority handling
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100033
	29.328
	0293
	1
	9.0.0
	Rel‑9
	Sh session priority handling
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100033
	29.328
	0294
	1
	8.7.0
	Rel‑8
	UE reachability for IP-SM-GW handling
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100033
	29.328
	0295
	1
	9.0.0
	Rel‑9
	UE reachability for IP-SM-GW handling
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100048
	29.328
	0296
	2
	9.0.0
	Rel‑9
	Sh handling of T-ADS
	approved
	C
	9.1.0
	EHNB
	C4

	CP-100033
	29.328
	0299
	1
	8.7.0
	Rel‑8
	SMS Registration Information
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100033
	29.328
	0300
	1
	9.0.0
	Rel‑9
	SMS Registration Information
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100017
	29.328
	0301
	1
	7.11.0
	Rel‑7
	Correction of MSISDN as Access Key via Sh Interface
	approved
	F
	7.12.0
	TEI7
	C4

	CP-100017
	29.328
	0302
	1
	8.7.0
	Rel‑8
	Correction of MSISDN as Access Key via Sh Interface
	approved
	A
	8.8.0
	TEI7
	C4

	CP-100017
	29.328
	0303
	1
	9.0.0
	Rel‑9
	Correction of MSISDN as Access Key via Sh Interface
	approved
	A
	9.1.0
	TEI7
	C4

	CP-100029
	29.328
	0310
	1
	9.0.0
	Rel‑9
	User CSG Information
	approved
	F
	9.1.0
	TEI9
	C4

	CP-100041
	29.328
	0311
	3
	9.0.0
	Rel‑9
	EPS Subscriber State and Location Information Request
	revised
	B
	
	TEI9
	C4

	CP-100204
	29.328
	0311
	4
	9.0.0
	Rel‑9
	EPS Subcsriber State and Location Information Request
	revised
	B
	
	TEI9
	C4

	CP-100217
	29.328
	0311
	5
	9.0.0
	Rel‑9
	EPS Subcsriber State and Location Information Request
	approved
	B
	9.1.0
	TEI9
	C4

	CP-100029
	29.328
	0313
	1
	8.7.0
	Rel‑8
	User CSG Information
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100033
	29.329
	0142
	1
	8.5.0
	Rel‑8
	UE reachability for IP-SM-GW handling
	approved
	F
	8.6.0
	TEI8
	C4

	CP-100033
	29.329
	0143
	1
	9.0.0
	Rel‑9
	UE reachability for IP-SM-GW handling
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100048
	29.329
	0144
	1
	9.0.0
	Rel‑9
	Sh handling of T-ADS
	approved
	F
	9.1.0
	EHNB
	C4

	CP-100041
	29.329
	0148
	2
	9.0.0
	Rel‑9
	EPS Subscriber State and Location Information Request
	revised
	B
	
	TEI9
	C4

	CP-100206
	29.329
	0148
	3
	9.0.0
	Rel‑9
	EPS Subcsriber State and Location Information Request
	approved
	B
	9.1.0
	TEI9
	C4

	CP-100037
	29.332
	0150
	1
	9.0.0
	Rel‑9
	Global Text Telephony Interworking between IMS and Circuit Switched
	approved
	F
	9.1.0
	TEI9
	C4

	CP-100028
	29.332
	0151
	-
	8.7.0
	Rel‑8
	MONA H.248 package update
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100028
	29.332
	0152
	-
	9.0.0
	Rel‑9
	MONA H.248 package update
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100028
	29.332
	0153
	1
	8.7.0
	Rel‑8
	ASN.1 encoding of RTCP Feedback Message package
	approved
	F
	8.8.0
	TEI8
	C4

	CP-100028
	29.332
	0154
	1
	9.0.0
	Rel‑9
	ASN.1 encoding of RTCP Feedback Message package
	approved
	A
	9.1.0
	TEI8
	C4

	CP-100037
	29.332
	0155
	1
	9.0.0
	Rel‑9
	Resolution of External TISPAN Referencing
	approved
	F
	9.1.0
	TEI9
	C4

	CP-100028
	29.332
	0156
	-
	8.7.0
	Rel‑8
	MONA Alignments to H.324
	approved
	F
	8.8.0
	MIW-IMS
	C4

	CP-100028
	29.332
	0157
	-
	9.0.0
	Rel‑9
	MONA Alignments to H.324
	approved
	A
	9.1.0
	MIW-IMS
	C4

	CP-100050
	29.334
	0001
	1
	9.0.0
	Rel‑9
	IMS media plane security stage 3
	approved
	B
	9.1.0
	MEDIASEC_CORE
	C4

	CP-100044
	29.334
	0002
	1
	9.0.0
	Rel‑9
	Non-call Related Procedures Naming update
	approved
	F
	9.1.0
	IMS_AGCF
	C4

	CP-100044
	29.334
	0006
	1
	9.0.0
	Rel‑9
	Correction to table notes and references
	approved
	F
	9.1.0
	IMS_AGCF
	C4

	CP-100044
	29.334
	0007
	1
	9.0.0
	Rel‑9
	Termination Type Alignment
	approved
	F
	9.1.0
	IMS_AGCF
	C4

	CP-100044
	29.334
	0008
	-
	9.0.0
	Rel‑9
	Returned SDP Properties
	approved
	F
	9.1.0
	IMS_AGCF
	C4

	CP-100044
	29.334
	0009
	1
	9.0.0
	Rel‑9
	Manipulating and Auditing Context Attributes
	approved
	F
	9.1.0
	IMS_AGCF
	C4

	CP-100044
	29.334
	0010
	1
	9.0.0
	Rel‑9
	Inactivity Timeout
	approved
	F
	9.1.0
	IMS_AGCF
	C4

	CP-100044
	29.334
	0011
	1
	9.0.0
	Rel‑9
	Clean-up Proposals
	approved
	F
	9.1.0
	IMS_AGCF
	C4

	CP-100078
	29.412
	0001
	-
	8.0.0
	Rel‑8
	Applicability of Rel‑8 version of TS 29.412
	approved
	F
	8.1.0
	MAINT_R2
	C3

	CP-100181
	31.102
	0231
	2
	7.15.0
	Rel‑7
	ETSI SCP references correction
	approved
	F
	7.16.0
	TEI7
	C6

	CP-100181
	31.102
	0232
	1
	8.8.0
	Rel‑8
	ETSI SCP references correction
	approved
	A
	8.9.0
	TEI7
	C6

	CP-100181
	31.102
	0233
	1
	9.1.0
	Rel‑9
	ETSI SCP references correction
	approved
	A
	9.2.0
	TEI7
	C6

	CP-100187
	31.102
	0429
	-
	9.1.0
	Rel‑9
	Correction to EF_ACSGL access condition
	approved
	F
	9.2.0
	TEI9
	C6

	CP-100187
	31.102
	0431
	-
	9.1.0
	Rel‑9
	Correction to informative Annex D
	approved
	F
	9.2.0
	TEI9
	C6

	CP-100188
	31.102
	0432
	-
	9.1.0
	Rel‑9
	Introduction of Indicator for Inhibition of Allowed CSG List  
	approved
	B
	9.2.0
	EHNB-CT6
	C6

	CP-100189
	31.102
	0433
	-
	9.1.0
	Rel‑9
	Introduction of ICE (In Case of Emergency) graphics files
	approved
	B
	9.2.0
	ICE_GRAPHICS
	C6

	CP-100186
	31.111
	0235
	-
	9.0.0
	Rel‑9
	Correct implementation of CR 0227
	approved
	F
	9.1.0
	TEI9
	C6

	CP-100186
	31.111
	0236
	-
	9.0.0
	Rel‑9
	"Correction of erroneous use of the ""H(e)NB"" term"
	approved
	F
	9.1.0
	TEI9
	C6

	CP-100194
	31.121
	0136
	-
	8.3.0
	Rel‑8
	TS 31.121, Rel‑8 content replacement by reference to TS 31.121, Rel‑9
	approved
	F
	8.4.0
	TEI8
	C6

	CP-100193
	31.121
	0137
	-
	9.0.0
	Rel‑9
	Introduction of Rel‑9 applicability and applicability table corrections
	approved
	F
	9.1.0
	SAES-USIM_LTE-Test
	C6

	CP-100195
	31.121
	0139
	1
	9.0.0
	Rel‑9
	Editorial modifications about missing clause numbers
	approved
	D
	9.1.0
	TEI9
	C6

	CP-100179
	31.124
	0068
	-
	9.0.0
	Rel‑9
	Correction of applicability for 'no alpha identifier presented' sequences
	approved
	F
	9.1.0
	TEI4
	C6

	CP-100179
	31.124
	0069
	-
	9.0.0
	Rel‑9
	Essential correction to the condition table
	approved
	F
	9.1.0
	TEI4
	C6

	CP-100192
	31.124
	0189
	1
	9.0.0
	Rel‑9
	Introduction of BIP tests for E-UTRAN
	approved
	B
	9.1.0
	SAES-USIM_LTE-Test
	C6

	CP-100192
	31.124
	0190
	1
	9.0.0
	Rel‑9
	Introduction of Network Rejection Event test
	approved
	B
	9.1.0
	SAES-USIM_LTE-Test
	C6

	CP-100192
	31.124
	0191
	1
	9.0.0
	Rel‑9
	Introduction of Provide Local Information tests for E-UTRAN
	approved
	B
	9.1.0
	SAES-USIM_LTE-Test
	C6

	CP-100192
	31.124
	0192
	1
	9.0.0
	Rel‑9
	Introduction of Event Download – Location Status tests for E-UTRAN
	approved
	B
	9.1.0
	SAES-USIM_LTE-Test
	C6

	CP-100190
	31.124
	0193
	1
	8.4.0
	Rel‑8
	TS 31.124, Rel‑8 content replacement by reference to TS 31.124, Rel‑9
	approved
	F
	8.5.0
	TEI8
	C6

	CP-100191
	31.124
	0194
	-
	9.0.0
	Rel‑9
	Introduction of Rel‑9 test case applicability
	approved
	F
	9.1.0
	TEI9
	C6

	CP-100179
	31.124
	0195
	1
	9.0.0
	Rel‑9
	Correction of typo error
	approved
	A
	9.1.0
	TEI4
	C6

	CP-100191
	31.124
	0196
	2
	9.0.0
	Rel‑9
	Dual Open Channel tests in TCP mode
	approved
	B
	9.1.0
	TEI9
	C6

	CP-100191
	31.124
	0197
	1
	9.0.0
	Rel‑9
	Open Channel tests for TCP mode and Default Bearer
	approved
	B
	9.1.0
	TEI9
	C6

	CP-100191
	31.124
	0198
	1
	9.0.0
	Rel‑9
	Correction of optional features table
	approved
	F
	9.1.0
	TEI9
	C6

	CP-100185
	31.130
	0047
	1
	9.0.0
	Rel‑9
	Addition of missing constant values
	approved
	F
	9.1.0
	TEI9
	C6

	CP-100198
	31.130
	0048
	2
	9.0.0
	Rel‑9
	Supporting operator controlled CSG list for H(e)NB
	approved
	F
	9.1.0
	EHNB-CT6
	C6

	CP-100184
	31.130
	0048
	2
	9.0.0
	Rel‑9
	Supporting the operator controlled CSG list for H(e)NB
	revised
	F
	
	EHNB-CT6
	C6

	CP-100198
	31.130
	0049
	2
	9.0.0
	Rel‑9
	Support of CSG cell discovery and CSG selection event
	approved
	F
	9.1.0
	TEI9
	C6

	CP-100184
	31.130
	0049
	2
	9.0.0
	Rel‑9
	Support of CSG cell discovery and CSG selection event
	revised
	F
	
	TEI9
	C6

	CP-100180
	31.213
	0003
	2
	7.1.0
	Rel‑7
	Reference update and cleanup on 31.213
	approved
	F
	7.2.0
	TEI7
	C6

	CP-100180
	31.213
	0004
	1
	8.0.0
	Rel‑8
	Reference update and cleanup on 31.213
	approved
	A
	8.1.0
	TEI7
	C6

	CP-100180
	31.213
	0005
	1
	9.0.0
	Rel‑9
	Reference update and cleanup on 31.213
	approved
	A
	9.1.0
	TEI7
	C6

	CP-100182
	31.213
	0006
	1
	8.0.0
	Rel‑8
	Addition of Rel‑7 tests
	approved
	A
	8.1.0
	USIM_API_test
	C6

	CP-100182
	31.213
	0007
	1
	9.0.0
	Rel‑9
	Addition of Rel‑7 tests
	approved
	A
	9.1.0
	USIM_API_test
	C6

	CP-100182
	31.213
	0008
	-
	7.1.0
	Rel‑7
	Addition of Rel‑7 tests
	approved
	F
	7.2.0
	USIM_API_test
	C6

	CP-100183
	31.220
	0002
	1
	8.1.0
	Rel‑8
	Correction to wrong reference pointer and clarification
	approved
	F
	8.2.0
	TEI8
	C6

	CP-100183
	31.220
	0003
	-
	9.0.0
	Rel‑9
	Correction to wrong reference pointer and clarification
	approved
	A
	9.1.0
	TEI8
	C6

	SP-100035
	32.101
	0042
	-
	9.0.0
	Rel‑9
	Add missing features and descriptions of Service Oriented Architecture (SOA) in the context of Integration Reference Point (IRP)
	approved
	B
	9.1.0
	OAM9
	S5

	SP-100034
	32.101
	0043
	-
	8.4.0
	Rel‑8
	Correction of 3GPP management application layer protocols
	approved
	F
	8.5.0
	OAM8-NIM
	S5

	SP-100035
	32.101
	0044
	-
	9.0.0
	Rel‑9
	Correction of 3GPP management application layer protocols
	approved
	F
	9.1.0
	OAM9-NIM
	S5

	SP-100035
	32.101
	0045
	-
	9.0.0
	Rel‑9
	Addition of SOA supporting SS Definitions
	approved
	B
	9.1.0
	OAM9-NIM
	S5

	SP-100035
	32.111-2
	0062
	-
	9.0.0
	Rel‑9
	Correct the description of the alarm list rebuilt handling capabilities.  Align spec to follow recommendations of latest Repertoire and Templates.
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100034
	32.125
	0001
	-
	8.0.0
	Rel‑8
	Add XML definitions structure diagram of Advance Alarm Management IRP IOC
	approved
	F
	8.1.0
	OAM8
	S5

	SP-100034
	32.125
	0002
	-
	9.0.0
	Rel‑9
	Add XML definitions structure diagram of Advance Alarm Management IRP IOC
	approved
	A
	9.1.0
	OAM8
	S5

	SP-100035
	32.150
	0015
	-
	9.0.0
	Rel‑9
	Introduce the use of ProxyClass Any to represent parent and child relation property of IOC
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100035
	32.151
	0017
	-
	9.2.0
	Rel‑9
	Clarify support qualifier usage in Notification Table in 32.151
	approved
	F
	9.3.0
	OAM9
	S5

	SP-100036
	32.151
	0019
	-
	9.0.0
	Rel‑10
	Correct the pseudo clause numbering
	approved
	F
	10.0.0
	OAM10
	S5

	SP-100036
	32.151
	0081
	-
	9.2.0
	Rel‑10
	Clarify Attribute constraints
	approved
	C
	10.0.0
	OAM10
	S5

	SP-100035
	32.152
	0015
	-
	9.1.0
	Rel‑9
	Clarify class support of notification re 32.152
	approved
	F
	9.2.0
	OAM9
	S5

	SP-100036
	32.154
	0001
	-
	9.0.0
	Rel‑10
	Introduction of SOAP SS
	approved
	C
	10.0.0
	OAM10
	S5

	SP-100035
	32.172
	0014
	-
	9.0.0
	Rel‑9
	Aligning SuM with the agreed methodology for attribute name in release 9
	approved
	F
	9.1.0
	OAM9-SuM
	S5

	SP-100035
	32.172
	0015
	-
	9.0.0
	Rel‑9
	The splitting of naming and containment
	approved
	C
	9.1.0
	OAM9-SuM
	S5

	SP-100035
	32.172
	0016
	-
	9.0.0
	Rel‑9
	Adding missing IMS related parameters
	approved
	F
	9.1.0
	OAM9-SuM
	S5

	SP-100035
	32.172
	0017
	-
	9.0.0
	Rel‑9
	Removing Visibility column in SuM IS
	approved
	F
	9.1.0
	OAM9-SuM
	S5

	SP-100035
	32.172
	0018
	-
	9.0.0
	Rel‑9
	Remove misleading text
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100035
	32.172
	0019
	-
	9.0.0
	Rel‑9
	Correcting CS Service Profile parameters
	approved
	F
	9.1.0
	OAM9-SuM
	S5

	SP-100035
	32.172
	0020
	-
	9.0.0
	Rel‑9
	Introducing new IOCs for common data and user identity parameters
	approved
	C
	9.1.0
	OAM9-SuM
	S5

	SP-100035
	32.175
	0006
	-
	9.0.0
	Rel‑9
	Aligning SuM with the agreed rule for attribute naming in release 9
	approved
	F
	9.1.0
	OAM9-SuM
	S5

	SP-100035
	32.175
	0007
	-
	9.0.0
	Rel‑9
	Aligning with the IS - The splitting of naming and containment
	approved
	C
	9.1.0
	OAM9-SuM
	S5

	SP-100035
	32.175
	0008
	-
	9.0.0
	Rel‑9
	Aligning with the IS - Adding missing IMS related parameters
	approved
	F
	9.1.0
	OAM9-SuM
	S5

	SP-100035
	32.175
	0009
	-
	9.0.0
	Rel‑9
	Aligning with the IS - Correcting CS related parameters
	approved
	F
	9.1.0
	OAM9-SuM
	S5

	SP-100035
	32.175
	0010
	-
	9.0.0
	Rel‑9
	Aligning with the SuM NRM IRP IS - Introducing new IOCs for common data and user identity parameters
	approved
	C
	9.1.0
	OAM9-SuM
	S5

	SP-100040
	32.250
	0015
	-
	8.1.0
	Rel‑8
	Correction on System Type parameter
	approved
	F
	8.2.0
	CH8
	S5

	SP-100040
	32.250
	0016
	-
	9.0.0
	Rel‑9
	Correction on System Type parameter
	approved
	A
	9.1.0
	CH8
	S5

	SP-100039
	32.251
	0129
	-
	7.6.0
	Rel‑7
	Correction to PS Online Charging service context- Alignment with TS 32.299
	approved
	F
	7.7.0
	CH7
	S5

	SP-100039
	32.251
	0130
	-
	8.8.0
	Rel‑8
	Correction to PS Online Charging service context - Alignment with TS 32.299
	approved
	A
	8.9.0
	CH7
	S5

	SP-100039
	32.251
	0131
	-
	9.2.0
	Rel‑9
	Correction to PS Online Charging service context - Alignment with TS 32.299
	approved
	A
	9.3.0
	CH7
	S5

	SP-100040
	32.251
	0132
	-
	8.8.0
	Rel‑8
	Correction for ôCharging Characteristics Selection Modeö parameter for Rf
	approved
	F
	8.9.0
	CH8
	S5

	SP-100040
	32.251
	0133
	-
	9.2.0
	Rel‑9
	Correction for ôCharging Characteristics Selection Modeö parameter for Rf
	approved
	A
	9.3.0
	CH8
	S5

	SP-100040
	32.251
	0134
	-
	8.8.0
	Rel‑8
	"Clarify ""Change Conditionö settings in PS-information for offline Charging"
	approved
	F
	8.9.0
	CH8
	S5

	SP-100040
	32.251
	0136
	-
	9.2.0
	Rel‑9
	"Clarify ""Change Conditionö settings in PS-information for offline Charging"
	approved
	A
	9.3.0
	CH8
	S5

	SP-100041
	32.251
	0136
	-
	9.2.0
	Rel‑9
	PLMN and RAT Change removed as conditions for ôList of Service Dataö
	approved
	F
	9.3.0
	CH9
	S5

	SP-100040
	32.251
	0137
	-
	8.8.0
	Rel‑8
	Removal of EditorÆs Note
	approved
	F
	8.9.0
	CH8
	S5

	SP-100040
	32.251
	0138
	-
	8.8.0
	Rel‑8
	Correction for offline Charging from PGW for 3GPP2 User location
	approved
	F
	8.9.0
	CH8
	S5

	SP-100040
	32.251
	0139
	-
	9.2.0
	Rel‑9
	Correction for offline Charging from PGW for 3GPP2 User location
	approved
	A
	9.3.0
	CH8
	S5

	SP-100043
	32.251
	0140
	-
	9.2.0
	Rel‑10
	Add definitions, abbreviations and requirements for SIPTO charging to TS 32.251
	approved
	B
	10.0.0
	LIPA_SIPTO-CH
	S5

	SP-100042
	32.251
	0141
	-
	9.2.0
	Rel‑10
	Add Originating Address in S-SMT-CDR
	approved
	B
	10.0.0
	CH10
	S5

	SP-100039
	32.260
	0082
	-
	8.9.0
	Rel‑8
	Correction on MRFC Charging Data Record - Alignment with TS 32.298
	approved
	A
	8.10.0
	CH7
	S5

	SP-100039
	32.260
	0083
	-
	9.2.0
	Rel‑9
	Correction on MRFC Charging Data Record - Alignment with TS 32.298
	approved
	A
	9.3.0
	CH7
	S5

	SP-100039
	32.260
	0084
	-
	7.6.0
	Rel‑7
	Correction on MRFC Charging Data Record - Alignment with TS 32.298
	approved
	F
	7.7.0
	CH7
	S5

	SP-100040
	32.260
	0085
	-
	8.9.0
	Rel‑8
	Correction of Role of Node charging parameter description
	approved
	F
	8.10.0
	CH8
	S5

	SP-100040
	32.260
	0086
	-
	9.2.0
	Rel‑9
	Correction of Role of Node charging parameter description
	approved
	A
	9.3.0
	CH8
	S5

	SP-100040
	32.260
	0087
	-
	8.9.0
	Rel‑8
	Correction of THIG functionality entity alignment with TS 24.229
	approved
	F
	8.10.0
	CH8
	S5

	SP-100040
	32.260
	0088
	-
	9.2.0
	Rel‑9
	Correction of THIG functionality entity alignment with TS 24.229
	approved
	A
	9.3.0
	CH8
	S5

	SP-100040
	32.260
	0089
	-
	8.9.0
	Rel‑8
	Correction on Data integrity in IMS Charging
	approved
	F
	8.10.0
	CH8
	S5

	SP-100040
	32.260
	0090
	-
	9.2.0
	Rel‑9
	Data integrity of charging information forwarded to charging domain
	approved
	A
	9.3.0
	CH8
	S5

	SP-100041
	32.260
	0091
	-
	9.2.0
	Rel‑9
	Correction on Session Id for AS acting as B2BUA
	approved
	F
	9.3.0
	CH9
	S5

	SP-100041
	32.260
	0092
	-
	9.2.0
	Rel‑9
	Correction on SDP handling in IMS Charging
	approved
	F
	9.3.0
	CH9
	S5

	SP-100044
	32.260
	0093
	-
	9.2.0
	Rel‑9
	Add message flow for support of RTTI in SIP INFO
	approved
	B
	9.3.0
	IMSTSS-RTTI-CH
	S5

	SP-100044
	32.275
	0026
	-
	9.2.0
	Rel‑9
	Add ôExplicit Communication Transfer (ECT)ö MMTel supplementary service Online Charging scenario
	approved
	B
	9.3.0
	eMMTel-SS-CH
	S5

	SP-100040
	32.275
	0027
	-
	8.2.0
	Rel‑8
	Correction on MMTel CDR  description for Early SDP - Alignment with TS 32.260
	approved
	F
	8.3.0
	CH8
	S5

	SP-100040
	32.275
	0028
	-
	9.2.0
	Rel‑9
	Correction on MMTel CDR  description for Ealy SDP - Alignment with TS 32.260
	approved
	A
	9.3.0
	CH8
	S5

	SP-100040
	32.275
	0029
	-
	8.2.0
	Rel‑8
	Correction in MMTel Charging for session priority - Alignment with TS 32.260
	approved
	F
	8.3.0
	CH8
	S5

	SP-100040
	32.275
	0030
	-
	9.2.0
	Rel‑9
	Correction in MMTel Charging for session priority - Alignment with TS 32.260
	approved
	A
	9.3.0
	CH8
	S5

	SP-100044
	32.275
	0031
	-
	9.2.0
	Rel‑9
	Add ôPersonal Network managementö MMTel supplementary service charging description.
	approved
	B
	9.3.0
	eMMTel-SS-CH
	S5

	SP-100044
	32.275
	0032
	-
	9.2.0
	Rel‑9
	Add ôCustomized Ringing Signal (CRS)ö MMTel supplementary service charging description
	approved
	B
	9.3.0
	eMMTel-SS-CH
	S5

	SP-100044
	32.275
	0033
	-
	9.2.0
	Rel‑9
	Add ôReverse Chargingö MMTel supplementary service Charging not supported
	approved
	B
	9.3.0
	eMMTel-SS-CH
	S5

	SP-100044
	32.275
	0034
	-
	9.2.0
	Rel‑9
	Completion for Supported values setting for MMTel Information - Online Charging
	approved
	B
	9.3.0
	eMMTel-SS-CH
	S5

	SP-100042
	32.296
	0011
	-
	9.1.0
	Rel‑10
	Modify Scenario Descriptions
	approved
	D
	10.0.0
	CH10
	S5

	SP-100040
	32.298
	00142
	-
	8.7.0
	Rel‑8
	Correction in MMTel Charging for session priority - Alignment with TS 32.260
	approved
	F
	8.8.0
	CH8
	S5

	SP-100040
	32.298
	0135
	-
	8.7.0
	Rel‑8
	Correction of the Role of Node charging parameter definition
	approved
	F
	8.8.0
	CH8
	S5

	SP-100040
	32.298
	0136
	-
	9.2.0
	Rel‑9
	Correction of the Role of Node charging parameter definition
	approved
	A
	9.3.0
	CH8
	S5

	SP-100041
	32.298
	0137
	-
	9.2.0
	Rel‑9
	Old/New location description for Location update VLR record - Alignment with TS 32.250.
	approved
	F
	9.3.0
	CH9
	S5

	SP-100041
	32.298
	0138
	-
	9.2.0
	Rel‑9
	Correction on Session Id for AS acting as B2BUA
	approved
	F
	9.3.0
	CH9
	S5

	SP-100040
	32.298
	0139
	-
	8.7.0
	Rel‑8
	Correction for offline Charging from PGW - 3GPP2 User location
	approved
	F
	8.8.0
	CH8
	S5

	SP-100040
	32.298
	0140
	-
	8.7.0
	Rel‑8
	Correction on MMTel CDR  description for Early SDP- Alignment with TS 32.260
	approved
	F
	8.8.0
	CH8
	S5

	SP-100040
	32.298
	0141
	-
	9.2.0
	Rel‑9
	Correction on MMTel CDR  description for Early SDP- Alignment with TS 32.260
	approved
	A
	9.3.0
	CH8
	S5

	SP-100040
	32.298
	0143
	-
	9.2.0
	Rel‑9
	Correction in MMTel Charging for session priority - Alignment with TS 32.260
	approved
	A
	9.3.0
	CH8
	S5

	SP-100041
	32.298
	0144
	-
	9.2.0
	Rel‑9
	Correction on SDP handling in IMS Charging
	approved
	F
	9.3.0
	CH9
	S5

	SP-100044
	32.298
	0145
	-
	9.2.0
	Rel‑9
	Add ôPersonal Network managementö MMTel supplementary service charging description
	approved
	B
	9.3.0
	eMMTel-SS-CH
	S5

	SP-100044
	32.298
	0146
	-
	9.2.0
	Rel‑9
	Add ôCustomized Ringing Signal (CRS)ö MMTel supplementary service charging description
	approved
	B
	9.3.0
	eMMTel-SS-CH
	S5

	SP-100040
	32.298
	0147
	-
	9.2.0
	Rel‑9
	Correction for offline Charging from PGW - 3GPP2 User location
	approved
	A
	9.3.0
	CH8
	S5

	SP-100042
	32.298
	0148
	-
	9.2.0
	Rel‑10
	Add Originating Address in SGSNSMTRecord
	approved
	B
	10.0.0
	CH10
	S5

	SP-100041
	32.299
	0297
	-
	9.2.0
	Rel‑9
	Correction on AVP code definitions
	approved
	F
	9.3.0
	CH9
	S5

	SP-100040
	32.299
	0298
	-
	8.9.0
	Rel‑8
	Correction of Role-Of-Node AVP
	approved
	F
	8.10.0
	CH8
	S5

	SP-100040
	32.299
	0299
	-
	9.2.0
	Rel‑9
	Correction of Role-of-Node AVP
	approved
	A
	9.3.0
	CH8
	S5

	SP-100040
	32.299
	0300
	-
	8.9.0
	Rel‑8
	Alignment with TS 32.251 for ôCharging Characteristics Selection Modeö parameter
	approved
	F
	8.10.0
	CH8
	S5

	SP-100040
	32.299
	0301
	-
	9.2.0
	Rel‑9
	Alignment with TS 32.251 for ôCharging Characteristics Selection Modeö parameter
	approved
	A
	9.3.0
	CH8
	S5

	SP-100041
	32.299
	0302
	-
	9.2.0
	Rel‑9
	Add CSG parameters for CSG based online and offline charging
	approved
	F
	9.3.0
	CH9
	S5

	SP-100044
	32.299
	0303
	-
	9.2.0
	Rel‑9
	MMTel related AVP applicable for Online Charging
	approved
	F
	9.3.0
	eMMTel-SS-CH
	S5

	SP-100040
	32.299
	0304
	-
	8.9.0
	Rel‑8
	Correction for offline Charging from PGW - 3GPP2 User location
	approved
	F
	8.10.0
	CH8
	S5

	SP-100040
	32.299
	0305
	-
	9.2.0
	Rel‑9
	Correction for offline Charging from PGW - 3GPP2 User location
	approved
	A
	9.3.0
	CH8
	S5

	SP-100041
	32.299
	0306
	-
	9.2.0
	Rel‑9
	Remove unused Service-Condition-Change AVP
	approved
	F
	9.3.0
	CH9
	S5

	SP-100041
	32.299
	0307
	-
	9.2.0
	Rel‑9
	Correction on SDP handling in IMS Charging
	approved
	F
	9.3.0
	CH9
	S5

	SP-100044
	32.299
	0308
	-
	9.2.0
	Rel‑9
	Add ôPersonal Network managementö MMTel supplementary service charging description
	approved
	B
	9.3.0
	eMMTel-SS-CH
	S5

	SP-100044
	32.299
	0309
	-
	9.2.0
	Rel‑9
	Add ôCustomized Ringing Signal (CRS)ö MMTel supplementary service charging description
	approved
	B
	9.3.0
	eMMTel-SS-CH
	S5

	SP-100041
	32.299
	0310
	-
	9.2.0
	Rel‑9
	Correction on Session ID for AS acting as B2BUA
	approved
	F
	9.3.0
	CH9
	S5

	SP-100034
	32.307
	0004
	-
	8.1.0
	Rel‑8
	Incorrect direction for message notifyRequest
	approved
	F
	8.2.0
	OAM8
	S5

	SP-100034
	32.307
	0005
	-
	9.0.0
	Rel‑9
	Incorrect direction for message notifyRequest
	approved
	A
	9.1.0
	OAM8
	S5

	SP-100036
	32.405
	0066
	-
	9.2.0
	Rel‑10
	Addition of SIR related measurements
	approved
	B
	10.0.0
	OAM10-PM
	S5

	SP-100036
	32.405
	0067
	-
	9.2.0
	Rel‑10
	Addition of Bit Error Rate and BLER related measurements
	approved
	B
	10.0.0
	OAM10-PM
	S5

	SP-100034
	32.421
	0023
	-
	8.5.0
	Rel‑8
	Align the handling of security keys for E-UTRAN with 33.401
	approved
	F
	8.6.0
	OAM8-Trace
	S5

	SP-100034
	32.421
	0024
	-
	9.0.0
	Rel‑9
	Align the handling of security keys for E-UTRAN with 33.401
	approved
	A
	9.1.0
	OAM8-Trace
	S5

	SP-100034
	32.423
	0033
	-
	8.2.0
	Rel‑8
	Align with 32.421 and 33.401
	approved
	F
	8.3.0
	OAM8-Trace
	S5

	SP-100034
	32.423
	0034
	-
	9.1.1
	Rel‑9
	Align with 32.421 and 33.401
	approved
	A
	9.2.0
	OAM8-Trace
	S5

	SP-100036
	32.425
	0008
	-
	9.1.0
	Rel‑10
	Incorrect clause numbering
	approved
	D
	10.0.0
	OAM10
	S5

	SP-100036
	32.425
	0009
	-
	9.1.0
	Rel‑10
	Add TB related measurements
	approved
	B
	10.0.0
	OAM10
	S5

	SP-100035
	32.425
	0010
	-
	9.1.0
	Rel‑9
	Add RRC connection release as a PM counter
	approved
	F
	9.2.0
	OAM9
	S5

	SP-100037
	32.425
	0011
	-
	9.1.0
	Rel‑9
	Introduction of handover failure PM counters for handover optimisation
	approved
	B
	9.2.0
	E-UTRAN-OAM
	S5

	SP-100035
	32.425
	0012
	-
	9.1.0
	Rel‑9
	Add a PM counter of RRC connection establishments per failure cause
	approved
	F
	9.2.0
	OAM9
	S5

	SP-100036
	32.426
	0021
	-
	9.1.0
	Rel‑10
	CR R10 Correct 32.426 editorial errors
	approved
	D
	10.0.0
	OAM10-PM
	S5

	SP-100036
	32.426
	0022
	-
	9.1.0
	Rel‑10
	Addition of EPS bearer based on SGW related measurements
	approved
	B
	10.0.0
	OAM10-PM
	S5

	SP-100036
	32.432
	0003
	-
	9.0.0
	Rel‑10
	Correct reference to non-existing annex.
	approved
	D
	10.0.0
	OAM10
	S5

	SP-100035
	32.501
	0002
	-
	9.0.0
	Rel‑9
	Clarifying EditorÆs Notes in TS 32.501
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100035
	32.501
	0003
	-
	9.0.0
	Rel‑9
	Introducing ARCF (Automatic Radio Configuration Function)
	approved
	B
	9.1.0
	OAM9
	S5

	SP-100036
	32.502
	0003
	-
	9.0.0
	Rel‑10
	Incorrect clause numbering
	approved
	D
	10.0.0
	OAM10
	S5

	SP-100035
	32.502
	0004
	-
	9.0.0
	Rel‑9
	Clarifying EditorÆs Notes in TS 32.502
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100035
	32.502
	0005
	-
	9.0.0
	Rel‑9
	Introducing ARCF (Automatic Radio Configuration Function)
	approved
	B
	9.1.0
	OAM9
	S5

	SP-100034
	32.505
	0006
	-
	9.0.0
	Rel‑9
	Add XML definitions structure diagram of Self Configuration Notifications
	approved
	A
	9.1.0
	OAM8
	S5

	SP-100034
	32.505
	0007
	-
	8.0.0
	Rel‑8
	Correction of XML definitions structure of Self Configuration IOC
	approved
	F
	8.1.0
	OAM8
	S5

	SP-100034
	32.505
	0008
	-
	8.0.0
	Rel‑8
	Add XML definitions structure diagram of Self Configuration Notifications
	approved
	F
	8.1.0
	OAM8
	S5

	SP-100034
	32.505
	0009
	-
	9.0.0
	Rel‑9
	Correction of XML definitions structure of Self Configuration IOC
	approved
	A
	9.1.0
	OAM8
	S5

	SP-100035
	32.531
	0008
	-
	9.2.1
	Rel‑9
	CR 32.531 Rel‑9 Modify software management requirements to be reused by software upgrade
	approved
	F
	9.3.0
	OAM9-NE_SWM
	S5

	SP-100035
	32.531
	0009
	-
	9.2.1
	Rel‑9
	32.531 RapporteurÆs cleanup
	approved
	D
	9.3.0
	OAM9-NE_SWM
	S5

	SP-100035
	32.532
	0019
	-
	9.2.1
	Rel‑9
	CR TS 32.532 Rel‑9 Remove editor notes
	approved
	F
	9.3.0
	OAM9-NE_SWM
	S5

	SP-100035
	32.532
	0020
	-
	9.2.1
	Rel‑9
	CR 32.532 Rel‑9 Add clarification to parameter swVersionToBeInstalledOfferList
	approved
	F
	9.3.0
	OAM9-NE_SWM
	S5

	SP-100035
	32.532
	0021
	-
	9.2.1
	Rel‑9
	Correct the input parameters of notifyActivateNESwStatusChanged
	approved
	F
	9.3.0
	OAM9-NE_SWM
	S5

	SP-100035
	32.532
	0022
	-
	9.2.1
	Rel‑9
	32.532 RapporteurÆs cleanup
	approved
	D
	9.3.0
	OAM9-NE_SWM
	S5

	SP-100035
	32.533
	0012
	-
	9.2.1
	Rel‑9
	Correct the Input parameters of notifyActivateNESwStatusChanged
	approved
	F
	9.3.0
	OAM9-NE_SWM
	S5

	SP-100035
	32.533
	0013
	-
	9.2.1
	Rel‑9
	32.533 RapporteurÆs cleanup
	approved
	D
	9.3.0
	OAM9-NE_SWM
	S5

	SP-100035
	32.535
	0001
	-
	9.0.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.1.0
	OAM9-NE_SWM
	S5

	SP-100035
	32.535
	0002
	-
	9.0.0
	Rel‑9
	To add XML solution set for Non Automated Software Management notifications
	approved
	F
	9.1.0
	OAM9-NE_SWM
	S5

	SP-100034
	32.581
	0005
	-
	8.1.0
	Rel‑8
	Correction of file transfer mechanisms in HNB type 1 interface
	approved
	F
	8.2.0
	OAM8
	S5

	SP-100035
	32.581
	0006
	-
	9.1.0
	Rel‑9
	Correction of file transfer mechanisms in HNB type 1 interface
	approved
	F
	9.2.0
	OAM9
	S5

	SP-100035
	32.582
	0002
	-
	9.0.0
	Rel‑9
	Clarify ôHome Zone Nameö definition
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100035
	32.584
	0005
	-
	9.0.0
	Rel‑9
	Update references to BBF TR-157
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100035
	32.584
	0006
	-
	9.0.0
	Rel‑9
	The element definition of ôHome Zone nameö modification
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100035
	32.622
	0036
	-
	9.0.0
	Rel‑9
	Add ProxyClass Any to support IOC property relation
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100038
	32.632
	0033
	-
	9.0.0
	Rel‑9
	Addition of HNBGW relationship attributions in CN NRM
	approved
	B
	9.1.0
	HNB-OAM_GW
	S5

	SP-100038
	32.633
	0024
	-
	9.0.0
	Rel‑9
	Addition of HNBGW relationship attributions in CN NRM CORBA SS
	approved
	B
	9.1.0
	HNB-OAM_GW
	S5

	SP-100038
	32.635
	0027
	-
	9.0.0
	Rel‑9
	Addition of HNBGW relationship attributions in CN NRM XML SS
	approved
	B
	9.1.0
	HNB-OAM_GW
	S5

	SP-100035
	32.752
	0008
	-
	9.1.0
	Rel‑9
	Removal of sgwAddress and sgsnAddress in MMEFunction
	approved
	F
	9.2.0
	OAM9
	S5

	SP-100035
	32.752
	0009
	-
	9.1.0
	Rel‑9
	Clarification on the cardinality of the relationships MMEFunction-MMEpool and ExternalMMEFunction-MMEPool
	approved
	F
	9.2.0
	OAM9
	S5

	SP-100035
	32.753
	0006
	-
	9.0.0
	Rel‑9
	Removal of sgwAddress and sgsnAddress in MMEFunction
	approved
	F
	9.1.0
	OAM9
	S5

	SP-100034
	32.753
	0007
	-
	8.2.0
	Rel‑8
	Correct the attributes of SGWFunction and MMEPoolArea to align with IS
	approved
	F
	8.3.0
	OAM8
	S5

	SP-100034
	32.753
	0008
	-
	9.0.0
	Rel‑9
	Correct the attributes of SGWFunction and MMEPoolArea to align with IS
	approved
	A
	9.1.0
	OAM8
	S5

	SP-100035
	32.755
	0007
	-
	9.1.0
	Rel‑9
	Removal of sgwAddress and sgsnAddress in MMEFunction
	approved
	F
	9.2.0
	OAM9
	S5

	SP-100037
	32.762
	0023
	-
	8.2.0
	Rel‑8
	Add missing notifications to ExternalENBFunction
	approved
	F
	8.3.0
	E-UTRAN-OAM
	S5

	SP-100035
	32.762
	0024
	-
	9.2.1
	Rel‑9
	Delete the redundant Proxy Classes ProxyGsmCell and ProxyUtranCell
	approved
	F
	9.3.0
	OAM9
	S5

	SP-100035
	32.762
	0025
	-
	9.2.1
	Rel‑9
	Make tCI attribute of EUtranRelation IOC optional
	approved
	F
	9.3.0
	OAM9
	S5

	SP-100037
	32.762
	0026
	-
	9.2.1
	Rel‑9
	CR 32.762 Rel‑9 Add missing notification to EUtranRelation
	approved
	F
	9.3.0
	E-UTRAN-OAM
	S5

	SP-100036
	32.762
	0027
	-
	9.2.1
	Rel‑9
	Add the missing IOC ExternalSGWFunction that Proxy_FarEndNE can represent
	approved
	F
	9.3.0
	OAM9
	S5

	SP-100037
	32.763
	0017
	-
	8.2.0
	Rel‑8
	Align inheritance with IS
	approved
	F
	8.3.0
	E-UTRAN-OAM
	S5

	SP-100035
	32.763
	0019
	-
	9.2.1
	Rel‑9
	Make the tCI attribute of EUtranRelation IOC optional.
	approved
	F
	9.3.0
	OAM9
	S5

	SP-100037
	32.763
	0024
	-
	9.2.1
	Rel‑9
	Align inheritance with IS
	approved
	A
	9.3.0
	E-UTRAN-OAM
	S5

	SP-100037
	32.765
	0012
	-
	8.2.0
	Rel‑8
	Align with IS - Corrections in XML
	approved
	F
	8.3.0
	E-UTRAN-OAM
	S5

	SP-100037
	32.765
	0013
	-
	9.2.1
	Rel‑9
	Align with IS - Corrections in XML.
	approved
	A
	9.3.0
	E-UTRAN-OAM
	S5

	SP-100035
	32.765
	0014
	-
	9.2.1
	Rel‑9
	Make tCI attribute of EUtranRelation IOC optional
	approved
	F
	9.3.0
	OAM9
	S5

	SP-100038
	32.771
	0001
	-
	9.0.0
	Rel‑9
	Addition of concepts and background statements in TS 32.771
	approved
	F
	9.1.0
	HNB-OAM_GW
	S5

	SP-100038
	32.781
	0001
	-
	9.0.0
	Rel‑9
	Addition of concepts and background statements in TS 32.781
	approved
	F
	9.1.0
	HNB-OAM_GW
	S5

	SP-100102
	33.102
	0230
	-
	8.5.0
	Rel‑8
	Correct Kc to Kc' when derived from CK'CS||IK'CS
	approved
	F
	8.6.0
	TEI8
	S3

	SP-100102
	33.102
	0231
	-
	9.1.1
	Rel‑9
	Correct Kc to Kc' when derived from CK'CS||IK'CS
	approved
	A
	9.2.0
	TEI8
	S3

	SP-100097
	33.102
	0232
	-
	9.1.1
	Rel‑9
	Correction of Kc derivation for Kc128 capable SGSNs
	approved
	F
	9.2.0
	A5/4-GEA4
	S3

	SP-100102
	33.102
	0233
	1
	8.5.0
	Rel‑8
	Correction of IRAT mobility before UMTS AKA is run
	approved
	F
	8.6.0
	TEI8
	S3

	SP-100102
	33.102
	0234
	1
	9.1.1
	Rel‑9
	Correction of IRAT mobility before UMTS AKA is run
	approved
	A
	9.2.0
	TEI8
	S3

	SP-100097
	33.102
	0235
	-
	9.1.0
	Rel‑9
	Define the bits from the KDF output, assigned to key Kc128
	approved
	F
	9.2.0
	A5/4-GEA4
	S3

	SP-100104
	33.108
	0134
	-
	9.1.0
	Rel‑9
	EPSLocation ULI length correction
	approved
	A
	9.2.0
	LI8
	S3

	SP-100104
	33.108
	0135
	-
	8.9.0
	Rel‑8
	Correction on RAI coding inside ôold user location informationö parameter
	approved
	F
	8.10.0
	LI8
	S3

	SP-100104
	33.108
	0136
	-
	9.1.0
	Rel‑9
	Correction on RAI coding inside ôold user location informationö parameter
	approved
	A
	9.2.0
	LI8
	S3

	SP-100104
	33.108
	0137
	-
	8.9.0
	Rel‑8
	EPSLocation ULI length correction
	approved
	F
	8.10.0
	LI8
	S3

	SP-100100
	33.223
	0018
	1
	8.5.0
	Rel‑8
	Correction of private identity exposure and delivery of GPI to USIM/ISIM
	revised
	F
	
	eGBAPush
	S3

	SP-100218
	33.223
	0018
	2
	8.5.0
	Rel‑8
	Correction of private identity exposure and delivery of GPI to USIM/ISIM
	approved
	F
	8.6.0
	eGBAPush
	S3

	SP-100100
	33.223
	0019
	1
	9.0.0
	Rel‑9
	Correction of private identity exposure and delivery of GPI to USIM/ISIM
	revised
	A
	
	eGBAPush
	S3

	SP-100218
	33.223
	0019
	2
	9.0.0
	Rel‑9
	Correction of private identity exposure and delivery of GPI to USIM/ISIM
	approved
	A
	9.1.0
	eGBAPush
	S3

	SP-100100
	33.223
	0020
	-
	8.5.0
	Rel‑8
	Correction of incorrect requirement for mandatory support of GBA Push for GBA aware MEs
	approved
	F
	8.6.0
	eGBAPush
	S3

	SP-100100
	33.223
	0021
	-
	9.0.0
	Rel‑9
	Correction of incorrect requirement for mandatory support of GBA Push for GBA aware MEs
	approved
	A
	9.1.0
	eGBAPush
	S3

	SP-100098
	33.224
	0002
	1
	9.1.0
	Rel‑9
	General corrections
	approved
	F
	9.2.0
	eGBAPush
	S3

	SP-100103
	33.234
	0103
	1
	9.0.0
	Rel‑9
	Use of EAP Request/AKA Identity message
	approved
	F
	9.1.0
	TEI9
	S3

	SP-100106
	33.310
	0025
	1
	9.1.0
	Rel‑9
	NDS enhancement to support backhaul security
	approved
	B
	9.2.0
	NDS_Backhaul
	S3

	SP-100106
	33.310
	0029
	-
	9.1.0
	Rel‑9
	Alignment of TLS profile in NDS with TR-069 profile in H(e)NB
	approved
	F
	9.2.0
	NDS_Backhaul
	S3

	SP-100093
	33.320
	0001
	-
	9.0.0
	Rel‑9
	Addition security features to device mutual authentication in 5.2
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100093
	33.320
	0003
	-
	9.0.0
	Rel‑9
	A complement to location verification for different types of location information
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100093
	33.320
	0006
	-
	9.0.0
	Rel‑9
	The necessary complement to verifying node for location verification
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100093
	33.320
	0007
	1
	9.0.0
	Rel‑9
	Correction of ambiguity in 8.4, Protection of SW Download
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100093
	33.320
	0008
	1
	9.0.0
	Rel‑9
	Editorial changes to clause 4.4.4
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100093
	33.320
	0010
	2
	9.0.0
	Rel‑9
	Clarification of OCSP procedures for clause 7.2
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100093
	33.320
	0011
	1
	9.0.0
	Rel‑9
	Fixing call-flow parameters in Annex A.2
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100093
	33.320
	0012
	1
	9.0.0
	Rel‑9
	Fixing incorrect wording in clause 8.3.1.
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100093
	33.320
	0014
	1
	9.0.0
	Rel‑9
	EditorÆs Notes resolution and correction clarifications
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100093
	33.320
	0015
	1
	9.0.0
	Rel‑9
	Correction of  potential security risks relating to non CSG UE registration
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100093
	33.320
	0016
	2
	9.0.0
	Rel‑9
	Correction on mandatory confidentiality on backhaul link
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100093
	33.320
	0017
	-
	9.0.0
	Rel‑9
	Correction on components involving absolute time in TR-069 profiling
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100093
	33.320
	0018
	-
	9.0.0
	Rel‑9
	Removing EditorÆs Note in clause 8.4
	approved
	F
	9.1.0
	EHNB-Sec
	S3

	SP-100094
	33.328
	0001
	-
	9.0.0
	Rel‑9
	CR of TS 33.328: Clarification and correction in Clause 4
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0002
	-
	9.0.0
	Rel‑9
	CR of TS33.328: Correction of the use of reusable ticket
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0004
	-
	9.0.0
	Rel‑9
	CR of TS33.328: Various editorial corrections
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0005
	-
	9.0.0
	Rel‑9
	Removal of EditorÆs note on specific error messages over Iq
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0006
	-
	9.0.0
	Rel‑9
	Key lifetimes for end-to-access edge security
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0011
	1
	9.0.0
	Rel‑9
	TS 33.328 security properties for e2ae protection using SDES
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0013
	1
	9.0.0
	Rel‑9
	TS 33.328 KMS based e2e security
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0014
	1
	9.0.0
	Rel‑9
	TS 33.328 Integrity and confidentiality protection
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0015
	1
	9.0.0
	Rel‑9
	TS 33.328 GBA and its alternatives
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0016
	1
	9.0.0
	Rel‑9
	TS 33.328 Definitions and abbreviations corrections
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0018
	1
	9.0.0
	Rel‑9
	Corrections and clarifications in call set-up
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0019
	1
	9.0.0
	Rel‑9
	Correction of notation
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0020
	1
	9.0.0
	Rel‑9
	Removal of editor's notes and editorial modifications
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0021
	1
	9.0.0
	Rel‑9
	RFC 4771 mandatory for KMS based media plane security
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0022
	1
	9.0.0
	Rel‑9
	Alignment of MIKEY-TICKET profiling with updated MIKEY-TICKET draft
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100094
	33.328
	0023
	-
	9.0.0
	Rel‑9
	Removal of the ability to register e2e security capability
	approved
	F
	9.1.0
	MEDIASEC
	S3

	SP-100103
	33.401
	0319
	2
	9.2.0
	Rel‑9
	Clarification of SIM user handover from UTRAN to E-UTRAN
	approved
	F
	9.3.0
	TEI9
	S3

	SP-100106
	33.401
	0376
	2
	9.2.0
	Rel‑9
	Correction of Network Domain Control Plane protection
	approved
	F
	9.3.0
	NDS_Backhaul
	S3

	SP-100099
	33.401
	0377
	-
	9.2.0
	Rel‑9
	Key derivations for unauthenticated Emergency call
	approved
	F
	9.3.0
	SAES
	S3

	SP-100103
	33.401
	0378
	1
	9.2.0
	Rel‑9
	Add the Replay protection implementation and Clarification  of replay protection with integrity
	approved
	F
	9.3.0
	TEI9
	S3

	SP-100101
	33.401
	0381
	1
	8.6.0
	Rel‑8
	GPRS Kc handling
	approved
	F
	8.7.0
	SAES
	S3

	SP-100101
	33.401
	0382
	1
	9.2.0
	Rel‑9
	GPRS Kc handling
	approved
	A
	9.3.0
	SAES
	S3

	SP-100101
	33.401
	0383
	1
	9.2.0
	Rel‑9
	Correction of SRVCC failure
	approved
	A
	9.3.0
	SAES
	S3

	SP-100097
	33.401
	0384
	-
	9.2.0
	Rel‑9
	GPRS Kc128  handling
	approved
	F
	9.3.0
	A5/4-GEA4
	S3

	SP-100099
	33.401
	0386
	-
	9.2.0
	Rel‑9
	Handling of SIM based EC handover to E-UTRAN
	approved
	F
	9.3.0
	SAES
	S3

	SP-100103
	33.401
	0387
	1
	9.2.0
	Rel‑9
	Correction of text on terminal identities
	approved
	F
	9.3.0
	TEI9
	S3

	SP-100103
	33.401
	0389
	-
	9.2.0
	Rel‑9
	Clarification for NAS downlink COUNT handling in I-RAT handover to UTRAN
	approved
	F
	9.3.0
	TEI9
	S3

	SP-100101
	33.401
	0391
	1
	8.6.0
	Rel‑8
	Clarification of Identification procedure in MME
	approved
	F
	8.7.0
	SAES
	S3

	SP-100101
	33.401
	0392
	1
	9.2.0
	Rel‑9
	Clarification of Identification procedure in MME
	approved
	A
	9.3.0
	SAES
	S3

	SP-100106
	33.401
	0395
	2
	9.2.0
	Rel‑9
	Correction on mandatory implementation of IKE and IPsec for backhaul of eNBs
	approved
	F
	9.3.0
	SAES
	S3

	SP-100101
	33.401
	0396
	1
	8.6.0
	Rel‑8
	Not resetting START to 0 in idle mode mobility (Rel‑8).
	approved
	F
	8.7.0
	SAES
	S3

	SP-100101
	33.401
	0397
	1
	9.2.0
	Rel‑9
	Not resetting START to 0 in idle mode mobility (Rel‑9).
	approved
	A
	9.3.0
	SAES
	S3

	SP-100101
	33.401
	0398
	1
	8.6.0
	Rel‑8
	Desynchronization of PS keys between the UE and the network in case of PS HO failure (Rel‑8)
	approved
	F
	8.7.0
	SAES
	S3

	SP-100101
	33.401
	0399
	1
	9.2.0
	Rel‑9
	Desynchronization of PS keys between the UE and the network in case of PS HO failure
	approved
	A
	9.3.0
	SAES
	S3

	SP-100101
	33.401
	0402
	-
	8.6.0
	Rel‑8
	Handling of EPS NAS security context in state transitions
	approved
	F
	8.7.0
	SAES
	S3

	SP-100101
	33.401
	0403
	-
	9.2.0
	Rel‑9
	Handling of EPS NAS security context in state transitions
	approved
	A
	9.3.0
	SAES
	S3

	SP-100106
	33.401
	0404
	-
	9.2.0
	Rel‑9
	Certificate Enrolment use
	approved
	F
	9.3.0
	SAES
	S3

	SP-100101
	33.401
	0405
	-
	8.6.0
	Rel‑8
	Correction of SRVCC failure
	approved
	F
	8.7.0
	SAES
	S3

	SP-100103
	33.402
	0088
	-
	9.2.0
	Rel‑9
	Use of identities in EAP-AKAÆ
	approved
	F
	9.3.0
	TEI9
	S3

	SP-100095
	33.812
	0001
	-
	9.0.0
	Rel‑9
	Security Considerations
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0002
	-
	9.0.0
	Rel‑9
	Threat Analysis Corrections
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0003
	1
	9.0.0
	Rel‑9
	Use Cases corrections and Evaluation Criteria clean-up
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0004
	-
	9.0.0
	Rel‑9
	Correct clause number error in clause 5.3.2.1
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0005
	-
	9.0.0
	Rel‑9
	Change the names ôM2M operatorö and ôM2ME operatorö in Alternative 3a and Alternative 3b
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0006
	1
	9.0.0
	Rel‑9
	Add one evaluation comment on alternative 3b
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0008
	-
	9.0.0
	Rel‑9
	some corrections
	revised
	F
	
	FS_UM2M
	S3

	SP-100223
	33.812
	0008
	1
	9.0.0
	Rel‑9
	some corrections
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0009
	1
	9.0.0
	Rel‑9
	Incorrect abbreviation
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0011
	-
	9.0.0
	Rel‑9
	Adding definition of M2ME to TR 33.812
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0012
	1
	9.0.0
	Rel‑9
	Clean up of Alternative 1
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0013
	-
	9.0.0
	Rel‑9
	Removal of editorÆs note on Alternative 2 and correction of figure text
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0014
	-
	9.0.0
	Rel‑9
	Removal of ôTBDö in Alt 1 evaluation
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0015
	-
	9.0.0
	Rel‑9
	Removal of editorÆs note in Annex A
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0016
	1
	9.0.0
	Rel‑9
	Removal of editorÆs note on handling of validation information
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0017
	1
	9.0.0
	Rel‑9
	Adding definitions of various identities
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100095
	33.812
	0018
	1
	9.0.0
	Rel‑9
	MCIM lifecycle state transitions
	reissued
	F
	
	FS_UM2M
	S3

	SP-100223
	33.812
	0018
	1
	9.0.0
	Rel‑9
	MCIM lifecycle state transitions
	approved
	F
	9.1.0
	FS_UM2M
	S3

	SP-100096
	33.924
	0003
	-
	9.0.0
	Rel‑9
	Coding clarification of Annex
	approved
	F
	9.1.0
	GBA-IdM
	S3

	SP-100096
	33.924
	0004
	1
	9.0.0
	Rel‑9
	Correction of split terminal clause structure
	approved
	F
	9.1.0
	GBA-IdM
	S3

	SP-100096
	33.924
	0005
	1
	9.0.0
	Rel‑9
	Restructuring and corrections to split terminal case
	approved
	F
	9.1.0
	GBA-IdM
	S3

	SP-100096
	33.924
	0006
	-
	9.0.0
	Rel‑9
	Clarification of USS description in OpenID - GAA interworking
	approved
	F
	9.1.0
	GBA-IdM
	S3

	SP-100096
	33.924
	0007
	1
	9.0.0
	Rel‑9
	Clarification of HTTPS usage in NAF  and OpenIdP co-location
	approved
	F
	9.1.0
	GBA-IdM
	S3

	SP-100096
	33.924
	0008
	-
	9.0.0
	Rel‑9
	Adding missing step for OpenID Authentication
	approved
	F
	9.1.0
	GBA-IdM
	S3

	SP-100096
	33.924
	0009
	-
	9.0.0
	Rel‑9
	Correction of reference
	approved
	F
	9.1.0
	GBA-IdM
	S3

	SP-100105
	33.937
	0002
	1
	9.0.0
	Rel‑9
	Commercial Measures & additional Technical Measures to Protect against Bulk UC
	approved
	F
	9.1.0
	PUCI
	S3

	SP-100105
	33.937
	0003
	2
	9.0.0
	Rel‑9
	Updating Measures against Mobile Phone Virus and Reference
	approved
	F
	9.1.0
	PUCI
	S3

	SP-100105
	33.937
	0004
	-
	9.0.0
	Rel‑9
	Resolution of EditorÆs note in clause 6.1 on TISPAN requirements
	approved
	F
	9.1.0
	PUCI
	S3

	SP-100105
	33.937
	0005
	-
	9.0.0
	Rel‑9
	Resolution of EditorÆs note in clause 6.2 on UC indication and intermediary network entities
	approved
	F
	9.1.0
	PUCI
	S3

	SP-100105
	33.937
	0007
	1
	9.0.0
	Rel‑9
	Conclusions to the PUCI TR
	approved
	B
	9.1.0
	PUCI
	S3

	SP-100105
	33.937
	0009
	1
	9.0.0
	Rel‑9
	Clarifications regarding contextual informaiton
	approved
	F
	9.1.0
	PUCI
	S3

	SP-100105
	33.937
	0012
	1
	9.0.0
	Rel‑9
	PUCI Removal of further work statements, editorials
	approved
	F
	9.1.0
	PUCI
	S3

	RP-100141
	34.108
	0801
	-
	8.9.0
	Rel‑8
	Corrections to Radio Bearer Setup A26
	approved
	F
	8.10.0
	TEI8_Test
	R5

	RP-100140
	34.108
	0802
	-
	8.9.0
	Rel‑8
	Corrections to Radio Bearer Setup message for A17b/c Configurations
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100154
	34.108
	0803
	-
	8.9.0
	Rel‑8
	CR to 34.108: Update of test frequencies for extended UMTS1500 operating bands
	approved
	F
	8.10.0
	UMTSLTE1500_UEConTest
	R5

	RP-100137
	34.108
	0804
	-
	8.9.0
	Rel‑8
	Addition of new combinations for LCR TDD RAB testing in 34.108
	approved
	F
	8.10.0
	TEI_Test
	R5

	RP-100151
	34.108
	0805
	-
	8.9.0
	Rel‑8
	Update of the default RADIO BEARER SETUP message to support enhanced CELL_FACH for LCR TDD
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedCellFACHStateLCRTDD
	R5

	RP-100157
	34.108
	0806
	-
	8.9.0
	Rel‑8
	Introduction of Default Message Contents for CPC of 1.28Mcps TDD
	approved
	F
	8.10.0
	RANimp-UEConTest_CPCLCRTDD
	R5

	RP-100158
	34.108
	0807
	-
	8.9.0
	Rel‑8
	Introduction of Default Message Contents for MIMO of 1.28Mcps TDD
	approved
	F
	8.10.0
	RANimp-UEConTest_MIMOLCRTDD
	R5

	RP-100141
	34.108
	0808
	-
	8.9.0
	Rel‑8
	Addition of reference HARQ Transmission Parameters for the combination of MIMO and 64QAM
	approved
	F
	8.10.0
	TEI8_Test
	R5

	RP-100149
	34.108
	0809
	-
	8.9.0
	Rel‑8
	CR to 34.108: Correction to RADIO BEARER SETUP condition for sub-test 5 in 5.2B test case
	approved
	F
	8.10.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100150
	34.108
	0810
	-
	8.9.0
	Rel‑8
	Correction to SIB5 for Enhanced CELL_FACH in UL and DL
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100150
	34.108
	0811
	-
	8.9.0
	Rel‑8
	Addition of RRC Connection Setup Default Condition for Enhanced CELL_FACH in UL cases
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100150
	34.108
	0812
	-
	8.9.0
	Rel‑8
	Addition of Default Radio Bearer Conditions for Enhanced UL in CELL_FACH
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100140
	34.108
	0814
	-
	8.9.0
	Rel‑8
	Correction to default RRC Connection setup message for HS-DSCH in CELL_FACH
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100149
	34.108
	0815
	-
	8.9.0
	Rel‑8
	Update of the default RADIO BEARER SETUP message (FDD) for support of Dual Carrier Adjacent Channels for HSDPA for radio bearer testing
	approved
	F
	8.10.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100149
	34.108
	0816
	-
	8.9.0
	Rel‑8
	Introduction of test frequencies to DC-HSDPA tests
	approved
	F
	8.10.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100140
	34.108
	0817
	-
	8.9.0
	Rel‑8
	Correction to Enhanced CELL_FACH RAB configuration
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100149
	34.108
	0818
	-
	8.9.0
	Rel‑8
	Update of physical channel params on HS-PDSCH for DC-HSDPA
	approved
	F
	8.10.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100142
	34.108
	0819
	-
	8.9.0
	Rel‑8
	Update of 9.2 Default RF Messages for TC7.8.5
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100149
	34.121-1
	1208
	-
	8.9.0
	Rel‑8
	Amendments to DC-HSDPA receiver test cases
	approved
	F
	8.10.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100159
	34.121-1
	1209
	-
	8.9.0
	Rel‑8
	Introduction of enhanced serving HS-DSCH cell change test case into annex
	approved
	F
	8.10.0
	HSDSCH_UEConTest
	R5

	RP-100139
	34.121-1
	1210
	-
	8.9.0
	Rel‑8
	Addition of UE Power Class 3bis to all bands
	approved
	F
	8.10.0
	TEI6_Test
	R5

	RP-100137
	34.121-1
	1211
	-
	8.9.0
	Rel‑8
	Clarification to testing of RRM test cases with multiple antenna connectors
	approved
	F
	8.10.0
	TEI_Test
	R5

	RP-100139
	34.121-1
	1212
	-
	8.9.0
	Rel‑8
	Correction TC 7.8.5
	approved
	F
	8.10.0
	TEI6_Test
	R5

	RP-100138
	34.121-1
	1213
	-
	8.9.0
	Rel‑8
	Correction to power setting with HS-DPCCH
	approved
	F
	8.10.0
	TEI5_Test
	R5

	RP-100139
	34.121-1
	1214
	-
	8.9.0
	Rel‑8
	Title change for test case in TC 8.3.5.4 in clause 8
	approved
	F
	8.10.0
	TEI6_Test
	R5

	RP-100139
	34.121-1
	1215
	-
	8.9.0
	Rel‑8
	Title change for test case in TC 8.3.5.4 in annexes
	approved
	F
	8.10.0
	TEI6_Test
	R5

	RP-100142
	34.121-1
	1216
	-
	8.9.0
	Rel‑8
	Addition of new test case TC 8.3.4d (UTRA FDD to EUTRA TDD HO) to TS 34.121-1
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100149
	34.121-1
	1217
	-
	8.9.0
	Rel‑8
	Updates to DC-HSDPA performance test cases (Clause 9.2) of TS 34.121-1
	approved
	F
	8.10.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100149
	34.121-1
	1218
	-
	8.9.0
	Rel‑8
	Updates to Annexure of 34.121-1 due to addition of DC-HSDPA Type 3i test cases
	approved
	F
	8.10.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100149
	34.121-1
	1219
	-
	8.9.0
	Rel‑8
	Updates to DC-HSDPA CQI reporting test cases (Clause 9.3) of TS 34.121-1
	approved
	F
	8.10.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100142
	34.121-1
	1220
	-
	8.9.0
	Rel‑8
	CR to 34.121-1: Update to UTRA FDD - E-UTRA FDD cell re-selection test cases
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.121-1
	1221
	-
	8.9.0
	Rel‑8
	CR to 34.121-1: Update to UTRA FDD - E-UTRA FDD handover test case
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.121-1
	1222
	-
	8.9.0
	Rel‑8
	CR to 34.121-1: Update to UTRA FDD - E-UTRA FDD handover (unknown target cell) test case
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.121-1
	1223
	-
	8.9.0
	Rel‑8
	CR to 34.121-1: Update to UTRA - E-UTRA cell search (fading) test cases
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.121-1
	1224
	-
	8.9.0
	Rel‑8
	CR to 34.121-1: Addtion of Combined UTRA FDD - UTRA FDD - E-UTRA FDD cell search test case
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.121-1
	1225
	-
	8.9.0
	Rel‑8
	CR to 34.121-1: Addition of cell mapping for U-TRA E-UTRA RRMs test cases
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100154
	34.121-1
	1226
	-
	8.9.0
	Rel‑8
	CR to 34.121-1: Introduction of Extended UMTS1500MHz for RRM requirements
	approved
	F
	8.10.0
	UMTSLTE1500_UEConTest
	R5

	RP-100139
	34.121-1
	1227
	-
	8.9.0
	Rel‑8
	CR to 34.121-1: Correction to 5.2B, 5.9B and 5.10B test cases
	approved
	F
	8.10.0
	TEI6_Test
	R5

	RP-100142
	34.121-1
	1229
	-
	8.9.0
	Rel‑8
	Addition of new test case TC 8.6.7.2 (Combined Interfrequency and E-UTRAN measurements) to TS 34.121-1
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.121-1
	1230
	-
	8.9.0
	Rel‑8
	Compressed mode reference pattern parameter updates to Annex C.5  to 34.121-1
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.121-1
	1231
	-
	8.9.0
	Rel‑8
	Update of 9.3.1A  Channel Code Power
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.121-1
	1232
	-
	8.9.0
	Rel‑8
	CR to 34.121-1: Introduction of Extended UMTS1500MHz for TRx requirements
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100149
	34.121-1
	1233
	-
	8.9.0
	Rel‑8
	Addition of statistical tables for DC-HSDPA receiver tests
	approved
	F
	8.10.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100149
	34.121-1
	1234
	-
	8.9.0
	Rel‑8
	Addition of new DC-HSDPA Type 3i test case 9.2.1 LA to TS 34.121-1
	approved
	F
	8.10.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100159
	34.121-1
	1235
	-
	8.9.0
	Rel‑8
	Introduction of enhanced serving HS-DSCH cell change test case into clause 8
	approved
	F
	8.10.0
	HSDSCH_UEConTest
	R5

	RP-100141
	34.121-1
	1236
	-
	8.9.0
	Rel‑8
	New CQI test case for Periodically Varying Radio Conditions
	approved
	F
	8.10.0
	TEI8_Test
	R5

	RP-100142
	34.121-1
	1237
	-
	8.9.0
	Rel‑8
	UTRAN FDD - E-UTRAN TDD RSRP Measurement Accuracy Tests
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.121-1
	1238
	-
	8.9.0
	Rel‑8
	UTRAN FDD - E-UTRAN TDD RSRQ Measurement Accuracy Tests
	approved
	F
	8.10.0
	LTE-UEConTest_RF
	R5

	RP-100159
	34.121-2
	0070
	-
	8.9.0
	Rel‑8
	Introduction of enhanced serving HS-DSCH cell change test case into TS 34.121-2
	approved
	F
	8.10.0
	HSDSCH_UEConTest
	R5

	RP-100139
	34.121-2
	0071
	-
	8.9.0
	Rel‑8
	Title change for test case in TC 8.3.5.4 in TS 34.121-2
	approved
	F
	8.10.0
	TEI6_Test
	R5

	RP-100149
	34.121-2
	0072
	-
	8.9.0
	Rel‑8
	Updates to test applicability clause of 34.121-2 related to DC-HSDPA type3i requirement
	approved
	F
	8.10.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100154
	34.121-2
	0073
	-
	8.9.0
	Rel‑8
	CR to 34.121-2: Update baseline implementation capabilities with extended UMTS1500 operating bands
	approved
	F
	8.10.0
	UMTSLTE1500_UEConTest
	R5

	RP-100140
	34.121-2
	0074
	-
	8.9.0
	Rel‑8
	Applicability corrections and additions for HSDPA test cases
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100142
	34.122
	0316
	-
	8.4.0
	Rel‑8
	maximum output power with multi-code for TDD
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0317
	-
	8.4.0
	Rel‑8
	maximum output power with HS-SICH and DPCH for TDD
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0318
	-
	8.4.0
	Rel‑8
	ACLR with HS-SICH and DPCH for TDD
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0319
	-
	8.4.0
	Rel‑8
	Spectrum emission mask with HS-SICH and DPCH for TDD
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0320
	-
	8.4.0
	Rel‑8
	EVM with HS-SICH and DPCH for TDD
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0321
	-
	8.4.0
	Rel‑8
	Demodulation of DCH in birth-death conditions for TDD
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0322
	-
	8.4.0
	Rel‑8
	Demodulation of DCH in moving conditions for TDD
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0323
	-
	8.4.0
	Rel‑8
	HS-SICH and DPCH reference measurement channel
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0324
	-
	8.4.0
	Rel‑8
	Moving conditions for TDD
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0325
	-
	8.4.0
	Rel‑8
	Birth-Death conditions for TDD
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0326
	-
	8.4.0
	Rel‑8
	E-TFC selection in UE
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0327
	-
	8.4.0
	Rel‑8
	Serving HS-DSCH cell change
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0328
	-
	8.4.0
	Rel‑8
	Addition of BLER requirements for 3.84 Mcps TDD IMB receiver characteristics
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100138
	34.122
	0329
	-
	8.4.0
	Rel‑8
	Reorganization and update of clause 9.3.1 HS-DSCH throughput for Fixed Reference Channels
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-100138
	34.122
	0330
	-
	8.4.0
	Rel‑8
	Reorganization and update of clause 9.3.2 HS-DSCH throughput for Variable Reference Channels
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-100138
	34.122
	0331
	-
	8.4.0
	Rel‑8
	Reorganization and update of clause 9.3.3 Reporting of HS-DSCH Channel Quality Indicator
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-100138
	34.122
	0332
	-
	8.4.0
	Rel‑8
	Addition of new test case-ÔÇ£ UTRAN to GSM Cell Re-Selection: HCS with only UTRA level changed for 1,28 Mcps TDD Option
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-100138
	34.122
	0333
	-
	8.4.0
	Rel‑8
	Addition of test case-Cell Re-selection in CELL_FACH: Cell Reselection to GSM for 1,28 Mcps TDD
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-100138
	34.122
	0334
	-
	8.4.0
	Rel‑8
	Addition of 2 test cases - Random Access for 1,28 Mcps TDD
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-100138
	34.122
	0335
	-
	8.4.0
	Rel‑8
	Addition of test case - TDD/TDD Handover for 1,28 Mcps Option: Handover to inter-band cell: Scenario 2
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-100138
	34.122
	0336
	-
	8.4.0
	Rel‑8
	Inter-band handover for 1.28Mcps TDD
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-100138
	34.122
	0337
	-
	8.4.0
	Rel‑8
	Inter-band Cell Re-selection for 1.28Mcps TDD
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-100138
	34.122
	0338
	-
	8.4.0
	Rel‑8
	Extension of P-CCPCH RSCP absolute accuracy requirement for 1.28Mcps TDD
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-100142
	34.122
	0339
	-
	8.4.0
	Rel‑8
	UTRAN TDD - E-UTRAN FDD RSRP Measurement Accuracy Tests
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	34.122
	0340
	-
	8.4.0
	Rel‑8
	UTRAN TDD - E-UTRAN FDD RSRQ Measurement Accuracy Tests
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100141
	34.122
	0341
	-
	8.4.0
	Rel‑8
	Combined UTRA TDD inter-frequency and GSM cell search under AWGN
	approved
	F
	8.5.0
	TEI8_Test
	R5

	RP-100141
	34.122
	0342
	-
	8.4.0
	Rel‑8
	UTRAN TDD to GSM Handover: Non-synchronization target cell Test Case
	approved
	F
	8.5.0
	TEI8_Test
	R5

	RP-100158
	34.122
	0343
	-
	8.4.0
	Rel‑8
	Introduction of CQI test case for MIMO of 1.28Mcps TDD
	approved
	F
	8.5.0
	RANimp-UEConTest_MIMOLCRTDD
	R5

	RP-100158
	34.122
	0346
	-
	8.4.0
	Rel‑8
	Introduction of HS-DSCH Performance test case for MIMO of 1.28Mcps TDD
	approved
	F
	8.5.0
	RANimp-UEConTest_MIMOLCRTDD
	R5

	RP-100141
	34.123-1
	2641
	-
	8.9.0
	Rel‑8
	Corrections to Improved L2UL tests 7.1.7.1 and 7.1.7.3
	approved
	F
	8.10.0
	TEI8_Test
	R5

	RP-100182
	34.123-1
	2642
	-
	8.9.0
	Rel‑8
	Addition of new WLAN interworking test case for Discovery of the Home Agent via DNS
	approved
	F
	8.10.0
	IWLAN_Mob_UEConfTest
	R5

	RP-100182
	34.123-1
	2643
	-
	8.9.0
	Rel‑8
	Addition of new WLAN interworking test case for Registration of a new IPv6 CoA (Binding Update/Acknowledgment procedure in IPv6 network)
	approved
	F
	8.10.0
	IWLAN_Mob_UEConfTest
	R5

	RP-100182
	34.123-1
	2644
	-
	8.9.0
	Rel‑8
	Addition of new WLAN interworking test case for Re-registration of IPv6 CoA
	approved
	F
	8.10.0
	IWLAN_Mob_UEConfTest
	R5

	RP-100182
	34.123-1
	2645
	-
	8.9.0
	Rel‑8
	Addition of new WLAN interworking test case for Return to home link
	approved
	F
	8.10.0
	IWLAN_Mob_UEConfTest
	R5

	RP-100182
	34.123-1
	2646
	-
	8.9.0
	Rel‑8
	Addition of new WLAN interworking test case for Dual-Stack Mobile IPv6 detach in IPv6 network
	approved
	F
	8.10.0
	IWLAN_Mob_UEConfTest
	R5

	RP-100180
	34.123-1
	2647
	-
	8.9.0
	Rel‑8
	Addition of new test case 8.1.1.15
	approved
	F
	8.10.0
	ETWS_UMTS_UEConTestFDD
	R5

	RP-100140
	34.123-1
	2648
	-
	8.9.0
	Rel‑8
	addition of new test case 8.1.2.10b
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2649
	-
	8.9.0
	Rel‑8
	addition of new test case 8.2.1.24b
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2650
	-
	8.9.0
	Rel‑8
	addition of new test case 8.2.1.34b
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2651
	-
	8.9.0
	Rel‑8
	addition of new test case 8.2.6.37c
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2652
	-
	8.9.0
	Rel‑8
	addition of new test case 7.1.5.6a
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2653
	-
	8.9.0
	Rel‑8
	Correction for 8.2.1.27c
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2654
	-
	8.9.0
	Rel‑8
	addition of new test case 8.2.1.27d
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2655
	-
	8.9.0
	Rel‑8
	Addition of new test case 8.2.6.39d
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100154
	34.123-1
	2656
	-
	8.9.0
	Rel‑8
	CR to 34.123-1: Update of frequency definitions for extended UMTS1500 operating bands
	approved
	F
	8.10.0
	UMTSLTE1500_UEConTest
	R5

	RP-100137
	34.123-1
	2657
	-
	8.9.0
	Rel‑8
	Removing test case 'Selection and control of Power Level (1.28Mcps TDD option)' 7.1.2.1.3 from 34.123-1
	approved
	F
	8.10.0
	TEI_Test
	R5

	RP-100153
	34.123-1
	2658
	-
	8.9.0
	Rel‑8
	Addition of LCR TDD contents in RLC test cases for Improved L2 testing
	approved
	F
	8.10.0
	RANimp-UEConTest_ImprovedL2LCRTDD
	R5

	RP-100151
	34.123-1
	2659
	-
	8.9.0
	Rel‑8
	Addition of new test cases 8.2.2.59a and 8.2.2.60a for LCR TDD enhanced CELL_FACH
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedCellFACHStateLCRTDD
	R5

	RP-100137
	34.123-1
	2660
	-
	8.9.0
	Rel‑8
	Addition of new test cases to cover more combinations for LCR TDD RAB
	approved
	F
	8.10.0
	TEI_Test
	R5

	RP-100140
	34.123-1
	2661
	-
	8.9.0
	Rel‑8
	Addition of LCR TDD test case 8.4.1.48a
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100158
	34.123-1
	2662
	-
	8.9.0
	Rel‑8
	Introduction of RRC test case for MIMO of 1.28Mcps TDD
	approved
	F
	8.10.0
	RANimp-UEConTest_MIMOLCRTDD
	R5

	RP-100157
	34.123-1
	2663
	-
	8.9.0
	Rel‑8
	Introduction of RRC test case for CPC of 1.28Mcps TDD
	approved
	F
	8.10.0
	RANimp-UEConTest_CPCLCRTDD
	R5

	RP-100140
	34.123-1
	2665
	-
	8.9.0
	Rel‑8
	Update of test case 8.2.6.37a for 1.28Mbps TDD
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2666
	-
	8.9.0
	Rel‑8
	Addition of new test case 8.2.6.37c for 1.28M TDD
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100182
	34.123-1
	2667
	-
	8.9.0
	Rel‑8
	Addition of new WLAN interworking test case for Registration of a new IPv4 CoA
	approved
	F
	8.10.0
	IWLAN_Mob_UEConfTest
	R5

	RP-100182
	34.123-1
	2668
	-
	8.9.0
	Rel‑8
	Addition of new WLAN interworking test case for Re-registration of IPv4 CoA
	approved
	F
	8.10.0
	IWLAN_Mob_UEConfTest
	R5

	RP-100182
	34.123-1
	2669
	-
	8.9.0
	Rel‑8
	Addition of new WLAN interworking test case for Dual-Stack Mobile IPv6 detach in IPv4 network
	approved
	F
	8.10.0
	IWLAN_Mob_UEConfTest
	R5

	RP-100137
	34.123-1
	2670
	-
	8.9.0
	Rel‑8
	Modification of CS paging cause to allow paging for terminating low priority signalling [for SMS]
	approved
	F
	8.10.0
	TEI_Test
	R5

	RP-100140
	34.123-1
	2671
	-
	8.9.0
	Rel‑8
	Correction to Rel‑7 Snow 3G testcase 8.1.7.3d
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2672
	-
	8.9.0
	Rel‑8
	Correction toRel‑7 CPC testcase 8.2.2.53
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2673
	-
	8.9.0
	Rel‑8
	Correction toRel‑7 CPC testcase 8.2.6.58
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2674
	-
	8.9.0
	Rel‑8
	Correction to Rel‑7 CPC test case 8.3.4.11
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100149
	34.123-1
	2675
	-
	8.9.0
	Rel‑8
	Correction to Dual Cell test cases 8.3.4.15 and 8.3.4.16
	approved
	F
	8.10.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100150
	34.123-1
	2676
	-
	8.9.0
	Rel‑8
	New Test Case to test Autonomous transitions from CELL_PCH to CELL_FACH
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100150
	34.123-1
	2677
	-
	8.9.0
	Rel‑8
	Interoperability Radio Bearer tests for Enhanced UL in CELL_FACH
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100150
	34.123-1
	2678
	-
	8.9.0
	Rel‑8
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_FACH (Enhanced UL/DL) Success
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100150
	34.123-1
	2679
	-
	8.9.0
	Rel‑8
	Radio Bearer Establishment for transition from CELL_FACH (Enhanced UL/DL) to CELL_DCH : Success
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100139
	34.123-1
	2680
	-
	8.9.0
	Rel‑8
	Correction to 14.7.x RAB test cases
	approved
	F
	8.10.0
	TEI6_Test
	R5

	RP-100180
	34.123-1
	2681
	-
	8.9.0
	Rel‑8
	Addition of new test case 8.1.1.13
	approved
	F
	8.10.0
	ETWS_UMTS_UEConTestFDD
	R5

	RP-100180
	34.123-1
	2682
	-
	8.9.0
	Rel‑8
	Addition of new test case 8.1.1.16
	approved
	F
	8.10.0
	ETWS_UMTS_UEConTestFDD
	R5

	RP-100180
	34.123-1
	2683
	-
	8.9.0
	Rel‑8
	Addition of new test case 8.1.1.17
	approved
	F
	8.10.0
	ETWS_UMTS_UEConTestFDD
	R5

	RP-100180
	34.123-1
	2684
	1
	8.9.0
	Rel‑8
	Addition of new test case 8.1.1.18
	approved
	F
	8.10.0
	ETWS_UMTS_UEConTestFDD
	R5

	RP-100180
	34.123-1
	2685
	-
	8.9.0
	Rel‑8
	Addition of new test case 8.1.1.19
	approved
	F
	8.10.0
	ETWS_UMTS_UEConTestFDD
	R5

	RP-100137
	34.123-1
	2686
	-
	8.9.0
	Rel‑8
	Correction to the GCF WI 10 RRC testcases 8.3.1.23, 8.3.1.24 and 8.3.2.13
	approved
	F
	8.10.0
	TEI_Test
	R5

	RP-100151
	34.123-1
	2687
	-
	8.9.0
	Rel‑8
	Addition of new mac test cases for LCR TDD enhanced CELL_FACH
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedCellFACHStateLCRTDD
	R5

	RP-100156
	34.123-1
	2688
	-
	8.9.0
	Rel‑8
	Update of Test Case 13.3.1.1 - Registration of eCall only capable UE
	approved
	F
	8.10.0
	UMTS_eCall_UEConTest
	R5

	RP-100156
	34.123-1
	2689
	-
	8.9.0
	Rel‑8
	Update of Test Case 13.3.1.2 for eCall - Test Call using eCall capable UE
	approved
	F
	8.10.0
	UMTS_eCall_UEConTest
	R5

	RP-100156
	34.123-1
	2690
	-
	8.9.0
	Rel‑8
	Update of Test Case 13.3.1.3 for eCall - eCall using eCall capable UE with 'eCall only' subscription on USIM
	approved
	F
	8.10.0
	UMTS_eCall_UEConTest
	R5

	RP-100156
	34.123-1
	2691
	-
	8.9.0
	Rel‑8
	Addition of a New Test Case for eCall - eCall using eCall capable UE with eCall and non eCall subscription on USIM
	approved
	F
	8.10.0
	UMTS_eCall_UEConTest
	R5

	RP-100156
	34.123-1
	2692
	-
	8.9.0
	Rel‑8
	Addition of a New Test Case for eCall - eCall Inactivity State after T3242 expires
	approved
	F
	8.10.0
	UMTS_eCall_UEConTest
	R5

	RP-100156
	34.123-1
	2693
	-
	8.9.0
	Rel‑8
	Addition of a New Test Case for eCall - eCall Automatic Activation
	approved
	F
	8.10.0
	UMTS_eCall_UEConTest
	R5

	RP-100156
	34.123-1
	2694
	-
	8.9.0
	Rel‑8
	Addition of a New Test Case for eCall - Reconfiguration Call using eCall capable UE
	approved
	F
	8.10.0
	UMTS_eCall_UEConTest
	R5

	RP-100150
	34.123-1
	2695
	-
	8.9.0
	Rel‑8
	Correction to Enhanced UL in CELL_FACH TCs
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100150
	34.123-1
	2696
	-
	8.9.0
	Rel‑8
	Generic test procedure for Enhanced UL in CELL_FACH
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100140
	34.123-1
	2697
	-
	8.9.0
	Rel‑8
	Update of  test case 6.2.1.6
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2698
	-
	8.9.0
	Rel‑8
	Correction to the GCF WI 10 Idel mode testcases 6.1.2.2
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100141
	34.123-1
	2699
	-
	8.9.0
	Rel‑8
	New test: PDCP Unrecoverable Error Detection
	approved
	F
	8.10.0
	TEI8_Test
	R5

	RP-100141
	34.123-1
	2700
	-
	8.9.0
	Rel‑8
	New test: Cell Update: Radio Link Failure, UM RLC Re-establishment
	approved
	F
	8.10.0
	TEI8_Test
	R5

	RP-100140
	34.123-1
	2701
	-
	8.9.0
	Rel‑8
	Extending the scope of test case 6.1.1.13
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100137
	34.123-1
	2702
	-
	8.9.0
	Rel‑8
	Disabling T3212 in GMM  test cases 12.4.1.1b and 12.4.3.4 with NMO II
	approved
	F
	8.10.0
	TEI_Test
	R5

	RP-100150
	34.123-1
	2703
	-
	8.9.0
	Rel‑8
	Addition of a New Test Case for Enhanced UL in Cell_FACH - DTCH/DCCH transmission - Implicit release with E-DCH transmission continuation backoff Timer Based
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100140
	34.123-1
	2704
	-
	8.9.0
	Rel‑8
	Correction for the test case 7.1.6.3.5
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100140
	34.123-1
	2705
	-
	8.9.0
	Rel‑8
	Correction to Rel‑7 CPC test case 8.2.3.37
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100180
	34.123-1
	2706
	2
	8.9.0
	Rel‑8
	Introduction of a new ETWS test case 8.1.1.14
	approved
	F
	8.10.0
	ETWS_UMTS_UEConTestFDD
	R5

	RP-100179
	34.123-1
	2708
	1
	8.9.0
	Rel‑8
	Addition of a New Test Case for UE initiated detach abnormal case
	approved
	F
	8.10.0
	HNB-UEConTestFDD
	R5

	RP-100150
	34.123-1
	2709
	-
	8.9.0
	Rel‑8
	Default SIB5 contents for UEs supporting Enhanced UL/DL in CELL_FACH state
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100182
	34.123-2
	0457
	-
	8.9.0
	Rel‑8
	Addition of applicability for new WLAN interworking test cases
	approved
	F
	8.10.0
	IWLAN_Mob_UEConfTest
	R5

	RP-100137
	34.123-2
	0458
	-
	8.9.0
	Rel‑8
	Corrections to list of inter-band test cases
	approved
	F
	8.10.0
	TEI_Test
	R5

	RP-100156
	34.123-2
	0459
	-
	8.9.0
	Rel‑8
	Adding applicability of the test cases for  eCall
	approved
	F
	8.10.0
	UMTS_eCall_UEConTest
	R5

	RP-100140
	34.123-2
	0460
	-
	8.9.0
	Rel‑8
	Corrections to DL 64QAM RRC testcase applicability
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100154
	34.123-2
	0461
	-
	8.9.0
	Rel‑8
	CR to 34.123-2: Update of Baseline Capabilities for extended UMTS1500 operating bands
	approved
	F
	8.10.0
	UMTSLTE1500_UEConTest
	R5

	RP-100137
	34.123-2
	0462
	-
	8.9.0
	Rel‑8
	Corrections to table headings in Annex A
	approved
	F
	8.10.0
	TEI_Test
	R5

	RP-100137
	34.123-2
	0463
	-
	8.9.0
	Rel‑8
	Update of applicability statements and guidance on TC execution specific to UEÔÇÖs with data card form factor.
	approved
	F
	8.10.0
	TEI_Test
	R5

	RP-100140
	34.123-2
	0464
	-
	8.9.0
	Rel‑8
	Correction to applicability table for MBSFN radio bearer testing
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100150
	34.123-2
	0465
	-
	8.9.0
	Rel‑8
	Applicability of Enh-UL for CELL_FACH test cases
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100141
	34.123-2
	0466
	-
	8.9.0
	Rel‑8
	Applicability of new test cases for CS over HSPA
	approved
	F
	8.10.0
	TEI8_Test
	R5

	RP-100150
	34.123-2
	0467
	-
	8.9.0
	Rel‑8
	Applicability of Enh-UL for CELL_FACH test case 7.1.8.6
	approved
	F
	8.10.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100140
	34.123-2
	0468
	-
	8.9.0
	Rel‑8
	Testcase names and numbering correction to 34.123-2 in for LCR TDD
	approved
	F
	8.10.0
	TEI7_Test
	R5

	RP-100137
	34.123-2
	0469
	-
	8.9.0
	Rel‑8
	Correcting execution instruction for test case 8.2.4.1
	approved
	F
	8.10.0
	TEI_Test
	R5

	RP-100141
	34.123-2
	0470
	-
	8.9.0
	Rel‑8
	Correction to table A.20
	approved
	F
	8.10.0
	TEI8_Test
	R5

	RP-100180
	34.123-2
	0471
	1
	8.9.0
	Rel‑8
	Additon of Applicabiity new test cases
	approved
	F
	8.10.0
	ETWS_UMTS_UEConTestFDD
	R5

	RP-100179
	34.123-2
	0472
	-
	8.9.0
	Rel‑8
	Update to Applicability Table for HNB Test Cases
	approved
	F
	8.10.0
	HNB-UEConTestFDD
	R5

	RP-100144
	34.123-3
	2721
	-
	8.4.0
	Rel‑8
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	8.5.0
	TEI8_Test
	R5

	RP-100145
	34.123-3
	2722
	-
	8.4.0
	Rel‑8
	Correction to HSPA7 Enhanced L2 test case 8.2.2.57
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-100145
	34.123-3
	2723
	-
	8.4.0
	Rel‑8
	Correction to RRC HSDPA test case 8.3.1.40
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-100145
	34.123-3
	2724
	-
	8.4.0
	Rel‑8
	Correction to the test cases 8.2.6.55 and 14.7.9
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-100145
	34.123-3
	2725
	-
	8.4.0
	Rel‑8
	Corrections to GMM test case 12.9.12
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2726
	-
	8.4.0
	Rel‑8
	Addition of RFT067 test case 6.2.1.8a.3
	approved
	B
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2727
	-
	8.4.0
	Rel‑8
	Addition of RFT080 test case 8.1.2.22a
	approved
	B
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2728
	-
	8.4.0
	Rel‑8
	Addition of RFT080 test case 8.1.2.22
	approved
	B
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2729
	-
	8.4.0
	Rel‑8
	Addition of RFT080 test case 8.1.2.21a
	approved
	B
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2730
	-
	8.4.0
	Rel‑8
	Addition of RFT 80 test case 8.1.2.21
	approved
	B
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2731
	-
	8.4.0
	Rel‑8
	Correction to RRC test case 8.1.7.1, 8.1.7.1b, 8.1.7.1c and 8.1.7.2
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2732
	-
	8.4.0
	Rel‑8
	Correction to Rel‑7 CPC testcase 8.2.2.53
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-100145
	34.123-3
	2733
	-
	8.4.0
	Rel‑8
	Correction to RRC test cases 8.1.1.1 and 8.1.1.9
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2734
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 80 Rel‑7 CPC RRC test case 8.2.2.55
	approved
	B
	8.5.0
	TEI7_Test
	R5

	RP-100145
	34.123-3
	2735
	-
	8.4.0
	Rel‑8
	Correction to the test cases 8.3.1.39 from HSD_ENH_r5 test suite
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2736
	-
	8.4.0
	Rel‑8
	Corrections to CPC testcases 7.1.6.3.3 & 7.1.6.3.4
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-100145
	34.123-3
	2737
	-
	8.4.0
	Rel‑8
	TTCN Correction to testcase 7.1.6.2.10
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-100145
	34.123-3
	2738
	-
	8.4.0
	Rel‑8
	TTCN Correction to test step ts_CC_EnterU10_MO
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2739
	-
	8.4.0
	Rel‑8
	Correction to R99 testcase 8.2.2.35
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2740
	-
	8.4.0
	Rel‑8
	Corrections to Rel‑7 test step ts_InitVariablesRel7
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-100145
	34.123-3
	2741
	-
	8.4.0
	Rel‑8
	Corrections to CPC RRC testcase 8.2.2.55
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-100145
	34.123-3
	2742
	-
	8.4.0
	Rel‑8
	Correction to HSPA7 suite
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-100145
	34.123-3
	2743
	-
	8.4.0
	Rel‑8
	Corrections to R99 NAS ATS
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2744
	-
	8.4.0
	Rel‑8
	Correction to CPC test case 8.2.2.55
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-100145
	34.123-3
	2745
	-
	8.4.0
	Rel‑8
	AGPS baseline upgrade to March 09 in Rel‑8 
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2746
	-
	8.4.0
	Rel‑8
	Corrections to GCF WI 25 HSU test case 8.2.6.52
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-100145
	34.123-3
	2747
	-
	8.4.0
	Rel‑8
	Correction to test cases 8.3.11.1a and 8.3.11.1b
	approved
	F
	8.5.0
	TEI7_Test
	R5

	RP-100145
	34.123-3
	2748
	-
	8.4.0
	Rel‑8
	Regression CR on wk46 TTCN
	approved
	F
	8.5.0
	TEI6_Test
	R5

	RP-100145
	34.123-3
	2749
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of NAS test case 12.4.1.5
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2750
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RRC test case 8.1.2.1
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2751
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RLC test case 7.2.3.28
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2752
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RLC test case 7.2.3.17
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2753
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RAB test case 18.1.2.32.1
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2754
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RLC test case 7.2.3.26
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2755
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RLC test case 7.2.3.22
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2756
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RLC test case 7.2.3.20
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2757
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RLC test case 7.2.3.18
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2758
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RLC test case 7.2.3.16
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2759
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RLC test case 7.2.3.15
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2760
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RLC test case 7.2.3.13
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2761
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RLC test case 7.2.3.6
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2762
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RLC test case 7.2.3.5
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2763
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of RLC test case 7.2.3.4
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2764
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of MAC test case 7.1.1.5
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2765
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of MAC test case 7.1.1.4
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2766
	-
	8.4.0
	Rel‑8
	LCR TDD: Addition of MAC test case 7.1.1.3
	approved
	B
	8.5.0
	TEI4_Test
	R5

	RP-100145
	34.123-3
	2767
	-
	8.4.0
	Rel‑8
	Correction to RRC test cases 6.1.2.2, 8.3.1.24 and 8.3.2.13
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-100145
	34.123-3
	2768
	-
	8.4.0
	Rel‑8
	Correction to HSD, HSU and HS7 test cases
	approved
	F
	8.5.0
	TEI5_Test
	R5

	RP-100145
	34.123-3
	2769
	-
	8.4.0
	Rel‑8
	Addition of CS Over HSPA test case 14.7.10
	approved
	B
	8.5.0
	TEI8_Test
	R5

	RP-100145
	34.123-3
	2770
	-
	8.4.0
	Rel‑8
	Addition of GCF WI 25 HSUPA MAC test case 7.1.6.3.2
	approved
	B
	8.5.0
	TEI6_Test
	R5

	RP-100153
	34.123-3
	2771
	-
	8.4.0
	Rel‑8
	UTRA LCR TDD ASP enhancement for Rel‑8
	approved
	F
	8.5.0
	RANimp-UEConTest_ImprovedL2LCRTDD
	R5

	RP-100137
	34.123-3
	2772
	-
	8.4.0
	Rel‑8
	Routine maintenance for divergent updates
	approved
	F
	8.5.0
	TEI_Test
	R5

	RP-100149
	34.123-3
	2773
	-
	8.4.0
	Rel‑8
	Update ASP for FDD dual cell test
	approved
	F
	8.5.0
	RANimp-UEConTest_DCHSDPA
	R5

	RP-100150
	34.123-3
	2774
	-
	8.4.0
	Rel‑8
	FDD ASP enhancement for the enhanced UL of FACH test
	approved
	F
	8.5.0
	RANimp-UEConTest_EnhancedRACHCellFACHState
	R5

	RP-100263
	34.124
	0036
	-
	9.1.0
	Rel‑9
	Introduction of Band XX in 34.124
	approved
	B
	9.2.0
	RInImp9-UMTSLTE800EU
	R4

	RP-100155
	34.229-1
	0223
	-
	8.4.0
	Rel‑8
	Add references for SMS over IP
	approved
	F
	8.5.0
	SMSoverIMS_UEConTest
	R5

	RP-100155
	34.229-1
	0224
	-
	8.4.0
	Rel‑8
	Update message REGISTER for SMS
	approved
	F
	8.5.0
	SMSoverIMS_UEConTest
	R5

	RP-100155
	34.229-1
	0225
	-
	8.4.0
	Rel‑8
	Update test case 8.1 for SMS
	approved
	F
	8.5.0
	SMSoverIMS_UEConTest
	R5

	RP-100155
	34.229-1
	0226
	-
	8.4.0
	Rel‑8
	Add new test case 18.2 for SMS
	approved
	F
	8.5.0
	SMSoverIMS_UEConTest
	R5

	RP-100155
	34.229-1
	0227
	-
	8.4.0
	Rel‑8
	Add default messages for SMS
	approved
	F
	8.5.0
	SMSoverIMS_UEConTest
	R5

	RP-100155
	34.229-1
	0228
	1
	8.4.0
	Rel‑8
	Addition of new SMS over IMS test case 18.1
	approved
	F
	8.5.0
	SMSoverIMS_UEConTest
	R5

	RP-100155
	34.229-2
	0058
	-
	8.4.0
	Rel‑8
	Addition of applicability for new SMS over IMS test case
	approved
	F
	8.5.0
	SMSoverIMS_UEConTest
	R5

	RP-100155
	34.229-2
	0059
	-
	8.4.0
	Rel‑8
	Add capability for SMS over IP
	approved
	F
	8.5.0
	SMSoverIMS_UEConTest
	R5

	RP-100155
	34.229-2
	0060
	-
	8.4.0
	Rel‑8
	Add applicability for SMS test cases
	approved
	F
	8.5.0
	SMSoverIMS_UEConTest
	R5

	RP-100146
	34.229-3
	0050
	-
	8.2.0
	Rel‑8
	CR to 34.229-3 (prose) update to v830
	approved
	F
	8.3.0
	TEI8_Test
	R5

	RP-100155
	34.229-3
	0051
	-
	8.2.0
	Rel‑8
	Correction of IMS test model for XCAP-based SS test
	approved
	F
	8.3.0
	SMSoverIMS_UEConTest
	R5

	RP-100140
	34.229-3
	0052
	-
	8.2.0
	Rel‑8
	Add bearer information for E-UTRA
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-100268
	36.101
	0445
	-
	9.2.0
	Rel‑9
	36.101 CR: Editorial corrections on LTE MBMS reference measurement channels
	approved
	F
	9.3.0
	MBMS_LTE
	R4

	RP-100264
	36.101
	0446
	1
	9.2.0
	Rel‑9
	A-MPR for Band 21
	approved
	B
	9.3.0
	UMTSLTE1500
	R4

	RP-100264
	36.101
	0447
	-
	8.8.0
	Rel‑8
	RF requirements for UE in later releases
	approved
	F
	8.9.0
	UMTSLTE1500
	R4

	RP-100264
	36.101
	0448
	-
	9.2.0
	Rel‑9
	RF requirements for UE in later releases
	approved
	A
	9.3.0
	UMTSLTE1500
	R4

	RP-100262
	36.101
	0449
	-
	9.2.0
	Rel‑9
	Editorial corrections on Band 19 REFSENS
	approved
	F
	9.3.0
	LTE-RF
	R4

	RP-100249
	36.101
	0450
	-
	8.8.0
	Rel‑8
	Reporting mode, Reporting Interval and Editorial corrections for demodulation
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100249
	36.101
	0451
	-
	9.2.0
	Rel‑9
	Reporting mode, Reporting Interval and Editorial corrections for demodulation
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100246
	36.101
	0453
	1
	9.2.0
	Rel‑9
	Corrections of various errors in the UE RF requirements
	approved
	F
	9.3.0
	LTE-RF
	R4

	RP-100268
	36.101
	0454
	-
	9.2.0
	Rel‑9
	The definition of the Doppler shift for LTE MBSFN Channel Model
	approved
	F
	9.3.0
	MBMS_LTE
	R4

	RP-100251
	36.101
	0455
	1
	8.8.0
	Rel‑8
	TBS correction for RMC UL TDD 16QAM full allocation BW 1.4 MHz
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100251
	36.101
	0456
	1
	9.2.0
	Rel‑9
	TBS correction for RMC UL TDD 16QAM full allocation BW 1.4 MHz
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100249
	36.101
	0457
	1
	8.8.0
	Rel‑8
	OCNG corrections
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100249
	36.101
	0458
	1
	9.2.0
	Rel‑9
	OCNG corrections
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100250
	36.101
	0459
	1
	8.8.0
	Rel‑8
	Use of OCNG in CSI tests
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100250
	36.101
	0460
	1
	9.2.0
	Rel‑9
	Use of OCNG in CSI tests
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100246
	36.101
	0461
	1
	8.8.0
	Rel‑8
	UTRA ACLR measurement bandwidths for 1.4 and 3 MHz
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100246
	36.101
	0462
	1
	9.2.0
	Rel‑9
	UTRA ACLR measurement bandwidths for 1.4 and 3 MHz
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100249
	36.101
	0463
	1
	8.8.0
	Rel‑8
	Corrections to 1PRB PDSCH performance test in presence of MBSFN.
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100249
	36.101
	0464
	1
	9.2.0
	Rel‑9
	Corrections to 1PRB PDSCH performance test in presence of MBSFN.
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100249
	36.101
	0465
	1
	9.2.0
	Rel‑9
	PDSCH performance tests for low UE categories
	approved
	F
	9.3.0
	LTE-RF
	R4

	RP-100249
	36.101
	0466
	-
	8.8.0
	Rel‑8
	Addition of OCNG configuration in DRS performance test
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100249
	36.101
	0467
	-
	9.2.0
	Rel‑9
	Addition of ONCG configuration in DRS performance test
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100250
	36.101
	0468
	1
	8.8.0
	Rel‑8
	Corrections of some CSI test parameters
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100250
	36.101
	0469
	1
	9.2.0
	Rel‑9
	Corrections of some CSI test parameters
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100263
	36.101
	0470
	1
	9.2.0
	Rel‑9
	Band 20 UE RF requirements
	approved
	F
	9.3.0
	RInImp9-UMTSLTE800EU
	R4

	RP-100238
	36.101
	0477
	4
	8.8.0
	Rel‑8
	Modification of the spectral flatness requirement and some editorial corrections
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100239
	36.101
	0478
	3
	9.2.0
	Rel‑9
	Modification of the spectral flatness requirement and some editorial corrections
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100246
	36.101
	0484
	1
	8.8.0
	Rel‑8
	CR Band 1- PHS coexistence
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100246
	36.101
	0485
	1
	9.2.0
	Rel‑9
	CR Band 1- PHS coexistence
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100246
	36.101
	0488
	1
	8.8.0
	Rel‑8
	Rel‑8 CR  for Band 14
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100246
	36.101
	0489
	1
	9.2.0
	Rel‑9
	Rel‑9 CR for Band 14
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100250
	36.101
	0490
	1
	8.8.0
	Rel‑8
	Corrections to CQI test configurations
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100250
	36.101
	0491
	1
	9.2.0
	Rel‑9
	Corrections to CQI test configurations
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100246
	36.101
	0492
	-
	8.8.0
	Rel‑8
	Band 8  Coexistence Requirement Table Correction
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100246
	36.101
	0493
	-
	9.2.0
	Rel‑9
	Band 8  Coexistence Requirement Table Correction
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100247
	36.101
	0498
	-
	8.8.0
	Rel‑8
	CR correction to RI test
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100247
	36.101
	0499
	-
	9.2.0
	Rel‑9
	CR correction to RI test
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100247
	36.101
	0500
	-
	8.8.0
	Rel‑8
	Fading CQI requirements for FDD mode
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100247
	36.101
	0501
	-
	9.2.0
	Rel‑9
	Fading CQI requirements for FDD mode
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100266
	36.104
	0144
	-
	9.2.0
	Rel‑9
	Corrections of operating band unwanted emissions for Home BS
	approved
	F
	9.3.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-100275
	36.104
	0145
	1
	9.2.0
	Rel‑9
	Corrections of operating band unwanted emissions for Local Area BS
	approved
	F
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.104
	0146
	1
	9.2.0
	Rel‑9
	Editorial correction in TS36.104 for Pico NodeB
	approved
	F
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100266
	36.104
	0147
	-
	9.2.0
	Rel‑9
	Corrections of additional spurious emissions and blocking requirements for HeNB
	approved
	F
	9.3.0
	HeNB-RF_FDD
	R4

	RP-100274
	36.104
	0149
	1
	9.2.0
	Rel‑9
	Corrections to the receiver intermodulation requirements
	approved
	F
	9.3.0
	TEI9
	R4

	RP-100266
	36.104
	0150
	-
	9.2.0
	Rel‑9
	Corrections on Home BS Output Power for Adjacent Channel Protection
	approved
	F
	9.3.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-100252
	36.104
	0151
	-
	8.8.0
	Rel‑8
	Correction of Band 4 and 10 co-existence requirement
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100252
	36.104
	0152
	-
	9.2.0
	Rel‑9
	Correction of Band 4 and 10 co-existence requirement
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100263
	36.104
	0153
	-
	9.2.0
	Rel‑9
	Correction of DTT protection requirement
	approved
	F
	9.3.0
	RInImp9-UMTSLTE800EU
	R4

	RP-100252
	36.104
	0154
	-
	8.8.0
	Rel‑8
	Correction of the frequency range for unwanted emmissions limits (cat-B/option 2/BW 3MHz)
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100252
	36.104
	0155
	-
	9.2.0
	Rel‑9
	Correction of the frequency range for unwanted emmissions limits (cat-B/option 2/BW 3MHz)
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100266
	36.104
	0156
	-
	9.2.0
	Rel‑9
	Corrections on Home BS operating band unwanted emission limits
	approved
	F
	9.3.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-100274
	36.104
	0157
	-
	9.2.0
	Rel‑9
	Requirements for HARQ-ACK multiplexed on PUSCH for E-UTRA LA and Home BS
	approved
	F
	9.3.0
	TEI9
	R4

	RP-100274
	36.104
	0158
	-
	9.2.0
	Rel‑9
	CQI missed detection requirements for PUCCH format 2 for E-UTRA LA and Home BS
	approved
	F
	9.3.0
	TEI9
	R4

	RP-100262
	36.104
	0159
	-
	8.8.0
	Rel‑8
	Adding missing references
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100262
	36.104
	0160
	-
	9.2.0
	Rel‑9
	Adding missing references
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100262
	36.106
	0013
	-
	8.4.1
	Rel‑8
	Adding missing references
	approved
	F
	8.5.0
	LTE-RF
	R4

	RP-100262
	36.106
	0014
	1
	9.0.0
	Rel‑9
	Adding missing references
	approved
	A
	9.1.0
	LTE-RF
	R4

	RP-100269
	36.133
	0393
	-
	9.2.0
	Rel‑9
	AOA and TA measurement report mappings
	approved
	B
	9.3.0
	LCS_LTE
	R4

	RP-100264
	36.133
	0394
	-
	8.8.0
	Rel‑8
	Corrections for Extended UMTS1500 in TS36.133(Rel‑8)
	approved
	F
	8.9.0
	UMTSLTE1500
	R4

	RP-100264
	36.133
	0395
	-
	9.2.0
	Rel‑9
	Corrections for Extended UMTS1500 in TS36.133(Rel‑9)
	approved
	F
	9.3.0
	UMTSLTE1500
	R4

	RP-100255
	36.133
	0396
	-
	8.8.0
	Rel‑8
	Addition of missing Es/Noc parameters in RRM test cases
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100255
	36.133
	0397
	-
	9.2.0
	Rel‑9
	Addition of missing Es/Noc parameters in RRM test cases
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100255
	36.133
	0398
	-
	8.8.0
	Rel‑8
	Correction of RSRP value in E-UTRAN FDDFDD Inter frequency reselection test
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100255
	36.133
	0399
	-
	9.2.0
	Rel‑9
	Correction of RSRP value in E-UTRAN FDDFDD Inter frequency reselection test
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100254
	36.133
	0400
	-
	8.8.0
	Rel‑8
	Correction of E-UTRAN FDD inter frequency measurements
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100254
	36.133
	0401
	-
	8.8.0
	Rel‑8
	Correction of E-UTRAN TDD inter frequency measurements_R8
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100254
	36.133
	0402
	-
	9.2.0
	Rel‑9
	Correction of E-UTRAN TDD inter frequency measurements_R9
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100269
	36.133
	0403
	2
	9.2.0
	Rel‑9
	Mapping of UE RxTx time difference measurement
	approved
	B
	9.3.0
	LCS_LTE
	R4

	RP-100254
	36.133
	0404
	1
	8.8.0
	Rel‑8
	UE measurement capability requirements in Idle and Connected
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100254
	36.133
	0405
	1
	9.2.0
	Rel‑9
	UE measurement capability requirements in Idle and Connected
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100262
	36.133
	0406
	-
	8.8.0
	Rel‑8
	Editorial Corrections in TS36.133(Rel‑8)
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100262
	36.133
	0407
	-
	9.2.0
	Rel‑9
	Editorial Corrections in TS36.133(Rel‑9)
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100254
	36.133
	0409
	-
	8.8.0
	Rel‑8
	Idle mode corrections
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100254
	36.133
	0410
	-
	9.2.0
	Rel‑9
	Idle mode corrections
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100254
	36.133
	0411
	-
	8.8.0
	Rel‑8
	Removal of activation time from interRAT handover requirements
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100254
	36.133
	0412
	-
	9.2.0
	Rel‑9
	Removal of activation time from interRAT handover requirements
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100263
	36.133
	0413
	-
	9.2.0
	Rel‑9
	Introduction of LTE in 800 MHz for Europe requirements in TS 36.133
	approved
	B
	9.3.0
	RInImp9-UMTSLTE800EU
	R4

	RP-100254
	36.133
	0414
	1
	9.2.0
	Rel‑9
	Enhanced GSM Requirements for CSFB
	approved
	F
	9.3.0
	LTE-RF
	R4

	RP-100254
	36.133
	0415
	1
	9.2.0
	Rel‑9
	Enhanced UTRA FDD Requirements for CSFB
	approved
	F
	9.3.0
	LTE-RF
	R4

	RP-100254
	36.133
	0416
	1
	8.8.0
	Rel‑8
	Correction to UE Transmit Timing Requirements
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100254
	36.133
	0417
	1
	9.2.0
	Rel‑9
	Correction to UE Transmit Timing Requirements
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100255
	36.133
	0418
	1
	8.8.0
	Rel‑8
	Correction to RLM Test Cases
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100255
	36.133
	0419
	1
	9.2.0
	Rel‑9
	Correction to RLM Test Cases
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100255
	36.133
	0420
	-
	8.8.0
	Rel‑8
	Correction to RRC Re-establishment Test Case
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100255
	36.133
	0421
	-
	9.2.0
	Rel‑9
	Correction to RRC Re-establishment Test Case
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100254
	36.133
	0422
	-
	8.8.0
	Rel‑8
	Correction to UE Measurement Capability Requirements in Idle Mode
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100254
	36.133
	0423
	-
	9.2.0
	Rel‑9
	Correction to UE Measurement Capability Requirements in Idle Mode
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100266
	36.133
	0424
	2
	9.2.0
	Rel‑9
	Minimum requirements on SI reading for HeNB inbound mobility
	approved
	B
	9.3.0
	EHNB-RAN2
	R4

	RP-100266
	36.133
	0425
	2
	9.2.0
	Rel‑9
	Home eNode B synchronization requirement
	approved
	B
	9.3.0
	HeNB-RF_TDD
	R4

	RP-100255
	36.133
	0426
	-
	8.8.0
	Rel‑8
	Correction of UE transmit timing test case
	approved
	F
	8.9.0
	LTE-RF
	R4

	RP-100255
	36.133
	0427
	1
	9.2.0
	Rel‑9
	Correction of UE transmit timing test case
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100275
	36.141
	0147
	1
	9.2.0
	Rel‑9
	Spurious emissions requirement for Local Area BS
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.141
	0148
	-
	9.2.0
	Rel‑9
	Dynamic range requirement for Local Area BS
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.141
	0149
	-
	9.2.0
	Rel‑9
	In-channel selectivity for Local Area BS
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.141
	0150
	-
	9.2.0
	Rel‑9
	ACS and narrow band blocking for Local Area BS
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.141
	0151
	-
	9.2.0
	Rel‑9
	Receiver intermodulation for Local Area BS
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.141
	0152
	-
	9.2.0
	Rel‑9
	Performance requirement for Local Area BS
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.141
	0153
	-
	9.2.0
	Rel‑9
	E-UTRA BS classification
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.141
	0154
	-
	9.2.0
	Rel‑9
	Maximum output power for Pico NodeB
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.141
	0155
	-
	9.2.0
	Rel‑9
	Frequency error requirement for Pico NodeB
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.141
	0156
	-
	9.2.0
	Rel‑9
	Reference sensitivity level requirement for Pico NodeB
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.141
	0157
	2
	9.2.0
	Rel‑9
	Blocking requirement for Pico NodeB
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.141
	0158
	-
	9.2.0
	Rel‑9
	ACLR requirement for Pico NodeB
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100275
	36.141
	0159
	-
	9.2.0
	Rel‑9
	Operating band unwanted emissions requirement for Pico NodeB
	approved
	B
	9.3.0
	LTEimp-Pico_eNB-RF
	R4

	RP-100266
	36.141
	0160
	1
	9.2.0
	Rel‑9
	Dynamic range requirement for Home eNodeB
	approved
	F
	9.3.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-100266
	36.141
	0161
	-
	9.2.0
	Rel‑9
	Operating band unwanted emissions requirement for Home eNodeB
	approved
	F
	9.3.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-100266
	36.141
	0162
	-
	9.2.0
	Rel‑9
	Corrections of additional spurious emissions and blocking requirements for HeNB
	approved
	F
	9.3.0
	HeNB-RF_FDD
	R4

	RP-100274
	36.141
	0165
	1
	9.2.0
	Rel‑9
	Corrections to the receiver intermodulation requirements
	approved
	F
	9.3.0
	TEI9
	R4

	RP-100266
	36.141
	0166
	-
	9.2.0
	Rel‑9
	Home BS Output Power Conformance Testing for Adjacent Channel Protection
	approved
	B
	9.3.0
	HeNB-RF_TDD, HeNB-RF_FDD
	R4

	RP-100252
	36.141
	0170
	-
	8.5.0
	Rel‑8
	Correction of Band 4 and 10 co-existence requirement
	approved
	F
	8.6.0
	LTE-RF
	R4

	RP-100252
	36.141
	0171
	-
	9.2.0
	Rel‑9
	Correction of Band 4 and 10 co-existence requirement
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100263
	36.141
	0172
	-
	9.2.0
	Rel‑9
	Correction of DTT protection requirement
	approved
	F
	9.3.0
	RInImp9-UMTSLTE800EU
	R4

	RP-100252
	36.141
	0173
	-
	8.5.0
	Rel‑8
	Correction of the frequency range for unwanted emmissions limits (cat-B/option 2/BW 3MHz)
	approved
	F
	8.6.0
	LTE-RF
	R4

	RP-100252
	36.141
	0174
	-
	9.2.0
	Rel‑9
	Correction of the frequency range for unwanted emmissions limits (cat-B/option 2/BW 3MHz)
	approved
	A
	9.3.0
	LTE-RF
	R4

	RP-100274
	36.141
	0175
	-
	9.2.0
	Rel‑9
	Requirements for HARQ-ACK multiplexed on PUSCH for E-UTRA LA and Home BS
	approved
	F
	9.3.0
	TEI9
	R4

	RP-100274
	36.141
	0176
	-
	9.2.0
	Rel‑9
	CQI missed detection requirements for PUCCH format 2 for E-UTRA LA and Home BS
	approved
	F
	9.3.0
	TEI9
	R4

	RP-100210
	36.201
	0005
	1
	9.0.0
	Rel‑9
	Introduction of LTE MBMS
	approved
	F
	9.1.0
	MBMS_LTE
	R1

	RP-100209
	36.211
	0144
	1
	9.0.0
	Rel‑9
	Removal of square brackets on positioning subframe periodicities
	approved
	F
	9.1.0
	LCS_LTE
	R1

	RP-100209
	36.211
	0145
	-
	9.0.0
	Rel‑9
	Clarification of the CP length of empty OFDM symbols in PRS subframes
	approved
	F
	9.1.0
	LCS_LTE
	R1

	RP-100210
	36.211
	0146
	-
	9.0.0
	Rel‑9
	Clarification of MBSFN subframe definition
	approved
	F
	9.1.0
	MBMS_LTE
	R1

	RP-100210
	36.212
	0096
	1
	9.0.0
	Rel‑9
	MCCH change notification using DCI format 1C
	approved
	F
	9.1.0
	MBMS_LTE
	R1

	RP-100211
	36.212
	0097
	-
	9.0.0
	Rel‑9
	Addition of missing reference to DCI format 2B + typo corrections
	approved
	F
	9.1.0
	LTEimp-eDL
	R1

	RP-100211
	36.213
	0259
	3
	9.0.1
	Rel‑9
	UE behavior when collision of antenna port 7/8 with PBCH or SCH happened and when distributed VRB is used with antenna port 7
	approved
	F
	9.1.0
	LTEimp-eDL
	R1

	RP-100210
	36.213
	0260
	1
	9.0.1
	Rel‑9
	MCCH change notification using DCI format 1C
	approved
	F
	9.1.0
	MBMS_LTE
	R1

	RP-100211
	36.213
	0263
	-
	9.0.1
	Rel‑9
	Correction on PDSCH EPRE and UE-specific RS EPRE for Rel‑9 enhanced DL transmissions
	approved
	F
	9.1.0
	LTEimp-eDL
	R1

	RP-100205
	36.214
	0012
	1
	9.0.0
	Rel‑9
	Modification of RSRQ definition
	approved
	F
	9.1.0
	LTE-Phys
	R1

	RP-100305
	36.300
	0183
	-
	9.2.0
	Rel‑9
	Correction regarding support of multiple MBSFN areas
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0184
	1
	9.2.0
	Rel‑9
	Correction to MBMS terminology
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0185
	-
	9.2.0
	Rel‑9
	Corrections on eNB muting MBSFN transmission
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0186
	-
	9.2.0
	Rel‑9
	Corrections to TS 36.300 on MBMS
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100306
	36.300
	0187
	-
	9.2.0
	Rel‑9
	CR capturing HeNB inbound mobility agreeements
	approved
	F
	9.3.0
	EHNB-RAN2
	R2

	RP-100308
	36.300
	0188
	-
	9.2.0
	Rel‑9
	Remove FFSs from RAN2 specifications
	approved
	F
	9.3.0
	TEI9, LTE-L23
	R2

	RP-100296
	36.300
	0189
	-
	9.2.0
	Rel‑9
	SIM based access for Emergency calls in LTE
	approved
	F
	9.3.0
	IMS_EMER_LTE
	R2

	RP-100304
	36.300
	0191
	-
	9.2.0
	Rel‑9
	RA for Positioning
	approved
	F
	9.3.0
	LCS_LTE
	R2

	RP-100305
	36.300
	0192
	-
	9.2.0
	Rel‑9
	Corrections to TS36.300 on MBMS
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100308
	36.300
	0196
	1
	9.2.0
	Rel‑9
	Stage 2 update for Full Configuration Handover for handling earlier eNB releases
	approved
	B
	9.3.0
	TEI9, LTE-L23
	R2

	RP-100296
	36.300
	0197
	-
	9.2.0
	Rel‑9
	Handling Kasme mismatch for IMS Emergency calls
	approved
	F
	9.3.0
	IMS_EMER_LTE
	R2

	RP-100308
	36.300
	0199
	-
	9.2.0
	Rel‑9
	Correction to MTU endpoint
	approved
	F
	9.3.0
	TEI9, LTE-L23
	R2

	RP-100307
	36.300
	0200
	-
	9.2.0
	Rel‑9
	Stage 2 correction of Load Reporting for MLB
	approved
	F
	9.3.0
	SON
	R2

	RP-100307
	36.300
	0201
	-
	9.2.0
	Rel‑9
	CR for Allowed Range in Negotiation
	approved
	F
	9.3.0
	SON
	R2

	RP-100307
	36.300
	0202
	-
	9.2.0
	Rel‑9
	Clarification of definitions of HO failure cases
	approved
	B
	9.3.0
	SON
	R2

	RP-100307
	36.300
	0203
	-
	9.2.0
	Rel‑9
	Clarification on the usage of the mechanism to transfer IRAT MLB information
	approved
	B
	9.3.0
	SON
	R2

	RP-100305
	36.300
	0204
	-
	9.2.0
	Rel‑9
	MBMS Session Update in M3AP stage 2
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0205
	-
	9.2.0
	Rel‑9
	Correction on radio bearer configuration
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0206
	-
	9.2.0
	Rel‑9
	Correction to the MSAP occasion implied by SYNC timestamp
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0207
	-
	9.2.0
	Rel‑9
	MCCH related BCCH content
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0208
	-
	9.2.0
	Rel‑9
	MCCH update synchronization
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0209
	-
	9.2.0
	Rel‑9
	MBMS Session Update in M2AP stage 2
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0210
	-
	9.2.0
	Rel‑9
	CR for MBMS User Data flow synchronisation in 36.300
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0211
	-
	9.2.0
	Rel‑9
	MBMS User Data flow synchronisation
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0212
	-
	9.2.0
	Rel‑9
	Packet dropping
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0213
	-
	9.2.0
	Rel‑9
	SYNC sequence duration configuration in MCE
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0214
	-
	9.2.0
	Rel‑9
	Adding the description of simultaneously change of SIB13 and MCCH
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100305
	36.300
	0215
	-
	9.2.0
	Rel‑9
	Addition u-plane protocol stack for M1
	approved
	F
	9.3.0
	MBMS_LTE
	R2

	RP-100295
	36.300
	0216
	-
	8.11.0
	Rel‑8
	Queue concurrent NAS messages if necessary for in seq delivery
	approved
	F
	8.12.0
	LTE-interfaces
	R2

	RP-100295
	36.300
	0217
	-
	9.2.0
	Rel‑9
	Queue concurrent NAS messages if necessary for in seq delivery
	approved
	A
	9.3.0
	LTE-interfaces
	R2

	RP-100295
	36.300
	0218
	-
	8.11.0
	Rel‑8
	Support of X2 Inter-PLMN HO
	approved
	F
	8.12.0
	LTE-interfaces
	R2

	RP-100295
	36.300
	0219
	-
	9.2.0
	Rel‑9
	Support of X2 Inter-PLMN HO
	approved
	A
	9.3.0
	LTE-interfaces
	R2

	RP-100300
	36.300
	0220
	-
	9.2.0
	Rel‑9
	Clarifications on CSG process definition and mobility procedures
	approved
	F
	9.3.0
	EHNB-RAN3
	R2

	RP-100300
	36.300
	0221
	-
	9.2.0
	Rel‑9
	Corrections of HeNB
	approved
	F
	9.3.0
	EHNB-RAN3
	R2

	RP-100300
	36.300
	0222
	-
	9.2.0
	Rel‑9
	CSG expiry Handling
	approved
	F
	9.3.0
	EHNB-RAN3
	R2

	RP-100295
	36.300
	0223
	-
	8.11.0
	Rel‑8
	eNB/MME Status Transfer procedure
	approved
	F
	8.12.0
	LTE-interfaces
	R2

	RP-100295
	36.300
	0224
	-
	9.2.0
	Rel‑9
	eNB/MME Status Transfer procedure
	approved
	A
	9.3.0
	LTE-interfaces
	R2

	RP-100308
	36.300
	0225
	-
	9.2.0
	Rel‑9
	SPID implementation guidelines
	approved
	F
	9.3.0
	TEI9
	R2

	RP-100308
	36.300
	0226
	-
	9.2.0
	Rel‑9
	Handling of handover restriction for emergency call
	approved
	F
	9.3.0
	TEI9
	R2

	RP-100300
	36.300
	0227
	-
	9.2.0
	Rel‑9
	Some corrections for HeNB
	approved
	F
	9.3.0
	EHNB-RAN3
	R2

	RP-100308
	36.302
	0019
	1
	9.0.0
	Rel‑9
	Correction to RSRP and RSRQ definition with Receiver Diversity to align with TS 36.214
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-100296
	36.304
	0122
	-
	9.1.0
	Rel‑9
	Clarification on RRC connection re-establishment for emergency calls
	approved
	F
	9.2.0
	IMS_EMER_LTE
	R2

	RP-100308
	36.304
	0123
	1
	9.1.0
	Rel‑9
	Correction on reselection from non-CSG cell to CSG inter-RAT cell
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.304
	0124
	1
	9.1.0
	Rel‑9
	Miscellaneous correction on 36.304
	approved
	D
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100305
	36.304
	0125
	-
	9.1.0
	Rel‑9
	Proposed CR to 36.304 on Addition of missing abbreviations related with MBMS
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100308
	36.304
	0129
	-
	9.1.0
	Rel‑9
	Cell reselection enhancements CR for 36.304
	approved
	B
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100304
	36.305
	0006
	-
	9.1.0
	Rel‑9
	Clarification on E-CID parameters
	approved
	F
	9.2.0
	LCS_LTE
	R2

	RP-100304
	36.305
	0007
	-
	9.1.0
	Rel‑9
	Clarification on positioning procedure
	approved
	F
	9.2.0
	LCS_LTE
	R2

	RP-100304
	36.305
	0008
	1
	9.1.0
	Rel‑9
	Stage 2 updates to align with stage 3
	approved
	F
	9.2.0
	LCS_LTE
	R2

	RP-100304
	36.305
	0009
	-
	9.1.0
	Rel‑9
	Updates to LPP material in stage 2
	approved
	F
	9.2.0
	LCS_LTE
	R2

	RP-100304
	36.305
	0010
	-
	9.1.0
	Rel‑9
	Updates to LPPa material in stage 2
	approved
	F
	9.2.0
	LCS_LTE
	R2

	RP-100304
	36.305
	0011
	-
	9.1.0
	Rel‑9
	clarification on routing id
	approved
	B
	9.2.0
	LCS_LTE
	R2

	RP-100304
	36.305
	0012
	-
	9.1.0
	Rel‑9
	Clarification of information transfer for OTDOA
	approved
	F
	9.2.0
	LCS_LTE
	R2

	RP-100304
	36.305
	0013
	-
	9.1.0
	Rel‑9
	Add LPP procedures to align with 36.355
	approved
	F
	9.2.0
	LCS_LTE
	R2

	RP-100304
	36.305
	0014
	-
	9.1.0
	Rel‑9
	Clarification on Error Case Handling
	approved
	F
	9.2.0
	LCS_LTE
	R2

	RP-100304
	36.305
	0015
	-
	9.1.0
	Rel‑9
	Transfer of LPPa PDUs over S1
	approved
	F
	9.2.0
	LCS_LTE
	R2

	RP-100308
	36.306
	0024
	1
	9.0.0
	Rel‑9
	CR to 36.306 on Optionality of Rel‑9 UE features
	approved
	C
	9.1.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.306
	0025
	-
	9.0.0
	Rel‑9
	Introduction of power-limited device indication in UE capability.
	approved
	B
	9.1.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.306
	0026
	-
	9.0.0
	Rel‑9
	UE capability for enhanced 1xRTT CS fallback
	approved
	F
	9.1.0
	TEI9, LTE-L23
	R2

	RP-100285
	36.306
	0027
	1
	8.5.0
	Rel‑8
	Bounds to RoHC requirements for IMS capable UEs supporting voice
	approved
	C
	8.6.0
	LTE-L23
	R2

	RP-100285
	36.306
	0028
	1
	9.0.0
	Rel‑9
	Bounds to RoHC requirements for IMS capable UEs supporting voice
	approved
	A
	9.1.0
	LTE-L23
	R2

	RP-100309
	36.306
	0029
	1
	9.0.0
	Rel‑9
	CR to 36.306 on Redirection enhancements to UTRAN
	approved
	B
	9.1.0
	TEI9, LTE-L23
	R2

	RP-100188
	36.306
	0030
	1
	9.0.0
	Rel‑9
	Redirection enhancements to GERAN
	approved
	B
	9.1.0
	TEI9, LTE-L23
	R2

	RP-100163
	36.307
	0001
	-
	9.0.0
	Rel‑8
	Introduction of Band 18, 19, 20 and 21 in 36.307
	approved
	B
	8.0.0
	UMTSLTE1500
	R4

	RP-100305
	36.321
	0414
	-
	9.1.0
	Rel‑9
	Correction to MBMS scheduling terminology
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100305
	36.321
	0415
	-
	9.1.0
	Rel‑9
	Corrections to TS 36.321 on MBMS
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100305
	36.321
	0421
	1
	9.1.0
	Rel‑9
	Error handling for MBMS PDU
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100308
	36.321
	0422
	-
	9.1.0
	Rel‑9
	Renaming CR as consequence of ASN.1 review
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100305
	36.322
	0089
	-
	9.0.0
	Rel‑9
	Correction to RLC entity
	approved
	F
	9.1.0
	MBMS_LTE
	R2

	RP-100241
	36.331
	0287
	1
	8.8.0
	Rel‑8
	FGI bit for PDSCH transmission mode 4 and 6 
	withdrawn
	F
	
	LTE-L23
	R2

	RP-100242
	36.331
	0325
	1
	9.1.0
	Rel‑9
	FGI bit for PDSCH transmission mode 4 and 6 
	withdrawn
	A
	
	LTE-L23
	R2

	RP-100285
	36.331
	0328
	-
	8.8.0
	Rel‑8
	Aligning the number of neighbor cells in SIB8 between Rel‑8 and Rel‑9
	approved
	F
	8.9.0
	LTE-L23
	R2

	RP-100285
	36.331
	0330
	-
	8.8.0
	Rel‑8
	Clarification of CGI reporting
	approved
	F
	8.9.0
	LTE-L23
	R2

	RP-100285
	36.331
	0331
	-
	9.1.0
	Rel‑9
	Clarification of CGI reporting
	approved
	A
	9.2.0
	LTE-L23
	R2

	RP-100305
	36.331
	0332
	-
	9.1.0
	Rel‑9
	Clarification on MCCH change notification
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100308
	36.331
	0333
	-
	9.1.0
	Rel‑9
	Clarification on measurement for serving cell only
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100306
	36.331
	0334
	-
	9.1.0
	Rel‑9
	Clarification on proximity indication configuraiton in handover to E-UTRA
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100308
	36.331
	0335
	-
	9.1.0
	Rel‑9
	Clarification on radio resource configuration in handover to E-UTRA procedure
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0336
	-
	9.1.0
	Rel‑9
	Clarification on UE maximum transmission power
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0337
	-
	9.1.0
	Rel‑9
	Correction to field descriptions of UE-EUTRA-Capability
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100305
	36.331
	0338
	-
	9.1.0
	Rel‑9
	Correction to MBMS scheduling terminology
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100308
	36.331
	0339
	-
	9.1.0
	Rel‑9
	Corrections to SIB8
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100306
	36.331
	0340
	-
	9.1.0
	Rel‑9
	CR 36.331 R9 for Unifying SI reading for ANR and inbound mobility
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100308
	36.331
	0341
	1
	9.1.0
	Rel‑9
	CR to 36.331 for 1xRTT pre-registration information in SIB8
	approved
	C
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100305
	36.331
	0342
	-
	9.1.0
	Rel‑9
	CR to 36.331 on corrections for MBMS
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100306
	36.331
	0343
	1
	9.1.0
	Rel‑9
	CR to 36.331 on CSG identity reporting
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100308
	36.331
	0344
	2
	9.1.0
	Rel‑9
	CR to 36.331 on Optionality of Rel‑9 UE features
	approved
	C
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0345
	1
	9.1.0
	Rel‑9
	CR to 36.331 on Service Specific Acces Control (SSAC)
	approved
	B
	9.2.0
	TEI9, SSAC
	R2

	RP-100308
	36.331
	0346
	-
	9.1.0
	Rel‑9
	Introduction of power-limited device indication in UE capability.
	approved
	B
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100305
	36.331
	0347
	-
	9.1.0
	Rel‑9
	Missing agreement in MCCH change notification.
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100305
	36.331
	0348
	1
	9.1.0
	Rel‑9
	Corrections related to MCCH change notification and value ranges
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100306
	36.331
	0349
	2
	9.1.0
	Rel‑9
	Prohibit timer for proximity indication
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100306
	36.331
	0350
	1
	9.1.0
	Rel‑9
	Proximity Indication after handover and re-establishment
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100305
	36.331
	0351
	-
	9.1.0
	Rel‑9
	Specifying the exact mapping of notificationIndicator in SIB13 to PDCCH bits
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100308
	36.331
	0352
	-
	9.1.0
	Rel‑9
	Corrections out of ASN.1 review scope
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0353
	-
	9.1.0
	Rel‑9
	CR on clarification of system information change
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100285
	36.331
	0357
	-
	8.8.0
	Rel‑8
	Measurement Result CDMA2000 Cell
	approved
	F
	8.9.0
	LTE-L23
	R2

	RP-100285
	36.331
	0358
	-
	9.1.0
	Rel‑9
	Measurement Result CDMA2000 Cell
	approved
	A
	9.2.0
	LTE-L23
	R2

	RP-100304
	36.331
	0361
	-
	9.1.0
	Rel‑9
	Correction on the range of UE Rx-Tx time difference measurement result
	approved
	F
	9.2.0
	LCS_LTE
	R2

	RP-100305
	36.331
	0362
	-
	9.1.0
	Rel‑9
	Small clarifications regarding MBMS
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100308
	36.331
	0363
	-
	9.1.0
	Rel‑9
	Introduction of REL-9 indication within field accessStratumRelease
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100306
	36.331
	0364
	-
	9.1.0
	Rel‑9
	Extending mobility description to cover inbound mobility
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100308
	36.331
	0365
	1
	9.1.0
	Rel‑9
	Clarification regarding enhanced CSFB to 1XRTT
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0368
	-
	9.1.0
	Rel‑9
	Handling of dedicated RLF timers
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100305
	36.331
	0370
	1
	9.1.0
	Rel‑9
	Clarification on UE's behavior of receiving MBMS service
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100305
	36.331
	0371
	-
	9.1.0
	Rel‑9
	MBMS Service ID and Session ID
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100305
	36.331
	0372
	1
	9.1.0
	Rel‑9
	Inclusion of non-MBSFN region length in SIB13
	approved
	C
	9.2.0
	MBMS_LTE
	R2

	RP-100309
	36.331
	0374
	1
	9.1.0
	Rel‑9
	CR to 36.331 for e1xCSFB access class barring parameters in SIB8
	approved
	B
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0375
	-
	9.1.0
	Rel‑9
	Multiple 1xRTT/HRPD target cells in MobilityFromEUTRACommand
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0376
	-
	9.1.0
	Rel‑9
	Independent support indicators for Dual-Rx CSFB and S102 in SIB8
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100285
	36.331
	0377
	-
	8.8.0
	Rel‑8
	Clarification on DRX StartOffset for TDD
	approved
	F
	8.9.0
	LTE-L23
	R2

	RP-100285
	36.331
	0378
	-
	9.1.0
	Rel‑9
	Clarification on DRX StartOffset for TDD
	approved
	A
	9.2.0
	LTE-L23
	R2

	RP-100308
	36.331
	0379
	1
	9.1.0
	Rel‑9
	Miscellaneous corrections from REL-9 ASN.1 review
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0381
	-
	9.1.0
	Rel‑9
	Need codes and missing conventions
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0383
	1
	9.1.0
	Rel‑9
	Introduction of Full Configuration Handover for handling earlier eNB releases
	approved
	B
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0385
	-
	9.1.0
	Rel‑9
	Clarification to SFN reference in RRC
	approved
	D
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0390
	-
	9.1.0
	Rel‑9
	RSRP and RSRQ based Thresholds
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100189
	36.331
	0392
	3
	9.1.0
	Rel‑9
	Redirection enhancements to GERAN
	approved
	B
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0398
	-
	9.1.0
	Rel‑9
	Cell reselection enhancements CR for 36.331
	approved
	B
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100307
	36.331
	0401
	3
	9.1.0
	Rel‑9
	CR on UE-originated RLFreporting for MRO SON use case
	approved
	B
	9.2.0
	SON
	R2

	RP-100309
	36.331
	0402
	3
	9.1.0
	Rel‑9
	CR to 36.331 on Redirection enhancements to UTRAN
	approved
	B
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100306
	36.331
	0403
	2
	9.1.0
	Rel‑9
	Proximity status indication handling at mobility
	approved
	F
	9.2.0
	EHNB-RAN2
	R2

	RP-100305
	36.331
	0404
	-
	9.1.0
	Rel‑9
	Upper layer aspect of MBSFN area id
	approved
	F
	9.2.0
	MBMS_LTE
	R2

	RP-100308
	36.331
	0405
	-
	9.1.0
	Rel‑9
	Redirection for enhanced 1xRTT CS fallback with concurrent PSHO
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100301
	36.331
	0406
	-
	9.1.0
	Rel‑9
	Avoiding interleaving transmission of CMAS notifications
	approved
	F
	9.2.0
	PWS-RAN
	R2

	RP-100308
	36.331
	0407
	1
	9.1.0
	Rel‑9
	Introduction of UE GERAN DTM capability indicator
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100308
	36.331
	0408
	-
	9.1.0
	Rel‑9
	Introducing provisions for late corrections
	revised
	F
	
	TEI9, LTE-L23
	R2

	RP-100131
	36.331
	0408
	1
	9.1.0
	Rel‑9
	Introducing provisions for late ASN.1 corrections
	revised
	F
	
	TEI9, LTE-L23
	R2

	RP-100381
	36.331
	0408
	2
	9.1.0
	Rel‑9
	Introducing provisions for late ASN.1 corrections
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100243
	36.331
	0409
	-
	8.8.0
	Rel‑8
	FGI bit for PDSCH transmission mode 4 and 6: separate FGI bits  
	withdrawn
	F
	
	LTE-L23
	R2

	RP-100244
	36.331
	0410
	-
	9.1.0
	Rel‑9
	FGI bit for PDSCH transmission mode 4 and 6: separate FGI bits  
	withdrawn
	A
	
	LTE-L23
	R2

	RP-100245
	36.331
	0411
	-
	9.1.0
	Rel‑9
	Correction/ alignment of REL-9 UE capability signalling
	approved
	F
	9.2.0
	TEI9, LTE-L23
	R2

	RP-100304
	36.355
	0001
	-
	9.0.0
	Rel‑9
	Clarification on Position location
	approved
	F
	9.1.0
	LCS_LTE
	R2

	RP-100304
	36.355
	0002
	-
	9.0.0
	Rel‑9
	Clarification on UE Rx-Tx time difference supporting capability
	approved
	F
	9.1.0
	LCS_LTE
	R2

	RP-100304
	36.355
	0003
	2
	9.0.0
	Rel‑9
	Completion of LPP common material
	approved
	B
	9.1.0
	LCS_LTE
	R2

	RP-100304
	36.355
	0004
	5
	9.0.0
	Rel‑9
	Completion of OTDOA in LPP
	approved
	F
	9.1.0
	LCS_LTE
	R2

	RP-100304
	36.355
	0006
	-
	9.0.0
	Rel‑9
	Provision of Frame Drift Information in Network Time
	approved
	F
	9.1.0
	LCS_LTE
	R2

	RP-100304
	36.355
	0007
	-
	9.0.0
	Rel‑9
	Clarification of measurement reference point
	approved
	F
	9.1.0
	LCS_LTE
	R2

	RP-100304
	36.355
	0010
	-
	9.0.0
	Rel‑9
	GNSS-DifferentialCorrectionsSupport
	approved
	F
	9.1.0
	LCS_LTE
	R2

	RP-100304
	36.355
	0011
	-
	9.0.0
	Rel‑9
	BSAlign Indication in GNSS Reference Time
	approved
	C
	9.1.0
	LCS_LTE
	R2

	RP-100304
	36.355
	0012
	1
	9.0.0
	Rel‑9
	Changes to reflect LPP ASN.1 review
	approved
	F
	9.1.0
	LCS_LTE
	R2

	RP-100304
	36.355
	0013
	1
	9.0.0
	Rel‑9
	Introduction of LPP reliability sublayer
	approved
	B
	9.1.0
	LCS_LTE
	R2

	RP-100304
	36.355
	0015
	-
	9.0.0
	Rel‑9
	LPP error procedures and conditions
	approved
	F
	9.1.0
	LCS_LTE
	R2

	RP-100304
	36.355
	0016
	-
	9.0.0
	Rel‑9
	Triggered Location Information Transfer due to Cell Change
	approved
	B
	9.1.0
	LCS_LTE
	R2

	RP-100191
	36.355
	0017
	-
	9.0.0
	Rel‑9
	Autonomous Muting Indication in OTDOA Assistance Information
	rejected
	F
	
	LCS_LTE
	R2

	RP-100230
	36.401
	0040
	-
	9.0.0
	Rel‑9
	Support of time and frequency synchronization for HeNB
	approved
	B
	9.1.0
	TEI9
	R3

	RP-100213
	36.412
	0018
	-
	9.0.0
	Rel‑9
	Specification of Payload Identifier
	approved
	F
	9.1.0
	LTE-interfaces
	R3

	RP-100214
	36.413
	0623
	1
	9.1.0
	Rel‑9
	Correction of RTD range
	approved
	F
	9.2.0
	LTE-interfaces
	R3

	RP-100214
	36.413
	0624
	1
	8.8.0
	Rel‑8
	Correction of Path Switch Failure
	approved
	F
	8.9.0
	LTE-Interfaces
	R3

	RP-100214
	36.413
	0625
	1
	9.1.0
	Rel‑9
	Correction of Path Switch Failure
	approved
	A
	9.2.0
	LTE-Interfaces
	R3

	RP-100213
	36.413
	0626
	-
	9.1.0
	Rel‑9
	Fix for mobile terminated calls rejection in eNodeB
	approved
	F
	9.2.0
	LTE-Interfaces
	R3

	RP-100229
	36.413
	0627
	-
	9.1.0
	Rel‑9
	Introduction of PLMN-related abnormal conditions during HO in network sharing scenarios
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100222
	36.413
	0628
	-
	9.1.0
	Rel‑9
	Correction of CSG Cell and Hybrid Cell Definition
	approved
	F
	9.2.0
	EHNB-RAN3
	R3

	RP-100214
	36.413
	0629
	3
	9.1.0
	Rel‑9
	NCC Initialization in eNB at the Initial Connection Setup
	approved
	F
	9.2.0
	LTE-interfaces
	R3

	RP-100228
	36.413
	0631
	-
	9.1.0
	Rel‑9
	Inter RAT Mobility Load Balance on S1
	approved
	C
	9.2.0
	SON
	R3

	RP-100213
	36.413
	0633
	-
	8.8.0
	Rel‑8
	Crrection in DOWNLIN S1 CDMA2000 TUNNELING Procedure
	approved
	F
	8.9.0
	LTE-interfaces
	R3

	RP-100213
	36.413
	0634
	-
	9.1.0
	Rel‑9
	Crrection in DOWNLIN S1 CDMA2000 TUNNELING Procedure
	approved
	A
	9.2.0
	LTE-interfaces
	R3

	RP-100222
	36.413
	0639
	3
	9.1.0
	Rel‑9
	CSG expiry Handling
	approved
	F
	9.2.0
	EHNB-RAN3
	R3

	RP-100229
	36.413
	0641
	1
	9.1.0
	Rel‑9
	CMAS and ETWS action if  Number of Broadcasts Requested IE set to 0
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100229
	36.413
	0645
	1
	9.1.0
	Rel‑9
	Description of Transparent Container Encoding
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100216
	36.413
	0646
	2
	8.8.0
	Rel‑8
	Rapporteur's update for S1AP protocol 
	approved
	F
	8.9.0
	TEI8
	R3

	RP-100230
	36.413
	0647
	2
	9.1.0
	Rel‑9
	Rapporteur's update for S1AP protocol 
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100213
	36.413
	0648
	-
	8.8.0
	Rel‑8
	Removing the restriction for Primary Notification
	approved
	F
	8.9.0
	LTE-Interfaces
	R3

	RP-100213
	36.413
	0649
	-
	9.1.0
	Rel‑9
	Removing the restriction for Primary Notification
	approved
	A
	9.2.0
	LTE-Interfaces
	R3

	RP-100214
	36.413
	0650
	1
	8.8.0
	Rel‑8
	CDMA2000 1xRTT RAND format
	approved
	F
	8.9.0
	LTE-Interfaces
	R3

	RP-100214
	36.413
	0651
	1
	9.1.0
	Rel‑9
	CDMA2000 1xRTT RAND format
	approved
	F
	9.2.0
	LTE-Interfaces
	R3

	RP-100213
	36.413
	0658
	-
	8.8.0
	Rel‑8
	Handling of CDMA2000 RAT and Sector ID
	approved
	F
	8.9.0
	LTE-interfaces
	R3

	RP-100213
	36.413
	0659
	1
	9.1.0
	Rel‑9
	Handling of CDMA2000 RAT and Sector ID
	approved
	F
	9.2.0
	LTE-interfaces
	R3

	RP-100214
	36.413
	0661
	2
	9.1.0
	Rel‑9
	Handling of CSG ID check failure in LTE hybrid cells
	approved
	F
	9.2.0
	LTE-interfaces
	R3

	RP-100225
	36.413
	0664
	1
	9.1.0
	Rel‑9
	Transfer Encoding of LPPa PDUs over S1
	approved
	F
	9.2.0
	LCS_LTE
	R3

	RP-100214
	36.413
	0666
	1
	9.1.0
	Rel‑9
	Correction of connection establishment
	approved
	F
	9.2.0
	LTE-interfaces
	R3

	RP-100214
	36.413
	0667
	1
	9.1.0
	Rel‑9
	Correction of S1 Release
	approved
	F
	9.2.0
	LTE-interfaces
	R3

	RP-100214
	36.413
	0674
	-
	8.8.0
	Rel‑8
	Define meaning of 0 in Number of Broadcast Requested IE for ETWS
	approved
	F
	8.9.0
	LTE-Interfaces
	R3

	RP-100228
	36.413
	0678
	-
	9.1.0
	Rel‑9
	Creation of annex for SON Transfer and Cell Load Reporting RIM application
	approved
	F
	9.2.0
	SON
	R3

	RP-100230
	36.413
	0679
	-
	9.1.0
	Rel‑9
	Support of time and frequency synchronization using network listening
	approved
	B
	9.2.0
	TEI9
	R3

	RP-100213
	36.422
	0016
	-
	9.0.0
	Rel‑9
	Specification of Payload Identifier
	approved
	F
	9.1.0
	LTE-interfaces
	R3

	RP-100213
	36.423
	0336
	-
	8.8.0
	Rel‑8
	Correction to the Resource Status Reporting Initiation procedure
	approved
	F
	8.9.0
	LTE-interfaces
	R3

	RP-100213
	36.423
	0337
	-
	9.1.0
	Rel‑9
	Correction to the Resource Status Reporting Initiation procedure
	approved
	A
	9.2.0
	LTE-interfaces
	R3

	RP-100229
	36.423
	0341
	2
	9.1.0
	Rel‑9
	Addition of MBSFN information on X2 interface
	approved
	C
	9.2.0
	TEI9
	R3

	RP-100228
	36.423
	0344
	4
	9.1.0
	Rel‑9
	Cell pair identification for Mobility Settings Change procedure
	approved
	F
	9.2.0
	SON
	R3

	RP-100213
	36.423
	0352
	-
	9.1.0
	Rel‑9
	Addition of cause value for not admitted E-RAB
	approved
	F
	9.2.0
	LTE-interfaces
	R3

	RP-100216
	36.423
	0354
	1
	8.8.0
	Rel‑8
	Rapporteur's update of X2AP protocol
	approved
	F
	8.9.0
	TEI8
	R3

	RP-100229
	36.423
	0355
	1
	9.1.0
	Rel‑9
	Rapporteur's update of X2AP protocol
	approved
	F
	9.2.0
	TEI9
	R3

	RP-100230
	36.423
	0356
	3
	9.1.0
	Rel‑9
	RNL-based energy saving solution
	approved
	B
	9.2.0
	TEI9
	R3

	RP-100228
	36.423
	0358
	1
	9.1.0
	Rel‑9
	Inclusion of UE RLF Report in RLF INDICATION message
	approved
	C
	9.2.0
	SON
	R3

	RP-100226
	36.440
	0001
	2
	9.0.0
	Rel‑9
	Incorrect reference for SYNC spec
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100226
	36.442
	0001
	2
	9.0.0
	Rel‑9
	Editorial corrections
	approved
	D
	9.1.0
	MBMS_LTE
	R3

	RP-100226
	36.443
	0001
	1
	9.0.0
	Rel‑9
	Some minor description corrections for M2AP
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100226
	36.443
	0002
	1
	9.0.0
	Rel‑9
	Removal of QoS information in MBMS Session Start message
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100226
	36.443
	0003
	-
	9.0.0
	Rel‑9
	Clarification of MCCH Update Time
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100226
	36.443
	0004
	-
	9.0.0
	Rel‑9
	Correct the description of Error Indication and misspelt of BIT STRING
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.443
	0005
	1
	9.0.0
	Rel‑9
	Some corrections to TS36.443
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100226
	36.443
	0006
	1
	9.0.0
	Rel‑9
	MBSFN subframe configuration
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.443
	0008
	2
	9.0.0
	Rel‑9
	MBSFN Area Configuration
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.443
	0009
	1
	9.0.0
	Rel‑9
	Miscellaneous corrections to TS36.443
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.443
	0010
	2
	9.0.0
	Rel‑9
	Optional MBMS Session ID
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.443
	0013
	3
	9.0.0
	Rel‑9
	Remove the MBMS Session Duration IE from the MBMS Session Start Request message
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.443
	0015
	3
	9.0.0
	Rel‑9
	Misc corrections
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.443
	0016
	2
	9.0.0
	Rel‑9
	MBMS Session Update in TS36.443
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.443
	0019
	3
	9.0.0
	Rel‑9
	Rapporteur's update for M2AP protocol 
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100226
	36.444
	0001
	-
	9.0.0
	Rel‑9
	Corrections to TS36.444
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.444
	0003
	1
	9.0.0
	Rel‑9
	Miscellaneous corrections to TS36.444
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.444
	0004
	2
	9.0.0
	Rel‑9
	Misc corrections
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.444
	0005
	2
	9.0.0
	Rel‑9
	Introduction of MBMS Session Update in M3AP
	approved
	B
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.444
	0007
	1
	9.0.0
	Rel‑9
	Editorial Correction on TS 36.444
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100227
	36.444
	0008
	1
	9.0.0
	Rel‑9
	No support for E-RAB Pre-emption
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100226
	36.445
	0001
	2
	9.0.0
	Rel‑9
	Clean up of unicast related text
	approved
	F
	9.1.0
	MBMS_LTE
	R3

	RP-100225
	36.455
	0001
	3
	9.0.0
	Rel‑9
	Inclusion of Geographical Area and E-UTRAN Access Point Position information
	approved
	F
	9.1.0
	LCS_LTE
	R3

	RP-100225
	36.455
	0003
	1
	9.0.0
	Rel‑9
	Introduction of new cause values in LPPa
	approved
	F
	9.1.0
	LCS_LTE
	R3

	RP-100225
	36.455
	0004
	-
	9.0.0
	Rel‑9
	Introduction of EARFCN information in E-CID measurement results over LPPa
	approved
	F
	9.1.0
	LCS_LTE
	R3

	RP-100225
	36.455
	0007
	-
	9.0.0
	Rel‑9
	Rapporteur's update of LPPa protocol
	approved
	F
	9.1.0
	LCS_LTE
	R3

	RP-100316
	36.508
	0089
	-
	8.4.0
	Rel‑8
	Correction of SIB19 scheduling position in the neighbouring UTRA cell
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0089
	-
	8.4.0
	Rel‑8
	Correction of SIB19 scheduling position in the neighbouring UTRA cell
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0090
	-
	8.4.0
	Rel‑8
	An additional option for IP address allocation in test cases using UE test mode
	withdrawn
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0091
	-
	8.4.0
	Rel‑8
	Correction of Quantity Configuration for EUTRA
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0091
	-
	8.4.0
	Rel‑8
	Correction of Quantity Configuration for EUTRA
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0092
	-
	8.4.0
	Rel‑8
	Correction for the offset value of RSRP in EUTRA
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0092
	-
	8.4.0
	Rel‑8
	Correction for the offset value of RSRP in EUTRA
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0093
	-
	8.4.0
	Rel‑8
	SIB10 and SIB11 periodicity
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0093
	-
	8.4.0
	Rel‑8
	SIB10 and SIB11 periodicity
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0094
	-
	8.4.0
	Rel‑8
	Assignment of rootSequenceIndex for simulated NAS cells in different PLMNs
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0094
	-
	8.4.0
	Rel‑8
	Assignment of rootSequenceIndex for simulated NAS cells in different PLMNs
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0095
	-
	8.4.0
	Rel‑8
	Editorial correction to the default value of 'p-a'
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0095
	-
	8.4.0
	Rel‑8
	Editorial correction to the default value of 'p-a'
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100142
	36.508
	0096
	-
	8.4.0
	Rel‑8
	New chapter: Test environment for RRM tests
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100316
	36.508
	0097
	-
	8.4.0
	Rel‑8
	Remove UM in DRB reconfiguration
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0097
	-
	8.4.0
	Rel‑8
	Remove UM in DRB reconfiguration
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0098
	-
	8.4.0
	Rel‑8
	Addition of default power allocation for two TX antennas
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0098
	-
	8.4.0
	Rel‑8
	Addition of default power allocation for two TX antennas
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0099
	-
	8.4.0
	Rel‑8
	Correction to TFT parameters used in ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0099
	-
	8.4.0
	Rel‑8
	Correction to TFT parameters used in ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0100
	-
	8.4.0
	Rel‑8
	Update to RRC common messages for support of test cases for MIMO
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0100
	-
	8.4.0
	Rel‑8
	Update to RRC common messages for support of test cases for MIMO
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100152
	36.508
	0101
	-
	8.4.0
	Rel‑8
	Adding band 20 in 36.508
	approved
	F
	8.5.0
	RInImp-UEConTest-UMTSLTE800EU
	R5

	RP-100154
	36.508
	0102
	-
	8.4.0
	Rel‑8
	CR to 36.508: Update test frequencies with extended LTE1500 operating bands
	approved
	F
	8.5.0
	UMTSLTE1500_UEConTest
	R5

	RP-100316
	36.508
	0103
	-
	8.4.0
	Rel‑8
	Defining default message contents for ATTACH/TAU REQUEST/ACCEPT messages according to UE capability
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0103
	-
	8.4.0
	Rel‑8
	Defining default message contents for ATTACH/TAU REQUEST/ACCEPT messages according to UE capability
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0104
	-
	8.4.0
	Rel‑8
	Limitation of simultaneous co-existence of intra-freq cells to reduce interference
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0104
	-
	8.4.0
	Rel‑8
	Limitation of simultaneous co-existence of intra-freq cells to reduce interference
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0105
	-
	8.4.0
	Rel‑8
	An additional option for IP address allocation in test cases using UE test mode
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0105
	-
	8.4.0
	Rel‑8
	An additional option for IP address allocation in test cases using UE test mode
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0106
	-
	8.4.0
	Rel‑8
	Specify default UL NAS check
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0106
	-
	8.4.0
	Rel‑8
	Specify default UL NAS check
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0107
	-
	8.4.0
	Rel‑8
	Correct default requirement for some mandatory information elements
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0107
	-
	8.4.0
	Rel‑8
	Correct default requirement for some mandatory information elements
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100142
	36.508
	0108
	-
	8.4.0
	Rel‑8
	Addition of Tracking area updating procedure
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100316
	36.508
	0109
	-
	8.4.0
	Rel‑8
	Clarification of Security Protection for NAS Messages
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0109
	-
	8.4.0
	Rel‑8
	Clarification of Security Protection for NAS Messages
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0110
	-
	8.4.0
	Rel‑8
	Update to layer 2 UM test cases to increase the drx-Inactivity Timer to psf200
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0110
	-
	8.4.0
	Rel‑8
	Update to layer 2 UM test cases to increase the drx-Inactivity Timer to psf200
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0111
	-
	8.4.0
	Rel‑8
	Addition of new generic procedure for bearer establishment for MO call.
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0111
	-
	8.4.0
	Rel‑8
	Addition of new generic procedure for bearer establishment for MO call.
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.508
	0112
	-
	8.4.0
	Rel‑8
	update of default bandwidth configuration for signalling
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.508
	0112
	-
	8.4.0
	Rel‑8
	update of default bandwidth configuration for signalling
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.509
	0014
	-
	8.4.0
	Rel‑8
	Clarification of UL and DL PDCP SDU size
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.509
	0014
	-
	8.4.0
	Rel‑8
	Clarification of UL and DL PDCP SDU size
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100142
	36.521-1
	0208
	-
	8.4.0
	Rel‑8
	LTE-RF CR to 36.521-1:TIME MASK test case updated
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0209
	-
	8.4.0
	Rel‑8
	LTE-RF: CR for A-MPR notation in NS_07
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0210
	-
	8.4.0
	Rel‑8
	LTE-RF: CR for Tx Intermodulation test case
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0211
	-
	8.4.0
	Rel‑8
	LTE-RF: CR for OBW measurement period alignment
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0212
	-
	8.4.0
	Rel‑8
	Reporting mode, Reporting Interval and Editorial corrections for demodulation
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0213
	-
	8.4.0
	Rel‑8
	Misc update on MAC padding in Rx and performance sections
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0214
	-
	8.4.0
	Rel‑8
	Missing Test limits in 36.521-1 Annex G
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0215
	-
	8.4.0
	Rel‑8
	Wrong references from 36.521-1 clauses 8.4 and 8.5 into Annex G
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0216
	-
	8.4.0
	Rel‑8
	Typos in  36.521-1, Annex E
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0217
	-
	8.4.0
	Rel‑8
	Minimum test time for performance tests
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0218
	-
	8.4.0
	Rel‑8
	Correction to 6.6.3.3 Additional spurious emissions
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0219
	-
	8.4.0
	Rel‑8
	DL-RMC-s for transmitter tests: Corrections
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0220
	-
	8.4.0
	Rel‑8
	Update of Test environment for RF test
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0221
	-
	8.4.0
	Rel‑8
	Spectrum emission mask: Correction to uplink configuration
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0222
	-
	8.4.0
	Rel‑8
	Performance tests: Scheduling of retransmissions
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0223
	-
	8.4.0
	Rel‑8
	UL-RMC-s: Corrections and completion
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0224
	-
	8.4.0
	Rel‑8
	Corrections to Cl 5.4.2.1 of TS 36.521-1
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0225
	-
	8.4.0
	Rel‑8
	LTE-RF: CR for UE configured UE transmitted output power test case
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0226
	-
	8.4.0
	Rel‑8
	LTE-RF: CR for Power Control Relative power tolerance test case
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0227
	-
	8.4.0
	Rel‑8
	CR to 36.521-1: Update to Maximum output power
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0228
	-
	8.4.0
	Rel‑8
	CR to 36.521-1: Update to ACLR test case
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0229
	-
	8.4.0
	Rel‑8
	CR to 36.521-1: Update to Additional Tx spurious emissions test case
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0230
	-
	8.4.0
	Rel‑8
	RMC-s and OCNG patterns: Update  according 36.101 8.8.0
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0231
	-
	8.4.0
	Rel‑8
	Receiver and performance tests: Update use of OCNG according 36.101 8.8.0
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0232
	-
	8.4.0
	Rel‑8
	Update of PDSCH Demodulation Tests
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0233
	-
	8.4.0
	Rel‑8
	Introduction of clause 8.2.1.2, 8.2.1.3, 8.2.1.4 test case uncertainties and Test Tolerances
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0234
	-
	8.4.0
	Rel‑8
	Clarifications on DRS performance test case
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0235
	-
	8.4.0
	Rel‑8
	Misc update on MAC padding in PDCCH, CSI test
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0236
	-
	8.4.0
	Rel‑8
	Updates to the TDD portion of CQI reporting test cases under AWGN
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0237
	-
	8.4.0
	Rel‑8
	Editorial Correction to 8.2.1.3
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0238
	-
	8.4.0
	Rel‑8
	Update on Annex C for 36.521-1
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0239
	-
	8.4.0
	Rel‑8
	Update on MAC padding in TDD PMI test case 9.4 of 36.521-1.
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0240
	-
	8.4.0
	Rel‑8
	Correction to CQI test cases under AWGN conditions
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0241
	-
	8.4.0
	Rel‑8
	Correction to CQI test cases under fading conditions
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0242
	-
	8.4.0
	Rel‑8
	Correction to PMI reporting test cases
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0243
	-
	8.4.0
	Rel‑8
	CSI: Corrections to tests titles and RI clause structure
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100154
	36.521-1
	0244
	-
	8.4.0
	Rel‑8
	CR to 36.521-1: Update LTE RF test cases with test requirements for extended LTE1500MHz
	approved
	F
	8.5.0
	UMTSLTE1500_UEConTest
	R5

	RP-100142
	36.521-1
	0245
	-
	8.4.0
	Rel‑8
	Transimitter characteristics: UE Categories and other corrections
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0246
	-
	8.4.0
	Rel‑8
	CR to 36.521-1: Update to Tx spurious emissions and Spurious emission band UE co-existence
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0247
	-
	8.4.0
	Rel‑8
	Clarification on notes in Max Power
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0248
	-
	8.4.0
	Rel‑8
	Maximum input level: Corrections w.r.t. UE categories
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0249
	-
	8.4.0
	Rel‑8
	Correction to PDCCH demodulation test cases
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0250
	-
	8.4.0
	Rel‑8
	Correction to PHICH demodulation test cases
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0251
	-
	8.4.0
	Rel‑8
	Update of RI reporting test case
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-1
	0252
	-
	8.4.0
	Rel‑8
	Correction to set UL power in Rx TCs
	approved
	F
	8.5.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-2
	0011
	-
	8.3.0
	Rel‑8
	CR to 36.521-2 Rel‑8 Introduction of Applicability for E-UTRAN FDD - FDD Intra Frequency Cell Search with DRX when L3 filtering is used
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-100154
	36.521-2
	0012
	-
	8.3.0
	Rel‑8
	CR to 36.521-2: Update baseline implementation capabilities with extended LTE1500 operating bands
	approved
	F
	8.4.0
	UMTSLTE1500_UEConTest
	R5

	RP-100142
	36.521-2
	0013
	-
	8.3.0
	Rel‑8
	CSI: Following up corrections to tests titles and RI clause structure
	approved
	F
	8.4.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0108
	-
	8.2.0
	Rel‑8
	Test Tolerances and alignment with 36.133 for cell re-selection intra frequency cases
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0109
	-
	8.2.0
	Rel‑8
	Uncertainties and Test Tolerances for inter frequency cell re-selection
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0110
	-
	8.2.0
	Rel‑8
	Clarification of Extreme conditions for RSRP test cases
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0113
	-
	8.2.0
	Rel‑8
	CR about the Cell Search Requirements for LTE FDD-FDD/ TDD-TDD Handover to Unknown Target Cell
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0114
	-
	8.2.0
	Rel‑8
	CR on updating the handover delay requriments for E-UTRAN TDD - TDD both intra-frequency and inter-frequency handovers
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0115
	-
	8.2.0
	Rel‑8
	CR to correct the test requirements of reselection from E-UTRAN FDD/TDD to UTRAN TDD
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0116
	-
	8.2.0
	Rel‑8
	Correction of Annex H about measurement performance messages
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0117
	-
	8.2.0
	Rel‑8
	RRM Inter frequency cell search updates, TC 8.3.1 and 8.4.1
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0118
	-
	8.2.0
	Rel‑8
	Update TC 8.7.1, 8.9.1 and 8.11.4
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0119
	-
	8.2.0
	Rel‑8
	Misc update on 521-3
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0120
	-
	8.2.0
	Rel‑8
	CR to 36.521-3: Addition of E-UTRA FDD to HRPD Handover: Unknown Target Cell and E-UTRA FDD to cdma2000 1xRTT Handover: Unknown Target Cell test cases
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0121
	-
	8.2.0
	Rel‑8
	Correction to RSRP Accuracy test cases
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0122
	-
	8.2.0
	Rel‑8
	CR to 36.521-3: Update to E-UTRAN FDD RRC Re-establishment test cases
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100154
	36.521-3
	0123
	-
	8.2.0
	Rel‑8
	CR to 36.521-3: Update LTE RRM test cases with test requirements for extended LTE1500
	approved
	F
	8.3.0
	UMTSLTE1500_UEConTest
	R5

	RP-100142
	36.521-3
	0124
	-
	8.2.0
	Rel‑8
	Addition of missing Es/Noc parameters in RRM test cases
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0125
	-
	8.2.0
	Rel‑8
	Correction to GSM measurement configuration in Annex H.3.1
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0126
	-
	8.2.0
	Rel‑8
	Update on Annex C for 36.521-3
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0127
	-
	8.2.0
	Rel‑8
	Text on exclusion of extra delay due to RRC retransmission
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0128
	-
	8.2.0
	Rel‑8
	Correction to test iteration procedure in cell re-selection TCs
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0129
	-
	8.2.0
	Rel‑8
	DL Mac Padding for RRM TCs
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0130
	-
	8.2.0
	Rel‑8
	Update TC 5.1.6 E-UTRAN TDD-TDD inter frequency handover unknown target cell
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0131
	-
	8.2.0
	Rel‑8
	New RRM test case, 8.7.3 E-UTRAN TDD SON ANR
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0132
	-
	8.2.0
	Rel‑8
	Update TC 8.2.2 E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0133
	-
	8.2.0
	Rel‑8
	Update TC 8.2.1 E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0134
	-
	8.2.0
	Rel‑8
	Update TC 8.4.2 E-UTRAN TDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in synchronous cells
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0135
	-
	8.2.0
	Rel‑8
	Misc update on test applicability
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0136
	-
	8.2.0
	Rel‑8
	CR about corrections of PDSCH Reference Measurement Channels
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0137
	-
	8.2.0
	Rel‑8
	CR about OFDMA Channel Noise Generator (OCNG)
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0138
	-
	8.2.0
	Rel‑8
	CR to 36.521-3 Rel‑8 Introduction of E-UTRAN FDD - FDD Intra Frequency Cell Search with DRX when L3 filtering is used
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0139
	-
	8.2.0
	Rel‑8
	Update to RRM TC: TDD Intra frequency RSRP Accuracy
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0140
	-
	8.2.0
	Rel‑8
	Clarification on Time offset between cells
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0141
	-
	8.2.0
	Rel‑8
	Update to RRM TC:E-UTRAN TDD-TDD cell re-selection
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0142
	-
	8.2.0
	Rel‑8
	Update to RRM TC: TDD Inter frequency RSRP Accuracy
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0143
	-
	8.2.0
	Rel‑8
	Uncertainties and Test Tolerances for FDD Intra Frequency Absolute RSRP Accuracy
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0144
	-
	8.2.0
	Rel‑8
	RRM TTIdcch and cell timing change, update of chapter 8
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0344
	-
	8.2.0
	Rel‑8
	Test case of E-UTRA TDD RSRP absolute accuracy in UTRAN TDD mode
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100142
	36.521-3
	0345
	-
	8.2.0
	Rel‑8
	Test case of E-UTRA TDD RSRQ absolute accuracy in UTRAN TDD mode
	approved
	F
	8.3.0
	LTE-UEConTest_RF
	R5

	RP-100181
	36.523-1
	0604
	-
	8.4.0
	Rel‑8
	Addition of new DSMIPv6 test case for Registration of a new IPv6 CoA (Binding Update/Acknowledgment procedure in IPv6 network)
	approved
	F
	8.5.0
	DSMIPv6_UEConTest
	R5

	RP-100181
	36.523-1
	0605
	-
	8.4.0
	Rel‑8
	Addition of new DSMIPv6 test case for Re-registration of IPv6 CoA
	approved
	F
	8.5.0
	DSMIPv6_UEConTest
	R5

	GP-100543
	36.523-1
	0605
	1
	8.4.0
	Rel‑8
	CR 36.523-1-0605 6.2.3.22: Inter-RAT Autonomous Cell Reselection failure GPRS Packet_transfer to E-UTRA (NC0 mode)
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	G3new

	RP-100181
	36.523-1
	0606
	-
	8.4.0
	Rel‑8
	Addition of new DSMIPv6 test case for Return to home link
	approved
	F
	8.5.0
	DSMIPv6_UEConTest
	R5

	RP-100181
	36.523-1
	0607
	-
	8.4.0
	Rel‑8
	Addition of new DSMIPv6 test case for Dual-Stack Mobile IPv6 detach in IPv6 network
	approved
	F
	8.5.0
	DSMIPv6_UEConTest
	R5

	RP-100143
	36.523-1
	0608
	-
	8.4.0
	Rel‑8
	GCF priority 2 - Correction of test case 10.5.1 for UE requested PDN connectivity accepted by the network
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0608
	-
	8.4.0
	Rel‑8
	GCF priority 2 - Correction of test case 10.5.1 for UE requested PDN connectivity accepted by the network
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0609
	-
	8.4.0
	Rel‑8
	GCF priority 3 - Correction of test case 9.2.1.2.2 for Combined attach procedure / Success / EPS services only / IMSI unknown in HSS
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0609
	-
	8.4.0
	Rel‑8
	GCF priority 3 - Correction of test case 9.2.1.2.2 for Combined attach procedure / Success / EPS services only / IMSI unknown in HSS
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0610
	-
	8.4.0
	Rel‑8
	GCF priority 2: correction of test case 9.2.3.3.1 First Iu mode to S1 mode intersystem change after attach: go to E-UTRAN RRC idle: RAU to UTRAN
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0610
	-
	8.4.0
	Rel‑8
	GCF priority 2: correction of test case 9.2.3.3.1 First Iu mode to S1 mode intersystem change after attach: go to E-UTRAN RRC idle: RAU to UTRAN
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0611
	-
	8.4.0
	Rel‑8
	Update of test case 9.2.3.1.28
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0611
	-
	8.4.0
	Rel‑8
	Update of test case 9.2.3.1.28
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0612
	-
	8.4.0
	Rel‑8
	Update of test case 9.1.5.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0612
	-
	8.4.0
	Rel‑8
	Update of test case 9.1.5.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0613
	-
	8.4.0
	Rel‑8
	Update of test case 9.1.2.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0613
	-
	8.4.0
	Rel‑8
	Update of test case 9.1.2.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0614
	-
	8.4.0
	Rel‑8
	Priority 2-Update of the case 6.2.2.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0614
	-
	8.4.0
	Rel‑8
	Priority 2-Update of the case 6.2.2.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0615
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.2.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0615
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.2.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0616
	-
	8.4.0
	Rel‑8
	Correcction to MAC TBS selection TCs not to use RS power boosting
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0616
	-
	8.4.0
	Rel‑8
	Correcction to MAC TBS selection TCs not to use RS power boosting
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0617
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update to test case 7.2.2.9
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0617
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update to test case 7.2.2.9
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0618
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 8.1.1.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0618
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 8.1.1.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0619
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.2.4.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0619
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.2.4.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0620
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 8.2.4.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0620
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 8.2.4.4
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0621
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.2.4.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0621
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.2.4.5
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0622
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.2.4.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0622
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.2.4.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0623
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.2.4.7
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0623
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.2.4.7
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0624
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 8.2.4.9
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0624
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 8.2.4.9
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0625
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.3.1.9
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0625
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.3.1.9
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0626
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.3.2.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0626
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.3.2.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0627
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.4.2.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0627
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.4.2.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0628
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.4.2.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0628
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.4.2.4
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0629
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.1.2.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0629
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.1.2.5
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0630
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.1.2.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0630
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.1.2.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0631
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.1.2.7
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0631
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.1.2.7
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0632
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.1.2.8
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0632
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.1.2.8
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0633
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.3.2.9
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0633
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 9.2.3.2.9
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0634
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 9.3.1.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0634
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 9.3.1.4
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0635
	-
	8.4.0
	Rel‑8
	GCF Priority 1- Update of  MAC test cases 7.1.4.6, 7.1.4.7, 7.1.4.8
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0635
	-
	8.4.0
	Rel‑8
	GCF Priority 1- Update of  MAC test cases 7.1.4.6, 7.1.4.7, 7.1.4.8
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0636
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Correction to remark in 6.2.2.1, 6.2.2.2 and 6.2.3.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0636
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Correction to remark in 6.2.2.1, 6.2.2.2 and 6.2.3.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0637
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Correction to test case 6.1.2.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0637
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Correction to test case 6.1.2.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0638
	-
	8.4.0
	Rel‑8
	GCF Priority 2: Update to test case 9.2.3.1.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0638
	-
	8.4.0
	Rel‑8
	GCF Priority 2: Update to test case 9.2.3.1.4
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0639
	-
	8.4.0
	Rel‑8
	Correction of test case 8.3.1.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0639
	-
	8.4.0
	Rel‑8
	Correction of test case 8.3.1.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100181
	36.523-1
	0640
	-
	8.4.0
	Rel‑8
	Addition of new DSMIPv6 test case for Registration of a new IPv4 CoA (Binding Update/Acknowledgment procedure in IPv4 network)
	approved
	F
	8.5.0
	DSMIPv6_UEConTest
	R5

	RP-100181
	36.523-1
	0641
	-
	8.4.0
	Rel‑8
	Addition of new DSMIPv6 test case for Re-registration of IPv4 CoA
	approved
	F
	8.5.0
	DSMIPv6_UEConTest
	R5

	RP-100181
	36.523-1
	0642
	-
	8.4.0
	Rel‑8
	Addition of new DSMIPv6 test case for Dual-Stack Mobile IPv6 detach in IPv4 network
	approved
	F
	8.5.0
	DSMIPv6_UEConTest
	R5

	RP-100316
	36.523-1
	0643
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to P2 EMM test case 9.2.2.1.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0643
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to P2 EMM test case 9.2.2.1.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0644
	-
	8.4.0
	Rel‑8
	Update to P3 EMM test case 9.2.2.1.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0644
	-
	8.4.0
	Rel‑8
	Update to P3 EMM test case 9.2.2.1.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0645
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to P2 EMM test case 9.2.2.1.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0645
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to P2 EMM test case 9.2.2.1.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0646
	-
	8.4.0
	Rel‑8
	Removal of TC 10.5.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0646
	-
	8.4.0
	Rel‑8
	Removal of TC 10.5.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0647
	-
	8.4.0
	Rel‑8
	GCF priority 1 - Update of RRC test case 8.2.2.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0647
	-
	8.4.0
	Rel‑8
	GCF priority 1 - Update of RRC test case 8.2.2.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0648
	-
	8.4.0
	Rel‑8
	GCF priority 1 - Update of RRC test case 8.2.2.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0648
	-
	8.4.0
	Rel‑8
	GCF priority 1 - Update of RRC test case 8.2.2.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0649
	-
	8.4.0
	Rel‑8
	GCF priority 1 - Update of RRC test case 8.2.3.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0649
	-
	8.4.0
	Rel‑8
	GCF priority 1 - Update of RRC test case 8.2.3.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0650
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Clarification to UE initial state for test case 7.1.2.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0650
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Clarification to UE initial state for test case 7.1.2.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0651
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Clarification to UE initial state
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0651
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Clarification to UE initial state
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0652
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRA RLC test case 7.2.3.21
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0652
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRA RLC test case 7.2.3.21
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0653
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.1.2.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0653
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.1.2.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0654
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.1.4.7
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0654
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.1.4.7
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0655
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Correction to P3 EMM test case 9.2.1.2.12
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0655
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Correction to P3 EMM test case 9.2.1.2.12
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0656
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Corrections to E-UTRA MAC test case 7.1.7.1.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0656
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Corrections to E-UTRA MAC test case 7.1.7.1.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0657
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.2.5.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0657
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.2.5.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0658
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.2.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0658
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.2.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0659
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.2.7
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0659
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.2.7
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0660
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0660
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0661
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0661
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0662
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0662
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.5
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0663
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0663
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0664
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Corrections to E-UTRA MAC test case 7.1.7.1.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0664
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Corrections to E-UTRA MAC test case 7.1.7.1.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0665
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Corrections to E-UTRA MAC test case 7.1.7.1.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0665
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Corrections to E-UTRA MAC test case 7.1.7.1.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0666
	-
	8.4.0
	Rel‑8
	Priority 2 - Incorrect ATTACH procedure to UTRAN and GERAN cells
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0666
	-
	8.4.0
	Rel‑8
	Priority 2 - Incorrect ATTACH procedure to UTRAN and GERAN cells
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0667
	-
	8.4.0
	Rel‑8
	GCF Priority x - Clarification to E-UTRA Radio Bearer Tests section
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0667
	-
	8.4.0
	Rel‑8
	GCF Priority x - Clarification to E-UTRA Radio Bearer Tests section
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0668
	-
	8.4.0
	Rel‑8
	Priority 3 - TC 9.2.3.1.15 Normal tracking area update / rejected / PLMN not allowed - problems with Test procedure sequence
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0668
	-
	8.4.0
	Rel‑8
	Priority 3 - TC 9.2.3.1.15 Normal tracking area update / rejected / PLMN not allowed - problems with Test procedure sequence
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0669
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Adding new TC 9.1.5.1 EMM Information Procedure
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0669
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Adding new TC 9.1.5.1 EMM Information Procedure
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0670
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update of MAC test case 7.1.4.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0670
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update of MAC test case 7.1.4.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0671
	-
	8.4.0
	Rel‑8
	Priority ALL - Update of clause 6 Idle Mode Operations to comply with RAN5 PRD13
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0671
	-
	8.4.0
	Rel‑8
	Priority ALL - Update of clause 6 Idle Mode Operations to comply with RAN5 PRD13
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0672
	-
	8.4.0
	Rel‑8
	Priority ALL - Update of clause 9.1.x and 9.2.1.x to indicate on which cell events are to be observed in multi cell environment
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0672
	-
	8.4.0
	Rel‑8
	Priority ALL - Update of clause 9.1.x and 9.2.1.x to indicate on which cell events are to be observed in multi cell environment
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0673
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Removal of test case 9.2.3.2.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0673
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Removal of test case 9.2.3.2.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0674
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 9.2.3.2.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0674
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 9.2.3.2.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0675
	2
	8.4.0
	Rel‑8
	GCF Priority 2 - Correction of RRC test cases 8.3.1.3 and 8.3.1.5
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0675
	2
	8.4.0
	Rel‑8
	GCF Priority 2 - Correction of RRC test cases 8.3.1.3 and 8.3.1.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0676
	1
	8.4.0
	Rel‑8
	GCF Priority 3 - Correction of RRC test cases 8.3.1.7 and 8.3.1.11
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0676
	1
	8.4.0
	Rel‑8
	GCF Priority 3 - Correction of RRC test cases 8.3.1.7 and 8.3.1.11
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0677
	-
	8.4.0
	Rel‑8
	Correction of test case 6.2.3.13
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0677
	-
	8.4.0
	Rel‑8
	Correction of test case 6.2.3.13
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0678
	-
	8.4.0
	Rel‑8
	Correction for Measurement related test cases
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0678
	-
	8.4.0
	Rel‑8
	Correction for Measurement related test cases
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0679
	-
	8.4.0
	Rel‑8
	GCF priority 2 - Update of RRC test case 8.2.1.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0679
	-
	8.4.0
	Rel‑8
	GCF priority 2 - Update of RRC test case 8.2.1.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0680
	-
	8.4.0
	Rel‑8
	Priority ALL - Update of clause 7 Layer 2 to comply with RAN5 PRD13
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0680
	-
	8.4.0
	Rel‑8
	Priority ALL - Update of clause 7 Layer 2 to comply with RAN5 PRD13
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0681
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Various corrections to Idle Mode clause 6.1 of 36.523-1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0681
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Various corrections to Idle Mode clause 6.1 of 36.523-1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0682
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN PDPC test case 7.1.4.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0682
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN PDPC test case 7.1.4.4
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0683
	-
	8.4.0
	Rel‑8
	GCF Priority 1:Update of MAC TC 7.1.2.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0683
	-
	8.4.0
	Rel‑8
	GCF Priority 1:Update of MAC TC 7.1.2.5
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0684
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.2.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0684
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.2.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0685
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.2.9
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0685
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.2.9
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0686
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.3.9
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0686
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.3.9
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0687
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.4.8
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0687
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.4.8
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0688
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.4.11
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0688
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.4.11
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0689
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Corrections to TC 8.5.1.2 RRC Connection Re-establishment: Success (after Radio Link Failure)
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0689
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Corrections to TC 8.5.1.2 RRC Connection Re-establishment: Success (after Radio Link Failure)
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0690
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.1.4.13
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0690
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.1.4.13
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0691
	-
	8.4.0
	Rel‑8
	New priority 3 test case: Periodic Location Updating Procedure (PLU Timer handling, non-cell reselection to GERAN)
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0691
	-
	8.4.0
	Rel‑8
	New priority 3 test case: Periodic Location Updating Procedure (PLU Timer handling, non-cell reselection to GERAN)
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0692
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Addition of new test case 9.2.3.3.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0692
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Addition of new test case 9.2.3.3.4
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0693
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.1.3.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0693
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN MAC test case 7.1.3.4
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0694
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.4.15
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0694
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.4.15
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0695
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of MAC Procedures part TC 7.1.2.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0695
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of MAC Procedures part TC 7.1.2.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0696
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to MAC test case 7.1.4.10
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0696
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to MAC test case 7.1.4.10
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0697
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update to test case 8.2.4.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0697
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update to test case 8.2.4.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0698
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.3.1.8
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0698
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.3.1.8
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0699
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.3.1.10
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0699
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.3.1.10
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0700
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Corrections to E-UTRA MAC test case 7.1.7.1.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0700
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Corrections to E-UTRA MAC test case 7.1.7.1.4
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0701
	-
	8.4.0
	Rel‑8
	"GCF Priority 1 - Update of Acknowledged Mode Procedures part TC 7.2.3.15^^AM RLC / Re-ordering of RLC PDU segments"""
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0701
	-
	8.4.0
	Rel‑8
	"GCF Priority 1 - Update of Acknowledged Mode Procedures part TC 7.2.3.15^^AM RLC / Re-ordering of RLC PDU segments"""
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0702
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.14
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0702
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.14
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0703
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0703
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.4
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0704
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0704
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0705
	1
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.7
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0705
	1
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.7
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0706
	2
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.18
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0706
	2
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of RLC test case 7.2.3.18
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0707
	-
	8.4.0
	Rel‑8
	GCF priority 2 - EPS bearer context ID values and RRC messages carrying ESM messages for EPS bearer context (de)activation and modification
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0707
	-
	8.4.0
	Rel‑8
	GCF priority 2 - EPS bearer context ID values and RRC messages carrying ESM messages for EPS bearer context (de)activation and modification
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0708
	-
	8.4.0
	Rel‑8
	GCF priority 3 - Small correction to TC 9.2.1.1.11 Attach / rejected / EPS services and non-EPS services not allowed
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0708
	-
	8.4.0
	Rel‑8
	GCF priority 3 - Small correction to TC 9.2.1.1.11 Attach / rejected / EPS services and non-EPS services not allowed
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0709
	-
	8.4.0
	Rel‑8
	GCF priority 2 - Correction of test case 9.2.1.1.15 for Attach / rejected / roaming not allowed in this tracking area
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0709
	-
	8.4.0
	Rel‑8
	GCF priority 2 - Correction of test case 9.2.1.1.15 for Attach / rejected / roaming not allowed in this tracking area
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0710
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update test case 8.5.1.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0710
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update test case 8.5.1.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0711
	-
	8.4.0
	Rel‑8
	GCF priority 1 - Update of RRC test case 8.2.1.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0711
	-
	8.4.0
	Rel‑8
	GCF priority 1 - Update of RRC test case 8.2.1.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0712
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Correction to EUTRAN RLC test case 7.2.2.10
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0712
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Correction to EUTRAN RLC test case 7.2.2.10
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0713
	-
	8.4.0
	Rel‑8
	GCF priority 2 -  Correction of test case 9.2.1.2.4 for Successful combined attach procedure, EPS service only / CS domain not available
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0713
	-
	8.4.0
	Rel‑8
	GCF priority 2 -  Correction of test case 9.2.1.2.4 for Successful combined attach procedure, EPS service only / CS domain not available
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0714
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRA PDCP test case 7.3.4.1 and 7.3.4.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0714
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRA PDCP test case 7.3.4.1 and 7.3.4.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0715
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Enhancement test case 8.1.2.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0715
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Enhancement test case 8.1.2.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0716
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to EMM test cases to bring the UE to stable state at the end of expected sequence
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0716
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to EMM test cases to bring the UE to stable state at the end of expected sequence
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0717
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of Multi-layer Procedures part TC 13.1.1 Activation and deactivation of additional data radio bearer in E-UTRA
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0717
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of Multi-layer Procedures part TC 13.1.1 Activation and deactivation of additional data radio bearer in E-UTRA
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0718
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of Multi-layer Procedures part TC 13.2.1 RRC Connection Reconfiguration: E-UTRA to E-UTRA
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0718
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Update of Multi-layer Procedures part TC 13.2.1 RRC Connection Reconfiguration: E-UTRA to E-UTRA
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0719
	-
	8.4.0
	Rel‑8
	GCF Priority 2: Update of MAC TC 7.1.3.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0719
	-
	8.4.0
	Rel‑8
	GCF Priority 2: Update of MAC TC 7.1.3.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0720
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to EPC test case 9.2.1.1.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0720
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to EPC test case 9.2.1.1.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0721
	-
	8.4.0
	Rel‑8
	Priority 2 - clause 9 alignment IP handling at wrong place - Missing security activation - Editorial changes
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0721
	-
	8.4.0
	Rel‑8
	Priority 2 - clause 9 alignment IP handling at wrong place - Missing security activation - Editorial changes
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0722
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN RLC test case 7.2.3.15
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0722
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN RLC test case 7.2.3.15
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0723
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN RLC test case 7.2.3.9
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0723
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN RLC test case 7.2.3.9
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0724
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction of RRC test case 8.3.3.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0724
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction of RRC test case 8.3.3.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0725
	1
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to MAC test cases to bring the UE to stable state at the end of expected sequence
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0725
	1
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to MAC test cases to bring the UE to stable state at the end of expected sequence
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0726
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to RRC test cases to bring the UE to stable state at the end of expected sequence
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0726
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to RRC test cases to bring the UE to stable state at the end of expected sequence
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0727
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 10.7.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0727
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 10.7.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0728
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 10.7.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0728
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 10.7.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0729
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 10.8.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0729
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 10.8.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0730
	-
	8.4.0
	Rel‑8
	GCF Priority 4 - Addition of new RRC test case 8.4.7.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0730
	-
	8.4.0
	Rel‑8
	GCF Priority 4 - Addition of new RRC test case 8.4.7.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0731
	-
	8.4.0
	Rel‑8
	GCF Priority 4 - Addition of new RRC test case 8.3.2.10
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0731
	-
	8.4.0
	Rel‑8
	GCF Priority 4 - Addition of new RRC test case 8.3.2.10
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0732
	-
	8.4.0
	Rel‑8
	General note for test cases with statistical behaviour
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0732
	-
	8.4.0
	Rel‑8
	General note for test cases with statistical behaviour
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0733
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.7.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0733
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.7.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0734
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.7.4
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0734
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.7.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0735
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.8.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0735
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.8.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0736
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.8.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0736
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.8.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0737
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.8.5
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0737
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.8.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0738
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.8.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0738
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.8.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0739
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.8.7
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0739
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update to test case 10.8.7
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0740
	-
	8.4.0
	Rel‑8
	GCF Priority 3: New PUSCH-Hopping test case 7.1.5.2:Predefined intra-TTI PUSCH hopping (N_sb=1)
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0740
	-
	8.4.0
	Rel‑8
	GCF Priority 3: New PUSCH-Hopping test case 7.1.5.2:Predefined intra-TTI PUSCH hopping (N_sb=1)
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0741
	-
	8.4.0
	Rel‑8
	GCF Priority 3: New PUSCH-Hopping test case 7.1.5.4: Predefined inter-TTI PUSCH hopping (N_sb=1)
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0741
	-
	8.4.0
	Rel‑8
	GCF Priority 3: New PUSCH-Hopping test case 7.1.5.4: Predefined inter-TTI PUSCH hopping (N_sb=1)
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0742
	1
	8.4.0
	Rel‑8
	GCF priority 3 - New test case 8.1.1.6 RRC / BCCH modification in connected mode
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0742
	1
	8.4.0
	Rel‑8
	GCF priority 3 - New test case 8.1.1.6 RRC / BCCH modification in connected mode
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0743
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - New TC 8.5.2.1 RRC Connection Reject: redirection from UTRAN to E-UTRAN
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0743
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - New TC 8.5.2.1 RRC Connection Reject: redirection from UTRAN to E-UTRAN
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0744
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - addition of new EMM test case 9.2.1.2.14
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0744
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - addition of new EMM test case 9.2.1.2.14
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0745
	-
	8.4.0
	Rel‑8
	Update of test case 9.3.1.15
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0745
	-
	8.4.0
	Rel‑8
	Update of test case 9.3.1.15
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0746
	-
	8.4.0
	Rel‑8
	Update of test case 9.2.1.1.18
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0746
	-
	8.4.0
	Rel‑8
	Update of test case 9.2.1.1.18
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0747
	-
	8.4.0
	Rel‑8
	GCF Priority 3: Update to test case 9.2.3.1.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0747
	-
	8.4.0
	Rel‑8
	GCF Priority 3: Update to test case 9.2.3.1.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0748
	-
	8.4.0
	Rel‑8
	GCF priority 3 - Correction of test case 10.5.3 for UE requested PDN connectivity procedure not accepted
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0748
	-
	8.4.0
	Rel‑8
	GCF priority 3 - Correction of test case 10.5.3 for UE requested PDN connectivity procedure not accepted
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0749
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Addition of new multi-layer test case 13.1.3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0749
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Addition of new multi-layer test case 13.1.3
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0750
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Addition of new test case 13.4.1.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0750
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Addition of new test case 13.4.1.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0751
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update of Multi-layer Procedures part TC 13.3.1.1 Intra System Connection Reestablishment / Radio Link Recovery while T310 is running
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0751
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Update of Multi-layer Procedures part TC 13.3.1.1 Intra System Connection Reestablishment / Radio Link Recovery while T310 is running
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0752
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - update of test case 13.3.1.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0752
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - update of test case 13.3.1.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0753
	-
	8.4.0
	Rel‑8
	GCF Priority 2 : Correction to MAC test case 7.1.6.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0753
	-
	8.4.0
	Rel‑8
	GCF Priority 2 : Correction to MAC test case 7.1.6.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0754
	-
	8.4.0
	Rel‑8
	GCF Priority 2 : Correction to MAC test cases 7.1.6.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0754
	-
	8.4.0
	Rel‑8
	GCF Priority 2 : Correction to MAC test cases 7.1.6.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0755
	2
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN RLC test case 7.2.3.10
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0755
	2
	8.4.0
	Rel‑8
	GCF Priority 1 - Correction to E-UTRAN RLC test case 7.2.3.10
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0756
	-
	8.4.0
	Rel‑8
	Update to GCF Priority 1 layer 2 UM test cases to increase the drx-Inactivity Timer to psf200
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0756
	-
	8.4.0
	Rel‑8
	Update to GCF Priority 1 layer 2 UM test cases to increase the drx-Inactivity Timer to psf200
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0757
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Enhancement and update to MAC test case 7.1.4.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0757
	-
	8.4.0
	Rel‑8
	GCF Priority 1 - Enhancement and update to MAC test case 7.1.4.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0758
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.3.6
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0758
	-
	8.4.0
	Rel‑8
	GCF Priority 1: Update of MAC TC 7.1.3.6
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0759
	-
	8.4.0
	Rel‑8
	Update of test case and clause titles
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0759
	-
	8.4.0
	Rel‑8
	Update of test case and clause titles
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0760
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.1.2.7
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0760
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.1.2.7
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0761
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.1.2.5
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0761
	-
	8.4.0
	Rel‑8
	GCF Priority 2 - Update to test case 8.1.2.5
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0762
	-
	8.4.0
	Rel‑8
	Corrections related to UE mode of operation and UE capability for CS fallback and SMS over SGs
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0762
	-
	8.4.0
	Rel‑8
	Corrections related to UE mode of operation and UE capability for CS fallback and SMS over SGs
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-1
	0763
	-
	8.4.0
	Rel‑8
	GCF priority 3 - Correction of test case 10.6.2 for UE requested PDN disconnect procedure not accepted by the network
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-1
	0763
	-
	8.4.0
	Rel‑8
	GCF priority 3 - Correction of test case 10.6.2 for UE requested PDN disconnect procedure not accepted by the network
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0063
	-
	8.4.0
	Rel‑8
	Addition of applicability for new multi-layer test case
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0063
	-
	8.4.0
	Rel‑8
	Addition of applicability for new multi-layer test case
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0064
	-
	8.4.0
	Rel‑8
	Applicability for new EMM test case 9.2.1.2.14
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	GP-100099
	36.523-2
	0064
	-
	8.4.0
	Rel‑8
	CR 36.523-2-0064 6.2.3.22: Inter-RAT Autonomous Cell Reselection failure GPRS Packet transfer to E-UTRA (NC0 mode)
	approved
	B
	8.5.0
	LTE-UEConTest_SIG
	G3new

	RP-100316
	36.523-2
	0064
	-
	8.4.0
	Rel‑8
	Applicability for new EMM test case 9.2.1.2.14
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0065
	-
	8.4.0
	Rel‑8
	Update of Applicability table of TC 8.4.2.4
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0065
	-
	8.4.0
	Rel‑8
	Update of Applicability table of TC 8.4.2.4
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0066
	-
	8.4.0
	Rel‑8
	Addition of  TDD RF Baseline Implementation Capabilities
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0066
	-
	8.4.0
	Rel‑8
	Addition of  TDD RF Baseline Implementation Capabilities
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100181
	36.523-2
	0067
	-
	8.4.0
	Rel‑8
	Addition of applicability for new DSMIPv6 test cases
	approved
	F
	8.5.0
	DSMIPv6_UEConTest
	R5

	RP-100143
	36.523-2
	0068
	-
	8.4.0
	Rel‑8
	GCF priority 3 - Applicability Statements for new PUSCH Hopping test cases
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0068
	-
	8.4.0
	Rel‑8
	GCF priority 3 - Applicability Statements for new PUSCH Hopping test cases
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0069
	-
	8.4.0
	Rel‑8
	Adding PICS for UE‑UTRAN and GERAN types
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0069
	-
	8.4.0
	Rel‑8
	Adding PICS for UE‑UTRAN and GERAN types
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0070
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Adding TC 9-1-5-1 EMM Information Procedure applicability
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0070
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Adding TC 9-1-5-1 EMM Information Procedure applicability
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0071
	-
	8.4.0
	Rel‑8
	Addition of applicability for new LTE-C2k interworking test cases
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0071
	-
	8.4.0
	Rel‑8
	Addition of applicability for new LTE-C2k interworking test cases
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0072
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Addition of applicability statement for E-UTRAN test case 13.4.1.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0072
	-
	8.4.0
	Rel‑8
	GCF Priority 3 - Addition of applicability statement for E-UTRAN test case 13.4.1.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0073
	-
	8.4.0
	Rel‑8
	Applicability of new RRC part 1 test case
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0073
	-
	8.4.0
	Rel‑8
	Applicability of new RRC part 1 test case
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0074
	-
	8.4.0
	Rel‑8
	Correcting applicability and PICS for EMM test cases
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0074
	-
	8.4.0
	Rel‑8
	Correcting applicability and PICS for EMM test cases
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0075
	-
	8.4.0
	Rel‑8
	Removal of LTE test cases 9.3.1.2 and 10.5.2
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0075
	-
	8.4.0
	Rel‑8
	Removal of LTE test cases 9.3.1.2 and 10.5.2
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0076
	-
	8.4.0
	Rel‑8
	Corrections to applicability table to align to TS 36.523-1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0076
	-
	8.4.0
	Rel‑8
	Corrections to applicability table to align to TS 36.523-1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0077
	-
	8.4.0
	Rel‑8
	Correction of the Applicability of GCF Priority 2 NAS test case 9.2.2.1.1
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0077
	-
	8.4.0
	Rel‑8
	Correction of the Applicability of GCF Priority 2 NAS test case 9.2.2.1.1
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-2
	0078
	-
	8.4.0
	Rel‑8
	Update of applicability of ESM test cases
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-2
	0078
	-
	8.4.0
	Rel‑8
	Update of applicability of ESM test cases
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100116
	36.523-2
	0079
	-
	8.4.0
	Rel‑8
	Test Case titles alignment
	approved
	F
	8.5.0
	LTE-UEConTest_SIG
	R5

	RP-100147
	36.523-3
	0022
	-
	8.1.0
	Rel‑8
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	revised
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100317
	36.523-3
	0022
	1
	8.1.0
	Rel‑8
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0023
	-
	8.1.0
	Rel‑8
	Resubmission of GCF WI-81 LTE RRC test case 8.2.3.1 on ATS_wk47
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0024
	-
	8.1.0
	Rel‑8
	Resubmission of GCF WI-81 LTE RRC test case 8.2.2.1 on ATS_wk47
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0025
	-
	8.1.0
	Rel‑8
	Resubmission of GCF WI-81 LTE RRC test case 8.2.2.2 on ATS_wk47
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0026
	-
	8.1.0
	Rel‑8
	Correction of GCF WI 81 EUTRA RLC test case 7.2.3.2
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0027
	-
	8.1.0
	Rel‑8
	Correction to EUTRA MAC test cases 7.1.3.3 and 7.1.3.7
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0028
	-
	8.1.0
	Rel‑8
	Correction to test step f_GetPDNAddress
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0029
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.4.5
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0030
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.2.1
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0031
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.4.13
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0032
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.2.9
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0033
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.2.3
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0034
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.2.4
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0035
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.2.5
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0036
	-
	8.1.0
	Rel‑8
	Correction to EPC test case 9.2.3.1.5
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0037
	-
	8.1.0
	Rel‑8
	TTCN corrections from LTE ATS_wk51 regression testing
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0038
	-
	8.1.0
	Rel‑8
	Addition of GCF WI-82 EPC test case 9.1.2.1
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0039
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.2.5.2
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0040
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.2.5.1
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0041
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.2.4
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0042
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.2.3
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0043
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.1.2
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0044
	-
	8.1.0
	Rel‑8
	Correction to EUTRA RLC test case 7.2.3.17
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0045
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 LTE RRC test case 8.5.4.1
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0046
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 82 EPC test case 9.3.1.1
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0047
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.2.7
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0048
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.2.2
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0049
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.2.2
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0050
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.2.7
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0050
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.4.4
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0051
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.2.9
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0051
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.3.4
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0052
	-
	8.1.0
	Rel‑8
	Summary of regression errors in wk51 LTE ATS
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0052
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.3.14
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0053
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA PDCP test case 7.3.1.1
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0053
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.3.4
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0054
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.3.1
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0054
	-
	8.1.0
	Rel‑8
	Addition of GCF WI-082 EPC test case 13.1.1
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0055
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.4.6
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0055
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.3.18
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0056
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.3.8
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0056
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 82 LTE NAS test case 9.2.1.1.1
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0057
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.4.7
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0057
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA Idle Mode test case 6.1.2.4
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0058
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.1.4.1
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0058
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.3.10
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0059
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.2.6
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0059
	-
	8.1.0
	Rel‑8
	Regression CR for LTE wk03 ATS
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0070
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 LTE MAC test case 7.1.4.10
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0071
	-
	8.1.0
	Rel‑8
	Corrections of GCF WI 81 EUTRA RLC test cases 7.2.3.1, 7.2.3.4, and 7.2.3.5. 
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0072
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.3.5
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0073
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.3.17
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0074
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.3.20
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0075
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 82 EPC test case 9.1.3.1
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0076
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 LTE Idle Mode test case 6.1.2.2 on wk42 TTCN
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0077
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA MAC test case 7.1.4.15
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0078
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 82 EPC test case 9.2.3.1.5
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0079
	-
	8.1.0
	Rel‑8
	Correction of GCF WI 81 EUTRA RLC test case 7.2.3.8
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100148
	36.523-3
	0080
	-
	8.1.0
	Rel‑8
	Addition of GCF WI 81 EUTRA RLC test case 7.2.3.15
	approved
	B
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-3
	0081
	-
	8.1.0
	Rel‑8
	Add a new clause for postamble in a UTRA/GERAN cell
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-3
	0081
	-
	8.1.0
	Rel‑8
	Add a new clause for postamble in a UTRA/GERAN cell
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-3
	0082
	2
	8.1.0
	Rel‑8
	Routine maintenance of TS 36.523-3
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100143
	36.523-3
	0082
	2
	8.1.0
	Rel‑8
	Routine maintenance of TS 36.523-3
	reissued
	F
	
	LTE-UEConTest_SIG
	R5

	RP-100316
	36.523-3
	0083
	-
	8.1.0
	Rel‑8
	An additional option for IP address allocation in test cases using UE test mode
	approved
	F
	8.2.0
	LTE-UEConTest_SIG
	R5

	RP-100264
	36.821
	0001
	1
	9.0.0
	Rel‑9
	A-MPR for Band 21
	approved
	B
	9.1.0
	UMTSLTE1500
	R4

	RP-100264
	36.821
	0002
	-
	9.0.0
	Rel‑9
	Summary of required changes for Extended UMTS/LTE1500 TR
	approved
	B
	9.1.0
	UMTSLTE1500
	R4

	RP-100228
	36.902
	0003
	-
	9.0.0
	Rel‑9
	Finalization of Solution Description sub clause for MLB
	approved
	B
	9.1.0
	SON
	R3

	RP-100212
	36.912
	0004
	-
	9.1.0
	Rel‑9
	Conclusion of TR36.912
	approved
	F
	9.2.0
	FS_RAN_LTEA
	R1

	RP-100212
	36.912
	0005
	-
	9.1.0
	Rel‑9
	Type 1 Relay definition
	approved
	F
	9.2.0
	FS_RAN_LTEA
	R1

	RP-100212
	36.912
	0006
	-
	9.1.0
	Rel‑9
	Performance evaluation of LTE-A technologies against 3GPP targets
	approved
	F
	9.2.0
	FS_RAN_LTEA
	R1

	RP-100212
	36.912
	0007
	1
	9.1.0
	Rel‑9
	U-Plane interruption for TDD RIT
	approved
	F
	9.2.0
	FS_RAN_LTEA
	R1

	RP-100265
	37.104
	0001
	-
	9.0.0
	Rel‑9
	Correction of additional spurious emission requirement for BC2
	approved
	F
	9.1.0
	RInImp9-RFmulti
	R4

	RP-100265
	37.104
	0003
	-
	9.0.0
	Rel‑9
	MSR corrections in TS 37.104
	approved
	F
	9.1.0
	RInImp9-RFmulti
	R4

	RP-100265
	37.104
	0005
	1
	9.0.0
	Rel‑9
	Alignment of MSR specification with new items in single-RAT specifications 
	approved
	F
	9.1.0
	RInImp9-RFmulti
	R4

	RP-100265
	37.104
	0006
	-
	9.0.0
	Rel‑9
	Correction of scope
	approved
	F
	9.1.0
	RInImp9-RFmulti
	R4

	RP-100265
	37.104
	0007
	-
	9.0.0
	Rel‑9
	ACLR requirement E-UTRA channel BW <5 MHz
	approved
	F
	9.1.0
	RInImp9-RFmulti
	R4

	SP-100012
	41.101
	0045
	-
	8.2.0
	Rel‑9
	Update list of specs
	approved
	F
	9.0.0
	TEI9
	SP

	GP-100590
	43.022
	0026
	3
	8.1.0
	Rel‑8
	Reception of PWS warning notifications in an acceptable cell
	approved
	F
	8.2.0
	TEI8
	G1

	GP-100591
	43.022
	0027
	1
	9.0.0
	Rel‑9
	Reception of PWS warning notifications in an acceptable cell
	approved
	F
	9.1.0
	TEI9
	G1

	CP-100135
	43.068
	0151
	-
	9.0.0
	Rel‑9
	TCRT: Uplink reply procedure
	approved
	C
	9.1.0
	TEI9
	C1

	CP-100135
	43.069
	0108
	-
	9.0.0
	Rel‑9
	TCRT: Uplink reply procedure
	approved
	C
	9.1.0
	TEI9
	C1

	GP-100282
	44.006
	0031
	-
	9.0.0
	Rel‑9
	Randomising fill bits in L2 message Amendment
	Approved
	F
	9.1.0
	TEI9
	G2

	GP-100140
	44.018
	0815
	2
	8.9.0
	Rel‑8
	Introducing of E-UTRAN_REPORTING_OFFSET 
	Approved
	F
	8.10.0
	GELTE
	G2

	GP-100141
	44.018
	0816
	2
	9.3.0
	Rel‑9
	Introducing of E-UTRAN_REPORTING_OFFSET 
	Approved
	A
	9.4.0
	GELTE
	G2

	GP-100191
	44.018
	0834
	3
	8.9.0
	Rel‑8
	Essential GERAN-LTE corrections
	Approved
	F
	8.10.0
	GELTE
	G2

	GP-100192
	44.018
	0835
	3
	9.3.0
	Rel‑9
	Essential GERAN-LTE corrections
	Approved
	F
	9.4.0
	GELTE
	G2

	GP-100397
	44.018
	0836
	4
	8.9.0
	Rel‑8
	Definition of PCID Groups
	Approved
	F
	8.10.0
	GELTE
	G2

	GP-100398
	44.018
	0837
	4
	9.3.0
	Rel‑9
	Definition of PCID Groups
	Approved
	A
	9.4.0
	GELTE
	G2

	GP-100447
	44.018
	0838
	5
	8.9.0
	Rel‑8
	Corrections to frequency indices (3G Frequency list)
	Approved
	F
	8.10.0
	TEI8
	G2

	GP-100607
	44.018
	0839
	7
	9.3.0
	Rel‑9
	Corrections to frequency indices (3G Frequency list)
	Approved
	A
	9.4.0
	TEI8
	G2

	GP-100122
	44.018
	0841
	3
	8.9.0
	Rel‑8
	Correction on inheriting individual priorities
	Approved
	F
	8.10.0
	GELTE
	G2

	GP-100123
	44.018
	0842
	3
	9.3.0
	Rel‑9
	Correction on inheriting individual priorities
	Approved
	A
	9.4.0
	GELTE
	G2

	GP-100431
	44.018
	0845
	2
	8.9.0
	Rel‑8
	Corrections for UTRAN TDD CSG cells
	Approved
	F
	8.10.0
	TEI8
	G2

	GP-100432
	44.018
	0846
	2
	9.3.0
	Rel‑9
	Corrections for UTRAN TDD CSG cells
	Approved
	A
	9.4.0
	TEI8
	G2

	GP-100389
	44.018
	0849
	1
	8.9.0
	Rel‑8
	Clarifications on frequencies on their own in the SI2quater messager
	Approved
	F
	8.10.0
	TEI8
	G2

	GP-100390
	44.018
	0850
	1
	9.3.0
	Rel‑9
	Clarifications on frequencies on their own in the SI2quater messager
	Approved
	A
	9.4.0
	TEI8
	G2

	GP-100384
	44.031
	0209
	1
	7.12.0
	Rel‑7
	Corrections to positioning capabilites
	Approved
	F
	7.13.0
	TEI7
	G2

	GP-100442
	44.031
	0210
	2
	8.5.0
	Rel‑8
	Corrections to positioning capabilites
	Approved
	A
	8.6.0
	TEI8
	G2

	GP-100443
	44.031
	0211
	2
	9.1.0
	Rel‑9
	Corrections to positioning capabilites
	Approved
	A
	9.2.0
	TEI9
	G2

	GP-100150
	44.060
	1223
	7
	9.2.0
	Rel‑9
	Multiple TTI TBF
	Approved
	B
	9.3.0
	TEI9
	G2

	GP-100151
	44.060
	1224
	5
	9.2.0
	Rel‑9
	Multiple TTI TBF messages
	Approved
	B
	9.3.0
	TEI9
	G2

	GP-100152
	44.060
	1300
	5
	9.2.0
	Rel‑9
	Usage of the alternative coding in the MS Radio Access Capability Type 2 IE for the ADDITIONAL MS RADIO ACCESS CAPABILITIES message
	Approved
	F
	9.3.0
	TEI9
	G2

	GP-100142
	44.060
	1319
	1
	8.7.0
	Rel‑8
	Introducing of E-UTRAN_REPORTING_OFFSET 
	Approved
	F
	8.8.0
	GELTE
	G2

	GP-100143
	44.060
	1320
	1
	9.2.0
	Rel‑9
	Introducing of E-UTRAN_REPORTING_OFFSET 
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-100118
	44.060
	1353
	1
	7.19.0
	Rel‑7
	Clarification of Split Block indicator field at EGPRS level change on downlink
	Approved
	F
	7.20.0
	REDHOT
	G2

	GP-100119
	44.060
	1354
	1
	8.7.0
	Rel‑8
	Clarification of Split Block indicator field at EGPRS level change on downlink
	Approved
	A
	8.8.0
	REDHOT
	G2

	GP-100120
	44.060
	1355
	1
	9.2.0
	Rel‑9
	Clarification of Split Block indicator field at EGPRS level change on downlink
	Approved
	A
	9.3.0
	REDHOT
	G2

	GP-100148
	44.060
	1356
	2
	8.7.0
	Rel‑8
	Modifying E-UTRAN NCL
	Approved
	F
	8.8.0
	GELTE
	G2

	GP-100149
	44.060
	1357
	2
	9.2.0
	Rel‑9
	Modifying E-UTRAN NCL
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-100445
	44.060
	1358
	5
	8.7.0
	Rel‑8
	Acquisition of E-UTRAN information on the PACCH
	Approved
	F
	8.8.0
	GELTE
	G2

	GP-100446
	44.060
	1359
	5
	9.2.0
	Rel‑9
	Acquisition of E-UTRAN information on the PACCH
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-100126
	44.060
	1362
	-
	6.27.0
	Rel‑6
	Correction to CSN.1 error in PS Handover RR IE
	Approved
	F
	6.28.0
	TEI6
	G2

	GP-100127
	44.060
	1363
	-
	7.19.0
	Rel‑7
	Correction to CSN.1 error in PS Handover RR IE
	Approved
	F
	7.20.0
	TEI7
	G2

	GP-100128
	44.060
	1364
	-
	8.7.0
	Rel‑8
	Correction to CSN.1 error in PS Handover RR IE
	Approved
	A
	8.8.0
	TEI7
	G2

	GP-100129
	44.060
	1365
	-
	9.2.0
	Rel‑9
	Correction to CSN.1 error in PS Handover RR IE
	Approved
	A
	9.3.0
	TEI7
	G2

	GP-100193
	44.060
	1366
	3
	8.7.0
	Rel‑8
	Essential GERAN-LTE corrections
	Approved
	F
	8.8.0
	GELTE
	G2

	GP-100194
	44.060
	1367
	3
	9.2.0
	Rel‑9
	Essential GERAN-LTE corrections
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-100399
	44.060
	1368
	4
	8.7.0
	Rel‑8
	Definition of PCID Groups
	Approved
	F
	8.8.0
	GELTE
	G2

	GP-100400
	44.060
	1369
	4
	9.2.0
	Rel‑9
	Definition of PCID Groups
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-100113
	44.060
	1370
	-
	7.19.0
	Rel‑7
	Adding missing delimiters in CSN.1 description
	Approved
	F
	7.20.0
	TEI7
	G2

	GP-100114
	44.060
	1371
	-
	8.7.0
	Rel‑8
	Adding missing delimiters in CSN.1 description
	Approved
	A
	8.8.0
	TEI7
	G2

	GP-100115
	44.060
	1372
	-
	9.2.0
	Rel‑9
	Adding missing delimiters in CSN.1 description
	Approved
	A
	9.3.0
	TEI7
	G2

	GP-100146
	44.060
	1373
	1
	8.7.0
	Rel‑8
	Miscellaneous correction
	Approved
	F
	8.8.0
	GELTE
	G2

	GP-100147
	44.060
	1374
	1
	9.2.0
	Rel‑9
	Miscellaneous correction
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-100134
	44.060
	1375
	2
	8.7.0
	Rel‑8
	Corrections to frequency indices
	Approved
	F
	8.8.0
	GELTE
	G2

	GP-100135
	44.060
	1376
	2
	9.2.0
	Rel‑9
	Corrections to frequency indices
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-100311
	44.060
	1377
	3
	7.19.0
	Rel‑7
	Abnormal cases amendment for taking account of FTA
	Approved
	F
	7.20.0
	TEI7
	G2

	GP-100312
	44.060
	1378
	1
	8.7.0
	Rel‑8
	Abnormal cases amendment for taking account of FTA
	Approved
	A
	8.8.0
	TEI7
	G2

	GP-100313
	44.060
	1379
	1
	9.2.0
	Rel‑9
	Abnormal cases amendment for taking account of FTA / EFTA
	Approved
	F
	9.3.0
	TEI9
	G2

	GP-100121
	44.060
	1380
	3
	9.2.0
	Rel‑9
	Clarify that PACKET PSI STATUS is optional in the mobile.
	Approved
	F
	9.3.0
	TEI9
	G2

	GP-100124
	44.060
	1381
	3
	8.7.0
	Rel‑8
	Correction on inheriting individual priorities
	Approved
	F
	8.8.0
	GELTE
	G2

	GP-100125
	44.060
	1382
	3
	9.2.0
	Rel‑9
	Correction on inheriting individual priorities
	Approved
	A
	9.3.0
	GELTE
	G2

	GP-100440
	44.060
	1383
	2
	9.2.0
	Rel‑9
	Clarification of RLC entity behavior in EMST
	Approved
	F
	9.3.0
	TEI9
	G2

	GP-100433
	44.060
	1386
	2
	8.7.0
	Rel‑8
	Corrections for UTRAN TDD CSG cells
	Approved
	F
	8.8.0
	TEI8
	G2

	GP-100434
	44.060
	1387
	2
	9.2.0
	Rel‑9
	Corrections for UTRAN TDD CSG cells
	Approved
	A
	9.3.0
	TEI8
	G2

	GP-100337
	44.060
	1389
	-
	9.2.0
	Rel‑9
	Pre-emptive Retransmissions for EFTA
	Approved
	F
	9.3.0
	TEI9
	G2

	GP-100338
	44.060
	1390
	-
	9.2.0
	Rel‑9
	Clarification of Response to Poll for EFTA
	Approved
	F
	9.3.0
	TEI9
	G2

	GP-100438
	44.060
	1391
	2
	9.2.0
	Rel‑9
	Correction to Uplink Transmission Order for EFTA
	Approved
	F
	9.3.0
	TEI9
	G2

	GP-100430
	44.060
	1392
	1
	9.2.0
	Rel‑10
	Valid TFI in case of concurrent TBFs
	Approved
	F
	10.0.0
	TEI10
	G2

	GP-100437
	44.060
	1393
	2
	8.7.0
	Rel‑8
	PCCN for cells known to be CSG cells
	Approved
	F
	8.8.0
	GELTE
	G2

	GP-100423
	44.060
	1394
	1
	7.19.0
	Rel‑7
	TSC abnormal cases
	Approved
	F
	7.20.0
	TEI7
	G2

	GP-100407
	44.060
	1395
	-
	8.7.0
	Rel‑8
	TSC abnormal cases
	Approved
	A
	8.8.0
	TEI7
	G2

	GP-100408
	44.060
	1396
	-
	9.2.0
	Rel‑9
	TSC abnormal cases
	Approved
	A
	9.3.0
	TEI7
	G2

	GP-100315
	44.318
	0120
	-
	6.13.0
	Rel‑6
	Introduction of the structure description of the IE Type and Length fields
	Approved
	F
	6.14.0
	TEI6
	G2

	GP-100316
	44.318
	0121
	-
	7.8.0
	Rel‑7
	Introduction of the structure description of the IE Type and Length fields
	Approved
	A
	7.9.0
	TEI6
	G2

	GP-100317
	44.318
	0122
	-
	8.6.0
	Rel‑8
	Introduction of the structure description of the IE Type and Length fields
	Approved
	A
	8.7.0
	TEI6
	G2

	GP-100383
	44.318
	0123
	1
	9.1.0
	Rel‑9
	Introduction of the structure description of the IE Type and Length fields
	Approved
	F
	9.2.0
	TEI9
	G2

	GP-100612
	45.001
	0058
	5
	9.1.0
	Rel‑9
	Introduction of Shifted SACCH scheme for VAMOS
	approved
	B
	9.2.0
	VAMOS
	G1

	GP-100600
	45.002
	0137
	5
	9.2.0
	Rel‑9
	Introduction of Shifted SACCH mapping for VAMOS
	approved
	B
	9.3.0
	VAMOS
	G1

	GP-100340
	45.002
	0143
	-
	9.2.0
	Rel‑9
	Clarification of DTM Support for EFTA
	approved
	F
	9.3.0
	TEI9
	G1

	GP-100577
	45.002
	0144
	1
	9.2.0
	Rel‑9
	Interpretation of Multislot Class Parameters for EFTA
	approved
	F
	9.3.0
	TEI9
	G1

	GP-100027
	45.005
	0352
	-
	9.1.0
	Rel‑9
	Clarification to Satellite constellation and assistance data
	approved
	F
	9.2.0
	AGNSSPTP- Perfreq
	G1

	GP-100088
	45.005
	0353
	-
	7.20.0
	Rel‑7
	EGPRS2 EVM requirements for repeater
	approved
	F
	7.21.0
	REDHOT, HUGE
	G1

	GP-100089
	45.005
	0354
	-
	8.7.0
	Rel‑8
	EGPRS2 EVM requirements for repeater
	approved
	A
	8.8.0
	REDHOT, HUGE
	G1

	GP-100090
	45.005
	0355
	-
	9.1.0
	Rel‑9
	EGPRS2 EVM requirements for repeater
	approved
	A
	9.2.0
	REDHOT, HUGE
	G1

	GP-100221
	45.005
	0356
	-
	7.20.0
	Rel‑7
	Removal of brackets, LATRED, EGPRS2-A and miscellaneous corrections
	approved
	F
	7.21.0
	REDHOT, LATRED
	G1

	GP-100222
	45.005
	0357
	-
	8.7.0
	Rel‑8
	Removal of brackets, LATRED, EGPRS2-A and miscellaneous corrections
	approved
	A
	8.8.0
	REDHOT, LATRED
	G1

	GP-100223
	45.005
	0358
	-
	9.1.0
	Rel‑9
	Removal of brackets, LATRED, EGPRS2-A and miscellaneous corrections
	approved
	A
	9.2.0
	REDHOT, LATRED
	G1

	GP-100562
	45.005
	0364
	1
	8.7.0
	Rel‑8
	Corrections and clarifications of the MCBTS requirements
	approved
	F
	8.8.0
	MCBTS
	G1

	GP-100380
	45.005
	0366
	1
	7.20.0
	Rel‑7
	Reference performance,EGPRS2-A USF, DL, Sensitivity, Co-channel and Adj-channel
	approved
	F
	7.21.0
	REDHOT
	G1

	GP-100501
	45.005
	0367
	1
	8.7.0
	Rel‑8
	Reference performance,EGPRS2-A USF, DL, Sensitivity, Co-channel and Adj-channel
	approved
	A
	8.8.0
	REDHOT
	G1

	GP-100502
	45.005
	0368
	1
	9.1.0
	Rel‑9
	Reference performance,EGPRS2-A USF, DL, Sensitivity, Co-channel and Adj-channel
	approved
	A
	9.2.0
	REDHOT
	G1

	GP-100563
	45.005
	0370
	1
	9.1.0
	Rel‑9
	Corrections and clarifications of the MCBTS requirements
	approved
	A
	9.2.0
	MCBTS
	G1

	GP-100611
	45.008
	0432
	3
	9.1.0
	Rel‑9
	Introduction of new SACCH message block for Shifted SACCH in VAMOS
	approved
	B
	9.2.0
	VAMOS
	G1

	GP-100521
	45.008
	0433
	1
	8.5.0
	Rel‑8
	Miscellaneous correction
	approved
	F
	8.6.0
	GELTE
	G1

	GP-100522
	45.008
	0434
	1
	9.1.0
	Rel‑9
	Miscellaneous correction
	approved
	A
	9.2.0
	GELTE
	G1

	GP-100592
	45.008
	0435
	3
	8.5.0
	Rel‑8
	Reception of PWS Warning Notification in an acceptable cell
	approved
	F
	8.6.0
	TEI8
	G1

	GP-100580
	45.008
	0436
	2
	8.5.0
	Rel‑8
	Clean up E-UTRAN measurement parameters
	approved
	F
	8.6.0
	GELTE
	G1

	GP-100588
	45.008
	0437
	2
	9.1.0
	Rel‑9
	Clean up E-UTRAN measurement parameters
	approved
	A
	9.2.0
	GELTE
	G1

	GP-100504
	45.008
	0439
	1
	9.1.0
	Rel‑9
	Add requirements for re-reporting UTRAN TDD cells
	approved
	F
	9.2.0
	TEI9
	G1

	GP-100578
	45.008
	0440
	2
	8.5.0
	Rel‑8
	Essential GERAN-LTE corrections
	approved
	F
	8.6.0
	GELTE
	G1

	GP-100579
	45.008
	0441
	2
	9.1.0
	Rel‑9
	Essential GERAN-LTE corrections
	approved
	A
	9.2.0
	GELTE
	G1

	GP-100593
	45.008
	0445
	1
	9.1.0
	Rel‑9
	Reception of PWS warning notifications in an acceptable cell
	approved
	F
	9.2.0
	TEI9
	G1

	GP-100182
	45.914
	0012
	-
	9.0.0
	Rel‑9
	MAIO Hopping Methodology
	approved
	C
	9.1.0
	MUROS
	G1

	GP-100130
	48.008
	0320
	-
	9.1.0
	Rel‑9
	Correction to Introduction of support for A5/4
	Approved
	F
	9.2.0
	A5/4-GEA4
	G2

	GP-100116
	48.018
	0294
	1
	8.5.0
	Rel‑8
	Clarification for PS HO from E-UTRAN
	Approved
	F
	8.6.0
	GELTE
	G2

	GP-100117
	48.018
	0295
	1
	9.0.0
	Rel‑9
	Clarification for PS HO from E-UTRAN
	Approved
	A
	9.1.0
	GELTE
	G2

	GP-100444
	48.018
	0296
	4
	9.0.0
	Rel‑9
	Exchanging SON information between RATs by RIM procedure.
	Approved
	B
	9.1.0
	TEI9
	G2

	GP-100418
	48.049
	0001
	4
	9.0.0
	Rel‑9
	Introduction of Keep Alive procedure in CBSP
	Approved
	F
	9.1.0
	CEBRO
	G2

	GP-100329
	48.049
	0002
	1
	9.0.0
	Rel‑9
	Introduction of length indicator for CBSP messages
	Approved
	F
	9.1.0
	CEBRO
	G2

	GP-100131
	48.049
	0003
	-
	9.0.0
	Rel‑9
	Correction to WRITE-REPLACE FAILURE message
	Approved
	F
	9.1.0
	CEBRO
	G2

	GP-100330
	48.049
	0004
	-
	9.0.0
	Rel‑9
	Clarifications and improvements to the handling of background CBS messages
	Approved
	F
	9.1.0
	CEBRO
	G2

	GP-100532
	51.010-1
	4329
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4329 Correction to TC 26.9.6a.1.X
	approved
	F
	9.1.0
	eCall_MSTest
	G3new

	GP-100533
	51.010-1
	4330
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4330 Addition of a New Test Case for eCall -Test Call using eCall capable MS
	approved
	B
	9.1.0
	eCall_MSTest
	G3new

	GP-100538
	51.010-1
	4331
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4331 Addition of a New Test Case for eCall – Manual eCall using eCall capable MS with eCall and non eCall subscription on SIM
	approved
	B
	9.1.0
	eCall_MSTest
	G3new

	GP-100539
	51.010-1
	4332
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4332 Addition of a New Test Case for eCall - Timer T3242 Handling
	approved
	B
	9.1.0
	eCall_MSTest
	G3new

	GP-100540
	51.010-1
	4333
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4333 Addition of a New Test Case for eCall - eCall Automatic Activation
	approved
	B
	9.1.0
	eCall_MSTest
	G3new

	GP-100546
	51.010-1
	4335
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4335 New Test case "14.18.6a Usable receiver input range in EGPRS2A configuration"
	approved
	F
	9.1.0
	HUGE-MStest
	G3new

	GP-100464
	51.010-1
	4337
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4337 A-GNSS Minimum Performance Test System requirements
	approved
	B
	9.1.0
	AGNSSPTP-MStest
	G3new

	GP-100463
	51.010-1
	4338
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4338 A-GNSS Minimum Performance tests
	approved
	B
	9.1.0
	AGNSSPTP-MStest
	G3new

	GP-100470
	51.010-1
	4340
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4340 A-GNSS Positioning Capability Transfer procedure
	approved
	B
	9.1.0
	AGNSSPTP-MStest
	G3new

	GP-100467
	51.010-1
	4341
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4341 Clarification to A-GPS Minimum Performance tests
	approved
	F
	9.1.0
	AGNSSPTP-MStest
	G3new

	GP-100028
	51.010-1
	4343
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4343 New Test case 14.18.5a - Blocking and spurious response in EGPRS2A configuration
	approved
	F
	9.1.0
	REDHOT-MStest
	G3new

	GP-100537
	51.010-1
	4344
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4344 58c.2.10a - Adding 3GPP TS44.060 conformance requirement
	approved
	F
	9.1.0
	HUGE-MStest
	G3new

	GP-100030
	51.010-1
	4345
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4345 New Test case 13.17.3a - Transmitter output power in EGPRS2A configuration
	approved
	F
	9.1.0
	HUGE-MStest
	G3new

	GP-100542
	51.010-1
	4346
	1
	9.0.1
	Rel‑9
	"CR 51.010-1-4346 New Test case 14.18.3a ""Adjacent channel rejection in EGPRS2A configuration"""
	approved
	F
	9.1.0
	REDHOT-MStest
	G3new

	GP-100493
	51.010-1
	4347
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4347 New test case 58c.3.3a - Acknowledged Mode/ Downlink TBF/ Decoding of Coding Schemes, in EGPRS2A
	approved
	F
	9.1.0
	HUGE-MStest
	G3new

	GP-100494
	51.010-1
	4348
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4348 New test case 58c.3.4a - Acknowledged Mode/ Downlink TBF/ Retransmission/ Padding
	approved
	F
	9.1.0
	HUGE-MStest
	G3new

	GP-100492
	51.010-1
	4349
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4349 New test case 58c.3.5a - Acknowledged Mode/ Downlink TBF/ First Partial Bitmap and Next Partial in EGPRS2A
	approved
	F
	9.1.0
	HUGE-MStest
	G3new

	GP-100472
	51.010-1
	4350
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4350 Default conditions during A-GNSS signalling tests (Rel‑9)
	approved
	B
	9.1.0
	AGNSSPTP-MStest
	G3new

	GP-100473
	51.010-1
	4351
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4351 New NI-LR Test Case for MS-Based GNSS (Rel‑9)
	approved
	B
	9.1.0
	AGNSSPTP-MStest
	G3new

	GP-100474
	51.010-1
	4352
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4352 New NI-LR Test Case for MS-Assisted GNSS (Rel‑9)
	approved
	B
	9.1.0
	AGNSSPTP-MStest
	G3new

	GP-100056
	51.010-1
	4353
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4353 52.3.2.1.1- Removal of PBCCH and PCCCH functionality
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100057
	51.010-1
	4354
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4354 52.3.1.1.3- Removal of TBF_STARTING_TIME encoding in Immediate Assignment.
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100058
	51.010-1
	4355
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4355 42.3.1.1.3- Removal of TBF_STARTING_TIME encoding in Immediate Assignment.
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100460
	51.010-1
	4356
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4356 42.1.2.1.10.1 - Correction to schedule PUA on PACCH.
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100535
	51.010-1
	4357
	2
	9.0.1
	Rel‑9
	CR 51.010-1-4357 Addition of test case- P-CCPCH RSCP Absolute measurement accuracy in GSM(GPRS) cell in AWGN propagation condition for 1,28 Mcps TDD Option
	approved
	F
	9.1.0
	TEI8_Test
	G3new

	GP-100062
	51.010-1
	4358
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4358 58b.1.2 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100451
	51.010-1
	4359
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4359 58b.1.3 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100064
	51.010-1
	4360
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4360 58b.1.4 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100065
	51.010-1
	4361
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4361 58b.1.5 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100461
	51.010-1
	4362
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4362 58b.2.1 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100067
	51.010-1
	4363
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4363 58b.2.2 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100462
	51.010-1
	4364
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4364 58b.2.3 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100069
	51.010-1
	4365
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4365 58b.2.4 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100475
	51.010-1
	4366
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4366 58b.2.5 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100071
	51.010-1
	4367
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4367 58b.2.6 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100476
	51.010-1
	4368
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4368 58b.2.7 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100553
	51.010-1
	4369
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4369 58b.3.1 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100477
	51.010-1
	4370
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4370 58b.3.2 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100478
	51.010-1
	4371
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4371 58b.3.3 – Test sequence corrected
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100544
	51.010-1
	4374
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4374 42.4.8.4.4&5&6 – PBCCH removal
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100531
	51.010-1
	4375
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4375 New Test Case 14.18.10.1 LATRED feature
	approved
	F
	9.1.0
	CTLATRED-MStest
	G3new

	GP-100094
	51.010-1
	4376
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4376 Correction for TC 14.4.8
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100095
	51.010-1
	4377
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4377 Correction for TC 14.11.2.2
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100100
	51.010-1
	4378
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4378 Including EGPRS PACKET CHANNEL REQUEST message in 51.3.6.10
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100480
	51.010-1
	4379
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4379 Correction to Sec. 60.x
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100545
	51.010-1
	4384
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4384 42.7.x – PBCCH removal
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100175
	51.010-1
	4385
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4385 42.8.x – PBCCH removal
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100176
	51.010-1
	4386
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4386 42.9.x – PBCCH removal
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100485
	51.010-1
	4388
	1
	9.0.1
	Rel‑9
	CR 51.010-1-4388 Corrections to LATRED Clause 58a.1.1x
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100261
	51.010-1
	4390
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4390 Remove P-channels from clause 51.3.2
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100262
	51.010-1
	4391
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4391 Remove P-channels from clause 51.3.3
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100452
	51.010-1
	4392
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4392 Correction to default conditions in 26.7.4.5.5 section
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100454
	51.010-1
	4393
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4393 51.3.5.2- Modification of test case for removal of P-channel
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100455
	51.010-1
	4394
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4394 41.3.5.2 - Modification of test case for removal of P-channel
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100456
	51.010-1
	4395
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4395 42.4.1.5 – Removal of HCS_THR as part of P Channel Implementation
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100457
	51.010-1
	4396
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4396 42.5.4.1 – Correction to test procedure to schedule IMMEDIATE ASSIGNMENT on paging channel.
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100458
	51.010-1
	4397
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4397 42.4.8.3.2 – Removal of PBCCH and PCCCH functionality
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100459
	51.010-1
	4398
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4398 42.4.8.3.6 – Typo Correction to step numbering.
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100498
	51.010-1
	4402
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4402 removal of classmark test for LCS
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100534
	51.010-1
	4403
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4403 Addition of classmark 2 and 3 information table in 51.010-1
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100547
	51.010-1
	4404
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4404 New test procedures in clause 60 for Inter system handover to UTRAN (TDD)
	approved
	F
	9.1.0
	TEI8_Test
	G3new

	GP-100550
	51.010-1
	4405
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4405 PBCCH removal TC 42.1.2.1.9.1
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100551
	51.010-1
	4406
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4406 PBCCH removal TC 52.1.2.1.9.1
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100554
	51.010-1
	4407
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4407 Correction for clause 84
	approved
	F
	9.1.0
	GANENH-MStest
	G3new

	GP-100583
	51.010-1
	4408
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4408 42.3.1.2.2&3 – Removal of tests due to PBCCH dependency
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100584
	51.010-1
	4409
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4409 52.3.1.2.2&3 – Removal of tests due to PBCCH dependency
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100081
	51.010-2
	0617
	-
	9.0.1
	Rel‑9
	CR 51.010-2-0617 New Test Case 14.18.10.1 LATRED feature
	approved
	F
	9.1.0
	CTLATRED-MStest
	G3new

	GP-100497
	51.010-2
	0624
	2
	9.0.1
	Rel‑9
	CR 51.010-2-0624 Addition of classmark 2 and 3 information table in 51.010-2
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100536
	51.010-2
	0625
	2
	9.0.1
	Rel‑9
	CR 51.010-2-0625 Addition of test case applicability - P-CCPCH RSCP Absolute measurement accuracy in GSM(GPRS) cell in AWGN propagation condition for 1,28 Mcps TDD Option
	approved
	F
	9.1.0
	TEI8_Test
	G3new

	GP-100541
	51.010-2
	0627
	1
	9.0.1
	Rel‑9
	CR 51.010-2-0627 Introduction of new eCall test cases
	approved
	B
	9.1.0
	eCall_MSTest
	G3new

	GP-100032
	51.010-2
	0631
	-
	9.0.1
	Rel‑9
	CR 51.010-2-0631 Addition of new RF EGPRS2A test cases- 13.17.3a, 14.18.3a and 14.18.5a
	approved
	F
	9.1.0
	HUGE-MStest
	G3new

	GP-100496
	51.010-2
	0632
	1
	9.0.1
	Rel‑9
	CR 51.010-2-0632 Addition of new EGPRS2A test cases- 58c.3.3a,58c.3.4a and 58c.3.5a
	approved
	F
	9.1.0
	HUGE-MStest
	G3new

	GP-100173
	51.010-2
	0635
	-
	9.0.1
	Rel‑9
	CR 51.010-2-0635 58b.2.5 – Correction of applicability
	approved
	F
	9.1.0
	TEI7_Test
	G3new

	GP-100582
	51.010-2
	0636
	1
	9.0.1
	Rel‑9
	CR 51.010-2-0636 PBCCH removal changes to Applicability Table
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100453
	51.010-2
	0637
	-
	9.0.1
	Rel‑9
	CR 51.010-2-0637 Applicability correction for the tests in 26.7.4.5.5 section
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100469
	51.010-2
	0638
	-
	9.0.1
	Rel‑9
	CR 51.010-2-0638 A-GNSS applicability
	approved
	F
	9.1.0
	AGNSSPTP-MStest
	G3new

	GP-100487
	51.010-2
	0639
	-
	9.0.1
	Rel‑9
	CR 51.010-2-0639 Test cases applicability correction.
	approved
	F
	9.1.0
	AGNSSPTP-MStest
	G3new

	GP-100495
	51.010-2
	0640
	-
	9.0.1
	Rel‑9
	CR 51.010-2-0640 Introduction of EGAN test cases in 51.010-2
	approved
	F
	9.1.0
	GANENH-MStest
	G3new

	GP-100499
	51.010-2
	0641
	-
	9.0.1
	Rel‑9
	CR 51.010-2-0641 removal of classmark test for LCS
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100552
	51.010-2
	0642
	-
	9.0.1
	Rel‑9
	CR 51.010-2-0642 PBCCH removal TC 42.1.2.1.9.1 and TC 52.1.2.1.9.1
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100555
	51.010-2
	0643
	-
	9.0.1
	Rel‑9
	CR 51.010-2-0643 Addition of new RF EGPRS2A test cases- 14.18.6a
	approved
	F
	9.1.0
	REDHOT-MStest
	G3new

	GP-100556
	51.010-2
	0644
	-
	9.0.1
	Rel‑9
	CR 51.010-2-0644 Addition of UTRAN TDD to test cases in clause 60
	approved
	F
	9.1.0
	TEI8_Test
	G3new

	GP-100557
	51.010-2
	0645
	-
	9.0.1
	Rel‑9
	CR 51.010-2-0645 Test case title and Specific PICS adjustment in DLDC section
	approved
	F
	9.1.0
	TEI_Test
	G3new

	GP-100177
	51.010-2
	4387
	-
	9.0.1
	Rel‑9
	CR 51.010-1-4387 52.9.x – PBCCH removal
	approved
	F
	9.1.0
	TEI_Test
	G3new

	CP-100179
	51.010-4
	0067
	1
	4.14.1
	Rel‑4
	Correction of typo error
	approved
	F
	4.15.0
	TEI4
	C6

	CP-100179
	51.010-4
	0199
	3
	4.14.1
	Rel‑4
	Correction of applicability for 'no alpha identifier presented' sequences
	approved
	A
	4.15.0
	TEI4
	C6

	CP-100179
	51.010-4
	0200
	-
	4.14.1
	Rel‑4
	Essential correction to the condition table
	approved
	A
	4.15.0
	TEI4
	C6

	GP-100500
	51.010-5
	0093
	1
	9.0.1
	Rel‑9
	CR 51.010-5-0093 Formal closing of 51.010-5 V8.3.0
	approved
	B
	9.1.0
	TEI8_Test
	G3new

	GP-100575
	51.021
	0115
	1
	9.0.0
	Rel‑9
	Clarification to the blocking test interfering signal
	approved
	F
	9.1.0
	TEI9
	G1

	GP-100211
	51.021
	0116
	-
	7.8.0
	Rel‑7
	Clarification of input signals when testing receiver performance for EGPRS2-B
	approved
	F
	7.9.0
	HUGE
	G1

	GP-100378
	51.021
	0117
	1
	8.5.0
	Rel‑8
	Clarification of input signals when testing receiver performance for EGPRS2-B
	approved
	A
	8.6.0
	HUGE
	G1

	GP-100379
	51.021
	0118
	1
	9.0.0
	Rel‑9
	Clarification of input signals when testing receiver performance for EGPRS2-B
	approved
	A
	9.1.0
	HUGE
	G1

	GP-100214
	51.021
	0119
	-
	7.8.0
	Rel‑7
	Correction of test case for Static Reference Sensitivity Level
	approved
	F
	7.9.0
	HUGE
	G1

	GP-100215
	51.021
	0120
	-
	8.5.0
	Rel‑8
	Correction of test case for Static Reference Sensitivity Level
	approved
	A
	8.6.0
	HUGE
	G1

	GP-100216
	51.021
	0121
	-
	9.0.0
	Rel‑9
	Correction of test case for Static Reference Sensitivity Level
	approved
	A
	9.1.0
	HUGE
	G1

	GP-100217
	51.021
	0122
	-
	7.8.0
	Rel‑7
	Correction of test case for Transmitted RF carrier power versus time
	approved
	F
	7.9.0
	REDHOT
	G1

	GP-100218
	51.021
	0123
	-
	8.5.0
	Rel‑8
	Correction of test case for Transmitted RF carrier power versus time
	approved
	A
	8.6.0
	REDHOT
	G1

	GP-100219
	51.021
	0124
	-
	9.0.0
	Rel‑9
	Correction of test case for Transmitted RF carrier power versus time
	approved
	A
	9.1.0
	REDHOT
	G1

	GP-100220
	51.021
	0125
	-
	7.8.0
	Rel‑7
	Correction of test case for Modulation accuracy
	approved
	F
	7.9.0
	REDHOT
	G1

	GP-100225
	51.021
	0126
	-
	8.5.0
	Rel‑8
	Correction of frequency distribution in the test case for Modulation accuracy
	approved
	F
	8.6.0
	MCBTS
	G1

	GP-100226
	51.021
	0127
	-
	9.0.0
	Rel‑9
	Correction of frequency distribution in the test case for Modulation accuracy
	approved
	A
	9.1.0
	MCBTS
	G1

	GP-100227
	51.021
	0128
	-
	8.5.0
	Rel‑8
	Editorial correction of test case for out-of-band spurious emissions and other tests for the MCBTS
	approved
	F
	8.6.0
	MCBTS
	G1

	GP-100228
	51.021
	0129
	-
	9.0.0
	Rel‑9
	Editorial correction of test case for out-of-band spurious emissions and other tests for the MCBTS
	approved
	A
	9.1.0
	MCBTS
	G1

	GP-100229
	51.021
	0130
	-
	8.5.0
	Rel‑8
	Correction of test case for spurious emissions for the MCBTS in frequency bands, used by UTRA and E-UTRA
	approved
	F
	8.6.0
	MCBTS
	G1

	GP-100230
	51.021
	0131
	-
	9.0.0
	Rel‑9
	Correction of test case for spurious emissions for the MCBTS in frequency bands, used by UTRA and E-UTRA
	approved
	A
	9.1.0
	MCBTS
	G1

	GP-100231
	51.021
	0132
	-
	8.5.0
	Rel‑8
	Correction of test case for Spectrum due to Modulation and wideband noise
	approved
	F
	8.6.0
	MCBTS
	G1

	GP-100232
	51.021
	0133
	-
	9.0.0
	Rel‑9
	Correction of test case for Spectrum due to Modulation and wideband noise
	approved
	A
	9.1.0
	MCBTS
	G1

	GP-100249
	51.021
	0143
	-
	8.5.0
	Rel‑8
	Correction of references for Environmental conditions and requirements
	approved
	F
	8.6.0
	TEI8
	G1

	GP-100250
	51.021
	0144
	-
	9.0.0
	Rel‑9
	Correction of references for Environmental conditions and requirements
	approved
	A
	9.1.0
	TEI8
	G1

	GP-100564
	51.021
	0147
	1
	8.5.0
	Rel‑8
	Corrections and clarifications of the MCBTS requirements for unwanted emissions
	approved
	F
	8.6.0
	MCBTS
	G1

	GP-100565
	51.021
	0148
	1
	9.0.0
	Rel‑9
	Corrections and clarifications of the MCBTS requirements for unwanted emissions
	approved
	A
	9.1.0
	MCBTS
	G1

	GP-100091
	51.026
	0014
	-
	7.2.0
	Rel‑7
	EGPRS2 EVM requirements for repeater
	approved
	F
	7.3.0
	REDHOT, HUGE
	G1

	GP-100092
	51.026
	0015
	-
	8.2.0
	Rel‑8
	EGPRS2 EVM requirements for repeater
	approved
	A
	8.3.0
	REDHOT, HUGE
	G1

	GP-100093
	51.026
	0016
	-
	9.0.0
	Rel‑9
	EGPRS2 EVM requirements for repeater
	approved
	A
	9.1.0
	REDHOT, HUGE
	G1
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