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4
High level principles and architectural requirements

4.1
Basic Assumptions

4.1.0
General

It is assumed that the UE may be capable of transmitting and receiving simultaneously in multiple Access Networks or it may be capable of transmitting and receiving in only one Access Network at a time.

4.1.1
PS-CS Access Transfer

The following assumptions apply for PS-CS Access Transfer:
-
Functions of IMS Centralized Services and IMS Service Continuity are collocated in a single SCC AS. Not all functions are always required.
-
IMS Centralized Services specifies functions and procedures for use of CS bearer for the media of the IMS sessions.
-
If both UE and network supports the ICS UE capabilities described in TS 23.292 [5], these capabilities are used for communication of required information if needed for enablement of PS-CS Access Transfer of IMS multimedia sessions. During Access Transfer, the UE may decide to retain the use of the Gm reference point for service control of the real time media flow(s) in the old PS access (if available) or may decide to transfer the Gm service control for the real time media flow(s) to a new PS access. Support and use of the I1 interface in both the UE and SCC AS are subject to the requirements specified in clauses 5.3.2 and 5.3.1, respectively, of TS 23.292 [5].

-
When using the CS bearer for the media of the IMS session(s), multiple sessions can exist, but only one active session can be transferred over the CS bearer; one or more inactive sessions can be transferred.

-
PS-CS Access Transfer with UE-based conferencing is not specified in this release.
-
The SCC AS shall provide the Session State Information to the MSC Server if:

-
the Access Transfer request is sent by or via the MSC Server;

-
the MSC Server has indicated its capability to support mid-call services in the registration or indicates its capability in the Access Transfer request sent to the SCC AS;

-
and ICS UE capabilities cannot be used upon transfer.

Transfer procedure to OCS for correct credit control purpose.

8.2
Accounting strategy

To assist in performing the settlement between operators, the following strategy shall be applied:

-
Provide cohesive charging records with a complete service continuity history for the whole duration of a SC subscriber multimedia session by the SCC AS.

-
Use the charging records for subsequent Access Legs generated in CS/IMS domain and the charging records generated in MGCF performing CS-IMS interworking, taking the complete service continuity history described above as reference, to perform the settlement between the providers of CS domain and IMS.

-
Use the access network information in IMS charging records, taking the complete service continuity history described above as reference, to perform the settlement between the providers of IP‑CAN and IMS Core.

-
Additional reconciliation for I1 flows can also be applied, due to such flows being uniquely identifiable from other flows over the same bearer (see clause 5.4.1 of TS 23.292 [5] for more information).
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