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[5]
OMG: "Unified Modelling Language Specification, Version 1.5". http://www.omg.org/spec/UML/1.5/
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[8]
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3GPP TS 32.300: “Name convention for Managed Objects”.
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5.1.10
rolename 

See subclause 3.43.2.6 of [5].

This sample shows a Person (say instance John) is associated with a Company (say whose DN is “Company=XYZ”). We navigate the association by using the opposite association-end such that John’s Person.theCompany would hold the DN, i.e."Company=XYZ". Use noun for the rolename.  
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5.1.X Xor constraint

See subclause 2.5.2.3 and 3.42.5.1 of [5].

This sample shows an Account (e.g. account 0960) that is associated with a Person (e.g. John Smith) or a Corporation (e.g. ABC Inc).
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5.2
Stereotype

This subclause lists all allowable stereotypes to be used in IRP IS specifications.  One stereotype  <<Interface>>  is defined in [5].  This document lists it out for ease of reference and completeness.  Other stereotypes are defined in this document.
	Next Modified Section


5.3
Void
5.4
Association classes

Subclause 3.46 of OMG: "Unified Modelling Language Specification [5] defines an association class as 

"An association class is an association that also has class properties (or a class that has association properties). 
Even though it is drawn as an association and a class, it is really just a single model element.". 

Association classes are appropriate for use when an «InformationObjectClass» needs to maintain associations to several other «InformationObjectClass»'s and there are relationships between the members of the associations within the scope of the "containing" «InformationObjectClass». For example, a namespace maintains a set of bindings, a binding ties a name to an object.  A Binding «IOC» can be modelled as an Association Class that provides the binding semantics to the relationship between a name and some other «InformationObjectClass».  This is depicted in the following figure (exemplary only, not taken from another 3GPP specification).
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Example of an Association Class
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