Page 1



3GPP TSG-SA WG1 Meeting #52
(
S1-103280
La Valletta, Malta, 8th – 12th November 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	22.268
	CR
	0009
	(

rev
	1
	(

Current version:
	9.2.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	EU-ALERT specific requirements

	
	

	Source to WG:
(

	TNO, KPN

	Source to TSG:
(

	S1

	
	

	Work item code:
(

	TEI11
	
	Date: (

	11/11/2010

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)

	
	

	Reason for change:
(

	In the TS 22.268, next to generic PWS requirements, there are sections with information and specific requirements for ETWS and CMAS. This CR introduces a similar section with information and specific requirements for EU-Alert.

3GPP SA1 agreed in principle to a CR to introduce EU-Alert into TS 22.268, but prefered to wait for formal approval of the ETSI TS (see e.g. LS in S1-101235).

ETSI SC EMTEL has now approved and published ETSI TS 102 900, ‘EU-Alert using Cell Broadcast’. This CR now includes a reference to the approved version of ETSI TS 102 900.

	
	

	Summary of change:
(

	A new chapter 7 with an introduction to EU-Alert and a number of EU-Alert specific requirements. The specific requirements include classes of Warning Notifications as defined for EU-Alert. Furthermore, EU-Alert includes support for multiple languages. A reference is added to the ETSI TS 102 900.

	
	

	Consequences if 
(

not approved:
	Requirements for EU-Alert implementations of PWS not included in TS 22.268.

	
	

	Clauses affected:
(

	2, new clause 7

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	23.041

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


------------------------------------- Start of first change --------------------------------
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
FCC 08-99: "Federal Communications Commission First Report and Order In the Matter of The Commercial Mobile Alert System"; April 9, 2008. 
[2]
FCC 08-164: "Federal Communications Commission Second Report and Order and Further Notice of Proposed Rulemaking In the Matter of The Commercial Mobile Alert System"; July 8, 2008.

[3]
FCC 08-184: "Federal Communications Commission Third Report and Order and Further Notice of Proposed Rulemaking In the Matter of The Commercial Mobile Alert System"; August 7, 2008. 

[4]
J-STD-100: "Joint ATIS/TIA-CMAS Mobile Device Behavior Specification"; January 30, 2009.

[5]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[6]
ETSI TS 102 900: "European Public Warning System (EU-ALERT) using the Cell Broadcast Service". 
------------------------------------- End of first change --------------------------------
------------------------------------- Start of second change --------------------------------
7
EU-ALERT Specific Requirements

7.1
Introduction to EU-ALERT

The generic name for the European Public Warning System is EU-ALERT. The letters EU will be replaced by characters identifying a particular country (e.g. NL-ALERT signifying the Netherlands, UK-ALERT signifying the United Kingdom). Such a strategy will allow each country to configure their own Public Warning System to meet their specific national requirements whilst adhering to a common core specification. 

7.2
Additional PWS Requirements Specific to EU-ALERT 

In addition to the General Requirements specified in Clause 4, the following requirements are specified for the deployment of EU-ALERT. These EU-ALERT specific requirements are further specified in [6].

EU-ALERT shall support three types of Warning Notifications: Alert messages to warn citizens of an imminent emergency situation, Advisory messages of lesser urgency, and Amber alerts.

The Alert messages shall be supported with three levels of severity. EU-Alert level 1 shall have no opt-out; levels 2 and 3 shall allow opt-out by the user. All levels of EU-ALERT messages shall be associated with a dedicated alerting indication.

NOTE: 
EU-Alert level 1 is compatible with the Presidential Alert in CMAS. EU-Alert level 2 is compatible with CMAS Extreme Alerts and EU-Alert level 3 is compatible with CMAS Severe Alert. 

The Advisory messages have only one level. Advisory messages shall not be associated with any dedicated alerting indication.

Depending on national requirements, Amber alerts may need to be broadcast as part of the EU-ALERT service. Amber alerts shall not be associated with any dedicated alerting indication.

EU-ALERT shall support Warning Notifications in various languages. To support international roaming, it is expected that countries adopting EU-ALERT use the same Message Identifier for Warning Notifications in the local language. If Warning Notifications are broadcast in other languages besides the local language, then the Message Identifier for such Warning Notifications are expected to be the same across the countries adopting EU-ALERT.
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