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* * * Start of 1st Change * * *  
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)".

[2] 
3GPP TS 21.905: "Vocabulary for 3GPP specifications".
[3] 
3GPP TS 22.258: "Service Requirements for the All-IP Network (AIPN); Stage1".

[4]
3GPP TR 25.913: "Requirements for Evolved UTRA (E-UTRA) and Evolved UTRAN (E-UTRAN)".

[5]
3GPP TS 22.115: "Service aspects; Charging and billing".

[6]
ETSI TS 102 250-1: "Speech Processing, Transmission and Quality Aspects (STQ); QoS aspects for popular services in GSM and 3G networks: Part 1: Identification of Quality of Service aspects".

[7]
3GPP TR 23.882: "3GPP system architecture evolution (SAE): Report on technical options and conclusions".
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C.S0001-A
Introduction to cdma2000 Standards for Spread Spectrum Systems - Release A.

[9]
C.S0002-A
Physical Layer Standard for cdma2000 Spread Spectrum Systems - Release A.
[10]
C.S0003-A 
Medium Access Control (MAC) Standard for cdma2000 Spread Spectrum Systems - Release A addendum 2.
[11]
C.S0004-A
Signaling Link Access Control (LAC) Specification for cdma2000 Spread Spectrum Systems -Addendum 2.
[12]
C.S0005-A
Upper Layer (Layer 3) Signaling Standard for cdma2000 Spread Spectrum Systems - Release A addendum 2.
[13]
C.S0006-A 
Analog Signaling Standard for cdma2000 Spread Spectrum Systems - Addendum 2.
[14]
A.S0007 – A.S0009
Interoperability Specification (IOS) for High Rate Packet Data (HRPD).
[15]
A.S0011 – A.S0017
Interoperability Specification (IOS) for cdma2000 Access Network Interfaces.
[16]
X.S0011
cdma2000 Wireless IP Network.
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C.S0024-A   cdma2000 High Rate Packet Data Air Interface Specification.
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C.S0024-0   cdma2000 High Rate Packet Data Air Interface Specification.

[19]

Void.
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WiMAX Forum Mobile System Profile, Release 1.0 .
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3GPP TS 22.101: "Service Aspects; Service Principles". 
[22]
"Recommendations and Requirements for Networks based on WiMAX Forum CertifiedTM Products" (WiMAX stage 1)

[23]
"WiMAX Forum Network Architecture  (Stage 2:  Architecture Tenets, Reference Model and Reference Points)"

[24] 
"WiMAX Forum Network Architecture (Stage 3: Detailed Protocols and Procedures)"

[25]
Void.

[26]
S.R0048-A 3G Mobile Equipment Identifier (MEID)
[a]




BBF TR-144 -  Broadband Multi-Service Architecture & Framework Requirements 
[b]
BBF Technical Report TR-126 - Triple-play Services Quality of Experience (QoE) Requirements  

* * * Start of 2nd Change * * *  
5.2
Requirements for Fixed Mobile Convergence

The Evolved Packet System shall be able to accommodate fixed access systems to provide services over a converged network supporting both fixed and mobile accesses. The Evolved Packet System shall support common functions (e.g. for policy management, accounting) when a single operator operates both fixed and mobile accesses.
The Evolved Packet System shall be capable of providing an equivalent experience to users consuming converged services on different accesses, subject to different accesses capabilities.

The Evolved Packet System shall provide the following, while providing converged services:

-
common operational and management procedures,

-
common subscriber profiles, 

-
common services profiles,

-
common charging procedures (e.g. a common post-paid bill). 

The Evolved Packet System should optimize QoS and Policy management.

The requirements for mobility in clause 7.1.3 of this specification also apply to a converged network supporting both fixed and mobile accesses.

The Evolved Packet System shall support requests for allocation and enforcement of QoS for layer 2 and layer 3 in fixed broadband networks as defined in [a].

The Evolved Packet System shall support operator network policies for application sessions to request QoS in fixed broadband networks as defined in [a].

The Evolved Packet System shall support user requests for authorization of QoS for application sessions in fixed broadband access network as defined in [a].

The Evolved Packet System shall support policy management for QoS attributes of fixed broadband access network services (e.g. voice, VPN, IPTV) as defined in [b].
The Evolved Packet System shall support policy management for unicast and multicast traffic for fixed devices and IPTV services in fixed broadband access network as defined in  [a].

* * * End of Change * * *  
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