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Abstract of the contribution: This contribution revises an SA WG2 agreed CR, 23.401 CR2123R1: MME Behaviour when MS Network Capability is not included in Attach/TAU, into 23.401 CR2123R2.
1. Discussion
At SA2#85, 23.401 CR2122R1, MME Behaviour when MS Network Capability is not included in Attach/TAU (Rel-8), was discussed and agreed. 23.401 CR2123R1 (Rel-9) and 23.401 CR2124R1 (Rel-10) were agreed as mirrors.
Changes in CR2122R1 (Rel-8) and CR2124R1 (Rel-10) are the same, starting “The MME shall remove the stored MS Network Capability, if...”. But changes in CR2123R1 (Rel-9) are mistakenly different, starting “The MME/SGSN shall remove the stored MS Network Capability, if...”. CR2123R1 (Rel-9) mistakenly includes “/SGSN”, because the original document, S2-112428, mistakenly includes this phrase and this fact was not aware.

We believe it’s a simple mistake and the phrase “/SGSN” in CR2123R1 (Rel-9) is to be deleted before its approval. We propose CR2123R2 (Rel-9).

2. Proposed changes to CR2123R1
Excerpts of CR2122R1 (Rel8) and CR2124R1 (Rel10) are as follows:
The MME shall store always the latest UE Core Network Capability received from the UE. Any UE Core Network Capability that an MME receives from an old MME/SGSN is replaced when the UE provides the UE Core Network Capability with Attach and the Tracking Area Update signalling. The MME shall remove the stored MS Network Capability, if MS Network Capability is not included in Attach or non-periodic Tracking Area Update signaling e.g. UE is only capable of E-UTRAN.
And excerpts of CR2123R1 (Rel-9) are as follows:
The MME shall store always the latest UE Core Network Capability received from the UE. Any UE Core Network Capability that an MME receives from an old MME/SGSN is replaced when the UE provides the UE Core Network Capability with Attach and the Tracking Area Update signalling. The MME/SGSN shall remove the stored MS Network Capability, if MS Network Capability is not included in Attach or non-periodic Tracking Area Update signaling e.g. UE is only capable of E-UTRAN.
Therefore we propose CR2123R2 (Rel-9), deleting “/SGSN”, as follows:

The MME shall store always the latest UE Core Network Capability received from the UE. Any UE Core Network Capability that an MME receives from an old MME/SGSN is replaced when the UE provides the UE Core Network Capability with Attach and the Tracking Area Update signalling. The MME shall remove the stored MS Network Capability, if MS Network Capability is not included in Attach or non-periodic Tracking Area Update signaling e.g. UE is only capable of E-UTRAN.
