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B.3.3
XML Schema "partialSuspensionOfItfN.xsd"

<?xml version="1.0" encoding="UTF-8"?>

<!--


3GPP TS 32.386 Partial Suspension of Itf-N XML Schema


partialSuspensionOfItfN.xsd

-->

<schema xmlns:xps="http://www.3gpp.org/ftp/specs/archive/32_series/32.386#partialSuspensionOfItfN" xmlns:xe="http://www.3gpp.org/ftp/specs/archive/32_series/32.306#notification" xmlns:nk="http://www.3gpp.org/ftp/specs/archive/32_series/32.666#kernelNtf" xmlns="http://www.w3.org/2001/XMLSchema" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.386#partialSuspensionOfItfN" elementFormDefault="qualified" attributeFormDefault="unqualified">


<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.306#notification"/>
 
<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.666#kernelNtf"/>

<!-- XML types specific for partial suspension of Itf-N -->


<simpleType name="TypeOfChange">



<restriction base="string">




<enumeration value="OnsetOfPartialSuspension"/>




<enumeration value="RemovalOfPartialSuspension"/>



</restriction>


</simpleType>


<simpleType name="PartialSuspensionId">



<restriction base="long"/>


</simpleType>


<complexType name="NotifyChangeOfPartialSuspensionOfItfN">



<complexContent>




<extension base="xe:Notification">





<sequence>






<element name="body">







<complexType>








<sequence>









<element name="TypeOfChange" type="xps:TypeOfChange"/>









<element name="PartialSuspensionId" type="xps:PartialSuspensionId"/>









<element name="ManagerReference" type="string"/>









<element name="BaseMOInstance" type="string" minOccurs="0"/>









<element name="Scope" type="nk:ScopeType" minOccurs="0"/>









<element name="ActivationTime" type="dateTime" minOccurs="0"/>








</sequence>







</complexType>






</element>





</sequence>




</extension>



</complexContent>


</complexType>


<element name="NotifyChangeOfPartialSuspensionOfItfN" type="xps:NotifyChangeOfPartialSuspensionOfItfN"/>

</schema>
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C.1.4
Prefixes and namespaces

This specification uses a number of namespace prefixes throughout that are listed in Table C.1.4.
Table C.1.4: Prefixes and Namespaces used in this specification
	PREFIX
	NAMESPACE

	(no prefix)
	http://schemas.xmlsoap.org/wsdl/

	soap
	http://schemas.xmlsoap.org/wsdl/soap/

	pSINIRPSystem
	http://www.3gpp.org/ftp/specs/archive/32_series/32.386#PSINIRPSystem

	pSINIRPData
	http://www.3gpp.org/ftp/specs/archive/32_series/32.386#PSINIRPData

	pSIN
	http://www.3gpp.org/ftp/specs/archive/32_series/32.386#partialSuspensionOfItfN

	nk
	http://www.3gpp.org/ftp/specs/archive/32_series/32.666#kernelNtf

	genericIRPSystem
	http://www.3gpp.org/ftp/specs/archive/32_series/32.316#GenericIRPSystem

	ntfIRPNtfSystem
	http://www.3gpp.org/ftp/specs/archive/32_series/32.306#NotificationIRPNtfSystem
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C.3.3
WSDL specification “PSINIRPSystem.wsdl”
<?xml version="1.0" encoding="UTF-8"?>

<!--


3GPP TS 32.386 Partial Suspension of Itf-N IRP SOAP Solution Set

-->

<definitions xmlns="http://schemas.xmlsoap.org/wsdl/" xmlns:soap="http://schemas.xmlsoap.org/wsdl/soap/" xmlns:pSINIRPSystem="http://www.3gpp.org/ftp/specs/archive/32_series/32.386#PSINIRPSystem" xmlns:pSINIRPData="http://www.3gpp.org/ftp/specs/archive/32_series/32.386#PSINIRPData" xmlns:genericIRPSystem="http://www.3gpp.org/ftp/specs/archive/32_series/32.316#GenericIRPSystem" xmlns:ntfIRPNtfSystem="http://www.3gpp.org/ftp/specs/archive/32_series/32.306#NotificationIRPNtfSystem" xmlns:pSIN="http://www.3gpp.org/ftp/specs/archive/32_series/32.386#partialSuspensionOfItfN" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.386#PSINIRPSystem">


<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.316#GenericIRPSystem"/>


<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.306#NotificationIRPNtfSystem"/>


<types>



<schema targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.386#PSINIRPData" xmlns="http://www.w3.org/2001/XMLSchema" xmlns:nk="http://www.3gpp.org/ftp/specs/archive/32_series/32.666#kernelNtf">




<!--  partialSuspensionList Type -->




<complexType name="partialSuspensionList">





<sequence maxOccurs="unbounded">






<element name="partialSuspensionId" type="pSIN:PartialSuspensionId"/>






<element name="partialSuspensionParameter" minOccurs="0" maxOccurs="unbounded">







<complexType>








<sequence>









<element name="baseObjectInstance" type="string" minOccurs="0"/>









<element name="scope" type="nk:ScopeType" minOccurs="0"/>









<element name="activationTime" type="dateTime" minOccurs="0"/>








</sequence>







</complexType>






</element>





</sequence>




</complexType>




<!-- setPartialSuspensionOfItfN Request -->




<element name="setPartialSuspensionOfItfNRequest">





<complexType>






<sequence>







<element name="managerReference" type="string"/>







<element name="baseMOInstance" type="string" minOccurs="0"/>







<element name="scope" type="nk:ScopeType" minOccurs="0"/>






</sequence>





</complexType>




</element>




<!-- setPartialSuspensionOfItfN Response -->




<element name="setPartialSuspensionOfItfNResponse">





<complexType>






<sequence>







<element name="partialSuspensionId" type="pSIN:PartialSuspensionId" minOccurs="0"/>







<element name="conflictingPartialSuspensionList" type="pSINIRPData:partialSuspensionList" minOccurs="0"/>







<element name="activationTime" type="dateTime" minOccurs="0"/>







<element name="status">








<simpleType>









<restriction base="string">










<enumeration value="Success"/>










<enumeration value="Failure"/>









</restriction>








</simpleType>







</element>







<element name="failureReason" minOccurs="0">








<simpleType>









<restriction base="string">










<enumeration value="operation_failed"/>










<enumeration value="operation_failed_invalid_input_parameter"/>










<enumeration value="operation_failed_unsupported_optional_input_parameter_baseMOInstance"/>










<enumeration value="operation_failed_unsupported_optional_input_parameter_scope"/>










<enumeration value="operation_failed_internal_problem"/>









</restriction>








</simpleType>







</element>






</sequence>





</complexType>




</element>




<!-- setPartialSuspensionOfItfN Fault -->




<element name="setPartialSuspensionOfItfNFault">





<simpleType>






<restriction base="string">







<enumeration value="OperationFailed"/>






</restriction>





</simpleType>




</element>




<!-- removePartialSuspensionOfItfN Request -->




<element name="removePartialSuspensionOfItfNRequest">





<complexType>






<sequence>







<element name="managerReference" type="string"/>







<element name="partialSuspensionId" type="pSIN:PartialSuspensionId"/>






</sequence>





</complexType>




</element>




<!-- removePartialSuspensionOfItfN Response -->




<element name="removePartialSuspensionOfItfNResponse">





<complexType>






<sequence>







<element name="status">








<simpleType>









<restriction base="string">










<enumeration value="Success"/>










<enumeration value="Failure"/>









</restriction>








</simpleType>







</element>






</sequence>





</complexType>




</element>




<!-- removePartialSuspensionOfItfN Fault -->




<element name="removePartialSuspensionOfItfNFault">





<simpleType>






<restriction base="string">







<enumeration value="OperationFailed"/>






</restriction>





</simpleType>




</element>




<!-- readActivePartialSuspensionsOfItfN Request -->




<element name="readActivePartialSuspensionsOfItfNRequest">

      </element>




<!-- readActivePartialSuspensionsOfItfN Response -->




<element name="readActivePartialSuspensionsOfItfNResponse">





<complexType>






<sequence>







<element name="activePartialSuspensionList" type="pSINIRPData:partialSuspensionList" minOccurs="0"/>







<element name="status">








<simpleType>









<restriction base="string">










<enumeration value="Success"/>










<enumeration value="Failure"/>









</restriction>








</simpleType>







</element>






</sequence>





</complexType>




</element>




<!-- readActivePartialSuspensionsOfItfN Fault -->




<element name="readActivePartialSuspensionsOfItfNFault">





<simpleType>






<restriction base="string">







<enumeration value="OperationFailed"/>






</restriction>





</simpleType>




</element>



</schema>


</types>


<message name="setPartialSuspensionOfItfNRequest">



<part name="parameter" element="pSINIRPData:setPartialSuspensionOfItfNRequest"/>


</message>


<message name="setPartialSuspensionOfItfNResponse">



<part name="parameter" element="pSINIRPData:setPartialSuspensionOfItfNResponse"/>


</message>


<message name="setPartialSuspensionOfItfNFault">



<part name="parameter" element="pSINIRPData:setPartialSuspensionOfItfNFault"/>


</message>


<message name="removePartialSuspensionOfItfNRequest">



<part name="parameter" element="pSINIRPData:removePartialSuspensionOfItfNRequest"/>


</message>


<message name="removePartialSuspensionOfItfNResponse">



<part name="parameter" element="pSINIRPData:removePartialSuspensionOfItfNResponse"/>


</message>


<message name="removePartialSuspensionOfItfNFault">



<part name="parameter" element="pSINIRPData:removePartialSuspensionOfItfNFault"/>


</message>


<message name="readActivePartialSuspensionsOfItfNRequest">



<part name="parameter" element="pSINIRPData:readActivePartialSuspensionsOfItfNRequest"/>


</message>


<message name="readActivePartialSuspensionsOfItfNResponse">



<part name="parameter" element="pSINIRPData:readActivePartialSuspensionsOfItfNResponse"/>


</message>


<message name="readActivePartialSuspensionsOfItfNFault">



<part name="parameter" element="pSINIRPData:readActivePartialSuspensionsOfItfNFault"/>


</message>


<portType name="PartialSuspension">



<operation name="setPartialSuspensionOfItfN">




<input message="pSINIRPSystem:setPartialSuspensionOfItfNRequest"/>




<output message="pSINIRPSystem:setPartialSuspensionOfItfNResponse"/>




<fault name="setPartialSuspensionOfItfNFault" message="pSINIRPSystem:setPartialSuspensionOfItfNFault"/>



</operation>



<operation name="removePartialSuspensionOfItfN">




<input message="pSINIRPSystem:removePartialSuspensionOfItfNRequest"/>




<output message="pSINIRPSystem:removePartialSuspensionOfItfNResponse"/>




<fault name="removePartialSuspensionOfItfNFault" message="pSINIRPSystem:removePartialSuspensionOfItfNFault"/>



</operation>



<operation name="readActivePartialSuspensionsOfItfN">




<input message="pSINIRPSystem:readActivePartialSuspensionsOfItfNRequest"/>




<output message="pSINIRPSystem:readActivePartialSuspensionsOfItfNResponse"/>




<fault name="readActivePartialSuspensionsOfItfNFault" message="pSINIRPSystem:readActivePartialSuspensionsOfItfNFault"/>



</operation>


</portType>


<binding name="PartialSuspension" type="pSINIRPSystem:PartialSuspension">



<soap:binding style="document" transport="http://schemas.xmlsoap.org/soap/http"/>



<operation name="setPartialSuspensionOfItfN">




<soap:operation soapAction="http://www.3gpp.org/ftp/specs/archive/32_series/32.386#setPartialSuspensionOfItfN" style="document"/>




<input>





<soap:body use="literal"/>




</input>




<output>





<soap:body use="literal"/>




</output>




<fault name="setPartialSuspensionOfItfNFault">





<soap:fault name="setPartialSuspensionOfItfNFault" use="literal"/>




</fault>



</operation>



<operation name="removePartialSuspensionOfItfN">




<soap:operation soapAction="http://www.3gpp.org/ftp/specs/archive/32_series/32.386#removePartialSuspensionOfItfN" style="document"/>




<input>





<soap:body use="literal"/>




</input>




<output>





<soap:body use="literal"/>




</output>




<fault name="removePartialSuspensionOfItfNFault">





<soap:fault name="removePartialSuspensionOfItfNFault" use="literal"/>




</fault>



</operation>



<operation name="readActivePartialSuspensionsOfItfN">




<soap:operation soapAction="http://www.3gpp.org/ftp/specs/archive/32_series/32.386#readActivePartialSuspensionsOfItfN" style="document"/>




<input>





<soap:body use="literal"/>




</input>




<output>





<soap:body use="literal"/>




</output>




<fault name="readActivePartialSuspensionsOfItfNFault">





<soap:fault name="readActivePartialSuspensionsOfItfNFault" use="literal"/>




</fault>



</operation>


</binding>


<service name="PSINIRPService">



<port name="PartialSuspensionPort" binding="pSINIRPSystem:PartialSuspension">




<soap:address location="http://www.3gpp.org/ftp/specs/archive/32_series/32.386#PSINIRP"/>



</port>



<port name="GenericIRPPort" binding="genericIRPSystem:GenericIRPBinding">




<soap:address location="http://www.3gpp.org/ftp/specs/archive/32_series/32.316#GenericIRP"/>



</port>



<port name="NotificationIRPNtfPort" binding="ntfIRPNtfSystem:NotificationIRPNtf">




<soap:address location="http://www.3gpp.org/ftp/specs/archive/32_series/32.306#NotificationIRPNtf"/>



</port>


</service>

</definitions>
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