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Broadband Forum Liaison To:

3GPP TSG SA

Balazs Bertenyi, balazs.bertenyi@nsn.com  

3GPP SA2

Erik Guttman, erik.guttman@GMAIL.COM  
From:

Christophe Alter
Broadband Forum Technical Committee Chair (christophe.alter@orange.com) 
Liaison Communicated By: Jaume Rius i Riu, jaume.rius.i.riu@ericsson.com 
Date: Friday, December 3rd 2011
Subject: Answer to 3GPP LS on status and assumptions to BBF (bbf2011.1514)
The Broadband Forum would like to thank 3GPP SA2 for their LS on status and assumptions to BBF.
BBF has considered the assumptions stated in bbf2011.1514. Please see below BBF feedback and considerations:

1- Policy and QoS interworking solution for offloaded traffic. Assumptions on BBF: 

"3GPP SA2 assumes that the BBF specifies to detect that the UE is not longer connected to the Fixed Broadband Access and that those procedures can be used to trigger the release of the S9a session for offloaded traffic from BPCF."

BBF Response: 
The BBF network can detect detachment of a UE for cases where its attachment was facilitated by the BBF AAA.  The BBF believes that there are use cases where the BBF AAA is not involved in UE attachment, but S9 is still used to manage the device.  For those cases, a time-out mechanism will be required.  Give that the timeout is required in some cases, is it a sufficient solution for all cases?

Some other alternatives that might be helpful include:

BBF document WT-146 entitled “Subscriber Sessions” references the issue of IP session termination at the IP Edge device (e.g. BNG). Requirement R-25 outlines support for session termination based on loss of L2/L3 connectivity (see also WT-146, Section 6.3, IP Session Monitoring).   This allows detection when CPE (typically a RG) has lost WAN connectivity, and, only in some cases, detection of device connectivity loss.
The IP Session Monitoring procedures describe triggers (e.g. keepalives, in conjunction with inactivity timers) which could be used as the basis for detailed procedures for IP session termination to be outlined in the new BBF Project entitled “WT-291: Nodal Requirements for Interworking between Next Generation Fixed and 3GPP Wireless Access”. 
2- Reflective QoS performed by the 3GPP UE. Assumptions on BBF:

"3GPP SA2 assumes that the BBF AAA can indicate as part of the authentication signaling that the UE is connected via a BBF-Fixed Broadband Access Network over STa/SWa."
BBF Response: 

For the cases where the broadband network does not facilitate authentication of UE attachment, it is preferred that the mobile network query the broadband network to determine the capabilities and values used for different, often static, classes of service.  This capability is outlined in WT-203 section 7.4, and can be extended to cover this case if desired.

For the more sophisticated approach, please consider that during the recent 3GPP-BBF WS, a decision was taken to describe the BBF Access type generically – i.e. it would have only one value. For the case where 3GPP Access Authentication is performed, this value can be passed across the STa/SWa interface to indicate to the 3GPP AAA that the 3GPP UE access is via BBF. For the non-3GPP Access Authentication case, access type determination is based on the 3GPP UE local IP address received over SWu. 
Sincerely,

Christophe Alter,
Broadband Forum Technical Committee Chair
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