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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging Architecture and Principles".

[2]-[99]
Void.

[100]
3GPP TR 21.905: “Vocabulary for 3GPP Specifications”

[101]
3GPP TS 22.115: "Service aspects; Charging and billing".
[102]-[199]
Void.

[200]
3GPP TS 23.207: "End to end quality of service concept and architecture".

[201]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[202]
3GPP TS 24.229: "IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3."

[203]
3GPP TS 29.207: "Policy control over Go interface".

[204]
3GPP TS 29.229: "Cx and Dx Interfaces based on the Diameter protocol; Protocol Details".

[205]
Void.
[206]
3GPP TS 29.230: "3GPP specific codes and identifiers".

[207]
3GPP TS 29.061: "Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)".

[208]
3GPP TS 23.140: " Multimedia Messaging Service (MMS); Functional description; Stage 2".

[209]
OMA "Multimedia Messaging Service; Encapsulation Protocol".

[210]
OMNA WSP Content Type Numbers 
http://www.openmobilealliance.org/tech/omna/omna-wsp-content-type.aspx
[211]
OMA-CP-POC: "OMA PoC Control Plane"

[212]
3GPP 29.234: "3GPP system to Wireless Local Area Network (WLAN) interworking; Stage 3".

[213]
3GPP TS 29.140: "MM10 interface based on Diameter protocol; Stage 3".

[214]
3GPP TS 29.214: "Policy and Charging Control over Rx reference point; Stage 3".

[215]
3GPP TS 29.212: "Policy and Charging Control over Gx reference point".
[216]
3GPP TS 23.040: "Technical realization of Short Message Service (SMS)".
[217]
3GPP TS 22.142: "Value Added Services (VAS) for Short Message Service (SMS) requirements".
[218]
3GPP TS 23.203: "Policy and Charging control architecture".
[219]
3GPP TS 29.272: " Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) related interfaces based on Diameter protocol”.

[220]
3GPP TS 24.605: "Conference (CONF) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification".

[221]
3GPP TS 29.329: "Sh Interface based on the Diameter protocol;Protocol details".
[222]
3GPP TS 29.658: "SIP Transfer of IP Multimedia Service Tariff Information".
[223] 
OMA-DDS-Charging_Data: "Charging Data".
[224] 
3GPP TS 23.003: "Numbering, Addressing and Identification". 

[225] 
3GPP TS 29.060: "General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface".
[226] 
3GPP TS 29.274: "Evolved GPRS Tunnelling Protocol for Control Plane (GTPv2-C); Stage 3".
[227]
3GPP TS 23.032: "Universal Geographical Area Description (GAD)".
[228]
3GPP TS 23.167: "IP Multimedia Subsystem (IMS) emergency sessions". 
[229]- [400]
Void.
[401]
IETF RFC 3588: "Diameter Base Protocol".

[402]
IETF RFC 4006: "Diameter Credit Control Application" 

[403]
IETF RFC 5580: "Carrying Location Objects in RADIUS"

[404]
IETF RFC 3455 , "Private Extensions to the Session Initiation Protocol (SIP) for the 3rd Generation Partnership Projects (3GPP)".

[405]
IETF RFC 3261: "SIP: Session Initiation Protocol".

[406]
IETF RFC 4566: "SDP: Session Description Protocol".

[407]
IETF RFC 4005: "Diameter Network Access Server Application".
[408]
IETF RFC 3264: An Offer/Answer Model with the Session Description Protocol (SDP).
NOTE:
The above reference will need to be updated to reference the assigned RFC number, once the draft achieves RFC status within the IETF.
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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACA
ACcounting Answer

ACR
ACcounting Request

AoC
Advice of Charge

AS
Application Server

ASA
Abort Session Answer

ASR
Abort Session Request

AVP
Attribute Value Pair

CCA
Credit Control Answer

CCR
Credit Control Request

CDF
Charging Data Function

CDR
Charging Data Record

CEA
Capabilities Exchange Answer

CER
Capabilities Exchange Request

CGI
Cell Global Identification

CI
Cost-Information

CSG
Closed Subscriber Group

CSG ID
Closed Subscriber Group Identity

DBPA
Diameter Base Protocol Accounting

DCD
Dynamic Content Delivery

DPA
Disconnect Peer Answer

DPR
Disconnect Peer Request

DRM
Digital Rights Management

DWA
Device Watchdog Answer

DWR
Device Watchdog Request

ECGI
E-UTRAN Cell Global Identifier

ECUR
Event Charging with Unit Reservation

FQDN
Fully Qualified Domain Name

FUI
Final-Unit-Indication

HSGW
HRPD Serving GateWay 

GSU
Granted-Service-Unit

IEC
Immediate Event Charging

IM
Instant Messaging

IMS
IP Multimedia Subsystem

IMS-AGW
IMS Access Media Gateway
MSCC
Multiple Services Credit Control
NetLoc
Network provided Location information
OCS
Online Charging System

RAA
Re-Auth Answer

RAI
Routeing Area Identity

RAR
Re-Auth Request

SAI
Service Area Identifier

SCCP
Signalling Connection Control Part

SDP
Session Description Protocol

TAI
Tracking Area Identity

TrGW

Transition GateWay
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