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4.3.1
SectorEquipmentFunction
4.3.1.1
Definition

This IOC represents a set of cells within a geographical area that has common functions relating to AntennaFunction, TMAFunction and supporting equipment, such as power amplifier. 

This IOC is required as part of the capability to satisfy the Requirements statement identified below.
	Referenced TS
	Requirement label
	Comment

	3GPP TS 32.791 [10]
	REQ-GRAN_NRM-CON-001
	

	3GPP TS 32.791 [10]
	REQ-GRAN_NRM- CON-002
	


4.3.1.2
Attributes

	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	M
	M
	-

	fqBand
	CM
	M
	--

	eUTRANFqBands
	M
	M
	-

	uTRANFDDFqBands
	M
	M
	-

	uTRANTDDFqBands
	M
	M
	-

	confOutputPower
	M
	M
	M

	theTmaList
	M
	M
	-

	theAntennaList
	M
	M
	-

	theCellList
	M
	M
	-


Editor’s note: The attributes theTmaList, theCellList and theAntennaList may need to be removed (not necessary to be explicitly mentioned in Table Attributes since such requirement is already specified in UML diagram).
4.3.1.3
Attribute constraints


	Name
	Qualifier
	Notes

	The Conditional/Mandatory (CM) support qualifier of the attribute fqBand
	CM
	This attribute is used if the attribute eUTRANFqBands contains an empty list.


4.5.1
Definition and Legal Values

	Attribute Name
	Definition
	Legal Values

	aRFCN
	This attribute (Absolute Radio Frequency Channel Number) defines a pair of

Radio Frequency (RF) channel frequencies for uplink and downlink use. 
	See 3GPP TS 45.005 Section 2 for the ARFCN for GSM.  ARFCN are based on a 200 kHz channel raster.

	aTA
	This attribute (allowed Timing Advance) defines the signal sent by the BTS to the MS which the MS uses to advance its timings of transmissions to the BTS so as to compensate for propagation delay.
	See 3GPP TS 45.010

	bearing
	The bearing in degrees that the antenna is pointing in. Antenna bearing" in Ref. 3GPP TS 25.463 [8].
	See "Antenna bearing" in3GPP TS 25.463 [8].

	confOutputPower
	It defines the allowed total power to use for all cells together in this sector. It may be set by the operator and/or limited by HW limitation or licensed power, e.g.: 20, 40, 60, 80,120 watts
	

	eUTRANFqBands
	This is the list of LTE frequency bands supported by the hardware associated with the SectorEquipmentFunction. 
The earfcnDl and earfcnUl or earfcn of LTE cells associated with the SectorEquipmentFunction must be assigned with value within one of the specified eUTRANFqBands values.

	A list of frequency bands expressed as strings. 
Valid frequency band values are specified in sub-clause 5.7.3 in 36.104 [7].
For HW not supporting LTE frequency bands, the list shall be empty.

	fqBand
	This is the LTE frequency band supported by the hardware associated with the SectorEquipmentFunction, for the case when only one frequency band is supported. The earfcnDl and earfcnUl of cells associated with the SectorEquipmentFunction must be assigned with value within this fqBand value.
	 See section 5.7.3  of TS 36.104 [7].  



	height
	The height of an antenna above sea level.  

Note: The value of this attribute has no operational impact on the network, e.g. the NE behavior is not affected by the value setting of this attribute.  Note as well that this attribute is not supported over the Iuant interface according to Ref. 3GPP TS 25.466 [9].
	An integral value representing a number of metres in 0.1 meter increments.

	horizBeamwidth
	The 3 dB power beamwidth of the antenna pattern in the horizontal plane. A value of 360 indicates an omni-directional antenna. 

Note: The value of this attribute has no operational impact on the network, e.g. the NE behaviour is not affected by the value setting of this attribute.  Note as well that this attribute is not supported over the Iuant interface according to Ref. 3GPP TS 25.466 [9].
	A single integral value corresponding to an angle in degrees between 0 and 360.

	id
	An attribute whose "name+value" can be used as an RDN when naming an instance of the object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance
	

	maxAzimuthValue
	The maximum amount of change of azimuth the RET system can support. This is the change in degrees clockwise from bearing. 

Note: The value of this attribute has no operational impact on the network, e.g. the NE behaviour is not affected by the value setting of this attribute.  Note as well that this attribute is not supported over the Iuant interface according to Ref. 3GPP TS 25.466 [9].
	A single integral value corresponding to an angle in degrees between 0 and 360 with a resolution of 0.1 degrees, see Note.

	minAzimuthValue
	The minimum amount of change of azimuth the RET system can support. This is the change in degrees counter-clockwise from bearing. 

Note: The value of this attribute has no operational impact on the network, e.g. the NE behaviour is not affected by the value setting of this attribute.  Note as well that this attribute is not supported over the Iuant interface according to Ref. 3GPP TS 25.466 [9].
	A single integral value corresponding to an angle in degrees between 0 and 360 with a resolution of 0.1 degrees.

	retGroupName
	The group name is a textual, alpha-numeric string to define a logical grouping of antennas which may be in different cells.

This attribute permits the definition of a logical grouping of the antennas.  This may be defined either at installation time, or by management activity to provisioning the group name via the Itf-N.
	String size is bounded to 80 characters.

	retTiltValue
	The electrical tilt setting of the antenna, "Tilt value" in Ref. 3GPP TS 25.466 [9].
	See "Tilt value" in Ref. 3GPP TS 25.466 [9].

	sharedTechnologies
	This attribute defines the radio access technologies sharing the common functionalities of a Base Station (BS)
	Legal Values:

GSM, UMTS, LTE, or any combination thereof

	theAntennaList
	This attribute contains the DNs of one or more AntennaFunction
	

	theCellList
	This attribute contains the DNs of cells (derivates of EUtranGenericCell or UtranGenericCell) if association A2 is used.

This attribute contains the DNs of GSMCellPart if association A6 is used.
	

	theSectorEquipment
	This attribute contains the DN of one SectorEquipmentFunction.
	

	theTmaList
	This attribute contains the DNs of one or more TmaFunction
	A list of DNs as defined in TS 32.300 [6].

	tmaAntennaBearing
	A data field defined in Table B.3 of 3GPP TS 25.466 [9].
	Defined in TS 25.466 [9]

	tmaBaseStationId
	A data field defined in Table B.3 of 3GPP TS 25.466 [9]
	Defined in TS 25.466 [9]

	tmaFunctionFlag
	Defined in 3GPP TS 25.466 [9]
	Defined in TS 25.466 [9]

	tmaGainFigure
	Defined in 3GPP TS 25.466 [9]
	Defined in TS 25.466 [9]

	tmaGainResolution
	A data field defined in Table B.3 of 3GPP TS 25.466 [9].
	Defined in TS 25.466 [9]

	tmaInstalledMechanicalTilt
	A data field defined in Table B.3 of 3GPP TS 25.466 [9].
	Defined in TS 25.466 [9]

	tmaMaxGain
	Defined in 3GPP TS 25.466 [9]
	Defined in TS 25.466 [9]

	tmaMinGain
	Defined in 3GPP TS 25.466 [9]
	Defined in TS 25.466 [9]

	tmaNumberOfSubunits
	Defined in 3GPP TS 25.466 [9]
	Defined in TS 25.466 [9]

	tmaResolution
	Defined in 3GPP TS 25.466 [9]
	Defined in TS 25.466 [9]

	tmaSectorId
	A data field defined in Table B.3 of 3GPP TS 25.466 [9].
	Defined in TS 25.466 [9]

	tmaStateFlag
	Defined in 3GPP TS 25.466 [9]
	Defined in TS 25.466 [9]

	tmaSubunitNumber
	Defined in 3GPP TS 25.466 [9]
	Defined in TS 25.466 [9]

	tmaSubunitType
	A data field defined in Table B.3 of 3GPP TS 25.466 [9].
	Defined in TS 25.466 [9]

	tmaSubunitRxFrequencyBand
	A data field defined in Table B.3 of 3GPP TS 25.466 [9].
	Defined in TS 25.466 [9]

	tmaSubunitTxFrequencyBand
	A data field defined in Table B.3 of 3GPP TS 25.466 [9].
	Defined in TS 25.466 [9]

	tsc
	This attribute has the same definition as the one used in GsmCell IOC.   The presence of GSMCellPart means the tsc attribute in GsmCell IOC instance is irrelevant (not applicable).


	

	uTRANFDDFqBands
	This is the list of UTRAN FDD frequency bands supported by the hardware associated with the SectorEquipmentFunction. 

The arfcnDl and arfcnUl of UTRAN FDD cells associated with the SectorEquipmentFunction must be assigned with value within one of the specified uTRANFDDFqBands values.
	A list of frequency bands expressed as strings. 

Valid frequency band values are specified in sub-clause 5.2 of TS 25.104 [y].



	uTRANTDDFqBands
	This is the list of UTRAN TDD frequency bands supported by the hardware associated with the SectorEquipmentFunction. 
The earfcn of UTRAN TDD cells associated with the SectorEquipmentFunction must be assigned with value within one of the specified uTRANTDDFqBands values.
	A list of frequency bands expressed as strings. 

Valid frequency band values are specified in sub-clause 5.2 of TS 25.105 [y].



	vertBeamwidth
	The 3 dB power beamwidth of the antenna pattern in the vertical plane. 

Note: The value of this attribute has no operational impact on the network, e.g. the NE behaviour is not affected by the value setting of this attribute.  Note as well that this attribute is not supported over the Iuant interface according to Ref. 3GPP TS 25.466 [9].
	A single integral value corresponding to an angle in degrees between 0 and 180.


Editor’s note: Relation attributes  (e.g. theAntenna) may need to be removed (not necessary to be explicitly mentioned in Table Attributes since such requirement is already specified in UML diagram).
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