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There was support in SA1 -and no objection- on the following CR to TR 21.905, which is under SA's responsibility, so this CR is suggested to be considered by SA for approval at TSG SA#60:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	21.905
	0110
	2
	Rel-12
	Add common definitions from ProSe
	F
	11.3.0
	12.0.0
	S1-133300
	ProSe


The following CRs have been agreed by SA1 and are requested to be approved by TSG SA#60.
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	22.115
	0070
	1
	Rel-12
	Charging for the use of EPC Path in ProSe
	F
	12.0.0
	12.1.0
	S1-133260
	ProSe

	22.115
	0068
	3
	Rel-12
	Broadening of Prose Communication Definition to include ProSe Group and ProSe Broadcast Communications for Public Safety.
	F
	12.0.0
	12.1.0
	S1-133307
	ProSe

	22.278
	0133
	-
	Rel-12
	Explicitly excluding GSM and UMTS from ProSe
	F
	12.2.0
	12.3.0
	S1-132025
	ProSe

	22.278
	0150
	2
	Rel-12
	Replace WiFi Direct with WLAN direct communications
	F
	12.2.0
	12.3.0
	S1-132140
	ProSe

	22.278
	0143
	1
	Rel-12
	Clarify what means off network ProSe
	F
	12.2.0
	12.3.0
	S1-132145
	ProSe

	22.278
	0140
	1
	Rel-12
	Deleting a duplicate Public Safety requirement arising from the ProSe Group use case
	F
	12.2.0
	12.3.0
	S1-132146
	ProSe

	22.278
	0128
	2
	Rel-12
	Addition of an agreed requirement in the Public Safety Specific Requirements for Proximity Services
	F
	12.2.0
	12.3.0
	S1-132150
	ProSe

	22.278
	0152
	1
	Rel-12
	Correcting Service Continuity Requirement in UE-to-Network Relay Scenarios
	F
	12.2.0
	12.3.0
	S1-132153
	ProSe

	22.278
	0153
	3
	Rel-12
	Infrastructure path corrections
	F
	12.2.0
	12.3.0
	S1-132165
	ProSe

	22.278
	0156
	1
	Rel-12
	Clarification to interactions between ProSe relaying, ProSe Communication and ProSe Group Communication
	F
	12.2.0
	12.3.0
	S1-132166
	ProSe

	22.278
	0148
	3
	Rel-12
	Clarifying the Requirement on Authorizing ProSe Data Sessions in Public Safety Scenarios
	D
	12.2.0
	12.3.0
	S1-132169
	ProSe

	22.278
	0131
	3
	Rel-12
	Addition of a new requirement in the Public Safety Specific Requirements for Proximity Services for the use of direct radio signals
	B
	12.2.0
	12.3.0
	S1-132193
	ProSe

	22.278
	0163
	-
	Rel-12
	Add requirement to limit the number of ProSe UE-to-UE relays between two Public Safety ProSe-enabled UEs to one.
	B
	12.2.0
	12.3.0
	S1-133021
	ProSe

	22.278
	0158
	2
	Rel-12
	Addressing uncertainties in deployment of Public Safety ProSe
	F
	12.2.0
	12.3.0
	S1-133112
	ProSe

	22.278
	0132
	3
	Rel-12
	Correction of "in / out of E-UTRAN coverage" and editorials
	F
	12.2.0
	12.3.0
	S1-133113
	ProSe

	22.278
	0172
	2
	Rel-12
	ProSe System means ProSe
	F
	12.2.0
	12.3.0
	S1-133157
	ProSe

	22.278
	0181
	-
	Rel-12
	Correction of ProSe Services to ProSe
	F
	12.2.0
	12.3.0
	S1-133245
	ProSe

	22.278
	0168
	1
	Rel-12
	Update to Requirement on EPC Proximity Detection
	F
	12.2.0
	12.3.0
	S1-133247
	ProSe

	22.278
	0182
	2
	Rel-12
	Setting Up and Handling for ProSe UE-to-UE Relay
	F
	12.2.0
	12.3.0
	S1-133249
	ProSe

	22.278
	0165
	2
	Rel-12
	ProSe Discovery Definition Update
	F
	12.2.0
	12.3.0
	S1-133252
	ProSe

	22.278
	0173
	1
	Rel-12
	Control of resource applies also when UEs are served by the same eNB.
	F
	12.2.0
	12.3.0
	S1-133257
	ProSe

	22.278
	0155
	2
	Rel-12
	On dimensioning requirements for ProSe UE-to-UE Relay
	F
	12.2.0
	12.3.0
	S1-133259
	ProSe

	22.278
	0159
	2
	Rel-12
	Clarifying the Requirement on Pre-Configuring Public Safety ProSe-enabled UEs for operations without any connection to the E-UTRAN. [PR.59-2] (Use Case 5.2.5)
	F
	12.2.0
	12.3.0
	S1-133267
	ProSe

	22.278
	0183
	4
	Rel-12
	Clarification for the use of ProSe UE-to-Network Relay - Network Reachability Indication by ProSe-enabled Public Safety UE Served by E-UTRAN
	F
	12.2.0
	12.3.0
	S1-133272
	ProSe

	22.278
	0169
	3
	Rel-12
	Discovery can be requested by any application
	F
	12.2.0
	12.3.0
	S1-133295
	ProSe

	22.278
	0126
	1
	Rel-12
	Add a ProSe API requirement and two requirement fixes for Proximity Services
	F
	12.2.0
	12.3.0
	S1-133296
	ProSe

	22.278
	0175
	3
	Rel-12
	Remaining details in consistent usage of range terminology
	F
	12.2.0
	12.3.0
	S1-133297
	ProSe

	22.278
	0146
	7
	Rel-12
	Service description for ProSe Discovery and ProSe Communication
	F
	12.2.0
	12.3.0
	S1-133299
	ProSe

	22.278
	0136
	1
	Rel-12
	Clarifying the use of the term "range"
	F
	12.2.0
	12.3.0
	S1-133301
	ProSe

	22.278
	0127
	8
	Rel-12
	Broadening of ProSe Communication Definition to include ProSe Group and ProSe Broadcast Communications for Public Safety.
	F
	12.2.0
	12.3.0
	S1-133310
	ProSe

	22.278
	0176
	3
	Rel-12
	The addition of a definition for "communication range"
	F
	12.2.0
	12.3.0
	S1-133311
	ProSe


