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Annex F:
Status of all 3GPP CRs after TSG SA #60 Meeting (including GERAN #58)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-130199
	21.905
	0110
	2
	11.3.0
	Rel‑12
	Add common definitions from ProSe
	revised
	F
	
	ProSe
	S1

	SP-130315
	21.905
	0110
	3
	11.3.0
	Rel‑12
	Add common definitions from ProSe
	approved
	F
	12.0.0
	ProSe
	SP

	SP-130196
	22.030
	0018
	1
	12.0.0
	Rel‑12
	Displaying of PIN and PIN2 entry to the user
	approved
	C
	12.1.0
	TEI12
	S1

	SP-130195
	22.101
	0452
	-
	11.8.0
	Rel‑11
	Removal of IMS Emergency Callback requirements from Rel‑11
	approved
	F
	11.9.0
	TEI11
	S1

	SP-130194
	22.101
	0457
	1
	9.11.0
	Rel‑9
	Requirement on emergency IM CN service
	approved
	F
	9.12.0
	TEI9
	S1

	SP-130194
	22.101
	0458
	2
	10.10.0
	Rel‑10
	Requirement on emergency IM CN service
	approved
	A
	10.11.0
	TEI9
	S1

	SP-130194
	22.101
	0460
	2
	11.8.0
	Rel‑11
	Requirement on emergency IM CN service
	approved
	A
	11.9.0
	TEI9
	S1

	SP-130199
	22.115
	0068
	3
	12.0.0
	Rel‑12
	Broadening of Prose Communication Defintion to include ProSe Group and ProSe Broadcast Communications for Public Safety.
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.115
	0068
	4
	12.0.0
	Rel‑12
	Broadening of Prose Communication Defintion to include ProSe Group and ProSe Broadcast Communications for Public Safety.
	approved
	F
	12.1.0
	ProSe
	S1

	SP-130199
	22.115
	0070
	1
	12.0.0
	Rel‑12
	Charging for the use of EPC Path in ProSe
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.115
	0070
	2
	12.0.0
	Rel‑12
	Charging for the use of EPC Path in ProSe
	approved
	F
	12.1.0
	ProSe
	S1

	SP-130196
	22.173
	0090
	2
	12.3.0
	Rel‑12
	Clarification of supplementary services suppression on callbacks
	approved
	F
	12.4.0
	TEI12
	S1

	SP-130195
	22.173
	0091
	-
	11.4.0
	Rel‑11
	Removal of IMS Emergency Callback requirements from Rel‑11
	approved
	F
	11.5.0
	TEI11
	S1

	SP-130200
	22.228
	0196
	3
	12.5.0
	Rel‑12
	Support of WebRTC client access to IMS
	approved
	B
	12.6.0
	IMS_WebRTC
	S1

	SP-130196
	22.268
	0045
	2
	12.1.0
	Rel‑12
	Rel‑11 alignment regarding disabling and enabling of PWS Notifications
	approved
	F
	12.2.0
	TEI12
	S1

	SP-130196
	22.268
	0046
	1
	12.1.0
	Rel‑12
	PWS integrity protection when roaming internationally
	approved
	C
	12.2.0
	TEI12
	S1

	SP-130199
	22.278
	0126
	1
	12.2.0
	Rel‑12
	Add a ProSe API requirement and two requirement fixes for Proximity Services
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0126
	2
	12.2.0
	Rel‑12
	Add a ProSe API requirement and two requirement fixes for Proximity Services
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0127
	8
	12.2.0
	Rel‑12
	Broadening of ProSe Communication Definition to include ProSe Group and ProSe Broadcast Communications for Public Safety.
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0127
	9
	12.2.0
	Rel‑12
	Broadening of ProSe Communication Definition to include ProSe Group and ProSe Broadcast Communications for Public Safety.
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0128
	2
	12.2.0
	Rel‑12
	Addition of an agreed requirement in the Public Safety Specific Requirements for Proximity Services
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0128
	3
	12.2.0
	Rel‑12
	Addition of an agreed requirement in the Public Safety Specific Requirements for Proximity Services
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0131
	3
	12.2.0
	Rel‑12
	Addition of a new requirement in the Public Safety Specific Requirements for Proximity Services for the use of direct radio signals
	revised
	B
	
	ProSe
	S1

	SP-130315
	22.278
	0131
	4
	12.2.0
	Rel‑12
	Addition of a new requirement in the Public Safety Specific Requirements for Proximity Services for the use of direct radio signals
	approved
	B
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0132
	3
	12.2.0
	Rel‑12
	"Correction of ""in / out of E-UTRAN coverage"" and editorials"
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0132
	4
	12.2.0
	Rel‑12
	Correction of ôin / out of E-UTRAN coverageö and editorials
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0133
	-
	12.2.0
	Rel‑12
	Explicitly excluding GSM and UMTS from ProSe
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0133
	1
	12.2.0
	Rel‑12
	Explicitly excluding GSM and UMTS from ProSe
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0136
	1
	12.2.0
	Rel‑12
	"Clarifying the use of the term ""range"""
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0136
	2
	12.2.0
	Rel‑12
	Clarifying the use of the term ærangeÆ
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0140
	1
	12.2.0
	Rel‑12
	Deleting a duplicate Public Safety requirement arising from the ProSe Group use case
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0140
	2
	12.2.0
	Rel‑12
	Deleting a duplicate Public Safety requirement arising from the ProSe Group use case
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0143
	1
	12.2.0
	Rel‑12
	Clarify what means off network ProSe
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0143
	2
	12.2.0
	Rel‑12
	Clarify what means off network ProSe
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130315
	22.278
	0146
	7
	12.2.0
	Rel‑12
	Service description for ProSe Discovery and ProSe Communication
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0146
	7
	12.2.0
	Rel‑12
	Service description for ProSe Discovery and ProSe Communication
	reissued
	F
	
	ProSe
	S1

	SP-130199
	22.278
	0148
	3
	12.2.0
	Rel‑12
	Clarifying the Requirement on Authorizing ProSe Data Sessions in Public Safety Scenarios
	revised
	D
	
	ProSe
	S1

	SP-130315
	22.278
	0148
	4
	12.2.0
	Rel‑12
	Clarifying the Requirement on Authorizing ProSe Data Sessions in Public Safety Scenarios
	approved
	D
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0150
	2
	12.2.0
	Rel‑12
	Replace WiFi Direct with WLAN direct communications
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0150
	3
	12.2.0
	Rel‑12
	Replace WiFi Direct with WLAN direct communications
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0152
	1
	12.2.0
	Rel‑12
	Correcting Service Continuity Requirement in UE-to-Network Relay Scenarios
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0152
	2
	12.2.0
	Rel‑12
	Correcting Service Continuity Requirement in UE-to-Network Relay Scenarios
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0153
	3
	12.2.0
	Rel‑12
	Infrastructure path corrections
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0153
	4
	12.2.0
	Rel‑12
	Infrastructure path corrections
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0155
	2
	12.2.0
	Rel‑12
	On dimensioning requirements for ProSe UE-to-UE Relay
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0155
	3
	12.2.0
	Rel‑12
	On dimensioning requirements for ProSe UE-to-UE Relay
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0156
	1
	12.2.0
	Rel‑12
	Clarification to interactions between ProSe relaying, ProSe Communication and ProSe Group Communication
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0156
	2
	12.2.0
	Rel‑12
	Clarification to interactions between ProSe relaying, ProSe Communication and ProSe Group Communication
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0158
	2
	12.2.0
	Rel‑12
	Addressing uncertainties in deployment of Public Safety ProSe
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0158
	3
	12.2.0
	Rel‑12
	Addressing uncertainties in deployment of Public Safety ProSe
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0159
	2
	12.2.0
	Rel‑12
	Clarifying the Requirement on Pre-Configuring Public Safety ProSe-enabled UEs for operations without any connection to the E-UTRAN
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0159
	3
	12.2.0
	Rel‑12
	Clarifying the Requirement on Pre-Configuring Public Safety ProSe-enabled UEs for operations without any connection to the E-UTRAN
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0163
	-
	12.2.0
	Rel‑12
	Add requirement to limit the number of ProSe UE-to-UE relays between two Public Safety ProSe-enabled UEs to one.
	revised
	B
	
	ProSe
	S1

	SP-130315
	22.278
	0163
	1
	12.2.0
	Rel‑12
	Add requirement to limit the number of ProSe UE-to-UE relays between two Public Safety ProSe-enabled UEs to one.
	approved
	B
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0165
	2
	12.2.0
	Rel‑12
	ProSe Discovery Definition Update
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0165
	3
	12.2.0
	Rel‑12
	ProSe Discovery Definition Update
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0168
	1
	12.2.0
	Rel‑12
	Update to Requirement on EPC Proximity Detection
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0168
	2
	12.2.0
	Rel‑12
	Update to Requirement on EPC Proximity Detection
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0169
	3
	12.2.0
	Rel‑12
	Discovery can be requested by any application
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0169
	4
	12.2.0
	Rel‑12
	Discovery can be requested by any application
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0172
	2
	12.2.0
	Rel‑12
	ProSe System means ProSe
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0172
	3
	12.2.0
	Rel‑12
	ProSe System means ProSe
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0173
	1
	12.2.0
	Rel‑12
	Control of resource applies also when UEs are served by the same eNB.
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0173
	2
	12.2.0
	Rel‑12
	Control of resource applies also when UEs are served by the same eNB.
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0175
	3
	12.2.0
	Rel‑12
	Remaining details in consistent usage of range terminology
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0175
	4
	12.2.0
	Rel‑12
	Remaining details in consistent usage of range terminology
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0176
	3
	12.2.0
	Rel‑12
	"The addition of a definition for ""communication range"""
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0176
	4
	12.2.0
	Rel‑12
	The addition of a definition for æcommunication rangeÆ
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0181
	-
	12.2.0
	Rel‑12
	Correction of ProSe Services to ProSe
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0181
	1
	12.2.0
	Rel‑12
	Correction of ProSe Services to ProSe
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0182
	2
	12.2.0
	Rel‑12
	Setting Up and Handling for ProSe UE-to-UE Relay
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0182
	3
	12.2.0
	Rel‑12
	Setting Up and Handling for ProSe UE-to-UE Relay
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130199
	22.278
	0183
	4
	12.2.0
	Rel‑12
	Clarification for the use of ProSe UE-to-Network Relay - Network Reachability Indication by ProSe-enabled Public Safety UE Served by E-UTRAN
	revised
	F
	
	ProSe
	S1

	SP-130315
	22.278
	0183
	5
	12.2.0
	Rel‑12
	Clarification for the use of ProSe UE-to-Network Relay - Network Reachability Indication by ProSe-enabled Public Safety UE Served by E-UTRAN
	approved
	F
	12.3.0
	ProSe
	S1

	SP-130202
	22.803
	0064
	1
	12.1.0
	Rel‑12
	Indicate TR is no longer maintained for Rel‑12 and add references to normative specifications
	revised
	D
	
	FS_ProSe
	S1

	SP-130316
	22.803
	0064
	2
	12.1.0
	Rel‑12
	Indicate TR is no longer maintained for Rel‑12 and add references to normative specifications
	approved
	D
	12.2.0
	FS_ProSe
	S1

	SP-130305
	23.002
	0261
	2
	11.5.0
	Rel‑11
	Clarification on the reference of SGd and S6c
	approved
	F
	11.6.0
	SIMTC-Reach
	S2

	SP-130216
	23.002
	0261
	2
	11.5.0
	Rel‑11
	Clarification on the reference of SGd and S6c
	reissued
	F
	
	SIMTC-Reach
	S2

	SP-130305
	23.002
	0262
	2
	12.1.0
	Rel‑12
	Clarification on the reference of SGd and S6c
	approved
	A
	12.2.0
	SIMTC-Reach
	S2

	SP-130216
	23.002
	0262
	2
	12.1.0
	Rel‑12
	Clarification on the reference of SGd and S6c
	reissued
	A
	
	SIMTC-Reach
	S2

	SP-130310
	23.002
	0263
	2
	12.1.0
	Rel‑12
	Adding SIPTO at the Local Network
	approved
	B
	12.2.0
	LIMONET
	S2

	SP-130226
	23.002
	0263
	2
	12.1.0
	Rel‑12
	Adding SIPTO at the Local Network
	reissued
	B
	
	LIMONET
	S2

	SP-130230
	23.002
	0264
	2
	12.1.0
	Rel‑12
	Introduction of Gyn/Gzn interfaces to the specification
	approved
	B
	12.2.0
	ABC
	S2

	SP-130307
	23.002
	0265
	-
	11.5.0
	Rel‑11
	Correction of home routed access PCC architecture
	approved
	F
	11.6.0
	SAPP
	S2

	SP-130219
	23.002
	0265
	-
	11.5.0
	Rel‑11
	Correction of home routed access PCC architecture
	reissued
	F
	
	SAPP
	S2

	CP-130301
	23.007
	0228
	-
	12.0.0
	Rel‑12
	Trigger for re-establishing MBMS sessions upon an M3AP path recovery
	approved
	B
	12.1.0
	eMBMS_Rest
	C4

	CP-130301
	23.007
	0229
	1
	12.0.0
	Rel‑12
	Moving the control of an MBMS session to another MME
	approved
	B
	12.1.0
	eMBMS_Rest
	C4

	CP-130301
	23.007
	0230
	1
	12.0.0
	Rel‑12
	BM-SC behaviour upon MBMS‑GW restart
	approved
	B
	12.1.0
	eMBMS_Rest
	C4

	CP-130301
	23.007
	0231
	2
	12.0.0
	Rel‑12
	SGmb path failure
	approved
	B
	12.1.0
	eMBMS_Rest
	C4

	CP-130301
	23.007
	0232
	1
	12.0.0
	Rel‑12
	Contents of MBMS Session Start Request when re-establishing MBMS sessions
	approved
	B
	12.1.0
	eMBMS_Rest
	C4

	CP-130295
	23.007
	0233
	-
	11.5.0
	Rel‑11
	Restoration Priority during SGW and PGW restoration procedures
	approved
	F
	11.6.0
	eNR_EPC
	C4

	CP-130295
	23.007
	0234
	-
	12.0.0
	Rel‑12
	Restoration Priority during SGW and PGW restoration procedures
	approved
	A
	12.1.0
	eNR_EPC
	C4

	CP-130295
	23.007
	0235
	-
	11.5.0
	Rel‑11
	Clean-up of statements related to emergency PSAP callback
	approved
	F
	11.6.0
	eNR_EPC
	C4

	CP-130301
	23.007
	0236
	2
	12.0.0
	Rel‑12
	MCE behavior on MME restart and MME behavior on MCE restart
	approved
	B
	12.1.0
	eMBMS_Rest
	C4

	CP-130301
	23.007
	0237
	1
	12.0.0
	Rel‑12
	BM-SC failure
	approved
	B
	12.1.0
	eMBMS_Rest
	C4

	CP-130301
	23.007
	0238
	1
	12.0.0
	Rel‑12
	MBMS‑GW behaviour upon MME/SGSN restart
	approved
	B
	12.1.0
	eMBMS_Rest
	C4

	CP-130301
	23.007
	0239
	1
	12.0.0
	Rel‑12
	MME behaviour upon MBMS‑GW restart
	approved
	B
	12.1.0
	eMBMS_Rest
	C4

	CP-130301
	23.007
	0240
	1
	12.0.0
	Rel‑12
	SGSN behaviour upon MBMS‑GW restart
	approved
	B
	12.1.0
	eMBMS_Rest
	C4

	CP-130301
	23.007
	0241
	2
	12.0.0
	Rel‑12
	Sn-path failure
	approved
	B
	12.1.0
	eMBMS_Rest
	C4

	CP-130304
	23.007
	0242
	1
	12.0.0
	Rel‑12
	Stop Paging Indication in service restoration procedure with ISR
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130304
	23.007
	0243
	2
	12.0.0
	Rel‑12
	Delete Bearer Request triggered by PMIP error indication message
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130295
	23.007
	0244
	1
	11.5.0
	Rel‑11
	SGSN behaviour upon SGW restart
	approved
	F
	11.6.0
	eNR_EPC
	C4

	CP-130295
	23.007
	0245
	1
	12.0.0
	Rel‑12
	SGSN behaviour upon SGW restart
	approved
	A
	12.1.0
	eNR_EPC
	C4

	CP-130301
	23.008
	0399
	-
	11.7.0
	Rel‑12
	MBMS data storage
	approved
	B
	12.0.0
	eMBMS_Rest
	C4

	CP-130295
	23.008
	0401
	-
	11.7.0
	Rel‑11
	Restoration Priority during SGW and PGW restoration procedures
	approved
	F
	11.8.0
	eNR_EPC
	C4

	CP-130378
	23.008
	0402
	1
	11.7.0
	Rel‑12
	SIPTO permission for Local Network enhancements
	approved
	B
	12.0.0
	LIMONET-SIPTO
	C4

	CP-130303
	23.008
	0402
	1
	11.7.0
	Rel‑12
	SIPTO permission for Local Network enhancements
	reissued
	B
	
	LIMONET-SIPTO
	C4

	CP-130289
	23.008
	0403
	2
	11.7.0
	Rel‑11
	Storing of eCGI within the VLR
	approved
	F
	11.8.0
	TEI11
	C4

	CP-130297
	23.015
	0018
	1
	11.2.0
	Rel‑11
	SMS in MME
	approved
	F
	11.3.0
	SIMTC-PS_Only
	C4

	CP-130308
	23.018
	0197
	-
	12.0.0
	Rel‑12
	MM Abort intead of CM Service Reject after CM service acceptance
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130259
	23.040
	0137
	1
	11.4.0
	Rel‑12
	SMS without MSISDN
	approved
	B
	12.0.0
	SMSMI-CT
	C1

	CP-130264
	23.040
	0138
	1
	11.5.0
	Rel‑12
	SMS usage of Application Port range
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130264
	23.041
	0125
	3
	12.1.0
	Rel‑12
	CB Message parameter format on the eUTRAN Radio Network - UE interface
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	23.041
	0127
	1
	12.1.0
	Rel‑12
	CBS message parameter references correction
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	23.041
	0128
	1
	12.1.0
	Rel‑12
	Failure Indication and Restart Indication handling
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	23.041
	0129
	2
	12.1.0
	Rel‑12
	Clarification to data coding scheme usage for primary vs secondary notification
	approved
	F
	12.2.0
	TEI12
	C1

	SP-130224
	23.060
	1738
	2
	11.5.0
	Rel‑11
	Correction on the definition of packet filter evaluation precedence index
	revised
	F
	
	TEI11, E2EQoS
	S2

	SP-130320
	23.060
	1738
	3
	11.5.0
	Rel‑11
	Correction on the definition of packet filter evaluation precedence index
	approved
	F
	11.6.0
	TEI11, E2EQoS
	S2

	SP-130225
	23.060
	1761
	1
	11.5.0
	Rel‑11
	Clarification that IMSVoPS is MMTEL
	approved
	F
	11.6.0
	TEI11, SAES
	S2

	SP-130225
	23.060
	1762
	2
	12.0.0
	Rel‑12
	Clarification that IMSVoPS is MMTEL
	approved
	A
	12.1.0
	TEI11, SAES
	S2

	SP-130225
	23.060
	1763
	2
	11.5.0
	Rel‑11
	Immediate Cancel Location ACK during HSS-initiated detach procedure
	approved
	F
	11.6.0
	TEI11, SAES
	S2

	SP-130225
	23.060
	1764
	2
	12.0.0
	Rel‑12
	Immediate Cancel Location ACK during HSS-initiated detach procedure
	approved
	A
	12.1.0
	TEI11, SAES
	S2

	SP-130213
	23.060
	1766
	4
	10.11.0
	Rel‑10
	Consistent description of allowed packet filter configurations
	approved
	F
	10.12.0
	TEI10, SAES
	S2

	SP-130213
	23.060
	1767
	2
	11.5.0
	Rel‑11
	Consistent description of allowed packet filter configurations
	approved
	A
	11.6.0
	TEI10, SAES
	S2

	SP-130213
	23.060
	1768
	2
	12.0.0
	Rel‑12
	Consistent description of allowed packet filter configurations
	approved
	A
	12.1.0
	TEI10, SAES
	S2

	SP-130225
	23.060
	1772
	1
	11.5.0
	Rel‑11
	Gateway selection by SGSN depending on E-UTRAN roaming agreement
	approved
	C
	11.6.0
	TEI11, SAES
	S2

	SP-130225
	23.060
	1773
	1
	12.0.0
	Rel‑12
	Gateway selection by SGSN depending on E-UTRAN roaming agreement
	approved
	A
	12.1.0
	TEI11, SAES
	S2

	SP-130226
	23.060
	1775
	1
	12.0.0
	Rel‑12
	Direct user plane path establishment for SIPTO at local network on HNB
	revised
	C
	
	LIMONET
	S2

	SP-130324
	23.060
	1775
	2
	12.0.0
	Rel‑12
	Direct user plane path establishment for SIPTO at local network on HNB
	approved
	C
	12.1.0
	LIMONET
	S2

	SP-130224
	23.060
	1777
	1
	12.0.0
	Rel‑12
	Correction on the definition of packet filter evaluation precedence index
	revised
	A
	
	TEI11, E2EQoS
	S2

	SP-130320
	23.060
	1777
	2
	12.0.0
	Rel‑12
	Correction on the definition of packet filter evaluation precedence index
	approved
	A
	12.1.0
	TEI11, E2EQoS
	S2

	SP-130220
	23.060
	1778
	3
	11.5.0
	Rel‑11
	Introduction of Operator Group GGSN
	revised
	F
	
	SIRIG
	S2

	SP-130319
	23.060
	1778
	4
	11.5.0
	Rel‑11
	Introduction of Operator Group GGSN
	approved
	F
	11.6.0
	SIRIG
	S2

	SP-130220
	23.060
	1779
	3
	12.0.0
	Rel‑12
	Introduction of Operator Group GGSN
	revised
	A
	
	SIRIG
	S2

	SP-130319
	23.060
	1779
	4
	12.0.0
	Rel‑12
	Introduction of Operator Group GGSN
	approved
	A
	12.1.0
	SIRIG
	S2

	SP-130232
	23.060
	1781
	5
	12.0.0
	Rel‑12
	Correct inconsistency with Stage 1 regarding support for emergency bearer services in the serving network
	approved
	D
	12.1.0
	TEI12
	S2

	SP-130222
	23.060
	1784
	2
	11.5.0
	Rel‑11
	Incomplete specification text on link MTU size for IPv6
	approved
	F
	11.6.0
	TEI11
	S2

	SP-130226
	23.060
	1791
	1
	12.0.0
	Rel‑12
	Correction to PDN Deactivation for SIPTO@LN
	revised
	F
	
	LIMONET
	S2

	SP-130324
	23.060
	1791
	2
	12.0.0
	Rel‑12
	Correction to PDN Deactivation for SIPTO@LN
	approved
	F
	12.1.0
	LIMONET
	S2

	SP-130232
	23.060
	1793
	2
	12.0.0
	Rel‑12
	Individual subscription migration and subscriber troubleshooting
	approved
	B
	12.1.0
	TEI12, SAES
	S2

	SP-130310
	23.060
	1795
	-
	12.0.0
	Rel‑12
	Correction on the applicability of SIPTO@LN at a CSG cell
	approved
	F
	12.1.0
	LIMONET
	S2

	SP-130226
	23.060
	1795
	-
	12.0.0
	Rel‑12
	Correction on the applicability of SIPTO@LN at a CSG cell
	reissued
	F
	
	LIMONET
	S2

	SP-130232
	23.060
	1797
	2
	12.0.0
	Rel‑12
	Use of MM backoff timer for voice centric devices
	approved
	F
	12.1.0
	TEI12
	S2

	SP-130242
	23.060
	1798
	-
	12.0.0
	Rel‑12
	Incomplete specification text on link MTU size for IPv6
	approved
	A
	12.1.0
	TEI12
	S2

	CP-130264
	23.122
	0230
	2
	12.0.0
	Rel‑12
	Corrections to manual CSG selection
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130264
	23.122
	0231
	2
	12.0.0
	Rel‑12
	GERAN Iu mode
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130264
	23.122
	0232
	1
	12.0.0
	Rel‑12
	Missing reference for GERAN specification
	approved
	F
	12.1.0
	TEI12
	C1

	SP-130228
	23.139
	0043
	1
	11.4.0
	Rel‑12
	Conclusion on S2a for P4C_TI
	approved
	B
	12.0.0
	P4C-TI
	S2

	SP-130309
	23.167
	0223
	1
	11.6.0
	Rel‑11
	Domain selection before UE detectable emergency session
	approved
	F
	11.7.0
	TEI11, IMS_EMER_GPRS_EPS
	S2

	SP-130224
	23.167
	0223
	1
	11.6.0
	Rel‑11
	Domain selection before UE detectable emergency session
	reissued
	F
	
	TEI11, IMS_EMER_GPRS_EPS
	S2

	SP-130309
	23.167
	0226
	2
	11.6.0
	Rel‑11
	Domain selection in the event emergency bearer services are not supported
	approved
	F
	11.7.0
	TEI11, IMS_EMER_GPRS_EPS
	S2

	SP-130224
	23.167
	0226
	2
	11.6.0
	Rel‑11
	Domain selection in the event emergency bearer services are not supported
	reissued
	F
	
	TEI11, IMS_EMER_GPRS_EPS
	S2

	SP-130223
	23.203
	0783
	3
	11.9.0
	Rel‑11
	S9 optional at local breakout
	approved
	F
	11.10.0
	TEI11
	S2

	SP-130308
	23.203
	0783
	3
	11.9.0
	Rel‑11
	S9 optional at local breakout
	withdrawn
	F
	
	TEI11
	S2

	SP-130223
	23.203
	0798
	2
	12.0.0
	Rel‑12
	S9 optional at local breakout
	approved
	A
	12.1.0
	TEI11
	S2

	SP-130308
	23.203
	0798
	2
	12.0.0
	Rel‑12
	S9 optional at local breakout
	withdrawn
	A
	
	TEI11
	S2

	SP-130230
	23.203
	0799
	5
	12.0.0
	Rel‑12
	Application Based Charging functionality added for TDF
	approved
	B
	12.1.0
	ABC
	S2

	SP-130229
	23.203
	0800
	1
	12.0.0
	Rel‑12
	Disabling/re-enabling usage monitoring
	approved
	D
	12.1.0
	UMONC
	S2

	SP-130218
	23.203
	0803
	2
	11.9.0
	Rel‑11
	Correction of PCC based location reporting procedures
	revised
	F
	
	NWK-PL2IMS
	S2

	SP-130323
	23.203
	0803
	3
	11.9.0
	Rel‑11
	Correction of PCC based location reporting procedures
	approved
	F
	11.10.0
	NWK-PL2IMS
	S2

	SP-130218
	23.203
	0804
	2
	12.0.0
	Rel‑12
	Correction of PCC based location reporting procedures
	revised
	A
	
	NWK-PL2IMS
	S2

	SP-130323
	23.203
	0804
	3
	12.0.0
	Rel‑12
	Correction of PCC based location reporting procedures
	approved
	A
	12.1.0
	NWK-PL2IMS
	S2

	SP-130223
	23.203
	0805
	1
	11.9.0
	Rel‑11
	Corrections in sections describing the bearer binding and event triggering for GTP based EPC
	approved
	F
	11.10.0
	TEI11
	S2

	SP-130308
	23.203
	0805
	1
	11.9.0
	Rel‑11
	Corrections in sections describing the bearer binding and event triggering for GTP based EPC
	withdrawn
	F
	
	TEI11
	S2

	SP-130223
	23.203
	0806
	1
	12.0.0
	Rel‑12
	Corrections in sections describing the bearer binding and event triggering for GTP based EPC
	approved
	A
	12.1.0
	TEI11
	S2

	SP-130308
	23.203
	0806
	1
	12.0.0
	Rel‑12
	Corrections in sections describing the bearer binding and event triggering for GTP based EPC
	withdrawn
	A
	
	TEI11
	S2

	SP-130230
	23.203
	0808
	3
	12.0.0
	Rel‑12
	Modifications on Application Based Charging functionality added for TDF
	revised
	B
	
	ABC
	S2

	SP-130329
	23.203
	0808
	4
	12.0.0
	Rel‑12
	Modifications on Application Based Charging functionality added for TDF
	approved
	B
	12.1.0
	ABC
	S2

	SP-130219
	23.203
	0809
	2
	11.9.0
	Rel‑11
	Functionality of application detection and control in case of PCEF enhanced with ADC
	revised
	F
	
	SAPP
	S2

	SP-130318
	23.203
	0809
	3
	11.9.0
	Rel‑11
	Functionality of application detection and control in case of PCEF enhanced with ADC
	approved
	F
	11.10.0
	SAPP
	S2

	SP-130219
	23.203
	0810
	2
	12.0.0
	Rel‑12
	Functionality of application detection and control in case of PCEF enhanced with ADC
	revised
	A
	
	SAPP
	S2

	SP-130318
	23.203
	0810
	3
	12.0.0
	Rel‑12
	Functionality of application detection and control in case of PCEF enhanced with ADC
	approved
	A
	12.1.0
	SAPP
	S2

	SP-130217
	23.203
	0812
	-
	11.9.0
	Rel‑11
	Remove the editor's note of VPLMN-Id provisioning
	approved
	F
	11.10.0
	BBAI
	S2

	SP-130217
	23.203
	0813
	-
	12.0.0
	Rel‑12
	Remove the editor's note of VPLMN-Id provisioning
	approved
	A
	12.1.0
	BBAI
	S2

	SP-130306
	23.203
	0818
	2
	11.9.0
	Rel‑11
	Onetime reporting of the present Access Network Information
	approved
	F
	11.10.0
	NWK-PL2IMS
	S2

	SP-130218
	23.203
	0818
	2
	11.9.0
	Rel‑11
	Onetime reporting of the present Access Network Information
	reissued
	F
	
	NWK-PL2IMS
	S2

	SP-130306
	23.203
	0819
	2
	12.0.0
	Rel‑12
	Onetime reporting of the present Access Network Information
	approved
	A
	12.1.0
	NWK-PL2IMS
	S2

	SP-130218
	23.203
	0819
	2
	12.0.0
	Rel‑12
	Onetime reporting of the present Access Network Information
	reissued
	A
	
	NWK-PL2IMS
	S2

	SP-130216
	23.204
	0100
	1
	11.3.0
	Rel‑11
	Adding the interface between IP-SM-GW and MME
	revised
	F
	
	SIMTC
	S2

	SP-130322
	23.204
	0100
	2
	11.3.0
	Rel‑11
	Adding the interface between IP-SM-GW and MME
	approved
	F
	11.4.0
	SIMTC
	S2

	SP-130216
	23.204
	0101
	1
	12.1.0
	Rel‑12
	Adding the interface between IP-SM-GW and MME
	revised
	A
	
	SIMTC
	S2

	SP-130322
	23.204
	0101
	2
	12.1.0
	Rel‑12
	Adding the interface between IP-SM-GW and MME
	approved
	A
	12.2.0
	SIMTC
	S2

	SP-130214
	23.216
	0313
	1
	10.5.0
	Rel‑10
	SRVCC Handover Cancellation corrections
	approved
	F
	10.6.0
	eSRVCC
	S2

	SP-130214
	23.216
	0314
	1
	11.8.0
	Rel‑11
	SRVCC Handover Cancellation corrections
	approved
	A
	11.9.0
	eSRVCC
	S2

	SP-130309
	23.216
	0315
	1
	11.8.0
	Rel‑11
	PS-to-CS handover indicator for the E-UTRAN-to-1x SRVCC procedure
	approved
	F
	11.9.0
	TEI11, SRVCC
	S2

	SP-130224
	23.216
	0315
	1
	11.8.0
	Rel‑11
	PS-to-CS handover indicator for the E-UTRAN-to-1x SRVCC procedure
	reissued
	F
	
	TEI11, SAES-SRVCC
	S2

	SP-130221
	23.216
	0317
	1
	11.8.0
	Rel‑11
	HO restriction to E-UTRAN for rSRVCC from UTRAN
	approved
	F
	11.9.0
	rSRVCC
	S2

	SP-130309
	23.216
	0318
	1
	11.8.0
	Rel‑11
	Inclusion of equipment identifier in normal mode of operation
	approved
	F
	11.9.0
	TEI11, SRVCC
	S2

	SP-130224
	23.216
	0318
	1
	11.8.0
	Rel‑11
	Inclusion of equipment identifier in normal mode of operation
	reissued
	F
	
	TEI11, SAES-SRVCC
	S2

	CP-130249
	23.218
	0169
	1
	11.5.0
	Rel‑11
	Renaming the Mz reference point to be Mf
	approved
	F
	11.6.0
	IPXS
	C1

	CP-130249
	23.218
	0170
	1
	12.1.0
	Rel‑12
	Renaming the Mz reference point to be Mf
	approved
	A
	12.2.0
	IPXS
	C1

	SP-130223
	23.221
	0148
	6
	11.1.0
	Rel‑11
	Enabling CS services when UE gets IMSI detached
	approved
	F
	11.2.0
	TEI11
	S2

	SP-130308
	23.221
	0148
	6
	11.1.0
	Rel‑11
	Enabling CS services when UE gets IMSI detached
	withdrawn
	F
	
	TEI11
	S2

	SP-130231
	23.228
	1031
	5
	12.0.0
	Rel‑12
	Adding support for IP-PBX in static Mode
	approved
	B
	12.1.0
	BusTI
	S2

	SP-130215
	23.228
	1032
	-
	11.7.0
	Rel‑11
	Transit AS invocation corrections of reference point
	approved
	F
	11.8.0
	IPXS
	S2

	SP-130215
	23.228
	1033
	-
	12.0.0
	Rel‑12
	Transit AS invocation corrections of reference point
	approved
	A
	12.1.0
	IPXS
	S2

	SP-130306
	23.228
	1038
	1
	11.7.0
	Rel‑11
	Alignment with stage 3 for the Geographical Identifier
	approved
	C
	11.8.0
	NWK-PL2IMS
	S2

	SP-130218
	23.228
	1038
	1
	11.7.0
	Rel‑11
	Alignment with stage 3 for the Geographical Identifier
	reissued
	C
	
	NWK-PL2IMS
	S2

	SP-130306
	23.228
	1040
	2
	12.0.0
	Rel‑12
	Alignment with stage 3 for the Geographical Identifier
	approved
	A
	12.1.0
	NWK-PL2IMS
	S2

	SP-130218
	23.228
	1040
	2
	12.0.0
	Rel‑12
	Alignment with stage 3 for the Geographical Identifier
	reissued
	A
	
	NWK-PL2IMS
	S2

	SP-130232
	23.236
	0050
	3
	11.0.0
	Rel‑12
	Use of Low Access Priority Indication (LAPI) to select SGSN for PS domain
	approved
	C
	12.0.0
	TEI12, NIMTC
	S2

	SP-130232
	23.237
	0458
	-
	12.2.0
	Rel‑12
	Correcting PS-CS Dual Radio flow
	approved
	F
	12.3.0
	TEI12, eDRVCC
	S2

	SP-130213
	23.237
	0459
	1
	10.10.0
	Rel‑10
	Clarification on aSRVCC mid-call
	approved
	F
	10.11.0
	TEI10
	S2

	SP-130213
	23.237
	0460
	1
	11.7.0
	Rel‑11
	Clarification on aSRVCC mid-call
	approved
	A
	11.8.0
	TEI10
	S2

	SP-130213
	23.237
	0461
	1
	12.2.0
	Rel‑12
	Clarification on aSRVCC mid-call
	approved
	A
	12.3.0
	TEI10
	S2

	SP-130223
	23.237
	0462
	1
	11.7.0
	Rel‑11
	Clarification regarding conference call participants leaving the conference
	approved
	F
	11.8.0
	TEI11
	S2

	SP-130308
	23.237
	0462
	1
	11.7.0
	Rel‑11
	Clarification regarding conference call participants leaving the conference
	withdrawn
	F
	
	TEI11
	S2

	SP-130223
	23.237
	0463
	1
	12.2.0
	Rel‑12
	Clarification regarding conference call participants leaving the conference
	approved
	A
	12.3.0
	TEI11
	S2

	SP-130308
	23.237
	0463
	1
	12.2.0
	Rel‑12
	Clarification regarding conference call participants leaving the conference
	withdrawn
	A
	
	TEI11
	S2

	SP-130213
	23.251
	0092
	2
	10.5.0
	Rel‑10
	Correction of BSC indication in Inter RAT Handover
	approved
	F
	10.6.0
	TEI10
	S2

	SP-130213
	23.251
	0093
	-
	10.5.0
	Rel‑10
	Update to Annex B.2; alignment with stage 3
	approved
	F
	10.6.0
	TEI10
	S2

	SP-130305
	23.272
	0847
	3
	11.4.0
	Rel‑11
	Clarification on ôSMS in MMEö
	approved
	F
	11.5.0
	SIMTC-Reach
	S2

	SP-130216
	23.272
	0847
	3
	11.4.0
	Rel‑11
	Clarification on 'SMS in MME'
	reissued
	F
	
	SIMTC-Reach
	S2

	SP-130241
	23.272
	0854
	3
	9.13.0
	Rel‑9
	LAU-less Emergency call with CSFB
	approved
	F
	9.14.0
	TEI9
	S2

	SP-130241
	23.272
	0862
	2
	10.10.0
	Rel‑10
	LAU-less Emergency call with CSFB
	approved
	A
	10.11.0
	TEI9
	S2

	SP-130241
	23.272
	0863
	2
	11.4.0
	Rel‑11
	LAU-less Emergency call with CSFB
	approved
	A
	11.5.0
	TEI9
	S2

	SP-130309
	23.272
	0868
	2
	11.4.0
	Rel‑11
	Enabling terminating CS services for EPS/IMSI attached UE selecting a non-3GPP access
	approved
	F
	11.5.0
	TEI11, SAES-CSFB
	S2

	SP-130224
	23.272
	0868
	2
	11.4.0
	Rel‑11
	Enabling terminating CS services for EPS/IMSI attached UE selecting a non-3GPP access
	reissued
	F
	
	TEI11, SAES-SRVCC
	S2

	SP-130211
	23.272
	0869
	4
	9.13.0
	Rel‑9
	CSFB interactions with IMS Emergency call
	approved
	F
	9.14.0
	IMS_EMER_GPRS_EPS
	S2

	SP-130211
	23.272
	0870
	4
	10.10.0
	Rel‑10
	CSFB interactions with IMS Emergency call
	approved
	A
	10.11.0
	IMS_EMER_GPRS_EPS
	S2

	SP-130211
	23.272
	0871
	4
	11.4.0
	Rel‑11
	CSFB interactions with IMS Emergency call
	approved
	A
	11.5.0
	IMS_EMER_GPRS_EPS
	S2

	SP-130223
	23.272
	0872
	3
	11.4.0
	Rel‑11
	Release of SGs association in case of SRVCC
	approved
	F
	11.5.0
	TEI11
	S2

	SP-130308
	23.272
	0872
	3
	11.4.0
	Rel‑11
	Release of SGs association in case of SRVCC
	withdrawn
	F
	
	TEI11
	S2

	SP-130224
	23.272
	0873
	2
	11.4.0
	Rel‑11
	Handling of terminating CS services during IMS Call
	withdrawn
	F
	
	TEI11, SAES-CSFB
	S2

	SP-130224
	23.272
	0874
	2
	11.4.0
	Rel‑11
	How CSFB UE return back to the former LTE PLMN
	revised
	F
	
	TEI11, SAES-CSFB
	S2

	SP-130320
	23.272
	0874
	3
	11.4.0
	Rel‑11
	How CSFB UE return back to the former LTE PLMN
	approved
	F
	11.5.0
	TEI11,SAES-CSFB
	S2

	SP-130224
	23.272
	0875
	2
	11.4.0
	Rel‑11
	Clarification for MME selection during NW-initiated CS Service procedure while UE is in IMS VoIP session
	revised
	F
	
	TEI11, SAES-CSFB
	S2

	SP-130320
	23.272
	0875
	3
	11.4.0
	Rel‑11
	Clarification for MME selection during NW-initiated CS Service procedure while UE is in IMS VoIP session
	approved
	F
	11.5.0
	TEI11, SAES-CSFB
	S2

	SP-130309
	23.272
	0877
	2
	11.4.0
	Rel‑11
	CN signalling for allowing UE return to former LTE PLMN after CSFB
	approved
	F
	11.5.0
	TEI11, SAES-CSFB
	S2

	SP-130224
	23.272
	0877
	2
	11.4.0
	Rel‑11
	CN signalling for allowing UE return to former LTE PLMN after CSFB
	revised
	F
	
	TEI11, SAES-CSFB
	S2

	SP-130320
	23.272
	0877
	3
	11.4.0
	Rel‑11
	CN signalling for allowing UE return to former LTE PLMN after CSFB
	approved
	F
	11.5.0
	SAES-CSFB, TEI11
	S2

	SP-130212
	23.272
	0878
	-
	10.10.0
	Rel‑10
	MSC/VLR selection for MTC devices
	approved
	F
	10.11.0
	NIMTC
	S2

	SP-130212
	23.272
	0879
	1
	11.4.0
	Rel‑11
	MSC/VLR selection for MTC devices
	approved
	A
	11.5.0
	NIMTC
	S2

	SP-130223
	23.292
	0197
	3
	11.5.0
	Rel‑11
	Support of MTRR feature for T-ADS
	approved
	F
	11.6.0
	TEI11
	S2

	SP-130223
	23.292
	0198
	3
	12.0.0
	Rel‑12
	Support of MTRR feature for T-ADS
	approved
	A
	12.1.0
	TEI11
	S2

	SP-130223
	23.292
	0199
	-
	11.5.0
	Rel‑11
	Clarification regarding conference call participants leaving the conference
	approved
	F
	11.6.0
	TEI11
	S2

	SP-130308
	23.292
	0199
	-
	11.5.0
	Rel‑11
	Clarification regarding conference call participants leaving the conference
	withdrawn
	F
	
	TEI11
	S2

	SP-130223
	23.292
	0200
	-
	12.1.0
	Rel‑12
	Clarification regarding conference call participants leaving the conference
	approved
	A
	12.2.0
	TEI11
	S2

	SP-130308
	23.292
	0200
	-
	12.1.0
	Rel‑12
	Clarification regarding conference call participants leaving the conference
	withdrawn
	A
	
	TEI11
	S2

	CP-130299
	23.334
	0029
	3
	11.2.0
	Rel‑12
	Introduction of support for Coordination of Video Orientation (CVO)
	approved
	B
	12.0.0
	CVO-CT
	C4

	SP-130225
	23.401
	2517
	1
	11.5.0
	Rel‑11
	Clarification that IMSVoPS is MMTEL
	approved
	F
	11.6.0
	TEI11, SAES
	S2

	SP-130225
	23.401
	2518
	1
	12.0.0
	Rel‑12
	Clarification that IMSVoPS is MMTEL
	approved
	A
	12.1.0
	TEI11, SAES
	S2

	SP-130225
	23.401
	2519
	2
	11.5.0
	Rel‑11
	Immediate Cancel Location ACK during HSS-initiated detach procedure
	approved
	F
	11.6.0
	TEI11, SAES
	S2

	SP-130225
	23.401
	2520
	2
	12.0.0
	Rel‑12
	Immediate Cancel Location ACK during HSS-initiated detach procedure
	approved
	A
	12.1.0
	TEI11, SAES
	S2

	SP-130226
	23.401
	2521
	2
	12.0.0
	Rel‑12
	ISR handling in SIPTO at local network
	revised
	B
	
	LIMONET
	S2

	SP-130324
	23.401
	2521
	3
	12.0.0
	Rel‑12
	ISR handling in SIPTO at local network
	approved
	B
	12.1.0
	LIMONET
	S2

	SP-130212
	23.401
	2522
	2
	10.10.0
	Rel‑10
	Disabling ISR when (E)MM backoff timer applies
	postponed
	F
	
	NIMTC
	S2

	SP-130212
	23.401
	2523
	1
	11.5.0
	Rel‑11
	Disabling ISR when (E)MM backoff timer applies
	postponed
	A
	
	NIMTC
	S2

	SP-130212
	23.401
	2524
	1
	12.0.0
	Rel‑12
	Disabling ISR when (E)MM backoff timer applies
	postponed
	A
	
	NIMTC
	S2

	SP-130226
	23.401
	2538
	2
	12.0.0
	Rel‑12
	Direct user plane path establishment for SIPTO at local network on eNodeB
	revised
	C
	
	LIMONET
	S2

	SP-130324
	23.401
	2538
	3
	12.0.0
	Rel‑12
	Direct user plane path establishment for SIPTO at local network on eNodeB
	approved
	C
	12.1.0
	LIMONET
	S2

	SP-130305
	23.401
	2539
	1
	11.5.0
	Rel‑11
	Clarification on operations related to dual priority
	approved
	F
	11.6.0
	SIMTC-Reach
	S2

	SP-130216
	23.401
	2539
	1
	11.5.0
	Rel‑11
	Clarification on operations related to dual priority
	reissued
	F
	
	SIMTC-Reach
	S2

	SP-130305
	23.401
	2540
	1
	12.0.0
	Rel‑12
	Clarification on operations related to dual priority
	approved
	A
	12.1.0
	SIMTC-Reach
	S2

	SP-130216
	23.401
	2540
	1
	12.0.0
	Rel‑12
	Clarification on operations related to dual priority
	reissued
	A
	
	SIMTC-Reach
	S2

	SP-130232
	23.401
	2543
	5
	12.0.0
	Rel‑12
	Correct inconsistency with Stage 1 regarding support for emergency bearer services in the serving network
	approved
	D
	12.1.0
	TEI12
	S2

	SP-130310
	23.401
	2546
	5
	12.0.0
	Rel‑12
	Correction to PDN Deactivation for SIPTO@LN
	approved
	F
	12.1.0
	LIMONET
	S2

	SP-130226
	23.401
	2546
	5
	12.0.0
	Rel‑12
	Correction to PDN Deactivation for SIPTO@LN
	reissued
	F
	
	LIMONET
	S2

	SP-130232
	23.401
	2557
	2
	12.0.0
	Rel‑12
	Individual subscription migration and subscriber troubleshooting
	approved
	B
	12.1.0
	TEI12, SAES
	S2

	SP-130232
	23.401
	2559
	1
	12.0.0
	Rel‑12
	Addition of End Marker Support for Handover Scenarios with SGW Relocation
	approved
	B
	12.1.0
	TEI12, SAES
	S2

	SP-130310
	23.401
	2561
	-
	12.0.0
	Rel‑12
	Correction on the applicability of SIPTO@LN at a CSG cell
	approved
	F
	12.1.0
	LIMONET
	S2

	SP-130226
	23.401
	2561
	-
	12.0.0
	Rel‑12
	Correction on the applicability of SIPTO@LN at a CSG cell
	reissued
	F
	
	LIMONET
	S2

	SP-130232
	23.401
	2562
	3
	12.0.0
	Rel‑12
	Use of Low Access Priority Indication to select MME
	approved
	C
	12.1.0
	TEI12, NIMTC
	S2

	SP-130232
	23.401
	2566
	3
	12.0.0
	Rel‑12
	Use of MM backoff timer for voice centric devices
	approved
	F
	12.1.0
	TEI12
	S2

	SP-130225
	23.402
	1153
	1
	11.6.0
	Rel‑11
	Reference correction for draft-ietf-mip6-bootstrapping-dhc to RFC 6611
	approved
	F
	11.7.0
	TEI11, SAES-SA-FP_n3GPP
	S2

	SP-130225
	23.402
	1154
	1
	12.0.0
	Rel‑12
	Reference correction for draft-ietf-mip6-bootstrapping-dhc to RFC 6611
	approved
	A
	12.1.0
	TEI11, SAES-SA-FP_n3GPP
	S2

	SP-130227
	23.402
	1157
	-
	12.0.0
	Rel‑12
	Missing IARP description
	approved
	F
	12.1.0
	OPIIS
	S2

	SP-130232
	23.402
	1160
	1
	12.0.0
	Rel‑12
	Addition of End Marker Support for Handover Scenarios with SGW Relocation
	approved
	B
	12.1.0
	TEI12, SAES
	S2

	SP-130305
	23.682
	0069
	4
	11.3.0
	Rel‑11
	Triggering indication added in the CDR
	approved
	F
	11.4.0
	SIMTC-Reach
	S2

	SP-130216
	23.682
	0069
	4
	11.3.0
	Rel‑11
	Triggering indication added in the CDR
	reissued
	F
	
	SIMTC-Reach
	S2

	SP-130305
	23.682
	0072
	3
	11.3.0
	Rel‑11
	Making Device Trigger outcome to SCS optional
	approved
	F
	11.4.0
	SIMTC-Reach
	S2

	SP-130216
	23.682
	0072
	3
	11.3.0
	Rel‑11
	Making Device Trigger outcome to SCS optional
	reissued
	F
	
	SIMTC-Reach
	S2

	SP-130305
	23.682
	0073
	1
	11.3.0
	Rel‑11
	Missing condition of delivery of Message Delivery Report
	approved
	F
	11.4.0
	SIMTC-Reach
	S2

	SP-130216
	23.682
	0073
	1
	11.3.0
	Rel‑11
	Missing condition of delivery of Message Delivery Report
	reissued
	F
	
	SIMTC-Reach
	S2

	SP-130257
	23.682
	0074
	2
	11.3.0
	Rel‑11
	Device triggering indication in SM
	approved
	F
	11.4.0
	SIMTC
	S2

	CP-130264
	24.007
	0095
	1
	11.0.0
	Rel‑12
	CM sublayer of EPS services
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130264
	24.007
	0096
	2
	11.0.0
	Rel‑12
	Clarify on specification maintenance
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130264
	24.008
	2329
	3
	12.1.0
	Rel‑12
	Performing Emergency Attach from Attempting to Attach/Update substates
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	24.008
	2334
	4
	12.1.0
	Rel‑12
	Correct the requests from CM layers for combined attach/RAU trigger
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130255
	24.008
	2342
	1
	11.6.0
	Rel‑11
	MS Network Sharing capability
	approved
	B
	11.7.0
	FULL_MOCN-GERAN
	C1

	CP-130255
	24.008
	2343
	1
	12.1.0
	Rel‑12
	MS Network Sharing capability
	approved
	A
	12.2.0
	FULL_MOCN-GERAN
	C1

	CP-130264
	24.008
	2345
	-
	12.1.0
	Rel‑12
	Corrections to spelling of implicit detach timer
	approved
	D
	12.2.0
	TEI12
	C1

	CP-130250
	24.008
	2346
	2
	11.6.0
	Rel‑11
	Introduction of additional Cause Codes as triggers for redirection for MOCN.
	approved
	F
	11.7.0
	TEI11
	C1

	CP-130250
	24.008
	2347
	2
	12.1.0
	Rel‑12
	Introduction of additional Cause Codes as triggers for redirection for MOCN.
	approved
	A
	12.2.0
	TEI11
	C1

	CP-130264
	24.008
	2350
	2
	12.1.0
	Rel‑12
	Setting of Device properties IE by NAS for MSs allowed to use AC 11 to 15
	approved
	F
	12.2.0
	TEI12, NIMTC, eMPS-CN
	C1

	CP-130250
	24.008
	2351
	2
	11.6.0
	Rel‑11
	Recommended non-usage of GEA1 by SA3
	approved
	F
	11.7.0
	TEI11
	C1

	CP-130250
	24.008
	2352
	2
	12.1.0
	Rel‑12
	Prohibited usage of GEA1 by SA3
	approved
	C
	12.2.0
	TEI11
	C1

	CP-130264
	24.008
	2353
	1
	12.1.0
	Rel‑12
	correction to T3321 in timer tables
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	24.008
	2354
	1
	12.1.0
	Rel‑12
	Clarifications on terminology of last PDP context
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	24.008
	2355
	2
	12.1.0
	Rel‑12
	Modification of Cause #65 to not include consideration for emergency PDP contexts.
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130244
	24.008
	2357
	-
	11.6.0
	Rel‑11
	Correction to the exception of not stopping T3396 for dual-priority MS
	approved
	F
	11.7.0
	SIMTC-Reach
	C1

	CP-130244
	24.008
	2358
	-
	12.1.0
	Rel‑12
	Correction to the exception of not stopping T3396 for dual-priority MS
	approved
	A
	12.2.0
	SIMTC-Reach
	C1

	CP-130264
	24.008
	2361
	-
	12.1.0
	Rel‑12
	Limit the emergency services to UTRAN Iu mode for service request procedure
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	24.008
	2362
	3
	12.1.0
	Rel‑12
	GERAN Iu mode
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130267
	24.008
	2363
	1
	12.1.0
	Rel‑12
	Terminology for SIPTO at the local network
	approved
	B
	12.2.0
	LIMONET-SIPTO
	C1

	CP-130267
	24.008
	2364
	2
	12.1.0
	Rel‑12
	Updates to GMM and SM procedures because of SIPTO at the local network
	approved
	B
	12.2.0
	LIMONET-SIPTO
	C1

	CP-130264
	24.008
	2380
	2
	12.1.0
	Rel‑12
	Clarifications of RAU following SRVCC handover
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	24.008
	2381
	4
	12.1.0
	Rel‑12
	Coordination between SM and GMM for supporting ISR
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	24.008
	2383
	2
	12.1.0
	Rel‑12
	Correction on encoding for Quality of Service information element
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	24.008
	2384
	1
	12.1.0
	Rel‑12
	Non-GPRS update triggered during periodic routing area update
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	24.008
	2386
	2
	12.1.0
	Rel‑12
	Clarification to the attach attempt counter
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	24.008
	2387
	2
	12.1.0
	Rel‑12
	MS behaviour on cause #25 in messages that are NOT integrity protected
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130264
	24.008
	2388
	-
	12.1.0
	Rel‑12
	Updating forbidden lists during RAU for a MS with emergency bearers
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130228
	24.008
	2389
	1
	8.18.0
	Rel‑8
	PDP type v4v6 with Rel‑8 SGSN not supporting S4 interface
	approved
	F
	8.19.0
	TEI8
	C1

	CP-130264
	24.008
	2390
	-
	12.1.0
	Rel‑12
	Addition of T3302 timer handling
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130265
	24.109
	0054
	1
	12.0.0
	Rel‑12
	Shared key-based UE authentication with certificate-based NAF authentication - compliance
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130265
	24.109
	0055
	-
	12.0.0
	Rel‑12
	Consistent usage of terminology and correction of flows
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130265
	24.109
	0056
	-
	12.0.0
	Rel‑12
	Corrections of references
	approved
	D
	12.1.0
	TEI12
	C1

	CP-130245
	24.139
	0006
	1
	11.2.0
	Rel‑11
	Default QoS
	approved
	F
	11.3.0
	BBAI_BBI-CT
	C1

	CP-130245
	24.139
	0007
	1
	11.2.0
	Rel‑11
	Reflective QoS function
	revised
	F
	
	BBAI_BBI-CT
	C1

	CP-130377
	24.139
	0007
	2
	11.2.0
	Rel‑11
	Reflective QoS function
	revised
	F
	
	BBAI_BBI-CT
	C1

	CP-130390
	24.139
	0007
	3
	11.2.0
	Rel‑11
	Reflective QoS function
	approved
	F
	11.3.0
	BBAI_BBI-CT
	C1

	CP-130229
	24.183
	0037
	-
	9.6.0
	Rel‑9
	Incorrect naming of Alert-Info header field
	approved
	F
	9.7.0
	CRS
	C1

	CP-130229
	24.183
	0038
	-
	10.3.0
	Rel‑10
	Incorrect naming of Alert-Info header field
	approved
	A
	10.4.0
	CRS
	C1

	CP-130229
	24.183
	0039
	-
	11.1.0
	Rel‑11
	Incorrect naming of Alert-Info header field
	approved
	A
	11.2.0
	CRS
	C1

	CP-130233
	24.229
	4143
	8
	9.15.0
	Rel‑9
	Removal of dialled digits option from emergency call generation
	approved
	F
	9.16.0
	IMSProtoc3
	C1

	CP-130233
	24.229
	4144
	8
	10.11.0
	Rel‑10
	Removal of dialled digits option from emergency call generation
	approved
	A
	10.12.0
	IMSProtoc3
	C1

	CP-130233
	24.229
	4145
	8
	11.7.0
	Rel‑11
	Removal of dialled digits option from emergency call generation
	approved
	A
	11.8.0
	IMSProtoc3
	C1

	CP-130231
	24.229
	4444
	4
	9.15.0
	Rel‑9
	UE indicating type of emergency service when 380 response is received
	approved
	F
	9.16.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-130231
	24.229
	4445
	4
	10.11.0
	Rel‑10
	UE indicating type of emergency service when 380 response is received
	approved
	A
	10.12.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-130231
	24.229
	4446
	4
	11.7.0
	Rel‑11
	UE indicating type of emergency service when 380 response is received
	approved
	A
	11.8.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-130261
	24.229
	4448
	2
	12.0.0
	Rel‑12
	Annex A updates for RFC5285
	approved
	B
	12.1.0
	CVO-CT
	C1

	CP-130262
	24.229
	4449
	3
	12.0.0
	Rel‑12
	Annex A updates for RFC6236
	approved
	B
	12.1.0
	SIS_CT
	C1

	CP-130227
	24.229
	4452
	4
	8.23.0
	Rel‑8
	Not reachable for SIP signalling due to unclear requirement on re-establishment of the SIP signalling bearer
	approved
	F
	8.24.0
	SAES
	C1

	CP-130227
	24.229
	4453
	4
	9.15.0
	Rel‑9
	Not reachable for SIP signalling due to unclear requirement on re-establishment of the SIP signalling bearer
	approved
	A
	9.16.0
	SAES
	C1

	CP-130227
	24.229
	4454
	4
	10.11.0
	Rel‑10
	Not reachable for SIP signalling due to unclear requirement on re-establishment of the SIP signalling bearer
	approved
	A
	10.12.0
	SAES
	C1

	CP-130227
	24.229
	4455
	4
	11.7.0
	Rel‑11
	Not reachable for SIP signalling due to unclear requirement on re-establishment of the SIP signalling bearer
	approved
	A
	11.8.0
	SAES
	C1

	CP-130230
	24.229
	4473
	4
	9.15.0
	Rel‑9
	Emergency bearer support and IMS Emergency correction
	approved
	F
	9.16.0
	IMS_EMER_GPRS_EPS
	C1

	CP-130230
	24.229
	4474
	4
	10.11.0
	Rel‑10
	Emergency bearer support and IMS Emergency correction
	approved
	A
	10.12.0
	IMS_EMER_GPRS_EPS
	C1

	CP-130230
	24.229
	4475
	4
	11.7.0
	Rel‑11
	Emergency bearer support and IMS Emergency correction
	approved
	A
	11.8.0
	IMS_EMER_GPRS_EPS
	C1

	CP-130268
	24.229
	4476
	4
	12.0.0
	Rel‑12
	PSAP Callback Indicator
	approved
	B
	12.1.0
	EMC_PC
	C1

	CP-130222
	24.229
	4495
	3
	8.23.0
	Rel‑8
	Updating MMUSIC draft references for ICS User Agent and SCC Application Server
	approved
	F
	8.24.0
	ICSRA
	C1

	CP-130222
	24.229
	4496
	3
	9.15.0
	Rel‑9
	Updating MMUSIC draft references for ICS User Agent and SCC Application Server
	approved
	A
	9.16.0
	ICSRA
	C1

	CP-130222
	24.229
	4497
	3
	10.11.0
	Rel‑10
	Updating MMUSIC draft references for ICS User Agent and SCC Application Server
	approved
	A
	10.12.0
	ICSRA
	C1

	CP-130222
	24.229
	4498
	3
	11.7.0
	Rel‑11
	Updating MMUSIC draft references for ICS User Agent and SCC Application Server
	approved
	A
	11.8.0
	ICSRA
	C1

	CP-130222
	24.229
	4499
	3
	12.0.0
	Rel‑12
	Updating MMUSIC draft references for ICS User Agent and SCC Application Server
	approved
	A
	12.1.0
	ICSRA
	C1

	CP-130240
	24.229
	4500
	1
	10.11.0
	Rel‑10
	Reference update of draft-atarius-dispatch-meid-urn
	approved
	F
	10.12.0
	TEI10
	C1

	CP-130240
	24.229
	4501
	1
	11.7.0
	Rel‑11
	Reference update of draft-atarius-dispatch-meid-urn
	approved
	A
	11.8.0
	TEI10
	C1

	CP-130240
	24.229
	4502
	1
	12.0.0
	Rel‑12
	Reference update of draft-atarius-dispatch-meid-urn
	approved
	A
	12.1.0
	TEI10
	C1

	CP-130257
	24.229
	4503
	-
	12.0.0
	Rel‑12
	Missplaced release procedure
	approved
	F
	12.1.0
	IMSprotoc6
	C1

	CP-130257
	24.229
	4504
	4
	12.0.0
	Rel‑12
	P-Visited-Network-ID clarifications
	approved
	F
	12.1.0
	IMSProtoc6
	C1

	CP-130227
	24.229
	4505
	1
	12.0.0
	Rel‑12
	Not reachable for SIP signalling due to unclear requirement on re-establishment of the SIP signalling bearer
	approved
	A
	12.1.0
	SAES
	C1

	CP-130231
	24.229
	4506
	3
	12.0.0
	Rel‑12
	UE indicating type of emergency service when 380 response is received
	approved
	A
	12.1.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-130257
	24.229
	4507
	5
	12.0.0
	Rel‑12
	EN correction on IANA registration
	approved
	F
	12.1.0
	IMSProtoc6
	C1

	CP-130257
	24.229
	4508
	1
	12.0.0
	Rel‑12
	Adjacent Network Indicator
	revised
	B
	
	IMSProtoc6
	C1

	CP-130387
	24.229
	4508
	2
	12.0.0
	Rel‑12
	Adjacent Network Indicator
	approved
	B
	12.1.0
	IMSProtoc6
	C1

	CP-130257
	24.229
	4509
	2
	12.0.0
	Rel‑12
	IANA registered URN for emergency service offered in one country only
	approved
	F
	12.1.0
	IMSProtoc6
	C1

	CP-130252
	24.229
	4515
	-
	11.7.0
	Rel‑11
	"Syntax for ""local-time-zone"" incorrect"
	approved
	F
	11.8.0
	NWK-PL2IMS_CT
	C1

	CP-130252
	24.229
	4516
	-
	12.0.0
	Rel‑12
	"Syntax for ""local-time-zone"" incorrect"
	approved
	A
	12.1.0
	NWK-PL2IMS_CT
	C1

	CP-130257
	24.229
	4517
	2
	12.0.0
	Rel‑12
	"Adding the procedure of the ""icid-value"" header field parameter in SIP response"
	approved
	F
	12.1.0
	IMSProtoc6
	C1

	CP-130242
	24.229
	4528
	1
	11.7.0
	Rel‑11
	transit-ioi header field parameter correction
	approved
	F
	11.8.0
	IOI_IMS_CH
	C1

	CP-130242
	24.229
	4529
	1
	12.0.0
	Rel‑12
	transit-ioi header field parameter correction
	approved
	A
	12.1.0
	IOI_IMS_CH
	C1

	CP-130253
	24.229
	4530
	-
	11.7.0
	Rel‑11
	Removing RAVEL EN related to charging indicators
	approved
	F
	11.8.0
	RAVEL-CT
	C1

	CP-130253
	24.229
	4531
	-
	12.0.0
	Rel‑12
	Removing RAVEL EN related to charging indicators
	approved
	A
	12.1.0
	RAVEL-CT
	C1

	CP-130253
	24.229
	4532
	1
	11.7.0
	Rel‑11
	IOI exchange when loopback routeing occurs
	approved
	F
	11.8.0
	RAVEL-CT
	C1

	CP-130253
	24.229
	4533
	1
	12.0.0
	Rel‑12
	IOI exchange when loopback routeing occurs
	approved
	A
	12.1.0
	RAVEL-CT
	C1

	CP-130253
	24.229
	4534
	1
	11.7.0
	Rel‑11
	Handling of transit IOI when loopback routeing occurs
	approved
	F
	11.8.0
	RAVEL-CT
	C1

	CP-130253
	24.229
	4535
	1
	12.0.0
	Rel‑12
	Handling of transit IOI when loopback routeing occurs
	approved
	A
	12.1.0
	RAVEL-CT
	C1

	CP-130265
	24.229
	4537
	1
	12.0.0
	Rel‑12
	Type 1 IOI for originating leg P-CSCF to S-CSCF
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130265
	24.229
	4539
	1
	12.0.0
	Rel‑12
	Type 1 IOI for terminating leg P-CSCF to S-CSCF
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130265
	24.229
	4541
	3
	12.0.0
	Rel‑12
	Type 1 IOI P-CSCF to S-CSCF for SUBSCRIBE
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130265
	24.229
	4547
	5
	12.0.0
	Rel‑12
	Resolving IMS dangling session issue
	approved
	B
	12.1.0
	TEI12
	C1

	CP-130230
	24.229
	4548
	1
	12.0.0
	Rel‑12
	Emergency bearer support and IMS Emergency correction
	approved
	A
	12.1.0
	IMS_EMER_GPRS_EPS
	C1

	CP-130233
	24.229
	4557
	3
	12.0.0
	Rel‑12
	Removal of dialled digits option from emergency call generation
	approved
	A
	12.1.0
	IMSProtoc3
	C1

	CP-130220
	24.229
	4558
	3
	7.30.0
	Rel‑7
	Correcting inconsistent requirements for R-URI emergency URN use
	approved
	F
	7.31.0
	EMC1
	C1

	CP-130220
	24.229
	4559
	3
	8.23.0
	Rel‑8
	Correcting inconsistent requirements for R-URI emergency URN use
	approved
	A
	8.24.0
	EMC1
	C1

	CP-130220
	24.229
	4560
	3
	9.15.0
	Rel‑9
	Correcting inconsistent requirements for R-URI emergency URN use
	approved
	A
	9.16.0
	EMC1
	C1

	CP-130220
	24.229
	4561
	3
	10.11.0
	Rel‑10
	Correcting inconsistent requirements for R-URI emergency URN use
	approved
	A
	10.12.0
	EMC1
	C1

	CP-130251
	24.229
	4569
	2
	12.0.0
	Rel‑12
	Removal of Editor's Note on maximum number of registration flows
	approved
	A
	12.1.0
	TEI11
	C1

	CP-130251
	24.229
	4570
	1
	11.7.0
	Rel‑11
	Removal of Editor's Note on maximum number of registration flows
	approved
	F
	11.8.0
	TEI11
	C1

	CP-130257
	24.229
	4576
	2
	12.0.0
	Rel‑12
	Phone-context : text clarification
	approved
	F
	12.1.0
	IMSProtoc6
	C1

	CP-130220
	24.229
	4580
	3
	7.30.0
	Rel‑7
	Prevent receipt of normal call at the UE while it is attached for emergency services only
	approved
	F
	7.31.0
	EMC1
	C1

	CP-130220
	24.229
	4581
	3
	8.23.0
	Rel‑8
	Prevent receipt of normal call at the UE while it is attached for emergency services only
	approved
	A
	8.24.0
	EMC1
	C1

	CP-130220
	24.229
	4582
	3
	9.15.0
	Rel‑9
	Prevent receipt of normal call at the UE while it is attached for emergency services only
	approved
	A
	9.16.0
	EMC1
	C1

	CP-130220
	24.229
	4583
	3
	10.11.0
	Rel‑10
	Prevent receipt of normal call at the UE while it is attached for emergency services only
	approved
	A
	10.12.0
	EMC1
	C1

	CP-130220
	24.229
	4584
	3
	11.7.0
	Rel‑11
	Prevent receipt of normal call at the UE while it is attached for emergency services only
	approved
	A
	11.8.0
	EMC1
	C1

	CP-130220
	24.229
	4585
	3
	12.0.0
	Rel‑12
	Prevent receipt of normal call at the UE while it is attached for emergency services only
	approved
	A
	12.1.0
	EMC1
	C1

	CP-130257
	24.229
	4586
	1
	12.0.0
	Rel‑12
	S-CSCF procedures for inserting the P-Acces-Network-Info header
	approved
	F
	12.1.0
	IMSProtoc6
	C1

	CP-130265
	24.229
	4587
	-
	12.0.0
	Rel‑12
	Correcting the list of header fields parameters in 4.5.1
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130265
	24.229
	4588
	1
	12.0.0
	Rel‑12
	Reason header field in CANCEL
	approved
	B
	12.1.0
	TEI12
	C1

	CP-130268
	24.229
	4589
	3
	12.0.0
	Rel‑12
	PSAP Callback Indicator: Annex A
	revised
	B
	
	EMC_PC
	C1

	CP-130388
	24.229
	4589
	4
	12.0.0
	Rel‑12
	PSAP Callback Indicator: Annex A
	approved
	B
	12.1.0
	EMC_PC
	C1

	CP-130257
	24.229
	4590
	-
	12.0.0
	Rel‑12
	Correction on title of IETF RFC 5031
	approved
	F
	12.1.0
	IMSProtoc6
	C1

	CP-130257
	24.229
	4591
	1
	12.0.0
	Rel‑12
	"Encoding for ""integrity-protected"" parameter"
	approved
	F
	12.1.0
	IMSProtoc6
	C1

	CP-130265
	24.229
	4604
	1
	12.0.0
	Rel‑12
	Editorial CR against UE procedures for emergency services
	approved
	D
	12.1.0
	TEI12
	C1

	CP-130225
	24.229
	4605
	2
	8.23.0
	Rel‑8
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	approved
	F
	8.24.0
	Overlap
	C1

	CP-130225
	24.229
	4606
	2
	9.15.0
	Rel‑9
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	approved
	A
	9.16.0
	Overlap
	C1

	CP-130225
	24.229
	4607
	2
	10.11.0
	Rel‑10
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	approved
	A
	10.12.0
	Overlap
	C1

	CP-130400
	24.229
	4607
	3
	10.11.0
	Rel‑10
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	approved
	A
	10.12.0
	Overlap
	C1

	CP-130225
	24.229
	4608
	2
	11.7.0
	Rel‑11
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	approved
	A
	11.8.0
	Overlap
	C1

	CP-130225
	24.229
	4609
	2
	12.0.0
	Rel‑12
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	approved
	A
	12.1.0
	Overlap
	C1

	CP-130265
	24.229
	4611
	-
	12.0.0
	Rel‑12
	Rport for UDP only
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130235
	24.237
	0811
	4
	10.10.0
	Rel‑10
	Completion of offer answer before aSRVCC
	approved
	F
	10.11.0
	aSRVCC
	C1

	CP-130235
	24.237
	0812
	4
	11.6.0
	Rel‑11
	Completion of offer answer before aSRVCC
	approved
	A
	11.7.0
	aSRVCC
	C1

	CP-130265
	24.237
	0815
	3
	12.0.0
	Rel‑12
	Non-dependence of SIP ACK request and CONNECT ACKNOWLEDGEMENT message
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130260
	24.237
	0819
	4
	12.0.0
	Rel‑12
	Correction of eDRVCC procedures
	approved
	F
	12.1.0
	eDRVCC
	C1

	CP-130240
	24.237
	0820
	2
	10.10.0
	Rel‑10
	Permanent error codes in SIP responses
	approved
	F
	10.11.0
	TEI10
	C1

	CP-130240
	24.237
	0821
	2
	11.6.0
	Rel‑11
	Permanent error codes in SIP responses
	approved
	A
	11.7.0
	TEI10
	C1

	CP-130240
	24.237
	0822
	2
	12.0.0
	Rel‑12
	Permanent error codes in SIP responses
	approved
	A
	12.1.0
	TEI10
	C1

	CP-130235
	24.237
	0823
	6
	10.10.0
	Rel‑10
	SRVCC cancellation by the MSC server
	approved
	F
	10.11.0
	aSRVCC
	C1

	CP-130235
	24.237
	0824
	6
	11.6.0
	Rel‑11
	SRVCC cancellation by the MSC server
	approved
	A
	11.7.0
	aSRVCC
	C1

	CP-130235
	24.237
	0825
	6
	12.0.0
	Rel‑12
	SRVCC cancellation by the MSC server
	approved
	A
	12.1.0
	aSRVCC
	C1

	CP-130265
	24.237
	0827
	1
	12.0.0
	Rel‑12
	Removal of STN-SR in clause 9.3.1
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130265
	24.237
	0828
	1
	12.0.0
	Rel‑12
	PS to CS SRVCC cancelled clarifications
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130223
	24.237
	0829
	-
	8.12.0
	Rel‑8
	SCC AS acting as an routeing B2BUA
	approved
	F
	8.13.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0830
	-
	9.14.0
	Rel‑9
	SCC AS acting as an routeing B2BUA
	approved
	A
	9.15.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0831
	-
	10.10.0
	Rel‑10
	SCC AS acting as an routeing B2BUA
	approved
	A
	10.11.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0832
	1
	11.6.0
	Rel‑11
	SCC AS acting as an routeing B2BUA
	approved
	A
	11.7.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0833
	-
	12.0.0
	Rel‑12
	SCC AS acting as an routeing B2BUA
	approved
	A
	12.1.0
	IMS-Cont
	C1

	CP-130260
	24.237
	0834
	1
	12.0.0
	Rel‑12
	DRVCC (CS to PS) - general parts
	approved
	B
	12.1.0
	eDRVCC
	C1

	CP-130260
	24.237
	0835
	2
	12.0.0
	Rel‑12
	DRVCC (CS to PS) - SC UE access transfer procedures
	approved
	B
	12.1.0
	eDRVCC
	C1

	CP-130260
	24.237
	0836
	2
	12.0.0
	Rel‑12
	DRVCC (CS to PS) - SCC AS access transfer procedures
	approved
	B
	12.1.0
	eDRVCC
	C1

	CP-130260
	24.237
	0837
	2
	12.0.0
	Rel‑12
	DRVCC (CS to PS) - media feature tags and feature-capability indicators
	approved
	B
	12.1.0
	eDRVCC
	C1

	CP-130260
	24.237
	0838
	3
	12.0.0
	Rel‑12
	Small error corrections in PS to CS DRVCC
	approved
	F
	12.1.0
	eDRVCC
	C1

	CP-130260
	24.237
	0839
	2
	12.0.0
	Rel‑12
	Completion of summary of capabilities within service continuity for DRVCC
	approved
	B
	12.1.0
	eDRVCC
	C1

	CP-130256
	24.237
	0840
	2
	12.0.0
	Rel‑12
	Fixing error created by interaction of CR#0804 and CR#0783
	approved
	F
	12.1.0
	bSRVCC
	C1

	CP-130265
	24.237
	0841
	-
	12.0.0
	Rel‑12
	Inconsistent alerting phase terminology
	approved
	F
	12.1.0
	TEI12, aSRVCC, rSRVCC-CT
	C1

	CP-130235
	24.237
	0842
	1
	10.10.0
	Rel‑10
	PS to CS SRVCC and malicious REFER transferring additional session
	approved
	F
	10.11.0
	aSRVCC
	C1

	CP-130235
	24.237
	0843
	1
	11.6.0
	Rel‑11
	PS to CS SRVCC and malicious REFER transferring additional session
	approved
	A
	11.7.0
	aSRVCC
	C1

	CP-130235
	24.237
	0844
	1
	12.0.0
	Rel‑12
	PS to CS SRVCC and malicious REFER transferring additional session
	approved
	A
	12.1.0
	aSRVCC
	C1

	CP-130256
	24.237
	0845
	2
	12.0.0
	Rel‑12
	PS to CS SRVCC for originating calls in pre-alerting phase - access transfer, additional call
	approved
	B
	12.1.0
	bSRVCC
	C1

	CP-130260
	24.237
	0846
	2
	12.0.0
	Rel‑12
	DRVCC and bSRVCC indicators in CS to PS SRVCC access transfer
	approved
	F
	12.1.0
	eDRVCC, bSRVCC
	C1

	CP-130243
	24.237
	0848
	1
	11.6.0
	Rel‑11
	Correct related-ICID handling for SCC AS and ATCF
	approved
	F
	11.7.0
	IMSProtoc5
	C1

	CP-130243
	24.237
	0849
	1
	12.0.0
	Rel‑12
	Correct related-ICID handling for SCC AS and ATCF
	approved
	A
	12.1.0
	IMSProtoc5
	C1

	CP-130256
	24.237
	0850
	1
	12.0.0
	Rel‑12
	PS to CS SRVCC for originating calls in pre-alerting phase - minor changes
	approved
	F
	12.1.0
	bSRVCC
	C1

	CP-130265
	24.237
	0851
	1
	12.0.0
	Rel‑12
	Network decisions for SRVCC transfer scenarios based on UE and Network support
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130265
	24.237
	0852
	1
	12.0.0
	Rel‑12
	Completion of summary of capabilities within service continuity
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130223
	24.237
	0853
	2
	8.12.0
	Rel‑8
	Compliancy statement for SCC AS
	approved
	F
	8.13.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0854
	2
	9.14.0
	Rel‑9
	Compliancy statement for SCC AS
	approved
	A
	9.15.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0855
	2
	10.10.0
	Rel‑10
	Compliancy statement for SCC AS
	approved
	A
	10.11.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0856
	2
	11.6.0
	Rel‑11
	Compliancy statement for SCC AS
	approved
	A
	11.7.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0857
	3
	12.0.0
	Rel‑12
	Compliancy statement for SCC AS
	approved
	A
	12.1.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0858
	1
	8.12.0
	Rel‑8
	Compliancy statement for SC UE
	approved
	F
	8.13.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0859
	1
	9.14.0
	Rel‑9
	Compliancy statement for SC UE
	approved
	A
	9.15.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0860
	1
	10.10.0
	Rel‑10
	Compliancy statement for SC UE
	approved
	A
	10.11.0
	IMS-Cont
	C1

	CP-130235
	24.237
	0866
	2
	12.0.0
	Rel‑12
	Completion of offer answer before aSRVCC
	approved
	A
	12.1.0
	aSRVCC
	C1

	CP-130236
	24.237
	0867
	2
	10.10.0
	Rel‑10
	SCC AS providing SRVCC information
	approved
	F
	10.11.0
	eSRVCC
	C1

	CP-130236
	24.237
	0868
	2
	11.6.0
	Rel‑11
	Providing the PS to CS SRVCC information
	approved
	A
	11.7.0
	eSRVCC
	C1

	CP-130236
	24.237
	0869
	2
	12.0.0
	Rel‑12
	Providing the PS to CS SRVCC information
	approved
	A
	12.1.0
	eSRVCC
	C1

	CP-130240
	24.237
	0870
	1
	10.10.0
	Rel‑10
	Correcting handling of payload types in SC UE
	approved
	F
	10.11.0
	TEI10, IMS_SCC-SPI
	C1

	CP-130240
	24.237
	0871
	1
	11.6.0
	Rel‑11
	Correcting handling of payload types in SC UE
	approved
	A
	11.7.0
	TEI10, IMS_SCC-SPI
	C1

	CP-130240
	24.237
	0872
	1
	12.0.0
	Rel‑12
	Correcting handling of payload types in SC UE
	approved
	A
	12.1.0
	TEI10, IMS_SCC-SPI
	C1

	CP-130223
	24.237
	0873
	1
	8.12.0
	Rel‑8
	PS to PS - payload types in transfer of session
	approved
	F
	8.13.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0874
	1
	9.14.0
	Rel‑9
	PS to PS - payload types in transfer of session
	approved
	A
	9.15.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0875
	1
	10.10.0
	Rel‑10
	PS to PS - payload types in transfer of session
	approved
	A
	10.11.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0876
	1
	11.6.0
	Rel‑11
	PS to PS - payload types in transfer of session
	approved
	A
	11.7.0
	IMS-Cont
	C1

	CP-130223
	24.237
	0877
	1
	12.0.0
	Rel‑12
	PS to PS - payload types in transfer of session
	approved
	A
	12.1.0
	IMS-Cont
	C1

	CP-130240
	24.237
	0878
	1
	10.10.0
	Rel‑10
	PS to CS cancellation during an emergency call
	approved
	F
	10.11.0
	TEI10
	C1

	CP-130240
	24.237
	0879
	1
	11.6.0
	Rel‑11
	PS to CS cancellation during an emergency call
	approved
	A
	11.7.0
	TEI10
	C1

	CP-130240
	24.237
	0880
	1
	12.0.0
	Rel‑12
	PS to CS cancellation during an emergency call
	approved
	A
	12.1.0
	TEI10
	C1

	CP-130246
	24.237
	0881
	-
	11.6.0
	Rel‑11
	CS to PS SRVCC - payload types in transfer of additional session
	approved
	F
	11.7.0
	rSRVCC-CT
	C1

	CP-130246
	24.237
	0882
	-
	12.0.0
	Rel‑12
	CS to PS SRVCC - payload types in transfer of additional session
	approved
	A
	12.1.0
	rSRVCC-CT
	C1

	CP-130265
	24.237
	0883
	-
	12.0.0
	Rel‑12
	Error in flows
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130246
	24.237
	0887
	1
	12.0.0
	Rel‑12
	CS to PS SRVCC - Extensions field usage
	approved
	A
	12.1.0
	rSRVCC-CT
	C1

	CP-130260
	24.237
	0888
	1
	12.0.0
	Rel‑12
	Correcting DRVCC term alerting
	approved
	F
	12.1.0
	eDRVCC
	C1

	CP-130236
	24.237
	0889
	-
	10.10.0
	Rel‑10
	Handover cancellation support in SCC AS
	approved
	F
	10.11.0
	eSRVCC
	C1

	CP-130236
	24.237
	0890
	-
	11.6.0
	Rel‑11
	Handover cancellation support in SCC AS
	approved
	A
	11.7.0
	eSRVCC
	C1

	CP-130236
	24.237
	0891
	-
	12.0.0
	Rel‑12
	Handover cancellation support in SCC AS
	approved
	A
	12.1.0
	eSRVCC
	C1

	CP-130265
	24.237
	0893
	1
	12.0.0
	Rel‑12
	Clarification of UE behaviour for SRVCC
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130251
	24.237
	0894
	2
	11.6.0
	Rel‑11
	Updating SDP-CS draft reference
	approved
	F
	11.7.0
	TEI11
	C1

	CP-130251
	24.237
	0895
	2
	12.0.0
	Rel‑12
	Updating SDP-CS draft reference
	approved
	A
	12.1.0
	TEI11
	C1

	CP-130232
	24.237
	0896
	2
	9.14.0
	Rel‑9
	deletion of mid-call media feature tag
	approved
	F
	9.15.0
	IMS_SCC-ICS
	C1

	CP-130232
	24.237
	0897
	1
	10.10.0
	Rel‑10
	mid-call media feature tag IANA registration
	approved
	F
	10.11.0
	IMS_SCC-ICS
	C1

	CP-130232
	24.237
	0898
	1
	11.6.0
	Rel‑11
	mid-call media feature tag IANA registration
	approved
	A
	11.7.0
	IMS_SCC-ICS
	C1

	CP-130232
	24.237
	0899
	1
	12.0.0
	Rel‑12
	mid-call media feature tag IANA registration
	approved
	A
	12.1.0
	IMS_SCC-ICS
	C1

	CP-130236
	24.237
	0900
	-
	10.10.0
	Rel‑10
	Completed IANA registrations for 24.237 from R10 on
	approved
	F
	10.11.0
	eSRVCC, aSRVCC
	C1

	CP-130236
	24.237
	0901
	-
	11.6.0
	Rel‑11
	Completed IANA registrations for 24.237 from R10 on
	approved
	A
	11.7.0
	eSRVCC, aSRVCC
	C1

	CP-130236
	24.237
	0902
	-
	12.0.0
	Rel‑12
	Completed IANA registrations for 24.237 from R10 on
	approved
	A
	12.1.0
	eSRVCC, aSRVCC
	C1

	CP-130232
	24.237
	0903
	2
	9.14.0
	Rel‑9
	Resolving IANA comments on XML Schemas in 24.237
	approved
	F
	9.15.0
	IMS_SCC-ICS
	C1

	CP-130232
	24.237
	0904
	2
	10.10.0
	Rel‑10
	Resolving IANA comments on XML Schemas in 24.237
	approved
	A
	10.11.0
	IMS_SCC-ICS
	C1

	CP-130232
	24.237
	0905
	2
	11.6.0
	Rel‑11
	Resolving IANA comments on XML Schemas in 24.237
	approved
	A
	11.7.0
	IMS_SCC-ICS
	C1

	CP-130232
	24.237
	0906
	2
	12.0.0
	Rel‑12
	Resolving IANA comments on XML Schemas in 24.237
	approved
	A
	12.1.0
	IMS_SCC-ICS
	C1

	CP-130246
	24.237
	0907
	-
	11.6.0
	Rel‑11
	CS to PS SRVCC - Extensions field usage
	approved
	F
	11.7.0
	rSRVCC-CT
	C1

	CP-130265
	24.239
	0006
	3
	11.0.0
	Rel‑12
	Flexible Alerting-Sequential mode
	approved
	B
	12.0.0
	TEI12
	C1

	CP-130240
	24.292
	0254
	3
	10.10.0
	Rel‑10
	Correction on MSC registration procedure
	approved
	F
	10.11.0
	TEI10
	C1

	CP-130240
	24.292
	0255
	3
	11.4.0
	Rel‑11
	Correction on MSC registration procedure
	approved
	A
	11.5.0
	TEI10
	C1

	CP-130222
	24.292
	0256
	2
	8.16.0
	Rel‑8
	Updating MMUSIC draft references for TADS
	approved
	F
	8.17.0
	ICSRA
	C1

	CP-130222
	24.292
	0257
	2
	9.14.0
	Rel‑9
	Updating MMUSIC draft references for TADS
	approved
	A
	9.15.0
	ICSRA
	C1

	CP-130222
	24.292
	0258
	2
	10.10.0
	Rel‑10
	Updating MMUSIC draft references for TADS
	approved
	A
	10.11.0
	ICSRA
	C1

	CP-130222
	24.292
	0259
	2
	11.4.0
	Rel‑11
	Updating MMUSIC draft references for TADS
	approved
	A
	11.5.0
	ICSRA
	C1

	CP-130252
	24.292
	0260
	1
	11.4.0
	Rel‑11
	NetLoc info from MSC server in responses
	approved
	F
	11.5.0
	NWK-PL2IMS_CT
	C1

	CP-130222
	24.292
	0262
	1
	8.16.0
	Rel‑8
	Correction on MSC unsuccessful registration attempt
	approved
	F
	8.17.0
	ICSRA
	C1

	CP-130222
	24.292
	0263
	1
	9.14.0
	Rel‑9
	Correction on MSC unsuccessful registration attempt
	approved
	A
	9.15.0
	ICSRA
	C1

	CP-130222
	24.292
	0264
	1
	10.10.0
	Rel‑10
	Correction on MSC unsuccessful registration attempt
	approved
	A
	10.11.0
	ICSRA
	C1

	CP-130222
	24.292
	0265
	1
	11.4.0
	Rel‑11
	Correction on MSC unsuccessful registration attempt
	approved
	A
	11.5.0
	ICSRA
	C1

	CP-130242
	24.292
	0266
	1
	11.4.0
	Rel‑11
	Transit IOI handling during registration
	approved
	F
	11.5.0
	IOI_IMS_CH
	C1

	CP-130265
	24.292
	0267
	1
	11.4.0
	Rel‑12
	IOI exchange within SUBSCRIBE and NOTIFY SIP transactions
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130248
	24.292
	0268
	1
	11.4.0
	Rel‑11
	MSC server adding visited network MRB information
	approved
	F
	11.5.0
	MRB
	C1

	CP-130258
	24.301
	1604
	2
	12.0.0
	Rel‑12
	TAU trigger at return to LTE after failed CSFB
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130264
	24.301
	1628
	3
	12.0.0
	Rel‑12
	Performing Emergency Attach from Attempting to Attach/Update substates
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130258
	24.301
	1633
	8
	12.0.0
	Rel‑12
	EPS bearer deactivation procedure during EPS bearer context unsynchronization
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130264
	24.301
	1639
	4
	12.0.0
	Rel‑12
	Adding the requests from CM layers as combined attach/TAU trigger
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130258
	24.301
	1640
	5
	12.0.0
	Rel‑12
	Correcting UE behaviour when receiving a cause code requiring search for a suitable cell
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130258
	24.301
	1641
	2
	12.0.0
	Rel‑12
	EPS timer usage in GERAN and UTRAN
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130264
	24.301
	1651
	2
	12.0.0
	Rel‑12
	Setting of Device properties IE by NAS for UEs allowed to use AC 11 to 15
	approved
	F
	12.1.0
	TEI12, NIMTC, eMPS-CN
	C1

	CP-130247
	24.301
	1652
	2
	11.6.0
	Rel‑11
	Wrong indication of T3340 and missing stop condition for T3440
	approved
	F
	11.7.0
	SAES2, SAES2-CSFB
	C1

	CP-130247
	24.301
	1653
	2
	12.0.0
	Rel‑12
	Wrong indication of T3340 and missing stop condition for T3440
	approved
	A
	12.1.0
	SAES2, SAES2-CSFB
	C1

	CP-130258
	24.301
	1655
	2
	12.0.0
	Rel‑12
	Incorrect checks on existing EPS bearer identities
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130264
	24.301
	1656
	1
	12.0.0
	Rel‑12
	correction to T3421 in timer tables
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130247
	24.301
	1658
	1
	11.6.0
	Rel‑11
	Addressing backward compatibility concerns related to TAU Complete handling
	approved
	F
	11.7.0
	SAES2-CSFB
	C1

	CP-130247
	24.301
	1659
	1
	12.0.0
	Rel‑12
	Addressing backward compatibility concerns related to TAU Complete handling
	approved
	A
	12.1.0
	SAES2-CSFB
	C1

	CP-130258
	24.301
	1660
	2
	12.0.0
	Rel‑12
	"Clarifications to ""Abnormal Cases in the UE"" for EPS detach procedure"
	approved
	F
	12.1.0
	SAES3, SAES3-CSFB
	C1

	CP-130264
	24.301
	1661
	1
	12.0.0
	Rel‑12
	Clarifications on terminology of last PDN connection
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130264
	24.301
	1662
	2
	12.0.0
	Rel‑12
	Modification of Cause #65 to not include consideration for emergency EPS bearers.
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130258
	24.301
	1664
	1
	12.0.0
	Rel‑12
	Cause value for the Forbidden list in S101 mode
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130258
	24.301
	1667
	1
	12.0.0
	Rel‑12
	Non-EPS service in the combined TAU
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130264
	24.301
	1668
	2
	12.0.0
	Rel‑12
	Obtain PDN address during attcach procedure
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130258
	24.301
	1671
	2
	12.0.0
	Rel‑12
	Initiation of TAU in EMM-REGISTERED substates
	approved
	F
	12.1.0
	SAES3, SAES3-CSFB
	C1

	CP-130258
	24.301
	1672
	4
	12.0.0
	Rel‑12
	Correction for collision between NW initiated IMSI detach and service request
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130258
	24.301
	1673
	1
	12.0.0
	Rel‑12
	Correction to UE behaviour when UE requests for PDN type IPv4v6 but the NW only allows IPv4 or IPv6
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130264
	24.301
	1674
	3
	12.0.0
	Rel‑12
	Updating forbidden lists during TAU for a UE with emergency bearers
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130258
	24.301
	1678
	1
	12.0.0
	Rel‑12
	Local deactivation of EPS bearers during service request procedure
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130239
	24.301
	1679
	4
	10.10.0
	Rel‑10
	Handling CSFB when PS domain is backed off
	revised
	F
	
	NIMTC
	C1

	CP-130402
	24.301
	1679
	5
	10.10.0
	Rel‑10
	Handling CSFB when PS domain is backed off
	approved
	F
	10.11.0
	NIMTC
	C1

	CP-130239
	24.301
	1680
	4
	11.6.0
	Rel‑11
	Handling CSFB when PS domain is backed off
	revised
	A
	
	NIMTC
	C1

	CP-130403
	24.301
	1680
	5
	11.6.0
	Rel‑11
	Handling CSFB when PS domain is backed off
	approved
	A
	11.7.0
	NIMTC
	C1

	CP-130239
	24.301
	1681
	4
	12.0.0
	Rel‑12
	Handling CSFB when PS domain is backed off
	revised
	A
	
	NIMTC
	C1

	CP-130404
	24.301
	1681
	5
	12.0.0
	Rel‑12
	Handling CSFB when PS domain is backed off
	approved
	A
	12.1.0
	NIMTC
	C1

	CP-130258
	24.301
	1682
	2
	12.0.0
	Rel‑12
	Procedure when UE changes voice domain preference or SMS configuration
	approved
	F
	12.1.0
	SAES3, SAES3-CSFB
	C1

	CP-130264
	24.301
	1683
	2
	12.0.0
	Rel‑12
	Non-EPS update triggered during periodic tracking area update
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130264
	24.301
	1685
	2
	12.0.0
	Rel‑12
	Service request procedure initiation for a UE configured for NAS signalling low priority
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130244
	24.301
	1686
	1
	11.6.0
	Rel‑11
	Correction to the exception of not stopping T3396 for dual-priority UE
	approved
	F
	11.7.0
	SIMTC-Reach
	C1

	CP-130244
	24.301
	1687
	1
	12.0.0
	Rel‑12
	Correction to the exception of not stopping T3396 for dual-priority UE
	approved
	A
	12.1.0
	SIMTC-Reach
	C1

	CP-130244
	24.301
	1688
	5
	11.6.0
	Rel‑11
	"Correction to TMSI for ""SMS-only"" in case of SMS in MME"
	approved
	F
	11.7.0
	SIMTC-PS_Only
	C1

	CP-130244
	24.301
	1689
	5
	12.0.0
	Rel‑12
	"Correction to TMSI for ""SMS-only"" in case of SMS in MME"
	approved
	A
	12.1.0
	SIMTC-PS_Only
	C1

	CP-130244
	24.301
	1690
	2
	11.6.0
	Rel‑11
	No ISR for SMS in MME
	approved
	F
	11.7.0
	SIMTC-PS_Only
	C1

	CP-130244
	24.301
	1691
	2
	12.0.0
	Rel‑12
	No ISR for SMS in MME
	approved
	A
	12.1.0
	SIMTC-PS_Only
	C1

	CP-130258
	24.301
	1692
	2
	12.0.0
	Rel‑12
	Start T3440 for EMM cause#35
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130258
	24.301
	1693
	1
	12.0.0
	Rel‑12
	Correction to the use of the null integrity protection algorithm
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130258
	24.301
	1694
	1
	12.0.0
	Rel‑12
	Set of the KSI to all zeros and editorials
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130258
	24.301
	1695
	3
	12.0.0
	Rel‑12
	Select 2G/3G after 5 times failure of periodic TAU for combined UE
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130267
	24.301
	1696
	6
	12.0.0
	Rel‑12
	Terminology for SIPTO at the local network
	approved
	B
	12.1.0
	LIMONET-SIPTO
	C1

	CP-130267
	24.301
	1697
	4
	12.0.0
	Rel‑12
	Updates to EMM and ESM procedures because of SIPTO at the local network
	approved
	B
	12.1.0
	LIMONET-SIPTO
	C1

	CP-130258
	24.301
	1702
	3
	12.0.0
	Rel‑12
	Addition of T3402 timer handling
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130258
	24.301
	1707
	1
	12.0.0
	Rel‑12
	Correction on UE behavior for attach not accepted by the network
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130258
	24.301
	1710
	-
	12.0.0
	Rel‑12
	Correction of term 'PDP type' to EPS terminology
	approved
	D
	12.1.0
	SAES3
	C1

	CP-130258
	24.301
	1712
	5
	12.0.0
	Rel‑12
	NAS security setup without a new EPS authentication for initial NAS messages
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130250
	24.301
	1717
	1
	11.6.0
	Rel‑11
	Correction of local IP address indication
	approved
	F
	11.7.0
	TEI11
	C1

	CP-130250
	24.301
	1718
	1
	12.0.0
	Rel‑12
	Correction of local IP address indication
	approved
	A
	12.1.0
	TEI11
	C1

	CP-130258
	24.301
	1727
	1
	12.0.0
	Rel‑12
	Removal of dependency on SGs state in the NW when determining update type
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130264
	24.301
	1732
	3
	12.0.0
	Rel‑12
	Correction on encoding for EPS QoS information element
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130258
	24.301
	1733
	1
	12.0.0
	Rel‑12
	Clarifications of the specification of T3412 Extended Value
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130239
	24.301
	1735
	2
	10.10.0
	Rel‑10
	Updating conditions to enable E-UTRAN
	approved
	F
	10.11.0
	NIMTC
	C1

	CP-130239
	24.301
	1736
	2
	11.6.0
	Rel‑11
	Updating conditions to enable E-UTRAN
	approved
	F
	11.7.0
	NIMTC, TEI11
	C1

	CP-130239
	24.301
	1737
	2
	12.0.0
	Rel‑12
	Updating conditions to enable E-UTRAN
	approved
	A
	12.1.0
	NIMTC, TEI11
	C1

	CP-130258
	24.301
	1738
	2
	12.0.0
	Rel‑12
	Remove NOTE on disabling LTE capability
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130258
	24.301
	1739
	-
	12.0.0
	Rel‑12
	Correction on NAS security parameters from E-UTRA IE definition
	approved
	F
	12.1.0
	SAES3
	C1

	CP-130264
	24.301
	1740
	1
	12.0.0
	Rel‑12
	Adding term definition for UE and MS
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130264
	24.301
	1747
	2
	12.0.0
	Rel‑12
	Clarification to the attach attempt counter
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130264
	24.301
	1753
	2
	12.0.0
	Rel‑12
	UE behaviour on cause #25 in messages that are NOT integrity protected
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130250
	24.302
	0227
	1
	11.6.0
	Rel‑11
	Recommended application id for ANDSF GBA Push
	approved
	F
	11.7.0
	TEI11
	C1

	CP-130258
	24.302
	0228
	2
	12.0.0
	Rel‑12
	APN forbidden by the UE
	approved
	F
	12.1.0
	SAES3-non3GPP
	C1

	CP-130258
	24.302
	0229
	2
	12.0.0
	Rel‑12
	EPC acess forbidden by the UE
	approved
	F
	12.1.0
	SAES3-non3GPP
	C1

	CP-130258
	24.302
	0230
	2
	12.0.0
	Rel‑12
	ISRP sent in PSK TLS connection
	approved
	F
	12.1.0
	SAES3-non3GPP
	C1

	CP-130250
	24.302
	0233
	-
	12.0.0
	Rel‑12
	Recommended application id for ANDSF GBA Push
	approved
	A
	12.1.0
	TEI11
	C1

	CP-130263
	24.302
	0234
	3
	12.0.0
	Rel‑12
	Specification of Tunnelling of UE Services over Restrictive Access Networks
	revised
	B
	
	TURAN-CT
	C1

	CP-130418
	24.302
	0234
	4
	12.0.0
	Rel‑12
	Specification of Tunnelling of UE Services over Restrictive Access Networks
	approved
	B
	12.1.0
	TURAN-CT
	C1

	CP-130258
	24.302
	0238
	3
	12.0.0
	Rel‑12
	Trust relationship notification from the 3GPP AAA server
	approved
	F
	12.1.0
	SAES3-non3GPP
	C1

	CP-130258
	24.302
	0241
	1
	12.0.0
	Rel‑12
	Reject a PDN connection
	approved
	F
	12.1.0
	SAES3-non3GPP
	C1

	CP-130237
	24.303
	0128
	1
	10.6.0
	Rel‑10
	Specification of IFOM Capability notify payload type
	approved
	F
	10.7.0
	IFOM-CT
	C1

	CP-130237
	24.303
	0129
	1
	11.2.0
	Rel‑11
	Specification of IFOM Capability notify payload type
	approved
	A
	11.3.0
	IFOM-CT
	C1

	CP-130258
	24.312
	0118
	4
	12.0.0
	Rel‑12
	UE location content
	approved
	F
	12.1.0
	SAES3-non3GPP
	C1

	CP-130258
	24.312
	0124
	3
	12.0.0
	Rel‑12
	Clarification on RulePriority
	approved
	F
	12.1.0
	SAES3-non3GPP
	C1

	CP-130258
	24.312
	0128
	-
	12.0.0
	Rel‑12
	ISMP - UpdatePolicy correction
	approved
	F
	12.1.0
	SAES3-non3GPP
	C1

	CP-130258
	24.312
	0130
	-
	12.0.0
	Rel‑12
	Generic alert content clarification
	approved
	F
	12.1.0
	SAES3-non3GPP
	C1

	CP-130238
	24.337
	0042
	1
	10.7.0
	Rel‑10
	g.3gpp.current-iut-controller IANA value
	approved
	F
	10.8.0
	IMS_SC_eIDT
	C1

	CP-130238
	24.337
	0043
	1
	11.4.0
	Rel‑11
	g.3gpp.current-iut-controller IANA value
	approved
	A
	11.5.0
	IMS_SC_eIDT
	C1

	CP-130238
	24.337
	0044
	1
	10.7.0
	Rel‑10
	g.3gpp.iut-focus IANA value
	approved
	F
	10.8.0
	IMS_SC_eIDT
	C1

	CP-130238
	24.337
	0045
	1
	11.4.0
	Rel‑11
	g.3gpp.iut-focus IANA value
	approved
	A
	11.5.0
	IMS_SC_eIDT
	C1

	CP-130238
	24.337
	0048
	-
	10.7.0
	Rel‑10
	Completed IANA registrations for 24.337
	approved
	F
	10.8.0
	IMS_SC_eIDT
	C1

	CP-130238
	24.337
	0049
	-
	11.4.0
	Rel‑11
	Completed IANA registrations for 24.337
	approved
	A
	11.5.0
	IMS_SC_eIDT
	C1

	CP-130238
	24.337
	0050
	2
	10.7.0
	Rel‑10
	Resolving IANA comments for 24.337
	approved
	F
	10.8.0
	IMS_SC_eIDT
	C1

	CP-130238
	24.337
	0051
	2
	11.4.0
	Rel‑11
	Resolving IANA comments for 24.337
	approved
	A
	11.5.0
	IMS_SC_eIDT
	C1

	CP-130259
	24.341
	0046
	2
	12.0.0
	Rel‑12
	Signalling flow MSISDN less operation
	approved
	B
	12.1.0
	SMSMI-CT
	C1

	CP-130259
	24.341
	0047
	2
	12.0.0
	Rel‑12
	IP-SM-sender, MSISDN less procedures
	approved
	B
	12.1.0
	SMSMI-CT
	C1

	CP-130259
	24.341
	0048
	3
	12.0.0
	Rel‑12
	IP-SM-receiver, MSISDN less procedures
	approved
	B
	12.1.0
	SMSMI-CT
	C1

	CP-130259
	24.341
	0049
	1
	12.0.0
	Rel‑12
	New Feature tag for MSISDN less procedure
	approved
	B
	12.1.0
	SMSMI-CT
	C1

	CP-130259
	24.341
	0050
	2
	12.0.0
	Rel‑12
	IP-SM-GW, MSISDN less procedures
	approved
	B
	12.1.0
	SMSMI-CT
	C1

	CP-130241
	24.390
	0016
	1
	11.2.0
	Rel‑11
	IANA registration and corrections to USSI
	approved
	F
	11.3.0
	USSI
	C1

	CP-130241
	24.390
	0017
	1
	11.2.0
	Rel‑11
	IANA security considerations correction
	approved
	F
	11.3.0
	USSI
	C1

	CP-130220
	24.503
	0108
	2
	8.14.0
	Rel‑8
	Correcting inconsistent requirements for R-URI emergency URN use
	approved
	F
	8.15.0
	EMC1
	C1

	CP-130220
	24.503
	0109
	3
	8.14.0
	Rel‑8
	Prevent receipt of normal call at the UE while it is attached for emergency services only
	approved
	F
	8.15.0
	EMC1
	C1

	CP-130224
	24.504
	0041
	6
	8.16.0
	Rel‑8
	Update reference
	approved
	F
	8.17.0
	MAINT_R2
	C1

	CP-130224
	24.504
	0042
	2
	8.16.0
	Rel‑8
	Correcting missing MIME type definition
	approved
	F
	8.17.0
	MAINT_R2
	C1

	CP-130224
	24.508
	0004
	1
	8.1.0
	Rel‑8
	From-change for TIP, not TIR
	approved
	F
	8.2.0
	MAINT_R2
	C1

	CP-130269
	24.604
	0096
	3
	11.5.0
	Rel‑12
	PSAP callback CDIV suppression
	revised
	B
	
	EMC_PC
	C1

	CP-130405
	24.604
	0096
	4
	11.5.0
	Rel‑12
	PSAP callback CDIV suppression
	revised
	B
	
	EMC_PC
	C1

	CP-130412
	24.604
	0096
	5
	11.5.0
	Rel‑12
	PSAP callback CDIV suppression
	approved
	B
	12.0.0
	EMC_PC
	C1

	CP-130224
	24.604
	0097
	6
	8.13.0
	Rel‑8
	Update reference
	approved
	F
	8.14.0
	MAINT_R2
	C1

	CP-130224
	24.604
	0098
	6
	9.10.0
	Rel‑9
	Update reference
	approved
	A
	9.11.0
	MAINT_R2
	C1

	CP-130224
	24.604
	0099
	6
	10.5.0
	Rel‑10
	Update reference
	approved
	A
	10.6.0
	MAINT_R2
	C1

	CP-130224
	24.604
	0100
	6
	11.5.0
	Rel‑11
	Update reference
	approved
	A
	11.6.0
	MAINT_R2
	C1

	CP-130224
	24.604
	0101
	2
	8.13.0
	Rel‑8
	Correcting missing MIME type definition
	approved
	F
	8.14.0
	MAINT_R2
	C1

	CP-130224
	24.604
	0102
	2
	9.10.0
	Rel‑9
	Correcting missing MIME type definition
	approved
	A
	9.11.0
	MAINT_R2
	C1

	CP-130224
	24.604
	0103
	2
	10.5.0
	Rel‑10
	Correcting missing MIME type definition
	approved
	A
	10.6.0
	MAINT_R2
	C1

	CP-130224
	24.604
	0104
	2
	11.5.0
	Rel‑11
	Correcting missing MIME type definition
	approved
	A
	11.6.0
	MAINT_R2
	C1

	CP-130265
	24.604
	0109
	1
	11.5.0
	Rel‑12
	Add NOTIFY message contents to CDIVN example in A.1.6
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130226
	24.604
	0110
	-
	8.13.0
	Rel‑8
	Removal of Editor's Note
	approved
	F
	8.14.0
	REDOC_TIS-C1
	C1

	CP-130226
	24.604
	0111
	-
	9.10.0
	Rel‑9
	Removal of Editor's Note
	approved
	A
	9.11.0
	REDOC_TIS-C1
	C1

	CP-130226
	24.604
	0112
	-
	10.5.0
	Rel‑10
	Removal of Editor's Note
	approved
	A
	10.6.0
	REDOC_TIS-C1
	C1

	CP-130226
	24.604
	0113
	-
	11.5.0
	Rel‑11
	Removal of Editor's Note
	approved
	A
	11.6.0
	REDOC_TIS-C1
	C1

	CP-130269
	24.605
	0015
	6
	11.1.0
	Rel‑12
	PSAP callback CONF suppression
	revised
	B
	
	EMC_PC
	C1

	CP-130406
	24.605
	0015
	7
	11.1.0
	Rel‑12
	PSAP callback CONF suppression
	revised
	B
	
	EMC_PC
	C1

	CP-130413
	24.605
	0015
	8
	11.1.0
	Rel‑12
	PSAP callback CONF suppression
	approved
	B
	12.0.0
	EMC_PC
	C1

	CP-130224
	24.608
	0024
	1
	8.4.0
	Rel‑8
	From-change for TIP, not TIR
	approved
	F
	8.5.0
	MAINT_R2
	C1

	CP-130224
	24.608
	0025
	1
	9.1.0
	Rel‑9
	From-change for TIP, not TIR
	approved
	A
	9.2.0
	MAINT_R2
	C1

	CP-130224
	24.608
	0026
	1
	10.0.0
	Rel‑10
	From-change for TIP, not TIR
	approved
	A
	10.1.0
	MAINT_R2
	C1

	CP-130224
	24.608
	0027
	1
	11.2.0
	Rel‑11
	From-change for TIP, not TIR
	approved
	A
	11.3.0
	MAINT_R2
	C1

	CP-130269
	24.610
	0022
	6
	11.2.0
	Rel‑12
	Prevent HOLD for PSAP callback
	revised
	B
	
	EMC_PC
	C1

	CP-130407
	24.610
	0022
	7
	11.2.0
	Rel‑12
	Prevent HOLD for PSAP callback
	revised
	B
	
	EMC_PC
	C1

	CP-130414
	24.610
	0022
	8
	11.2.0
	Rel‑12
	Prevent HOLD for PSAP callback
	approved
	B
	12.0.0
	EMC_PC
	C1

	CP-130269
	24.611
	0032
	3
	11.2.0
	Rel‑12
	PSAP callback ICB suppression
	revised
	B
	
	EMC_PC
	C1

	CP-130408
	24.611
	0032
	4
	11.2.0
	Rel‑12
	PSAP callback ICB suppression
	revised
	B
	
	EMC_PC
	C1

	CP-130415
	24.611
	0032
	5
	11.2.0
	Rel‑12
	PSAP callback ICB suppression
	approved
	B
	12.0.0
	EMC_PC
	C1

	CP-130265
	24.611
	0033
	3
	11.2.0
	Rel‑12
	Barring of incoming OPTIONS requests
	approved
	B
	12.0.0
	TEI12
	C1

	CP-130265
	24.623
	0033
	1
	12.0.0
	Rel‑12
	"Addition of ""request-name"" XML element"
	approved
	B
	12.1.0
	TEI12
	C1

	CP-130265
	24.628
	0041
	1
	11.2.0
	Rel‑12
	Correcting figure numbers
	approved
	D
	12.0.0
	TEI12
	C1

	CP-130269
	24.629
	0014
	7
	11.2.0
	Rel‑12
	Prevent ECT for PSAP callback
	revised
	B
	
	EMC_PC
	C1

	CP-130409
	24.629
	0014
	8
	11.2.0
	Rel‑12
	Prevent ECT for PSAP callback
	revised
	B
	
	EMC_PC
	C1

	CP-130416
	24.629
	0014
	9
	11.2.0
	Rel‑12
	Prevent ECT for PSAP callback
	approved
	B
	12.0.0
	EMC_PC
	C1

	CP-130221
	24.642
	0081
	2
	8.10.0
	Rel‑8
	Reference Update: RFC 6910
	approved
	F
	8.11.0
	CCBS_CCNR
	C1

	CP-130221
	24.642
	0082
	2
	9.9.0
	Rel‑9
	Reference Update: RFC 6910
	approved
	A
	9.10.0
	CCBS_CCNR
	C1

	CP-130221
	24.642
	0083
	2
	10.6.0
	Rel‑10
	Reference Update: RFC 6910
	approved
	A
	10.7.0
	CCBS_CCNR
	C1

	CP-130221
	24.642
	0084
	2
	11.3.0
	Rel‑11
	Reference Update: RFC 6910
	approved
	A
	11.4.0
	CCBS_CCNR
	C1

	RP-130762
	25.101
	0946
	-
	9.11.0
	Rel‑9
	Adding definition of UE maximum output power for DC-HSUPA
	approved
	F
	9.12.0
	RANimp-DC_HSUPA
	R4

	RP-130762
	25.101
	0947
	-
	10.8.0
	Rel‑10
	Adding definition of UE maximum output power for DC-HSUPA
	approved
	A
	10.9.0
	RANimp-DC_HSUPA
	R4

	RP-130762
	25.101
	0948
	-
	11.5.0
	Rel‑11
	Adding definition of UE maximum output power for DC-HSUPA
	approved
	A
	11.6.0
	RANimp-DC_HSUPA
	R4

	RP-130762
	25.101
	0949
	1
	9.11.0
	Rel‑9
	Correction to center frequency offset for additional spectrum emissions mask
	approved
	F
	9.12.0
	RANimp-DC_HSUPA
	R4

	RP-130762
	25.101
	0950
	-
	10.8.0
	Rel‑10
	Correction to center frequency offset for additional spectrum emissions mask
	approved
	A
	10.9.0
	RANimp-DC_HSUPA
	R4

	RP-130762
	25.101
	0951
	-
	11.5.0
	Rel‑11
	Correction to center frequency offset for additional spectrum emissions mask
	approved
	A
	11.6.0
	RANimp-DC_HSUPA
	R4

	RP-130768
	25.101
	0952
	-
	11.5.0
	Rel‑11
	Correction to Definitions list
	approved
	F
	11.6.0
	8C_HSDPA-Core
	R4

	RP-130764
	25.101
	0954
	1
	10.8.0
	Rel‑10
	Co-existence with 2.6GHz bands
	approved
	F
	10.9.0
	TEI10
	R4

	RP-130768
	25.101
	0955
	1
	11.5.0
	Rel‑11
	Co-existence with 2.6GHz bands
	approved
	F
	11.6.0
	TEI11
	R4

	RP-130791
	25.101
	0960
	-
	11.5.0
	Rel‑12
	Introduction of Band 30
	approved
	B
	12.0.0
	LTE_WCS_band-Core
	R4

	RP-130768
	25.101
	0964
	-
	11.5.0
	Rel‑11
	Introduction of F-TPICH demodulation performance requirements in F-TPICH out-of-quality handling requirements
	approved
	F
	11.6.0
	HSPA_UL_TxDiv-CL-Core
	R4

	RP-130766
	25.101
	0966
	-
	10.8.0
	Rel‑10
	Carrier aggregation in multi-RAT UTRA and E-UTRA terminals
	approved
	F
	10.9.0
	LTE_CA-Core
	R4

	RP-130766
	25.101
	0967
	-
	11.5.0
	Rel‑11
	Carrier aggregation in multi-RAT UTRA and E-UTRA terminals
	approved
	A
	11.6.0
	LTE_CA-Core
	R4

	RP-130790
	25.101
	0971
	-
	11.5.0
	Rel‑12
	Protection of LTE 450 band
	approved
	B
	12.0.0
	LTE450_Brazil-Core
	R4

	RP-130764
	25.101
	0972
	1
	10.8.0
	Rel‑10
	Editorial CR for 25.101 rel-10
	approved
	F
	10.9.0
	TEI10
	R4

	RP-130764
	25.101
	0973
	-
	11.5.0
	Rel‑11
	Editorial CR for 25.101 rel-11
	approved
	A
	11.6.0
	TEI10
	R4

	RP-130764
	25.102
	0378
	-
	11.4.0
	Rel‑11
	Co-existence around 3500 MHz
	approved
	F
	11.5.0
	RInImp8-UMTSLTE3500
	R4

	RP-130768
	25.104
	0649
	-
	11.5.0
	Rel‑11
	Introduction of dual-band 4C-HSDPA configuration for Band I and VIII
	approved
	B
	11.6.0
	HSDPA_DB_MC-Core
	R4

	RP-130768
	25.104
	0650
	-
	11.5.0
	Rel‑11
	Correction to Definitions list
	approved
	F
	11.6.0
	8C_HSDPA-Core
	R4

	RP-130800
	25.104
	0651
	1
	11.5.0
	Rel‑11
	Indication of HSDPA Multiflow BS performance requirements
	approved
	B
	11.6.0
	HSDPA_MFTX-Perf
	R4

	RP-130769
	25.104
	0652
	1
	11.5.0
	Rel‑11
	Introduction of remaining requirements for multi-band operation
	approved
	B
	11.6.0
	MB_MSR_RF-Perf
	R4

	RP-130791
	25.104
	0653
	1
	11.5.0
	Rel‑12
	Introduction of Band 30
	approved
	B
	12.0.0
	LTE_WCS_band-Core
	R4

	RP-130790
	25.104
	0654
	1
	11.5.0
	Rel‑12
	Introduction of LTE 450 into TS 25.104
	approved
	B
	12.0.0
	LTE450_Brazil-Core
	R4

	RP-130769
	25.105
	0299
	1
	11.3.0
	Rel‑11
	Introduction of remaining requirements for multi-band operation
	approved
	B
	11.4.0
	MB_MSR_RF-Perf
	R4

	RP-130768
	25.105
	0300
	1
	11.3.0
	Rel‑11
	On additional ACLR requirement
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130764
	25.105
	0301
	-
	11.3.0
	Rel‑11
	Co-existence around 3500 MHz
	approved
	F
	11.4.0
	RInImp8-UMTSLTE3500
	R4

	RP-130768
	25.105
	0302
	-
	11.3.0
	Rel‑11
	Rel.11 CR for 25.105: Editorial Corrections
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130768
	25.105
	0303
	1
	11.3.0
	Rel‑11
	Addition of MC-HSDPA for general clause 6.1
	approved
	F
	11.4.0
	TEI11
	R4

	RP-130769
	25.123
	0552
	1
	11.2.0
	Rel‑11
	Correction to the enhanced MDT requirements in 25.123
	approved
	F
	11.3.0
	eMDT_UMTSLTE-Core
	R4

	RP-130791
	25.123
	0555
	1
	11.2.0
	Rel‑12
	Introduction of Band 30
	approved
	F
	12.0.0
	LTE_WCS_band-Core
	R4

	RP-130770
	25.133
	1262
	-
	11.4.0
	Rel‑11
	Correction for RSRQ based reselection in UTRA idle mode
	approved
	F
	11.5.0
	LTE-RF
	R4

	RP-130761
	25.133
	1264
	-
	8.19.0
	Rel‑8
	Clarification of Ecat for CELL_FACH TVM reporting
	approved
	F
	8.20.0
	TEI8
	R4

	RP-130761
	25.133
	1265
	-
	9.15.0
	Rel‑9
	Clarification of Ecat for CELL_FACH TVM reporting
	approved
	A
	9.16.0
	TEI8
	R4

	RP-130761
	25.133
	1266
	-
	10.9.0
	Rel‑10
	Clarification of Ecat for CELL_FACH TVM reporting
	approved
	A
	10.10.0
	TEI8
	R4

	RP-130768
	25.133
	1268
	-
	11.4.0
	Rel‑11
	Addition of value for maximum cell timing change for CELL_FACH E-UTRA measurements
	approved
	F
	11.5.0
	TEI11, Cell_FACH_enh-Core
	R4

	RP-130799
	25.133
	1269
	1
	11.4.0
	Rel‑11
	Test procedure for 2/10msec TTI selection when operating Enhanced Uplink in CELL_FACH
	approved
	B
	11.5.0
	Cell_FACH_enh-Perf
	R4

	RP-130769
	25.133
	1272
	1
	11.4.0
	Rel‑11
	Condition clarification in MDT requirements
	approved
	F
	11.5.0
	eMDT_UMTSLTE-Core
	R4

	RP-130768
	25.133
	1274
	1
	11.4.0
	Rel‑11
	Inter-frequency Measurement Requirements without CM for MC-HSDPA
	approved
	F
	11.5.0
	TEI11
	R4

	RP-130768
	25.133
	1275
	1
	11.4.0
	Rel‑11
	Packet Loss Rate on Serving Carriers in MC-HSDPA
	approved
	F
	11.5.0
	TEI11
	R4

	RP-130762
	25.133
	1276
	1
	9.15.0
	Rel‑9
	Corrections of UTRAN FDD CSG Proximity Indication Test Case (Rel‑9)
	approved
	F
	9.16.0
	TEI9
	R4

	RP-130762
	25.133
	1277
	-
	10.9.0
	Rel‑10
	Corrections of UTRAN FDD CSG Proximity Indication Test Case (Rel‑10)
	approved
	A
	10.10.0
	TEI9
	R4

	RP-130762
	25.133
	1278
	-
	11.4.0
	Rel‑11
	Corrections of UTRAN FDD CSG Proximity Indication Test Case (Rel‑11)
	approved
	A
	11.5.0
	TEI9
	R4

	RP-130791
	25.133
	1279
	1
	11.4.0
	Rel‑12
	Introduction of Band 30
	approved
	F
	12.0.0
	LTE_WCS_band-Core
	R4

	RP-130768
	25.133
	1283
	-
	11.4.0
	Rel‑11
	CR on RSRQ based cell reselction testing
	approved
	F
	11.5.0
	TEI11
	R4

	RP-130768
	25.141
	0643
	-
	11.4.0
	Rel‑11
	Introduction of dual-band 4C-HSDPA configuration for Band I and VIII
	approved
	B
	11.5.0
	HSDPA_DB_MC-Perf
	R4

	RP-130764
	25.141
	0644
	1
	10.8.0
	Rel‑10
	2X2MIMO: BS conformance testing for S-CPICH
	approved
	F
	10.9.0
	TEI10
	R4

	RP-130764
	25.141
	0645
	-
	11.4.0
	Rel‑11
	2X2MIMO: BS conformance testing for S-CPICH
	approved
	A
	11.5.0
	TEI10
	R4

	RP-130768
	25.141
	0646
	-
	11.4.0
	Rel‑11
	Correction to Definitions list
	approved
	F
	11.5.0
	8C_HSDPA-Core
	R4

	RP-130800
	25.141
	0647
	1
	11.4.0
	Rel‑11
	Indication of HSDPA Multiflow BS performance requirements
	approved
	B
	11.5.0
	HSDPA_MFTX-Perf
	R4

	RP-130792
	25.141
	0648
	1
	11.4.0
	Rel‑12
	Introduction of Band 30
	approved
	B
	12.0.0
	LTE_WCS_band-Perf
	R4

	RP-130790
	25.141
	0649
	1
	11.4.0
	Rel‑12
	Introduction of LTE 450 into TS 25.141
	approved
	B
	12.0.0
	LTE450_Brazil-Core
	R4

	RP-130768
	25.142
	0298
	1
	11.2.0
	Rel‑11
	On additional ACLR requirement
	approved
	F
	11.3.0
	TEI11
	R4

	RP-130764
	25.142
	0299
	-
	11.2.0
	Rel‑11
	Co-existence around 3500 MHz
	approved
	F
	11.3.0
	RInImp8-UMTSLTE3500
	R4

	RP-130768
	25.142
	0300
	-
	11.2.0
	Rel‑11
	Rel.11 CR for 25.142: Editorial Corrections and Amendment with Missed TT Values
	approved
	F
	11.3.0
	TEI11
	R4

	RP-130768
	25.142
	0301
	1
	11.2.0
	Rel‑11
	Addition of MC-HSDPA for general clause 6.1
	approved
	F
	11.3.0
	TEI11
	R4

	RP-130745
	25.211
	0312
	3
	11.3.0
	Rel‑11
	Correction to the Four Branch MIMO Transmit Diversity
	approved
	F
	11.4.0
	4Tx_HSDPA-Core
	R1

	RP-130746
	25.211
	0313
	1
	11.3.0
	Rel‑11
	Signature and default common E-DCH resource mapping
	approved
	F
	11.4.0
	Cell_FACH_enh-Core
	R1

	RP-130745
	25.212
	0319
	2
	11.4.0
	Rel‑11
	Correction to the HS-SCCH Type 4 Structure
	approved
	F
	11.5.0
	4Tx_HSDPA-Core
	R1

	RP-130748
	25.212
	0320
	1
	11.4.0
	Rel‑11
	Clarification of HS-SCCH orders with the UE is configured in Multiflow and CLTD
	approved
	F
	11.5.0
	HSDPA_MFTX-Core
	R1

	RP-130744
	25.214
	0706
	1
	10.6.0
	Rel‑10
	Correction of HARQ PRE/POST transmission
	approved
	F
	10.7.0
	4C_HSDPA-Core
	R1

	RP-130744
	25.214
	0707
	1
	11.5.0
	Rel‑11
	Correction of HARQ PRE/POST transmission
	approved
	A
	11.6.0
	4C_HSDPA-Core
	R1

	RP-130806
	25.302
	0220
	1
	11.3.0
	Rel‑11
	Combination of Multiflow and UL MIMO
	approved
	C
	11.4.0
	HSDPA_MFTX-Core, MIMO_64QAM_HSUPA-Core
	R2

	RP-130802
	25.304
	0355
	1
	11.2.0
	Rel‑11
	Receive CMAS notification in the limited service state
	approved
	F
	11.3.0
	TEI11, ETWS
	R2

	RP-130809
	25.304
	0356
	-
	11.2.0
	Rel‑11
	Correction in the definition of Threshx,low2
	approved
	F
	11.3.0
	LTE-L23, TEI11
	R2

	RP-130806
	25.304
	0359
	1
	11.2.0
	Rel‑11
	Limiting Inter-RAT measurements for FE-FACH absolute priority reselection
	approved
	C
	11.3.0
	Cell_FACH_enh-Core
	R2

	RP-130806
	25.306
	0417
	1
	11.5.0
	Rel‑11
	Cleanups for FE_FACH related capabilities
	approved
	F
	11.6.0
	Cell_FACH_enh-Core
	R2

	RP-130806
	25.306
	0418
	-
	11.5.0
	Rel‑11
	Adding up the capability dependency for non-contiguous multi_cell
	approved
	F
	11.6.0
	NC_4C_HSDPA-Core
	R2

	RP-130809
	25.306
	0419
	-
	11.5.0
	Rel‑11
	Addition of abbreviations in 25.306
	approved
	F
	11.6.0
	TEI11
	R2

	RP-130806
	25.306
	0425
	1
	11.5.0
	Rel‑11
	Clarification of support for Multiflow with MIMO operation in different bands
	approved
	F
	11.6.0
	HSDPA_MFTX-Core
	R2

	RP-130810
	25.306
	0431
	1
	11.5.0
	Rel‑11
	Introduction of UE capability signalling for wideband RSRQ measurements
	postponed
	F
	
	LTE-L23, TEI11
	R2

	RP-130806
	25.308
	0140
	-
	11.4.0
	Rel‑11
	Removal of FFS for support of STTD on F-DPCH and editorial corrections for 4Tx-HSDPA
	approved
	F
	11.5.0
	4Tx_HSDPA-Core
	R2

	RP-130806
	25.308
	0146
	-
	11.4.0
	Rel‑11
	Combination of Mutiflow HSDPA and UL MIMO or UL CLTD
	approved
	F
	11.5.0
	HSDPA_MFTX-Core, MIMO_64QAM_HSUPA-Core, HSPA_UL_TxDiv-CL-Core
	R2

	RP-130806
	25.321
	0792
	-
	11.3.0
	Rel‑11
	Clarification of the maximum number of re-ordering SDUs for the inter-Node B Multiflow
	approved
	F
	11.4.0
	HSDPA_MFTX-Core
	R2

	RP-130806
	25.321
	0793
	-
	11.3.0
	Rel‑11
	Correction on E-TFC selection procedure for uplink MIMO
	approved
	F
	11.4.0
	MIMO_64QAM_HSUPA-Core
	R2

	RP-130804
	25.331
	5376
	-
	10.11.0
	Rel‑10
	Clarification on UE Information procedure
	approved
	F
	10.12.0
	ANR_UTRAN-Core, MDT_UMTSLTE-Core
	R2

	RP-130804
	25.331
	5377
	-
	11.5.0
	Rel‑11
	Clarification on UE Information procedure
	approved
	F
	11.6.0
	ANR_UTRAN-Core, MDT_UMTSLTE-Core, eMDT_UMTSLTE-Core
	R2

	RP-130809
	25.331
	5378
	-
	11.5.0
	Rel‑11
	Corrections to Extended E-UTRA Frequency Band and EARFCN value ranges
	approved
	F
	11.6.0
	TEI11
	R2

	RP-130806
	25.331
	5379
	-
	11.5.0
	Rel‑11
	SIB7 reading and 2nd DRX in CELL_FACH
	approved
	F
	11.6.0
	Cell_FACH_enh-Core
	R2

	RP-130802
	25.331
	5381
	-
	8.22.0
	Rel‑8
	LI size and Flexible RLC PDUs in uplink
	approved
	F
	8.23.0
	RANimp-UplinkL2dataRates
	R2

	RP-130802
	25.331
	5382
	-
	9.14.0
	Rel‑9
	LI size and Flexible RLC PDUs in uplink
	approved
	A
	9.15.0
	RANimp-UplinkL2dataRates
	R2

	RP-130802
	25.331
	5383
	-
	10.11.0
	Rel‑10
	LI size and Flexible RLC PDUs in uplink
	approved
	A
	10.12.0
	RANimp-UplinkL2dataRates
	R2

	RP-130802
	25.331
	5384
	-
	11.5.0
	Rel‑11
	LI size and Flexible RLC PDUs in uplink
	approved
	A
	11.6.0
	RANimp-UplinkL2dataRates
	R2

	RP-130807
	25.331
	5391
	-
	11.5.0
	Rel‑11
	Clarification on Inter-RAT handover to UTRAN
	approved
	F
	11.6.0
	SAES-SRVCC, rSRVCC-RAN_UTRA-Core
	R2

	RP-130688
	25.331
	5392
	1
	10.11.0
	Rel‑10
	25.331 CR (Rel‑10, F) - Clarifications on MFBI aspects for dedicated signalling
	postponed
	F
	
	TEI10
	R2

	RP-130689
	25.331
	5393
	1
	11.5.0
	Rel‑11
	25.331 CR (Rel‑11, A) - Clarifications on MFBI aspects for dedicated signalling
	postponed
	A
	
	TEI10
	R2

	RP-130807
	25.331
	5402
	-
	11.5.0
	Rel‑11
	Clarification of the security configuration after simultaneous CS and PS inter-RAT Handover
	approved
	F
	11.6.0
	HODSRDTM, RANimp-HSPAVoIP, TEI11
	R2

	RP-130802
	25.331
	5403
	-
	11.5.0
	Rel‑11
	Correction for PS connection setup prohibition while SIB3 is being updated
	approved
	F
	11.6.0
	TEI11, ETWS
	R2

	RP-130809
	25.331
	5408
	-
	11.5.0
	Rel‑11
	Correction to Cell Update message with optimised encoding
	approved
	F
	11.6.0
	TEI11
	R2

	RP-130805
	25.331
	5414
	-
	10.11.0
	Rel‑10
	Corrections to UE selection of legacy frequency band for Multiple Frequency Band Indicators
	approved
	F
	10.12.0
	TEI10
	R2

	RP-130805
	25.331
	5416
	-
	11.5.0
	Rel‑11
	Corrections to UE selection of legacy frequency band for Multiple Frequency Band Indicators
	approved
	A
	11.6.0
	TEI10
	R2

	RP-130806
	25.331
	5417
	-
	11.5.0
	Rel‑11
	Correction of semantics description of PRACH preamble control parameters extension list Type 1
	approved
	F
	11.6.0
	Cell_FACH_enh-Core
	R2

	RP-130810
	25.331
	5422
	1
	11.5.0
	Rel‑11
	Introduction of UE capability signalling for wideband RSRQ measurements
	postponed
	F
	
	LTE-L23, TEI11
	R2

	RP-130806
	25.331
	5423
	-
	11.5.0
	Rel‑11
	"Renumbering of ""Available Signatures"" for FE-FACH"
	approved
	F
	11.6.0
	Cell_FACH_enh-Core
	R2

	RP-130802
	25.331
	5427
	1
	8.22.0
	Rel‑8
	Clarification for the support of DC-HSDPA
	approved
	F
	8.23.0
	RANimp-DCHSDPA
	R2

	RP-130802
	25.331
	5428
	1
	9.14.0
	Rel‑9
	Clarification for the support of DC-HSDPA
	approved
	A
	9.15.0
	RANimp-DCHSDPA
	R2

	RP-130802
	25.331
	5429
	1
	10.11.0
	Rel‑10
	Clarification for the support of DC-HSDPA
	approved
	A
	10.12.0
	RANimp-DCHSDPA
	R2

	RP-130802
	25.331
	5430
	1
	11.5.0
	Rel‑11
	Clarification for the support of DC-HSDPA
	approved
	A
	11.6.0
	RANimp-DCHSDPA
	R2

	RP-130638
	25.413
	1225
	-
	11.3.0
	Rel‑11
	Clarification on Positioning Data Discriminator IE
	approved
	F
	11.4.0
	TEI11, RANimp-ANSS
	R3

	RP-130643
	25.413
	1226
	-
	11.3.0
	Rel‑11
	Correction of BBAI information
	approved
	F
	11.4.0
	TEI11
	R3

	RP-130637
	25.413
	1227
	1
	11.3.0
	Rel‑11
	Provide IMEISV to RNC to identify UE characteristics
	approved
	F
	11.4.0
	LATE_UE, TEI11
	R3

	RP-130643
	25.413
	1228
	2
	11.3.0
	Rel‑11
	Resolution of ambiguity around reject causes in MOCN
	approved
	F
	11.4.0
	TEI11
	R3

	RP-130643
	25.413
	1234
	2
	11.3.0
	Rel‑11
	Redirect indication for NAS rejection cause #17 and #25
	approved
	F
	11.4.0
	TEI11
	R3

	RP-130643
	25.413
	1235
	2
	11.3.0
	Rel‑11
	Clarification on CS/PS coordination
	approved
	F
	11.4.0
	TEI11
	R3

	RP-130639
	25.413
	1236
	1
	9.9.0
	Rel‑9
	Correction of SRVCC procedure in case of PS handover failure
	approved
	F
	9.10.0
	TEI9
	R3

	RP-130639
	25.413
	1237
	1
	10.9.0
	Rel‑10
	Correction of SRVCC procedure in case of PS handover failure
	approved
	A
	10.10.0
	TEI9
	R3

	RP-130639
	25.413
	1238
	1
	11.3.0
	Rel‑11
	Correction of SRVCC procedure in case of PS handover failure
	approved
	A
	11.4.0
	TEI9
	R3

	RP-130643
	25.425
	0174
	-
	11.2.0
	Rel‑11
	Correction of spare bit allocation
	approved
	F
	11.3.0
	TEI11
	R3

	RP-130643
	25.433
	1993
	-
	11.4.0
	Rel‑11
	Correction tabular for Scheduling Priority Indicator IE
	approved
	F
	11.5.0
	TEI11
	R3

	RP-130641
	25.433
	1994
	-
	11.4.0
	Rel‑11
	Correction of System Information Update to include the support for the new SIBs introduced in Rel‑11
	approved
	F
	11.5.0
	SIMTC-RAN_OC-CORE, Cell_FACH_enh-Core
	R3

	RP-130638
	25.453
	0137
	-
	11.0.0
	Rel‑11
	Clarification on Positioning Data Discriminator IE
	approved
	F
	11.1.0
	TEI11, RANimp-ANSS
	R3

	RP-130643
	25.467
	0199
	-
	11.2.0
	Rel‑11
	Correction of the reference architecture figure
	approved
	F
	11.3.0
	TEI11
	R3

	SP-130188
	26.114
	0237
	1
	12.1.0
	Rel‑12
	Camera and Flip bits semantic clarifications
	approved
	F
	12.2.0
	CVO
	S4

	SP-130188
	26.114
	0246
	1
	12.1.0
	Rel‑12
	Correction of text regarding order when compensating for flip and rotation
	approved
	F
	12.2.0
	CVO
	S4

	SP-130181
	26.114
	0247
	1
	9.11.0
	Rel‑9
	Correction on ECN Capability Indication in the SDP
	approved
	F
	9.12.0
	LTEimp-Vocoder
	S4

	SP-130181
	26.114
	0248
	1
	10.6.0
	Rel‑10
	Correction on ECN Capability Indication in the SDP
	approved
	A
	10.7.0
	LTEimp-Vocoder
	S4

	SP-130181
	26.114
	0249
	1
	11.6.0
	Rel‑11
	Correction on ECN Capability Indication in the SDP
	approved
	A
	11.7.0
	LTEimp-Vocoder
	S4

	SP-130181
	26.114
	0250
	1
	12.1.0
	Rel‑12
	Correction on ECN Capability Indication in the SDP
	approved
	A
	12.2.0
	LTEimp-Vocoder
	S4

	SP-130191
	26.114
	0253
	1
	12.1.0
	Rel‑12
	Correcting Re-use of H.264 Parameter Set Identifier
	approved
	F
	12.2.0
	TEI12
	S4

	SP-130191
	26.114
	0254
	-
	12.1.0
	Rel‑12
	Missing IANA registration information for two SDP attributes
	approved
	F
	12.2.0
	TEI12
	S4

	SP-130189
	26.131
	0056
	-
	11.2.0
	Rel‑12
	Adding receiving distortion tests at frequencies lower than 1020Hz
	approved
	B
	12.0.0
	ART_LTE-NBWB
	S4

	SP-130189
	26.131
	0057
	1
	11.2.0
	Rel‑12
	Update acoustic requirements specification to cover MTSI speech-only services over LTE (narrowband and wideband)
	approved
	B
	12.0.0
	ART_LTE-NBWB
	S4

	SP-130185
	26.132
	0058
	1
	11.2.0
	Rel‑11
	Update of the reference algorithm for echo control characteristics evaluation in Annex B
	approved
	F
	11.3.0
	Ext_ATS
	S4

	SP-130189
	26.132
	0059
	-
	11.2.0
	Rel‑12
	Adding receiving distortion tests at frequencies lower than 1020Hz
	approved
	B
	12.0.0
	ART_LTE-NBWB
	S4

	SP-130189
	26.132
	0060
	2
	11.2.0
	Rel‑12
	Update acoustic test method specification to cover MTSI speech-only services over LTE (narrowband and wideband)
	approved
	B
	12.0.0
	ART_LTE-NBWB
	S4

	SP-130185
	26.132
	0061
	2
	11.2.0
	Rel‑11
	UE delay test method
	approved
	F
	11.3.0
	Ext_ATS
	S4

	SP-130183
	26.234
	0211
	-
	9.9.0
	Rel‑9
	Missing RDF schema identification
	approved
	F
	9.10.0
	PMA-MBS_Ext
	S4

	SP-130183
	26.234
	0212
	-
	10.4.0
	Rel‑10
	Missing RDF schema identification
	approved
	A
	10.5.0
	PMA-MBS_Ext
	S4

	SP-130186
	26.234
	0213
	-
	11.1.0
	Rel‑11
	Missing RDF schema identification
	approved
	F
	11.2.0
	M3DV
	S4

	SP-130188
	26.234
	0214
	-
	12.0.0
	Rel‑12
	Missing RDF schema identification
	approved
	F
	12.1.0
	CVO
	S4

	SP-130182
	26.237
	0072
	1
	9.9.0
	Rel‑9
	Clarification on File Repair Procedure in IMS-based MBMS Download Service
	approved
	F
	9.10.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-130182
	26.237
	0073
	1
	10.6.0
	Rel‑10
	Clarification on File Repair Procedure in IMS-based MBMS Download Service
	approved
	A
	10.7.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-130182
	26.237
	0074
	1
	11.0.0
	Rel‑11
	Clarification on File Repair Procedure in IMS-based MBMS Download Service
	approved
	A
	11.1.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-130184
	26.247
	0018
	6
	10.3.0
	Rel‑10
	General Corrections to DASH
	approved
	F
	10.4.0
	HTTP_SDS
	S4

	SP-130184
	26.247
	0025
	2
	10.3.0
	Rel‑10
	DASH Profiles correction
	approved
	F
	10.4.0
	HTTP_SDS
	S4

	SP-130184
	26.247
	0026
	2
	11.2.0
	Rel‑11
	DASH Profiles correction
	approved
	A
	11.3.0
	HTTP_SDS
	S4

	SP-130184
	26.247
	0027
	1
	10.3.0
	Rel‑10
	Correction of Cardinality of DeltaSupport element in Table 8-5
	approved
	F
	10.4.0
	HTTP_SDS
	S4

	SP-130184
	26.247
	0028
	1
	11.2.0
	Rel‑11
	Correction of Cardinality of DeltaSupport element in Table 8-5
	approved
	A
	11.3.0
	HTTP_SDS
	S4

	SP-130184
	26.247
	0029
	2
	10.3.0
	Rel‑10
	Correction of MPD Delta MIME type information
	approved
	F
	10.4.0
	HTTP_SDS
	S4

	SP-130184
	26.247
	0030
	2
	11.2.0
	Rel‑11
	Correction of MPD Delta MIME type information
	approved
	A
	11.3.0
	HTTP_SDS
	S4

	SP-130184
	26.247
	0031
	-
	11.2.0
	Rel‑11
	General Corrections to DASH
	approved
	A
	11.3.0
	HTTP_SDS
	S4

	SP-130187
	26.346
	0306
	2
	11.4.0
	Rel‑11
	Confidentiality Protection of Associated Delivery Procedure Messages
	approved
	F
	11.5.0
	TEI11
	S4

	SP-130183
	26.346
	0321
	2
	9.10.0
	Rel‑9
	Correction of MBMS Session Identity
	approved
	F
	9.11.0
	PMA-MBS_Ext
	S4

	SP-130183
	26.346
	0322
	2
	10.7.0
	Rel‑10
	Correction of MBMS Session Identity
	approved
	A
	10.8.0
	PMA-MBS_Ext
	S4

	SP-130183
	26.346
	0323
	2
	11.4.0
	Rel‑11
	Correction of MBMS Session Identity
	approved
	A
	11.5.0
	PMA-MBS_Ext
	S4

	SP-130183
	26.346
	0324
	1
	9.10.0
	Rel‑9
	Correction to metadata reference and USD example
	approved
	F
	9.11.0
	PMA-MBS_Ext
	S4

	SP-130183
	26.346
	0325
	1
	10.7.0
	Rel‑10
	Correction to metadata reference and USD example
	approved
	A
	10.8.0
	PMA-MBS_Ext
	S4

	SP-130183
	26.346
	0326
	1
	11.4.0
	Rel‑11
	Correction to metadata reference and USD example
	approved
	A
	11.5.0
	PMA-MBS_Ext
	S4

	CP-130234
	27.007
	0391
	1
	9.8.0
	Rel‑9
	Corrections of +CSSAC
	approved
	F
	9.9.0
	SSAC
	C1

	CP-130234
	27.007
	0392
	1
	10.7.0
	Rel‑10
	Corrections of +CSSAC
	approved
	A
	10.8.0
	SSAC
	C1

	CP-130234
	27.007
	0393
	1
	11.6.0
	Rel‑11
	Corrections of +CSSAC
	approved
	A
	11.7.0
	SSAC
	C1

	CP-130234
	27.007
	0394
	1
	12.0.0
	Rel‑12
	Corrections of +CSSAC
	approved
	A
	12.1.0
	SSAC
	C1

	CP-130264
	27.007
	0395
	-
	12.0.0
	Rel‑12
	Enhancement of +CGSN
	approved
	B
	12.1.0
	TEI12
	C1

	CP-130264
	27.007
	0396
	4
	12.0.0
	Rel‑12
	Supported radio accesses, +CSRA
	approved
	B
	12.1.0
	TEI12
	C1

	CP-130264
	27.007
	0398
	1
	12.0.0
	Rel‑12
	Correction to media for SIP-URI
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130264
	27.007
	0400
	1
	12.0.0
	Rel‑12
	MSRP as media for SIP-URI
	approved
	C
	12.1.0
	TEI12
	C1

	CP-130264
	27.007
	0401
	1
	12.0.0
	Rel‑12
	Minor correction for +CUSATW
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130264
	27.007
	0402
	2
	12.0.0
	Rel‑12
	AT command for Circuit Switched Fallback Support
	approved
	B
	12.1.0
	TEI12
	C1

	CP-130254
	27.007
	0404
	1
	11.6.0
	Rel‑11
	Removal of Editors note for ATURI
	approved
	F
	11.7.0
	ATURI
	C1

	CP-130254
	27.007
	0405
	1
	12.0.0
	Rel‑12
	Removal of Editors note for ATURI
	approved
	A
	12.1.0
	ATURI
	C1

	CP-130254
	27.007
	0406
	1
	11.6.0
	Rel‑11
	Missing optionality for UR-code +CMCCSS7: <CUG_index>
	approved
	F
	11.7.0
	ATURI, TEI11
	C1

	CP-130254
	27.007
	0407
	1
	12.0.0
	Rel‑12
	Missing optionality for UR-code +CMCCSS7: <CUG_index>
	approved
	A
	12.1.0
	ATURI, TEI11
	C1

	CP-130264
	27.007
	0408
	-
	12.0.0
	Rel‑12
	Alignments and corrections of descriptions and parameters
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130254
	27.007
	0409
	2
	11.6.0
	Rel‑11
	Call Forwarding URI support
	approved
	B
	11.7.0
	ATURI
	C1

	CP-130254
	27.007
	0410
	2
	12.0.0
	Rel‑12
	Call Forwarding URI support
	approved
	A
	12.1.0
	ATURI
	C1

	CP-130264
	27.007
	0411
	1
	12.0.0
	Rel‑12
	General error extensions to +CMEE
	approved
	B
	12.1.0
	TEI12
	C1

	SP-130267
	28.623
	0002
	2
	11.0.0
	Rel‑11
	CR R11 28.623 Correction of XML schema
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130304
	28.623
	0002
	2
	11.0.0
	Rel‑11
	Correction of XML schema
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130267
	28.628
	0002
	1
	11.1.0
	Rel‑11
	Rel‑11 CR 28.628 SON coordination synchronization with 32.522
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130304
	28.628
	0002
	1
	11.1.0
	Rel‑11
	SON coordination synchronization with TS 32.522
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130304
	28.628
	0003
	-
	11.1.0
	Rel‑11
	Energy saving synchronization with TS 32.522
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130267
	28.628
	0003
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.628 Energy saving synchronization with 32.522
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130304
	28.628
	0004
	-
	11.1.0
	Rel‑11
	Correction of attribute constraints
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130267
	28.628
	0004
	-
	11.1.0
	Rel‑11
	R11 CR 28.628 Correction of attribute constraints
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130267
	28.629
	0001
	1
	11.0.0
	Rel‑11
	Rel‑11 CR 28.629 SON coordination synchronization with 32.526
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130304
	28.629
	0001
	1
	11.0.0
	Rel‑11
	SON coordination synchronization with TS 32.526
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130267
	28.629
	0002
	1
	11.0.0
	Rel‑11
	Rel‑11 CR 28.629 Energy saving synchronization with 32.526
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130304
	28.629
	0002
	1
	11.0.0
	Rel‑11
	Energy saving synchronization with TS 32.526
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130304
	28.658
	0003
	1
	11.1.0
	Rel‑11
	Energy saving synchronization with TS 32.762
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130267
	28.658
	0003
	1
	11.1.0
	Rel‑11
	Rel‑11 CR 28.658 Energy saving synchronization with 32.762
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130304
	28.658
	0004
	2
	11.1.0
	Rel‑11
	Alignment of the the link inheritance relation with TS 28.622
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130267
	28.658
	0004
	2
	11.1.0
	Rel‑11
	Rel‑11 CR 28.658 Align the link inheritance with 28.622
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130304
	28.659
	0003
	1
	11.1.0
	Rel‑11
	Energy saving synchronization with TS 32.766
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130267
	28.659
	0003
	1
	11.1.0
	Rel‑11
	Rel‑11 CR 28.659 Energy saving synchronization with 32.766
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130267
	28.705
	0001
	2
	11.0.0
	Rel‑11
	CR Rel‑11 TS 28.705 Elimination of ambiguities in the TS
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130304
	28.705
	0001
	2
	11.0.0
	Rel‑11
	Elimination of ambiguities in the TS
	approved
	F
	11.1.0
	OAM11
	S5

	CP-130295
	29.002
	1125
	1
	11.6.0
	Rel‑11
	Restoration Priority during SGW and PGW restoration procedures
	approved
	F
	11.7.0
	eNR_EPC
	C4

	CP-130295
	29.002
	1126
	1
	12.0.0
	Rel‑12
	Restoration Priority during SGW and PGW restoration procedures
	approved
	A
	12.1.0
	eNR_EPC
	C4

	CP-130297
	29.002
	1127
	-
	11.6.0
	Rel‑11
	Expicit T4-Trigger Indicator in SRI-SM
	approved
	C
	11.7.0
	SIMTC-Reach
	C4

	CP-130297
	29.002
	1128
	-
	12.0.0
	Rel‑12
	Expicit T4-Trigger Indicator in SRI-SM
	approved
	A
	12.1.0
	SIMTC-Reach
	C4

	CP-130380
	29.002
	1129
	1
	12.0.0
	Rel‑12
	Storing Last known Location Information of purged UE in HSS
	approved
	B
	12.1.0
	TEI12
	C4

	CP-130305
	29.002
	1129
	1
	12.0.0
	Rel‑12
	Storing Last known Location Information of purged UE in HSS
	reissued
	B
	
	TEI12
	C4

	CP-130380
	29.002
	1131
	1
	12.0.0
	Rel‑12
	Clarification on RNC ID value
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130305
	29.002
	1131
	1
	12.0.0
	Rel‑12
	Clarification on RNC ID value
	reissued
	F
	
	TEI12
	C4

	CP-130379
	29.002
	1132
	2
	12.0.0
	Rel‑12
	SIPTO permission for Local Network enhancements
	approved
	B
	12.1.0
	LIMONET-SIPTO
	C4

	CP-130380
	29.002
	1135
	2
	12.0.0
	Rel‑12
	Maximum value for subscribed periodic timers
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130305
	29.002
	1135
	2
	12.0.0
	Rel‑12
	Maximum value for subscribed periodic timers
	reissued
	F
	
	TEI12
	C4

	CP-130281
	29.002
	1139
	3
	9.10.0
	Rel‑9
	MME and SGSN identitiesfor restoration procedures
	approved
	F
	9.11.0
	TEI9
	C4

	CP-130281
	29.002
	1140
	3
	10.8.0
	Rel‑10
	MME and SGSN identitiesfor restoration procedures
	approved
	A
	10.9.0
	TEI9
	C4

	CP-130281
	29.002
	1141
	3
	11.6.0
	Rel‑11
	MME and SGSN identitiesfor restoration procedures
	approved
	A
	11.7.0
	TEI9
	C4

	CP-130281
	29.002
	1142
	3
	12.0.0
	Rel‑12
	MME and SGSN identitiesfor restoration procedures
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130280
	29.002
	1143
	2
	8.19.0
	Rel‑8
	Subscribed RFSP index for Gn SGSNs
	approved
	F
	8.20.0
	TEI8
	C4

	CP-130280
	29.002
	1144
	2
	9.10.0
	Rel‑9
	Subscribed RFSP index for Gn SGSNs
	approved
	A
	9.11.0
	TEI8
	C4

	CP-130280
	29.002
	1145
	2
	10.8.0
	Rel‑10
	Subscribed RFSP index for Gn SGSNs
	approved
	A
	10.9.0
	TEI8
	C4

	CP-130280
	29.002
	1146
	2
	11.6.0
	Rel‑11
	Subscribed RFSP index for Gn SGSNs
	approved
	A
	11.7.0
	TEI8
	C4

	CP-130280
	29.002
	1147
	2
	12.0.0
	Rel‑12
	Subscribed RFSP index for Gn SGSNs
	approved
	A
	12.1.0
	TEI8
	C4

	CP-130264
	29.018
	0117
	2
	12.0.0
	Rel‑12
	Non-combined request received from a UE with an active Gs association
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130266
	29.018
	0121
	2
	12.0.0
	Rel‑12
	Implicit detach timer and implicit IMSI detach
	revised
	F
	
	TEI12
	C1

	CP-130385
	29.018
	0121
	3
	12.0.0
	Rel‑12
	Implicit detach timer and implicit IMSI detach
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130264
	29.018
	0122
	3
	12.0.0
	Rel‑12
	State of Gs association in the SGSN during RAU/TAU
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130378
	29.060
	0941
	1
	12.0.0
	Rel‑12
	SIPTO at the local network
	approved
	B
	12.1.0
	LIMONET-SIPTO
	C4

	CP-130303
	29.060
	0941
	1
	12.0.0
	Rel‑12
	SIPTO at the local network
	reissued
	B
	
	LIMONET-SIPTO
	C4

	CP-130304
	29.060
	0942
	3
	12.0.0
	Rel‑12
	Clarification on how to indicate UE has left a CSG cell
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130304
	29.060
	0944
	3
	12.0.0
	Rel‑12
	Clarification on the use of eARP IE
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130296
	29.060
	0946
	2
	11.6.0
	Rel‑11
	ULI Age
	approved
	F
	11.7.0
	NWK-PL2IMS-CT
	C4

	CP-130296
	29.060
	0947
	2
	12.0.0
	Rel‑12
	ULI Age
	approved
	A
	12.1.0
	NWK-PL2IMS-CT
	C4

	CP-130316
	29.061
	0412
	2
	8.11.0
	Rel‑8
	Completion of non-3GPP procedures
	approved
	F
	8.12.0
	SAES-St3-intwk
	C3

	CP-130316
	29.061
	0413
	2
	9.11.0
	Rel‑9
	Completion of non-3GPP procedures
	approved
	A
	9.12.0
	SAES-St3-intwk
	C3

	CP-130316
	29.061
	0414
	2
	10.9.0
	Rel‑10
	Completion of non-3GPP procedures
	approved
	A
	10.10.0
	SAES-St3-intwk
	C3

	CP-130316
	29.061
	0415
	2
	11.4.0
	Rel‑11
	Completion of non-3GPP procedures
	approved
	A
	11.5.0
	SAES-St3-intwk
	C3

	CP-130316
	29.061
	0416
	2
	12.1.0
	Rel‑12
	Completion of non-3GPP procedures
	approved
	A
	12.2.0
	SAES-St3-intwk
	C3

	CP-130330
	29.061
	0417
	1
	11.4.0
	Rel‑11
	PLMN ID extraction in relation to S2a and S2b
	approved
	F
	11.5.0
	SaMOG_WLAN-CN
	C3

	CP-130330
	29.061
	0418
	1
	12.1.0
	Rel‑12
	PLMN ID extraction in relation to S2a and S2b
	approved
	A
	12.2.0
	SaMOG_WLAN-CN
	C3

	CP-130330
	29.061
	0419
	-
	11.4.0
	Rel‑11
	Correction of TWAN-Identifier encoding
	approved
	F
	11.5.0
	SaMOG_WLAN-CN
	C3

	CP-130330
	29.061
	0420
	-
	12.1.0
	Rel‑12
	Correction of TWAN-Identifier encoding
	approved
	A
	12.2.0
	SaMOG_WLAN-CN
	C3

	CP-130321
	29.061
	0421
	-
	10.9.0
	Rel‑10
	PLMN ID extraction in relation to S2b
	approved
	F
	10.10.0
	SMOG-St3
	C3

	CP-130321
	29.061
	0422
	-
	11.4.0
	Rel‑11
	PLMN ID extraction in relation to S2b
	approved
	A
	11.5.0
	SMOG-St3
	C3

	CP-130321
	29.061
	0423
	-
	12.1.0
	Rel‑12
	PLMN ID extraction in relation to S2b
	approved
	A
	12.2.0
	SMOG-St3
	C3

	CP-130255
	29.118
	0248
	1
	11.6.0
	Rel‑11
	Correction to Selected CS Domain Operator IE definition
	approved
	F
	11.7.0
	FULL_MOCN-GERAN
	C1

	CP-130255
	29.118
	0249
	1
	12.0.0
	Rel‑12
	Correction to Selected CS Domain Operator IE definition
	approved
	A
	12.1.0
	FULL_MOCN-GERAN
	C1

	CP-130258
	29.118
	0256
	1
	12.0.0
	Rel‑12
	Clarification on the SGs-implicit IMSI detach
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130239
	29.118
	0257
	2
	10.9.0
	Rel‑10
	Explicit IMSI detach trigger by the rejection of TAU procedure
	approved
	F
	10.10.0
	NIMTC
	C1

	CP-130239
	29.118
	0258
	2
	11.6.0
	Rel‑11
	Explicit IMSI detach trigger by the rejection of TAU procedure
	approved
	A
	11.7.0
	NIMTC
	C1

	CP-130239
	29.118
	0259
	2
	12.0.0
	Rel‑12
	Explicit IMSI detach trigger by the rejection of TAU procedure
	approved
	A
	12.1.0
	NIMTC
	C1

	CP-130264
	29.118
	0264
	3
	12.0.0
	Rel‑12
	State transition in the MME without SGs signaling
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130258
	29.118
	0265
	3
	12.0.0
	Rel‑12
	Paging response from GERAN/UTRAN during CSFB
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130266
	29.118
	0266
	2
	12.0.0
	Rel‑12
	Implicit detach timer and implicit IMSI detach
	revised
	F
	
	TEI12
	C1

	CP-130386
	29.118
	0266
	3
	12.0.0
	Rel‑12
	Implicit detach timer and implicit IMSI detach
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130258
	29.118
	0267
	-
	12.0.0
	Rel‑12
	Stop the timer Ts13
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130258
	29.118
	0268
	-
	12.0.0
	Rel‑12
	Change VLR number to VLR name
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130264
	29.118
	0269
	4
	12.0.0
	Rel‑12
	Cause Value Mapping Method for Contact without 2G/3G Roaming Agreement
	approved
	F
	12.1.0
	TEI12
	C1

	CP-130258
	29.118
	0270
	3
	12.0.0
	Rel‑12
	VLR handling when CSFB UE failing to access to UTRAN/GERAN
	approved
	F
	12.1.0
	SAES3-CSFB
	C1

	CP-130344
	29.162
	0116
	1
	11.1.0
	Rel‑12
	Handling of SDP media descriptions
	approved
	F
	12.0.0
	IMS-CCR-IWIP
	C3

	CP-130342
	29.162
	0117
	2
	11.1.0
	Rel‑12
	Support for Coordination of Video Orientation
	approved
	B
	12.0.0
	CVO-CT
	C3

	CP-130318
	29.163
	0724
	-
	9.13.0
	Rel‑9
	From and Privacy mapping to Generic Number and APRI clarification
	approved
	F
	9.14.0
	IMS-CCR-IWCS
	C3

	CP-130318
	29.163
	0725
	-
	10.9.0
	Rel‑10
	From and Privacy mapping to Generic Number and APRI clarification
	approved
	A
	10.10.0
	IMS-CCR-IWCS
	C3

	CP-130318
	29.163
	0726
	-
	11.6.0
	Rel‑11
	From and Privacy mapping to Generic Number and APRI clarification
	approved
	A
	11.7.0
	IMS-CCR-IWCS
	C3

	CP-130332
	29.163
	0729
	2
	11.6.0
	Rel‑11
	NPLI mapping specific case
	approved
	F
	11.7.0
	IMS-CCR-IWCS
	C3

	CP-130375
	29.163
	0730
	2
	8.21.0
	Rel‑8
	Reference Update: RFC 6910
	approved
	F
	8.22.0
	CCBS_CCNR
	C3

	CP-130312
	29.163
	0730
	2
	8.21.0
	Rel‑8
	Reference Update: RFC 6910
	revised
	F
	
	CCBS_CCNR
	C3

	CP-130375
	29.163
	0731
	2
	9.13.0
	Rel‑9
	Reference Update: RFC 6910
	approved
	A
	9.14.0
	CCBS_CCNR
	C3

	CP-130312
	29.163
	0731
	2
	9.13.0
	Rel‑9
	Reference Update: RFC 6910
	revised
	A
	
	CCBS_CCNR
	C3

	CP-130375
	29.163
	0732
	2
	10.9.0
	Rel‑10
	Reference Update: RFC 6910
	approved
	A
	10.10.0
	CCBS_CCNR
	C3

	CP-130312
	29.163
	0732
	2
	10.9.0
	Rel‑10
	Reference Update: RFC 6910
	revised
	A
	
	CCBS_CCNR
	C3

	CP-130375
	29.163
	0733
	2
	11.6.0
	Rel‑11
	Reference Update: RFC 6910
	approved
	A
	11.7.0
	CCBS_CCNR
	C3

	CP-130312
	29.163
	0733
	2
	11.6.0
	Rel‑11
	Reference Update: RFC 6910
	revised
	A
	
	CCBS_CCNR
	C3

	CP-130311
	29.163
	0742
	-
	7.26.0
	Rel‑7
	Internal reference correction, ch. 7.4.1
	approved
	F
	7.27.0
	IMS-CCR-IWCS
	C3

	CP-130311
	29.163
	0743
	-
	8.21.0
	Rel‑8
	Internal reference correction, ch. 7.4.1
	approved
	A
	8.22.0
	IMS-CCR-IWCS
	C3

	CP-130311
	29.163
	0744
	-
	9.13.0
	Rel‑9
	Internal reference correction, ch. 7.4.1
	approved
	A
	9.14.0
	IMS-CCR-IWCS
	C3

	CP-130311
	29.163
	0745
	-
	10.9.0
	Rel‑10
	Internal reference correction, ch. 7.4.1
	approved
	A
	10.10.0
	IMS-CCR-IWCS
	C3

	CP-130311
	29.163
	0746
	-
	11.6.0
	Rel‑11
	Internal reference correction, ch. 7.4.1
	approved
	A
	11.7.0
	IMS-CCR-IWCS
	C3

	CP-130344
	29.163
	0747
	1
	11.6.0
	Rel‑12
	Privacy mapping clarifications
	approved
	F
	12.0.0
	IMS-CCR-IWCS
	C3

	CP-130311
	29.163
	0749
	2
	7.26.0
	Rel‑7
	New Cause Code mappings
	approved
	F
	7.27.0
	IMS-CCR-IWCS
	C3

	CP-130311
	29.163
	0750
	2
	8.21.0
	Rel‑8
	New Cause Code mappings
	approved
	A
	8.22.0
	IMS-CCR-IWCS
	C3

	CP-130311
	29.163
	0751
	2
	9.13.0
	Rel‑9
	New Cause Code mappings
	approved
	A
	9.14.0
	IMS-CCR-IWCS
	C3

	CP-130311
	29.163
	0752
	2
	10.9.0
	Rel‑10
	New Cause Code mappings
	approved
	A
	10.10.0
	IMS-CCR-IWCS
	C3

	CP-130311
	29.163
	0753
	2
	11.6.0
	Rel‑11
	New Cause Code mappings
	approved
	A
	11.7.0
	IMS-CCR-IWCS
	C3

	CP-130375
	29.163
	0754
	2
	8.21.0
	Rel‑8
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	approved
	F
	8.22.0
	Overlap
	C3

	CP-130312
	29.163
	0754
	2
	8.21.0
	Rel‑8
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	revised
	F
	
	REDOC_TIS-C1
	C3

	CP-130375
	29.163
	0755
	2
	9.13.0
	Rel‑9
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	approved
	A
	9.14.0
	Overlap
	C3

	CP-130312
	29.163
	0755
	2
	9.13.0
	Rel‑9
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	revised
	A
	
	REDOC_TIS-C1
	C3

	CP-130375
	29.163
	0756
	2
	10.9.0
	Rel‑10
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	approved
	A
	10.10.0
	Overlap
	C3

	CP-130312
	29.163
	0756
	2
	10.9.0
	Rel‑10
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	revised
	A
	
	REDOC_TIS-C1
	C3

	CP-130375
	29.163
	0757
	2
	11.6.0
	Rel‑11
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	approved
	A
	11.7.0
	Overlap
	C3

	CP-130312
	29.163
	0757
	2
	11.6.0
	Rel‑11
	Consolidation of DTMF info package definition in 3GPP TS 24.229
	revised
	A
	
	REDOC_TIS-C1
	C3

	CP-130326
	29.165
	0538
	1
	11.6.0
	Rel‑11
	Major capability of Profile status over II-NNI
	approved
	F
	11.7.0
	IMSProtoc5
	C3

	CP-130324
	29.165
	0542
	1
	11.6.0
	Rel‑11
	Clarification on the II-NNI requirements for inter-operator accounting
	approved
	F
	11.7.0
	II-NNI2
	C3

	CP-130338
	29.165
	0543
	1
	11.6.0
	Rel‑12
	Clarification on the II-NNI requirements for inter-operator accounting
	approved
	B
	12.0.0
	IMSProtoc6
	C3

	CP-130320
	29.165
	0544
	2
	10.11.0
	Rel‑10
	Correction on the status of the major capability related to History-Info header field
	approved
	F
	10.12.0
	II-NNI2
	C3

	CP-130320
	29.165
	0545
	2
	11.6.0
	Rel‑11
	Correction on the status of the major capability related to History-Info header field
	approved
	A
	11.7.0
	II-NNI2
	C3

	CP-130338
	29.165
	0546
	1
	11.6.0
	Rel‑12
	Delivery of original destination identity
	approved
	B
	12.0.0
	IMSProtoc6
	C3

	CP-130320
	29.165
	0547
	1
	10.11.0
	Rel‑10
	Operator agreements for the applicable characteristics of the SIP message body MIMEs
	approved
	F
	10.12.0
	II-NNI2
	C3

	CP-130320
	29.165
	0548
	1
	11.6.0
	Rel‑11
	Operator agreements for the applicable characteristics of the SIP message body MIMEs
	approved
	A
	11.7.0
	II-NNI2
	C3

	CP-130345
	29.165
	0549
	1
	11.6.0
	Rel‑12
	Missing reference for media stream with TCP in the option item table
	approved
	F
	12.0.0
	NNI_OI
	C3

	CP-130324
	29.165
	0550
	1
	11.6.0
	Rel‑11
	Addition of authorization of early media as option item
	approved
	F
	11.7.0
	NNI_OI
	C3

	CP-130336
	29.165
	0551
	2
	11.6.0
	Rel‑12
	Suppression of codec taranscoding between different operators networks
	approved
	B
	12.0.0
	TEI12
	C3

	CP-130333
	29.165
	0552
	-
	11.6.0
	Rel‑11
	Major capability of load control event
	approved
	F
	11.7.0
	IOC
	C3

	CP-130320
	29.165
	0553
	2
	10.11.0
	Rel‑10
	ATCF SRVCC - URIs of authorized SCC ASes
	approved
	F
	10.12.0
	II-NNI2
	C3

	CP-130320
	29.165
	0554
	2
	11.6.0
	Rel‑11
	ATCF SRVCC - URIs of authorized SCC ASes
	approved
	A
	11.7.0
	II-NNI2
	C3

	CP-130320
	29.165
	0555
	1
	10.11.0
	Rel‑10
	ICS corrections
	approved
	F
	10.12.0
	II-NNI2
	C3

	CP-130320
	29.165
	0556
	1
	11.6.0
	Rel‑11
	ICS corrections
	approved
	A
	11.7.0
	II-NNI2
	C3

	CP-130324
	29.165
	0557
	2
	11.6.0
	Rel‑11
	MSC server - URIs of authorized SCC ASes
	approved
	F
	11.7.0
	NNI_OI
	C3

	CP-130329
	29.165
	0558
	1
	11.6.0
	Rel‑11
	TF included in figure 5.1.1
	approved
	F
	11.7.0
	IPXS
	C3

	CP-130339
	29.165
	0559
	1
	11.6.0
	Rel‑12
	Callback for emergency call
	approved
	B
	12.0.0
	EMC_PC
	C3

	CP-130337
	29.165
	0560
	1
	11.6.0
	Rel‑12
	PS to CS SRVCC for originating calls in pre-alerting phase
	approved
	B
	12.0.0
	bSRVCC
	C3

	CP-130340
	29.165
	0561
	2
	11.6.0
	Rel‑12
	PS to CS Dual Radio II-NNI requirements
	approved
	B
	12.0.0
	eDRVCC
	C3

	CP-130340
	29.165
	0562
	2
	11.6.0
	Rel‑12
	CS to PS Dual Radio II-NNI requirements
	approved
	B
	12.0.0
	eDRVCC
	C3

	CP-130308
	29.168
	0036
	-
	12.1.0
	Rel‑12
	Editorial Corrections
	approved
	D
	12.2.0
	TEI12
	C4

	CP-130287
	29.171
	0024
	1
	11.2.0
	Rel‑11
	APDU in Connection Oriented Information message
	approved
	F
	11.3.0
	TEI11
	C4

	CP-130291
	29.172
	0018
	2
	12.0.0
	Rel‑12
	Support of deferred MT-LR and periodic MO-LR TTTP procedures over Lgd interface
	approved
	B
	12.1.0
	Dia_SGSN_GMLC
	C4

	CP-130341
	29.212
	0977
	1
	12.0.0
	Rel‑12
	Reference model update to include Gyn and Gzn
	approved
	B
	12.1.0
	ABC-CT3
	C3

	CP-130316
	29.212
	0979
	2
	8.18.0
	Rel‑8
	Correction in QoS handling procedures in Gn-PGW
	approved
	F
	8.19.0
	SAES-St3-PCC
	C3

	CP-130316
	29.212
	0980
	2
	9.13.0
	Rel‑9
	Correction in QoS handling procedures in Gn-PGW
	approved
	A
	9.14.0
	SAES-St3-PCC
	C3

	CP-130316
	29.212
	0981
	2
	10.10.0
	Rel‑10
	Correction in QoS handling procedures in Gn-PGW
	approved
	A
	10.11.0
	SAES-St3-PCC
	C3

	CP-130316
	29.212
	0982
	3
	11.8.0
	Rel‑11
	Correction in QoS handling procedures in Gn-PGW
	approved
	A
	11.9.0
	SAES-St3-PCC
	C3

	CP-130316
	29.212
	0983
	2
	12.0.0
	Rel‑12
	Correction in QoS handling procedures in Gn-PGW
	approved
	A
	12.1.0
	SAES-St3-PCC
	C3

	CP-130325
	29.212
	0984
	2
	11.8.0
	Rel‑11
	IP-CAN Session Modification Rejection during SGW Restoration procedure
	approved
	F
	11.9.0
	eNR_EPC
	C3

	CP-130325
	29.212
	0985
	1
	12.0.0
	Rel‑12
	IP-CAN Session Modification Rejection during SGW Restoration procedure
	approved
	A
	12.1.0
	eNR_EPC
	C3

	CP-130350
	29.212
	0988
	3
	12.0.0
	Rel‑12
	Time-based usage monitoring control
	approved
	B
	12.1.0
	UMONC-CT3
	C3

	CP-130322
	29.212
	0992
	3
	11.8.0
	Rel‑11
	Correction of PCC Rules to include support for ADC function
	approved
	F
	11.9.0
	SAPP-CT3
	C3

	CP-130349
	29.212
	0993
	2
	12.0.0
	Rel‑12
	Correction of PCC Rules to include support for ADC function
	approved
	B
	12.1.0
	SAPP-CT3
	C3

	CP-130322
	29.212
	0994
	1
	11.8.0
	Rel‑11
	UE IPv4 address avaliability in TDF session establishement
	approved
	F
	11.9.0
	SAPP-CT3
	C3

	CP-130322
	29.212
	0995
	1
	12.0.0
	Rel‑12
	UE IPv4 address avaliability in TDF session establishement
	approved
	A
	12.1.0
	SAPP-CT3
	C3

	CP-130331
	29.212
	0996
	4
	11.8.0
	Rel‑11
	User Location Information Age
	approved
	F
	11.9.0
	NWK-PL2IMS_CT
	C3

	CP-130331
	29.212
	0997
	2
	12.0.0
	Rel‑12
	User Location Information Age
	approved
	A
	12.1.0
	NWK-PL2IMS_CT
	C3

	CP-130348
	29.212
	1000
	-
	12.0.0
	Rel‑12
	Disabling usage monitoring
	approved
	B
	12.1.0
	UMONC-CT3
	C3

	CP-130319
	29.212
	1001
	1
	9.13.0
	Rel‑9
	Correction of the Rule-Failure-Code AVP enumeration
	approved
	F
	9.14.0
	PCC-Enh
	C3

	CP-130322
	29.212
	1002
	1
	11.8.0
	Rel‑11
	Correction to event reporting indication
	approved
	F
	11.9.0
	SAPP-CT3
	C3

	CP-130322
	29.212
	1003
	1
	12.0.0
	Rel‑12
	Correction to event reporting indication
	approved
	A
	12.1.0
	SAPP-CT3
	C3

	CP-130328
	29.212
	1004
	2
	11.8.0
	Rel‑11
	Supporting BPCF-initiated gatewaycontro and QoS rule request procedure for HNB CS traffic
	approved
	F
	11.9.0
	BBAI_BBI-CT
	C3

	CP-130328
	29.212
	1005
	2
	12.0.0
	Rel‑12
	Supporting BPCF-initiated gatewaycontro and QoS rule request procedure for HNB CS traffic
	approved
	A
	12.1.0
	BBAI_BBI-CT
	C3

	CP-130346
	29.212
	1006
	1
	12.0.0
	Rel‑12
	Clarification of the packet filter id only assigned for the UE-initiated resource modification procedure
	approved
	F
	12.1.0
	SAES-St3-PCC
	C3

	CP-130331
	29.212
	1007
	1
	11.8.0
	Rel‑11
	network provided location information related corrections
	approved
	F
	11.9.0
	NWK-PL2IMS_CT
	C3

	CP-130331
	29.212
	1008
	1
	12.0.0
	Rel‑12
	network provided location information related corrections
	approved
	A
	12.1.0
	NWK-PL2IMS_CT
	C3

	CP-130316
	29.212
	1009
	3
	8.18.0
	Rel‑8
	Corrections to the Event Report Indication
	approved
	F
	8.19.0
	SAES-St3-PCC
	C3

	CP-130316
	29.212
	1010
	3
	9.13.0
	Rel‑9
	Corrections to the Event Report Indication
	approved
	A
	9.14.0
	SAES-St3-PCC
	C3

	CP-130316
	29.212
	1011
	3
	10.10.0
	Rel‑10
	Corrections to the Event Report Indication
	approved
	A
	10.11.0
	SAES-St3-PCC
	C3

	CP-130316
	29.212
	1012
	3
	11.8.0
	Rel‑11
	Corrections to the Event Report Indication
	approved
	A
	11.9.0
	SAES-St3-PCC
	C3

	CP-130316
	29.212
	1013
	3
	12.0.0
	Rel‑12
	Corrections to the Event Report Indication
	approved
	A
	12.1.0
	SAES-St3-PCC
	C3

	CP-130336
	29.212
	1014
	2
	12.0.0
	Rel‑12
	Race condition handling for Gx based applications
	approved
	B
	12.1.0
	TEI12
	C3

	CP-130315
	29.212
	1015
	1
	12.0.0
	Rel‑12
	Clarify the provision of PCC rules
	approved
	A
	12.1.0
	PCC
	C3

	CP-130315
	29.212
	1016
	1
	8.18.0
	Rel‑8
	Clarify the provision of PCC rules
	approved
	F
	8.19.0
	PCC
	C3

	CP-130315
	29.212
	1017
	1
	9.13.0
	Rel‑9
	Clarify the provision of PCC rules
	approved
	A
	9.14.0
	PCC
	C3

	CP-130315
	29.212
	1018
	1
	10.10.0
	Rel‑10
	Clarify the provision of PCC rules
	approved
	A
	10.11.0
	PCC
	C3

	CP-130315
	29.212
	1019
	1
	11.8.0
	Rel‑11
	Clarify the provision of PCC rules
	approved
	A
	11.9.0
	PCC
	C3

	CP-130335
	29.213
	0469
	3
	11.6.0
	Rel‑11
	S9 optional at local breakout
	approved
	F
	11.7.0
	SAES-St3-PCC
	C3

	CP-130334
	29.213
	0470
	1
	11.6.0
	Rel‑11
	Correction to PCC CPE traversal support
	approved
	F
	11.7.0
	PCC
	C3

	CP-130334
	29.213
	0474
	-
	11.6.0
	Rel‑11
	AF session information to one and only one IP‑CAN session
	approved
	F
	11.7.0
	PCC
	C3

	CP-130335
	29.213
	0476
	-
	11.6.0
	Rel‑11
	PCEF-Initiated IP-CAN Session Termination AF located in the VPLMN
	approved
	F
	11.7.0
	SAES-St3-PCC
	C3

	CP-130322
	29.213
	0477
	2
	11.6.0
	Rel‑11
	Correction of PCC Rules to include support for ADC function
	approved
	F
	11.7.0
	SAPP-CT3
	C3

	CP-130322
	29.213
	0479
	1
	11.6.0
	Rel‑11
	UE IPv4 address avaliability in TDF session establishement
	approved
	F
	11.7.0
	SAPP-CT3
	C3

	CP-130322
	29.213
	0480
	-
	11.6.0
	Rel‑11
	Correction to the TDF session definition
	approved
	F
	11.7.0
	SAPP-CT3
	C3

	CP-130328
	29.213
	0481
	1
	11.6.0
	Rel‑11
	Supporting BPCF-initiated gatewaycontro and QoS rule request procedure for HNB CS traffic
	approved
	F
	11.7.0
	BBAI_BBI-CT
	C3

	CP-130328
	29.213
	0482
	1
	11.6.0
	Rel‑11
	Clarification of DRA procedures
	approved
	F
	11.7.0
	BBAI_BBI-CT
	C3

	CP-130328
	29.213
	0483
	1
	11.6.0
	Rel‑11
	Clarification of DRA procedures
	approved
	F
	11.7.0
	BBAI_BBII-CT
	C3

	CP-130346
	29.213
	0485
	1
	11.6.0
	Rel‑12
	Clarification of user id assisting the PCRF selection
	approved
	F
	12.0.0
	SAES-St3-PCC
	C3

	CP-130331
	29.213
	0486
	2
	11.6.0
	Rel‑11
	network provided location information related corrections
	approved
	F
	11.7.0
	NWK-PL2IMS_CT
	C3

	CP-130336
	29.213
	0491
	2
	11.6.0
	Rel‑12
	Race condition handling for Gx based applications
	approved
	B
	12.0.0
	TEI12
	C3

	CP-130323
	29.213
	0492
	-
	11.6.0
	Rel‑11
	Time Based Sy Controls
	approved
	F
	11.7.0
	QoS_SSL-CT3
	C3

	CP-130346
	29.213
	0493
	1
	11.6.0
	Rel‑12
	Clarify the provision of default PCC rules
	approved
	F
	12.0.0
	PCC
	C3

	CP-130341
	29.214
	0270
	1
	11.8.0
	Rel‑12
	Reference model update to include Gyn and Gzn
	approved
	B
	12.0.0
	ABC-CT3
	C3

	CP-130331
	29.214
	0272
	2
	11.8.0
	Rel‑11
	User Location Information Age
	approved
	F
	11.9.0
	NWK-PL2IMS_CT
	C3

	CP-130316
	29.214
	0275
	3
	8.15.0
	Rel‑8
	Correction to the limited PCC deployment report
	approved
	F
	8.16.0
	SAES-St3-PCC
	C3

	CP-130316
	29.214
	0276
	3
	9.12.0
	Rel‑9
	Correction to the limited PCC deployment report
	approved
	A
	9.13.0
	SAES-St3-PCC
	C3

	CP-130316
	29.214
	0277
	3
	10.9.0
	Rel‑10
	Correction to the limited PCC deployment report
	approved
	A
	10.10.0
	SAES-St3-PCC
	C3

	CP-130316
	29.214
	0278
	3
	11.8.0
	Rel‑11
	Correction to the limited PCC deployment report
	approved
	A
	11.9.0
	SAES-St3-PCC
	C3

	CP-130348
	29.214
	0280
	-
	11.8.0
	Rel‑12
	Time-based usage monitoring control
	approved
	B
	12.0.0
	UMONC-CT3
	C3

	CP-130331
	29.214
	0281
	3
	11.8.0
	Rel‑11
	network provided location information related corrections
	approved
	F
	11.9.0
	NWK-PL2IMS_CT
	C3

	CP-130341
	29.215
	0285
	1
	11.8.0
	Rel‑12
	Reference model update to include Gyn and Gzn
	approved
	B
	12.0.0
	ABC-CT3
	C3

	CP-130335
	29.215
	0286
	2
	11.8.0
	Rel‑11
	S9 optional at local breakout
	approved
	F
	11.9.0
	SAES-St3-PCC
	C3

	CP-130335
	29.215
	0288
	-
	11.8.0
	Rel‑11
	V-AF subscription to notification of signalling path status
	approved
	F
	11.9.0
	SAES-St3-PCC
	C3

	CP-130322
	29.215
	0289
	1
	11.8.0
	Rel‑11
	Correction of PCC Rules to include support for ADC function
	approved
	F
	11.9.0
	SAPP-CT3
	C3

	CP-130331
	29.215
	0291
	2
	11.8.0
	Rel‑11
	User Location Information Age
	approved
	F
	11.9.0
	NWK-PL2IMS_CT
	C3

	CP-130328
	29.215
	0292
	1
	11.8.0
	Rel‑11
	QoS rule error handling for EPC-routed traffic
	approved
	F
	11.9.0
	BBAI_BBI-CT
	C3

	CP-130328
	29.215
	0293
	1
	11.8.0
	Rel‑11
	PCC rule error handling for NSWO traffic
	approved
	F
	11.9.0
	BBAI_BBII-CT
	C3

	CP-130328
	29.215
	0294
	-
	11.8.0
	Rel‑11
	BPCF provides the TDF address to the PCRF
	approved
	F
	11.9.0
	BBAI_BBII-CT
	C3

	CP-130348
	29.215
	0295
	1
	11.8.0
	Rel‑12
	Time-based usage monitoring control
	approved
	B
	12.0.0
	UMONC-CT3
	C3

	CP-130336
	29.215
	0296
	2
	11.8.0
	Rel‑12
	Race condition handling for Gx based applications
	approved
	B
	12.0.0
	TEI12
	C3

	CP-130341
	29.219
	0015
	1
	11.4.0
	Rel‑12
	Reference model update to include Gyn and Gzn
	approved
	B
	12.0.0
	ABC-CT3
	C3

	CP-130323
	29.219
	0016
	1
	11.4.0
	Rel‑11
	Time Based Sy Controls
	approved
	F
	11.5.0
	QoS_SSL-CT3
	C3

	CP-130374
	29.228
	0600
	1
	11.7.0
	Rel‑11
	Absent User-Name after S-CSCF recovery
	approved
	F
	11.8.0
	TEI11
	C4

	CP-130285
	29.228
	0600
	1
	11.7.0
	Rel‑11
	Absent User-Name after S-CSCF recovery
	reissued
	F
	
	TEI11
	C4

	CP-130380
	29.229
	0259
	-
	11.3.0
	Rel‑12
	Visited Network ID coding
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130305
	29.229
	0259
	-
	11.3.0
	Rel‑12
	Visited Network ID coding
	reissued
	F
	
	TEI12
	C4

	CP-130374
	29.229
	0260
	1
	11.3.0
	Rel‑11
	Supported-Feature AVP carries list of features specific to the Application-ID
	approved
	F
	11.4.0
	TEI11
	C4

	CP-130285
	29.229
	0260
	1
	11.3.0
	Rel‑11
	Supported-Feature AVP carries list of features specific to the Application-ID
	reissued
	F
	
	TEI11
	C4

	CP-130374
	29.230
	0335
	3
	11.6.0
	Rel‑11
	MTRR on Sh
	approved
	F
	11.7.0
	TEI11
	C4

	CP-130295
	29.230
	0343
	-
	11.6.0
	Rel‑11
	Restoration Priority during SGW and PGW restoration procedures
	approved
	F
	11.7.0
	eNR_EPC
	C4

	CP-130295
	29.230
	0344
	-
	12.0.0
	Rel‑12
	Restoration Priority during SGW and PGW restoration procedures
	approved
	A
	12.1.0
	eNR_EPC
	C4

	CP-130374
	29.230
	0345
	1
	12.0.0
	Rel‑12
	MTRR on Sh
	approved
	A
	12.1.0
	TEI11
	C4

	CP-130297
	29.230
	0346
	1
	11.6.0
	Rel‑11
	Application Port Identifier
	approved
	F
	11.7.0
	SIMTC-Reach
	C4

	CP-130297
	29.230
	0347
	1
	12.0.0
	Rel‑12
	Application Port Identifier
	approved
	A
	12.1.0
	SIMTC-Reach
	C4

	CP-130291
	29.230
	0348
	1
	12.0.0
	Rel‑12
	New AVPs for deferred MT-LR and periodic MO-LR TTTP procedures over Lgd interface
	approved
	B
	12.1.0
	Dia_SGSN_GMLC
	C4

	CP-130378
	29.230
	0349
	1
	12.0.0
	Rel‑12
	SIPTO permission for Local Network enhancements
	approved
	B
	12.1.0
	LIMONET-SIPTO
	C4

	CP-130303
	29.230
	0349
	1
	12.0.0
	Rel‑12
	SIPTO permission for Local Network enhancements
	reissued
	B
	
	LIMONET-SIPTO
	C4

	CP-130279
	29.230
	0350
	1
	8.15.0
	Rel‑8
	Definition of SS Status for Call Barring
	approved
	F
	8.16.0
	TEI8
	C4

	CP-130279
	29.230
	0351
	1
	9.13.0
	Rel‑9
	Definition of SS Status for Call Barring
	approved
	A
	9.14.0
	TEI8
	C4

	CP-130279
	29.230
	0352
	1
	10.9.0
	Rel‑10
	Definition of SS Status for Call Barring
	approved
	A
	10.10.0
	TEI8
	C4

	CP-130279
	29.230
	0353
	1
	11.6.0
	Rel‑11
	Definition of SS Status for Call Barring
	approved
	A
	11.7.0
	TEI8
	C4

	CP-130279
	29.230
	0354
	1
	12.0.0
	Rel‑12
	Definition of SS Status for Call Barring
	approved
	A
	12.1.0
	TEI8
	C4

	CP-130292
	29.230
	0355
	-
	9.13.0
	Rel‑9
	Diameter AVP codes for new TS 32.299 AVPs
	approved
	F
	9.14.0
	TEI9
	C4

	CP-130292
	29.230
	0356
	-
	10.9.0
	Rel‑10
	Diameter AVP codes for new TS 32.299 AVPs
	approved
	A
	10.10.0
	TEI9
	C4

	CP-130292
	29.230
	0357
	-
	11.6.0
	Rel‑11
	Diameter AVP codes for new TS 32.299 AVPs
	approved
	F
	11.7.0
	TEI11
	C4

	CP-130292
	29.230
	0358
	-
	12.0.0
	Rel‑12
	Diameter AVP codes for new TS 32.299 AVPs
	approved
	A
	12.1.0
	TEI11
	C4

	CP-130298
	29.230
	0359
	-
	11.6.0
	Rel‑11
	Feature Failure Result Codes Allocation for TS 29.219clarification
	approved
	F
	11.7.0
	QoS_SSL-CT3
	C4

	CP-130298
	29.230
	0360
	-
	12.0.0
	Rel‑12
	Feature Failure Result Codes Allocation for TS 29.219clarification
	approved
	A
	12.1.0
	QoS_SSL-CT3
	C4

	CP-130288
	29.230
	0361
	1
	11.6.0
	Rel‑11
	Add a new DER-S6b AVP
	approved
	F
	11.7.0
	TEI11
	C4

	CP-130288
	29.230
	0362
	1
	12.0.0
	Rel‑12
	Add a new DER-S6b AVP
	approved
	A
	12.1.0
	TEI11
	C4

	CP-130380
	29.230
	0363
	-
	12.0.0
	Rel‑12
	To add a new SGs-MME-Identity AVP
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130307
	29.230
	0363
	-
	12.0.0
	Rel‑12
	New SGs-MME-Identity AVP
	revised
	F
	
	TEI12
	C4

	CP-130294
	29.232
	0649
	2
	10.5.0
	Rel‑10
	ECN relying reference change
	approved
	F
	10.6.0
	ECSRA_LAA-CN
	C4

	CP-130294
	29.232
	0650
	2
	11.1.0
	Rel‑11
	ECN relying reference change
	approved
	A
	11.2.0
	ECSRA_LAA-CN
	C4

	CP-130277
	29.234
	0179
	3
	11.1.0
	Rel‑11
	Support of RFC 5080
	approved
	A
	11.2.0
	TEI6
	C4

	CP-130277
	29.234
	0180
	2
	6.17.0
	Rel‑6
	Support of RFC 5080
	approved
	F
	6.18.0
	TEI6
	C4

	CP-130277
	29.234
	0181
	1
	7.14.0
	Rel‑7
	Support of RFC 5080
	approved
	A
	7.15.0
	TEI6
	C4

	CP-130277
	29.234
	0182
	1
	8.5.0
	Rel‑8
	Support of RFC 5080
	approved
	A
	8.6.0
	TEI6
	C4

	CP-130277
	29.234
	0183
	1
	9.3.0
	Rel‑9
	Support of RFC 5080
	approved
	A
	9.4.0
	TEI6
	C4

	CP-130277
	29.234
	0184
	2
	10.3.0
	Rel‑10
	Support of RFC 5080
	approved
	A
	10.4.0
	TEI6
	C4

	CP-130317
	29.235
	0093
	1
	8.6.0
	Rel‑8
	MGCF behavior clarification
	approved
	F
	8.7.0
	SIP_Nc
	C3

	CP-130317
	29.235
	0094
	1
	9.8.0
	Rel‑9
	MGCF behavior clarification
	approved
	A
	9.9.0
	SIP_Nc
	C3

	CP-130317
	29.235
	0095
	1
	10.1.0
	Rel‑10
	MGCF behavior clarification
	approved
	A
	10.2.0
	SIP_Nc
	C3

	CP-130317
	29.235
	0096
	1
	11.1.0
	Rel‑11
	MGCF behavior clarification
	approved
	A
	11.2.0
	SIP_Nc
	C3

	CP-130294
	29.238
	0042
	2
	10.5.0
	Rel‑10
	Replacement of ECN for RTP-over-UDP Support package
	approved
	F
	10.6.0
	ECSRA_LAA-CN
	C4

	CP-130294
	29.238
	0043
	2
	11.1.0
	Rel‑11
	Replacement of ECN for RTP-over-UDP Support package
	approved
	A
	11.2.0
	ECSRA_LAA-CN
	C4

	CP-130295
	29.272
	0477
	-
	11.6.0
	Rel‑11
	Restoration Priority during SGW and PGW restoration procedures
	approved
	F
	11.7.0
	eNR_EPC
	C4

	CP-130295
	29.272
	0478
	-
	12.0.0
	Rel‑12
	Restoration Priority during SGW and PGW restoration procedures
	approved
	A
	12.1.0
	eNR_EPC
	C4

	CP-130380
	29.272
	0479
	1
	12.0.0
	Rel‑12
	Storing Last known Location Information of purged UE in HSS
	approved
	B
	12.1.0
	TEI12
	C4

	CP-130305
	29.272
	0479
	1
	12.0.0
	Rel‑12
	Storing Last known Location Information of purged UE in HSS
	reissued
	B
	
	TEI12
	C4

	CP-130380
	29.272
	0481
	2
	12.0.0
	Rel‑12
	AIR rejection
	approved
	C
	12.1.0
	TEI12
	C4

	CP-130305
	29.272
	0481
	2
	12.0.0
	Rel‑12
	AIR rejection
	reissued
	C
	
	TEI12
	C4

	CP-130309
	29.272
	0482
	-
	12.0.0
	Rel‑12
	CSS clarification
	approved
	F
	12.1.0
	VCSG-St3
	C4

	CP-130380
	29.272
	0483
	-
	12.0.0
	Rel‑12
	Reset clarification
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130305
	29.272
	0483
	-
	12.0.0
	Rel‑12
	Reset clarification
	reissued
	F
	
	TEI12
	C4

	CP-130288
	29.272
	0484
	1
	11.6.0
	Rel‑11
	Mechanism to allow advertisement of support of more than 32 features over S6a/S6d
	approved
	F
	11.7.0
	TEI11
	C4

	CP-130288
	29.272
	0486
	-
	11.6.0
	Rel‑11
	PS Location Info request with RAT-type
	approved
	F
	11.7.0
	TEI11
	C4

	CP-130288
	29.272
	0487
	-
	12.0.0
	Rel‑12
	PS Location Info request with RAT-type
	approved
	A
	12.1.0
	TEI11
	C4

	CP-130380
	29.272
	0488
	1
	12.0.0
	Rel‑12
	UE-SRVCC-Capability Update Clarification
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130305
	29.272
	0488
	1
	12.0.0
	Rel‑12
	UE-SRVCC-Capability Update Clarification
	reissued
	F
	
	TEI12
	C4

	CP-130378
	29.272
	0489
	2
	12.0.0
	Rel‑12
	SIPTO permission for Local Network enhancements
	approved
	B
	12.1.0
	LIMONET-SIPTO
	C4

	CP-130303
	29.272
	0489
	2
	12.0.0
	Rel‑12
	SIPTO permission for Local Network enhancements
	reissued
	B
	
	LIMONET-SIPTO
	C4

	CP-130380
	29.272
	0490
	1
	12.0.0
	Rel‑12
	Typo Corrections on AVP Definitions
	approved
	D
	12.1.0
	TEI12
	C4

	CP-130305
	29.272
	0490
	1
	12.0.0
	Rel‑12
	Removal of SMS-Only AVP and Typo Corrections on Some AVP Definitions
	reissued
	F
	
	TEI12
	C4

	CP-130380
	29.272
	0492
	1
	12.0.0
	Rel‑12
	Definition of A New Feature-List
	approved
	F
	12.1.0
	TEI11
	C4

	CP-130305
	29.272
	0492
	1
	12.0.0
	Rel‑12
	Definition of A New Feature-List
	reissued
	F
	
	TEI12
	C4

	CP-130279
	29.272
	0493
	1
	8.12.0
	Rel‑8
	Definition of SS Status for Call Barring
	approved
	F
	8.13.0
	TEI8
	C4

	CP-130279
	29.272
	0494
	1
	9.11.0
	Rel‑9
	Definition of SS Status for Call Barring
	approved
	A
	9.12.0
	TEI8
	C4

	CP-130279
	29.272
	0495
	1
	10.7.0
	Rel‑10
	Definition of SS Status for Call Barring
	approved
	A
	10.8.0
	TEI8
	C4

	CP-130279
	29.272
	0496
	1
	11.6.0
	Rel‑11
	Definition of SS Status for Call Barring
	approved
	A
	11.7.0
	TEI8
	C4

	CP-130279
	29.272
	0497
	1
	12.0.0
	Rel‑12
	Definition of SS Status for Call Barring
	approved
	A
	12.1.0
	TEI8
	C4

	CP-130380
	29.272
	0501
	2
	12.0.0
	Rel‑12
	MME and SGSN identitiesfor restoration procedures
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130305
	29.272
	0501
	2
	12.0.0
	Rel‑12
	MME identity for restoration procedures
	reissued
	F
	
	TEI12
	C4

	CP-130410
	29.272
	0506
	1
	10.7.0
	Rel‑10
	HSS handling of T-ADS for detached subscriber
	approved
	F
	10.8.0
	TEI10
	C4

	CP-130283
	29.272
	0506
	1
	10.7.0
	Rel‑10
	HSS handling of T-ADS for detached subscriber
	reissued
	F
	
	TEI10
	C4

	CP-130410
	29.272
	0507
	1
	11.6.0
	Rel‑11
	HSS handling of T-ADS for detached subscriber
	approved
	A
	11.7.0
	TEI10
	C4

	CP-130283
	29.272
	0507
	1
	11.6.0
	Rel‑11
	HSS handling of T-ADS for detached subscriber
	reissued
	A
	
	TEI10
	C4

	CP-130410
	29.272
	0508
	1
	12.0.0
	Rel‑12
	HSS handling of T-ADS for detached subscriber
	approved
	A
	12.1.0
	TEI10
	C4

	CP-130283
	29.272
	0508
	1
	12.0.0
	Rel‑12
	HSS handling of T-ADS for detached subscriber
	reissued
	A
	
	TEI10
	C4

	CP-130380
	29.272
	0512
	1
	12.0.0
	Rel‑12
	Maximum value for the subscribed periodic RAU TAU timer
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130303
	29.272
	0512
	1
	12.0.0
	Rel‑12
	Maximum value for the subscribed periodic RAU TAU timer
	reissued
	F
	
	NIMTC
	C4

	CP-130305
	29.272
	0512
	1
	12.0.0
	Rel‑12
	Maximum value for the subscribed periodic RAU TAU timer
	reissued
	F
	
	TEI12
	C4

	CP-130288
	29.273
	0313
	3
	11.5.0
	Rel‑11
	New IE on S6b interface
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130293
	29.273
	0318
	2
	11.5.0
	Rel‑11
	UE local IP address for SWm or S6b
	approved
	F
	11.6.0
	BBAI_BBI-CT
	C4

	CP-130381
	29.273
	0319
	2
	11.5.0
	Rel‑12
	Clarification for Routing Policies
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130306
	29.273
	0319
	2
	11.5.0
	Rel‑12
	Clarification for Routing Policies
	revised
	F
	
	TEI12
	C4

	CP-130288
	29.273
	0320
	2
	11.5.0
	Rel‑11
	Trust relationship for PGW
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130288
	29.273
	0321
	1
	11.5.0
	Rel‑11
	Definition of HA-APN
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130288
	29.273
	0323
	1
	11.5.0
	Rel‑11
	3GPP AAA Proxy behavior
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130288
	29.273
	0325
	1
	11.5.0
	Rel‑11
	MIP4 supported flag
	approved
	F
	11.6.0
	TEI11
	C4

	CP-130381
	29.273
	0326
	1
	11.5.0
	Rel‑12
	EAP-AKA clarification
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130306
	29.273
	0326
	1
	11.5.0
	Rel‑12
	EAP-AKA clarification
	revised
	F
	
	TEI12
	C4

	CP-130304
	29.274
	1321
	2
	12.0.0
	Rel‑12
	Presence requirements clarification
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130304
	29.274
	1322
	-
	12.0.0
	Rel‑12
	Handling ASN.1/PER encoded parameters
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130378
	29.274
	1323
	1
	12.0.0
	Rel‑12
	SIPTO at the local network
	approved
	B
	12.1.0
	LIMONET-SIPTO
	C4

	CP-130303
	29.274
	1323
	1
	12.0.0
	Rel‑12
	SIPTO at the local network
	reissued
	B
	
	LIMONET-SIPTO
	C4

	CP-130304
	29.274
	1324
	1
	12.0.0
	Rel‑12
	Direct Tunnel Flag
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130290
	29.274
	1328
	2
	11.6.0
	Rel‑11
	Bearer Context to be modified in Modify Bearer Request
	approved
	F
	11.7.0
	TEI11
	C4

	CP-130290
	29.274
	1329
	2
	12.0.0
	Rel‑12
	Bearer Context to be modified in Modify Bearer Context
	approved
	A
	12.1.0
	TEI11
	C4

	CP-130304
	29.274
	1330
	3
	12.0.0
	Rel‑12
	CR on Unaccepted PDN connection during TAU
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130304
	29.274
	1332
	1
	12.0.0
	Rel‑12
	Prohibit Payload Compression Indication Corrections
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130304
	29.274
	1336
	2
	12.0.0
	Rel‑12
	Delete Bearer Request triggered by PMIP error indication message
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130304
	29.274
	1337
	2
	12.0.0
	Rel‑12
	The setting EPS bearer ID ARP for MME paging strategy
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130304
	29.274
	1339
	1
	12.0.0
	Rel‑12
	Missing Recovery IE
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130296
	29.274
	1340
	2
	11.6.0
	Rel‑11
	ULI Age
	approved
	F
	11.7.0
	NWK-PL2IMS-CT
	C4

	CP-130296
	29.274
	1341
	2
	12.0.0
	Rel‑12
	ULI Age
	approved
	A
	12.1.0
	NWK-PL2IMS-CT
	C4

	CP-130304
	29.274
	1343
	1
	12.0.0
	Rel‑12
	TWAN Identifier
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130282
	29.274
	1344
	-
	10.10.0
	Rel‑10
	Removal of TFT IE from Create Session Response message
	approved
	F
	10.11.0
	TEI10
	C4

	CP-130282
	29.274
	1345
	-
	11.6.0
	Rel‑11
	Removal of TFT IE from Create Session Response message
	approved
	A
	11.7.0
	TEI10
	C4

	CP-130282
	29.274
	1346
	-
	12.0.0
	Rel‑12
	Removal of TFT IE from Create Session Response message
	approved
	A
	12.1.0
	TEI10
	C4

	CP-130284
	29.275
	0276
	-
	10.7.0
	Rel‑10
	Lifetime in PBU message
	approved
	F
	10.8.0
	TEI10
	C4

	CP-130284
	29.275
	0277
	-
	11.6.0
	Rel‑11
	Lifetime in PBU message
	approved
	A
	11.7.0
	TEI10
	C4

	CP-130308
	29.278
	0050
	1
	11.0.0
	Rel‑12
	IETF reference update
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130286
	29.280
	0060
	3
	11.3.0
	Rel‑11
	MEI over Sv for Emergency Call
	approved
	F
	11.4.0
	TEI11
	C4

	CP-130343
	29.292
	0073
	3
	11.5.0
	Rel‑12
	Handling of dialed digits home-local number
	approved
	A
	12.0.0
	ICS_IWE
	C3

	CP-130343
	29.292
	0078
	2
	11.5.0
	Rel‑12
	Identity mapping correction
	approved
	F
	12.0.0
	ICSRA
	C3

	CP-130313
	29.292
	0079
	-
	8.7.0
	Rel‑8
	"Mapping of cause value 21 ""call rejected"""
	approved
	F
	8.8.0
	ICSRA
	C3

	CP-130313
	29.292
	0080
	-
	9.3.0
	Rel‑9
	"Mapping of cause value 21 ""call rejected"""
	approved
	A
	9.4.0
	ICSRA
	C3

	CP-130313
	29.292
	0081
	-
	10.5.0
	Rel‑10
	"Mapping of cause value 21 ""call rejected"""
	approved
	A
	10.6.0
	ICSRA
	C3

	CP-130313
	29.292
	0082
	-
	11.5.0
	Rel‑11
	"Mapping of cause value 21 ""call rejected"""
	approved
	A
	11.6.0
	ICSRA
	C3

	CP-130343
	29.292
	0083
	1
	11.5.0
	Rel‑12
	Mapping between cause IE and SIP status code when timer expires
	approved
	F
	12.0.0
	ICS_IWE
	C3

	CP-130343
	29.292
	0084
	1
	11.5.0
	Rel‑12
	Mapping between cause values and SIP status code related to not implemented features/services
	approved
	F
	12.0.0
	ICS_IWE
	C3

	CP-130343
	29.292
	0085
	1
	11.5.0
	Rel‑12
	Mapping of CUG specific cause values
	approved
	F
	12.0.0
	ICS_IWE
	C3

	CP-130343
	29.292
	0086
	1
	11.5.0
	Rel‑12
	"Mapping of cause value 8 ""operator determined barring"""
	approved
	F
	12.0.0
	ICS_IWE
	C3

	CP-130378
	29.303
	0067
	1
	11.2.0
	Rel‑12
	GWs selection for SIPTO at the local network
	approved
	B
	12.0.0
	LIMONET-SIPTO
	C4

	CP-130303
	29.303
	0067
	1
	11.2.0
	Rel‑12
	GWs selection for SIPTO at the local network
	reissued
	B
	
	LIMONET-SIPTO
	C4

	CP-130278
	29.305
	0042
	1
	8.4.0
	Rel‑8
	Parameter Mapping for Call Barring
	approved
	F
	8.5.0
	TEI8
	C4

	CP-130278
	29.305
	0043
	1
	9.2.0
	Rel‑9
	Parameter Mapping for Call Barring
	approved
	A
	9.3.0
	TEI8
	C4

	CP-130278
	29.305
	0044
	1
	10.3.0
	Rel‑10
	Parameter Mapping for Call Barring
	approved
	A
	10.4.0
	TEI8
	C4

	CP-130278
	29.305
	0045
	1
	11.4.0
	Rel‑11
	Parameter Mapping for Call Barring
	approved
	A
	11.5.0
	TEI8
	C4

	CP-130314
	29.311
	0030
	-
	8.2.0
	Rel‑8
	Correcting an invalid reference
	approved
	F
	8.3.0
	MESSIW
	C3

	CP-130314
	29.311
	0031
	-
	9.1.0
	Rel‑9
	Correcting an invalid reference
	approved
	A
	9.2.0
	MESSIW
	C3

	CP-130314
	29.311
	0032
	-
	10.4.0
	Rel‑10
	Correcting an invalid reference
	approved
	A
	10.5.0
	MESSIW
	C3

	CP-130314
	29.311
	0033
	-
	11.0.0
	Rel‑11
	Correcting an invalid reference
	approved
	A
	11.1.0
	MESSIW
	C3

	CP-130374
	29.328
	0460
	3
	11.7.0
	Rel‑11
	MTRR on Sh
	approved
	F
	11.8.0
	TEI11
	C4

	CP-130374
	29.328
	0463
	2
	12.0.0
	Rel‑12
	MTRR on Sh
	approved
	A
	12.1.0
	TEI11
	C4

	CP-130380
	29.328
	0464
	1
	12.0.0
	Rel‑12
	Storing Last known Location Information of purged UE in HSS
	approved
	B
	12.1.0
	TEI12
	C4

	CP-130307
	29.328
	0464
	1
	12.0.0
	Rel‑12
	Storing Last known Location Information of purged UE in HSS
	revised
	B
	
	TEI12
	C4

	CP-130374
	29.328
	0465
	-
	11.7.0
	Rel‑11
	IMPU As Access Key for User State and Location Information
	approved
	F
	11.8.0
	TEI11
	C4

	CP-130285
	29.328
	0465
	-
	11.7.0
	Rel‑11
	IMPU As Access Key for User State and Location Information
	reissued
	F
	
	TEI11
	C4

	CP-130374
	29.328
	0466
	-
	12.0.0
	Rel‑12
	IMPU As Access Key for User State and Location Information
	approved
	A
	12.1.0
	TEI11
	C4

	CP-130285
	29.328
	0466
	-
	12.0.0
	Rel‑12
	IMPU As Access Key for User State and Location Information
	reissued
	A
	
	TEI11
	C4

	CP-130410
	29.328
	0467
	1
	10.9.0
	Rel‑10
	HSS handling of T-ADS for detached subscriber
	approved
	F
	10.10.0
	TEI10
	C4

	CP-130283
	29.328
	0467
	1
	10.9.0
	Rel‑10
	HSS handling of T-ADS for detached subscriber
	reissued
	F
	
	TEI10
	C4

	CP-130410
	29.328
	0468
	1
	11.7.0
	Rel‑11
	HSS handling of T-ADS for detached subscriber
	approved
	A
	11.8.0
	TEI10
	C4

	CP-130283
	29.328
	0468
	1
	11.7.0
	Rel‑11
	HSS handling of T-ADS for detached subscriber
	reissued
	A
	
	TEI10
	C4

	CP-130410
	29.328
	0469
	1
	12.0.0
	Rel‑12
	HSS handling of T-ADS for detached subscriber
	approved
	A
	12.1.0
	TEI10
	C4

	CP-130374
	29.329
	0207
	2
	11.6.0
	Rel‑11
	MTRR on Sh
	approved
	F
	11.7.0
	TEI11
	C4

	CP-130374
	29.329
	0211
	1
	12.0.0
	Rel‑12
	MTRR on Sh
	approved
	A
	12.1.0
	TEI11
	C4

	CP-130294
	29.332
	0187
	2
	10.7.0
	Rel‑10
	ECN relying reference change
	approved
	F
	10.8.0
	ECSRA_LAA-CN
	C4

	CP-130294
	29.332
	0188
	2
	11.2.0
	Rel‑11
	ECN relying reference change
	approved
	A
	11.3.0
	ECSRA_LAA-CN
	C4

	CP-130294
	29.333
	0062
	2
	10.6.0
	Rel‑10
	ECN relying reference change
	approved
	F
	10.7.0
	ECSRA_LAA-CN
	C4

	CP-130294
	29.333
	0063
	2
	11.2.0
	Rel‑11
	ECN relying reference change
	approved
	A
	11.3.0
	ECSRA_LAA-CN
	C4

	CP-130294
	29.334
	0038
	2
	10.5.0
	Rel‑10
	ECN relying reference change
	approved
	F
	10.6.0
	ECSRA_LAA-CN
	C4

	CP-130294
	29.334
	0039
	2
	11.1.0
	Rel‑11
	ECN relying reference change
	approved
	A
	11.2.0
	ECSRA_LAA-CN
	C4

	CP-130299
	29.334
	0044
	2
	11.1.0
	Rel‑12
	Introduction of support for Coordination of Video Orientation (CVO)
	approved
	B
	12.0.0
	CVO-CT
	C4

	CP-130300
	29.336
	0004
	1
	11.1.0
	Rel‑12
	S6m complements related to Diameter for SMS with SGSN
	approved
	B
	12.0.0
	Dia_SGSN_SMS
	C4

	CP-130297
	29.337
	0006
	-
	11.2.0
	Rel‑11
	Delivery-Report-Request/Answer Description
	approved
	F
	11.3.0
	SIMTC-Reach
	C4

	CP-130300
	29.337
	0007
	1
	11.2.0
	Rel‑12
	T4 complements to Diameter for SMS with SGSN
	approved
	B
	12.0.0
	Dia_SGSN_SMS
	C4

	CP-130300
	29.338
	0001
	2
	12.0.0
	Rel‑12
	Diameter for SMS with SGSN General
	approved
	B
	12.1.0
	Dia_SGSN_SMS
	C4

	CP-130300
	29.338
	0002
	2
	12.0.0
	Rel‑12
	Diameter for SMS with SGSN Complements
	approved
	B
	12.1.0
	Dia_SGSN_SMS
	C4

	CP-130300
	29.338
	0004
	1
	12.0.0
	Rel‑12
	S6c complements related to Diameter for SMS with SGSN
	approved
	B
	12.1.0
	Dia_SGSN_SMS
	C4

	CP-130302
	29.364
	0042
	-
	12.0.0
	Rel‑12
	Correction on XML Schema for IMS CAMEL Data
	approved
	F
	12.1.0
	IMS_SSFDD
	C4

	CP-130327
	29.368
	0008
	1
	11.2.0
	Rel‑11
	Additional value for outcome of device trigger
	approved
	F
	11.3.0
	SIMTC-Reach
	C3

	CP-130347
	29.658
	0021
	2
	11.0.0
	Rel‑12
	RTTI
	approved
	F
	12.0.0
	REDOC_TIS-C3
	C3

	CP-130362
	31.102
	0552
	1
	11.4.0
	Rel‑12
	Correction of file name for User controlled PLMN selector for WLAN in the WLAN related procedure
	approved
	D
	12.0.0
	TEI12
	C6

	CP-130361
	31.102
	0555
	1
	8.16.0
	Rel‑8
	Essential correction of CSG Type coding description
	approved
	F
	8.17.0
	TEI8
	C6

	CP-130361
	31.102
	0556
	1
	9.12.0
	Rel‑9
	Essential correction of CSG Type coding description
	approved
	A
	9.13.0
	TEI8
	C6

	CP-130361
	31.102
	0557
	1
	10.8.0
	Rel‑10
	Essential correction of CSG Type coding description
	approved
	A
	10.9.0
	TEI8
	C6

	CP-130361
	31.102
	0558
	1
	11.4.0
	Rel‑11
	Essential correction of CSG Type coding description
	approved
	A
	11.5.0
	TEI8
	C6

	CP-130363
	31.103
	0081
	1
	11.1.0
	Rel‑12
	Add support for 98 64 status words for AUTHENTICATE command
	approved
	C
	12.0.0
	TEI12
	C6

	SP-130272
	32.111-1
	0008
	1
	11.0.0
	Rel‑12
	Rel‑12 CR 32.111-1 Addition of criteria for critical and major alarms (compliance Top OPE)
	approved
	C
	12.0.0
	OAM-NGMN_OPE
	S5

	SP-130272
	32.111-1
	0010
	1
	11.0.0
	Rel‑12
	Rel‑12 CR 32.111-1 Addition of requirements on repair actions (compliance Top OPE)
	approved
	C
	12.0.0
	OAM-NGMN_OPE
	S5

	CP-130364
	31.111
	0364
	-
	11.5.0
	Rel‑11
	Location Information for MO Short Message Control
	approved
	F
	11.6.0
	TEI11
	C6

	CP-130366
	31.111
	0365
	2
	11.5.0
	Rel‑12
	Optional fields in MO Short Message control response
	approved
	D
	12.0.0
	TEI12
	C6

	CP-130365
	31.111
	0366
	-
	10.9.0
	Rel‑10
	Clarification on the IMS Registration Event
	approved
	F
	10.10.0
	IMS-UICC-S
	C6

	CP-130365
	31.111
	0367
	-
	11.5.0
	Rel‑11
	Clarification on the IMS Registration Event
	approved
	A
	11.6.0
	IMS-UICC-S
	C6

	CP-130366
	31.111
	0368
	1
	11.5.0
	Rel‑12
	Correction in call control by USIM text
	approved
	D
	12.0.0
	TEI12
	C6

	CP-130367
	31.116
	0025
	-
	9.3.0
	Rel‑9
	Update of reference to ETSI TS 102 226 specification
	approved
	F
	9.4.0
	TEI9
	C6

	CP-130367
	31.116
	0026
	-
	10.3.0
	Rel‑10
	Update of reference to ETSI TS 102 226 specification
	approved
	A
	10.4.0
	TEI9
	C6

	CP-130367
	31.116
	0027
	-
	11.0.0
	Rel‑11
	Update of reference to ETSI TS 102 226 specification
	approved
	A
	11.1.0
	TEI9
	C6

	CP-130368
	31.121
	0174
	7
	11.1.0
	Rel‑11
	Introduction of Operator CSG lists and CSG list display control related TCs for E-UTRA and UTRA (Rel‑9)
	approved
	B
	11.2.0
	USIM_R10_Test
	C6

	CP-130368
	31.121
	0176
	2
	11.1.0
	Rel‑11
	Introduction of Allowed CSG Lists related TCs for UTRA (Rel‑8)
	approved
	B
	11.2.0
	USIM_R10_Test
	C6

	CP-130369
	31.122
	0051
	1
	11.0.0
	Rel‑11
	Correction of a misleading Note for threshold measurements on contact C3 (CLK)
	approved
	F
	11.1.0
	TEI11
	C6

	RP-130621
	34.123-3
	3041
	-
	10.3.0
	Rel‑10
	3C/4C test model
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-130625
	34.123-3
	3042
	-
	10.3.0
	Rel‑10
	34123-3: Routine maintenance and updates
	approved
	F
	10.4.0
	TEI10_Test
	R5

	RP-130615
	34.123-3
	3043
	-
	10.3.0
	Rel‑10
	Freezing test baseline for UTRAN TTCN-2 ATSs
	approved
	F
	10.4.0
	TEI11_Test
	R5

	RP-130615
	34.123-3
	3044
	-
	10.3.0
	Rel‑10
	Correction to UTRA Test Case 9.4.3.3
	approved
	F
	10.4.0
	TEI5_Test
	R5

	RP-130615
	34.123-3
	3045
	-
	10.3.0
	Rel‑10
	Correction of UTRA NAS Test Case 12.9.7b
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130615
	34.123-3
	3046
	-
	10.3.0
	Rel‑10
	Correction to UTRA Test Case 8.1.5.7
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130615
	34.123-3
	3047
	-
	10.3.0
	Rel‑10
	Addition of Rel‑8 Mac-I\Is test case 8.2.2.61 to HSPA8_ENH ATS
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130615
	34.123-3
	3048
	-
	10.3.0
	Rel‑10
	Correction of UTRA NAS Test Case 12.2.1.5b
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130615
	34.123-3
	3049
	-
	10.3.0
	Rel‑10
	Correction to UTRA HSU Test Case 6.2.1.11
	approved
	F
	10.4.0
	TEI6_Test
	R5

	RP-130615
	34.123-3
	3050
	-
	10.3.0
	Rel‑10
	Correction to px_CipherAlg PIXIT Type (TTCN-2)
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130615
	34.123-3
	3051
	-
	10.3.0
	Rel‑10
	Correction of UTRA NAS Test Case 12.9.7c
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130615
	34.123-3
	3052
	-
	10.3.0
	Rel‑10
	Correction to UTRA HSU Test Case 14.7.7
	approved
	F
	10.4.0
	TEI6_Test
	R5

	RP-130615
	34.123-3
	3053
	-
	10.3.0
	Rel‑10
	Correction to UTRA HSPA8 Test Case 7.3.7.2
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130615
	34.123-3
	3054
	-
	10.3.0
	Rel‑10
	Correction to UTRA HSPA8 Test Case 8.3.1.48
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130615
	34.123-3
	3055
	-
	10.3.0
	Rel‑10
	Correction to c_E_DPDCH_Info_SIConf_r8 in HS9 ATS
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130615
	34.123-3
	3056
	-
	10.3.0
	Rel‑10
	Correction to timer T323 declaration in HS8 test suite
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130615
	34.123-3
	3057
	-
	10.3.0
	Rel‑10
	Correction to eCall testcases.
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130615
	34.123-3
	3058
	-
	10.3.0
	Rel‑10
	Correction to Rel‑8 MAC-I/Is testcase 8.2.2.61
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130615
	34.123-3
	3059
	-
	10.3.0
	Rel‑10
	Correction to PTCRB IRAT testcase 6.2.1.2a
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130615
	34.123-3
	3060
	-
	10.3.0
	Rel‑10
	Correction to PTCRB IRAT testcases 6.2.1.8a.2 and 6.2.1.8a.3
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130615
	34.123-3
	3061
	-
	10.3.0
	Rel‑10
	Summary of regression errors in 13wk07 HSPA_R8 ATS
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130615
	34.123-3
	3062
	-
	10.3.0
	Rel‑10
	Correction to Fast Dormancy testcase 8.1.9e
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130615
	34.123-3
	3063
	-
	10.3.0
	Rel‑10
	Correction to Fast Dormancy testcase 8.1.9d
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130615
	34.123-3
	3064
	-
	10.3.0
	Rel‑10
	Correction to ts_RRC_ReceiveConnSetupCmpl_r7 function.
	approved
	F
	10.4.0
	TEI7_Test
	R5

	RP-130615
	34.123-3
	3065
	-
	10.3.0
	Rel‑10
	Correction to ts_RRC_ReceiveConnSetupCmpl_r8 function.
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130615
	34.123-3
	3066
	-
	10.3.0
	Rel‑10
	Correction to ts_RRC_ReceiveConnSetupCmpl_r9 function.
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130615
	34.123-3
	3067
	-
	10.3.0
	Rel‑10
	Correction to ts_CheckOperationBandUnderTest function
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130615
	34.123-3
	3068
	-
	10.3.0
	Rel‑10
	Correction to ts_RRC_ReceiveConnSetupCmpl_r9, ts_RRC_ReceiveConnSetupCmpl_r8, ts_RRC_ReceiveConnSetupCmpl_r7 functions
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-130615
	34.123-3
	3069
	-
	10.3.0
	Rel‑10
	Correction to UTRA HSDPA test case 11.1.1.1A
	approved
	F
	10.4.0
	TEI5_Test
	R5

	RP-130615
	34.123-3
	3070
	-
	10.3.0
	Rel‑10
	Correction to ts_CheckBand8_To22 function
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130615
	34.123-3
	3071
	-
	10.3.0
	Rel‑10
	Correction of UTRA HS7 Test Case 8.1.1.12
	approved
	F
	10.4.0
	TEI7_Test
	R5

	RP-130615
	34.123-3
	3072
	-
	10.3.0
	Rel‑10
	Correction to UTRA test case 12.2.1.5d
	approved
	F
	10.4.0
	TEI5_Test
	R5

	RP-130615
	34.123-3
	3073
	-
	10.3.0
	Rel‑10
	Correction in UTRA test case 8.1.5.7.
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130615
	34.123-3
	3074
	-
	10.3.0
	Rel‑10
	Correction of UTRA HSU TC 6.2.2.4 for CS only mode.
	approved
	F
	10.4.0
	TEI6_Test
	R5

	RP-130615
	34.123-3
	3075
	-
	10.3.0
	Rel‑10
	Correction of UTRA HSPA7 TC 8.3.4.13
	approved
	F
	10.4.0
	TEI7_Test
	R5

	RP-130614
	34.123-3
	3076
	-
	10.3.0
	Rel‑10
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	10.4.0
	TEI8_Test
	R5

	CP-130370
	31.124
	0285
	6
	11.2.0
	Rel‑11
	Superseding of OPEN CHANNEL test sequence 2.1 by Default Bearer test sequence
	approved
	B
	11.3.0
	TEI11
	C6

	CP-130370
	31.124
	0291
	1
	11.2.0
	Rel‑11
	Removal of applicability condition C102
	approved
	F
	11.3.0
	TEI11
	C6

	CP-130370
	31.124
	0292
	-
	11.2.0
	Rel‑11
	Correction to the applicability of test case 27.22.4.7 seq. 4.1
	approved
	F
	11.3.0
	TEI10
	C6

	CP-130370
	31.124
	0293
	-
	11.2.0
	Rel‑11
	Correction to the applicability of test case 27.22.8 seq. 1.4
	approved
	F
	11.3.0
	TEI8
	C6

	CP-130371
	31.124
	0296
	2
	11.2.0
	Rel‑11
	Correction of test sequence for PROVIDE LOCAL INFORMATION, E-UTRAN Intra-Frequency and Inter-Frequency Measurements
	approved
	F
	11.3.0
	SAES-USIM_LTE-Test
	C6

	CP-130370
	31.124
	0297
	1
	11.2.0
	Rel‑11
	Change of test sequence for SMS-PP data download
	approved
	F
	11.3.0
	TEI11
	C6

	CP-130373
	31.124
	0298
	2
	11.2.0
	Rel‑11
	Changes in LAUNCH BROWSER test cases
	approved
	A
	11.3.0
	TEI4
	C6

	CP-130370
	31.124
	0299
	2
	11.2.0
	Rel‑11
	Correction of test sequence for PROVIDE LOCAL INFORMATION, NMR, UTRAN
	approved
	F
	11.3.0
	TEI11
	C6

	CP-130370
	31.124
	0300
	2
	11.2.0
	Rel‑11
	Essential correction to the applicability and test procedure of test case 27.22.4.10 Seq 1.9 & 27.22.5.1 Seq 1.9
	approved
	F
	11.3.0
	TEI11
	C6

	CP-130372
	31.213
	0009
	1
	11.0.0
	Rel‑11
	Improvement of results reporting
	approved
	C
	11.1.0
	TEI11
	C6

	RP-130611
	34.229-3
	0095
	-
	9.7.0
	Rel‑9
	34229-3: Routine maintenance and updates
	approved
	F
	9.8.0
	TEI9_Test
	R5

	RP-130617
	34.229-3
	0096
	-
	9.7.0
	Rel‑9
	Corrections to feature parameter in MT call invitation
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0097
	-
	9.7.0
	Rel‑9
	Re-verification of IMS Registration (IPSec) test case 8.1 over LTE with 36.523-3 test model
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0098
	-
	9.7.0
	Rel‑9
	Re-verification of IMS test case 8.3 over LTE with 36.523-3 test model
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0099
	-
	9.7.0
	Rel‑9
	Re-verification of IMS SMS test case 18.2 over LTE with 36.523-3 test model
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0100
	-
	9.7.0
	Rel‑9
	Corrections for IMS TC 8.1
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0101
	-
	9.7.0
	Rel‑9
	Re-verification of IMS Registration test case 8.2 over LTE with 34.229-3 test model
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0102
	-
	9.7.0
	Rel‑9
	Re-verification of IMS SMS test case 18.1 over LTE with 34.229-3 test model
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0103
	-
	9.7.0
	Rel‑9
	Correction to SIP template cr_FromWithTag
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0104
	-
	9.7.0
	Rel‑9
	Re-verification of IMS Authentication test case 9.2 over LTE with 34.229-3 test model
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0105
	-
	9.7.0
	Rel‑9
	Re-verification of IMS Notification test case 11.2 over LTE with 34.229-3 test model
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0106
	-
	9.7.0
	Rel‑9
	Corrections for IMS Registration TC 8.3 over LTE with 34.229-3 test model
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0107
	-
	9.7.0
	Rel‑9
	Re-verification of IMS Subscription test case 10.1 over LTE with 34.229-3 test model
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0108
	-
	9.7.0
	Rel‑9
	Re-verification of IMS Registration test case 11.1 over LTE with 34.229-3 test model
	approved
	F
	9.8.0
	TEI8_Test
	R5

	RP-130617
	34.229-3
	0109
	-
	9.7.0
	Rel‑9
	Re-verification of IMS Call Control test case 12.12 over LTE with 36.523-3 test model
	approved
	F
	9.8.0
	TEI8_Test
	R5

	SP-130302
	32.101
	0049
	-
	7.4.0
	Rel‑7
	Removal of IMS Service Level Trace feature
	approved
	F
	7.5.0
	OAM7-Trace
	S5

	SP-130264
	32.101
	0049
	-
	7.4.0
	Rel‑7
	Rel‑7 CR 32101 Remove IMS Service Level Trace
	reissued
	F
	
	OAM7-Trace
	S5

	SP-130302
	32.101
	0050
	-
	8.5.0
	Rel‑8
	Removal of IMS Service Level Trace feature
	approved
	A
	8.6.0
	OAM7-Trace
	S5

	SP-130264
	32.101
	0050
	-
	8.5.0
	Rel‑8
	Rel‑8 CR 32101 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace
	S5

	SP-130264
	32.101
	0051
	-
	9.1.0
	Rel‑9
	Rel‑9 CR 32101 Remove IMS Service Level Trace
	revised
	A
	
	OAM7-Trace
	S5

	SP-130302
	32.101
	0051
	1
	9.1.0
	Rel‑9
	Removal of IMS Service Level Trace feature
	approved
	A
	9.2.0
	OAM7-Trace
	S5

	SP-130264
	32.101
	0052
	-
	10.0.0
	Rel‑10
	Rel‑10 CR 32101 Remove IMS Service Level Trace
	revised
	A
	
	OAM7-Trace
	S5

	SP-130302
	32.101
	0052
	1
	10.0.0
	Rel‑10
	Removal of IMS Service Level Trace feature
	approved
	A
	10.1.0
	OAM7-Trace
	S5

	SP-130267
	32.102
	0049
	1
	11.0.0
	Rel‑11
	Updates of entities of the mobile system
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130304
	32.102
	0049
	1
	11.0.0
	Rel‑11
	Updates of entities of the mobile system
	approved
	F
	11.1.0
	OAM11
	S5

	RP-130621
	34.121-2
	0138
	-
	10.6.0
	Rel‑10
	Applicability update to Chapter 6 test cases for 4C-HSDPA
	approved
	F
	10.7.0
	4C_HSDPA-UEConTest
	R5

	RP-130625
	34.123-2
	0636
	-
	10.4.0
	Rel‑10
	Addition of testing function
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130605
	34.123-2
	0637
	-
	10.4.0
	Rel‑10
	Addition of UTRA TDD Band Implementation Capabilities to TS 34.123-2
	approved
	F
	10.5.0
	TEI_Test
	R5

	RP-130606
	34.123-2
	0638
	-
	10.4.0
	Rel‑10
	Addition 2 new test cases in table 1 in 34.123-2
	approved
	F
	10.5.0
	TEI4_Test
	R5

	RP-130611
	34.123-2
	0639
	-
	10.4.0
	Rel‑10
	Addition of applicability for new signalling test case for CSG proximity indication
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130621
	34.123-2
	0640
	-
	10.4.0
	Rel‑10
	Adding applicability of new Radio Bearer Reconfiguration 4C-HSDPA test cases
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130625
	34.123-2
	0641
	-
	10.4.0
	Rel‑10
	34.123-2 specification clean-up
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130624
	34.123-2
	0642
	-
	10.4.0
	Rel‑10
	Update of applicability for NIMTC test cases
	approved
	F
	10.5.0
	NIMTC-UEConTest
	R5

	SP-130267
	32.140
	0008
	2
	11.0.0
	Rel‑11
	CR 32140 Rel‑11 SuM Reqs
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130304
	32.140
	0008
	2
	11.0.0
	Rel‑11
	Include Converged Management SuM NRM in the TS family
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130267
	32.141
	0003
	2
	11.0.0
	Rel‑11
	CR 32141 Rel‑11 SuM Arch
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130304
	32.141
	0003
	2
	11.0.0
	Rel‑11
	Include Converged management SuM NRM in the TS family
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130304
	32.156
	0001
	-
	11.0.2
	Rel‑11
	Correction of attribute properties
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130267
	32.156
	0001
	-
	11.0.2
	Rel‑11
	CR 32156 Rel‑11 Model Repertoire introduce CR S5vTMFa354
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130304
	32.157
	0001
	1
	11.0.0
	Rel‑11
	Correct the description of the attribute definition table
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130267
	32.157
	0001
	1
	11.0.0
	Rel‑11
	CR Rel‑11 32157 Correct the description of the attribute definition table
	approved
	F
	11.1.0
	OAM11
	S5

	RP-130625
	34.229-2
	0113
	-
	10.0.0
	Rel‑10
	Addition of testing function
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-130611
	34.229-2
	0114
	-
	10.0.0
	Rel‑10
	Applicability of 19.1.3a and 19.3.2a
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-130625
	34.229-2
	0115
	-
	10.0.0
	Rel‑10
	34.229-2 specification clean up
	approved
	F
	10.1.0
	TEI10_Test
	R5

	SP-130276
	32.240
	0357
	1
	12.0.0
	Rel‑12
	Introduction of TDF Gyn and Gzn interfaces in charging architecture for ABC
	approved
	B
	12.1.0
	ABC
	S5

	SP-130270
	32.251
	0264
	1
	11.6.0
	Rel‑11
	Rel‑11 CR 32251 Correction on SSID availability in TWAN User Location
	approved
	F
	11.7.0
	CH11
	S5

	SP-130270
	32.251
	0265
	1
	12.1.0
	Rel‑12
	Rel‑12 CR 32251 Correction on SSID availability in TWAN User Location
	approved
	A
	12.2.0
	CH11
	S5

	SP-130273
	32.251
	0268
	1
	11.6.0
	Rel‑11
	Correction for use of Charging Characteristics for SMS in MME
	approved
	F
	11.7.0
	SIMTC-CH
	S5

	SP-130273
	32.251
	0269
	1
	12.1.0
	Rel‑12
	Correction for use of Charging Characteristics for SMS in MME
	approved
	A
	12.2.0
	SIMTC-CH
	S5

	SP-130271
	32.251
	0272
	1
	12.1.0
	Rel‑12
	R12 CR 32.251 Adjustment on IMEI - alignment to TS 29.274
	approved
	F
	12.2.0
	CH12
	S5

	SP-130317
	32.251
	0273
	1
	10.9.0
	Rel‑10
	Adding CDR fields needed for MTC
	approved
	F
	10.10.0
	NIMTC-CH
	S5

	SP-130278
	32.251
	0273
	1
	10.9.0
	Rel‑10
	Adding CDR fields needed for MTC
	reissued
	F
	
	NIMTC-CH
	S5

	SP-130317
	32.251
	0274
	1
	12.1.0
	Rel‑12
	Adding CDR fields needed for MTC
	approved
	A
	12.2.0
	NIMTC-CH
	S5

	SP-130273
	32.251
	0274
	1
	12.1.0
	Rel‑12
	Adding CDR fields needed for MTC
	approved
	A
	12.2.0
	SIMTC-CH
	S5

	SP-130317
	32.251
	0275
	-
	11.6.0
	Rel‑11
	Adding CDR fields needed for MTC
	approved
	A
	11.7.0
	NIMTC-CH
	S5

	SP-130273
	32.251
	0275
	-
	11.6.0
	Rel‑11
	Adding CDR fields needed for MTC
	approved
	A
	11.7.0
	SIMTC-CH
	S5

	SP-130270
	32.251
	0276
	-
	11.6.0
	Rel‑11
	Rel‑11 CR 32251 Binding of TWAN User Location Info and Serving Node Type to Diameter AVP
	approved
	F
	11.7.0
	CH11
	S5

	SP-130270
	32.251
	0277
	-
	12.1.0
	Rel‑12
	REl-12 CR 32251 Binding of TWAN User Location Info and Serving Node Type to Diameter AVP
	approved
	A
	12.2.0
	CH11
	S5

	SP-130276
	32.251
	0279
	1
	12.1.0
	Rel‑12
	Rel‑12 CR 32.251 Introduction of the principle for TDF supporting application based charging
	approved
	B
	12.2.0
	CH12
	S5

	SP-130270
	32.252
	0011
	1
	11.0.0
	Rel‑11
	Correction of scope for WLAN charging
	approved
	F
	11.1.0
	CH11
	S5

	SP-130279
	32.260
	0206
	1
	11.7.0
	Rel‑11
	Remove RTTI from TRF and TF CDRs
	approved
	F
	11.8.0
	RAVEL-CH
	S5

	SP-130277
	32.260
	0207
	2
	11.7.0
	Rel‑11
	Corrections for Network Provided Location Information
	approved
	F
	11.8.0
	NWK-PL2IMS_CH
	S5

	SP-130271
	32.260
	0210
	1
	11.7.0
	Rel‑11
	Rel‑11 CR 32260 Introduction of reason header in IMS offline Charging
	approved
	B
	11.8.0
	CH12
	S5

	SP-130274
	32.274
	0018
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32.274 Introduction SMS Offline charging principles and flows
	approved
	B
	12.1.0
	SMS-SC-CH
	S5

	SP-130279
	32.298
	0392
	-
	11.6.0
	Rel‑11
	Remove RTTI from TRF and TF CDRs
	approved
	F
	11.7.0
	RAVEL-CH
	S5

	SP-130270
	32.298
	0393
	1
	11.6.0
	Rel‑11
	Addition of IMS Visited Network Identifier
	approved
	F
	11.7.0
	CH11
	S5

	SP-130271
	32.298
	0396
	1
	11.6.0
	Rel‑12
	R12 CR 32.298 Adjustment on IMEI - alignment with TS 29.274
	approved
	F
	12.0.0
	CH12
	S5

	SP-130270
	32.298
	0397
	1
	11.6.0
	Rel‑11
	Rel‑11 CR 32298 Introduction of Charging for access to Trusted WLAN Access Network in EPC - over S2a
	approved
	F
	11.7.0
	CH11
	S5

	SP-130271
	32.298
	0398
	1
	11.6.0
	Rel‑12
	Add SIP Reason Header Information to CDR for IMS Offline Charging
	approved
	B
	12.0.0
	CH12
	S5

	SP-130270
	32.299
	0501
	1
	11.7.0
	Rel‑11
	Rel‑11 CR 32.299 Addition of IMS Visited Network Identifier
	approved
	F
	11.8.0
	CH11
	S5

	SP-130270
	32.299
	0502
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32.299 Addition of IMS Visited Network Identifier
	approved
	A
	12.1.0
	CH11
	S5

	SP-130270
	32.299
	0505
	-
	11.7.0
	Rel‑11
	R11 CR 32.299 Correction on AVP definitions
	approved
	F
	11.8.0
	CH11
	S5

	SP-130270
	32.299
	0506
	-
	12.0.0
	Rel‑12
	R12 CR 32.299 Correction on AVP definitions
	approved
	A
	12.1.0
	CH11
	S5

	SP-130269
	32.299
	0510
	-
	8.19.0
	Rel‑8
	Rel‑8 CR 32.299 Correction on data accounting - alignment with TS 32.298
	approved
	F
	8.20.0
	CH8
	S5

	SP-130303
	32.299
	0510
	-
	8.19.0
	Rel‑8
	Correction on data accounting - alignment with TS 32.298
	approved
	F
	8.20.0
	CH8
	S5

	SP-130269
	32.299
	0511
	-
	9.14.0
	Rel‑9
	Rel‑9 CR 32.299 Correction on data accounting - alignment with TS 32.298
	approved
	A
	9.15.0
	CH8
	S5

	SP-130303
	32.299
	0511
	-
	9.14.0
	Rel‑9
	Correction on data accounting - alignment with TS 32.298
	approved
	A
	9.15.0
	CH8
	S5

	SP-130303
	32.299
	0512
	-
	10.9.0
	Rel‑10
	Correction on data accounting - alignment with TS 32.298
	approved
	A
	10.10.0
	CH8
	S5

	SP-130269
	32.299
	0512
	-
	10.9.0
	Rel‑10
	Rel‑10 CR 32.299 Correction on data accounting - alignment with TS 32.298
	approved
	A
	10.10.0
	CH8
	S5

	SP-130303
	32.299
	0513
	-
	11.7.0
	Rel‑11
	Correction on data accounting - alignment with TS 32.298
	approved
	A
	11.8.0
	CH8
	S5

	SP-130269
	32.299
	0513
	-
	11.7.0
	Rel‑11
	Rel‑11 CR 32.299 Correction on data accounting - alignment with TS 32.298
	approved
	A
	11.8.0
	CH8
	S5

	SP-130269
	32.299
	0514
	-
	12.0.0
	Rel‑12
	Rel‑12 CR 32.299 Correction on data accounting - alignment with TS 32.298
	withdrawn
	A
	
	CH8
	S5

	SP-130271
	32.299
	0517
	1
	12.0.0
	Rel‑12
	R12 CR 32.299 Adjustment on IMEI - alignment to TS 29.274
	approved
	F
	12.1.0
	CH12
	S5

	SP-130303
	32.299
	0524
	-
	8.19.0
	Rel‑8
	Correction of User-Equipment-Info-Value : encoding
	approved
	F
	8.20.0
	CH8
	S5

	SP-130269
	32.299
	0524
	-
	8.19.0
	Rel‑8
	R8 CR 32.299 Correction of User-Equipment-Info-Value : encoding
	approved
	F
	8.20.0
	CH8
	S5

	SP-130269
	32.299
	0525
	-
	9.14.0
	Rel‑9
	R9 CR 32.299 Correction of User-Equipment-Info-Value : encoding
	approved
	A
	9.15.0
	CH8
	S5

	SP-130303
	32.299
	0525
	-
	9.14.0
	Rel‑9
	Correction of User-Equipment-Info-Value : encoding
	approved
	A
	9.15.0
	CH8
	S5

	SP-130269
	32.299
	0526
	-
	10.9.0
	Rel‑10
	R10 CR 32.299 Correction of User-Equipment-Info-Value : encoding
	approved
	A
	10.10.0
	CH8
	S5

	SP-130303
	32.299
	0526
	-
	10.9.0
	Rel‑10
	Correction of User-Equipment-Info-Value : encoding
	approved
	A
	10.10.0
	CH8
	S5

	SP-130269
	32.299
	0527
	-
	11.7.0
	Rel‑11
	R11 CR 32.299 Correction of User-Equipment-Info-Value : encoding
	approved
	A
	11.8.0
	CH8
	S5

	SP-130303
	32.299
	0527
	-
	11.7.0
	Rel‑11
	Correction of User-Equipment-Info-Value : encoding
	approved
	A
	11.8.0
	CH8
	S5

	SP-130269
	32.299
	0528
	-
	12.0.0
	Rel‑12
	R12 CR 32.299 Correction of User-Equipment-Info-Value : encoding
	approved
	A
	12.1.0
	CH8
	S5

	SP-130303
	32.299
	0528
	-
	12.0.0
	Rel‑12
	Correction of User-Equipment-Info-Value : encoding
	approved
	A
	12.1.0
	CH8
	S5

	SP-130270
	32.299
	0529
	1
	11.7.0
	Rel‑11
	Rel‑11 CR 32299 Introduction of Charging for access to Trusted WLAN Access Network in EPC - over S2a
	approved
	F
	11.8.0
	CH11
	S5

	SP-130270
	32.299
	0530
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32299 Introduction of Charging for access to Trusted WLAN Access Network in EPC - over S2a
	approved
	A
	12.1.0
	CH11
	S5

	SP-130271
	32.299
	0531
	1
	12.0.0
	Rel‑12
	Add Reason Header AVP
	approved
	B
	12.1.0
	CH12
	S5

	SP-130267
	32.300
	0015
	-
	11.1.0
	Rel‑11
	S5-Qingdao E CR Rel‑11 32300 on code set clarification v2
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130304
	32.300
	0015
	-
	11.1.0
	Rel‑11
	Correct code set usage for Distinguished Name
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130266
	32.416
	0002
	-
	10.1.0
	Rel‑10
	CR 32416 Rel‑10 PM IRP SS Remove iRPId
	approved
	F
	10.2.0
	OAM10
	S5

	SP-130266
	32.416
	0003
	-
	11.0.0
	Rel‑11
	CR 32416 Rel‑11 PM IRP SS Remove iRPId
	approved
	A
	11.1.0
	OAM10
	S5

	SP-130302
	32.421
	0067
	-
	7.2.0
	Rel‑7
	Removal of IMS Service Level Trace feature
	approved
	F
	7.3.0
	OAM7-Trace
	S5

	SP-130264
	32.421
	0067
	-
	7.2.0
	Rel‑7
	Rel‑7 CR 32421 Remove IMS Service Level Trace
	reissued
	F
	
	OAM7-Trace
	S5

	SP-130302
	32.421
	0068
	-
	8.6.0
	Rel‑8
	Removal of IMS Service Level Trace feature
	approved
	A
	8.7.0
	OAM7-Trace
	S5

	SP-130264
	32.421
	0068
	-
	8.6.0
	Rel‑8
	Rel‑8 CR 32421 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace
	S5

	SP-130302
	32.421
	0069
	-
	9.1.0
	Rel‑9
	Removal of IMS Service Level Trace feature
	approved
	A
	9.2.0
	OAM7-Trace
	S5

	SP-130264
	32.421
	0069
	-
	9.1.0
	Rel‑9
	Rel‑9 CR 32421 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace
	S5

	SP-130302
	32.421
	0070
	-
	10.5.0
	Rel‑10
	Removal of IMS Service Level Trace feature
	approved
	A
	10.6.0
	OAM7-Trace
	S5

	SP-130264
	32.421
	0070
	-
	10.5.0
	Rel‑10
	Rel‑10 CR 32421 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace
	S5

	SP-130267
	32.422
	0252
	-
	11.7.0
	Rel‑11
	Rel‑11 CR 32422 Correction in the UMTS anonymization procedure
	approved
	F
	11.8.0
	OAM11
	S5

	SP-130304
	32.422
	0252
	-
	11.7.0
	Rel‑11
	Correction in anonymization procedure for UMTS
	approved
	F
	11.8.0
	OAM11
	S5

	SP-130302
	32.422
	0253
	-
	7.2.0
	Rel‑7
	Removal of IMS Service Level Trace feature
	approved
	F
	7.3.0
	OAM7-Trace
	S5

	SP-130264
	32.422
	0253
	-
	7.2.0
	Rel‑7
	Rel‑7 CR 32422 Remove IMS Service Level Trace
	reissued
	F
	
	OAM7-Trace
	S5

	SP-130302
	32.422
	0254
	-
	8.8.0
	Rel‑8
	Removal of IMS Service Level Trace feature
	approved
	A
	8.9.0
	OAM7-Trace
	S5

	SP-130264
	32.422
	0254
	-
	8.8.0
	Rel‑8
	Rel‑8 CR 32422 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace
	S5

	SP-130302
	32.422
	0255
	-
	9.5.0
	Rel‑9
	Removal of IMS Service Level Trace feature
	approved
	A
	9.6.0
	OAM7-Trace
	S5

	SP-130264
	32.422
	0255
	-
	9.5.0
	Rel‑9
	Rel‑9 CR 32422 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace
	S5

	SP-130302
	32.422
	0256
	-
	10.11.0
	Rel‑10
	Removal of IMS Service Level Trace feature
	approved
	A
	10.12.0
	OAM7-Trace
	S5

	SP-130264
	32.422
	0256
	-
	10.11.0
	Rel‑10
	Rel‑10 CR 32422 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace
	S5

	SP-130275
	32.422
	0258
	-
	10.11.0
	Rel‑10
	Align MDT Report Interval parameter
	approved
	F
	10.12.0
	OAM-PM-UE
	S5

	SP-130265
	32.423
	0070
	1
	9.5.0
	Rel‑9
	Rel‑9 CR 32423 Correct trace file name format
	approved
	F
	9.6.0
	OAM9
	S5

	SP-130265
	32.423
	0071
	1
	10.5.0
	Rel‑10
	Rel‑10 CR 32423 Correct trace file name format
	approved
	A
	10.6.0
	OAM9
	S5

	SP-130265
	32.423
	0072
	1
	11.4.0
	Rel‑11
	Rel‑11 CR 32423 Correct trace file name format
	approved
	A
	11.5.0
	OAM9
	S5

	SP-130267
	32.423
	0073
	2
	11.4.0
	Rel‑11
	CR R11 32.423 Correct the XML shcema for MDT data
	approved
	F
	11.5.0
	OAM11
	S5

	SP-130304
	32.423
	0073
	2
	11.4.0
	Rel‑11
	Correct the XML schema for MDT data
	approved
	F
	11.5.0
	OAM11
	S5

	SP-130268
	32.425
	0130
	1
	11.4.0
	Rel‑12
	Addition of RSRP related measurements
	approved
	B
	12.0.0
	OAM12
	S5

	SP-130268
	32.425
	0131
	1
	11.4.0
	Rel‑12
	Addition of RSRQ related measurements
	approved
	B
	12.0.0
	OAM12
	S5

	SP-130268
	32.425
	0132
	1
	11.4.0
	Rel‑12
	Addition of UE Power Headroom related measurements
	approved
	B
	12.0.0
	OAM12
	S5

	SP-130268
	32.425
	0133
	1
	11.4.0
	Rel‑12
	Addition of UE Rx-Tx time difference related measurements
	approved
	B
	12.0.0
	OAM12
	S5

	SP-130268
	32.425
	0134
	1
	11.4.0
	Rel‑12
	Addition of AOA related measurements
	approved
	B
	12.0.0
	OAM12
	S5

	SP-130265
	32.426
	0059
	1
	9.4.0
	Rel‑9
	CR Rel‑9 32.426 Clarification of trigger conditions for S-GW data volume measurements
	approved
	F
	9.5.0
	OAM9
	S5

	SP-130265
	32.426
	0060
	1
	10.4.0
	Rel‑10
	CR Rel‑10 32.426 Clarification of trigger conditions for S-GW data volume measurements
	approved
	A
	10.5.0
	OAM9
	S5

	SP-130265
	32.426
	0061
	1
	11.3.0
	Rel‑11
	CR Rel‑11 32.426 Clarification of trigger conditions for S-GW data volume measurements
	approved
	A
	11.4.0
	OAM9
	S5

	SP-130302
	32.441
	0013
	-
	7.1.0
	Rel‑7
	Removal of IMS Service Level Trace feature
	approved
	F
	7.2.0
	OAM7-Trace
	S5

	SP-130264
	32.441
	0013
	-
	7.1.0
	Rel‑7
	Rel‑7 CR 32441 Remove IMS Service Level Trace
	reissued
	F
	
	OAM7-Trace
	S5

	SP-130302
	32.441
	0014
	-
	8.1.0
	Rel‑8
	Removal of IMS Service Level Trace feature
	approved
	A
	8.2.0
	OAM7-Trace
	S5

	SP-130264
	32.441
	0014
	-
	8.1.0
	Rel‑8
	Rel‑8 CR 32441 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace
	S5

	SP-130302
	32.441
	0015
	-
	9.0.0
	Rel‑9
	Removal of IMS Service Level Trace feature
	approved
	A
	9.1.0
	OAM7-Trace
	S5

	SP-130264
	32.441
	0015
	-
	9.0.0
	Rel‑9
	Rel‑9 CR 32441 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace
	S5

	SP-130302
	32.441
	0016
	-
	10.1.0
	Rel‑10
	Removal of IMS Service Level Trace feature
	approved
	A
	10.2.0
	OAM7-Trace
	S5

	SP-130264
	32.441
	0016
	-
	10.1.0
	Rel‑10
	Rel‑10 CR 32441 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace
	S5

	SP-130267
	32.522
	0134
	1
	11.5.1
	Rel‑11
	R11 CR 32.522 Correction of attribute constraints
	approved
	A
	11.6.0
	OAM11
	S5

	SP-130266
	32.522
	0135
	1
	11.5.1
	Rel‑11
	Rel‑11 CR 32.522 Remove EUtranRelationSON in UML diagram
	approved
	A
	11.6.0
	OAM10
	S5

	SP-130304
	32.522
	0136
	1
	11.5.1
	Rel‑11
	Correcting error in attribute constraint
	approved
	F
	11.6.0
	OAM11
	S5

	SP-130267
	32.522
	0136
	1
	11.5.1
	Rel‑11
	CR 32.522 Rel‑11 Correcting error in attribute constraint
	approved
	F
	11.6.0
	OAM11
	S5

	SP-130266
	32.522
	0137
	-
	10.4.2
	Rel‑10
	Rel‑10 CR 32.522 Remove EUtranRelationSON in UML diagram
	approved
	F
	10.5.0
	OAM10
	S5

	SP-130266
	32.522
	0138
	-
	10.4.2
	Rel‑10
	R10 CR 32.522 Correction of attribute constraints
	approved
	F
	10.5.0
	OAM10
	S5

	SP-130267
	32.522
	0139
	-
	11.5.1
	Rel‑11
	R11 CR 32.522 Correct the attribute constraint of energySavingControl
	approved
	F
	11.6.0
	OAM11
	S5

	SP-130304
	32.522
	0139
	-
	11.5.1
	Rel‑11
	Correct the attribute constraint of energySavingControl
	approved
	F
	11.6.0
	OAM11
	S5

	SP-130304
	32.526
	0030
	1
	11.4.0
	Rel‑11
	Correction of XML schema compilation error
	approved
	F
	11.5.0
	OAM11
	S5

	SP-130267
	32.526
	0030
	1
	11.4.0
	Rel‑11
	Rel‑11 CR 32.526 Correction on XML schema compile error
	approved
	F
	11.5.0
	OAM11
	S5

	RP-130613
	37.571-5
	0031
	-
	10.3.0
	Rel‑10
	Additional OTDOA assistance data for new inter-frequency tests
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130613
	37.571-5
	0032
	-
	10.3.0
	Rel‑10
	Correction to GLONASS ToD
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130626
	37.571-5
	0033
	-
	10.3.0
	Rel‑10
	Correction to available GNSS assistance data elements for signalling tests
	approved
	F
	10.4.0
	TEI10_Test
	R5

	RP-130626
	37.571-5
	0034
	-
	10.3.0
	Rel‑10
	Addition of missing Rel‑10 IE
	approved
	F
	10.4.0
	TEI10_Test
	R5

	RP-130610
	37.571-5
	0035
	-
	10.3.0
	Rel‑10
	Corrections to UTC Model assistance data values
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130610
	37.571-5
	0036
	-
	10.3.0
	Rel‑10
	Corrections and clarifications to use of UTC Model and Auxiliary Information
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130613
	37.571-5
	0037
	-
	10.3.0
	Rel‑10
	OTDOA assistance data alignment with RAN 4
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130610
	37.571-5
	0038
	-
	10.3.0
	Rel‑10
	Corrections to UTC Model assistance data values
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130613
	37.571-5
	0039
	-
	10.3.0
	Rel‑10
	LBS Perf: Introduction of GLONASS acquisition assistance data
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130613
	37.571-5
	0040
	-
	10.3.0
	Rel‑10
	Addition of GLONASS Acquisition Assistance data
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130613
	37.571-5
	0041
	-
	10.3.0
	Rel‑10
	Addition of GLONASS Acquisition Assistance data
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130613
	37.571-5
	0042
	-
	10.3.0
	Rel‑10
	LBS Sig: Introduction of GLONASS acquisition assistance data
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130610
	37.571-5
	0043
	-
	10.3.0
	Rel‑10
	Corrections and clarifications to use of UTC Model and Auxiliary Information
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130613
	37.571-5
	0044
	-
	10.3.0
	Rel‑10
	Correction to GLONASS SV Health value in data file
	approved
	F
	10.4.0
	TEI9_Test
	R5

	SP-130304
	32.622
	0037
	1
	11.0.0
	Rel‑11
	Align specification of multiplicity for <<names>> composition with the model repertoire
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130267
	32.622
	0037
	1
	11.0.0
	Rel‑11
	CR Rel‑11 TS 32.622 Align specification of multiplicity for (names) composition with the model repertoire
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130266
	32.762
	0096
	-
	10.6.0
	Rel‑10
	R10 CR 32.762 Correct the attribute constraint of energySavingControl
	approved
	F
	10.7.0
	OAM10
	S5

	SP-130304
	32.766
	0053
	1
	11.4.0
	Rel‑11
	Correction of XML schema compilation errors
	approved
	F
	11.5.0
	OAM11
	S5

	SP-130267
	32.766
	0053
	1
	11.4.0
	Rel‑11
	Rel‑11 CR 32.766 Correction on XML schema compile errors
	approved
	F
	11.5.0
	OAM11
	S5

	SP-130248
	33.107
	0126
	-
	12.2.0
	Rel‑12
	Provision on Unencrypted CC
	approved
	C
	12.3.0
	LI12
	S3

	SP-130248
	33.107
	0127
	-
	12.2.0
	Rel‑12
	Mid Session Interception for IMS
	approved
	B
	12.3.0
	LI12
	S3

	SP-130248
	33.108
	0208
	-
	12.0.0
	Rel‑12
	Name correction of reference [1]
	approved
	F
	12.1.0
	LI12
	S3

	SP-130248
	33.108
	0209
	-
	12.0.0
	Rel‑12
	Potential Compatibility Issues with use of OCTET STRING Encoding
	approved
	F
	12.1.0
	LI12
	S3

	SP-130248
	33.108
	0210
	-
	12.0.0
	Rel‑12
	Start of interception for an already established IMS session
	approved
	B
	12.1.0
	LI12
	S3

	SP-130248
	33.108
	0211
	-
	12.0.0
	Rel‑12
	Missing references to annex B.9 for PS and IMS interception
	approved
	F
	12.1.0
	LI12
	S3

	RP-130634
	34.121-1
	1494
	-
	10.6.0
	Rel‑11
	Introduction of new minimum output power test cases for uplink CLTD
	approved
	F
	11.0.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-130611
	34.121-1
	1495
	-
	10.6.0
	Rel‑10
	Adding definition of UE maximum output power for DC-HSUPA
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-130611
	34.121-1
	1496
	-
	10.6.0
	Rel‑10
	Clarification of center frequency offset for additional SEM for DC-HSUPA
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-130625
	34.121-1
	1497
	-
	10.6.0
	Rel‑10
	Editors note for test cases where Test Requirement not valid above 3GHz
	approved
	F
	10.7.0
	TEI10_Test
	R5

	RP-130607
	34.121-1
	1498
	-
	10.6.0
	Rel‑10
	Applicability of test frequency ranges as per UE releases
	approved
	F
	10.7.0
	TEI5_Test
	R5

	RP-130609
	34.121-1
	1499
	-
	10.6.0
	Rel‑11
	Correction to Downlink Physical Channels for other than serving cell
	approved
	F
	11.0.0
	TEI8_Test
	R5

	RP-130621
	34.121-1
	1500
	-
	10.6.0
	Rel‑10
	Correction to the content of the test case 9.3.2AC
	approved
	F
	10.7.0
	4C_HSDPA-UEConTest
	R5

	RP-130634
	34.121-1
	1501
	-
	10.6.0
	Rel‑11
	Adding chapter 5 Maximum output power cases for UL CLTD
	approved
	F
	11.0.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-130634
	34.121-1
	1502
	-
	10.6.0
	Rel‑11
	Adding chapter 5 Relative code domain power accuracy cases for UL CLTD
	approved
	F
	11.0.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-130625
	34.121-1
	1503
	-
	10.6.0
	Rel‑10
	Update to test procedure for WCDMA to LTE Scenarios in absence of a configured PDP Context.
	approved
	F
	10.7.0
	TEI10_Test
	R5

	RP-130621
	34.121-1
	1504
	-
	10.6.0
	Rel‑10
	Annexure update to test tolerance and statistical testing for newly added 4C-HSDPA test cases
	approved
	F
	10.7.0
	4C_HSDPA-UEConTest
	R5

	RP-130608
	34.121-1
	1505
	-
	10.6.0
	Rel‑10
	Changes to uplink 16QAM test case parameters and test procedures
	approved
	F
	10.7.0
	TEI7_Test
	R5

	RP-130611
	34.121-1
	1506
	-
	10.6.0
	Rel‑10
	Correction to relative Tx power difference between carriers in DC-HSUPA
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-130621
	34.121-1
	1507
	-
	10.6.0
	Rel‑10
	Adding Chapter 6 test cases for 3C-HSDPA as part of 4C-HSDPA WP
	approved
	F
	10.7.0
	4C_HSDPA-UEConTest
	R5

	RP-130609
	34.123-1
	3274
	-
	10.4.0
	Rel‑10
	Editorial correction to 17.2.3.2
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130625
	34.123-1
	3275
	-
	10.4.0
	Rel‑10
	Update to test function Update UE Location Information
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3276
	-
	10.4.0
	Rel‑10
	Update to test case 11.2.2.2
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130611
	34.123-1
	3277
	-
	10.4.0
	Rel‑10
	Update to test case 11.2.2.1
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130611
	34.123-1
	3278
	-
	10.4.0
	Rel‑10
	Update to test case 11.2.3.2
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130611
	34.123-1
	3279
	-
	10.4.0
	Rel‑10
	Update to test case 13.4.6 and 13.4.8
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130621
	34.123-1
	3280
	-
	10.4.0
	Rel‑10
	Update to Test Case 8.2.2.79
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3281
	-
	10.4.0
	Rel‑10
	Update to Test Case 8.2.2.80
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3282
	-
	10.4.0
	Rel‑10
	Update to Test Case 8.2.2.83
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130606
	34.123-1
	3283
	-
	10.4.0
	Rel‑10
	Splitting two configurations in TC 8.2.6.37a to 2 test cases
	approved
	F
	10.5.0
	TEI4_Test
	R5

	RP-130625
	34.123-1
	3284
	-
	10.4.0
	Rel‑10
	Update of MDT test case 8.6.2.3
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3285
	-
	10.4.0
	Rel‑10
	Update of MDT test case 8.6.2.4
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3286
	-
	10.4.0
	Rel‑10
	Update of MDT test case 8.6.2.5
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3287
	-
	10.4.0
	Rel‑10
	Update of MDT test case 8.6.2.7
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3288
	-
	10.4.0
	Rel‑10
	Update of MDT test case 8.6.3.1
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3289
	-
	10.4.0
	Rel‑10
	Update of MDT test case 8.6.3.2
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3290
	-
	10.4.0
	Rel‑10
	Update of MDT test case 8.6.3.3
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3291
	-
	10.4.0
	Rel‑10
	Update of MDT test case 8.6.3.4
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130609
	34.123-1
	3292
	-
	10.4.0
	Rel‑10
	Update of BCCH Mapping on HS-DSCH for Transmitting System Information Change Indication test cases (TC. 8.1.10.2 and 8.1.10.2a [New TC])
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130609
	34.123-1
	3293
	-
	10.4.0
	Rel‑10
	Correction to Mac-i/is testcase 7.1.7.2
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130611
	34.123-1
	3294
	-
	10.4.0
	Rel‑10
	Correction to DC HSUPA MAC testcases 7.1.9.x.
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130624
	34.123-1
	3295
	-
	10.4.0
	Rel‑10
	Update to NIMTC test case 12.2.1.1a
	approved
	F
	10.5.0
	NIMTC-UEConTest
	R5

	RP-130611
	34.123-1
	3296
	-
	10.4.0
	Rel‑10
	Correction to HNB TC 6.3.1.4
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130611
	34.123-1
	3297
	-
	10.4.0
	Rel‑10
	Correction to HNB TC 6.3.4.1
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130625
	34.123-1
	3298
	-
	10.4.0
	Rel‑10
	Correction to UTRAN MDT test case 8.6.2.1
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130609
	34.123-1
	3299
	-
	10.4.0
	Rel‑10
	Addition of FDD reference test frequencies for Operating Band XXVI (FDD26) into TS 34.123-1 clause 6
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130625
	34.123-1
	3300
	-
	10.4.0
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.3
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3301
	-
	10.4.0
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.3a
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3302
	-
	10.4.0
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.4
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3303
	-
	10.4.0
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.4a
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3304
	-
	10.4.0
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.5
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3305
	-
	10.4.0
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.1.5a
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3306
	-
	10.4.0
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.2.1
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3307
	-
	10.4.0
	Rel‑10
	Correction to ANR for UTRAN test case 8.7.2.1a
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130625
	34.123-1
	3308
	-
	10.4.0
	Rel‑10
	Update of MDT test case 8.6.2.6
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130609
	34.123-1
	3309
	-
	10.4.0
	Rel‑10
	Correction to ETWS testcases 8.1.1.13 and 8.1.1.19
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130609
	34.123-1
	3310
	-
	10.4.0
	Rel‑10
	Correction to Rel‑8 RRC Imp_L2_UL testcase 8.2.2.61
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130605
	34.123-1
	3311
	-
	10.4.0
	Rel‑10
	Correction to testcases 6.2.1.8a.1, 6.2.1.8a.2 and 6.2.1.8a.3
	approved
	F
	10.5.0
	TEI_Test
	R5

	RP-130605
	34.123-1
	3312
	-
	10.4.0
	Rel‑10
	Update of UTRA test case 12.9.7b
	approved
	F
	10.5.0
	TEI_Test
	R5

	RP-130611
	34.123-1
	3313
	-
	10.4.0
	Rel‑10
	Addition of new signalling test case for CSG proximity indication
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-130609
	34.123-1
	3314
	-
	10.4.0
	Rel‑10
	Correction of UTRA GMM TC 12.9.7c
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-130621
	34.123-1
	3315
	-
	10.4.0
	Rel‑10
	Introduction of New 3C-HSDPA Single Band test case 8.2.2.79.1
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3316
	-
	10.4.0
	Rel‑10
	Introduction of New 3C-HSDPA Dual Band test case 8.2.2.79.2
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3317
	-
	10.4.0
	Rel‑10
	Introduction of New 3C-HSDPA Dual Band test case 8.2.2.79.3
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3318
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA Dual Band test case 8.2.2.79.4
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3319
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA Dual Band test case 8.2.2.79.5
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3320
	-
	10.4.0
	Rel‑10
	Introduction of New 3C-HSDPA Single Band test case 8.2.2.80.1
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3321
	-
	10.4.0
	Rel‑10
	Introduction of New 3C-HSDPA Dual Band test case 8.2.2.80.2
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3322
	-
	10.4.0
	Rel‑10
	New 3C-HSDPA Dual Band test case 8.2.2.80.3
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3323
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA Dual Band test case 8.2.2.80.4
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3324
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA Dual Band test case 8.2.2.80.5
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3325
	-
	10.4.0
	Rel‑10
	Introduction of New 3C-HSDPA Single Band test case 8.2.2.83.1
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3326
	-
	10.4.0
	Rel‑10
	Introduction of New 3C-HSDPA Dual Band test case 8.2.2.83.2
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3327
	-
	10.4.0
	Rel‑10
	Introduction of New 3C-HSDPA Dual Band test case 8.2.2.83.3
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3328
	-
	10.4.0
	Rel‑10
	Introduction of New 4C-HSDPA Dual Band test case 8.2.2.83.4
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3329
	-
	10.4.0
	Rel‑10
	Introduction of New 4C-HSDPA Dual Band test case 8.2.2.83.5
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3330
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA test case 8.2.2.82.1
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3331
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA test case 8.2.2.82.2
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3332
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA test case 8.2.2.82.4
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3333
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA test case 8.2.2.82.5
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3334
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA test case 8.2.1.44.1
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3335
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA test case 8.2.1.44.2
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3336
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA test case 8.2.1.44.3
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3337
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA test case 8.2.1.44.4
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	RP-130621
	34.123-1
	3338
	-
	10.4.0
	Rel‑10
	New 4C-HSDPA test case 8.2.1.44.5
	approved
	F
	10.5.0
	4C_HSDPA-UEConTest
	R5

	SP-130254
	33.203
	0198
	-
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	Rel‑12
	Specification of Tunnelling of UE Services over Restrictive Access Networks - IMS
	approved
	B
	12.2.0
	TURAN
	S3

	SP-130301
	33.220
	0172
	1
	12.0.0
	Rel‑12
	Ua security protocol identifier
	approved
	F
	12.1.0
	Web_GBA
	S3

	SP-130249
	33.220
	0172
	1
	12.0.0
	Rel‑12
	Ua security protocol identifier
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	F
	
	Web_GBA
	S3

	SP-130255
	33.220
	0173
	-
	12.0.0
	Rel‑12
	Removal of editor's note Release 12 - 33.220
	approved
	A
	12.1.0
	FS_SSO_APS
	S3

	SP-130255
	33.220
	0174
	-
	11.4.0
	Rel‑11
	Removal of editor's note Release 11 - 33.220
	approved
	F
	11.5.0
	FS_SSO_APS
	S3

	SP-130258
	33.220
	0175
	1
	12.0.0
	Rel‑12
	CR 33.220: Mandating encryption in the TLS profile for 2G GBA
	approved
	F
	12.1.0
	TEI12, SEC7-2GGBA
	S3

	SP-130258
	33.220
	0176
	1
	12.0.0
	Rel‑12
	CR 33.220: Removal of realm check in 2G GBA
	approved
	F
	12.1.0
	TEI12, SEC7-2GGBA
	S3

	SP-130258
	33.220
	0177
	2
	12.0.0
	Rel‑12
	Correction of 2G GBA
	approved
	F
	12.1.0
	TEI12, SEC7-2GGBA
	S3

	SP-130301
	33.222
	0040
	2
	12.1.0
	Rel‑12
	Addition of details on API
	approved
	B
	12.2.0
	Web_GBA
	S3

	SP-130249
	33.222
	0040
	2
	12.1.0
	Rel‑12
	Addition of details on API
	reissued
	B
	
	Web_GBA
	S3

	SP-130301
	33.222
	0044
	1
	12.1.0
	Rel‑12
	Correction of Ua security protocol identifier text
	approved
	C
	12.2.0
	Web_GBA
	S3

	SP-130249
	33.222
	0044
	1
	12.1.0
	Rel‑12
	Correction of Ua security protocol identifier text
	reissued
	C
	
	Web_GBA
	S3

	SP-130301
	33.222
	0045
	1
	12.1.0
	Rel‑12
	Missing reference added
	approved
	F
	12.2.0
	Web_GBA
	S3

	SP-130249
	33.222
	0045
	1
	12.1.0
	Rel‑12
	Missing reference added
	reissued
	F
	
	Web_GBA
	S3

	SP-130301
	33.222
	0046
	-
	12.1.0
	Rel‑12
	Clarification on usage of confidentiality and integrity for TLS tunnel
	approved
	C
	12.2.0
	Web_GBA
	S3

	SP-130249
	33.222
	0046
	-
	12.1.0
	Rel‑12
	Clarification on usage of confidentiality and integrity for TLS tunnel
	reissued
	C
	
	Web_GBA
	S3

	SP-130301
	33.222
	0047
	-
	12.1.0
	Rel‑12
	Removal of editorÆs note
	approved
	F
	12.2.0
	Web_GBA
	S3

	SP-130249
	33.222
	0047
	-
	12.1.0
	Rel‑12
	Removal of editor's note - 33.222
	reissued
	F
	
	Web_GBA
	S3

	SP-130301
	33.222
	0048
	1
	12.1.0
	Rel‑12
	Combination of Channel Binding Methods
	approved
	C
	12.2.0
	Web_GBA
	S3

	SP-130249
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	0048
	1
	12.1.0
	Rel‑12
	Combination of Channel Binding Methods
	reissued
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	Web_GBA
	S3
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	0049
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	Rel‑12
	Addition of details on API
	approved
	B
	12.2.0
	Web_GBA
	S3

	RP-130609
	34.229-1
	0433
	-
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	Rel‑10
	Correction of TC 15.1
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130609
	34.229-1
	0434
	-
	10.1.0
	Rel‑10
	Update Annex A.1
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130609
	34.229-1
	0435
	-
	10.1.0
	Rel‑10
	Add new generic procedures in Annex C.29 for Supplementary Services test
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130611
	34.229-1
	0436
	-
	10.1.0
	Rel‑10
	TC 19.1.3a & 19.3.2a - split 1xRTT from UTRA, GERAN
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-130625
	34.229-1
	0437
	-
	10.1.0
	Rel‑10
	Update to test function Update UE Location Information
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-130609
	34.229-1
	0438
	-
	10.1.0
	Rel‑10
	Add missing references
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130609
	34.229-1
	0439
	-
	10.1.0
	Rel‑10
	Misc changes for TC 18.1
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130609
	34.229-1
	0440
	-
	10.1.0
	Rel‑10
	TCP as normative DL transport protocol in IMS Registration test
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130611
	34.229-1
	0441
	-
	10.1.0
	Rel‑10
	Update test case 8.4
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-130609
	34.229-1
	0442
	-
	10.1.0
	Rel‑10
	Expiry value in 200 OK
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130609
	34.229-1
	0443
	-
	10.1.0
	Rel‑10
	to-tag in ACK
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130609
	34.229-1
	0444
	-
	10.1.0
	Rel‑10
	Addition of new generic procedure in C.30 for Mobile Initiated IMS Deregistration
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130609
	34.229-1
	0445
	-
	10.1.0
	Rel‑10
	Correction of TC 8.2
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130609
	34.229-1
	0446
	-
	10.1.0
	Rel‑10
	To-tag in 202 Accepted
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130609
	34.229-1
	0447
	-
	10.1.0
	Rel‑10
	Record-Route header in A.2.3 on 183 Session Progress for INVITE
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130609
	34.229-1
	0448
	-
	10.1.0
	Rel‑10
	Fix step numbering in 9.2.4
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130609
	34.229-1
	0449
	-
	10.1.0
	Rel‑10
	Correction of TC 15.8
	approved
	F
	10.2.0
	TEI8_Test
	R5

	SP-130251
	33.246
	0171
	2
	11.1.0
	Rel‑11
	Confidentiality Protection of Associated Delivery Procedure Messages
	approved
	F
	11.2.0
	SEC11
	S3

	SP-130256
	33.328
	0052
	2
	12.2.0
	Rel‑12
	IMS end-to-access-edge security for MSRP media and compatibility with RCS
	approved
	C
	12.3.0
	eMEDIASEC
	S3

	SP-130256
	33.328
	0053
	1
	12.2.0
	Rel‑12
	Editorial modification to security for conferencing based on SIP signalling security
	approved
	D
	12.3.0
	eMEDIASEC
	S3

	SP-130250
	33.401
	0519
	1
	12.7.0
	Rel‑12
	CR-Clarification for handover from UTRAN to E-UTRAN-R12
	approved
	A
	12.8.0
	SEC12
	S3

	SP-130251
	33.401
	0520
	1
	11.6.0
	Rel‑11
	CR-Clarification for handover from UTRAN to E-UTRAN-R11
	approved
	A
	11.7.0
	SEC11
	S3

	SP-130252
	33.401
	0521
	1
	10.4.0
	Rel‑10
	Clarification for handover from UTRAN to E-UTRAN-R10
	approved
	F
	10.5.0
	TEI10
	S3

	SP-130254
	33.402
	0113
	-
	11.4.0
	Rel‑12
	Specification of Tunnelling of UE Services over Restrictive Access Networks
	approved
	B
	12.0.0
	TURAN
	S3

	RP-130609
	36.521-3
	0707
	-
	11.0.0
	Rel‑11
	Correction to Test requirement for tests 7.1.X
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130622
	36.521-3
	0708
	-
	11.0.0
	Rel‑11
	eICIC RRM: Addition of MBSFN ABS configuration in annex
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130622
	36.521-3
	0709
	-
	11.0.0
	Rel‑11
	eICIC RRM: Further specification of TC 7.3.9
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130622
	36.521-3
	0710
	-
	11.0.0
	Rel‑11
	eICIC RRM: Further specification of TC 7.3.10
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130622
	36.521-3
	0711
	-
	11.0.0
	Rel‑11
	eICIC RRM: Further specification of TC 7.3.11
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130622
	36.521-3
	0712
	-
	11.0.0
	Rel‑11
	eICIC RRM: Further specification of TC 7.3.12
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130636
	36.521-3
	0713
	-
	11.0.0
	Rel‑11
	CA RRM: References to connection diagrams
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130628
	36.521-3
	0714
	-
	11.0.0
	Rel‑11
	Updates to RRM test case for CA band combo CA_2A-29A
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130611
	36.521-3
	0715
	-
	11.0.0
	Rel‑11
	RRM: FGI bit support in test applicability statement
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130626
	36.521-3
	0716
	-
	11.0.0
	Rel‑11
	RRM TC 9.6: Clarification on testing requirement when no BCCH1 report available
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130611
	36.521-3
	0718
	-
	11.0.0
	Rel‑11
	RRM: Uncertainties and test tolerances for TCs 8.1.5 and 8.1.6
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-3
	0719
	-
	11.0.0
	Rel‑11
	RRM: Uncertainties and test tolerances for TCs 8.3.4 and 8.3.5
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-3
	0720
	-
	11.0.0
	Rel‑11
	RRM TC 8.14.2: Minor correction to cross references
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-3
	0721
	-
	11.0.0
	Rel‑11
	RRM: Several corrections to CGI related test cases
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130622
	36.521-3
	0722
	-
	11.0.0
	Rel‑11
	Uncertainties and Test Tols for eICIC RRM test cases 9.2.7.1, 9.2.8.1
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130611
	36.521-3
	0723
	-
	11.0.0
	Rel‑11
	Uncertainties and Test Tols for RRM test cases 8.11.5, 8.11.6
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-3
	0724
	-
	11.0.0
	Rel‑11
	Uncertainties and Test Tols for RRM test cases 9.5.1, 9.5.2
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-3
	0725
	-
	11.0.0
	Rel‑11
	Cleanup of Annex F Introductory Text
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130609
	36.521-3
	0726
	-
	11.0.0
	Rel‑11
	Uncertainties and Test Tolerances for TS 36.521-3 test cases 5.2.4 and 5.2.5
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130611
	36.521-3
	0727
	-
	11.0.0
	Rel‑11
	Uncertainties and Test Tolerances for TS 36.521-3 test case 8.5.4
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-3
	0728
	-
	11.0.0
	Rel‑11
	Uncertainties and Test Tolerances for TS 36.521-3 test cases 8.7.4 and 8.9.2
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130626
	36.521-3
	0729
	-
	11.0.0
	Rel‑11
	Addition of inter-freq/RAT without measurement gaps TCs
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130611
	36.521-3
	0730
	-
	11.0.0
	Rel‑11
	Uncertainties and Test Tolerances for RRM test cases 6.3.2 and 6.3.12
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-3
	0731
	-
	11.0.0
	Rel‑11
	Uncertainties and Test Tolerances for RRM test cases 6.3.5+6.3.6+6.3.7+6.3.8
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130609
	36.521-3
	0732
	-
	11.0.0
	Rel‑11
	Modification to test cases 8.7.1 and 8.7.2
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130620
	36.521-3
	0733
	-
	11.0.0
	Rel‑11
	Corrections to RRM requirements for interruption in single CA
	approved
	F
	11.1.0
	LTE-UEConTest_LTE3500
	R5

	RP-130636
	36.521-3
	0734
	-
	11.0.0
	Rel‑11
	Corrections for RSRQ E-UTRA CA
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130611
	36.521-3
	0735
	-
	11.0.0
	Rel‑11
	Correction to the test cases with the existence of non-allowed CSG cell
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-3
	0736
	-
	11.0.0
	Rel‑11
	Correction to PRACH configuration
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-3
	0737
	-
	11.0.0
	Rel‑11
	Correction to Time Alignment Timer
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130620
	36.521-3
	0738
	-
	11.0.0
	Rel‑11
	Editors note for test cases where Test Requirement not valid above 3GHz, clause 8
	approved
	F
	11.1.0
	LTE-UEConTest_LTE3500
	R5

	RP-130620
	36.521-3
	0739
	-
	11.0.0
	Rel‑11
	Editors note for test cases where Test Requirement not valid above 3GHz, clause 8 - 9
	approved
	F
	11.1.0
	LTE-UEConTest_LTE3500
	R5

	RP-130626
	36.521-3
	0740
	-
	11.0.0
	Rel‑11
	Corrections of band 26 notes in TS 36.521-3
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130636
	36.521-3
	0741
	-
	11.0.0
	Rel‑11
	Change the IE value of System Information Block type 19 for TS 36.521-3 TDD test case 4.3.4.1.
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130622
	36.521-3
	0742
	-
	11.0.0
	Rel‑11
	eICIC RRM: Further specification of TC 8.1.7
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130622
	36.521-3
	0743
	-
	11.0.0
	Rel‑11
	eICIC RRM: Further specification of TC 8.2.5
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130622
	36.521-3
	0744
	-
	11.0.0
	Rel‑11
	Structure for new TCs 9.1.8.1, 9.1.8.2, FDD Absolute and Relative eICIC RSRP, Non-MBSFN
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130622
	36.521-3
	0745
	-
	11.0.0
	Rel‑11
	Structure for new TCs 9.1.9.1, 9.1.9.2, TDD Absolute and Relative eICIC RSRP, Non-MBSFN
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130622
	36.521-3
	0746
	-
	11.0.0
	Rel‑11
	Procedure and messages for eICIC RRM test cases 9.2.7.1, 9.2.8.1
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130611
	36.521-3
	0747
	-
	11.0.0
	Rel‑11
	Uncertainties and Test Tolerances for RRM test cases 6.3.4 and 6.3.11
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-3
	0749
	-
	11.0.0
	Rel‑11
	Correction to RRC Connection Release with Redirection tests
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-3
	0750
	-
	11.0.0
	Rel‑11
	Correction to Monitored UTRA cell list size
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130609
	36.521-3
	0751
	-
	11.0.0
	Rel‑11
	Correction to UE Transmit Timing Accuracy
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130620
	36.521-3
	0752
	-
	11.0.0
	Rel‑11
	Editors note for test cases where Test Requirement not valid above 3GHz, clauses 4 to 7
	approved
	F
	11.1.0
	LTE-UEConTest_LTE3500
	R5

	RP-130622
	36.521-3
	0753
	-
	11.0.0
	Rel‑11
	Addition of Chapter 9 RRM test cases for absolute RSRQ accuracy under Time-Domain Measurement Resource Restriction with MBSFN ABS
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130611
	36.521-3
	0754
	-
	11.0.0
	Rel‑11
	Correction to new CGI E-UTRA cell with autonomous gaps tests
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130636
	36.521-3
	0755
	-
	11.0.0
	Rel‑11
	Update of Annex E
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130611
	36.521-3
	0756
	-
	11.0.0
	Rel‑11
	Correction to Combined E-UTRAN - E-UTRA and GSM cell search
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130635
	36.521-3
	0757
	-
	11.0.0
	Rel‑11
	Addition of Band 27 to overlooked sections of TS 36.521-3
	approved
	F
	11.1.0
	TEI11_Test
	R5

	RP-130610
	36.523-3
	1557
	-
	10.3.0
	Rel‑11
	Update of CDMA2000 specification references: Clause 2 of TS 36.523-3
	approved
	F
	11.0.0
	TEI8_Test
	R5

	RP-130610
	36.523-3
	1558
	-
	10.3.0
	Rel‑11
	Update of CDMA2000 specification references: PIXIT for TS 36.523-3
	approved
	F
	11.0.0
	TEI8_Test
	R5

	RP-130636
	36.523-3
	1559
	-
	10.3.0
	Rel‑11
	Clarification of CA test model
	approved
	F
	11.0.0
	LTE_CA-UEConTest
	R5

	RP-130626
	36.523-3
	1560
	-
	10.3.0
	Rel‑11
	36523-3: Routine maintenance and updates
	approved
	F
	11.0.0
	TEI10_Test
	R5

	RP-130613
	36.523-3
	1561
	-
	10.3.0
	Rel‑10
	Addition of IMS de-registration procedures to postamble sequences for E-UTRA test cases
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130610
	36.523-3
	1562
	-
	10.3.0
	Rel‑11
	Update of CDMA2000 specification references: Annex D of TS 36.523-3
	approved
	F
	11.0.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1563
	-
	10.3.0
	Rel‑10
	Correction to EUTRA-GERAN test cases 6.2.3.1 and 9.2.3.4.1
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1564
	-
	10.3.0
	Rel‑10
	Addition of GCF WI-151 LTE FDD-TDD Inter-mode test case 8.3.1.16a
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1565
	-
	10.3.0
	Rel‑10
	Addition of Rel‑9 EUTRA PWS Test cases 18.1.2
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1566
	-
	10.3.0
	Rel‑10
	Addition of Rel‑9 EUTRA PWS test case 18.1.1
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1567
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-099 Multi-RAT test case 6.2.1.1
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1568
	-
	10.3.0
	Rel‑10
	Correction to EUTRA Multi-Layer Test Cases 13.1.x
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1569
	-
	10.3.0
	Rel‑10
	Addition of GCF WI-159 LTE-1xRTT CSFB Handover test case 8.4.7.9
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1570
	-
	10.3.0
	Rel‑10
	Correction to EMM Test Case 9.2.1.1.20
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1571
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of EMM Test Case 9.2.3.1.6
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1572
	-
	10.3.0
	Rel‑10
	Addition of GCF WI-088 LTE-1xRTT CSFB Emergency Call test case 13.1.17
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1573
	-
	10.3.0
	Rel‑10
	Correction to E-UTRA EMM testcases 9.2.1.1.7a, 9.2.3.1.16, 9.2.3.1.18 , 9.2.3.1.18a, 9.2.3.2.10 and 9.2.3.2.2
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1574
	-
	10.3.0
	Rel‑10
	Addition of Rel‑9 EUTRA PWS(CMAS) Test cases 18.1.3
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1575
	-
	10.3.0
	Rel‑10
	Addition of GCF WI-088 LTE-1xRTT CSFB test case 8.4.7.3
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1576
	-
	10.3.0
	Rel‑10
	Correction to handling of security capabilities in EUTRA Testcases
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1577
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-099 Multi-RAT test case 8.3.2.6
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1578
	-
	10.3.0
	Rel‑10
	Correction to EUTRA Idle Mode Test Case 6.1.1.3a
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1579
	-
	10.3.0
	Rel‑10
	Correction to 36.523 IMS preamble part with IPsec enabled
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1580
	-
	10.3.0
	Rel‑10
	Correction to Security Procedure for EUTRA TDD<>TDSDMA Testcases
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1581
	-
	10.3.0
	Rel‑10
	Correction to EUTRA EMM Test Case 9.2.1.2.3
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1582
	-
	10.3.0
	Rel‑10
	Corrections to ESM test cases 10.3.1 and 10.9.1
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1583
	-
	10.3.0
	Rel‑10
	Addition of GCF WI-151 LTE FDD-TDD Inter-mode test case 6.1.1.4a
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1584
	-
	10.3.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.3.2.2
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1585
	-
	10.3.0
	Rel‑10
	Correction to EMM Test Case 9.2.3.1.19
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1586
	-
	10.3.0
	Rel‑10
	Correction to px_CipherAlg PIXIT type
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1587
	-
	10.3.0
	Rel‑10
	Clarification for modifies of 'record of' record in TTCN3 core language
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1588
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-086 EUTRA Multilayer Testcase 13.1.5
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1589
	-
	10.3.0
	Rel‑10
	Correction to Idle Mode Test Case 6.1.2.17
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1590
	-
	10.3.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.2.4.14a
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1591
	-
	10.3.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.3.1.16a
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1592
	-
	10.3.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.4.2.2
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1593
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-082 testcase 9.3.1.6 (LTE-UTRA)
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1594
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-086 testcase 8.4.1.5
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1595
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 RRC test case 8.1.3.7
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1596
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 TD-LTE<>TDSDMA Testcase 13.4.2.4
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1597
	-
	10.3.0
	Rel‑10
	Correction to Support of UTRAN band 19
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1598
	-
	10.3.0
	Rel‑10
	Correction to EMM Test Case 9.2.3.3.2
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1599
	-
	10.3.0
	Rel‑10
	Addition of Rel‑9 EUTRA Multiple MO-SMS over SGs/Idle mode Test case 11.1.5
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1600
	-
	10.3.0
	Rel‑10
	Addition of Rel‑9 Multiple MO-SMS over SGs / Active mode Test cases 11.1.6.
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1601
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-086 EUTRA EMM Test case 9.2.3.3.2
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1602
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-086 EUTRA EMM Test case 9.2.3.2.1a
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1603
	-
	10.3.0
	Rel‑10
	Correction to EMM Test Case 9.2.3.2.3
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1604
	-
	10.3.0
	Rel‑10
	Correction to EUTRA EMM Test Cases
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1605
	-
	10.3.0
	Rel‑10
	Correction to EMM Test Case 9.2.3.3.5a
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1606
	-
	10.3.0
	Rel‑10
	Correction to check of establishment cause in EUTRA-UTRA Idle Irat test cases
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1607
	-
	10.3.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.3.2.6
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1608
	-
	10.3.0
	Rel‑10
	Addition of EUTRA Idle Mode Test Case 6.2.3.23
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1609
	-
	10.3.0
	Rel‑10
	Correction for GCF WI-086 EUTRA EMM test cases 9.2.3.2.9
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1610
	-
	10.3.0
	Rel‑10
	Baseline upgrade of TTCN-3 ATSs to March-13 in Rel‑11
	approved
	F
	10.4.0
	TEI11_Test
	R5

	RP-130619
	36.523-3
	1611
	-
	10.3.0
	Rel‑10
	Addition of Rel‑9 EMM test case 9.1.3.3
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1612
	-
	10.3.0
	Rel‑10
	Corrections to EUTRA RRC test cases 8.2.4.14, 8.2.4.14a and 8.3.1.16a
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1613
	-
	10.3.0
	Rel‑10
	Correction to EUTRA Idle Mode Test Case 6.2.3.15
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1614
	-
	10.3.0
	Rel‑10
	Addition of EUTRA Idle Mode Test Case 6.2.3.1a
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1615
	-
	10.3.0
	Rel‑10
	LTE_TDD: Correction of RV value for SI3, SI4 and SI5 in EUTRA TDD mode
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1616
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 test case 6.2.1.3
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1617
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 test cases 8.4.1.2
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1618
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 test cases 8.4.1.4
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1619
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 test cases 8.4.2.2
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1620
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 test cases 8.4.2.4
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1621
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 test case 9.2.3.3.1
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1622
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 test case 9.2.3.3.2
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1623
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 test case 9.2.3.3.5
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1624
	-
	10.3.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.5.4.1
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1625
	-
	10.3.0
	Rel‑10
	Correction to EUTRA Multi Layer Test Case 13.4.2.5
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1626
	-
	10.3.0
	Rel‑10
	Correction to EUTRA-GERAN Idle mode test case 6.2.3.1
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1627
	-
	10.3.0
	Rel‑10
	Correction to EUTRA EMM test case 9.2.2.1.8
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1628
	-
	10.3.0
	Rel‑10
	Additional corrections to EUTRA-GERAN Idle Mode test case 6.2.3.23 on top of R5s130190
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1629
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 test case 9.2.1.2.1d
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1630
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 test case 13.1.2
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1631
	-
	10.3.0
	Rel‑10
	Correction of GCF WI-088 Inter-RAT Measurements test case 8.3.2.8
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1632
	-
	10.3.0
	Rel‑10
	Correction of GCF WI-088 EUTRA-1XRTT test case 8.3.2.10
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1633
	-
	10.3.0
	Rel‑10
	Renaming Condition Types in Selection Expressions
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1634
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 test case 13.3.2.2
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1635
	-
	10.3.0
	Rel‑10
	Correction to EUTRA EMM Test Case 9.2.3.2.9
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1636
	-
	10.3.0
	Rel‑10
	Correction to template car_G_LLC_XID_IndAny
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1637
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-087 EUTRA-GERAN test case 8.4.3.3
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1638
	-
	10.3.0
	Rel‑10
	Correction to GCF WI 086 testcase 9.2.3.2.1b
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1639
	-
	10.3.0
	Rel‑10
	Corrections to functions f_GERAN_EnterU10_MT and f_GERAN_EnterU10_MO_WithoutRRConnEst
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1640
	-
	10.3.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.3.2.3
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1641
	-
	10.3.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.5.4.1
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1642
	-
	10.3.0
	Rel‑10
	Addition of GCF WI-151 LTE FDD-TDD Inter-mode test case 8.1.3.12a
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1643
	-
	10.3.0
	Rel‑10
	Correction to EUTRA EMM Test Case 9.2.2.1.3
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1644
	-
	10.3.0
	Rel‑10
	Correction to function f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq
	approved
	F
	10.4.0
	TEI10_Test
	R5

	RP-130619
	36.523-3
	1645
	-
	10.3.0
	Rel‑10
	Correction to EUTRA Idle Mode Test Case 6.2.3.3a
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1646
	-
	10.3.0
	Rel‑10
	LTE_TDD: Correction to f_UTRAN_CellInfo_Init_TDD function
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1647
	-
	10.3.0
	Rel‑10
	Correction to EUTRA EMM Test Case 9.2.1.2.1c
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1648
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of Rel‑9 EUTRA Multi-Layer test case 13.4.1.4
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1649
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 TD-LTE<>TDSDMA Testcase 8.3.2.4
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1650
	-
	10.3.0
	Rel‑10
	Addition of GCF WI-088 EUTRA<>HRPD Inter-RAT test case 8.3.3.4
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1651
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-081 EUTRA MAC test case 7.1.1.2
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1652
	-
	10.3.0
	Rel‑10
	Correction to PDU Type Definition PAGINGRESPONSE message
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1653
	-
	10.3.0
	Rel‑10
	Correction to EUTRA RRC Test Case 8.4.1.5
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1654
	-
	10.3.0
	Rel‑10
	Correction to UTRAN Capability information Procedure in EUTRA Testcases
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1655
	-
	10.3.0
	Rel‑10
	Correction to EUTRA Multi-layer Test Case 13.3.1.3
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1656
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-082 E-UTRA EMM test case 9.1.2.6
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1657
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-151 LTE FDD-TDD Inter-mode test case 8.1.3.12a
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1658
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 TD-LTE<>TDSDMA Testcase 13.3.2.1
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1659
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 TD-LTE<>TDSDMA Testcase 9.2.1.2.1c
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1660
	-
	10.3.0
	Rel‑10
	Correction to function f_DeriveSuppEutraBandsFromPics
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1661
	-
	10.3.0
	Rel‑10
	Correction to EMM TC 9.2.1.1.24
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1662
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of Rel9 TD-LTE<>TDSDMA Testcase 6.2.3.33
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1663
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-086 E-UTRA EMM testcase 9.2.1.2.8
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1664
	-
	10.3.0
	Rel‑10
	Correction to the EMM Test Case 9.2.3.3.5a
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1665
	-
	10.3.0
	Rel‑10
	Correction to Eutra Idle Mode TC 6.2.3.1a
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130619
	36.523-3
	1666
	-
	10.3.0
	Rel‑10
	Correction to manual PLMN selection test cases 6.1.1.3, 6.1.1.3a, 6.1.1.3b, 6.2.1.4, 9.2.1.1.13 and 9.2.1.1.13a
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1667
	-
	10.3.0
	Rel‑10
	Correction to IXIT px_MaxNumberROHC_ContextSessions in module EUTRA_Parameters in LTE TTCN suite.
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1668
	-
	10.3.0
	Rel‑10
	Correction to EUTRA RRC test case 8.1.2.8
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1669
	-
	10.3.0
	Rel‑10
	Correction for EUTRA RRC test case 8.1.3.7
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1670
	-
	10.3.0
	Rel‑10
	Correction of RRC test case 8.5.4.1
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1671
	-
	10.3.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 EMM test case 9.2.3.3.4
	approved
	B
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1672
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-086 testcase 9.2.2.2.2
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1673
	-
	10.3.0
	Rel‑10
	Correction in LLC XID negotiation
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1674
	-
	10.3.0
	Rel‑10
	LTE_TDD: Correction of GCF WI-096 test cases 8.4.2.2 and 8.4.2.4
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1675
	-
	10.3.0
	Rel‑10
	Corrections to GCF WI-088 EUTRA<>HRPD and 1xRTT Test cases 8.3.2.8 and 8.3.2.10
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1676
	-
	10.3.0
	Rel‑10
	LTE_TDD: Correction to GCF WI-096 EUTRA test case 13.1.2
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-130619
	36.523-3
	1677
	-
	10.3.0
	Rel‑10
	Local guard timer for common preamble functions
	approved
	F
	10.4.0
	TEI11_Test
	R5

	RP-130618
	36.523-3
	1678
	-
	10.3.0
	Rel‑10
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130626
	37.571-4
	0003
	-
	10.1.0
	Rel‑10
	37571-4: Routine maintenance and updates
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-130754
	37.571-4
	0004
	-
	10.1.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.1.1
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-130754
	37.571-4
	0005
	-
	10.1.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.3.1.1
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-130754
	37.571-4
	0006
	-
	10.1.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.3.2.1
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-130754
	37.571-4
	0007
	-
	10.1.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.3.2.2
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-130754
	37.571-4
	0008
	-
	10.1.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.3.2.3
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-130754
	37.571-4
	0009
	-
	10.1.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.3.5.1_6s
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-130754
	37.571-4
	0010
	-
	10.1.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.3.5.1_5s
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-130754
	37.571-4
	0011
	-
	10.1.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.3.4.2_5s
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-130754
	37.571-4
	0012
	-
	10.1.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.3.4.2_6s
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-130754
	37.571-4
	0013
	-
	10.1.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.3.4.4_5s
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-130754
	37.571-4
	0014
	-
	10.1.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.3.5.1_1s
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-130616
	37.571-4
	0015
	-
	10.1.0
	Rel‑10
	CR to 37.571-4: Add new verified and e-mail agreed TTCN test cases in the TC lists in 37.571-4 (prose), Annex A
	approved
	F
	10.2.0
	TEI9_Test
	R5

	SP-130255
	33.804
	0003
	1
	11.1.0
	Rel‑11
	Removal of editor's note Release 11 - 33.804
	approved
	F
	11.2.0
	FS_SSO_APS
	S3

	SP-130258
	33.804
	0004
	2
	11.1.0
	Rel‑12
	Considerations on channel binding and GBA_Digest
	approved
	F
	12.0.0
	TEI12,GBA-ext
	S3

	SP-130301
	33.823
	0001
	-
	12.0.0
	Rel‑12
	Clarification on usage of confidentiality and integrity for TLS tunnel
	approved
	C
	12.1.0
	Web_GBA
	S3

	SP-130249
	33.823
	0001
	-
	12.0.0
	Rel‑12
	Clarification on usage of confidentiality and integrity for TLS tunnel
	reissued
	C
	
	Web_GBA
	S3

	SP-130301
	33.823
	0002
	1
	12.0.0
	Rel‑12
	Combination of Channel Binding Methods
	approved
	C
	12.1.0
	Web_GBA
	S3

	SP-130249
	33.823
	0002
	1
	12.0.0
	Rel‑12
	Combination of Channel Binding Methods
	reissued
	C
	
	Web_GBA
	S3

	SP-130301
	33.823
	0003
	-
	12.0.0
	Rel‑12
	Removal of editorÆs note
	approved
	F
	12.1.0
	Web_GBA
	S3

	SP-130249
	33.823
	0003
	-
	12.0.0
	Rel‑12
	Removal of editor's note - 33.823
	reissued
	F
	
	Web_GBA
	S3

	RP-130625
	34.108
	0922
	-
	11.5.0
	Rel‑11
	Addition of default IEs for MDT
	approved
	F
	11.6.0
	TEI10_Test
	R5

	RP-130609
	34.108
	0923
	-
	11.5.0
	Rel‑11
	Addition of FDD reference test frequencies for Operating Band XXVI (FDD26) into TS 34.108
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-130621
	34.108
	0924
	-
	11.5.0
	Rel‑11
	Test frequencies for 3C/4C HSDPA
	approved
	F
	11.6.0
	4C_HSDPA-UEConTest
	R5

	RP-130611
	34.108
	0925
	-
	11.5.0
	Rel‑11
	Update the default message content of RRC CONNECTION REQUEST
	approved
	F
	11.6.0
	TEI9_Test
	R5

	RP-130625
	34.122
	0425
	-
	11.4.0
	Rel‑11
	Editors note for test cases where Test Requirement not valid above 3GHz
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-130611
	34.122
	0426
	-
	11.4.0
	Rel‑11
	Incorrect definition for I^or/Ioc in Clause F.6.3.5
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-130607
	34.122
	0427
	-
	11.4.0
	Rel‑11
	Incorrect references for test requirements tables in SEM Tests
	approved
	F
	11.5.0
	TEI5_Test
	R5

	RP-130635
	34.122
	0428
	-
	11.4.0
	Rel‑11
	Update additional spurious emission requirements towards TDD bands
	approved
	F
	11.5.0
	TEI11_Test
	R5

	RP-130635
	34.122
	0429
	-
	11.4.0
	Rel‑11
	Update receiver spurious emission requirements towards TDD band 41 and band 44
	approved
	F
	11.5.0
	TEI11_Test
	R5

	RP-130626
	36.521-2
	0099
	-
	10.5.0
	Rel‑10
	Removal of technical content in 36.521-2 v10.5.0 and substitution with pointer to the next Release
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-130635
	36.521-2
	0100
	-
	11.0.0
	Rel‑11
	Introduction of new rel-11 Reporting of RI test cases into applicability specification
	approved
	F
	11.1.0
	TEI11_Test
	R5

	RP-130636
	36.521-2
	0101
	-
	11.0.0
	Rel‑11
	Introduction of Maximum Input Level test case for CA (inter-band DL CA without UL CA) into applicability specification
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130611
	36.521-2
	0102
	-
	11.0.0
	Rel‑11
	Correction of applicability conditions for TC 8.2.1.1.1_1: TC 8.2.1.2.1_1 and TC 8.3.2.1.1_1 in 36.521-2
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130636
	36.521-2
	0103
	-
	11.0.0
	Rel‑11
	Addition of applicability for Configured UE transmitted Output Power for inter-band CA
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130623
	36.521-2
	0104
	-
	11.0.0
	Rel‑11
	Corrections of eDL-MIMO applicability to align with reporting of CSI
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130611
	36.521-2
	0105
	-
	11.0.0
	Rel‑11
	"Corrections to Table 4.1-1a ""Applicability of RF conformance test cases Conditions"" and table Table 4.2-1a: Applicability of RRM conformance test cases Conditions"
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130628
	36.521-2
	0106
	-
	11.0.0
	Rel‑11
	36.521-2: Inter-band CA configurations update
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130611
	36.521-2
	0107
	-
	11.0.0
	Rel‑11
	Addition of applicability for FDD RF TCs 9.3.4.1.1, 9.3.4.2.1, 9.4.1.2.1, 9.4.2.2.1 and TDD RF TCs 9.3.4.1.2, 9.3.4.2.2, 9.4.1.2.2 and 9.4.2.2.2
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130622
	36.521-2
	0108
	-
	11.0.0
	Rel‑11
	Updates to applicability for newly introduced eICIC feature chapter9 RRM test cases in 36.521-2
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130626
	36.521-2
	0109
	-
	11.0.0
	Rel‑11
	36.521-2 specification clean up
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130611
	36.521-2
	0110
	-
	11.0.0
	Rel‑11
	Update of FGI tables in TS 36.521-2
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130609
	36.521-2
	0111
	-
	11.0.0
	Rel‑11
	Removal of Spurious emission UE co-existence test case 6.6.3.2_1 from 36.521-2
	approved
	F
	11.1.0
	TEI8_Test
	R5

	GP-130372
	36.523-2
	0415
	-
	11.2.2
	Rel‑11
	CR 36.523-2-0415 Removal of TC 6.2.3.22 from applicability table
	approved
	F
	11.3.0
	LTE-UEConTest_SIG
	G3new

	RP-130626
	36.523-2
	0416
	-
	11.2.2
	Rel‑11
	ICS Correction to Idle Mode TC6.3.10
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130610
	36.523-2
	0417
	-
	11.2.2
	Rel‑11
	GCF Priority 4 - Correction to applicability criteria for EUTRA Test case 6.2.1.4
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130628
	36.523-2
	0418
	-
	11.2.2
	Rel‑11
	Addition of new CA Band and CA Band Combination for supported CA configurations for signaling test
	approved
	F
	11.3.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130610
	36.523-2
	0419
	-
	11.2.2
	Rel‑11
	Addition of new PICS pc_KeepEpsBearerParametersAfterNormalDetach
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130613
	36.523-2
	0420
	-
	11.2.2
	Rel‑11
	Applicability for new TC 8.3.4.5 Inter-frequency E-UTRAN FDD - FDD / CSG Proximity Indication
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130628
	36.523-2
	0421
	-
	11.2.2
	Rel‑11
	Addition of CA physical layer implementation capabilities for CA_1-19 and CA_1-21
	approved
	F
	11.3.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130613
	36.523-2
	0422
	-
	11.2.2
	Rel‑11
	Update pics for CSFB and IMS devices
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130613
	36.523-2
	0423
	-
	11.2.2
	Rel‑11
	Update pics pc_CS
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130613
	36.523-2
	0424
	-
	11.2.2
	Rel‑11
	GCF Priority X - Correction to applicability of RSRQ TC 6.2.3.1a
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130613
	36.523-2
	0425
	-
	11.2.2
	Rel‑11
	GCF Priority X - Correction to applicability of test case 13.1.2a
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130613
	36.523-2
	0426
	-
	11.2.2
	Rel‑11
	GCF Priority X - Correction to applicability of test case 8.1.3.6a
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130628
	36.523-2
	0427
	-
	11.2.2
	Rel‑11
	Addition of Inter-Band CA configurations for CA_2-17 and CA_4-17
	approved
	F
	11.3.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130613
	36.523-2
	0428
	-
	11.2.2
	Rel‑11
	Addition of operating band 29 to TS 36.523-2
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130610
	36.523-2
	0429
	-
	11.2.2
	Rel‑11
	Addition of PICS items for Rel‑10 UE category 6-8
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130613
	36.523-2
	0430
	-
	11.2.2
	Rel‑11
	Applicability of new test cases for setting the FGI 28.
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130610
	36.523-2
	0431
	-
	11.2.2
	Rel‑11
	GCF Priority 2: Changing the TC 9.1.4.2 title
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130613
	36.523-2
	0432
	-
	11.2.2
	Rel‑11
	Splitting TC 11.2.8 in two TCs one for UTRA/GERAN and one for 1xRTT - Applicability
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130605
	36.523-2
	0433
	-
	11.2.2
	Rel‑11
	Correction of applicable minimum releases for UTRA and GERAN in Inter-RAT test cases
	approved
	F
	11.3.0
	TEI_Test
	R5

	RP-130610
	36.523-2
	0434
	-
	11.2.2
	Rel‑11
	Update of Applicability of test case 8.3.3.5
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130624
	36.523-2
	0435
	-
	11.2.2
	Rel‑11
	Adding applicability for new NIMTC test cases
	approved
	F
	11.3.0
	NIMTC-UEConTest
	R5

	RP-130633
	36.523-2
	0436
	-
	11.2.2
	Rel‑11
	Applicability for new test cases of TDD Special subframe configuration
	approved
	F
	11.3.0
	LTE_TDD_add_subframe-UEConTest
	R5

	RP-130613
	36.523-2
	0437
	-
	11.2.2
	Rel‑11
	Update of FGI tables in TS 36.523-2
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130636
	36.523-2
	0438
	-
	11.2.2
	Rel‑11
	Applicability of New Carrier Aggregation test case
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130624
	36.523-2
	0439
	-
	11.2.2
	Rel‑11
	Update of applicability for NIMTC test cases
	approved
	F
	11.3.0
	NIMTC-UEConTest
	R5

	RP-130610
	36.523-2
	0440
	-
	11.2.2
	Rel‑11
	Modification of pc_SMS_SGs PICS dependencies
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130629
	36.523-2
	0441
	-
	11.2.2
	Rel‑11
	Applicability of new test cases for eMDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130610
	36.523-2
	0442
	-
	11.2.0
	Rel‑11
	Update of Test Case 6.2.2.5 Applicability
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130613
	37.571-3
	0008
	-
	10.3.1
	Rel‑10
	Correction of applicability for LTE UE Positioning test cases
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130626
	37.571-3
	0009
	-
	10.3.1
	Rel‑10
	Applicability for new test case 7.5.1 for inter-frequency RSTD measurement indication procedure
	approved
	F
	10.4.0
	TEI10_Test
	R5

	RP-130613
	37.571-3
	0010
	-
	10.3.1
	Rel‑10
	Applicabilities for new TDD inter-frequency tests 9.2.2 and 9.2.5
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130626
	37.571-3
	0011
	-
	10.3.1
	Rel‑10
	Addition of the Applicability for FDD-FDD inter-frequency RSTD Test Cases
	approved
	F
	10.4.0
	TEI10_Test
	R5

	RP-130613
	37.571-3
	0012
	-
	10.3.1
	Rel‑10
	Corrections and clarifications to Applicabilities tables
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130626
	36.521-1
	0973
	-
	10.5.0
	Rel‑10
	Removal of technical content in 36.521-1 v10.5.0 and substitution with pointer to the next Release
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-130628
	36.521-1
	0974
	-
	11.0.1
	Rel‑11
	Updates to Chapter7 for Inter Band CA combo CA_2A-29A
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130622
	36.521-1
	0975
	-
	11.0.1
	Rel‑11
	New chap8 TDD TC 8.2.2.2.3_C for eICIC
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130622
	36.521-1
	0976
	-
	11.0.1
	Rel‑11
	New chap 8 TDD TC 8.4.2.2.3_C for eICIC
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130635
	36.521-1
	0977
	-
	11.0.1
	Rel‑11
	Introduction of new rel-11 Reporting of RI test cases
	approved
	F
	11.1.0
	TEI11_Test
	R5

	RP-130635
	36.521-1
	0978
	-
	11.0.1
	Rel‑11
	Introduction of new rel-11 Reporting of RI test cases into annexes
	approved
	F
	11.1.0
	TEI11_Test
	R5

	RP-130609
	36.521-1
	0979
	-
	11.0.1
	Rel‑11
	Correction to TC 8.4.1.1 test procedure
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130636
	36.521-1
	0980
	-
	11.0.1
	Rel‑11
	Introduction of Maximum Input Level test case for CA (inter-band DL CA without UL CA) into annexes
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130611
	36.521-1
	0981
	-
	11.0.1
	Rel‑11
	Correction of test applicability for TC 8.2.1.1.1_1: TC 8.2.1.2.1_1 and TC 8.3.2.1.1_1 in 36.521-1
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-1
	0982
	-
	11.0.1
	Rel‑11
	Update of TC6.6.3B.1 for Transmitter Spurious emissions for UL-MIMO
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130636
	36.521-1
	0983
	-
	11.0.1
	Rel‑11
	Clarification to test procedure on applying timing offset between CCs for Chap8 inter-band CA test cases
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130628
	36.521-1
	0984
	-
	11.0.1
	Rel‑11
	Update TC 6.2.4A.1 Additional Maximum Power Reduction (A-MPR) for CA_38C (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130628
	36.521-1
	0985
	-
	11.0.1
	Rel‑11
	Update TC 7.3A.1 Reference sensitivity level for CA_4A-12A (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130628
	36.521-1
	0986
	-
	11.0.1
	Rel‑11
	Update TC 7.3A.3 Reference sensitivity level for CA_4A-12A (inter-band DL CA without UL CA)
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130636
	36.521-1
	0987
	-
	11.0.1
	Rel‑11
	Update TT of 6.3.5A.3.1 Aggregate power control tolerance for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.521-1
	0988
	-
	11.0.1
	Rel‑11
	Uncertainties and Test Tolerances for CA spectrum emission mask
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130611
	36.521-1
	0989
	-
	11.0.1
	Rel‑11
	RF: Corrections to RMC-s for sustained data rate test
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130636
	36.521-1
	0990
	-
	11.0.1
	Rel‑11
	CA RF - Corrections to 6.2.4A.1 requirements
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130611
	36.521-1
	0991
	-
	11.0.1
	Rel‑11
	LTE RF - Editorial correction to 8.2.2.4.2_1
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130628
	36.521-1
	0992
	-
	11.0.1
	Rel‑11
	Updates for 6.6.1A Occupied bandwidth for CA_41C
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130627
	36.521-1
	0993
	-
	11.0.1
	Rel‑11
	Addition of band44 in MPR for UL-MIMO
	approved
	F
	11.1.0
	LTE_APAC700-UEConTest
	R5

	RP-130626
	36.521-1
	0994
	-
	11.0.1
	Rel‑11
	References to wrong clause in TS 36.508
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130626
	36.521-1
	0995
	-
	11.0.1
	Rel‑11
	Corrections to Common Test Parameters User-Specific
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130626
	36.521-1
	0996
	-
	11.0.1
	Rel‑11
	Corrections to Beamforming Model Parameters
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130626
	36.521-1
	0997
	-
	11.0.1
	Rel‑11
	Corrections to Reporting of Channel State Requirements
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130626
	36.521-1
	0998
	-
	11.0.1
	Rel‑11
	Corrections to Reporting of Precoding Matrix Indicator Requirements
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130623
	36.521-1
	0999
	-
	11.0.1
	Rel‑11
	Additions to Annex G for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130623
	36.521-1
	1000
	-
	11.0.1
	Rel‑11
	Additions of eDL-MIMO test cases to Annex F
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130636
	36.521-1
	1001
	-
	11.0.1
	Rel‑11
	LTE RF: Minor changes to test case 7.5A.3
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.521-1
	1002
	-
	11.0.1
	Rel‑11
	LTE-RF: Clarification to 7.6.1A.3 test procedure
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.521-1
	1003
	-
	11.0.1
	Rel‑11
	Corrections to TC 6.6.2.3A.1 Adjacent Channel Leakage power Ratio for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130623
	36.521-1
	1004
	-
	11.0.1
	Rel‑11
	Additions to TC 9.2.3.1_D for FDD CQI reporting under AWGN conditions - PUCCH 1-1 for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130636
	36.521-1
	1005
	-
	11.0.1
	Rel‑11
	LTE-RF: Corrections to CA Open Loop Spatial Multiplexing Performance test cases
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130623
	36.521-1
	1006
	-
	11.0.1
	Rel‑11
	Additions to TC 9.2.3.2_D for TDD CQI reporting under AWGN conditions - PUCCH 1-1 for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130623
	36.521-1
	1007
	-
	11.0.1
	Rel‑11
	Additions to TC 9.3.1.2.2_D for TDD CQI reporting under fading conditions - PUSCH 3-1 for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130623
	36.521-1
	1008
	-
	11.0.1
	Rel‑11
	Additions to TC 9.3.2.2.2_D for TDD CQI reporting under fading conditions - PUCCH 1-1 for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130628
	36.521-1
	1009
	-
	11.0.1
	Rel‑11
	Update of 6.2.5A - Delta TIB for CA_11A-18A
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130623
	36.521-1
	1010
	-
	11.0.1
	Rel‑11
	Additions to TC 9.4.1.3.2_D for TDD reporting of PMI-PUSCH 3-1 (Single PMI) for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130628
	36.521-1
	1011
	-
	11.0.1
	Rel‑11
	Update of 7.3A - Delta RIB for CA_11A-18A
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130623
	36.521-1
	1012
	-
	11.0.1
	Rel‑11
	Additions to TC 9.4.2.3.2_D for TDD PMI reporting - PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130623
	36.521-1
	1013
	-
	11.0.1
	Rel‑11
	Additions to TC 9.5.2.2_D for TDD RI reporting - PUCCH 1-1 for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130609
	36.521-1
	1014
	-
	11.0.1
	Rel‑11
	Removal of Spurious emission UE co-existence test case 6.6.3.2_1 from annex F
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130627
	36.521-1
	1015
	-
	11.0.1
	Rel‑11
	Adding Band28 in some Receiver test cases in clause 7
	approved
	F
	11.1.0
	LTE_APAC700-UEConTest
	R5

	RP-130636
	36.521-1
	1016
	-
	11.0.1
	Rel‑11
	Correction to the contents of the chapter 5.
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130626
	36.521-1
	1017
	-
	11.0.1
	Rel‑11
	Corrections to test procedure of TC 7.5B Adjacent Channel Selectivity (ACS) for UL-MIMO
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130611
	36.521-1
	1018
	-
	11.0.1
	Rel‑11
	RF: Correction of Imcs for CQI index 10 (15 RBs)
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130626
	36.521-1
	1019
	-
	11.0.1
	Rel‑11
	Corrections to Frequency non-selective scheduling mode
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130611
	36.521-1
	1020
	-
	11.0.1
	Rel‑11
	Correction to the missing title of Rel‑9 close loop tests
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-1
	1021
	-
	11.0.1
	Rel‑11
	Correction to the references of connection diagrams
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130626
	36.521-1
	1022
	-
	11.0.1
	Rel‑11
	Maintenance of Band 23 additional regulatory requirements
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130626
	36.521-1
	1023
	-
	11.0.1
	Rel‑11
	Realignment of A-MPR Configuration Tables for Band 27 in TS 36.521-1
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130636
	36.521-1
	1024
	-
	11.0.1
	Rel‑11
	Update on General clause of Tx and Rx for Cell IDs
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130628
	36.521-1
	1025
	-
	11.0.1
	Rel‑11
	LTE RF: Initial conditions update for test 6.2.5A.2
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130628
	36.521-1
	1026
	-
	11.0.1
	Rel‑11
	CA RF: Alignment for inter-band Rx tests with DL tested only as S-Cell
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130636
	36.521-1
	1027
	-
	11.0.1
	Rel‑11
	36.521-1: Inter-band CA operating bands update
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130628
	36.521-1
	1028
	-
	11.0.1
	Rel‑11
	Updates for 7.7A.1 Spurious response for CA
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130623
	36.521-1
	1029
	-
	11.0.1
	Rel‑11
	Additions to TC 9.3.1.2.1_D for FDD CQI reporting under fading conditions - PUSCH 3-1 for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130623
	36.521-1
	1030
	-
	11.0.1
	Rel‑11
	Additions to TC 9.3.2.2.1_D for FDD CQI reporting under fading conditions - PUCCH 1-1 for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130623
	36.521-1
	1031
	-
	11.0.1
	Rel‑11
	Additions to TC 9.4.1.3.1_D for FDD reporting of PMI - PUSCH 3-1 (Single PMI) for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130623
	36.521-1
	1032
	-
	11.0.1
	Rel‑11
	Additions to TC 9.4.2.3.1_D for FDD PMI reporting - PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130623
	36.521-1
	1033
	-
	11.0.1
	Rel‑11
	Additions to TC 9.5.2.1_D for FDD RI reporting - PUCCH 1-1 for eDL-MIMO
	approved
	F
	11.1.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-130627
	36.521-1
	1034
	-
	11.0.1
	Rel‑11
	Adding Band28 in some Transmitter test cases in clause 6
	approved
	F
	11.1.0
	LTE_APAC700-UEConTest
	R5

	RP-130622
	36.521-1
	1035
	-
	11.0.1
	Rel‑11
	New RF TC for 36.521-1_8.5.1.2.3_C.1_Enhanced ICIC for LTE
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130611
	36.521-1
	1036
	-
	11.0.1
	Rel‑11
	Update TT of 6.2.2B_6.2.3B_6.2.4B and 6.2.5B for UL-MIMO
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-1
	1037
	-
	11.0.1
	Rel‑11
	Update TT of 6.3.2B_6.3.3B and 6.3.4B for UL-MIMO
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130626
	36.521-1
	1038
	-
	11.0.1
	Rel‑11
	Update TT of 6.3.5B.1_6.3.5B.2 and 6.3.5B.3 for UL- MIMO
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130611
	36.521-1
	1039
	-
	11.0.1
	Rel‑11
	Update TT of 6.5.1B_6.5.2B.1_6.5.2B.2_6.5.2B.3_6.5.2B.4 for UL-MIMO
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130626
	36.521-1
	1040
	-
	11.0.1
	Rel‑11
	Update TT of 6.6.1B Occupied bandwidth for UL-MIMO
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130626
	36.521-1
	1041
	-
	11.0.1
	Rel‑11
	Update TT of 6.6.2.1B_6.6.2.2B and 6.6.2.3B for UL- MIMO
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130626
	36.521-1
	1042
	-
	11.0.1
	Rel‑11
	Update TT of 6.7B Transmit intermodulation for UL-MIMO
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130626
	36.521-1
	1043
	-
	11.0.1
	Rel‑11
	Update TT of 6.8B Time alignment error for UL-MIMO
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130626
	36.521-1
	1044
	-
	11.0.1
	Rel‑11
	Update TT of 7.3B Reference sensitivity level for UL-MIMO
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130636
	36.521-1
	1045
	-
	11.0.1
	Rel‑11
	Corrections to TC 6.2.5A.1 Configured UE transmitted Power for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130626
	36.521-1
	1046
	-
	11.0.1
	Rel‑11
	Maintenance of Band 23 Spurious Emissions Requirements
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130626
	36.521-1
	1047
	-
	11.0.1
	Rel‑11
	Corrections to Demodulation Requirements
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130611
	36.521-1
	1048
	-
	11.0.1
	Rel‑11
	Updates to sustained data rate test case
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130622
	36.521-1
	1049
	-
	11.0.1
	Rel‑11
	New RF TC for 36.521-1_9.2.1.3_C.1_Enhanced ICIC for LTE
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130609
	36.521-1
	1050
	-
	11.0.1
	Rel‑11
	RF: Structure clean-up for chapter 9 (including eICIC and eDL-MIMO tests)
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130626
	36.521-1
	1051
	-
	11.0.1
	Rel‑11
	Update TT of 7.4B_7.5B_7.6.1B_7.6.2B_7.6.3B_7.7B and 7.8.1B for UL-MIMO
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130611
	36.521-1
	1052
	-
	11.0.1
	Rel‑11
	Update of TC6.6.3B.3 for Additional spurious emissions for UL-MIMO
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.521-1
	1053
	-
	11.0.1
	Rel‑11
	Update of TC6.6.3B.2 for Spurious emissions band UE co-existence for UL-MIMO
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130609
	36.521-1
	1054
	-
	11.0.1
	Rel‑11
	Updates of 6.2.2.3 - maximum output power for UE that supports both Band 18 and 26
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130609
	36.521-1
	1055
	-
	11.0.1
	Rel‑11
	Update of 6.2.4 Test points for A-MPR when NS_05 is signalled
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130609
	36.521-1
	1056
	-
	11.0.1
	Rel‑11
	Updates of 7.3.3 - Refsens for UE that supports both Band 18 and Band 26
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130636
	36.521-1
	1057
	-
	11.0.1
	Rel‑11
	CA RF: Alignment for tests with PCC and SCC switching
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.521-1
	1058
	-
	11.0.1
	Rel‑11
	Corrections to TC 6.6.3.3A.1 Additional spurious emissions for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.521-1
	1059
	-
	11.0.1
	Rel‑11
	Introduction of Maximum Input Level test case for CA (inter-band DL CA without UL CA)
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.521-1
	1060
	-
	11.0.1
	Rel‑11
	Addition of Maximum input level for inter-band CA and updates to test configuration for some Rx TCs
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.521-1
	1061
	-
	11.0.1
	Rel‑11
	Updates to FDD sustained data rate test case for CA
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.521-1
	1062
	-
	11.0.1
	Rel‑11
	Clarification on Time offset between cells
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130628
	36.521-1
	1063
	-
	11.0.1
	Rel‑11
	Update TC 6.2.3A.1 Maximum Power Reduction (MPR) for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130628
	36.521-1
	1064
	-
	11.0.1
	Rel‑11
	Update of UE co-existence requirement for CA
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130628
	36.521-1
	1065
	-
	11.0.1
	Rel‑11
	Update TC 6.2.5A.1 Configured UE transmitted Output Power for CA_3A-7A, CA_4A-12A and CA_7A-20A (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130628
	36.521-1
	1066
	-
	11.0.1
	Rel‑11
	Updates for 6.2.4A A-MPR for CA_41C
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130628
	36.521-1
	1067
	-
	11.0.1
	Rel‑11
	Updates for 7.5A.1 Adjacent Channel Selectivity (ACS) for CA_41C
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130628
	36.521-1
	1068
	-
	11.0.1
	Rel‑11
	Updates for 7.6.1A.1 in-band blocking for CA_41C
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130628
	36.521-1
	1069
	-
	11.0.1
	Rel‑11
	Updates for 7.6.2A.1 Out-of-band blocking for CA_41C
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130628
	36.521-1
	1070
	-
	11.0.1
	Rel‑11
	Updates for 7.6.3A.1 Narrow band blocking for CA_41C
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130628
	36.521-1
	1071
	-
	11.0.1
	Rel‑11
	Updates for 7.8.1A.1 Wideband intermodulation for CA_41C
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130628
	36.521-1
	1072
	-
	11.0.1
	Rel‑11
	Update of CA refsens test 7.3A for inter-band CA configurations CA_4A-5A and CA_4A-13A
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130627
	36.521-1
	1073
	-
	11.0.1
	Rel‑11
	Addition of band 44 in MPR
	approved
	F
	11.1.0
	LTE_APAC700-UEConTest
	R5

	RP-130628
	36.521-1
	1074
	-
	11.0.1
	Rel‑11
	CA_1A-18A, CA_2A-17A, CA_3A-8A, CA_4A-5A, CA_4A-13A, CA_4A-17A, CA_11A-18A addition and corrections to Reference Sensitivity TC 7.3A
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130636
	36.521-1
	1075
	-
	11.0.1
	Rel‑11
	CA RF - Corrections to Blocking Characteristics in 7.6
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130609
	36.521-1
	1076
	-
	11.0.1
	Rel‑11
	Change Spurious emission UE co-existence test cases to align with release independence rule
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130636
	36.521-1
	1077
	-
	11.0.1
	Rel‑11
	CA RF: Corrections to message contents with regard to transmission mode
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130609
	36.521-1
	1078
	-
	11.0.1
	Rel‑11
	Updated test points test case 6.2.3 A-MPR for NS_15 band26
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130632
	36.521-1
	1079
	-
	11.0.1
	Rel‑11
	New test cases for LTE B14 public sfaety high power UE
	approved
	F
	11.1.0
	LTE_B14_PSBB_HPUE-UEConTest
	R5

	GP-130357
	36.523-1
	2220
	-
	11.2.0
	Rel‑11
	CR 36.523-1-2220 GCF Priority 1 - Correction to EUTRA Idle Mode Test Case 6.2.3.15
	approved
	F
	11.3.0
	TEI10_Test
	G3new

	GP-130358
	36.523-1
	2221
	-
	11.2.0
	Rel‑11
	CR 36.523-1-2221 GCF priority g1 - Correction to Idle Mode test case 6.2.1.6
	approved
	F
	11.3.0
	TEI10_Test
	G3new

	GP-130371
	36.523-1
	2222
	-
	11.2.0
	Rel‑11
	CR 36.523-1-2222 Removal of TC 6.2.3.22
	approved
	F
	11.3.0
	LTE-UEConTest_SIG
	G3new

	RP-130610
	36.523-1
	2224
	-
	11.2.0
	Rel‑11
	Update of CDMA2000 specification references: Clause 2 of TS 36.523-1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2225
	-
	11.2.0
	Rel‑11
	Update of CDMA2000 specification references for UE Capability Transfer
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2226
	-
	11.2.0
	Rel‑11
	Update of CDMA2000 specification references for Inter-RAT Handover
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2227
	-
	11.2.0
	Rel‑11
	Update of CDMA2000 specification references of Inter-system session management
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130626
	36.523-1
	2228
	-
	11.2.0
	Rel‑11
	Update of of LTE MDT test case 8.6.3.3
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130610
	36.523-1
	2229
	-
	11.2.0
	Rel‑11
	Editorial Remove square bracket in TC 8.3.2.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2230
	-
	11.2.0
	Rel‑11
	Editorial Remove square bracket and FFS in TCs 13.4.2.2, 13.4.3.3, 13.4.3.5
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2231
	-
	11.2.0
	Rel‑11
	Editorial TC 12.1.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130635
	36.523-1
	2232
	-
	11.2.0
	Rel‑11
	Correction of description on 36523-3
	approved
	F
	11.3.0
	TEI11_Test
	R5

	RP-130626
	36.523-1
	2233
	-
	11.2.0
	Rel‑11
	GCF Priority X - Correction to Idle Mode test case 6.3.11
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130626
	36.523-1
	2234
	-
	11.2.0
	Rel‑11
	GCF Priority X - Correction to Idle Mode test case 6.3.10
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130626
	36.523-1
	2235
	-
	11.2.0
	Rel‑11
	Update to test function Update UE Location Information
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130610
	36.523-1
	2236
	-
	11.2.0
	Rel‑11
	GCF Priority u1 - Update to EMM test case 9.2.3.2.9
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2237
	-
	11.2.0
	Rel‑11
	GCF Priority 3 - Correction to EUTRA MAC test case 7.1.4.2
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130612
	36.523-1
	2238
	-
	11.2.0
	Rel‑11
	Update test case 13.1.3
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2239
	-
	11.2.0
	Rel‑11
	Update test case 13.1.7
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2240
	-
	11.2.0
	Rel‑11
	Update test case 13.1.10
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2241
	-
	11.2.0
	Rel‑11
	Update test case 13.1.15
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2242
	-
	11.2.0
	Rel‑11
	Update test case 13.1.11
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2243
	-
	11.2.0
	Rel‑11
	Update test case 13.1.13
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2244
	-
	11.2.0
	Rel‑11
	Update test case 13.1.4
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2245
	-
	11.2.0
	Rel‑11
	Update test case 13.1.16
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2246
	-
	11.2.0
	Rel‑11
	Correction to RSRQ test case 8.3.2.3a
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130610
	36.523-1
	2247
	-
	11.2.0
	Rel‑11
	Correction to EUTRA-HRPD test case 8.3.3.4
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2248
	-
	11.2.0
	Rel‑11
	Correction to EMM test case 9.2.1.2.8
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2249
	-
	11.2.0
	Rel‑11
	Correction to EMM test case 9.2.2.1.8
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130636
	36.523-1
	2250
	-
	11.2.0
	Rel‑11
	Correction to CA test cases 8.3.1.18.1 and 8.3.1.18.2
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130612
	36.523-1
	2251
	-
	11.2.0
	Rel‑11
	Update test case 13.4.2.1
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2252
	-
	11.2.0
	Rel‑11
	Update test case 13.4.3.1
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2253
	-
	11.2.0
	Rel‑11
	Update test case 13.4.3.2
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2254
	-
	11.2.0
	Rel‑11
	Update test case 13.4.3.7
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2255
	-
	11.2.0
	Rel‑11
	Update test case 13.4.3.8
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2256
	-
	11.2.0
	Rel‑11
	Update test case 13.4.3.9
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2257
	-
	11.2.0
	Rel‑11
	Update test case 13.4.3.10
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2258
	-
	11.2.0
	Rel‑11
	Update test case 13.4.3.11
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2259
	-
	11.2.0
	Rel‑11
	Update test case 13.4.3.12
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2260
	-
	11.2.0
	Rel‑11
	Update test case 13.4.3.13
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2261
	-
	11.2.0
	Rel‑11
	Update test case 13.4.3.14
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2262
	-
	11.2.0
	Rel‑11
	Update test case 13.4.3.16
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2263
	-
	11.2.0
	Rel‑11
	Correction to test case 8.3.1.26
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2264
	-
	11.2.0
	Rel‑11
	Update IMS emergency call pre-test condition
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130624
	36.523-1
	2265
	-
	11.2.0
	Rel‑11
	Adding a new TC 9.2.3.1.5a for NIMTC conformance testing
	approved
	F
	11.3.0
	NIMTC-UEConTest
	R5

	RP-130612
	36.523-1
	2266
	-
	11.2.0
	Rel‑11
	Splitting TC 11.2.8 in two TCs one for UTRA/GERAN and one for 1xRTT
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2267
	-
	11.2.0
	Rel‑11
	Editorial update of test case 13.1.5
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2268
	-
	11.2.0
	Rel‑11
	Update of 8.4.7.10 - Addition of C2K checking parameters
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130629
	36.523-1
	2269
	-
	11.2.0
	Rel‑11
	Addition of new test case for PLMN change in eMDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130629
	36.523-1
	2270
	-
	11.2.0
	Rel‑11
	Addition of new test case for EventB2 reporting in eMDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130629
	36.523-1
	2271
	-
	11.2.0
	Rel‑11
	Addition of new test case for RACH reporting in eMDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130610
	36.523-1
	2272
	-
	11.2.0
	Rel‑11
	Correction to EMM Test Case 9.2.3.1.19
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2273
	-
	11.2.0
	Rel‑11
	GCF Priority 2 / 3 - Editorial corrections to EMM test cases 9.2.1.1.1a and 9.2.3.1.17
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2274
	-
	11.2.0
	Rel‑11
	GCF Priority 2 - Corrections to SMS over SGs test cases
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130635
	36.523-1
	2275
	-
	11.2.0
	Rel‑11
	Editorial correction to TC 9.2.1.1.1
	approved
	F
	11.3.0
	TEI11_Test
	R5

	RP-130636
	36.523-1
	2276
	-
	11.2.0
	Rel‑11
	Correction to LTE-A test case 8.2.2.5.1/8.2.2.5.2
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130610
	36.523-1
	2277
	-
	11.2.0
	Rel‑11
	CSG reselection requirements correction in TC 6.3.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2278
	-
	11.2.0
	Rel‑11
	CSG reselection requirements correction in TC 6.3.3
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2279
	-
	11.2.0
	Rel‑11
	CSG reselection requirements correction in TC 6.3.4
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2280
	-
	11.2.0
	Rel‑11
	CSG reselection requirements correction in TC 6.3.7
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2281
	-
	11.2.0
	Rel‑11
	CSG reselection requirements correction in TC 6.3.8
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2282
	-
	11.2.0
	Rel‑11
	Correction to EUTRA Idle mode Test case 6.1.2.13
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130612
	36.523-1
	2283
	-
	11.2.0
	Rel‑11
	Correction to EUTRA Idle mode test case 6.2.3.1a
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130610
	36.523-1
	2284
	-
	11.2.0
	Rel‑11
	Correction to MAC test case 7.1.1.2
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2285
	-
	11.2.0
	Rel‑11
	Update of test case 8.5.4.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2286
	-
	11.2.0
	Rel‑11
	Correction to EUTRA-1xRTT test case 8.3.2.10
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2287
	-
	11.2.0
	Rel‑11
	Correction to EUTRA-HRPD test case 8.3.2.8
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130612
	36.523-1
	2288
	-
	11.2.0
	Rel‑11
	New TC 8.3.4.5 Inter-frequency E-UTRAN FDD - FDD / CSG Proximity Indication
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2289
	-
	11.2.0
	Rel‑11
	Addition of new test case 8.3.1.23
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2290
	-
	11.2.0
	Rel‑11
	Addition of new test case 8.3.1.27
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130610
	36.523-1
	2291
	-
	11.2.0
	Rel‑11
	GCF Priority 1 - Correction to EUTRA RRC Test Case 8.3.2.2.
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130612
	36.523-1
	2292
	-
	11.2.0
	Rel‑11
	GCF Priority x - Correction to EUTRA test case 8.3.1.13
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130610
	36.523-1
	2293
	-
	11.2.0
	Rel‑11
	Editorial Remove square bracket in TC 8.4.3.2
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130635
	36.523-1
	2294
	-
	11.2.0
	Rel‑11
	Update to test case 9.2.1.2.3 and 9.2.3.2.3
	approved
	F
	11.3.0
	TEI11_Test
	R5

	RP-130610
	36.523-1
	2295
	-
	11.2.0
	Rel‑11
	GCF Priority 3 - Corrections to EMM TC 9.2.1.1.12, 9.2.3.1.12, 9.2.3.1.18
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2296
	-
	11.2.0
	Rel‑11
	Correction to EMM test case 9.2.3.2.1a
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2297
	-
	11.2.0
	Rel‑11
	Correction to EMM test case 9.2.3.3.2
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2298
	-
	11.2.0
	Rel‑11
	GCF Priority 2 - Correction to EUTRA EMM Test Case 9.2.3.2.3
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2299
	-
	11.2.0
	Rel‑11
	GCF Priority 2: Extending the scope of TC 9.1.4.2 to verify IMEISV
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2300
	-
	11.2.0
	Rel‑11
	GCF G2: Corrections to EMM test case 9.2.3.4.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2301
	-
	11.2.0
	Rel‑11
	GCF Priority U1: Correction to EMM test case 9.2.3.3.4
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2302
	-
	11.2.0
	Rel‑11
	9.2.3.1.8 'Load Balancing TAU' does not test the main requirement
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130612
	36.523-1
	2303
	-
	11.2.0
	Rel‑11
	Correction to EMM test case 9.1.3.3
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130635
	36.523-1
	2304
	-
	11.2.0
	Rel‑11
	Update to test case 11.2.6
	approved
	F
	11.3.0
	TEI11_Test
	R5

	RP-130612
	36.523-1
	2305
	-
	11.2.0
	Rel‑11
	Update test case 11.2.11
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130610
	36.523-1
	2306
	-
	11.2.0
	Rel‑11
	Update of test case 8.3.3.5
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130612
	36.523-1
	2307
	-
	11.2.0
	Rel‑11
	Correction to EUTRA Multi-layer Test Case 13.3.1.3
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2308
	-
	11.2.0
	Rel‑11
	Corrections to eMBMS test case 17.1.1
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2309
	-
	11.2.0
	Rel‑11
	Corrections to eMBMS test case 17.1.2
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2310
	-
	11.2.0
	Rel‑11
	Corrections to eMBMS test case 17.1.3
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2311
	-
	11.2.0
	Rel‑11
	Corrections to eMBMS test case 17.1.4
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2312
	-
	11.2.0
	Rel‑11
	Corrections to eMBMS test case 17.1.5
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2313
	-
	11.2.0
	Rel‑11
	Corrections to eMBMS test case 17.2.1
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2314
	-
	11.2.0
	Rel‑11
	Corrections to eMBMS test case 17.2.2
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2315
	-
	11.2.0
	Rel‑11
	Corrections to eMBMS test case 17.2.3
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2316
	-
	11.2.0
	Rel‑11
	Corrections to eMBMS test case 17.2.4
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2317
	-
	11.2.0
	Rel‑11
	Correction to PWS(CMAS) test case 18.1.3
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130626
	36.523-1
	2318
	-
	11.2.0
	Rel‑11
	Corrections to eMBMS test case 17.3.1
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130626
	36.523-1
	2319
	-
	11.2.0
	Rel‑11
	Corrections to eMBMS test case 17.3.2
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130626
	36.523-1
	2320
	-
	11.2.0
	Rel‑11
	Correction to E-UTRA MDT test case 8.6.2.1
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130626
	36.523-1
	2321
	-
	11.2.0
	Rel‑11
	Correction to E-UTRA MDT test case 8.6.2.2
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130626
	36.523-1
	2322
	-
	11.2.0
	Rel‑11
	Correction to E-UTRA MDT test case 8.6.2.3
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130626
	36.523-1
	2323
	-
	11.2.0
	Rel‑11
	Correction to E-UTRA MDT test case 8.6.2.4
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130626
	36.523-1
	2324
	-
	11.2.0
	Rel‑11
	Correction to E-UTRA MDT test case 8.6.2.5
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130626
	36.523-1
	2325
	-
	11.2.0
	Rel‑11
	Correction to E-UTRA MDT test case 8.6.2.8
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130626
	36.523-1
	2326
	-
	11.2.0
	Rel‑11
	Correction to E-UTRA MDT test case 8.6.3.1
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130626
	36.523-1
	2327
	-
	11.2.0
	Rel‑11
	Correction to E-UTRA MDT test case 8.6.3.2
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130626
	36.523-1
	2328
	-
	11.2.0
	Rel‑11
	Correction to E-UTRA MDT test case 8.6.3.3
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130636
	36.523-1
	2330
	-
	11.2.0
	Rel‑11
	Correction to MAC LTE CA test case 7.1.3.11
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.523-1
	2331
	-
	11.2.0
	Rel‑11
	Correction to MAC LTE CA test case 7.1.4.18
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.523-1
	2332
	-
	11.2.0
	Rel‑11
	Correction to MAC LTE CA test case 7.1.9.1
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.523-1
	2333
	-
	11.2.0
	Rel‑11
	Correction to MAC LTE CA test case 7.1.4.20.1
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.523-1
	2334
	-
	11.2.0
	Rel‑11
	Correction to MAC LTE CA test case 7.1.4.19.1
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130622
	36.523-1
	2335
	-
	11.2.0
	Rel‑11
	Update of eICIC test case 8.3.1.20
	approved
	F
	11.3.0
	eICIC_LTE-UEConTest
	R5

	RP-130624
	36.523-1
	2336
	-
	11.2.0
	Rel‑11
	Adding a new TC 9.2.1.1.2a for NIMTC conformance testing
	approved
	F
	11.3.0
	NIMTC-UEConTest
	R5

	RP-130633
	36.523-1
	2337
	-
	11.2.0
	Rel‑11
	Addition of new test case for TDD additional special subframe configuration with CRS based transmission scheme
	approved
	F
	11.3.0
	LTE_TDD_add_subframe-UEConTest
	R5

	RP-130633
	36.523-1
	2338
	-
	11.2.0
	Rel‑11
	Addition of new test case for TDD additional special subframe configuration with UE-specific reference signals based transmission scheme
	approved
	F
	11.3.0
	LTE_TDD_add_subframe-UEConTest
	R5

	RP-130610
	36.523-1
	2339
	-
	11.2.0
	Rel‑11
	Correction to EUTRA EMM Test Case 9.2.3.2.1b
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2340
	-
	11.2.0
	Rel‑11
	Correction to EUTRA EMM Test Case 9.2.1.2.1b
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130636
	36.523-1
	2341
	-
	11.2.0
	Rel‑11
	Update to test case 8.2.4.17.2
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130612
	36.523-1
	2342
	-
	11.2.0
	Rel‑11
	Correction to RRC test case 8.2.4.14
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130636
	36.523-1
	2343
	-
	11.2.0
	Rel‑11
	New Carrier Aggregation test case on MIMO
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.523-1
	2344
	-
	11.2.0
	Rel‑11
	Correction to usage of cells in Inter-band LTE CA test case 8.2.4.19.2
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.523-1
	2345
	-
	11.2.0
	Rel‑11
	Correction to usage of cells in Inter-band LTE CA test case 8.2.4.20.2
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.523-1
	2346
	-
	11.2.0
	Rel‑11
	Correction to usage of cells in Inter-band LTE CA test case 8.2.4.21.2
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.523-1
	2347
	-
	11.2.0
	Rel‑11
	Addition of SCell configuration type to CA test cases
	approved
	F
	11.3.0
	LTE_CA-UEConTest
	R5

	RP-130622
	36.523-1
	2348
	-
	11.2.0
	Rel‑11
	Correction to eICIC test case 8.3.1.19
	approved
	F
	11.3.0
	eICIC_LTE-UEConTest
	R5

	RP-130612
	36.523-1
	2349
	-
	11.2.0
	Rel‑11
	Correction to idle mode test case 6.1.2.17
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130612
	36.523-1
	2350
	-
	11.2.0
	Rel‑11
	Correction to LTE FDD-TDD Inter-mode test case 8.1.3.12a
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130610
	36.523-1
	2351
	-
	11.2.0
	Rel‑11
	GCF Priority 1 - Update of EUTRA RRC test case 8.5.4.1 to handle Rel‑11 IEs
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2352
	-
	11.2.0
	Rel‑11
	Correction to EMM test case 9.2.3.3.4
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2353
	-
	11.2.0
	Rel‑11
	GCF Priority 2 - Corrections to ESM test case 10.3.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130610
	36.523-1
	2354
	-
	11.2.0
	Rel‑11
	GCF Priority 2 - Corrections to ESM test case 10.9.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130629
	36.523-1
	2355
	-
	11.2.0
	Rel‑11
	Addition of new test case for T300 expiry in eMDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130629
	36.523-1
	2356
	-
	11.2.0
	Rel‑11
	Addition of new test case about TAC and PLMN id in eMDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130629
	36.523-1
	2357
	-
	11.2.0
	Rel‑11
	Addition of new test case about PLMN list in eMDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130629
	36.523-1
	2358
	-
	11.2.0
	Rel‑11
	Addition of new test case about Location information for eMDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130629
	36.523-1
	2359
	-
	11.2.0
	Rel‑11
	Addition of new test case for inter-frequency measurements report in eMDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130629
	36.523-1
	2360
	-
	11.2.0
	Rel‑11
	Addition of new test case for inter-RAT measurements report in eMDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130629
	36.523-1
	2361
	-
	11.2.0
	Rel‑11
	Addition of new test case for reporitng reestablishment in eMDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130629
	36.523-1
	2362
	-
	11.2.0
	Rel‑11
	Addition of new test case for EventA2 reporting in eMDT
	approved
	F
	11.3.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130626
	36.523-1
	2363
	-
	11.2.0
	Rel‑11
	GCF Priority X - Correction to Idle Mode test case 6.3.12
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-130612
	36.523-1
	2364
	-
	11.2.0
	Rel‑11
	GCF Priority ee1 - Update of Emergency Call over IMS test cases
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130610
	36.523-1
	2365
	-
	11.2.0
	Rel‑11
	GCF Priority i1 - Correction to LTE FDD-TDD Inter-mode test case 6.1.1.4a
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130612
	36.523-1
	2366
	-
	11.2.0
	Rel‑11
	Update of TC 11.2.7 to consider document C1-131732
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-130610
	36.523-1
	2367
	-
	11.2.0
	Rel‑11
	Correction to generic MO CSFB procedures
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-130613
	37.571-2
	0023
	-
	10.2.0
	Rel‑10
	Clarification of IE values
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130613
	37.571-2
	0024
	-
	10.2.0
	Rel‑10
	Correction of behaviour in 7.3.2.3
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130613
	37.571-2
	0025
	-
	10.2.0
	Rel‑10
	Simplification of test set-up for OTDOA and ECID tests
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130613
	37.571-2
	0026
	-
	10.2.0
	Rel‑10
	Correction to LTE UE Positioning test cases
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130626
	37.571-2
	0027
	-
	10.2.0
	Rel‑10
	Correction to available GNSS assistance data elements
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130613
	37.571-2
	0028
	-
	10.2.0
	Rel‑10
	Clarification of Sub-Test Case Numbers Tables
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-130626
	37.571-2
	0029
	-
	10.2.0
	Rel‑10
	New test case for inter-frequency RSTD measurement indication procedure
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-130771
	36.101
	1532
	1
	11.4.0
	Rel‑12
	Introduction of CA 1+8 into TS 36.101(Rel‑12)
	approved
	B
	12.0.0
	LTE_CA_B1_B8-Core
	R4

	RP-130781
	36.101
	1545
	1
	11.4.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28 to TS 36.101
	approved
	B
	12.0.0
	LTE_CA_B3_B28-Core
	R4

	RP-130765
	36.101
	1603
	-
	10.10.0
	Rel‑10
	Complementary description for definition of MIMO Correlation Matrices using cross polarized antennas
	approved
	F
	10.11.0
	LTE_eDL_MIMO-Core
	R4

	RP-130765
	36.101
	1604
	1
	11.4.0
	Rel‑11
	Complementary description for definition of MIMO Correlation Matrices using cross polarized antennas
	approved
	A
	11.5.0
	LTE_eDL_MIMO-Core
	R4

	RP-130763
	36.101
	1605
	-
	9.15.0
	Rel‑9
	Correction of transport format parameters for CQI index 10 (15 RBs) - Rel‑9
	approved
	F
	9.16.0
	LTE-RF
	R4

	RP-130763
	36.101
	1606
	-
	10.10.0
	Rel‑10
	Correction of transport format parameters for CQI index 10 (15 RBs) - Rel‑10
	approved
	A
	10.11.0
	LTE-RF
	R4

	RP-130763
	36.101
	1607
	-
	11.4.0
	Rel‑11
	Correction of transport format parameters for CQI index 10 (15 RBs) - Rel‑11
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130785
	36.101
	1608
	1
	11.4.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 23 and Band 29 to TS 36.101
	approved
	B
	12.0.0
	LTE_CA_B23_B29-Core
	R4

	RP-130765
	36.101
	1609
	-
	10.10.0
	Rel‑10
	Maintenance of Band 23 A-MPR (NS_11) in TS 36.101 (Rel‑10)
	approved
	F
	10.11.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-130765
	36.101
	1610
	-
	11.4.0
	Rel‑11
	Maintenance of Band 23 A-MPR (NS_11) in TS 36.101 (Rel‑11)
	approved
	A
	11.5.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-130770
	36.101
	1613
	-
	11.4.0
	Rel‑11
	CR for 36.101 : Adding the definition of CA_NS_05 and CA_NS_06 for additional spurious emissions for CA
	approved
	F
	11.5.0
	TEI11
	R4

	RP-130770
	36.101
	1619
	-
	11.4.0
	Rel‑11
	CR for introducing UE TM3 demodulation performance requirements under high speed
	approved
	B
	11.5.0
	TEI11
	R4

	RP-130765
	36.101
	1622
	1
	10.10.0
	Rel‑10
	Correction of test parameters for eICIC performance requirements
	approved
	F
	10.11.0
	eICIC_LTE-Perf
	R4

	RP-130765
	36.101
	1623
	-
	11.4.0
	Rel‑11
	Correction of test parameters for eICIC performance requirements
	approved
	A
	11.5.0
	eICIC_LTE-Perf
	R4

	RP-130765
	36.101
	1624
	-
	10.10.0
	Rel‑10
	Correction of test parameters for eICIC CSI requirements
	approved
	F
	10.11.0
	eICIC_LTE-Perf
	R4

	RP-130765
	36.101
	1625
	-
	11.4.0
	Rel‑11
	Correction of test parameters for eICIC CSI requirements
	approved
	A
	11.5.0
	eICIC_LTE-Perf
	R4

	RP-130765
	36.101
	1626
	1
	10.10.0
	Rel‑10
	Correction of resource allocation for the multiple PMI Cat 1 UE test
	approved
	F
	10.11.0
	LTE-RF
	R4

	RP-130765
	36.101
	1627
	-
	11.4.0
	Rel‑11
	Correction of resource allocation for the multiple PMI Cat 1 UE test
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130766
	36.101
	1629
	-
	11.4.0
	Rel‑11
	Removal of note 2 from band 28
	approved
	F
	11.5.0
	LTE_CA-Core
	R4

	RP-130767
	36.101
	1630
	-
	10.10.0
	Rel‑10
	Minor correction for CA CQI test setup
	approved
	F
	10.11.0
	LTE_CA-Perf
	R4

	RP-130770
	36.101
	1641
	-
	11.4.0
	Rel‑11
	Correction of the CSI-RS parameter configuration
	approved
	F
	11.5.0
	TEI11
	R4

	RP-130777
	36.101
	1642
	1
	11.4.0
	Rel‑12
	Introduction of CA B3+19 into TS 36.101(Rel‑12)
	approved
	B
	12.0.0
	LTE_CA_B3_B19-Core
	R4

	RP-130770
	36.101
	1650
	1
	11.4.0
	Rel‑11
	Addition of Band 41 for intra-band non-contiguous CA for 36.101
	approved
	F
	11.5.0
	LTE_CA_enh-Core
	R4

	RP-130770
	36.101
	1654
	1
	11.4.0
	Rel‑11
	MPR for intra-band non-contiguous CA
	approved
	F
	11.5.0
	LTE_CA_enh-Core
	R4

	RP-130765
	36.101
	1655
	1
	10.10.0
	Rel‑10
	Modification of configured output power to account for larger tolerance
	approved
	F
	10.11.0
	LTE-RF
	R4

	RP-130765
	36.101
	1656
	-
	11.4.0
	Rel‑11
	Modification of configured output power to account for larger tolerance
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130769
	36.101
	1658
	1
	11.4.0
	Rel‑11
	Missing symbols in the NS_15 table
	approved
	F
	11.5.0
	e850_UB-Core
	R4

	RP-130766
	36.101
	1673
	-
	11.4.0
	Rel‑11
	Corrections to Rx requirements for inter-band CA configurations with REFSENS exceptions
	approved
	F
	11.5.0
	LTE_CA-Core
	R4

	RP-130765
	36.101
	1680
	1
	10.10.0
	Rel‑10
	Correction for TS 36.101
	approved
	F
	10.11.0
	TEI10
	R4

	RP-130770
	36.101
	1681
	1
	11.4.0
	Rel‑11
	Correction for TS 36.101
	approved
	F
	11.5.0
	TEI11
	R4

	RP-130763
	36.101
	1682
	-
	9.15.0
	Rel‑9
	RF: Corrections to RMC-s for sustained data rate test
	approved
	F
	9.16.0
	LTE-RF
	R4

	RP-130763
	36.101
	1683
	-
	10.10.0
	Rel‑10
	RF: Corrections to RMC-s for sustained data rate test
	approved
	A
	10.11.0
	LTE-RF
	R4

	RP-130763
	36.101
	1684
	-
	11.4.0
	Rel‑11
	RF: Corrections to RMC-s for sustained data rate test
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130770
	36.101
	1685
	-
	11.4.0
	Rel‑11
	Non-contiguous intraband CA channel spacing
	approved
	F
	11.5.0
	LTE_CA-Core
	R4

	RP-130787
	36.101
	1687
	-
	11.4.0
	Rel‑12
	Introduction of CA_4A-4A into 36.101
	approved
	B
	12.0.0
	LTE_CA_NC_B4-Core
	R4

	RP-130766
	36.101
	1688
	-
	10.10.0
	Rel‑10
	Carrier aggregation in multi RAT and multiple band combination terminals
	approved
	F
	10.11.0
	LTE_CA-Core
	R4

	RP-130766
	36.101
	1689
	-
	11.4.0
	Rel‑11
	Carrier aggregation in multi RAT and multiple band combination terminals
	approved
	A
	11.5.0
	LTE_CA-Core
	R4

	RP-130766
	36.101
	1690
	1
	10.10.0
	Rel‑10
	Completion of out-of-band blocking requirements for inter-band CA with one UL
	approved
	F
	10.11.0
	LTE_CA-Core
	R4

	RP-130766
	36.101
	1691
	-
	11.4.0
	Rel‑11
	Completion of out-of-band blocking requirements for inter-band CA with one UL
	approved
	A
	11.5.0
	LTE_CA-Core
	R4

	RP-130767
	36.101
	1694
	1
	10.10.0
	Rel‑10
	CR on the bandwidth coverage issue of CA demodulation performance (Rel‑10)
	approved
	F
	10.11.0
	LTE_CA-Perf
	R4

	RP-130767
	36.101
	1695
	1
	11.4.0
	Rel‑11
	CR on the bandwidth coverage issue of CA demodulation performance (Rel‑11)
	approved
	F
	11.5.0
	LTE_CA-Perf
	R4

	RP-130765
	36.101
	1696
	1
	10.10.0
	Rel‑10
	Correction on UE maximum output power for intra-band CA (R10)
	approved
	F
	10.11.0
	TEI10
	R4

	RP-130765
	36.101
	1697
	-
	11.4.0
	Rel‑11
	Correction on UE maximum output power for intra-band CA (R11)
	approved
	A
	11.5.0
	TEI10
	R4

	RP-130770
	36.101
	1698
	1
	11.4.0
	Rel‑11
	CR for introduction of FeICIC demodulation performance requirements
	approved
	B
	11.5.0
	eICIC_enh_LTE-Perf
	R4

	RP-130770
	36.101
	1701
	-
	11.4.0
	Rel‑11
	Removing bracket from CA_11A-18A requirments
	approved
	F
	11.5.0
	LTE_CA_B11_B18-Core
	R4

	RP-130767
	36.101
	1702
	-
	10.10.0
	Rel‑10
	CR on the bandwidth coverage issue of CA CQI performance(Rel‑10)
	approved
	F
	10.11.0
	LTE_CA-Perf
	R4

	RP-130767
	36.101
	1703
	-
	11.4.0
	Rel‑11
	CR on the bandwidth coverage issue of CA CQI performance (Rel‑11)
	approved
	A
	11.5.0
	LTE_CA-Perf
	R4

	RP-130766
	36.101
	1704
	-
	10.10.0
	Rel‑10
	Corrections to ACLR for Rel‑10 CA
	approved
	F
	10.11.0
	LTE_CA-Core
	R4

	RP-130766
	36.101
	1705
	-
	11.4.0
	Rel‑11
	Corrections to ACLR for Rel‑11 CA
	approved
	A
	11.5.0
	LTE_CA-Core
	R4

	RP-130784
	36.101
	1707
	1
	11.4.0
	Rel‑12
	Introduction of CA 19+21 into TS 36.101(Rel‑12)
	approved
	B
	12.0.0
	LTE_CA_B19_B21-Core
	R4

	RP-130770
	36.101
	1708
	-
	10.10.0
	Rel‑10
	Corrections for co-existence(Rel‑10)
	approved
	F
	10.11.0
	LTE-RF
	R4

	RP-130795
	36.101
	1712
	-
	11.4.0
	Rel‑12
	Adding 5MHz CBW for B3 of Inter band CA of B3+26
	approved
	F
	12.0.0
	LTE_CA_B3_B26-Core
	R4

	RP-130775
	36.101
	1713
	1
	11.4.0
	Rel‑12
	Introduction of LTE Advanced Inter-Band Carrier Aggregation of Band 2 and Band 13
	approved
	B
	12.0.0
	LTE_CA_B2_B13-Core
	R4

	RP-130765
	36.101
	1715
	-
	10.10.0
	Rel‑10
	Corrections to NS_11 A-MPR Table
	approved
	F
	10.11.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-130765
	36.101
	1716
	-
	11.4.0
	Rel‑11
	Corrections to NS_11 A-MPR Table
	approved
	A
	11.5.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-130769
	36.101
	1717
	-
	11.4.0
	Rel‑11
	Corrections to NS_12 A-MPR Table
	approved
	F
	11.5.0
	e850_UB-Core
	R4

	RP-130790
	36.101
	1723
	1
	11.4.0
	Rel‑12
	Introduction of the LTE 450 band to TS 36.101
	approved
	B
	12.0.0
	LTE450_Brazil-Core
	R4

	RP-130791
	36.101
	1724
	1
	11.4.0
	Rel‑12
	Introduction of the WCS band to TS 36.101
	approved
	B
	12.0.0
	LTE_WCS_band-Core
	R4

	RP-130771
	36.104
	0366
	1
	11.4.0
	Rel‑12
	Introduction of CA 1+8 into TS 36.104(Rel‑12)
	approved
	B
	12.0.0
	LTE_CA_B1_B8-Core
	R4

	RP-130781
	36.104
	0374
	1
	11.4.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28 to TS 36.104
	approved
	B
	12.0.0
	LTE_CA_B3_B28-Core
	R4

	RP-130769
	36.104
	0378
	-
	11.4.0
	Rel‑11
	Correct the interfering signal offsets for ACS requirement for Medium range BS
	approved
	F
	11.5.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-130765
	36.104
	0379
	-
	10.10.0
	Rel‑10
	Editorial correction for the UL-MIMO channel model
	approved
	D
	10.11.0
	LTE_UL_MIMO-Perf
	R4

	RP-130765
	36.104
	0380
	1
	11.4.0
	Rel‑11
	Editorial correction for the UL-MIMO channel model
	approved
	A
	11.5.0
	LTE_UL_MIMO-Perf
	R4

	RP-130785
	36.104
	0381
	-
	11.4.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 23 and Band 29 to TS 36.104
	approved
	B
	12.0.0
	LTE_CA_B23_B29-Core
	R4

	RP-130779
	36.104
	0383
	-
	11.4.0
	Rel‑12
	Introduction of LTE Advanced inter-band carrier aggregation of Band 3 and Band 26 into TS 36.104 (Rel‑12)
	approved
	B
	12.0.0
	LTE_CA_B3_B26-Core
	R4

	RP-130777
	36.104
	0384
	-
	11.4.0
	Rel‑12
	Introduction of CA band combination Band3 + Band19 to TS 36.104
	approved
	B
	12.0.0
	LTE_CA_B3_B19-Core
	R4

	RP-130783
	36.104
	0385
	-
	11.4.0
	Rel‑12
	Introduction of CA band combination Band19 + Band21 to TS 36.104
	approved
	B
	12.0.0
	LTE_CA_B19_B21-Core
	R4

	RP-130766
	36.104
	0386
	-
	10.10.0
	Rel‑10
	CR on TAE for inter band CA
	approved
	F
	10.11.0
	LTE_CA-Core
	R4

	RP-130766
	36.104
	0387
	-
	11.4.0
	Rel‑11
	CR on TAE for inter band CA
	approved
	A
	11.5.0
	LTE_CA-Core
	R4

	RP-130766
	36.104
	0388
	1
	11.4.0
	Rel‑11
	CR to 36.104 for editorial correction of inter band CA table
	approved
	F
	11.5.0
	LTE_CA-Core
	R4

	RP-130770
	36.104
	0389
	-
	11.4.0
	Rel‑11
	Addidtion of Bands for intra-band non-contiguous CA for 36.104
	approved
	F
	11.5.0
	LTE_CA_enh-Core
	R4

	RP-130769
	36.104
	0390
	-
	11.4.0
	Rel‑11
	modification on co-location spurious emission requirement for Medium Range BS
	approved
	F
	11.5.0
	medBS_class_LTE_MSR-Core
	R4

	RP-130769
	36.104
	0391
	1
	11.4.0
	Rel‑11
	modification on co-location blocking requirement for E-UTRA Medium Range BS
	approved
	F
	11.5.0
	medBS_class_LTE_MSR-Core
	R4

	RP-130773
	36.104
	0392
	-
	11.4.0
	Rel‑12
	Introduction of inter-band CA combination for Band 2 and Band 4
	approved
	B
	12.0.0
	LTE_CA_B2_B4-Core
	R4

	RP-130787
	36.104
	0393
	-
	11.4.0
	Rel‑12
	Introduction of intra-band non-contiguous CA combination for Band 4
	approved
	B
	12.0.0
	LTE_CA_NC_B4-Core
	R4

	RP-130769
	36.104
	0394
	1
	11.4.0
	Rel‑11
	Introduction of multi-band BS to TS 36.104
	approved
	B
	11.5.0
	MB_MSR_RF-Perf
	R4

	RP-130791
	36.104
	0395
	1
	11.4.0
	Rel‑12
	Introduction of US WCS Band (Band 30) to TS 36.104
	approved
	B
	12.0.0
	LTE_WCS_band-Core
	R4

	RP-130770
	36.104
	0396
	1
	11.4.0
	Rel‑11
	Editorial : Figure 5.6-3 Definition of Sub-block Bandwidth for intra-band non-contiguous spectrum
	approved
	D
	11.5.0
	LTE_CA_enh-Core
	R4

	RP-130790
	36.104
	0397
	-
	11.4.0
	Rel‑12
	Introduction of LTE 450 into TS 36.104
	approved
	B
	12.0.0
	LTE450_Brazil-Core
	R4

	RP-130765
	36.104
	0398
	1
	10.10.0
	Rel‑10
	CR for UL-MIMO performance requirements
	approved
	F
	10.11.0
	LTE_UL_MIMO-Perf
	R4

	RP-130775
	36.104
	0399
	1
	11.4.0
	Rel‑12
	Introduction of LTE Advanced Inter-Band Carrier Aggregation of Band 2 and Band 13 to TS 36.104
	approved
	B
	12.0.0
	LTE_CA_B2_B13-Core
	R4

	RP-130765
	36.104
	0400
	-
	11.4.0
	Rel‑11
	CR for UL-MIMO performance requirements
	approved
	A
	11.5.0
	LTE_UL_MIMO-Perf
	R4

	RP-130792
	36.113
	0040
	-
	11.2.0
	Rel‑12
	Introduction of Band 30 in TS 36.113
	approved
	B
	12.0.0
	LTE_WCS_band-Perf
	R4

	RP-130790
	36.113
	0041
	-
	11.2.0
	Rel‑12
	Introduction of LTE 450 into TS 36.113
	approved
	B
	12.0.0
	LTE450_Brazil-Core
	R4

	RP-130770
	36.116
	0005
	-
	11.2.0
	Rel‑11
	Correction of Relay transmitter and receiver requirement
	approved
	F
	11.3.0
	TEI11
	R4

	RP-130770
	36.116
	0006
	-
	11.2.0
	Rel‑11
	Correction for Co-location blocking requirement in TS 36.116 Clause 7.6.3
	approved
	F
	11.3.0
	LTE_Relay2-Perf
	R4

	RP-130792
	36.124
	0024
	-
	11.2.0
	Rel‑12
	Introduction of Band 30 in TS 36.124
	approved
	B
	12.0.0
	LTE_WCS_band-Perf
	R4

	RP-130790
	36.124
	0025
	-
	11.2.0
	Rel‑12
	Introduction of LTE 450 into TS 36.124
	approved
	B
	12.0.0
	LTE450_Brazil-Core
	R4

	RP-130763
	36.133
	1646
	-
	9.15.0
	Rel‑9
	Correction to test parameters for combined E-UTRA - E-UTRA and GSM cell search - Rel‑9
	approved
	F
	9.16.0
	LTE-RF
	R4

	RP-130763
	36.133
	1647
	-
	10.10.0
	Rel‑10
	Correction to test parameters for combined E-UTRA - E-UTRA and GSM cell search - Rel‑10
	approved
	A
	10.11.0
	LTE-RF
	R4

	RP-130763
	36.133
	1648
	-
	11.4.0
	Rel‑11
	Correction to test parameters for combined E-UTRA - E-UTRA and GSM cell search - Rel‑11
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130770
	36.133
	1649
	-
	11.4.0
	Rel‑11
	Remove the Brackets in cell identification of FeICIC
	approved
	F
	11.5.0
	eICIC_enh_LTE-Core
	R4

	RP-130763
	36.133
	1656
	-
	10.10.0
	Rel‑10
	Clarification on inter-frequency RSTD measurement accuracy requirement R10
	approved
	F
	10.11.0
	LCS_LTE
	R4

	RP-130763
	36.133
	1657
	-
	11.4.0
	Rel‑11
	Clarification on inter-frequency RSTD measurement accuracy requirement R11
	approved
	A
	11.5.0
	LCS_LTE
	R4

	RP-130765
	36.133
	1658
	1
	10.10.0
	Rel‑10
	RRM test configurations for 20MHz R10
	approved
	F
	10.11.0
	LTE-RF
	R4

	RP-130765
	36.133
	1659
	1
	11.4.0
	Rel‑11
	RRM test configurations for 20MHz R11
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130763
	36.133
	1667
	2
	10.10.0
	Rel‑10
	Corrections on RSTD measurement test cases (Rel‑10)
	approved
	F
	10.11.0
	LCS_LTE
	R4

	RP-130763
	36.133
	1668
	1
	11.4.0
	Rel‑11
	Corrections on RSTD measurement test cases (Rel‑11)
	approved
	A
	11.5.0
	LCS_LTE
	R4

	RP-130763
	36.133
	1671
	-
	9.15.0
	Rel‑9
	Remove [ ] from GCI identification Test cases A.8.4.4 and A.8.4.5
	approved
	F
	9.16.0
	LTE-RF
	R4

	RP-130763
	36.133
	1672
	-
	10.10.0
	Rel‑10
	Remove [ ] from GCI identification Test cases A.8.4.4 and A.8.4.5
	approved
	A
	10.11.0
	LTE-RF
	R4

	RP-130763
	36.133
	1673
	-
	11.4.0
	Rel‑11
	Remove [ ] from GCI identification Test cases A.8.4.4 and A.8.4.5
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130761
	36.133
	1674
	-
	8.21.0
	Rel‑8
	Cell 1 levels for RSRP Test cases A.9.1.3 and A.9.1.4
	approved
	F
	8.22.0
	LTE-RF
	R4

	RP-130761
	36.133
	1675
	-
	9.15.0
	Rel‑9
	Cell 1 levels for RSRP Test cases A.9.1.3 and A.9.1.4
	approved
	A
	9.16.0
	LTE-RF
	R4

	RP-130761
	36.133
	1676
	-
	10.10.0
	Rel‑10
	Cell 1 levels for RSRP Test cases A.9.1.3 and A.9.1.4
	approved
	A
	10.11.0
	LTE-RF
	R4

	RP-130761
	36.133
	1677
	-
	11.4.0
	Rel‑11
	Cell 1 levels for RSRP Test cases A.9.1.3 and A.9.1.4
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130765
	36.133
	1678
	1
	10.10.0
	Rel‑10
	RSRP, RSRQ RRM eICIC Test case cleanup
	approved
	F
	10.11.0
	eICIC_LTE-Perf
	R4

	RP-130765
	36.133
	1679
	1
	11.4.0
	Rel‑11
	RSRP, RSRQ RRM eICIC Test case cleanup
	approved
	F
	11.5.0
	eICIC_LTE-Perf
	R4

	RP-130761
	36.133
	1680
	1
	8.21.0
	Rel‑8
	Update on the GSM carrier RSSI measurement period when DRX is used
	approved
	F
	8.22.0
	TEI8
	R4

	RP-130761
	36.133
	1681
	-
	9.15.0
	Rel‑9
	Update on the GSM carrier RSSI measurement period when DRX is used
	approved
	A
	9.16.0
	TEI8
	R4

	RP-130761
	36.133
	1682
	-
	10.10.0
	Rel‑10
	Update on the GSM carrier RSSI measurement period when DRX is used
	approved
	A
	10.11.0
	TEI8
	R4

	RP-130761
	36.133
	1683
	-
	11.4.0
	Rel‑11
	Update on the GSM carrier RSSI measurement period when DRX is used
	approved
	A
	11.5.0
	TEI8
	R4

	RP-130763
	36.133
	1690
	-
	9.15.0
	Rel‑9
	sr-ConfigIndex in TDD-FDD Inter-frequency event triggered DRX Test case A.8.14.2
	approved
	F
	9.16.0
	LTE-RF
	R4

	RP-130763
	36.133
	1691
	-
	10.10.0
	Rel‑10
	sr-ConfigIndex in TDD-FDD Inter-frequency event triggered DRX Test case A.8.14.2
	approved
	A
	10.11.0
	LTE-RF
	R4

	RP-130763
	36.133
	1692
	-
	11.4.0
	Rel‑11
	sr-ConfigIndex in TDD-FDD Inter-frequency event triggered DRX Test case A.8.14.2
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130767
	36.133
	1693
	-
	10.10.0
	Rel‑10
	Testing of CA tests with multiple BW combinations
	approved
	F
	10.11.0
	LTE_CA-Perf
	R4

	RP-130767
	36.133
	1694
	-
	11.4.0
	Rel‑11
	Testing of CA tests with multiple BW combinations
	approved
	A
	11.5.0
	LTE_CA-Perf
	R4

	RP-130767
	36.133
	1695
	-
	10.10.0
	Rel‑10
	Reference measurement channels for 20 MHz Tests
	approved
	F
	10.11.0
	LTE_CA-Perf
	R4

	RP-130767
	36.133
	1696
	-
	11.4.0
	Rel‑11
	Reference measurement channels for 20 MHz Tests
	approved
	A
	11.5.0
	LTE_CA-Perf
	R4

	RP-130765
	36.133
	1701
	-
	10.10.0
	Rel‑10
	Editorial corrections RRM
	approved
	F
	10.11.0
	TEI10
	R4

	RP-130765
	36.133
	1702
	-
	11.4.0
	Rel‑11
	Editorial corrections RRM
	approved
	A
	11.5.0
	TEI10
	R4

	RP-130761
	36.133
	1703
	-
	8.21.0
	Rel‑8
	Clause numbering correction
	approved
	F
	8.22.0
	TEI8
	R4

	RP-130761
	36.133
	1704
	-
	9.15.0
	Rel‑9
	Clause numbering correction
	approved
	A
	9.16.0
	TEI8
	R4

	RP-130761
	36.133
	1705
	-
	10.10.0
	Rel‑10
	Clause numbering correction
	approved
	A
	10.11.0
	TEI8
	R4

	RP-130761
	36.133
	1706
	-
	11.4.0
	Rel‑11
	Clause numbering correction
	approved
	A
	11.5.0
	TEI8
	R4

	RP-130770
	36.133
	1708
	1
	11.4.0
	Rel‑11
	Editorial corrections for FeICIC
	approved
	F
	11.5.0
	eICIC_enh_LTE-Core
	R4

	RP-130770
	36.133
	1709
	1
	11.4.0
	Rel‑11
	Removing an eICIC note on measurements
	approved
	F
	11.5.0
	eICIC_enh_LTE-Core
	R4

	RP-130770
	36.133
	1713
	-
	11.4.0
	Rel‑11
	Clean up for CA
	approved
	F
	11.5.0
	LTE_CA-Perf
	R4

	RP-130763
	36.133
	1714
	1
	9.15.0
	Rel‑9
	Editorial corrections in RSTD requirements
	approved
	F
	9.16.0
	TEI9
	R4

	RP-130763
	36.133
	1715
	-
	10.10.0
	Rel‑10
	Editorial corrections in RSTD requirements
	approved
	A
	10.11.0
	TEI9
	R4

	RP-130763
	36.133
	1716
	-
	11.4.0
	Rel‑11
	Editorial corrections in RSTD requirements
	approved
	A
	11.5.0
	TEI9
	R4

	RP-130766
	36.133
	1717
	1
	10.10.0
	Rel‑10
	SCell Activation Delay Requirements in CA
	approved
	F
	10.11.0
	LTE_CA-Core
	R4

	RP-130763
	36.133
	1718
	-
	9.15.0
	Rel‑9
	A clarification on measurement gap pattern in RSTD requirements
	approved
	F
	9.16.0
	TEI9
	R4

	RP-130766
	36.133
	1719
	-
	11.4.0
	Rel‑11
	SCell Activation Delay Requirements in CA
	approved
	A
	11.5.0
	LTE_CA-Core
	R4

	RP-130765
	36.133
	1720
	1
	10.10.0
	Rel‑10
	Clarification on supported bandwidth combinations in RSTD requirements with CA
	approved
	F
	10.11.0
	TEI10
	R4

	RP-130765
	36.133
	1721
	-
	11.4.0
	Rel‑11
	Clarification on supported bandwidth combinations in RSTD requirements with CA
	approved
	A
	11.5.0
	TEI10
	R4

	RP-130766
	36.133
	1722
	1
	10.10.0
	Rel‑10
	Impact of REFSENS requirements on the core specification
	approved
	F
	10.11.0
	LTE_CA-Core
	R4

	RP-130770
	36.133
	1723
	1
	11.4.0
	Rel‑11
	Impact of REFSENS requirements on the core specification
	approved
	F
	11.5.0
	LTE_CA-Core
	R4

	RP-130770
	36.133
	1724
	-
	11.4.0
	Rel‑11
	Correction of the total number of reporting criteria
	approved
	F
	11.5.0
	TEI11
	R4

	RP-130769
	36.133
	1728
	1
	11.4.0
	Rel‑11
	Condition clarification in MDT requirements
	approved
	F
	11.5.0
	eMDT_UMTSLTE-Core
	R4

	RP-130769
	36.133
	1732
	-
	11.4.0
	Rel‑11
	Band 26 test cases corrections
	approved
	F
	11.5.0
	e850_UB-Perf
	R4

	RP-130770
	36.133
	1739
	-
	11.4.0
	Rel‑11
	CR on Interruptions for Intra-band Non-contiguous Carrier Aggregation
	approved
	F
	11.5.0
	LTE_CA-Perf
	R4

	RP-130763
	36.133
	1740
	-
	9.15.0
	Rel‑9
	Time Alignment Timer in Test Case A.8.2.4
	approved
	F
	9.16.0
	LTE-RF
	R4

	RP-130763
	36.133
	1741
	-
	9.15.0
	Rel‑9
	RRM: Adding required measurement gap
	approved
	F
	9.16.0
	LTE-RF
	R4

	RP-130763
	36.133
	1742
	-
	10.10.0
	Rel‑10
	Time Alignment Timer in Test Case A.8.2.4
	approved
	A
	10.11.0
	LTE-RF
	R4

	RP-130763
	36.133
	1743
	-
	10.10.0
	Rel‑10
	RRM: Adding required measurement gap
	approved
	A
	10.11.0
	LTE-RF
	R4

	RP-130763
	36.133
	1744
	-
	11.4.0
	Rel‑11
	Time Alignment Timer in Test Case A.8.2.4
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130763
	36.133
	1745
	-
	11.4.0
	Rel‑11
	RRM: Adding required measurement gap
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130761
	36.133
	1746
	-
	8.21.0
	Rel‑8
	TDD PRACH configuration index for Test Case A.8.7.2
	approved
	F
	8.22.0
	LTE-RF
	R4

	RP-130761
	36.133
	1747
	-
	9.15.0
	Rel‑9
	TDD PRACH configuration index for Test Cases A.8.7.2, A.8.15.2
	approved
	F
	9.16.0
	LTE-RF
	R4

	RP-130761
	36.133
	1748
	-
	10.10.0
	Rel‑10
	TDD PRACH configuration index for Test Cases A.8.7.2, A.8.15.2
	approved
	A
	10.11.0
	LTE-RF
	R4

	RP-130761
	36.133
	1749
	-
	11.4.0
	Rel‑11
	TDD PRACH configuration index for Test Cases A.8.7.2, A.8.15.2
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130763
	36.133
	1750
	1
	9.15.0
	Rel‑9
	GSM cell list size for Test Cases A.6.3.10, A.6.3.11
	approved
	F
	9.16.0
	LTE-RF
	R4

	RP-130763
	36.133
	1751
	-
	10.10.0
	Rel‑10
	GSM cell list size for Test Cases A.6.3.10, A.6.3.11
	approved
	A
	10.11.0
	LTE-RF
	R4

	RP-130763
	36.133
	1752
	-
	11.4.0
	Rel‑11
	GSM cell list size for Test Cases A.6.3.10, A.6.3.11
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130763
	36.133
	1753
	1
	9.15.0
	Rel‑9
	Neighbour list for Test cases A.8.5.4, A.8.7.4, A.8.9.2
	approved
	F
	9.16.0
	LTE-RF
	R4

	RP-130763
	36.133
	1754
	-
	10.10.0
	Rel‑10
	Neighbour list for Test cases A.8.5.4, A.8.7.4, A.8.9.2
	approved
	A
	10.11.0
	LTE-RF
	R4

	RP-130763
	36.133
	1755
	-
	11.4.0
	Rel‑11
	Neighbour list for Test cases A.8.5.4, A.8.7.4, A.8.9.2
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130763
	36.133
	1756
	1
	9.15.0
	Rel‑9
	Additional corrections on intra-frequency RSTD test parameters (Rel‑9)
	approved
	F
	9.16.0
	LCS_LTE
	R4

	RP-130763
	36.133
	1757
	-
	10.10.0
	Rel‑10
	Additional corrections on intra-frequency RSTD test parameters (Rel‑10)
	approved
	A
	10.11.0
	LCS_LTE
	R4

	RP-130763
	36.133
	1758
	-
	11.4.0
	Rel‑11
	Additional corrections on intra-frequency RSTD test parameters (Rel‑11)
	approved
	A
	11.5.0
	LCS_LTE
	R4

	RP-130763
	36.133
	1759
	1
	10.10.0
	Rel‑10
	Additional corrections on inter-frequency RSTD test parameters (Rel‑10)
	approved
	F
	10.11.0
	LCS_LTE
	R4

	RP-130763
	36.133
	1760
	-
	11.4.0
	Rel‑11
	Additional corrections on inter-frequency RSTD test parameters (Rel‑11)
	approved
	A
	11.5.0
	LCS_LTE
	R4

	RP-130767
	36.133
	1761
	-
	10.10.0
	Rel‑10
	Phase I CA 20 MHz Tests: Event triggered reporting on deactivating Scells in non-DRX
	approved
	F
	10.11.0
	LTE_CA-Perf
	R4

	RP-130767
	36.133
	1762
	-
	11.4.0
	Rel‑11
	Phase I CA 20 MHz Tests: Event triggered reporting on deactivating Scells in non-DRX
	approved
	A
	11.5.0
	LTE_CA-Perf
	R4

	RP-130763
	36.133
	1765
	1
	9.15.0
	Rel‑9
	Corrections of E-UTRAN FDD CSG Proximity Indication Test Case (Rel‑9)
	approved
	F
	9.16.0
	TEI9
	R4

	RP-130763
	36.133
	1766
	-
	10.10.0
	Rel‑10
	Corrections of E-UTRAN FDD CSG Proximity Indication Test Case (Rel‑10)
	approved
	A
	10.11.0
	TEI9
	R4

	RP-130763
	36.133
	1767
	-
	11.4.0
	Rel‑11
	Corrections of E-UTRAN FDD CSG Proximity Indication Test Case (Rel‑11)
	approved
	A
	11.5.0
	TEI9
	R4

	RP-130791
	36.133
	1769
	1
	11.4.0
	Rel‑12
	Introduction of Band 30
	approved
	B
	12.0.0
	LTE_WCS_band-Core
	R4

	RP-130770
	36.133
	1770
	1
	11.4.0
	Rel‑11
	In sync detection with CRS assistance information with non-MBSFN ABS in FDD
	approved
	B
	11.5.0
	eICIC_enh_LTE-Perf
	R4

	RP-130770
	36.133
	1771
	1
	11.4.0
	Rel‑11
	In sync detection with CRS assistance information with non-MBSFN ABS in TDD
	approved
	B
	11.5.0
	eICIC_enh_LTE-Perf
	R4

	RP-130770
	36.133
	1772
	1
	11.4.0
	Rel‑11
	E-UTRAN FDD RLM Out-of-sync Test of FeICIC
	approved
	B
	11.5.0
	eICIC_enh_LTE-Perf
	R4

	RP-130770
	36.133
	1773
	1
	11.4.0
	Rel‑11
	E-UTRAN TDD RLM Out-of-sync Test of FeICIC
	approved
	B
	11.5.0
	eICIC_enh_LTE-Perf
	R4

	RP-130767
	36.133
	1775
	1
	10.10.0
	Rel‑10
	E-UTRAN FDD absolute and relative RSRP accuracies for 20MHz in CA R10
	approved
	F
	10.11.0
	LTE_CA-Perf
	R4

	RP-130767
	36.133
	1776
	-
	11.4.0
	Rel‑11
	E-UTRAN FDD absolute and relative RSRP accuracies for 20MHz in CA R11
	approved
	A
	11.5.0
	LTE_CA-Perf
	R4

	RP-130767
	36.133
	1777
	1
	10.10.0
	Rel‑10
	E-UTRAN TDD absolute and relative RSRP accuracies for 20MHz in CA R10
	approved
	F
	10.11.0
	LTE_CA-Perf
	R4

	RP-130767
	36.133
	1778
	-
	11.4.0
	Rel‑11
	E-UTRAN TDD absolute and relative RSRP accuracies for 20MHz in CA R11
	approved
	A
	11.5.0
	LTE_CA-Perf
	R4

	RP-130765
	36.133
	1779
	-
	10.10.0
	Rel‑10
	Modification of OCNG patterns of RRM test configuration for 20MHz R10
	approved
	F
	10.11.0
	TEI10
	R4

	RP-130765
	36.133
	1780
	-
	11.4.0
	Rel‑11
	Modification of OCNG patterns of RRM test configuration for 20MHz R11
	approved
	A
	11.5.0
	TEI10
	R4

	RP-130761
	36.133
	1781
	1
	10.10.0
	Rel‑10
	Clarification of Pcell in 36.133 R10
	approved
	F
	10.11.0
	LTE-RF
	R4

	RP-130761
	36.133
	1782
	-
	11.4.0
	Rel‑11
	Clarification of Pcell in 36.133 R11
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130767
	36.133
	1783
	-
	10.10.0
	Rel‑10
	FDD Absolute and relative RSRQ accuracies for CA with 20MHz BW (Rel‑10)
	approved
	F
	10.11.0
	LTE_CA-Perf
	R4

	RP-130767
	36.133
	1784
	-
	11.4.0
	Rel‑11
	FDD Absolute and relative RSRQ accuracies for CA with 20MHz BW (Rel‑11)
	approved
	A
	11.5.0
	LTE_CA-Perf
	R4

	RP-130767
	36.133
	1785
	-
	10.10.0
	Rel‑10
	TDD Absolute and relative RSRQ accuracies for CA with 20MHz BW (Rel‑10)
	approved
	F
	10.11.0
	LTE_CA-Perf
	R4

	RP-130767
	36.133
	1786
	-
	11.4.0
	Rel‑11
	TDD Absolute and relative RSRQ accuracies for CA with 20MHz BW (Rel‑11)
	approved
	A
	11.5.0
	LTE_CA-Perf
	R4

	RP-130763
	36.133
	1787
	-
	9.15.0
	Rel‑9
	Correction of reporting time for intra-frequency RSTD reporting delay test cases (Rel‑9 only)
	approved
	F
	9.16.0
	LCS_LTE
	R4

	RP-130761
	36.133
	1789
	1
	10.10.0
	Rel‑10
	Correction on fading propagation condition for CA inter-RAT test cases R10
	approved
	F
	10.11.0
	LTE-RF
	R4

	RP-130761
	36.133
	1790
	-
	11.4.0
	Rel‑11
	Correction on fading propagation condition for CA inter-RAT test cases R11
	approved
	A
	11.5.0
	LTE-RF
	R4

	RP-130770
	36.133
	1791
	-
	11.4.0
	Rel‑11
	Clean up for band 44
	approved
	F
	11.5.0
	LTE-RF
	R4

	RP-130765
	36.133
	1793
	1
	11.4.0
	Rel‑11
	E-UTRAN TDD UE Rx-Tx time difference test case in eICIC
	approved
	F
	11.5.0
	eICIC_LTE-Perf
	R4

	RP-130770
	36.133
	1799
	1
	11.4.0
	Rel‑11
	Test case for UE Transmit Timing Accuracy for SCell
	approved
	B
	11.5.0
	LTE_CA_enh-Perf
	R4

	RP-130767
	36.133
	1800
	1
	10.10.0
	Rel‑10
	CR on measurements without gaps
	approved
	F
	10.11.0
	LTE_CA-Perf
	R4

	RP-130767
	36.133
	1801
	-
	11.4.0
	Rel‑11
	CR on measurements without gaps
	approved
	A
	11.5.0
	LTE_CA-Perf
	R4

	RP-130770
	36.133
	1804
	1
	11.4.0
	Rel‑11
	Editorial corrections RRM
	approved
	F
	11.5.0
	TEI11
	R4

	RP-130765
	36.133
	1805
	1
	10.10.0
	Rel‑10
	Clarification for UE Rx-Tx with eICIC
	approved
	F
	10.11.0
	eICIC_LTE-Perf
	R4

	RP-130765
	36.133
	1806
	1
	11.4.0
	Rel‑11
	Clarification for UE Rx-Tx with eICIC
	approved
	A
	11.5.0
	eICIC_LTE-Perf
	R4

	RP-130770
	36.133
	1807
	2
	11.4.0
	Rel‑11
	Capturing RF requirements in the core specification
	approved
	F
	11.5.0
	LTE_CA-Core
	R4

	RP-130765
	36.133
	1808
	1
	11.4.0
	Rel‑11
	Test case for UE Rx-Tx accuracy with eICIC in FDD
	approved
	F
	11.5.0
	eICIC_LTE-Perf
	R4

	RP-130770
	36.133
	1812
	1
	11.4.0
	Rel‑11
	RSRP and RSRQ relative accuracy requirements for FeICIC
	approved
	F
	11.5.0
	eICIC_enh_LTE-Perf
	R4

	RP-130765
	36.133
	1813
	1
	10.10.0
	Rel‑10
	Adding clarification for begin and end of measurement GAP for Rel‑10
	approved
	F
	10.11.0
	TEI10
	R4

	RP-130765
	36.133
	1814
	1
	11.4.0
	Rel‑11
	Adding clarification for begin and end of measurement GAP for Rel‑11
	approved
	A
	11.5.0
	TEI10
	R4

	RP-130766
	36.133
	1819
	1
	10.10.0
	Rel‑10
	Rel. 10 CR on Pcell interruption due to Scell activation/deactivation for DRX case
	approved
	F
	10.11.0
	LTE_CA-Core
	R4

	RP-130770
	36.133
	1821
	-
	11.4.0
	Rel‑11
	Measurement requirements with interruptions due to CA
	approved
	F
	11.5.0
	LTE_CA-Perf
	R4

	RP-130770
	36.133
	1822
	-
	11.4.0
	Rel‑11
	Clarification on antenna ports in the measured and aggressor cells with FeICIC
	approved
	F
	11.5.0
	eICIC_enh_LTE-Core
	R4

	RP-130770
	36.133
	1825
	1
	11.4.0
	Rel‑11
	UE Rx-Tx accuracy requirements with FeICIC
	approved
	B
	11.5.0
	eICIC_enh_LTE-Core
	R4

	RP-130770
	36.133
	1826
	-
	11.4.0
	Rel‑11
	UE Rx-Tx measurement requirements with FeICIC
	approved
	B
	11.5.0
	eICIC_enh_LTE-Core
	R4

	RP-130770
	36.133
	1827
	2
	11.4.0
	Rel‑11
	Test case for cell identification with FeICIC in FDD
	approved
	B
	11.5.0
	eICIC_enh_LTE-Core
	R4

	RP-130770
	36.133
	1828
	2
	11.4.0
	Rel‑11
	Test case for cell identification with FeICIC in TDD
	approved
	B
	11.5.0
	eICIC_enh_LTE-Core
	R4

	RP-130770
	36.133
	1829
	1
	11.4.0
	Rel‑11
	Corrections on Wideband RSRQ inter-frequency accuracy requirements
	approved
	F
	11.5.0
	TEI11
	R4

	RP-130772
	36.141
	0419
	1
	11.4.0
	Rel‑12
	Introduction of CA 1+8 into TS 36.141(Rel‑12)
	approved
	B
	12.0.0
	LTE_CA_B1_B8-Perf
	R4

	RP-130782
	36.141
	0427
	1
	11.4.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28 to TS 36.141
	approved
	B
	12.0.0
	LTE_CA_B3_B28-Perf
	R4

	RP-130769
	36.141
	0433
	-
	11.4.0
	Rel‑11
	Add the receiver requirements test procedures for Medium Range BS in TS 36.141
	approved
	F
	11.5.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-130770
	36.141
	0434
	-
	11.4.0
	Rel‑11
	Clarifications on transmitter spurious emission test in TS 36.141
	approved
	F
	11.5.0
	LTE_CA_enh-Core
	R4

	RP-130770
	36.141
	0435
	-
	11.4.0
	Rel‑11
	Further correct some mistakes for non-contiguous spectrum operation in TS 36.141
	approved
	F
	11.5.0
	LTE_CA_enh-Core
	R4

	RP-130786
	36.141
	0436
	-
	11.4.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 23 and Band 29 to TS 36.141
	approved
	B
	12.0.0
	LTE_CA_B23_B29-Perf
	R4

	RP-130780
	36.141
	0437
	-
	11.4.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 26 to TS 36.141 (Rel‑12)
	approved
	B
	12.0.0
	LTE_CA_B3_B26-Perf
	R4

	RP-130778
	36.141
	0438
	-
	11.4.0
	Rel‑12
	Introduction of CA band combination Band3 + Band19 to TS 36.141
	approved
	B
	12.0.0
	LTE_CA_B3_B19-Perf
	R4

	RP-130784
	36.141
	0439
	-
	11.4.0
	Rel‑12
	Introduction of CA band combination Band19 + Band21 to TS 36.141
	approved
	B
	12.0.0
	LTE_CA_B19_B21-Perf
	R4

	RP-130766
	36.141
	0440
	-
	10.10.0
	Rel‑10
	CR on TAE for inter band CA
	approved
	F
	10.11.0
	LTE_CA-Core
	R4

	RP-130766
	36.141
	0441
	-
	11.4.0
	Rel‑11
	CR on TAE for inter band CA
	approved
	A
	11.5.0
	LTE_CA-Core
	R4

	RP-130767
	36.141
	0442
	1
	11.4.0
	Rel‑11
	CR to 36.141 for editorial correction of inter band CA table
	approved
	F
	11.5.0
	LTE_CA-Perf
	R4

	RP-130770
	36.141
	0443
	-
	11.4.0
	Rel‑11
	Addidtion of Bands for intra-band non-contiguous CA for 36.141
	approved
	F
	11.5.0
	LTE_CA_enh-Core
	R4

	RP-130770
	36.141
	0444
	-
	11.4.0
	Rel‑11
	Clarification on non-contiguous spectrum operation test configuration
	approved
	F
	11.5.0
	LTE_CA_enh-Core
	R4

	RP-130789
	36.141
	0445
	-
	11.4.0
	Rel‑12
	CR for 36.141 : Adding B25 non-contiguous intraband CA
	approved
	B
	12.0.0
	LTE_CA_NC_B25-Core
	R4

	RP-130769
	36.141
	0446
	-
	11.4.0
	Rel‑11
	modification on co-location spurious emission requirement for Medium Range BS
	approved
	F
	11.5.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-130769
	36.141
	0447
	1
	11.4.0
	Rel‑11
	modification on co-location blocking requirement for E-UTRA Medium Range BS
	approved
	F
	11.5.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-130774
	36.141
	0448
	-
	11.4.0
	Rel‑12
	Introduction of inter-band CA combination for Band 2 and Band 4
	approved
	B
	12.0.0
	LTE_CA_B2_B4-Perf
	R4

	RP-130788
	36.141
	0449
	-
	11.4.0
	Rel‑12
	Introduction of intra-band non-contiguous CA combination for Band 4
	approved
	B
	12.0.0
	LTE_CA_NC_B4-Perf
	R4

	RP-130792
	36.141
	0450
	1
	11.4.0
	Rel‑12
	Introduction of US WCS Band (Band 30) to TS 36.141
	approved
	B
	12.0.0
	LTE_WCS_band-Perf
	R4

	RP-130790
	36.141
	0451
	-
	11.4.0
	Rel‑12
	Introduction of LTE 450 into TS 36.141
	approved
	B
	12.0.0
	LTE450_Brazil-Core
	R4

	RP-130776
	36.141
	0452
	1
	11.4.0
	Rel‑12
	Introduction of LTE Advanced Inter-Band Carrier Aggregation of Band 2 and Band 13 to TS 36.141
	approved
	B
	12.0.0
	LTE_CA_B2_B13-Perf
	R4

	RP-130765
	36.141
	0453
	1
	10.10.0
	Rel‑10
	CR for UL-MIMO conformance test
	approved
	F
	10.11.0
	LTE_UL_MIMO-Perf
	R4

	RP-130765
	36.141
	0454
	-
	11.4.0
	Rel‑11
	CR for UL-MIMO conformance test
	approved
	A
	11.5.0
	LTE_UL_MIMO-Perf
	R4

	RP-130763
	36.171
	0005
	-
	9.2.0
	Rel‑9
	A-GNSS Assistance Data Required for Testing
	approved
	F
	9.3.0
	TEI9, LCS_LTE
	R4

	RP-130763
	36.171
	0006
	-
	10.1.0
	Rel‑10
	A-GNSS Assistance Data Required for Testing
	approved
	A
	10.2.0
	TEI9, LCS_LTE
	R4

	RP-130763
	36.171
	0007
	-
	11.0.0
	Rel‑11
	A-GNSS Assistance Data Required for Testing
	approved
	A
	11.1.0
	TEI9, LCS_LTE
	R4

	RP-130752
	36.211
	0182
	-
	11.2.0
	Rel‑11
	Correction to EPDCCH PRB pair indication
	approved
	F
	11.3.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-130752
	36.211
	0183
	-
	11.2.0
	Rel‑11
	CR on collision between EPDCCH and PSS/SSS/PBCH
	approved
	F
	11.3.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-130751
	36.212
	0146
	2
	10.7.0
	Rel‑10
	Correction on the RI bit width
	approved
	F
	10.8.0
	LTE_eDL_MIMO
	R1

	RP-130751
	36.212
	0147
	2
	11.2.0
	Rel‑11
	Correction on the RI bit width
	approved
	F
	11.3.0
	LTE_eDL_MIMO, COMP_LTE_DL-Core
	R1

	RP-130747
	36.212
	0148
	-
	11.2.0
	Rel‑11
	CR on DCI Format 4 payload size
	approved
	F
	11.3.0
	COMP_LTE_DL-Core, COMP_LTE_UL-Core
	R1

	RP-130752
	36.212
	0149
	-
	11.2.0
	Rel‑11
	Correction on the time span of the DCI
	approved
	F
	11.3.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-130752
	36.212
	0150
	-
	11.2.0
	Rel‑11
	Correction on ARO bit setting for DL DCIs carried by EPDCCH
	approved
	F
	11.3.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-130750
	36.212
	0151
	-
	11.2.0
	Rel‑11
	Clarification on DL DAI usage in inter-band TDD CA
	approved
	F
	11.3.0
	LTE_CA_enh-Core
	R1

	RP-130749
	36.212
	0152
	-
	10.7.0
	Rel‑10
	Correction to bit padding of DCI format 1A for secondary cell without uplink component carrier
	approved
	F
	10.8.0
	LTE_CA-Core
	R1

	RP-130749
	36.212
	0153
	-
	11.2.0
	Rel‑11
	Correction to bit padding of DCI format 1A for secondary cell without uplink component carrier
	approved
	A
	11.3.0
	LTE_CA-Core
	R1

	RP-130752
	36.213
	0405
	-
	11.2.0
	Rel‑11
	Correction to EPDCCH monitoring in case of cross-carrier scheduling
	approved
	F
	11.3.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-130751
	36.213
	0406
	2
	10.9.0
	Rel‑10
	Correction on the RI bit width
	approved
	F
	10.10.0
	LTE_eDL_MIMO
	R1

	RP-130751
	36.213
	0407
	1
	11.2.0
	Rel‑11
	Correction on the RI bit width
	approved
	F
	11.3.0
	LTE_eDL_MIMO, COMP_LTE_DL-Core
	R1

	RP-130750
	36.213
	0408
	-
	11.2.0
	Rel‑11
	Correction on parallel reception of PDSCH and Msg 2
	approved
	F
	11.3.0
	LTE_CA_enh-Core
	R1

	RP-130747
	36.213
	0409
	-
	11.2.0
	Rel‑11
	Correction on zero power CSI-RS resource configuration
	approved
	F
	11.3.0
	COMP_LTE_DL-Core
	R1

	RP-130750
	36.213
	0410
	1
	11.2.0
	Rel‑11
	Corrections on different TDD UL-DL configurations on different bands
	approved
	F
	11.3.0
	LTE_CA_enh-Core
	R1

	RP-130752
	36.213
	0411
	-
	11.2.0
	Rel‑11
	Correction on EPDCCH PRB pair indication
	approved
	F
	11.3.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-130752
	36.213
	0412
	-
	11.2.0
	Rel‑11
	Correction on EPDCCH hashing function
	approved
	F
	11.3.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-130752
	36.213
	0413
	-
	11.2.0
	Rel‑11
	Correction on PUCCH resource determination for FDD EPDCCH
	approved
	F
	11.3.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-130752
	36.213
	0414
	2
	11.2.0
	Rel‑11
	CR on ambiguity in EPDCCH decoding candidates under two overlapped EPDCCH resource sets
	approved
	F
	11.3.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-130749
	36.213
	0415
	-
	11.2.0
	Rel‑11
	Removal of the case for spatial domain bundling in TDD UL/DL configuration 0
	approved
	F
	11.3.0
	LTE_CA-Core
	R1

	RP-130752
	36.213
	0416
	-
	11.2.0
	Rel‑11
	Corrections to EPDCCH PRB pair indication
	approved
	F
	11.3.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-130753
	36.213
	0417
	1
	11.2.0
	Rel‑11
	Correction to PUSCH/PUCCH transmit power after PRACH power ramping
	approved
	F
	11.3.0
	LTE-Phys
	R1

	RP-130747
	36.213
	0418
	-
	11.2.0
	Rel‑11
	CR on RI-Reference CSI Process with Subframe Sets
	approved
	F
	11.3.0
	COMP_LTE_DL-Core
	R1

	RP-130749
	36.213
	0419
	1
	10.9.0
	Rel‑10
	CR on SCell activation timing
	approved
	F
	10.10.0
	LTE_CA-Core
	R1

	RP-130747
	36.213
	0420
	-
	11.2.0
	Rel‑11
	Correction on UE-specific RS scrambling for SPS PDSCH in TM10
	approved
	F
	11.3.0
	COMP_LTE_DL-Core
	R1

	RP-130747
	36.213
	0421
	-
	11.2.0
	Rel‑11
	CR on resolving ambiguous UE capability signaling for CoMP
	approved
	F
	11.3.0
	CoMP_LTE_DL-Core
	R1

	RP-130750
	36.213
	0422
	-
	11.2.0
	Rel‑11
	Correction of valid downlink subframe
	approved
	F
	11.3.0
	LTE_CA_enh-Core
	R1

	RP-130749
	36.213
	0423
	-
	10.9.0
	Rel‑10
	Correction on HARQ-ACK transmission for a UE configured with PUCCH format 3
	approved
	F
	10.10.0
	LTE_CA-Core
	R1

	RP-130749
	36.213
	0424
	-
	11.2.0
	Rel‑11
	Correction on HARQ-ACK transmission for a UE configured with PUCCH format 3
	approved
	A
	11.3.0
	LTE_CA-Core
	R1

	RP-130750
	36.213
	0425
	-
	11.2.0
	Rel‑11
	Correction of PHICH resource for half duplex TDD UE
	approved
	F
	11.3.0
	LTE_CA_enh-Core
	R1

	RP-130750
	36.213
	0426
	-
	11.2.0
	Rel‑11
	Correction on n_{HARQ} for TDD CA with different UL-DL configurations
	approved
	F
	11.3.0
	LTE_CA_enh-Core
	R1

	RP-130750
	36.213
	0427
	-
	11.2.0
	Rel‑11
	Correction on implicit HARQ-ACK resource determination for PUCCH format 1b with channel selection for TDD CA with different UL-DL configurations
	approved
	F
	11.3.0
	LTE_CA_enh-Core
	R1

	RP-130750
	36.213
	0428
	-
	11.2.0
	Rel‑11
	Correction on SRS power scaling with multiple TAGs
	approved
	F
	11.3.0
	LTE_CA_enh-Core
	R1

	RP-130747
	36.213
	0429
	-
	11.2.0
	Rel‑11
	Correction on MBSFN subframe configuration
	approved
	F
	11.3.0
	COMP_LTE_DL-Core
	R1

	RP-130749
	36.213
	0430
	-
	11.2.0
	Rel‑11
	CR on SCell activation timing
	approved
	A
	11.3.0
	LTE_CA-Core
	R1

	RP-130809
	36.300
	0564
	-
	11.5.0
	Rel‑11
	Introduction of SIB16
	approved
	F
	11.6.0
	LTE-L23, TEI11
	R2

	RP-130808
	36.300
	0565
	-
	11.5.0
	Rel‑11
	Correction of timing reference of sTAG
	approved
	F
	11.6.0
	LTE_CA_enh-Core
	R2

	RP-130809
	36.300
	0566
	-
	11.5.0
	Rel‑11
	Correction on physical layer part on TS 36.300
	approved
	F
	11.6.0
	LTE-Phys, TEI11
	R2

	RP-130805
	36.300
	0570
	-
	10.9.0
	Rel‑10
	Correction to correlation ID in LIPA
	approved
	F
	10.10.0
	TEI10
	R2

	RP-130805
	36.300
	0571
	-
	11.5.0
	Rel‑11
	Correction to correlation ID in LIPA
	approved
	A
	11.6.0
	TEI10
	R2

	RP-130804
	36.300
	0572
	-
	10.9.0
	Rel‑10
	Correction on the another secured interface for LIPA
	approved
	F
	10.10.0
	LIPA_SIPTO
	R2

	RP-130804
	36.300
	0573
	-
	11.5.0
	Rel‑11
	Correction on the another secured interface for LIPA
	approved
	A
	11.6.0
	LIPA_SIPTO
	R2

	RP-130809
	36.300
	0574
	-
	11.5.0
	Rel‑11
	Clarification on area restriction information propagation
	approved
	F
	11.6.0
	TEI11
	R2

	RP-130809
	36.300
	0575
	-
	11.5.0
	Rel‑11
	Correction on the update of time of MBMS data transfer
	approved
	F
	11.6.0
	TEI11
	R2

	RP-130640
	36.300
	0576
	-
	10.9.0
	Rel‑10
	Correction on RLF Indication procedure
	approved
	F
	10.10.0
	TEI10
	R2

	RP-130640
	36.300
	0577
	-
	11.5.0
	Rel‑11
	Correction on RLF Indication procedure
	approved
	A
	11.6.0
	TEI10
	R2

	RP-130809
	36.300
	0578
	-
	11.5.0
	Rel‑11
	Clarification on the UE reported timer in MRO
	approved
	F
	11.6.0
	TEI11
	R2

	RP-130808
	36.302
	0043
	-
	11.2.0
	Rel‑11
	Clarification on EPDCCH reception in MBSFN subframes
	approved
	F
	11.3.0
	LTE_enh_dl_ctrl-Core
	R2

	RP-130808
	36.302
	0044
	-
	11.2.0
	Rel‑11
	Correction on downlink reception type combinations for UEs supporting multiple TAGs
	approved
	F
	11.3.0
	LTE_CA_enh-Core
	R2

	RP-130808
	36.302
	0045
	-
	11.2.0
	Rel‑11
	Downlink Reception Type Combinations for MBMS capable UE
	approved
	F
	11.3.0
	MBMS_LTE_SC-Core
	R2

	RP-130808
	36.304
	0221
	-
	11.3.0
	Rel‑11
	Correction of MBMS prioritisation
	approved
	F
	11.4.0
	MBMS_LTE_SC-Core
	R2

	RP-130809
	36.304
	0222
	-
	11.3.0
	Rel‑11
	Updating 3GPP2 specification references
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-130687
	36.306
	0149
	-
	10.9.0
	Rel‑10
	36.306 CR (Rel‑10, C) - Decouple UL 64QAM from UE category
	rejected
	C
	
	LTE-L23, TEI10
	R2

	RP-130771
	36.307
	0106
	1
	10.6.0
	Rel‑10
	Introduction of CA 1+8 into TS 36.307(Rel‑10)
	approved
	B
	10.7.0
	LTE_CA_B1_B8-Core
	R4

	RP-130771
	36.307
	0107
	1
	11.3.0
	Rel‑11
	Introduction of CA 1+8 into TS 36.307(Rel‑11)
	approved
	B
	11.4.0
	LTE_CA_B1_B8-Core
	R4

	RP-130771
	36.307
	0108
	1
	11.3.0
	Rel‑12
	Introduction of CA 1+8 into TS 36.307(Rel‑12)
	approved
	B
	12.0.0
	LTE_CA_B1_B8-Core
	R4

	RP-130782
	36.307
	0109
	1
	10.6.0
	Rel‑10
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28 to TS 36.307 Rel‑10
	approved
	B
	10.7.0
	LTE_CA_B3_B28-Perf
	R4

	RP-130782
	36.307
	0110
	1
	11.3.0
	Rel‑11
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28 to TS 36.307 Rel‑11
	approved
	B
	11.4.0
	LTE_CA_B3_B28-Perf
	R4

	RP-130782
	36.307
	0111
	1
	11.3.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28 to TS 36.307 Rel‑12
	approved
	B
	12.0.0
	LTE_CA_B3_B28-Perf
	R4

	RP-130785
	36.307
	0112
	-
	10.6.0
	Rel‑10
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 23 and Band 29 to TS 36.307 (Rel‑10)
	approved
	B
	10.7.0
	LTE_CA_B23_B29-Core
	R4

	RP-130785
	36.307
	0113
	-
	11.3.0
	Rel‑11
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 23 and Band 29 to TS 36.307 (Rel‑11)
	approved
	B
	11.4.0
	LTE_CA_B23_B29-Core
	R4

	RP-130785
	36.307
	0114
	-
	11.3.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 23 and Band 29 to TS 36.307 (Rel‑12)
	approved
	B
	12.0.0
	LTE_CA_B23_B29-Core
	R4

	RP-130779
	36.307
	0115
	-
	10.6.0
	Rel‑10
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 26 to TS 36.307 (Rel‑10)
	approved
	B
	10.7.0
	LTE_CA_B3_B26-Core
	R4

	RP-130779
	36.307
	0116
	-
	11.3.0
	Rel‑11
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 26 to TS 36.307 (Rel‑11)
	approved
	B
	11.4.0
	LTE_CA_B3_B26-Core
	R4

	RP-130779
	36.307
	0117
	-
	11.3.0
	Rel‑12
	Introduction of LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 26 to TS 36.307 (Rel‑12)
	approved
	B
	12.0.0
	LTE_CA_B3_B26-Core
	R4

	RP-130777
	36.307
	0118
	-
	10.6.0
	Rel‑10
	Introduction of CA_3A-19A to TS 36.307
	approved
	B
	10.7.0
	LTE_CA_B3_B19-Core
	R4

	RP-130777
	36.307
	0119
	-
	11.3.0
	Rel‑11
	Introduction of CA_3A-19A to TS 36.307
	approved
	B
	11.4.0
	LTE_CA_B3_B19-Core
	R4

	RP-130777
	36.307
	0120
	-
	11.3.0
	Rel‑12
	Introduction of CA_3A-19A to TS 36.307
	approved
	B
	12.0.0
	LTE_CA_B3_B19-Core
	R4

	RP-130783
	36.307
	0121
	-
	10.6.0
	Rel‑10
	Introduction of CA_19A-21A to TS 36.307
	approved
	B
	10.7.0
	LTE_CA_B19_B21-Core
	R4

	RP-130783
	36.307
	0122
	-
	11.3.0
	Rel‑11
	Introduction of CA_19A-21A to TS 36.307
	approved
	B
	11.4.0
	LTE_CA_B19_B21-Core
	R4

	RP-130783
	36.307
	0123
	-
	11.3.0
	Rel‑12
	Introduction of CA_19A-21A to TS 36.307
	approved
	B
	12.0.0
	LTE_CA_B19_B21-Core
	R4

	RP-130787
	36.307
	0128
	-
	11.3.0
	Rel‑11
	Introduction of CA_4A-4A into 36.307 Rel‑11
	approved
	B
	11.4.0
	LTE_CA_NC_B4-Core
	R4

	RP-130775
	36.307
	0129
	-
	10.6.0
	Rel‑10
	Introduction of CA_2A-13A to TS 36.307
	approved
	B
	10.7.0
	LTE_CA_B2_B13-Core
	R4

	RP-130775
	36.307
	0130
	-
	11.3.0
	Rel‑11
	Introduction of CA_2A-13A to TS 36.307
	approved
	B
	11.4.0
	LTE_CA_B2_B13-Core
	R4

	RP-130775
	36.307
	0131
	-
	11.3.0
	Rel‑12
	Introduction of CA_2A-13A to TS 36.307
	approved
	B
	12.0.0
	LTE_CA_B2_B13-Core
	R4

	RP-130791
	36.307
	0132
	1
	8.7.0
	Rel‑8
	Introduction of Band 30
	approved
	B
	8.8.0
	LTE_WCS_band-Core
	R4

	RP-130791
	36.307
	0133
	1
	9.7.0
	Rel‑9
	Introduction of Band 30
	approved
	B
	9.8.0
	LTE_WCS_band-Core
	R4

	RP-130791
	36.307
	0134
	1
	10.6.0
	Rel‑10
	Introduction of Band 30
	approved
	B
	10.7.0
	LTE_WCS_band-Core
	R4

	RP-130791
	36.307
	0135
	1
	11.3.0
	Rel‑11
	Introduction of Band 30
	approved
	B
	11.4.0
	LTE_WCS_band-Core
	R4

	RP-130791
	36.307
	0136
	-
	11.3.0
	Rel‑12
	Introduction of Band 30
	approved
	B
	12.0.0
	LTE_WCS_band-Core
	R4

	RP-130790
	36.307
	0139
	-
	8.7.0
	Rel‑8
	Introduction of LTE 450 into TS 36.307 R8
	approved
	B
	8.8.0
	LTE450_Brazil-Core
	R4

	RP-130790
	36.307
	0140
	-
	9.7.0
	Rel‑9
	Introduction of LTE 450 into TS 36.307 R9
	approved
	B
	9.8.0
	LTE450_Brazil-Core
	R4

	RP-130790
	36.307
	0141
	-
	10.6.0
	Rel‑10
	Introduction of LTE 450 into TS 36.307 R10
	approved
	B
	10.7.0
	LTE450_Brazil-Core
	R4

	RP-130790
	36.307
	0142
	-
	11.3.0
	Rel‑11
	Introduction of LTE 450 into TS 36.307 R11
	approved
	B
	11.4.0
	LTE450_Brazil-Core
	R4

	RP-130790
	36.307
	0143
	-
	11.3.0
	Rel‑12
	Introduction of LTE 450 into TS 36.307 R12
	approved
	B
	12.0.0
	LTE450_Brazil-Core
	R4

	RP-130763
	36.307
	0144
	-
	9.7.0
	Rel‑9
	Corrections to release independent specifications
	approved
	F
	9.8.0
	TEI9
	R4

	RP-130765
	36.307
	0145
	-
	10.6.0
	Rel‑10
	Corrections to release independent specifications
	approved
	F
	10.7.0
	TEI10
	R4

	RP-130787
	36.307
	0150
	-
	11.3.0
	Rel‑12
	Introduction of CA_4A-4A into 36.307 Rel‑12
	approved
	A
	12.0.0
	LTE_CA_NC_B4-Core
	R4

	RP-130805
	36.321
	0662
	2
	10.8.0
	Rel‑10
	HARQ RTT Timer
	approved
	F
	10.9.0
	LTE-L23, TEI10
	R2

	RP-130805
	36.321
	0663
	2
	11.2.0
	Rel‑11
	HARQ RTT Timer
	approved
	A
	11.3.0
	LTE-L23, TEI10
	R2

	RP-130808
	36.321
	0664
	-
	11.2.0
	Rel‑11
	Clarification on the PDCCH-subframe definition for TDD UE
	approved
	F
	11.3.0
	LTE_CA_enh-Core
	R2

	RP-130809
	36.321
	0665
	-
	11.2.0
	Rel‑11
	Correction to the definition of drxRetransmissionTimer
	approved
	F
	11.3.0
	LTE-L23, TEI11
	R2

	RP-130809
	36.321
	0667
	-
	11.2.0
	Rel‑11
	Further issues on removing optionality of CSI/SRS transmission during transient state
	approved
	F
	11.3.0
	LTE-L23, TEI11
	R2

	RP-130804
	36.321
	0669
	-
	10.8.0
	Rel‑10
	Rel‑10 CR on SCell activation time
	approved
	F
	10.9.0
	LTE_CA-Core
	R2

	RP-130804
	36.321
	0670
	-
	11.2.0
	Rel‑11
	Rel‑11 CR on SCell activation timing
	approved
	A
	11.3.0
	LTE_CA-Core
	R2

	RP-130805
	36.331
	1266
	-
	10.9.0
	Rel‑10
	Clarification on the redirection to UTRA-TDD frequency in case of CSFB High Priority
	approved
	F
	10.10.0
	LTE-L23, TEI10
	R2

	RP-130805
	36.331
	1267
	-
	11.3.0
	Rel‑11
	Clarification on the redirection to UTRA-TDD frequency in case of CSFB High Priority
	approved
	A
	11.4.0
	LTE-L23, TEI10
	R2

	RP-130804
	36.331
	1268
	1
	10.9.0
	Rel‑10
	Correction of wrong reference
	approved
	F
	10.10.0
	LTE_CA-Core
	R2

	RP-130804
	36.331
	1269
	1
	11.3.0
	Rel‑11
	Correction of wrong reference
	approved
	A
	11.4.0
	LTE_CA-Core
	R2

	RP-130809
	36.331
	1270
	-
	11.3.0
	Rel‑11
	Clarification to support of deprioritisation feature
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-130809
	36.331
	1271
	-
	11.3.0
	Rel‑11
	Clarification on KASME key usage
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-130808
	36.331
	1272
	-
	11.3.0
	Rel‑11
	Correction on multi-TA capability
	approved
	F
	11.4.0
	LTE_CA_enh-Core
	R2

	RP-130808
	36.331
	1273
	-
	11.3.0
	Rel‑11
	MBMS interest indication upon handover/ re-establishment
	approved
	F
	11.4.0
	MBMS_LTE_SC-Core
	R2

	RP-130808
	36.331
	1274
	-
	11.3.0
	Rel‑11
	Conditions RI reference inheriting CSI process (DL CoMP)
	approved
	F
	11.4.0
	COMP_LTE_DL-Core
	R2

	RP-130808
	36.331
	1275
	-
	11.3.0
	Rel‑11
	Clarification on NZP CSI-RS resource configuration for UE supporting 1 CSI process
	approved
	F
	11.4.0
	COMP_LTE_DL-Core
	R2

	RP-130808
	36.331
	1276
	-
	11.3.0
	Rel‑11
	Corrections to field description of pdsch-Start-r11
	approved
	F
	11.4.0
	COMP_LTE_DL-Core
	R2

	RP-130809
	36.331
	1277
	-
	11.3.0
	Rel‑11
	Need code corrections in Rel‑11 RRC
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-130808
	36.331
	1278
	-
	11.3.0
	Rel‑11
	Miscellanous small corrections
	approved
	F
	11.4.0
	TEI11, LTE_CA-Core, COMP_LTE_DL-Core
	R2

	RP-130809
	36.331
	1279
	1
	11.3.0
	Rel‑11
	FDD/TDD diff column correction for FGI31
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-130804
	36.331
	1281
	-
	10.9.0
	Rel‑10
	measCycleSCell upon SCell configuration
	approved
	F
	10.10.0
	LTE_CA-Core
	R2

	RP-130804
	36.331
	1282
	-
	11.3.0
	Rel‑11
	measCycleSCell upon SCell configuration
	approved
	A
	11.4.0
	LTE_CA-Core
	R2

	RP-130809
	36.331
	1294
	-
	11.3.0
	Rel‑11
	Clarification on RRC Connection Reconfiguration with Critical Extension
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-130802
	36.331
	1295
	-
	8.19.0
	Rel‑8
	Security key generation in case of MFBI
	approved
	F
	8.20.0
	LTE-L23
	R2

	RP-130802
	36.331
	1296
	-
	9.14.1
	Rel‑9
	Security key generation in case of MFBI
	approved
	A
	9.15.0
	LTE-L23
	R2

	RP-130802
	36.331
	1297
	-
	10.9.0
	Rel‑10
	Security key generation in case of MFBI
	approved
	A
	10.10.0
	LTE-L23
	R2

	RP-130802
	36.331
	1298
	-
	11.3.0
	Rel‑11
	Security key generation in case of MFBI
	approved
	A
	11.4.0
	LTE-L23
	R2

	RP-130802
	36.331
	1302
	1
	9.14.1
	Rel‑9
	MFBI aspects for dedicated signalling
	revised
	A
	
	LTE-RF
	R2

	RP-130817
	36.331
	1302
	2
	9.14.1
	Rel‑9
	MFBI aspects for dedicated signalling
	approved
	F
	9.15.0
	LTE-RF, TEI9
	R2

	RP-130804
	36.331
	1303
	1
	11.3.0
	Rel‑11
	Clarification on inclusion of non-CA band combinations
	approved
	F
	11.4.0
	LTE_CA-Core, COMP_LTE_DL-Core
	R2

	RP-130809
	36.331
	1308
	-
	11.3.0
	Rel‑11
	CR on ROHC parameter configuration in Rel‑11 RRC
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-130804
	36.331
	1314
	1
	10.9.0
	Rel‑10
	Clarification on UE CA capability
	approved
	F
	10.10.0
	LTE_CA-Core
	R2

	RP-130804
	36.331
	1315
	2
	11.3.0
	Rel‑11
	Clarification on UE CA capability
	approved
	A
	11.4.0
	LTE_CA-Core
	R2

	RP-130686
	36.331
	1316
	-
	10.9.0
	Rel‑10
	36.331 CR (Rel‑10,C) - Decouple UL 64QAM from UE category
	rejected
	C
	
	LTE-L23, TEI10
	R2

	RP-130809
	36.331
	1321
	-
	11.3.0
	Rel‑11
	Updating 3GPP2 specification references
	approved
	F
	11.4.0
	LTE-L23, TEI11
	R2

	RP-130805
	36.331
	1322
	-
	10.9.0
	Rel‑10
	Clarification on the configuration of the extended PHR
	approved
	F
	10.10.0
	LTE-L23, TEI10
	R2

	RP-130805
	36.331
	1323
	-
	11.3.0
	Rel‑11
	Clarification on the configuration of the extended PHR
	approved
	A
	11.4.0
	LTE-L23, TEI10
	R2

	RP-130805
	36.331
	1324
	-
	11.3.0
	Rel‑11
	Clarifications on SystemTimeInfoCDMA2000 IE
	approved
	A
	11.4.0
	LTE-L23, TEI10
	R2

	RP-130808
	36.331
	1325
	-
	11.3.0
	Rel‑11
	MFBI impact on MBMS service continuity
	approved
	F
	11.4.0
	MBMS_LTE_SC-Core, LTE-RF
	R2

	RP-130805
	36.331
	1326
	1
	10.9.0
	Rel‑10
	Clarifications on SystemTimeInfoCDMA2000 IE
	approved
	F
	10.10.0
	LTE-L23, TEI10
	R2

	RP-130804
	36.331
	1327
	-
	10.9.0
	Rel‑10
	Clarification on inclusion of non-CA band combinations
	approved
	F
	10.10.0
	LTE_CA-Core
	R2

	RP-130802
	36.331
	1328
	-
	10.9.0
	Rel‑10
	MFBI aspects for dedicated signalling
	revised
	A
	
	LTE-RF
	R2

	RP-130818
	36.331
	1328
	1
	10.9.0
	Rel‑10
	MFBI aspects for dedicated signalling
	approved
	F
	10.10.0
	LTE-RF, TEI10
	R2

	RP-130802
	36.331
	1329
	-
	11.3.0
	Rel‑11
	MFBI aspects for dedicated signalling
	revised
	A
	
	LTE-RF
	R2

	RP-130819
	36.331
	1329
	1
	11.3.0
	Rel‑11
	MFBI aspects for dedicated signalling
	approved
	F
	11.4.0
	LTE-RF, TEI11
	R2

	RP-130802
	36.331
	1330
	-
	8.19.0
	Rel‑8
	MFBI aspects for dedicated signalling
	revised
	F
	
	LTE-RF
	R2

	RP-130816
	36.331
	1330
	1
	8.19.0
	Rel‑8
	MFBI aspects for dedicated signalling
	approved
	F
	8.20.0
	LTE-RF
	R2

	RP-130718
	36.331
	1331
	-
	9.14.1
	Rel‑9
	Mandating the setting of FGI bit 28 to true
	approved
	F
	9.15.0
	TEI9, LTE-L23
	R2

	RP-130724
	36.331
	1332
	-
	9.14.1
	Rel‑9
	Mandating the settings of FGI bit 9 and 23 to true
	postponed
	F
	
	TEI9, LTE-L23
	R2

	RP-130725
	36.331
	1333
	-
	10.9.0
	Rel‑10
	Mandating the settings of FGI bit 9 and 23 to true
	postponed
	A
	
	TEI9, LTE-L23
	R2

	RP-130726
	36.331
	1334
	-
	11.3.0
	Rel‑11
	Mandating the settings of FGI bit 9 and 23 to true
	postponed
	A
	
	TEI9, LTE-L23
	R2

	RP-130803
	36.355
	0087
	-
	10.8.0
	Rel‑10
	Correction for ASN.1 error from CR0082r1
	approved
	F
	10.9.0
	LCS_LTE, TEI10
	R2

	RP-130803
	36.355
	0088
	-
	11.2.0
	Rel‑11
	Correction for ASN.1 errors from CR0083r1
	approved
	F
	11.3.0
	LCS_LTE, TEI11
	R2

	RP-130803
	36.355
	0089
	-
	9.10.0
	Rel‑9
	Correction to integer code phase field description in GNSS Acquisition Assistance
	approved
	F
	9.11.0
	LCS_LTE
	R2

	RP-130803
	36.355
	0090
	-
	10.8.0
	Rel‑10
	Correction to integer code phase field description in GNSS Acquisition Assistance
	approved
	A
	10.9.0
	LCS_LTE
	R2

	RP-130803
	36.355
	0091
	-
	11.2.0
	Rel‑11
	Correction to integer code phase field description in GNSS Acquisition Assistance
	approved
	A
	11.3.0
	LCS_LTE
	R2

	RP-130803
	36.355
	0092
	-
	10.8.0
	Rel‑10
	Correction to serving cell terminology
	approved
	F
	10.9.0
	LCS_LTE, TEI10
	R2

	RP-130803
	36.355
	0093
	-
	11.2.0
	Rel‑11
	Correction to serving cell terminology
	approved
	A
	11.3.0
	LCS_LTE, TEI10
	R2

	RP-130803
	36.355
	0094
	-
	11.2.0
	Rel‑11
	Encoding of LPP IEs
	approved
	F
	11.3.0
	LCS_LTE, TEI11
	R2

	RP-130641
	36.413
	1110
	1
	11.3.0
	Rel‑11
	Correction for the MDT Location Information IE
	approved
	F
	11.4.0
	eMDT_UMTSLTE-Core
	R3

	RP-130643
	36.413
	1111
	-
	11.3.0
	Rel‑11
	Correction of the presence of the X2 TNL Configuration Info IE inside the SON Configuration Transfer IE tabular definition
	approved
	F
	11.4.0
	TEI11
	R3

	RP-130643
	36.413
	1116
	1
	11.3.0
	Rel‑11
	Correction of Kill
	approved
	F
	11.4.0
	TEI11
	R3

	RP-130643
	36.423
	0588
	-
	11.4.0
	Rel‑11
	Correction on the Definition of Direct Neighbours
	approved
	F
	11.5.0
	TEI11
	R3

	RP-130641
	36.423
	0589
	1
	11.4.0
	Rel‑11
	Correction for the MDT Location Information IE
	approved
	F
	11.5.0
	eMDT_UMTSLTE-Core
	R3

	RP-130640
	36.423
	0590
	5
	11.4.0
	Rel‑11
	Correction on RLF Indication procedure
	approved
	A
	11.5.0
	TEI10
	R3

	RP-130640
	36.423
	0591
	2
	10.5.0
	Rel‑10
	Correction on RLF Indication procedure
	approved
	F
	10.6.0
	TEI10
	R3

	RP-130643
	36.423
	0592
	1
	11.4.0
	Rel‑11
	Security key generation in case of MFBI
	approved
	F
	11.5.0
	TEI11
	R3

	RP-130643
	36.423
	0593
	2
	11.4.0
	Rel‑11
	Correction on the Multiple Frequency Band Indicators
	approved
	F
	11.5.0
	TEI11
	R3

	RP-130643
	36.443
	0067
	-
	11.2.0
	Rel‑11
	Correction of update of session identity and TNL address
	approved
	F
	11.3.0
	TEI11
	R3

	RP-130643
	36.444
	0049
	-
	11.5.0
	Rel‑11
	Correction on the Sending Node of MBMS Session Update Failure
	approved
	F
	11.6.0
	TEI11
	R3

	RP-130643
	36.444
	0053
	2
	11.5.0
	Rel‑11
	Correction of the update of Minimum time to MBMS Data Transfer
	approved
	F
	11.6.0
	TEI11
	R3

	RP-130840
	36.455
	0045
	3
	11.2.0
	Rel‑11
	Network Based Positioning Support in LTE
	approved
	B
	11.3.0
	LCS_LTE-NBPS-Core
	R3

	RP-130642
	36.455
	0045
	3
	11.2.0
	Rel‑11
	Network Based Positioning Support in LTE
	reissued
	B
	
	LCS_LTE-NBPS-Core
	R3

	RP-130642
	36.459
	0005
	3
	11.1.0
	Rel‑11
	Abnormal Conditions for Reset
	approved
	F
	11.2.0
	LCS_LTE-NBPS-Core
	R3

	RP-130609
	36.508
	0399
	-
	11.0.0
	Rel‑11
	Update of CDMA2000 specification references: TS 36.508
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130626
	36.508
	0400
	-
	10.4.0
	Rel‑10
	Removal of technical content in 36.508 v10.4.0 and substitution with pointer to the next Release
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-130609
	36.508
	0401
	-
	11.0.0
	Rel‑11
	Editorial Fix Hysteris values for event B1&B2 ReportConfigInterRAT for GERAN
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130622
	36.508
	0402
	-
	11.0.0
	Rel‑11
	eICIC: Connection diagram for 2x2 antenna configuration scenarios
	approved
	F
	11.1.0
	eICIC_LTE-UEConTest
	R5

	RP-130636
	36.508
	0403
	-
	11.0.0
	Rel‑11
	CA: Connection diagrams for RRM tests
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130609
	36.508
	0404
	-
	11.0.0
	Rel‑11
	Clarification to ncc-Permitted value interpretation in TS 36.508
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130626
	36.508
	0405
	-
	11.0.0
	Rel‑11
	Maintenance of Band 23 Requirements in TS 36.508
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130626
	36.508
	0406
	-
	11.0.0
	Rel‑11
	Adding IE T3412 extended value
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-130611
	36.508
	0408
	-
	11.0.0
	Rel‑11
	Addition of exception for p-MaxGERAN of SIB7
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130627
	36.508
	0409
	-
	11.0.0
	Rel‑11
	Correction of test bandwith for band 44
	approved
	F
	11.1.0
	LTE_APAC700-UEConTest
	R5

	RP-130631
	36.508
	0410
	-
	11.0.0
	Rel‑11
	Addition of default parameters for ePDCCH
	approved
	F
	11.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-130630
	36.508
	0411
	-
	11.0.0
	Rel‑11
	Addition of default parameters for CoMP
	approved
	F
	11.1.0
	COMP_LTE-UEConTest
	R5

	RP-130628
	36.508
	0412
	-
	11.0.0
	Rel‑11
	Addition of test frequencies for CA_2A-17A and CA_4A-17A for signalling testing
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130611
	36.508
	0413
	-
	11.0.0
	Rel‑11
	Editorial update of generic procedure 4.5.2
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.508
	0414
	-
	11.0.0
	Rel‑11
	Editorial update of generic procedure 4.5.2A
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130609
	36.508
	0415
	-
	11.0.0
	Rel‑11
	Correction of DRB Logical Channel configuration
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130611
	36.508
	0416
	-
	11.0.0
	Rel‑11
	Add generic procedure for XCAP establishment
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.508
	0417
	-
	11.0.0
	Rel‑11
	Corrections to default messages for eMBMS testing
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130611
	36.508
	0418
	-
	11.0.0
	Rel‑11
	Complete the default MEASUREMENT CONTROL MESSAGE for LCR_TDD_UTRAN
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130636
	36.508
	0419
	-
	11.0.0
	Rel‑11
	Carrier Aggregation: PCC and SCC Configuration Update
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130609
	36.508
	0420
	-
	11.0.0
	Rel‑11
	Update of UECapabilityInformation for Rel‑11 UEs
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130636
	36.508
	0421
	-
	11.0.0
	Rel‑11
	Modifications to Common Clause CA settings
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130636
	36.508
	0422
	-
	11.0.0
	Rel‑11
	Correction to test frequencies for CA signalling test
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130629
	36.508
	0423
	-
	11.0.0
	Rel‑11
	Modification of default contents for UEInformationRequest message
	approved
	F
	11.1.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-130628
	36.508
	0424
	-
	11.0.0
	Rel‑11
	Addition of test frequencies of CA_4-12, CA_5-12 for CA signaling test
	approved
	F
	11.1.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-130609
	36.508
	0425
	-
	11.0.0
	Rel‑11
	Update of CSIM and USIM EFs
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130611
	36.508
	0426
	-
	11.0.0
	Rel‑11
	Addition of generic procedure for IMS call release
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-130609
	36.508
	0427
	-
	11.0.0
	Rel‑11
	Corrections to setup of dedicated EPS bearer contexts in IMS generic procedures
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-130636
	36.508
	0428
	-
	11.0.0
	Rel‑11
	Modifications to RF Clause CA settings
	approved
	F
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-130626
	36.509
	0027
	-
	10.0.0
	Rel‑10
	Removal of FFS from UPDATE UE LOCATION INFORMATION support
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-130613
	37.571-1
	0028
	-
	10.3.0
	Rel‑10
	Removal of Note 1 from OTDOA parameter tables
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130613
	37.571-1
	0029
	-
	10.3.0
	Rel‑10
	Clarification to RSTD Delay Test procedures
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130626
	37.571-1
	0030
	-
	10.3.0
	Rel‑10
	New Test Case for FDD-FDD inter-frequency RSTD Accuracy
	approved
	F
	10.4.0
	TEI10_Test
	R5

	RP-130626
	37.571-1
	0031
	-
	10.3.0
	Rel‑10
	New Test Case for FDD-FDD inter-frequency RSTD measurement reporting delay
	approved
	F
	10.4.0
	TEI10_Test
	R5

	RP-130613
	37.571-1
	0032
	-
	10.3.0
	Rel‑10
	OTDOA test case alignment with RAN 4
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130613
	37.571-1
	0033
	-
	10.3.0
	Rel‑10
	Corrections to ECID and OTDOA tests
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130613
	37.571-1
	0034
	-
	10.3.0
	Rel‑10
	RSTD test parameter updates
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130613
	37.571-1
	0035
	-
	10.3.0
	Rel‑10
	Test Description for TDD inter-frequency accuracy test case
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130613
	37.571-1
	0036
	-
	10.3.0
	Rel‑10
	New test case for TDD inter-frequency RSTD reporting delay 9.2.2
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-130766
	36.808
	0005
	-
	10.0.0
	Rel‑10
	Additional information for required TAE for some inter-band CA scenarios
	approved
	F
	10.1.0
	LTE_CA-Core
	R4

	RP-130770
	36.826
	0007
	-
	11.2.0
	Rel‑11
	CR for R-PDCCH conformance test
	approved
	F
	11.3.0
	LTE_Relay2-Perf
	R4

	RP-130765
	36.826
	0008
	1
	11.2.0
	Rel‑11
	Correction for R-PDCCH conformance test
	approved
	F
	11.3.0
	LTE_Relay2-Perf
	R4

	RP-130766
	36.850
	0001
	-
	11.0.0
	Rel‑11
	Modification of band class A1 and A4 definitions
	approved
	F
	11.1.0
	LTE_CA-Core
	R4

	RP-130613
	36.903
	0065
	-
	10.1.0
	Rel‑10
	RRM: Add test tolerance analyses for TCs 8.3.4 and 8.3.5
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-130622
	36.903
	0066
	-
	10.1.0
	Rel‑10
	Add Test Tolerance analyses for TS 36.521-3 Test cases 9.2.7.1, 9.2.8.1
	approved
	F
	10.2.0
	eICIC_LTE-UEConTest
	R5

	RP-130613
	36.903
	0067
	-
	10.1.0
	Rel‑10
	Add Test Tolerance analyses for TS 36.521-3 Test cases 8.11.5, 8.11.6
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-130613
	36.903
	0068
	-
	10.1.0
	Rel‑10
	Add Test Tolerance analyses for TS 36.521-3 Test cases 9.5.1, 9.5.2
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-130626
	36.903
	0069
	-
	10.1.0
	Rel‑10
	Remove superseded analysis zip files
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-130610
	36.903
	0070
	-
	10.1.0
	Rel‑10
	Test Tolerance analyses for TS 36.521-3 test cases 5.2.4 and 5.2.5
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-130613
	36.903
	0071
	-
	10.1.0
	Rel‑10
	Test Tolerance analyses for TS 36.521-3 test case 8.5.4
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-130613
	36.903
	0072
	-
	10.1.0
	Rel‑10
	Test Tolerance analyses for TS 36.521-3 test cases 8.7.4 and 8.9.2
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-130613
	36.903
	0073
	-
	10.1.0
	Rel‑10
	Addition of test tolerance analysis for TCs 6.3.2+6.3.12
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-130613
	36.903
	0074
	-
	10.1.0
	Rel‑10
	Addition of test tolerance analysis for TCs 6.3.4+6.3.11
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-130613
	36.903
	0075
	-
	10.1.0
	Rel‑10
	Addition of test tolerance analysis for TCs 6.3.5+6.3.6+6.3.7+6.3.8
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-130613
	36.903
	0077
	-
	10.1.0
	Rel‑10
	RRM: Add test tolerance analyses for TCs 8.1.5 and 8.1.6
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-130769
	37.104
	0135
	-
	11.4.0
	Rel‑11
	Definition of Inter RF bandwidth gap
	approved
	F
	11.5.0
	MB_MSR_RF-Perf
	R4

	RP-130764
	37.104
	0137
	-
	10.10.0
	Rel‑10
	Corrections to transmitter intermodulation test requirement
	approved
	F
	10.11.0
	MSR_NC-Core
	R4

	RP-130764
	37.104
	0138
	-
	11.4.0
	Rel‑11
	Corrections to transmitter intermodulation test requirement
	approved
	A
	11.5.0
	MSR_NC-Core
	R4

	RP-130763
	37.104
	0140
	-
	9.8.1
	Rel‑9
	channel raster
	approved
	F
	9.9.0
	RInImp9-RFmulti
	R4

	RP-130763
	37.104
	0141
	-
	10.10.0
	Rel‑10
	channel raster
	approved
	A
	10.11.0
	RInImp9-RFmulti
	R4

	RP-130763
	37.104
	0142
	-
	11.4.0
	Rel‑11
	channel raster
	approved
	A
	11.5.0
	RInImp9-RFmulti
	R4

	RP-130769
	37.104
	0144
	2
	11.4.0
	Rel‑11
	Mapping of requirements on antenna ports
	approved
	B
	11.5.0
	MB_MSR_RF-Perf
	R4

	RP-130791
	37.104
	0145
	1
	11.4.0
	Rel‑12
	Introduction of Band 30
	approved
	B
	12.0.0
	LTE_WCS_band-Core
	R4

	RP-130790
	37.104
	0147
	-
	11.4.0
	Rel‑12
	Introduction of LTE 450 into TS 37.104
	approved
	B
	12.0.0
	LTE450_Brazil-Core
	R4

	RP-130792
	37.113
	0026
	-
	11.1.0
	Rel‑12
	Introduction of Band 30 in TS 37.113
	approved
	B
	12.0.0
	LTE_WCS_band-Perf
	R4

	RP-130790
	37.113
	0027
	-
	11.1.0
	Rel‑12
	Introduction of LTE 450 into TS 37.113
	approved
	B
	12.0.0
	LTE450_Brazil-Core
	R4

	RP-130763
	37.141
	0189
	-
	11.4.0
	Rel‑11
	Correcting Time alignment between transmitter branches title in clause 5 in TS 37.141
	approved
	A
	11.5.0
	TEI10
	R4

	RP-130765
	37.141
	0190
	-
	10.9.1
	Rel‑10
	"Correcting ¬""Time alignment between transmitter branches¬ title in clause 5 in TS 37.141"
	approved
	F
	10.10.0
	TEI10
	R4

	RP-130763
	37.141
	0191
	-
	9.9.1
	Rel‑9
	Correcting Time alignment between transmitter branches title in clause 5 in TS 37.141
	approved
	F
	9.10.0
	TEI9
	R4

	RP-130764
	37.141
	0192
	-
	10.9.1
	Rel‑10
	Corrections to transmitter intermodulation test requirement
	approved
	F
	10.10.0
	MSR_NC-Perf
	R4

	RP-130764
	37.141
	0193
	-
	11.4.0
	Rel‑11
	Corrections to transmitter intermodulation test requirement
	approved
	A
	11.5.0
	MSR_NC-Perf
	R4

	RP-130764
	37.141
	0197
	-
	10.9.1
	Rel‑10
	Correction on UTRA and E-UTRA multi RAT non-contiguous test configuration
	approved
	F
	10.10.0
	MSR_NC-Perf
	R4

	RP-130764
	37.141
	0198
	-
	11.4.0
	Rel‑11
	Correction on UTRA and E-UTRA multi RAT non-contiguous test configuration
	approved
	A
	11.5.0
	MSR_NC-Perf
	R4

	RP-130763
	37.141
	0199
	-
	9.9.1
	Rel‑9
	channel raster
	approved
	F
	9.10.0
	RInImp9-RFmulti
	R4

	RP-130763
	37.141
	0200
	-
	10.9.1
	Rel‑10
	channel raster
	approved
	A
	10.10.0
	RInImp9-RFmulti
	R4

	RP-130763
	37.141
	0201
	-
	11.4.0
	Rel‑11
	channel raster
	approved
	A
	11.5.0
	RInImp9-RFmulti
	R4

	RP-130792
	37.141
	0202
	1
	11.4.0
	Rel‑12
	Introduction of Band 30
	approved
	B
	12.0.0
	LTE_WCS_band-Perf
	R4

	RP-130790
	37.141
	0203
	-
	11.4.0
	Rel‑12
	Introduction of LTE 450 into TS 37.141
	approved
	B
	12.0.0
	LTE450_Brazil-Core
	R4

	RP-130643
	37.803
	0006
	-
	11.1.0
	Rel‑11
	Restructuring of X2 GW proxy clause 
	approved
	F
	11.2.0
	EHNB_enh2_X2GW-Core, TEI11
	R3

	RP-130635
	37.901
	0025
	-
	11.6.1
	Rel‑11
	Embedded Data Client Automation Recommendations for TR 37.901
	approved
	F
	11.7.0
	TEI11_Test
	R5

	RP-130635
	37.901
	0026
	-
	11.6.1
	Rel‑11
	Removing the square brackets from channel correlation in TC A.3.8.2 and A.3.8.3
	approved
	F
	11.7.0
	TEI11_Test
	R5

	RP-130635
	37.901
	0027
	-
	11.6.1
	Rel‑11
	Addition of high doppler, high SNR test scenarios to the 37.901 spec
	approved
	F
	11.7.0
	TEI11_Test
	R5

	GP-130557
	43.064
	0085
	3
	11.0.0
	Rel‑12
	Intoduction of Downlink Multi Carrier
	approved
	B
	12.0.0
	DMCG
	G1

	GP-130336
	51.010-7
	0013
	-
	9.6.0
	Rel‑9
	CR 51.010-7-0013 Removal of technical content in 51.010-7 v9.6.0 and substitution with pointer to the next Release
	approved
	F
	9.7.0
	TEI9_Test
	G3new

	GP-130536
	44.018
	0992
	6
	11.4.0
	Rel‑11
	Corrections to Network Sharing related to inter RAT mobility
	Approved
	F
	11.5.0
	FULL_MOCN-GERAN
	G2

	GP-130512
	44.060
	1589
	1
	11.4.0
	Rel‑11
	Broadcast of additional information for Network Sharing related to Inter-RAT mobility
	Approved
	F
	11.5.0
	FULL_MOCN-GERAN
	G2

	GP-130542
	45.008
	0606
	1
	11.3.0
	Rel‑11
	Broadcast of additional information for Network Sharing related to inter RAT mobility
	approved
	F
	11.4.0
	FULL_MOCN-GERAN
	G1

	GP-130500
	45.008
	0607
	1
	11.3.0
	Rel‑12
	Alignment of inter-RAT monitoring requirements with 3GPP TS 36.133
	approved
	F
	12.0.0
	TEI12
	G1

	GP-130491
	45.008
	0608
	1
	11.3.0
	Rel‑11
	Clarification to RSRP and RSRQ measurement reporting thresholds
	approved
	F
	11.4.0
	TEI11
	G1

	GP-130474
	45.008
	0609
	-
	11.3.0
	Rel‑11
	Applicability of system information provided in E-UTRAN for CS Fallback - correction to implementation of GP-130220
	approved
	F
	11.4.0
	TEI11
	G1

	GP-130379
	51.010-5
	0121
	1
	10.4.0
	Rel‑10
	CR 51.010-5-0121 Update for the latest version of TTCN
	approved
	F
	10.5.0
	TEI_Test
	G3new

	GP-130342
	51.010-5
	0122
	-
	10.4.0
	Rel‑10
	CR 51.010-5-0122 Correction to Selection expression of IR_G TC 26.6.11.3
	approved
	F
	10.5.0
	TEI_Test
	G3new

	CP-130373
	51.010-4
	0093
	-
	4.25.0
	Rel‑4
	Correction to Applicability of test case 27.22.4.1, seq. 4.4
	approved
	F
	4.26.0
	TEI4
	C6

	CP-130373
	51.010-4
	0094
	2
	4.25.0
	Rel‑4
	Changes in LAUNCH BROWSER test cases
	approved
	F
	4.26.0
	TEI4
	C6

	GP-130526
	48.008
	0382
	3
	10.6.0
	Rel‑10
	Clarification to the Clear Command at the Rerouting procedure
	Approved
	F
	10.7.0
	MOCN-GERAN
	G2

	GP-130507
	48.008
	0383
	2
	11.4.0
	Rel‑11
	Clarification to the Clear Command at the Rerouting procedure
	Approved
	A
	11.5.0
	MOCN-GERAN
	G2

	GP-130525
	48.008
	0384
	2
	11.4.0
	Rel‑11
	Correction of MSC behaviour for rerouting procedure in MOCN configuration
	Approved
	A
	11.5.0
	MOCN-GERAN
	G2

	GP-130524
	48.008
	0385
	1
	10.6.0
	Rel‑10
	Correction of MSC behaviour for rerouting procedure in MOCN configuration
	Approved
	F
	10.7.0
	MOCN-GERAN
	G2

	GP-130413
	48.018
	0382
	1
	11.2.0
	Rel‑11
	Clarification of Reporting Cell Identifier and RAT discriminator in SON Transfer RIM application
	Approved
	B
	11.3.0
	TEI11
	G2

	GP-130533
	48.018
	0383
	2
	11.2.0
	Rel‑11
	Clarification of Operator Group GGSN
	Approved
	F
	11.3.0
	FULL_MOCN-GERAN
	G2

	GP-130511
	48.018
	0384
	1
	11.2.0
	Rel‑11
	Clarification on when to include the selected PLMN in the UL-UNITDATA
	Approved
	F
	11.3.0
	FULL_MOCN-GERAN
	G2

	GP-130528
	48.018
	0385
	3
	11.2.0
	Rel‑11
	Correction of SGSN behaviour for rerouting procedure in MOCN configuration
	Approved
	A
	11.3.0
	MOCN-GERAN
	G2

	GP-130527
	48.018
	0386
	2
	10.7.0
	Rel‑10
	Correction of SGSN behaviour for rerouting procedure in MOCN configuration
	Approved
	F
	10.8.0
	MOCN-GERAN
	G2

	GP-130335
	51.010-2
	0802
	-
	10.4.0
	Rel‑10
	CR 51.010-2-0802 Removal of technical content in 51.010-2 v10.4.0 and substitution with pointer to the next Release
	approved
	F
	10.5.0
	TEI10_Test
	G3new

	GP-130344
	51.010-2
	0803
	-
	11.0.0
	Rel‑11
	CR 51.010-2-0803 Correction of applicability table for TCs using LLC AM
	approved
	F
	11.1.0
	TEI_Test
	G3new

	GP-130348
	51.010-2
	0804
	-
	11.0.0
	Rel‑11
	CR 51.010-2-0804 Applicability of test 14.18.10.1to make it applicable to mobiles supporting FANR only
	approved
	F
	11.1.0
	TEI_Test
	G3new

	GP-130356
	51.010-2
	0805
	-
	11.0.0
	Rel‑11
	CR 51.010-2-0805 Addition of new IMMEDIATE PACKET ASSIGNMENT (IPA) test cases in Table B.1 Applicability of tests
	approved
	F
	11.1.0
	TEI11_Test
	G3new

	GP-130370
	51.010-2
	0806
	-
	11.0.0
	Rel‑11
	CR 51.010-2-0806 Part2 Network Improvements for Machine-Type Communications updates
	approved
	F
	11.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130375
	51.010-2
	0807
	-
	11.0.0
	Rel‑11
	CR 51.010-2-0807 Update the applicability of test case 45.3.2.1
	approved
	F
	11.1.0
	TEI9_Test
	G3new

	GP-130376
	51.010-2
	0808
	-
	11.0.0
	Rel‑11
	CR 51.010-2-0808 Update of Condition C460, C461 and C594
	approved
	F
	11.1.0
	TEI9_Test
	G3new

	GP-130334
	51.010-1
	4835
	-
	10.4.0
	Rel‑10
	CR 51.010-1-4835 Removal of technical content in 51.010-1 v10.4.0 and substitution with pointer to the next Release
	approved
	F
	10.5.0
	TEI10_Test
	G3new

	GP-130337
	51.010-1
	4836
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4836 31.9.1.2 - Parameters in RR should have Data coding scheme and ussd string
	approved
	F
	11.1.0
	TEI_Test
	G3new

	GP-130338
	51.010-1
	4837
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4837 The test in 14.18.10.1 is not applicable to mobiles supporting FANR only
	approved
	F
	11.1.0
	TEI_Test
	G3new

	GP-130340
	51.010-1
	4838
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4838 Modification test 20.3, adding measurement tolerance
	approved
	F
	11.1.0
	TEI_Test
	G3new

	GP-130343
	51.010-1
	4839
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4839 46.1.2.7.3 Correction of expected sequence
	approved
	F
	11.1.0
	TEI_Test
	G3new

	GP-130349
	51.010-1
	4840
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4840 44.2.5.2.5 Consideration of feedback from CT1
	approved
	F
	11.1.0
	TEI_Test
	G3new

	GP-130350
	51.010-1
	4841
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4841 Updating the list of affected test cases in clause 50.1 EGPRS Default Test Conditions
	approved
	F
	11.1.0
	TEI_Test
	G3new

	GP-130352
	51.010-1
	4842
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4842 Addition of new test case 51.2.3.15 Packet Immediate Assignment by IPA capable MS/ one phase packet access /IPA uplink assignment/ Multiple MS devices
	approved
	F
	11.1.0
	TEI11_Test
	G3new

	GP-130353
	51.010-1
	4843
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4843 Addition of new test case 51.2.3.16 Packet Immediate Assignment by IPA capable MS/ one phase packet access /IPA uplink assignment/ Multiple MS devices/ Radio_Access_Capability_bit set
	approved
	F
	11.1.0
	TEI11_Test
	G3new

	GP-130354
	51.010-1
	4844
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4813 Addition of new test case 52.10.3 EGPRS Packet Access for two phase access by IPA capable MS/EGPRS Packet Channel Request supported/CCCH case
	approved
	F
	11.1.0
	TEI11_Test
	G3new

	GP-130355
	51.010-1
	4845
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4845 Addition of new test case 51.2.3.18 Packet Immediate Assignment by IPA capable MS/ single block packet access /IPA single block uplink assignment
	approved
	F
	11.1.0
	TEI11_Test
	G3new

	GP-130359
	51.010-1
	4846
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4846 Corrections to VAMOS test cases
	approved
	F
	11.1.0
	TEI_Test
	G3new

	GP-130360
	51.010-1
	4847
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4847 New Test case: 26.7.4.3.5 Location updating / abnormal cases / Network reject with Extended Wait Timer
	approved
	F
	11.1.0
	TEI_Test
	G3new

	GP-130361
	51.010-1
	4848
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4848 New Test Case: 26.7.4.5.4a Location updating / periodic HPLMN search / MS uses Minimum Periodic Search timer
	approved
	F
	11.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130362
	51.010-1
	4849
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4849 New Test case: 44.2.1.2.3a Combined GPRS attach / NMO-I enabled in UE
	approved
	F
	11.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130363
	51.010-1
	4850
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4850 New Test case: 44.2.1.1.1a GPRS attach / accepted / Attach with IMSI
	approved
	F
	11.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130365
	51.010-1
	4852
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4852 New Test case: 26.7.4.5.6 Location updating / per-device timer
	approved
	F
	11.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130366
	51.010-1
	4853
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4853 New Test case: 26.6.1.6 Immediate assignment / implicit rejection
	approved
	F
	11.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130367
	51.010-1
	4854
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4854 New Test case: 26.6.1.7 Immediate assignment / access barred due to EAB
	approved
	F
	11.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130368
	51.010-1
	4855
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4855 New Test case: 26.6.2.6 Paging / EAB active
	approved
	F
	11.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130369
	51.010-1
	4856
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4856 New Test case: 26.9.6.1.3 Structured procedures / emergency call / EAB active
	approved
	F
	11.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130373
	51.010-1
	4857
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4857 Corrections to the test case 44.2.1.2.2 and 44.2.3.2.3
	approved
	F
	11.1.0
	TEI11_Test
	G3new

	GP-130374
	51.010-1
	4858
	-
	11.0.0
	Rel‑11
	CR 51.010-1-4858 Update for the test case 45.3.2.1
	approved
	F
	11.1.0
	TEI9_Test
	G3new

	GP-130455
	51.021
	0261
	1
	11.2.0
	Rel‑11
	Correction to co-siting requirements
	approved
	F
	11.3.0
	TEI11
	G1

	GP-130555
	51.021
	0269
	-
	11.2.0
	Rel‑11
	Correction of frequency ranges for E-UTRA bands
	approved
	F
	11.3.0
	TEI11
	G1


2561 CRs (2372 approved)
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