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***** First Change *****

16.7
Detach in WLAN on S2a for Multi-connection Mode
16.7.1
Detach in WLAN on GTP S2a

16.7.1.1
UE/TWAN Initiated Detach Procedure in WLAN on GTP S2a
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Figure 16.7.1.1-1: UE/TWAN-Initiated Detach in WLAN on GTP S2a
The procedure is similar to in clause 16.3.1.1, with the following differences:

-
Step1: To detach from EPC, the UE can send a disassociation or deauthentication notification according to IEEE Std 802.11-2007 [64]. If there is no traffic received from the UE for a configurable duration and the TWAN detects the UE has left based on unanswered probes (e.g., ARP Request, Neighbor Solicitation message), the TWAN initiates the detach procedure.
-
Step 2 to Step 5 refers to clause 16.9.1.
-
In case of connectivity with multiple PDNs, the steps 2 to 5 are repeated for each PDN the UE is connected to.
***** Second Change *****
16.7.1.2
HSS/AAA Initiated Detach Procedure in WLAN on GTP S2a 
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Figure 16.7.1.2-1: HSS/AAA-Initiated Detach in WLAN on GTP S2a

The procedure is similar to in clause 16.3.1.2, with the following differences:

-
Step 2 refers to Figure 16.7.1.1-1.
***** End of Changes *****
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4. PCEF-Initiated IP-CAN Session Termination Procedure











6. TWAN specific resource Release Procedure
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1. UE or TWAN initiated detach Trigger







3. Update PDN GW Address












_1444551734.doc


vPCRF











TWAN















1. Session Termination Request















3. Session Termination Response































hPCRF







HSS/



AAA







PDN GW







AAA Proxy











UE







Roaming  Scenarios











2. The procedures as figure 16.7.1.1-1, step 2 to 5
























