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The following CRs were agreed by SA WG2 and are provided to TSG SA#63 for approval:

	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.060
	1837
	1
	Rel-12
	Clarify the APN selection when the user locates in HPLMN
	F
	12.3.0
	S2-101
	S2-140421
	ZTE, CATR
	TEI12
	A.2
	

	23.228
	1062
	1
	Rel-12
	Sh interface supports retrieving of private user identities using the public user identity
	B
	12.3.0
	S2-101
	S2-140143
	NSN
	TEI12
	4.2.4a
	

	23.237
	0469
	-
	Rel-12
	Voice + video media fallback to voice media in case of SRVCC in pre-alerting state or alerting phase
	F
	12.5.0
	S2-101
	S2-140067
	Huawei, Hisilicon
	TEI12
	6.3.2.1.4d
	

	23.272
	0919
	-
	Rel-12
	Correction of MT procedures in active mode
	F
	12.1.0
	S2-101
	S2-140174
	ZTE
	TEI12
	7.3, 7.4
	

	23.401
	2634
	2
	Rel-12
	Corrections for the PGW pause of charging functionality
	F
	12.3.0
	S2-101
	S2-140541
	Huawei, Hisilicon
	TEI12
	5.3.6A, 5.7A, D3.7.1
	

	23.401
	2641
	2
	Rel-12
	Fix downlink message delivery failure due to crash with mobility event
	F
	12.3.0
	S2-101
	S2-140431
	ZTE, CATR, NEC
	TEI12, SAES
	5.3.4.3
	

	23.402
	1230
	3
	Rel-12
	Removing Source IP address/port from ISRP and IARP
	F
	12.3.0
	S2-101
	S2-140477
	NSN, Nokia
	TEI12
	4.8.2.1.4, 4.8.2.1.5
	


