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This is not in line with TS 23.401 clause 5.4.7.

CT4 also agreed that (C4-141660) the end marker message shall be sent only on the bearers that are switched rather than each bearer as below

During an E-UTRAN Initiated E-RAB modification procedure, the SGW shall send End marker message(s) to the eNodeB on the old S1-U tunnel for the tunnel(s) that are switched, i.e. if the S1 eNodeB F-TEID of the GTP-U tunnel provided by the MME in a Modify Bearer Request or Modify Access Bearer Request is not the same as the one previously stored in the SGW. 

	
	

	Summary of change:
	It is specified that:

· E-RAB Modification Indication message includes all the bearers with an indication allowing the MME to derive the bearers that are modified from those which are not modified;

· Modify Bearer Request is only sent to the affected PDN connections (with all bearers of the PDN connection);

· The Serving GW shall send one or more "end marker" packets on the old path only for the bearers that are switched between Master eNodeB and Secondary eNodeB.
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5.4.7
E-UTRAN initiated E-RAB modification procedure

When SCG bearer option is applied to support dual connectivity operation, this procedure is used to transfer bearer contexts to and from Secondary eNodeB (see 3GPP TS 36.300 [5] for Secondary eNodeB definition). During this procedure, both the MME and Serving GW are never relocated. The presence of IP connectivity between the Serving GW and the Master eNodeB (see 3GPP TS 36.300 [5] for Master eNodeB definition), as well as between the Serving GW and the Secondary eNodeB is assumed.

NOTE:
In E-UTRAN, eNodeB is not allowed to negotiate bearer-level QoS parameters as defined in clause 4.7.2.1.
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Figure 5.4.7-1: E-UTRAN initiated E-RAB modification procedure

1.
The Master eNodeB sends a E-RAB Modification Indication message to the MME, which includes the eNodeB address(es) and TEIDs for downlink user plane for all the EPS bearers and indicates for each bearer whether it is modified or not.

2.
The MME sends a Modify Bearer Request (eNodeB address(es) and TEIDs for downlink user plane for all the EPS bearers, ISR Activated) message per PDN connection to the Serving GW, only for the affected PDN connections. If ISR was activated before this procedure, MME should maintain ISR. The UE is informed about the ISR status in the Tracking Area Update procedure. If the Serving GW supports Modify Access Bearers Request procedure and if there is no need for the SGW to send the signalling to the PGW, the MME may send a Modify Access Bearers Request (eNodeB address(es) and TEIDs for downlink user plane for all the EPS bearers, ISR Activated) to the Serving GW to optimize the signalling.

3.
The Serving GW returns a Modify Bearer Response (Serving GW address and TEID for uplink traffic) message to the MME as a response to a Modify Bearer Request message, or a Modify Access Bearers Response (Serving GW address and TEID for uplink traffic) as a response to a Modify Access Bearers Request message. 


The Serving GW starts sending downlink packets to the eNodeB using the newly received address and TEID.

4.
In order to assist the reordering function in the Master eNodeB and/or Secondary eNodeB, for the bearers that are switched between Master eNodeB and Secondary eNodeB, the Serving GW shall send one or more "end marker" packets on the old path immediately after switching the path as defined in TS 36.300 [5], clause 10.1.2.2.

5.
The MME confirms the E-RAB modification with the E-RAB Modification Confirm message.
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