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FIRST CHANGE

11.3.2
Metrics initiation with SDP

QoE metrics initiation with SDP shall be done according to clause 5.3.3.6.

This following example shows the syntax of the SDP attribute for QoE metrics. The session level QoE metrics description (Initial buffering duration and rebufferings) are to be monitored and reported only once at the end of the session. Also video specific description of metrics (corruptions and decoded bytes) is to be monitored and reported every 15 seconds from the beginning of the stream until the time 40s. Finally, audio specific description of metrics (corruptions) is to be monitored and reported every 20 seconds from the beginning until the end of the stream.

EXAMPLE 1:
S->C  
RTSP/1.0 200 OK
Cseq: 1
Content-Type: application/sdp
Content-Base: rtsp://example.com/foo/bar/baz.3gp/
Content-Length: 800
Server: PSSR7 Server

v=0
o=- 3268077682 433392265 IN IP4 63.108.142.6
s=QoE Enables Session Description Example
e=support@foo.com
c=IN IP4 0.0.0.0
t=0 0
a=range:npt=0-83.660000
a=3GPP-QoE-Metrics:metrics={Initial_Buffering_Duration|Rebuffering_Duration };rate=End
a=control:*
m=video 0 RTP/AVP 96
b=AS:397
a=3GPP-QoE-Metrics:metrics={Corruption_Duration|Decoded_Bytes };rate=15;range:npt=0-40
a=control:trackID=3
a=rtpmap:96 H264/90000
a=range:npt=0-83.666000
a=fmtp:96profile-level-id=42c00c;sprop-parameter-sets= Z0LADJWgUH6Af1A=,aM46gA==
m=audio 0 RTP/AVP 98
b=AS:13
a=3GPP-QoE-Metrics:metrics={Corruption_Duration };rate=20
a=control:trackID=5
a=rtpmap:98 AMR/8000
a=range:npt=0-83.660000
a=fmtp:98 octet-align=1
a=maxptime:200

SECOND CHANGE

11.3.3
Metrics initiation/termination with RTSP

QoE Metrics initiation with RTSP can be done according to clause 5.3.2.3.1
In the following example it is shown how to negotiate QoE metrics during RTSP session setup. 

EXAMPLE 1 (QoE metrics negotiation):
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Figure 11.1: QoE metrics negotiation

C->S 
SETUP rtsp://example.com/foo/bar/baz.3gp/trackID=3 RTSP/1.0
Cseq: 2
3GPP-QoE-Metrics:url=”rtsp://example.com/foo/bar/baz.3gp/trackID=3”;  metrics={Corruption_Duration|Decoded_Bytes };rate=10; Range:npt=0-40, url=”rtsp://example.com/foo/bar/baz.3gp”;
metrics={Initial_Buffering_Duration|Rebuffering_Duration };rate=End

In the above SETUP request, the client modifies the sending rate of the QoE metrics for the control URL ”rtsp://example.com/foo/bar/baz.3gp/trackID=3” from 15 to 10 (compared to the initial SDP description). 

Assuming that the server acknowledged the changes, the server will send back a SETUP response as follows:

S->C
RTSP/1.0 200 OK
Cseq: 2
Session: 17903320
Transport: RTP/AVP;unicast;client_port=7000-7001;server_port= 6970-6971
3GPP-QoE-Metrics:url=”rtsp://example.com/foo/bar/baz.3gp/trackID=3”; metrics={Corruption_Duration|Decoded_Bytes };rate=10;Range:npt=0-40,  url=”rtsp://example.com/foo/bar/baz.3gp”; metrics={Initial_Buffering_Duration|Rebuffering_Duration };rate=End

EXAMPLE 2 (QoE metrics negotiation – no DESCRIBE – 200/OK):

An example is shown in Figure 11.2 and can make use of the same RTSP header defined in clause 5.3.2.3.


[image: image2.wmf] 

Client

 

Server

 

1. SETUP

 

 

2. 200 OK (incl. QoE negotiation data)

 

3. PLAY request (incl. QoE negotiation data)

 

 

4. 200 OK (incl. final QoE negotiation data)

 

5. RTSP messages incl. QoE metrics

 

 

Negotiation

 

Feedback

 

.

.

.

 


Figure 11.2: QoE metrics negotiation (no DESCRIBE-200/OK)

EXAMPLE 3 (QoE metrics negotiation – fast content switching with the SDP)
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PLAY rtsp://example.com/foo/bar/baz.3gp RTSP/1.0

Cseq: 3

Switch-Stream:old=rtsp://example.com/foo/bar/foo.3gp/trackID=1;

new= rtsp://example.com/foo/bar/baz.3gp/trackID=1;

old=rtsp://example.com/foo/bar/foo.3gp/trackID=2;
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3GPP-QoE-Metrics:url=”rtsp://example.com/foo/bar/baz.3gp/trackID=1”;

metrics={Corruption_Duration|Decoded_Bytes}; rate=10; Range:npt=0-40 

RTSP/1.0 200 OK

Cseq: 3
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SET_PARAMETER rtsp://example.com/foo/bar/baz.3gp RTSP/1.0

Cseq: 3

Session: 17903320

3GPP-QoE-Feedback: url=“rtsp://example.com/foo/bar/baz.3gp/trackID=1”; 

Corruption_Duration={200 12|1300 16};

Decoded_Bytes {750 20|1000 40}

Range:npt=0-40;

Content-length: 0



Figure 11.3: QoE metrics negotiation during content switch with SDP

C->S 
PLAY rtsp://example.com/foo/bar/baz.3gp RTSP/1.0
Cseq: 3
Session: 17903320
Switch-Stream:old=”rtsp://example.com/foo/bar/foo.3gp/trackID=1”;new=” rtsp://example.com/foo/bar/baz.3gp/trackID=1”; old=”rtsp://example.com/foo/bar/foo.3gp/trackID=2”;new=” rtsp://example.com/foo/bar/baz.3gp/trackID=2”;
3GPP-QoE-Metrics:url=”rtsp://example.com/foo/bar/baz.3gp/trackID=1”;  metrics={Corruption_Duration|Decoded_Bytes };rate=10; Range:npt=0-40 

In the above PLAY request, the client reuses the already negotiated sending rate of the QoE metrics for the control URL ”rtsp://example.com/foo/bar/baz.3gp/trackID=1” (compared to the above indicated range in the SDP description, which is 15). 

Assuming that the server acknowledged the changes, the server will send back a PLAY response as follows:

S->C
RTSP/1.0 200 OK
Cseq: 3
Session: 17903320
RTP-Info: rtsp://example.com/foo/bar/baz.3gp/trackID=1;seq=5000;rtptime=9873984 3GPP-3GPP-QoE-Metrics:url=” rtsp://example.com/foo/bar/baz.3gp/trackID=1;
metrics={Corruption_Duration|Decoded_Bytes };rate=10;Range:npt=0-40

EXAMPLE 4 (QoE metrics negotiation – fast content switching without the SDP)
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m=audio 0 RTP/AVP 98

b=AS:13
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Figure 11.4: QoE metrics negotiation during content switch with SDP

C->S 
PLAY rtsp://example.com/foo/bar/baz.3gp RTSP/1.0
Cseq: 3
Session: 17903320
Sdp-Requested:1 

In the above PLAY request, the client switches to new content without having the SDP. By consequence, the client does not have any information about the requested QoE parameters and cannot indicate those in the PLAY request. 

In the case of a successful switch, the server indicates the QoE metrics in the SDP and in the 3GPP-QoE-Metrics header. The server reuses the already negotiated feedback period of 10 seconds.

S->C
RTSP/1.0 200 OK
Cseq: 3
Session: 17903320
RTP-Info: rtsp://example.com/foo/bar/baz.3gp/trackID=1;seq=5000;rtptime=9873984 3GPP-3GPP-QoE-Metrics:url=”rtsp://example.com/foo/bar/baz.3gp/trackID=1”;
metrics={Corruption_Duration|Decoded_Bytes };rate=10;Range:npt=0-40
v=0
o=- 3268077682 433392265 IN IP4 63.108.142.6
s=QoE Enables Session Description Example
e=support@foo.com
c=IN IP4 0.0.0.0
t=0 0
a=range:npt=0-83.660000
a=control: rtsp://example.com/foo/bar/baz.3gp/trackID=1
m=video 0 RTP/AVP 96
b=AS:397
a=3GPP-QoE-Metrics:{Corruption_Duration|Decoded_Bytes };rate=10;range:npt=0-40
a=control:trackID=3
a=rtpmap:96 H264/90000
a=range:npt=0-83.666000
a=fmtp:96profile-level-id=42c00c ;sprop-parameter-sets= Z0LADJWgUH6Af1A=,aM46gA==
m=audio 0 RTP/AVP 98
b=AS:13
a=control: rtsp://example.com/foo/bar/baz.3gp/trackID=2
a=rtpmap:98 AMR/8000
a=range:npt=0-83.660000
a=fmtp:98 octet-align=1
a=maxptime:200

The client may further negotiate the offered QoE metrics using OPTIONS or SET_PARAMETER methods.

EXAMPLE 4 (setting the metrics off):

In this example, the metrics are switched off at session level (for all media).

C->S, S->C
SET_PARAMETER rtsp://example.com/foo/bar/baz.3gp RTSP/1.0
Cseq: 302
Session: 17903320
3GPP-QoE-Metrics: Off
Content-length: 0

The response for setting the metrics off would be:

S->C, C->S 
RTSP/1.0 200 OK
Cseq: 302
Session: 17903320
3GPP-QoE-Metrics: Off
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RTSP/1.0 200 OK
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