Page 1



SA WG2 Meeting #107E
S2-150416
3-11 February 2015, Electronic meeting
(revision 3 of S2-150059)
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	23.303
	CR
	0150
	rev
	1
	Current version:
	12.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Further clarification on the equivilent PLMN

	
	

	Source to WG:
	ZTE

	Source to TSG:
	SA WG2

	
	

	Work item code:
	ProSe
	
	Date:
	2014-1-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	During last meeting a note is added into the TS23.303, which clarifies that if the TAI list sent to the UE includes different PLMNs, only the "ProSe authorised" associated with the registered PLMN is available on the MME. 
This note clarifies that the MME only has the subscription of the registered PLMN. It is still not clear if the selected PLMN is different with the registered PLMN, whether the MME should indicate "ProSe authorised" to E-UTRAN. 

Some companies may want to have same ProSe authorization policy for equivalent PLMN, so there is no need to trigger ProSe authorization when change the selected PLMN. Some companies think the equivalent PLMN is only for mobility and may prefer to decouple the ProSe authroization policy from the equivalent PLMN.



	
	

	Summary of change:
	The ProSe authorization for equivalent PLMNs of the registered PLMN is not addressed in this release of specification.

	
	

	Consequences if not approved:
	It is still not clear how the ProSe authorization for equivalent PLMNs of the registered PLMN works.

	
	

	Clauses affected:
	5.7.1, 5.7.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


/*************First Change Start**************/
5.7
ProSe impacts to EPC procedures

5.7.1
E-UTRAN attach procedure for ProSe-enabled UEs

E-UTRAN attach for ProSe-enabled UE is performed as defined in TS 23.401 [5] with the following additions:

-
ProSe-enabled UE includes the ProSe capability indication as part of the "UE Network Capability" in the Attach Request message. MME stores this information for ProSe operation. ProSe capability can indicate whether the UE is capable of supporting one or more of the following ProSe direct services: ProSe Direct Discovery, ProSe Direct Communication and ProSe UE-to-Network Relay.

-
If the MME is configured to indicate "ProSe authorised" to E-UTRAN, the UE is ProSe-enabled, and the UE is authorised to use ProSe direct services based on the subscription data, the MME shall include a "ProSe authorised" indication in the S1 AP Initial Context Setup Request, indicating which of the ProSe direct services the UE is authorised to use.

NOTE:
If the TAI list sent to the UE includes different PLMNs, only the "ProSe authorised" information associated with the registered PLMN is available on the MME. The ProSe authorization for equivalent PLMNs of the registered PLMN is not addressed in this release of specification.
/************* Next Change **************/

5.7.4
Tracking Area Update procedure for ProSe-enabled UEs

Tracking Area Update procedures for ProSe-enabled UE are performed as defined in TS 23.401 [5] with the following additions:

-
ProSe-enabled UE includes the ProSe capability indication as part of the "UE Network Capability" in the Tracking Area Update Request message. MME stores this information for ProSe operation.

-
If the MME is configured to indicate "ProSe authorised" to E-UTRAN and determines to re-establish the radio and S1 bearers for all active EPS bearer contexts due to the "active" flag included in the Tracking Area Update Request message or the pending downlink data or signalling, the UE is ProSe-enabled, and the UE is authorised to use ProSe direct services based on the subscription data, the MME shall include a "ProSe authorised" indication in the S1-AP Initial Context Setup Request.

NOTE:
If the TAI list sent to the UE includes different PLMNs, only the "ProSe authorised" information associated with the registered PLMN is available on the MME. The ProSe authorization for equivalent PLMNs of the registered PLMN is not addressed in this release of specification.
/************ End of Changes ************/

