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	Reason for change:
	The MPS stage 1 description does not include objectives for priority in advance of service invocation. Without advance priority treatment, it is possible that MPS invocation and request for the application service (e.g., Voice or Video) may fail even before it can be authorized in certain scenario.  

	
	

	Summary of change:
	Addition of new new subclause describing objectives to provide advance priority treatment in radio access networks.

	
	

	Consequences if not approved:
	Without stage 1 description of advance priority objectives, implementors (e.g., service and equipment providers) may not be aware of the needs for MPS.
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	Other comments:
	


***** start of change *****
5.1.X
Priority before service invocation
5.1.X.1
Overview of priority before service invocation
Providing priority treatment to MPS-subscribed UEs during attachment for radio access and network connectivity before the MPS application service session invocation requests improves the probability of an MPS session request being successful. This involves providing priority treatment for the signaling during the UE attachment for radio access and network connectivity based on a subscription profile. Without such priority treatment, a Service User’s UE might fail to gain radio access network and CN connectivity which in turn means that there is no access to the MPS application services (Voice, Video, and Data).  Priority treatment before MPS session request increases the probability of successful MPS session establishment and any associated process for the Service User authorization (e.g., credential collection).  
5.1.X.2
Requirement for priority before service invocation
The 3GPP network shall be able to provide priority treatment to an MPS-subscribed UE before the MPS application service invocation (e.g., priority treatment for the default and IMS signaling bearers establishment based on a subscription profile).  
***** end of change *****
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