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***** 1st change *****
1.1
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
Void

[2]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications". 

[3]
3GPP TS 23.122: "Non Access Stratum functions related to Mobile Station (MS) in idle mode".

[4]
ITU-T Recommendation Q.1001: "General aspects of Public Land Mobile Networks".

[5]
3GPP TS 22.043: "Support of Localised Service Area (SoLSA). Stage 1".

[6]
3GPP TS 22.234: "Requirements on 3GPP system to wireless local area network (WLAN) interworking".

[7]
3GPP TS 22.101: "Service aspects; Service principles".

[8]
3GPP TS 22.278: "Service requirements for the Evolved Packet System (EPS)".

[9]
3GPP TS 36.304: "User Equipment (UE) procedures in idle mode"  
[10]
3GPP TS25.304: "User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode".
[11]
3GPP TS 25.304: "User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode”.

[12]
3GPP TS 36.304: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode". 
[13]
3GPP TS 36.331: "E-UTRA Radio Resource Control (RRC)".

[14]



3GPP TS 22.220: "Service requirements for Home NodeBs and Home eNodeBs".
[15]



3GPP2 C.S0004-A v6.0: "Signaling Link Access Control (LAC) Standard for cdma2000 Spread Spectrum Systems – Addendum 2"
[16]



3GPP TS 22.153: "Multimedia priority service".
***** end of 1st change *****
***** 2nd change *****
4.4
Emergency Calls

An additional control bit known as "Access Class 10" is also signalled over the air interface to the UE. This indicates whether or not network access for Emergency Calls is allowed for UEs with access classes 0 to 9 or without an IMSI. For UEs with access classes 11 to 15, Emergency Calls are not allowed if both "Access class 10" and the relevant Access Class (11 to 15) are barred. Otherwise, Emergency Calls are allowed.

4.4a
Multimedia Priority Service

Multimedia Priority Service (TS 22.153[16]) shall be assigned its own unique access class value (i.e., one of the special access classes 11 to 15).  The assigned access class value for Multimedia Priority Service is based on regional/national regulatory requirements and operator policy.

***** end of change *****
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