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************  CHANGE 1  **************
5.11
Location Information

5.11.1
General


Depending on national requirements, the CSP may be required to report the location of the Target at the beginning and end of CS calls and PS and IMS sessions on a per warrant or per intercept basis. It may also be a national requirement for the CSP to report the location of the Target during on-going communications. 

NOTE 1:
Currently, in some cases, the location of the Target might not be available.

The location information associated with target communication reported to the LEMF shall be at least location information trusted by the 3GPP network (i.e., the location information is either 3GPP network derived or verified). 

National regulation may require that the location information source be provided if known by the CSP.

The 3GPP access network derived or verified location information shall be the location(s) of the access point(s) to which the Target is connected in the access network(s). The location shall be the access network identifier like the radio cell identity. 
For non 3GPP access networks, the location information shall be at least the identity of entry point into the 3GPP core network (e.g. fire wall or security gateway). The location information of the non-3GPP access network shall be provided if this information is available to the CSP.

National regulation may require that third party provided location information associated with target communication, that may be available in the 3GPP network, is reported to the LEMF. 
If required by national regulation the geographic location and/or civic address information shall be reported to the LEMF. This can include additional radio coverage information.

5.11.2
Location Services
In addition to the 3GPP network derived or verified location information as described in 5.11.1. target location information from Location Services (LCS, as described in 3GPP TS 22.071 [23] and 3GPP TS 23.271 [24]) may be used additionally to provide location information to the LEMF if available.  Additional requirements applicable are in Annex B.
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