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***** First change *****
7.1.3.2.2
Group communication answer response
Table 7.1.3.2.2-1 describes the information flow for the group communication answer response sent from the MCVideo client to other MCVideo clients.

Table 7.1.3.2.2-1: Group communication answer response
	Information Element
	Status
	Description

	MCVideo ID
	M
	The identity of the MCVideo user sending the response



***** Next change *****
7.1.3.3.2
Procedure
Figure 7.1.3.3.2-1 describes procedures to establish a MCVideo group communication with other MCVideo clients. 

Once the MCVideo group communication is established the MCVideo clients send Group communication announcement periodically.

Pre-conditions:

1.
Information for ProSe direct communications corresponding to the MCVideo group and its mapping to ProSe Layer-2 Group ID are pre-configured in MCVideo client 1.

2.
MCVideo client 1 to MCVideo client N are members of the same MCVideo group.

3.
MCVideo user 1 has initiated MCVideo group communication. 
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Figure 7.1.3.3.2-1: MCVideo group communication setup
1.
MCVideo client 1 sends a Group communication announcement message to the MCVideo group.

2.
Upon receiving the Group communication announcement message, all MCVideo clients that are not part of an ongoing group communication for the MCVideo group indicated in the Group communication announcement message set parameters for the media plane as described in the Group communication announcement message.

3.
The MCVideo clients send a group communication answer response to the MCVideo group confirming the participation in the MCVideo group communication. On receiving a group communication answer response message from at least one MCVideo client, other MCVideo clients need not send a group communication answer response message. If the Group communication announcement message included a confirm mode indication, then the MCVideo clients should send a group communication answer response message.

NOTE 1:
MCVideo client 1 should wait for at least one group communication answer response message before transmitting video to the MCVideo group.

4.
MCVideo client 1 checks the participants of the MCVideo group communication through the received group communication answer response messages.

NOTE 2:
Due to the movement of the participants (in and out of the radio coverage) during the off-network group communication, the Group communication announcement message, including parameters for media delivery, is periodically sent.
NOTE 3:
Group communication announcement may include user ID, group ID, media type codec, control port for transmission video, video resolution and video frame rate, video mode, last chage time of video mode etc.
***** Next change *****
7.1.3.4.2
Procedure
Figure 7.1.3.4.2-1 describes procedures to join a MCVideo group communication passively.

The MCVideo client X passively waits for a Group communication announcement message. Upon receiving a periodic Group communication announcement message, MCVideo client X establishes media plane and joins the MCVideo group communication.

Pre-conditions:

1.
Information for ProSe direct communications corresponding to the MCVideo group and its mapping to ProSe Layer-2 Group ID are pre-configured in MCVideo client X.

2.
MCVideo client 1 to MCVideo client N and MCVideo client X are members of the same MCVideo group.

3.
MCVideo client 1 to MCVideo client N are part of an ongoing MCVideo group communication.
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Figure 7.1.3.4.2-1: Passive join to MCVideo group communication
1.
Another MCVideo client X enters in the communication range after the MCVideo group communication establishment. The MCVideo client X does not do anything and passively waits for a periodic Group communication announcement message. 

2.
An MCVideo client which is part of the ongoing MCVideo group communication eventually sends a periodic Group communication announcement message.

3.
Upon receiving the periodic Group communication announcement message MCVideo client X sets the parameters for  media plane as described in the Group communication announcement message.

4.
If the Group communication announcement message included a confirm mode indication, MCVideo client X may sends a group communication answer response towards MCVideo group to inform all MCVideo group members of its participation the MCVideo group communication.

5.
MCVideo group communication continues with the MCVideo client X.
***** Next change *****
7.1.3.5.2
Procedure
Figure 7.1.3.5.2-1 describes procedures to join a MCVideo group communication actively.

The MCVideo client X sends a Group communication announcement message towards the MCVideo group.

Upon receiving a Group communication announcement message with new communication parameters, such as communication identifier, a MCVideo client participating in the on-going group communication for the MCVideo group sends a Group communication announcement message. 

The Group communication announcement message contains parameters for the on-going MCVideo group communication. MCVideo client X upon receiving such a Group communication announcement message establishes the media plane as described in the message and joins the MCVideo group communication.

Pre-conditions:

1.
Information for ProSe direct communications corresponding to the MCVideo group and its mapping to ProSe Layer-2 Group ID are pre-configured in MCVideo client X.

2.
MCVideo client 1 to MCVideo client N and MCVideo client X are members of the same MCVideo group.

3.
MCVideo client 1 to MCVideo client N are part of an ongoing MCVideo group communication.
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Figure 7.1.3.5.2-1: Active join to MCVideo group communication
1.
Another MCVideo client X enters in the communication range after the MCVideo group communication establishment. The MCVideo client X sends a Group communication announcement message to start a newMCVideo group communication.

2.
Upon receiving a Group communication announcement message with new communication parameters, such as communication identifier, another MCVideo client, which is part of the ongoing MCVideo group communication sends a Group communication announcement message.

3.
Upon receiving the Group communication announcement message MCVideo client X sets parameters for the media plane as described in the Group communication announcement message.

4.
If the Group communication announcement message included a confirm mode indication, MCVideo client X may send a group communication answer response towards MCVideo group to inform all MCVideo group members of its participation the MCVideo group communication.

5.
MCVideo group communication continues with the MCVideo client X.
***** Changes End *****
_1540912809.vsd

_1543319478.vsd

_1543319504.vsd

_1543319365.vsd

_1537796237.vsd

_1537797508.vsd

